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‌ 
Introduction‌ ‌and‌ ‌Scope‌ ‌ 
Peplink‌ ‌Balance‌ ‌routers‌ ‌provide‌ ‌link‌ ‌aggregation‌ ‌and‌ ‌load‌ ‌balancing‌ ‌across‌ ‌multiple‌ ‌WAN‌‌                       
connections.‌‌We‌‌develop‌‌products‌‌and‌‌technologies‌‌that‌‌can‌‌help‌‌you‌‌build‌‌SD-WAN‌‌networks‌‌                         
with‌ ‌unbreakable‌ ‌connection‌ ‌resilience,‌ ‌unmatched‌‌deployment‌‌flexibility,‌‌and‌‌intuitive‌‌ease‌‌of‌‌                     
use.‌ ‌ 
‌ 

Our‌‌product‌‌and‌‌technology‌‌focus‌‌has‌‌always‌‌been‌‌on‌‌WAN‌‌virtualization‌‌and‌‌the‌‌intelligent‌‌use‌‌                             
of‌ ‌multiple‌ ‌WAN‌ ‌links‌ ‌at‌ ‌the‌ ‌same‌ ‌time‌ ‌to‌ ‌increase‌ ‌reliability‌ ‌and‌ ‌bandwidth‌ ‌whilst‌ ‌reducing‌‌                             
costs.‌‌ ‌  
We‌‌have‌‌two‌‌key‌‌WAN‌‌virtualization‌‌technologies,‌‌Intelligent‌‌load‌‌balancing‌‌for‌‌Internet‌‌access‌‌                         
and‌ ‌SpeedFusion‌ ‌VPN‌ ‌Bonding‌ ‌for‌ ‌secure‌ ‌branch‌ ‌to‌ ‌branch‌ ‌connectivity.‌ ‌ 
‌ 

The‌ ‌Peplink‌ ‌MediaFast‌ ‌series‌ ‌are‌ ‌a‌ ‌range‌ ‌of‌ ‌routers‌ ‌capable‌ ‌of‌ ‌content‌ ‌caching.‌ ‌ 
Designed‌ ‌with‌ ‌education‌ ‌and‌ ‌entertainment‌ ‌in‌ ‌mind,‌ ‌MediaFast‌ ‌downloads‌ ‌and‌ ‌accelerates‌‌                     
video,‌‌iTunes‌‌iOS‌‌updates,‌‌app‌‌downloads,‌‌and‌‌other‌‌content‌‌for‌‌uninterrupted‌‌learning‌‌and‌‌fun‌‌                           
anytime.‌‌ ‌  
The‌ ‌MediaFast‌ ‌can‌ ‌prefetch‌ ‌content‌ ‌during‌ ‌off-peak‌ ‌hours,‌ ‌saving‌ ‌connectivity‌ ‌costs‌ ‌and‌‌                       
reducing‌ ‌network‌ ‌burden‌ ‌during‌ ‌busy‌ ‌times.‌ ‌ 
‌ 

This‌ ‌manual‌ ‌applies‌ ‌to‌ ‌the‌ ‌following‌ ‌Peplink‌ ‌Balance‌ ‌products:‌ ‌ 
● Peplink‌ ‌Balance‌ ‌One‌ ‌ 
● Peplink‌ ‌Balance‌ ‌Two‌ ‌ 
● Peplink‌ ‌Balance‌ ‌20‌ ‌ 
● Peplink‌ ‌Balance‌ ‌20X‌ ‌ 
● Peplink‌ ‌Balance‌ ‌30‌ ‌LTE/Pro‌ ‌ 
● Peplink‌ ‌Balance‌ ‌210‌ ‌ 
● Peplink‌ ‌Balance‌ ‌310‌ ‌ 
● Peplink‌ ‌Balance‌ ‌310X‌ ‌ 
● Peplink‌ ‌Balance‌ ‌310‌ ‌5G‌ ‌ 
● Peplink‌ ‌Balance‌ ‌310‌ ‌Fiber‌ ‌5G‌ ‌ 
● Peplink‌ ‌Balance‌ ‌380‌ ‌ 
● Peplink‌ ‌Balance‌ ‌380X‌ ‌ 
● Peplink‌ ‌Balance‌ ‌580‌ ‌ 
● Peplink‌ ‌Balance‌ ‌580X‌ ‌ 
● Peplink‌ ‌Balance‌ ‌710‌ ‌ 
● Peplink‌ ‌Balance‌ ‌1350‌ ‌ 
● Peplink‌ ‌Balance‌ ‌2500‌‌ ‌  
● Peplink‌ ‌MediaFast‌ ‌200/500/750‌ ‌ 
● Peplink‌ ‌EPX‌ ‌ 
● Peplink‌ ‌SDX‌ ‌ 
● Peplink‌ ‌SDX‌ ‌Pro‌ ‌ 

‌ 
The‌ ‌manual‌ ‌covers‌ ‌setting‌ ‌up‌‌your‌‌Peplink‌‌Balance‌‌or‌‌MediaFast‌‌and‌‌provides‌‌a‌‌collection‌‌of‌‌                             
case‌ ‌studies‌ ‌detailing‌ ‌the‌ ‌advanced‌ ‌features‌ ‌of‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌ ‌   

‌ 

‌ 
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‌ 
1 Glossary‌ ‌ 
The‌ ‌following‌ ‌terms,‌ ‌acronyms,‌ ‌and‌ ‌abbreviations‌ ‌are‌ ‌frequently‌ ‌used‌ ‌in‌ ‌this‌ ‌manual:‌ ‌ 

‌ 

‌ 

Term‌ ‌  Definition‌ 

3G‌ ‌  3rd‌ ‌generation‌ ‌standards‌ ‌for‌ ‌wireless‌ ‌communications‌ ‌(e.g.,‌ ‌HSDPA)‌ ‌ 

4G‌ ‌  4th‌ ‌generation‌ ‌standards‌ ‌for‌ ‌wireless‌ ‌communications‌ ‌(e.g.,‌ ‌LTE)‌ ‌ 

DHCP‌ ‌  Dynamic‌ ‌Host‌ ‌Configuration‌ ‌Protocol‌ ‌ 

DNS‌ ‌  Domain‌ ‌Name‌ ‌System‌ ‌ 

EVDO‌ ‌  Evolution-Data‌ ‌Optimized‌ ‌ 

FQDN‌ ‌  Fully‌ ‌Qualified‌ ‌Domain‌ ‌Name‌ ‌ 

HSDPA‌ ‌  High-Speed‌ ‌Downlink‌ ‌Packet‌ ‌Access‌ ‌ 

HTTP‌ ‌  Hyper-Text‌ ‌Transfer‌ ‌Protocol‌ ‌ 

ICMP‌ ‌  Internet‌ ‌Control‌ ‌Message‌ ‌Protocol‌ ‌ 

IP‌ ‌  Internet‌ ‌Protocol‌ ‌ 

LAN‌ ‌  Local‌ ‌Area‌ ‌Network‌ ‌ 

MAC‌ ‌Address‌ ‌  Media‌ ‌Access‌ ‌Control‌ ‌Address‌ ‌ 

MTU‌ ‌  Maximum‌ ‌Transmission‌ ‌Unit‌ ‌ 

MSS‌ ‌  Maximum‌ ‌Segment‌ ‌Size‌ ‌ 

NAT‌ ‌  Network‌ ‌Address‌ ‌Translation‌ ‌ 

PPPoE‌ ‌  Point‌ ‌to‌ ‌Point‌ ‌Protocol‌ ‌over‌ ‌Ethernet‌ ‌ 

QoS‌ ‌  Quality‌ ‌of‌ ‌Service‌ ‌ 

SNMP‌ ‌  Simple‌ ‌Network‌ ‌Management‌ ‌Protocol‌ ‌ 

TCP‌ ‌  Transmission‌ ‌Control‌ ‌Protocol‌ ‌ 

UDP‌ ‌  User‌ ‌Datagram‌ ‌Protocol‌ ‌ 

VPN‌ ‌  Virtual‌ ‌Private‌ ‌Network‌ ‌ 

VRF‌ ‌  Virtual‌ ‌Routing‌ ‌and‌ ‌Forwarding‌ ‌ 

VRRP‌ ‌  Virtual‌ ‌Router‌ ‌Redundancy‌ ‌Protocol‌ ‌ 

WAN‌ ‌  Wide‌ ‌Area‌ ‌Network‌ ‌ 

WINS‌ ‌  Windows‌ ‌Internet‌ ‌Name‌ ‌Service‌ ‌ 

WLAN‌ ‌  Wireless‌ ‌Local‌ ‌Area‌ ‌Network‌ ‌ 

210+‌ ‌  Refers‌ ‌to‌ ‌Peplink‌ ‌Balance‌ ‌210/310/380/580/710/1350/2500‌ ‌ 

380+‌ ‌  Refers‌ ‌to‌ ‌Peplink‌ ‌Balance‌ ‌380/580/710/1350/2500‌ ‌ 
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‌ 
‌ 

2 Product‌ ‌Comparison‌ ‌Charts‌ ‌ 

2.1 Balance‌ ‌Routers‌ ‌(for‌ ‌Small‌ ‌Office‌ ‌/‌ ‌Branch)‌ ‌ 

‌ 
A‌ ‌full‌ ‌product‌ ‌comparison‌ ‌for‌ ‌Balance‌ ‌routers‌ ‌is‌ ‌available‌ ‌at:‌ ‌ 
http://www.peplink.com/products/balance/model-comparison/‌ ‌ 

‌ 
‌ 
‌ 

   

‌ 

‌ 

‌  20‌ ‌  20X‌ ‌  30‌ ‌LTE‌ ‌  30‌ ‌PRO‌ ‌  ONE‌ ‌  TWO‌ ‌  210‌ ‌  310X‌ ‌ 

Product‌ ‌Code‌ ‌  BPL-021‌ ‌  BPL-021X-‌
LTE‌ ‌ 

BPL-031-LT‌
E‌ ‌ 

BPL-031-L‌
TEA‌ ‌ 

BPL-ONE‌ ‌  BPL-TWO‌  BPL-210‌ ‌  BPL-310‌
X‌ ‌ 

Capacity‌ ‌ 

Ethernet‌ ‌WAN‌‌ 
Ports‌ ‌  2‌ ‌(GE)‌ ‌+‌ ‌  1‌ ‌(GE)‌ ‌  2‌ ‌(GE)‌ ‌  2‌ ‌(GE)‌ ‌  2/5‌ ‌(GE)‌ ‌#‌ ‌  2‌ ‌(GE)‌ ‌  2‌ ‌(GE)‌ ‌+‌ ‌  2‌ ‌(GE)‌ ‌ 

LAN‌ ‌Ports‌ ‌  4‌ ‌(GE)‌ ‌  4‌ ‌(GE)‌ ‌  4‌ ‌(GE)‌ ‌  4‌ ‌(GE)‌ ‌  8/5‌ ‌(GE)‌ ‌#‌ ‌  4‌ ‌(GE)‌ ‌  7‌ ‌(GE)‌ ‌  9‌ ‌(GE)‌ ‌ 

Simultaneous‌‌ 
Dual-Band‌‌ 
802.11ac/a/b/g/‌
n‌ ‌Wi-Fi‌ ‌AP‌ ‌ 

No‌ ‌  Yes‌ ‌  No‌ ‌  Yes‌ ‌  Yes‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌ 

Embedded‌ ‌4G‌‌ 
LTE‌ ‌ 

No‌ ‌  Yes‌ ‌  Yes‌ ‌  Yes‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  Yes‌ ‌ 

SIM‌ ‌Card‌ ‌Size‌ ‌  No‌ ‌  Mini-SIM‌‌ 
(2FF)‌ ‌ 

Mini-SIM‌‌ 
(2FF)‌ ‌ 

Mini-SIM‌‌ 
(2FF)‌ ‌ 

No‌ ‌  No‌ ‌  No‌ ‌  Mini-SIM‌‌ 
(2FF)‌ ‌ 

USB‌ ‌WAN‌ 
Modem‌ ‌Port‌ ‌ 

1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  2‌ ‌ 

Recommended‌‌ 
Users‌ ‌ 

1-60‌ ‌  1-60‌ ‌  1-60‌ ‌  1-60‌ ‌  1-60‌ ‌  25-150‌ ‌  25-150‌ ‌  50-500‌ ‌ 

Stateful‌‌ 
Firewall‌‌ 
Throughput‌ ‌ 

150Mbps‌ ‌  900Mbps‌ ‌  200Mbps‌ ‌  400Mbps‌ ‌ 
600Mbps/‌ ‌ 

400Mbps‌‌ ‌#‌  1Gbps‌ ‌  350Mbps‌ ‌  2.5Gbps‌ ‌ 
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‌ 
 

2.2 Balance‌ ‌Routers‌ ‌(for‌ ‌for‌ ‌Enterprise‌ ‌/‌ ‌Headquarters)‌ ‌ 

‌ 
A‌ ‌full‌ ‌product‌ ‌comparison‌ ‌for‌ ‌Balance‌ ‌routers‌ ‌is‌ ‌available‌ ‌at:‌‌ ‌  
http://www.peplink.com/products/balance/model-comparison/‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

‌  305‌ ‌  310X‌ ‌  380‌ ‌  380X‌ ‌  580‌ ‌  580X‌ ‌  710‌ ‌  1350‌ ‌  2500‌ ‌ 

Product‌ ‌Code‌  BPL-305‌ ‌  BPL-310‌
X‌ ‌ 

BPL-380‌ ‌  BPL-380X‌  BPL-580‌  BPL-580‌
X‌ ‌ 

BPL-710‌ ‌  BPL-135‌  BPL-2500‌‌ 
*‌ ‌ 

Capacity‌ ‌ 

Ethernet‌ ‌WAN‌‌ 
Ports‌ ‌ 

3‌ ‌(GE)‌ ‌  2‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌  5‌ ‌(GE)‌ ‌  5‌ ‌(GE)‌ ‌  7‌ ‌(GE)‌ ‌  13‌ ‌(GE)‌ ‌ 

12‌ ‌(GE)/4‌‌ 
(GE)‌ ‌&‌ ‌2‌‌ 

(10G‌‌ 
SFP+)‌ ‌*‌ ‌ 

LAN‌ ‌Ports‌ ‌  3‌ ‌(GE)‌ ‌  9‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌  3‌ ‌(GE)‌ ‌ 
8‌ ‌(GE)/‌ ‌ 
2‌ ‌(10G‌‌ 
SFP+)‌ ‌*‌ ‌ 

Simultaneous‌‌ 
Dual-Band‌‌ 
802.11ac/a/b/g‌
/n‌ ‌Wi-Fi‌ ‌AP‌ ‌ 

No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌ 

Embedded‌ ‌4G‌ 
LTE‌ ‌ 

No‌ ‌  Yes‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌ 

SIM‌ ‌Card‌ ‌Size‌  No‌ ‌  Yes‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌  No‌ ‌ 

USB‌ ‌WAN‌ 
Modem‌ ‌Port‌ ‌ 

1‌ ‌  2‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌ 

Recommende‌
d‌ ‌Users‌ ‌ 

50-500‌ ‌  50-500‌ ‌  50-500‌ ‌  50-500‌ ‌  300-1000‌  300-1000‌  500-2000‌  1000-50‌
00‌ ‌ 

5000-2000‌
0+‌ ‌ 

Stateful‌‌ 
Firewall‌‌ 
Throughput‌ ‌ 

1Gbps‌ ‌  2.5Gbps‌ ‌  1Gbps‌ ‌  3Gbps‌ ‌  1.5Gbps‌ ‌  4Gbps1‌ ‌  2.5Gbps‌ ‌  5Gbps‌ ‌  8Gbps‌ ‌ 
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‌ 

2.3 MediaFast‌ ‌Routers‌ ‌ 

‌ 
A‌ ‌full‌ ‌product‌ ‌comparison‌ ‌for‌ ‌MediaFast‌ ‌routers‌ ‌is‌ ‌available‌ ‌at:‌‌ ‌  
https://www.peplink.com/products/mediafast-specifications/‌‌ ‌  

‌   

‌ 

‌ 

‌  MediaFast‌ ‌200‌ ‌  MediaFast‌ ‌500‌ ‌  MediaFast‌ ‌750‌ ‌ 

Product‌ ‌Code‌ ‌  MFA-200-W‌ ‌  MFA-500-B‌ ‌  MFA-750-B‌ ‌ 

WAN‌ ‌Interface‌ ‌  2x‌ ‌GE‌‌ ‌  
(Only‌ ‌WAN‌ ‌1‌ ‌is‌ ‌activated.)‌ ‌  5x‌ ‌GE‌ ‌  7x‌ ‌GE‌ ‌ 

Wi-Fi‌ ‌Interface‌ ‌  Simultaneous‌ ‌Dual-Band‌‌ 
802.11a/b/g/n‌ ‌Access‌ ‌Point‌  -‌ ‌  -‌ ‌ 

Embedded‌ ‌3G/4G‌ ‌LTE‌ ‌  -‌ ‌  -‌ ‌  -‌ ‌ 

USB‌ ‌WAN‌ ‌Modem‌ ‌  1‌ ‌  1‌ ‌  1‌ ‌ 

LAN‌ ‌Interface‌ ‌  8x‌ ‌GE;‌ ‌802.3at‌ ‌PoE‌ ‌Output‌  3x‌ ‌GE‌ ‌  3x‌ ‌GE‌ ‌ 

Recommended‌ ‌Users‌ ‌  25-150‌ ‌  300-1000‌ ‌  500-2000‌ ‌ 

Router‌ ‌Throughput‌ ‌  200Mbps‌ ‌  800Mbps‌ ‌  1.5Gbps‌ ‌ 

Disk‌ ‌Drive‌ ‌  120GB‌ ‌SSD‌ ‌  500GB‌ ‌SSD‌ ‌  1TB‌ ‌SSD‌ ‌ 

Load‌ ‌Balancing‌ ‌&‌ ‌Failover‌  Yes‌ ‌  Yes‌ ‌  Yes‌ ‌ 

PepVPN‌ ‌  Yes‌ ‌  Yes‌ ‌  Yes‌ ‌ 

SpeedFusion‌ ‌Hot‌ ‌Failover‌  Optional‌ ‌Feature‌ ‌  Yes‌ ‌  Yes‌ ‌ 

SpeedFusion‌ ‌WAN‌ 
Smoothing‌ ‌  Optional‌ ‌Feature‌ ‌  Yes‌ ‌  Yes‌ ‌ 

SpeedFusion‌ ‌Bandwidth‌‌ 
Bonding‌ ‌  Optional‌ ‌Feature‌ ‌  Yes‌ ‌  Yes‌ ‌ 

Number‌ ‌of‌‌ 
PepVPN/SpeedFusion‌‌ 
Peers‌ ‌ 

2‌‌ ‌   50‌ ‌  300‌ ‌ 

PepVPN/‌ ‌SpeedFusion‌‌ 
Throughput‌ ‌  50Mbps‌ ‌  200Mbps‌ ‌  400Mbps‌ ‌ 

Built-in‌ ‌AP‌ ‌Controller‌ ‌  Yes‌ ‌  Yes‌ ‌  Yes‌ ‌ 

Maximum‌ ‌Number‌ ‌of‌ ‌AP‌‌ 
Support‌ ‌  50‌ ‌  100‌ ‌  250‌ ‌ 

PoE‌ ‌Input‌ ‌  -‌ ‌  -‌ ‌  -‌ ‌ 

PoE‌ ‌Output‌ ‌  8x‌ ‌802.3at‌ ‌(optional‌‌ 
feature)‌ ‌  -‌ ‌  -‌ ‌ 

Dimensions‌ ‌  292‌ ‌x‌ ‌177‌ ‌x‌ ‌44‌ ‌mm‌ ‌  431‌ ‌x‌ ‌305‌ ‌x‌ ‌44‌ ‌mm‌ ‌  426‌ ‌x‌ ‌365‌ ‌x‌ ‌44‌ ‌mm‌ ‌ 

Gross‌ ‌Weight‌ ‌  2.8‌ ‌kg‌ ‌  6.6‌ ‌kg‌ ‌  5.5‌ ‌kgs‌ ‌ 
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‌ 
‌ 

3 Product‌ ‌Features‌ ‌ 
Peplink‌‌Balance‌‌Series‌‌products‌‌enable‌‌all‌‌LAN‌‌users‌‌to‌‌share‌‌broadband‌‌Internet‌‌connections‌‌                         
and‌‌provide‌‌advanced‌‌features‌‌to‌‌enhance‌‌Internet‌‌access.‌‌The‌‌following‌‌is‌‌a‌‌list‌‌of‌‌supported‌‌                             
features:‌ ‌ 
‌ 

WAN‌ ‌ 

● Multiple‌ ‌public‌ ‌IP‌ ‌support‌ ‌(DHCP,‌ ‌PPPoE,‌ ‌static‌ ‌IP‌ ‌address)‌ ‌ 
● Static‌ ‌IP‌ ‌support‌ ‌for‌ ‌PPPoE‌ ‌ 
● 10/100/1000Mbps‌ ‌Ethernet‌ ‌connection‌ ‌in‌ ‌full/half‌ ‌duplex‌ 
● Built-in‌ ‌HSPA‌ ‌and‌ ‌EVDO‌ ‌cellular‌ ‌modems‌‌ ‌  
● USB‌ ‌mobile‌ ‌connection‌ ‌‌(only‌ ‌one‌ ‌USB‌ ‌modem‌ ‌can‌ ‌be‌ ‌connected‌ ‌at‌ ‌a‌ ‌time)‌ ‌ 
● Drop-in‌‌mode‌‌on‌‌selectable‌‌WAN‌‌port‌‌with‌‌MAC‌‌address‌‌passthrough‌‌‌n‌etwork‌‌address‌‌                       

translation‌ ‌(NAT)‌ ‌/‌ ‌port‌ ‌address‌ ‌translation‌ ‌(PAT)‌ ‌ 
● Inbound‌ ‌and‌ ‌outbound‌ ‌NAT‌ ‌mapping‌ ‌ 
● Multiple‌ ‌static‌ ‌IP‌ ‌addresses‌ ‌per‌ ‌WAN‌ ‌connection‌ ‌ 
● MAC‌ ‌address‌ ‌clone‌ ‌ 
● Customizable‌ ‌MTU‌ ‌and‌ ‌MSS‌ ‌values‌ ‌ 
● WAN‌ ‌connection‌ ‌health‌ ‌check‌ ‌ 
● Dynamic‌ ‌DNS‌ ‌(supported‌ ‌service‌ ‌providers:‌ ‌changeip.com,‌ ‌dyndns.org,‌‌             

no-ip.org,tzo.com,‌ ‌and‌ ‌DNS-O-Matic)‌ ‌ 
● Ping,‌ ‌DNS‌ ‌lookup,‌ ‌and‌ ‌HTTP-based‌ ‌health‌ ‌check‌ ‌ 
● WAN‌  ‌throughput‌ ‌and‌ ‌consistency‌ ‌diagnosis‌ ‌ 
● WAN‌ ‌to‌ ‌WAN‌ ‌speed‌ ‌test‌ ‌ 
● USB‌ ‌Ethernet‌ ‌Adapter‌ ‌support‌ ‌ 

‌ 

LAN‌ ‌ 

● DHCP‌ ‌server‌ ‌on‌ ‌LAN‌ ‌ 
● Extended‌ ‌DHCP‌ ‌option‌ ‌support‌ ‌ 
● Static‌ ‌routing‌ ‌rules‌ ‌ 
● Local‌ ‌DNS‌ ‌proxy‌ ‌server‌ ‌ 
● 802.1q‌ ‌VLANs‌‌ ‌  
● Port-based‌ ‌VLANs‌ ‌ 
● Virtual‌ ‌Network‌ ‌Mapping‌ ‌ 

‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
VPN‌ ‌ 

● Secure‌ ‌SpeedFusion‌TM‌ ‌ 
● SpeedFusion‌ ‌performance‌ ‌analyzer‌ ‌ 
● X.509‌ ‌certificate‌ ‌support‌‌ ‌  
● Bandwidth‌ ‌bonding‌ ‌and‌ ‌failover‌ ‌among‌ ‌selected‌ ‌WAN‌ ‌connections‌ ‌ 
● Ability‌ ‌to‌ ‌route‌ ‌traffic‌ ‌to‌ ‌a‌ ‌remote‌ ‌VPN‌ ‌peer‌ ‌ 
● Optional‌ ‌pre-shared‌ ‌key‌ ‌setting‌ ‌ 
● Layer‌ ‌2‌ ‌bridging‌ 
● Layer‌ ‌2‌ ‌Peer‌ ‌Isolation‌ ‌ 
● SpeedFusion‌TM‌ ‌‌throughput,‌ ‌ping,‌ ‌and‌ ‌traceroute‌ ‌tests‌ ‌ 
● Built-in‌ ‌L2TP‌ ‌/‌ ‌PPTP‌ ‌/‌ ‌OpenVPN‌ ‌VPN‌ ‌server‌ ‌ 
● Authenticate‌ ‌L2TP‌ ‌/‌ ‌PPTP‌ ‌clients‌ ‌using‌ ‌RADIUS‌ ‌and‌ ‌LDAP‌ ‌servers‌‌ ‌  
● Multi-Site‌ ‌PepVPN‌ ‌Profile‌ ‌ 
● IPsec‌ ‌VPN‌ ‌for‌ ‌network-to-network‌ ‌connections‌ ‌ 
● L2TP‌ ‌/‌ ‌PPTP‌ ‌and‌ ‌IPsec‌ ‌passthrough‌ ‌ 
● Simultaneous‌ ‌L2‌ ‌&‌ ‌L3‌ ‌VPN‌ ‌tunnel‌ ‌between‌ ‌the‌ ‌same‌ ‌pair‌ ‌of‌ ‌devices‌ 

‌ 
Inbound‌ ‌Traffic‌ ‌Management‌ ‌ 

● TCP/UDP‌ ‌traffic‌ ‌redirection‌ ‌to‌ ‌dedicated‌ ‌LAN‌ ‌server(s)‌ ‌ 
● Inbound‌ ‌link‌ ‌load‌ ‌balancing‌ ‌by‌ ‌means‌ ‌of‌ ‌DNS‌‌ ‌  

‌ 
Outbound‌ ‌Policy‌ ‌ 

● Link‌ ‌load‌ ‌distribution‌ ‌per‌ ‌TCP/UDP‌ ‌service‌‌ ‌  
● Persistent‌ ‌routing‌ ‌for‌ ‌specified‌ ‌source‌ ‌and/or‌ ‌destination‌ ‌IP‌ ‌addresses‌ ‌per‌ ‌TCP/UDP‌‌                     

service‌ ‌ 
● Prioritize‌ ‌and‌ ‌route‌ ‌traffic‌ ‌to‌ ‌VPN‌ ‌tunnels‌ ‌with‌ ‌Priority‌ ‌and‌ ‌Enforced‌ ‌algorithms‌ ‌ 
● Time-based‌ ‌scheduling‌ ‌ 

‌ 
AP‌ ‌Controller‌ ‌ 

● Configure‌ ‌and‌ ‌manage‌ ‌Pepwave‌ ‌AP‌ ‌devices‌ ‌ 
● Review‌ ‌the‌ ‌status‌ ‌of‌ ‌connected‌ ‌AP‌ ‌ 

‌ 
QoS‌ ‌ 

● Quality‌ ‌of‌ ‌service‌ ‌for‌ ‌different‌ ‌applications‌ ‌and‌ ‌custom‌ ‌protocols‌‌ ‌  
● User‌ ‌group‌ ‌classification‌ ‌for‌ ‌different‌ ‌service‌ ‌levels‌‌ ‌  
● Bandwidth‌ ‌usage‌ ‌control‌ ‌and‌ ‌monitoring‌ ‌on‌ ‌group-‌ ‌and‌ ‌user-level‌ ‌ 
● Application‌ ‌prioritization‌ ‌for‌ ‌custom‌ ‌protocols‌ ‌and‌ ‌DSL‌ ‌optimization‌ ‌ 

‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  16‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 
Firewall‌ 

● Outbound‌ ‌(LAN‌ ‌to‌ ‌WAN)‌ ‌firewall‌ ‌rules‌ ‌ 
● Inbound‌ ‌(WAN‌ ‌to‌ ‌LAN)‌ ‌firewall‌ ‌rules‌ ‌per‌ ‌WAN‌ ‌connection‌ ‌ 
● Intrusion‌ ‌detection‌ ‌and‌ ‌prevention‌ ‌ 
● Specification‌ ‌of‌ ‌NAT‌ ‌mappings‌ ‌ 
● Web‌ ‌blocking‌‌ ‌  
● Application‌ ‌blocking‌ ‌ 
● Time-based‌ ‌scheduling‌ ‌ 
● Outbound‌ ‌firewall‌ ‌rules‌ ‌can‌ ‌be‌ ‌defined‌ ‌by‌ ‌destination‌ ‌domain‌ ‌name‌ ‌ 

‌ 
Captive‌ ‌Portal‌ ‌ 

● Social‌ ‌Wi-Fi‌ ‌Hotspot‌ ‌Support‌ ‌ 
● Splash‌ ‌screen‌ ‌of‌ ‌open‌ ‌networks,‌ ‌login‌ ‌page‌ ‌for‌ ‌secure‌ ‌networks‌ ‌ 
● Customizable‌ ‌built-in‌ ‌captive‌ ‌portal‌ ‌ 
● Supports‌ ‌linking‌ ‌to‌ ‌outside‌ ‌page‌ ‌for‌ ‌captive‌ ‌portal‌ ‌ 

‌ 

Other‌ ‌Supported‌ ‌Features‌ ‌ 

● Easy-to-use‌ ‌web‌ ‌administration‌ ‌interface‌ ‌ 
● HTTP‌ ‌and‌ ‌HTTPS‌ ‌support‌ ‌for‌ ‌web‌ ‌administration‌ ‌interface‌ ‌ 
● Configurable‌ ‌web‌ ‌administration‌ ‌port‌ ‌and‌ ‌administrator‌ ‌password‌ ‌ 
● Read-only‌ ‌user‌ ‌for‌ ‌web‌ ‌admin‌ ‌ 
● Shared-IP‌ ‌drop-in‌ ‌mode‌‌ ‌  
● Authentication‌ ‌and‌ ‌accounting‌ ‌by‌ ‌RADIUS‌ ‌server‌ ‌for‌ ‌web‌ ‌admin‌‌ ‌  
● Firmware‌ ‌upgrades,‌‌configuration‌‌backups,‌‌ping,‌‌and‌‌traceroute‌‌via‌‌web‌‌administration‌‌                   

interface‌ ‌ 
● Remote‌ ‌web-based‌ ‌configuration‌ ‌(via‌ ‌WAN‌ ‌and‌ ‌LAN‌ ‌interfaces)‌ ‌ 
● Remote‌ ‌reporting‌ ‌to‌ ‌Peplink‌ ‌Balance‌ ‌reporting‌ ‌server‌ ‌ 
● Hardware‌ ‌high‌ ‌availability‌ ‌via‌ ‌VRRP,‌ ‌with‌ ‌automatic‌ ‌configuration‌ ‌synchronization‌‌ ‌  
● Real-time,‌ ‌hourly,‌ ‌daily‌ ‌and‌ ‌monthly‌ ‌bandwidth‌ ‌usage‌ ‌reports‌ ‌and‌ ‌charts‌ ‌ 
● Hardware‌ ‌backup‌ ‌via‌ ‌LAN‌ ‌bypass‌‌ ‌  
● Built-in‌ ‌WINS‌ ‌server‌ ‌ 
● Time‌ ‌server‌ ‌synchronization‌ ‌ 
● SNMP‌ ‌ 
● Email‌ ‌notification‌ ‌ 
● Syslog‌ ‌ 
● SIP‌ ‌passthrough‌ ‌ 
● PPTP‌ ‌packet‌ ‌passthrough‌ ‌ 
● Active‌ ‌sessions‌ ‌ 
● Active‌ ‌client‌ ‌list‌ ‌ 

‌ 

‌ 
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‌ 
● WINS‌ ‌client‌ ‌list‌ ‌ 
● UPnP‌ ‌/‌ ‌NAT-PMP‌ ‌ 
● Event‌ ‌log‌ ‌is‌ ‌persistent‌ ‌across‌ ‌reboots‌ ‌ 
● IPv6‌ ‌support‌ ‌ 
● Support‌ ‌for‌ ‌USB‌ ‌tethering‌ ‌on‌ ‌Android‌ ‌phones‌ ‌ 

‌   

‌ 

‌ 
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‌ 
4 Advanced‌ ‌Feature‌ ‌Summary‌ ‌ 

4.1 Drop-in‌ ‌Mode‌ ‌and‌ ‌LAN‌ ‌Bypass:‌ ‌Transparent‌ ‌Deployment‌ ‌ 

‌ 
As‌‌your‌‌organization‌‌grows,‌‌it‌‌may‌‌require‌‌more‌‌bandwidth,‌‌but‌‌modifying‌‌your‌‌network‌‌can‌‌be‌‌                             
tedious.‌ ‌In‌‌‌Drop-in‌‌Mode‌,‌‌you‌‌can‌‌conveniently‌‌install‌‌your‌‌Peplink‌‌router‌‌without‌‌making‌‌any‌‌                           
changes‌ ‌to‌ ‌your‌‌network.‌‌For‌‌any‌‌reason‌‌your‌‌Peplink‌‌router‌‌looses‌‌power,‌‌the‌ ‌‌LAN‌‌Bypass‌‌                             
will‌ ‌safely‌ ‌and‌ ‌automatically‌ ‌bypass‌ ‌the‌ ‌Peplink‌ ‌router‌ ‌to‌ ‌resume‌ ‌your‌ ‌original‌ ‌network‌                         
connection.‌ ‌ 
‌ 

4.2 QoS:‌ ‌Clearer‌ ‌VoIP‌ ‌ 

‌ 
VoIP‌ ‌and‌ ‌videoconferencing‌ ‌are‌ ‌highly‌ ‌sensitive‌ ‌to‌ ‌latency.‌ ‌With‌ ‌QoS,‌ ‌Peplink‌ ‌routers‌ ‌can‌‌                         
detect‌ ‌VoIP‌ ‌traffic‌ ‌and‌ ‌assign‌ ‌it‌ ‌the‌ ‌highest‌ ‌priority,‌ ‌giving‌ ‌you‌ ‌crystal-clear‌ ‌calls.‌ ‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 

4.3 Per-User‌ ‌Bandwidth‌ ‌Control‌ ‌ 

‌ 
With‌‌per-user‌‌bandwidth‌‌control,‌‌you‌‌can‌‌define‌‌bandwidth‌‌control‌‌policies‌‌for‌‌up‌‌to‌‌3‌‌groups‌‌of‌‌                               
users‌ ‌to‌ ‌prevent‌ ‌network‌ ‌congestion.‌ ‌Define‌ ‌groups‌ ‌by‌ ‌IP‌ ‌address‌ ‌and‌ ‌subnet,‌ ‌and‌ ‌set‌‌                           
bandwidth‌ ‌limits‌ ‌for‌ ‌every‌ ‌user‌ ‌in‌ ‌the‌ ‌group.‌ ‌ 
‌ 

4.4 High‌ ‌Availability‌ ‌via‌ ‌VRRP‌ ‌ 

‌ 
When‌‌your‌‌organization‌‌has‌‌a‌‌corporate‌‌requirement‌‌demanding‌‌the‌‌highest‌‌availability‌‌with‌‌no‌‌                         
single‌ ‌point‌ ‌of‌ ‌failure,‌‌you‌‌can‌‌deploy‌‌two‌‌Peplink‌‌routers‌‌in‌‌‌High‌‌Availability‌‌mode‌.‌‌With‌‌High‌‌                               
Availability‌ ‌mode,‌ ‌the‌ ‌second‌ ‌device‌ ‌will‌ ‌take‌ ‌over‌ ‌when‌ ‌needed.‌ ‌ 
‌ 

‌ 

‌ 
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‌ 

4.5 USB‌ ‌Modem‌ ‌and‌ ‌Android‌ ‌Tethering‌ ‌ 

‌ 
For‌ ‌increased‌ ‌WAN‌ ‌diversity,‌ ‌plug‌ ‌in‌ ‌a‌ ‌USB‌ ‌LTE‌ ‌modem‌ ‌as‌ ‌backup.‌ ‌Peplink‌ ‌routers‌ ‌are‌‌                             
compatible‌ ‌with‌ ‌over‌ ‌‌200‌ ‌modem‌ ‌types‌.‌ ‌You‌ ‌can‌ ‌also‌ ‌tether‌ ‌to‌‌smartphones‌‌running‌‌Android‌‌                           
4.1.X‌ ‌and‌ ‌above.‌ ‌ 
‌ 

By‌ ‌default,‌ ‌the‌ ‌USB‌ ‌port‌ ‌is‌ ‌“USB‌ ‌Modem”‌ ‌mode.‌ ‌If‌ ‌you‌ ‌need‌ ‌to‌ ‌use‌ ‌it‌ ‌to‌ ‌connect‌ ‌to‌ ‌USB‌‌                                     
Ethernet‌ ‌Adapter,‌ ‌you‌ ‌need‌ ‌to‌ ‌change‌ ‌it‌ ‌to‌ ‌“USB‌ ‌Ethernet”‌ ‌mode,‌ ‌ 
https://forum.peplink.com/t/can-i-use-ethernet-adapters-on-the-usb-wan/8327‌ ‌ 
‌ 

4.6 Built-In‌ ‌Remote‌ ‌User‌ ‌VPN‌ ‌Support‌ ‌ 

‌ 
Use‌ ‌OpenVPN‌ ‌or‌ ‌L2TP‌ ‌with‌ ‌IPsec‌ ‌to‌ ‌safely‌ ‌and‌‌conveniently‌‌connect‌‌remote‌‌clients‌‌to‌‌your‌‌                             
private‌ ‌network.‌ ‌L2TP‌ ‌with‌ ‌IPsec‌ ‌is‌ ‌supported‌ ‌by‌ ‌most‌ ‌devices,‌ ‌but‌ ‌legacy‌ ‌devices‌ ‌can‌ ‌also‌‌                             
connect‌ ‌using‌ ‌PPTP.‌ ‌ 

Click‌ ‌here‌ ‌for‌ ‌the‌ ‌full‌ ‌instructions‌ ‌on‌ ‌setting‌ ‌up‌ ‌L2TP‌ ‌with‌ ‌IPsec.‌ ‌ 
Click‌ ‌here‌ ‌for‌ ‌the‌ ‌full‌ ‌instructions‌ ‌on‌ ‌setting‌ ‌up‌ ‌OpenVPN‌ ‌connections‌ ‌ 

‌ 

‌ 
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‌ 
‌ 

4.7 LACP‌ ‌NIC‌ ‌Bonding‌ ‌ 

‌ 
Use‌ ‌802.3ad‌ ‌to‌ ‌combine‌ ‌multiple‌ ‌LAN‌ ‌connections‌ ‌into‌ ‌a‌ ‌virtual‌ ‌LAN‌ ‌connection.‌ ‌This‌‌virtual‌‌                           
connection‌ ‌has‌ ‌higher‌ ‌throughput‌ ‌and‌ ‌redundancy‌ ‌in‌ ‌case‌ ‌any‌ ‌single‌ ‌link‌ ‌fails.‌ ‌ 

‌ 

4.8 KVM‌ ‌Virtualization‌ ‌ 

‌ 
KVM‌‌is‌‌a‌‌virtualisation‌‌module‌‌that‌‌allows‌‌administrators‌‌using‌‌our‌‌routers‌‌to‌‌host‌‌a‌‌large‌‌range‌‌                               
of‌ ‌virtual‌ ‌machines.‌ ‌KVM‌ ‌is‌ ‌now‌ ‌supported‌ ‌by‌ ‌some‌ ‌of‌ ‌the‌ ‌MediaFast‌ ‌/‌ ‌ContentHub‌ ‌routers.‌‌ ‌  
‌ 

Click‌ ‌here‌ ‌for‌ ‌the‌ ‌full‌ ‌instructions‌ ‌on‌ ‌how‌ ‌to‌ ‌set‌ ‌up‌ ‌KVM‌ ‌ 
Click‌ ‌here‌ ‌for‌ ‌the‌ ‌full‌ ‌instructions‌ ‌on‌ ‌how‌ ‌to‌ ‌set‌ ‌up‌ ‌KVM‌ ‌with‌ ‌USB‌ ‌Storage‌ ‌ 
‌ 
‌ 

4.9 DPI‌ ‌Engine‌ ‌ 

The‌ ‌DPI‌ ‌report‌ ‌written‌ ‌in‌ ‌the‌ ‌updated‌ ‌KB‌ ‌article‌ ‌will‌ ‌show‌ ‌further‌ ‌information‌ ‌on‌ ‌InControl2‌‌                             
through‌ ‌breaking‌ ‌down‌ ‌application‌ ‌categories‌ ‌into‌ ‌subcategories.‌ ‌ 
https://forum.peplink.com/t/updated-ic2-deep-packet-inspection-dpi-reports-and-everything-you-‌
need-to-know-about-it/29658‌ ‌ 

‌ 

‌ 
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‌ 
‌ 

4.10 NetFlow‌ 

NetFlow‌‌protocol‌‌is‌‌used‌‌to‌‌track‌‌network‌‌traffic.‌‌Tracking‌‌information‌‌from‌‌NetFlow‌‌can‌‌be‌‌sent‌‌                             
to‌ ‌the‌ ‌NetFlow‌ ‌collector,‌ ‌which‌ ‌analyzes‌ ‌data‌ ‌and‌ ‌generates‌ ‌reports‌ ‌for‌ ‌review.‌ ‌ 
Note‌:‌ ‌To‌ ‌enable‌ ‌this‌ ‌feature,‌ ‌go‌ ‌to‌ ‌https://<Device's‌ ‌IP>/cgi-bin/MANGA/support.cgi‌ ‌ 

‌ 
‌ 

4.11 Wi-Fi‌ ‌Air‌ ‌Monitoring‌‌ ‌  

Peplink‌‌routers‌‌support‌‌Wi-Fi‌‌“Air‌‌Monitoring‌‌Mode”‌‌which‌‌is‌‌used‌‌to‌‌troubleshoot‌‌remotely‌‌and‌‌                           
proactively‌ ‌monitor‌ ‌Wi-Fi‌ ‌and‌ ‌WAN‌ ‌performance.‌ ‌After‌ ‌enabling‌ ‌Wi-Fi‌ ‌Air‌ ‌Monitoring,‌ ‌reports‌‌                       
can‌ ‌be‌ ‌viewed‌ ‌under‌ ‌‌InControl‌ ‌2‌‌ ‌>‌ ‌‌Reports‌‌ ‌>‌ ‌‌AirProbe‌ ‌Reports‌.‌ ‌  
Note‌:‌ ‌To‌ ‌enable‌ ‌this‌ ‌feature,‌ ‌go‌ ‌to‌ ‌https://<Device's‌ ‌IP>/cgi-bin/MANGA/support.cgi‌ ‌ 

‌ 
‌ 

4.12 SP‌ ‌Default‌ ‌Configuration‌ ‌ 

The‌ ‌SP‌ ‌Default‌ ‌Configuration‌ ‌feature‌ ‌written‌ ‌in‌ ‌the‌ ‌updated‌ ‌KB‌ ‌article‌ ‌allows‌ ‌for‌ ‌the‌‌                           
provisioning‌‌of‌‌custom‌‌made‌‌settings‌‌(a.k.a.‌‌InControl2‌‌configuration)‌‌via‌‌the‌‌Ethernet‌‌LAN‌‌port‌‌                         
and‌ ‌is‌ ‌ideal‌ ‌for‌ ‌those‌ ‌wanting‌ ‌to‌ ‌do‌ ‌a‌ ‌bulk‌ ‌deployment‌ ‌of‌ ‌many‌ ‌Peplink‌ ‌devices.‌‌ ‌  
Note‌:‌ ‌If‌ ‌you‌ ‌would‌ ‌like‌ ‌to‌ ‌use‌ ‌this‌ ‌feature,‌ ‌please‌ ‌contact‌ ‌your‌ ‌purchase‌ ‌point‌ ‌(Eg.VAD).‌ ‌ ‌   

‌   

‌ 

‌ 
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‌ 
5 Package‌ ‌Contents‌ ‌ 
The‌ ‌contents‌ ‌of‌ ‌Peplink‌ ‌Balance‌ ‌product‌ ‌packages‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

5.1 Peplink‌ ‌Balance‌ ‌One/Two‌ ‌ 

● Peplink‌ ‌Balance‌ ‌One/Two‌ ‌ 
● Power‌ ‌adapter‌ ‌ 
● Information‌ ‌slip‌ ‌ 

‌ 

5.2 Peplink‌ ‌Balance‌ ‌20/30/30‌ ‌LTE/30‌ ‌Pro/50‌ ‌ 

● Peplink‌ ‌Balance‌ ‌20/30/30‌ ‌LTE/30‌ ‌Pro/50‌ ‌ 
● Power‌ ‌adapter‌ ‌ 
● Information‌ ‌slip‌ ‌ 

‌ 

5.3 Peplink‌ ‌Balance‌ ‌20X‌ ‌ 

● Peplink‌ ‌Balance‌ ‌20X‌ ‌ 
● 2x‌ ‌LTE‌ ‌Antenna,‌ ‌1x‌ ‌GPS‌ ‌Antenna,‌ ‌2x‌ ‌Wi-Fi‌ ‌Antenna‌ ‌ 
● Power‌ ‌adapter‌ ‌ 
● Information‌ ‌slip‌ ‌ 

‌ 

5.4 Peplink‌ ‌Balance‌ ‌210/310‌ ‌ 

● Peplink‌ ‌Balance‌ ‌210/310‌ ‌ 
● Power‌ ‌adapter‌ ‌ 
● Information‌ ‌slip‌ ‌ 
● Rackmount‌ ‌kit‌ ‌ 

‌ 

5.5 Peplink‌ ‌Balance‌ ‌310X‌ ‌ 

● Peplink‌ ‌Balance‌ ‌310X‌ ‌ 
● 2x‌ ‌LTE‌ ‌Antenna,‌ ‌1x‌ ‌GPS‌ ‌Antenna‌ ‌ 
● Power‌ ‌adapter‌ ‌ 
● Ear‌ ‌L-Mounts‌ ‌kit‌ ‌ 
● Power‌ ‌cord‌ ‌ 

‌ 

‌ 

‌ 
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‌ 

5.6 Peplink‌ ‌Balance‌ ‌310‌ ‌5G‌ ‌ 

● Balance‌ ‌310‌ ‌5G‌ 
● Power‌ ‌adapter‌ ‌ 
● Power‌ ‌cord‌ ‌ 
● 4x‌ ‌Rubber‌ ‌foot‌ ‌ 
● 6x‌ ‌Cellular‌ ‌Antenna‌ ‌ 

‌ 

5.7 Peplink‌ ‌Balance‌ ‌310‌ ‌Fiber‌ ‌5G‌ ‌ 

● Balance‌ ‌310‌ ‌Fiber‌ ‌5G‌ ‌ 
● Power‌ ‌adapter‌ ‌ 
● Power‌ ‌cord‌ ‌ 
● 4x‌ ‌Rubber‌ ‌foot‌ ‌ 
● 4x‌ ‌Cellular‌ ‌Antenna‌ ‌ 
● 4x‌ ‌Wi-Fi‌ ‌Antenna‌ ‌ 

‌ 

5.8 Peplink‌ ‌Balance‌ ‌305/380/580/710/1350/2500‌ ‌ 

● Peplink‌ ‌Balance‌ ‌305/380/580/710/1350/2500‌ ‌ 
● Power‌ ‌cord‌ ‌ 
● Information‌ ‌slip‌ ‌ 
● Rackmount‌ ‌kit‌ ‌ 

‌ 

5.9 Peplink‌ ‌Balance‌ ‌380X/580X‌ ‌ 

● Peplink‌ ‌380X/580X‌ ‌ 
● Power‌ ‌cord‌ ‌ 
● 1‌ ‌Pair‌ ‌of‌ ‌Mounting‌ ‌Brackets‌ ‌ 

‌ 

5.10 Peplink‌ ‌MediaFast‌ ‌200‌ ‌ 

● Peplink‌ ‌MediaFast‌ ‌200‌ 
● Power‌ ‌adapter‌ ‌ 
● Information‌ ‌slip‌ ‌ 

‌ 
‌ 

‌ 

‌ 
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‌ 

5.11 Peplink‌ ‌MediaFast‌ ‌500‌ ‌ 

● Peplink‌ ‌MediaFast‌ ‌500‌ 
● Power‌ ‌cord‌ ‌ 
● Information‌ ‌slip‌ ‌ 
● Rackmount‌ ‌kit‌ ‌ 

‌ 

5.12 Peplink‌ ‌EPX‌ ‌ 

● Wireless‌ ‌SD-WAN‌ ‌Powerhouse‌ ‌ 
● EPX‌ ‌Chassis‌ ‌with‌ ‌LCD‌ ‌ 
● Optional‌ ‌x‌ ‌LTE-A‌ ‌modules‌ ‌ 
● Optional‌ ‌x‌ ‌Copper‌ ‌ETH‌ ‌module‌ ‌ 
● Optional‌ ‌x‌ ‌Fiber‌ ‌ETH‌ ‌module‌ ‌ 
● Rack‌ ‌mounting‌ ‌kit‌ ‌with‌ ‌brackets‌ ‌and‌ ‌slide‌ ‌ 

‌ 

5.13 Peplink‌ ‌SDX‌ ‌ 

● SDX‌ ‌Base‌ ‌Chassis‌ ‌ 
● 1U‌ ‌19″‌ ‌Rackmount‌ ‌Chassis‌ ‌ 

‌ 

5.14 Peplink‌ ‌SDX‌ ‌Pro‌ ‌ 

● SDX‌ ‌Pro‌ ‌Base‌ ‌Chassis‌‌ ‌  
● 1U‌ ‌19″‌ ‌Rack-mount‌ ‌Chassis‌‌ ‌  
● 1x‌ ‌Rubber‌ ‌Foot‌ ‌Pack‌‌ ‌  
● 2x‌ ‌Power‌ ‌Cords‌‌ ‌  
● 1x‌ ‌L-mount‌ ‌Set‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
6 Peplink‌ ‌Balance‌ ‌Overview‌ ‌ 

6.1 Peplink‌ ‌Balance‌ ‌One‌ ‌ 

6.1.1 Panel‌ ‌Appearance‌ ‌ 

 
‌ 

6.1.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌  ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 
OFF‌  ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Orange‌ ‌LED‌ ‌  Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 

‌ 

‌ 

6.2 Peplink‌ ‌Balance‌ ‌Two‌ ‌ 

6.2.1 Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

6.2.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

Wi-Fi‌ ‌Indicators‌ ‌ 

Wi-Fi‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
Green‌ ‌  Ready‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌future‌ ‌functionality‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

6.3 Peplink‌ ‌Balance‌ ‌20‌ ‌ 

6.3.1 Panel‌ ‌Appearance‌ ‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌  ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 
OFF‌  ‌–10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ ‌   

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

6.3.2 LED‌ ‌Indicators‌ ‌ 

The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows‌:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  
Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌/‌ ‌1000‌ ‌Mbps‌ ‌ 

Orange‌ ‌LED‌ ‌  Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 
OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

6.4 Peplink‌ ‌Balance‌ ‌20X‌ ‌ 

6.4.1 Panel‌ ‌Appearance‌ ‌ 

‌ 

‌ 

6.4.2 LED‌ ‌Indicators‌ ‌ 

The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows‌:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 
OFF‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 

‌ 

‌ 

6.4.3 Flex‌ ‌Module‌ ‌Mini‌‌ ‌  

‌ 
‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

Wi-Fi‌ ‌AP‌ ‌Indicators‌ ‌ 

Wi-Fi‌ ‌AP‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
ON‌ ‌  Enabled‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

1x‌ ‌LTE-A‌ ‌Module‌ ‌ 

Interface‌ ‌  1x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌‌ 
Connectors‌ ‌  2x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌ ‌ 

Downlink‌ ‌/‌ ‌Uplink‌‌ 
Datarate‌ ‌ 

300Mbps/50Mbps‌ ‌(CAT-6)‌ ‌ 
600Mbps/150Mbps‌ ‌(CAT-12)‌ ‌ 

Power‌‌ 
Consumption‌ ‌  10W‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌|‌ ‌375‌ ‌grams‌ ‌ 
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‌ 

‌ 
‌ 

‌ 
‌ 

‌   

‌ 

‌ 

1xLTE-A‌ ‌Module‌ ‌ 

Interface‌ ‌  1x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌‌ 
Connectors‌ ‌  4x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌ ‌ 

Downlink‌ ‌/‌ ‌Uplink‌‌ 
Datarate‌ ‌  1.2‌ ‌Gbps/150‌ ‌Mbps‌ ‌(CAT-18)‌ ‌ 

Power‌‌ 
Consumption‌ ‌  10W‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌|‌ ‌375‌ ‌grams‌ ‌ 

1x‌ ‌VDSL‌ ‌Module‌ ‌ 

Interface‌ ‌  1x‌ ‌RJ11‌ ‌Connector,‌‌ ‌  
1x‌ ‌Status‌ ‌LED‌ ‌ 

Power‌‌ 
Consumption‌ ‌  9W‌ ‌ 

Weight‌ ‌  0.44‌ ‌pounds‌ ‌|‌ ‌200‌ ‌grams‌ ‌ 
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‌ 

6.5 Peplink‌ ‌Balance‌ ‌30‌ ‌LTE‌ ‌ 

6.5.1 Panel‌ ‌Appearance‌ ‌ 

 
‌ 

6.5.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌/1000‌ ‌Mbps‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 
‌ 

‌ 

‌ 
6.6 Peplink‌ ‌Balance‌ ‌30‌ ‌Pro‌ ‌ 

For‌ ‌certification‌ ‌information,‌ ‌please‌ ‌refer‌ ‌to‌ ‌Appendix‌ ‌F‌ ‌(page‌ ‌327‌ ‌~‌ ‌330)‌ ‌ 

6.6.1 Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 
‌ 
‌ 

6.6.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

Cellular‌ ‌WAN‌ ‌Indicators‌ ‌ 

Cellular‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
Blinking‌ ‌slowly‌ ‌  Connecting‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

ON‌ ‌  Connected‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 
OFF‌ ‌-10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

LAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌POE‌ ‌Enabled‌ ‌ 
OFF‌ ‌-‌ ‌POE‌ ‌Disabled‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌/‌ ‌1000‌ ‌Mbps‌ ‌with‌ ‌activity‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Wi-Fi‌ ‌AP‌ ‌Indicators‌ ‌ 

Wi-Fi‌ ‌AP‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
ON‌ ‌  Enabled‌ ‌ 

Cellular‌ ‌WAN‌ ‌Indicators‌ ‌ 

Cellular‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
Blinking‌ ‌slowly‌ ‌  Connecting‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

ON‌ ‌  Connected‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

6.7 Peplink‌ ‌Balance‌ ‌50‌ ‌ 

6.7.1 Front‌ ‌Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

6.7.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌/1000‌ ‌Mbps‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 
‌ 

‌ 

6.8 Peplink‌ ‌Balance‌ ‌210‌ ‌ 

6.8.1 Front‌ ‌Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

6.8.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 
‌ 
‌ 

‌ 

‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  
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‌ 

‌ 

‌ 

6.9 Peplink‌ ‌Balance‌ ‌305‌ ‌ 

6.9.1 Front‌ ‌Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

6.9.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌/‌ ‌1000‌ ‌Mbps‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

GREEN‌ ‌‌–‌ ‌Power‌ ‌on‌ ‌ 
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‌ 

‌ 

6.10 Peplink‌ ‌Balance‌ ‌310‌ ‌ 

6.10.1 Front‌ ‌Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

6.10.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌1‌ ‌–‌ ‌3‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
ORANGE‌ ‌‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

GREEN‌ ‌‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌and‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

‌ 

‌ 

6.11 Peplink‌ ‌Balance‌ ‌310X‌ ‌ 

6.11.1 Front‌ ‌Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

6.11.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌/‌ ‌1000‌ ‌Mbps‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 

‌ 
‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

WAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌-‌ ‌1000‌ ‌Mbps‌ ‌ 
OFF‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

LAN‌ ‌Ports‌‌ ‌  

Green‌ ‌LED‌ ‌  ON‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 
OFF‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌/‌ ‌1000‌ ‌Mbps‌ ‌with‌ ‌activity‌ ‌ 

OFF‌ ‌–‌ ‌No‌ ‌data‌ ‌is‌ ‌being‌ ‌transferred‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Cellular‌ ‌WAN‌ ‌Indicators‌ ‌ 

Cellular‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
Blinking‌ ‌slowly‌ ‌  Connecting‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

ON‌ ‌  Connected‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

Wi-Fi‌ ‌AP‌ ‌Indicators‌ ‌ 

Wi-Fi‌ ‌AP‌ ‌  ‌ 
OFF‌ ‌  Disabled‌ ‌ 
ON‌ ‌  Enabled‌ ‌ 
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‌ 

‌ 

6.12 Peplink‌ ‌Balance‌ ‌310‌ ‌5G‌ ‌ 

6.12.1 Front‌ ‌Panel‌ ‌Appearance‌ ‌ 

‌ ‌   
‌ 

6.12.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

WAN‌ ‌Port‌ ‌ 

Right‌ ‌LED‌ 
GREEN‌‌ ‌-‌ ‌1000‌ ‌Mbps‌ ‌ 
ORANGE‌‌ ‌-‌ ‌100‌ ‌Mbps‌ ‌ 
OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Left‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

6.13 Peplink‌ ‌Balance‌ ‌310‌ ‌Fiber‌ ‌5G‌ ‌ 

6.13.1Front‌ ‌Panel‌ ‌Appearance‌‌ 

‌ 
‌ 

‌ 

‌ 

LAN‌ ‌Ports‌‌ ‌  

Right‌ ‌LED‌ 
GREEN‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 
ORANGE‌‌ ‌-‌ ‌100‌ ‌Mbps‌ ‌ 
OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Left‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Cellular‌ ‌WAN‌ ‌Indicators‌ ‌ 

Cellular‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
Blinking‌ ‌slowly‌ ‌  Connecting‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

ON‌ ‌  Connected‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

6.13.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

Status‌ ‌ 

OFF‌ ‌–‌ ‌Upgrading‌ ‌firmware‌ ‌ 

Red‌‌ ‌–‌ ‌Booting‌ ‌up‌ ‌or‌ ‌busy‌ ‌ 

Blinking‌ ‌red‌ ‌‌–‌ ‌Boot‌ ‌up‌ ‌error‌ ‌ 

Green‌‌ ‌–‌ ‌Ready‌‌ ‌  

WAN‌ ‌Port‌ ‌ 

Right‌ ‌LED‌ 
Green‌‌ ‌-‌ ‌1000‌ ‌Mbps‌ ‌ 
Orange‌‌ ‌-‌ ‌100‌ ‌Mbps‌ ‌ 
OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Left‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

LAN‌ ‌Ports‌‌ ‌  

Right‌ ‌LED‌ 
Green‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 
Orange‌‌ ‌-‌ ‌100‌ ‌Mbps‌ ‌ 
OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Left‌ ‌LED‌ ‌ 
Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Cellular‌ ‌WAN‌ ‌Indicators‌ ‌ 

Cellular‌ ‌ 
OFF‌ ‌  Disabled‌ ‌ 
Blinking‌ ‌slowly‌ ‌  Connecting‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 

ON‌ ‌  Connected‌ ‌to‌ ‌wireless‌ ‌network‌ ‌ 
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‌ 
‌ 

‌ 

‌ 

6.14 Peplink‌ ‌Balance‌ ‌380‌ ‌ 

6.14.1 Panel‌ ‌Appearance‌ ‌ 

 
‌ 

6.14.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

Wi-Fi‌ ‌AP‌ ‌Indicators‌ ‌ 

Wi-Fi‌ ‌AP‌ ‌  ‌ 
OFF‌ ‌  Disabled‌ ‌ 
ON‌ ‌  Enabled‌ ‌ 

USB‌ ‌Port‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

 Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 
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‌ 

‌ 

‌ 

6.15 Peplink‌ ‌Balance‌ ‌380X‌ ‌ 

6.15.1 Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

‌ 

‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌1‌ ‌–‌ ‌3‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Orange‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

 Console‌ ‌and‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

6.15.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

 Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌1‌ ‌–‌ ‌3‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Green‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

 Console‌ ‌and‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

6.15.3 Flex‌ ‌Module‌ ‌Mini‌‌ ‌  

‌ 
‌ 

‌ 

‌ 
‌ 

‌ 

‌ 

1x‌ ‌LTE-A‌ ‌Module‌ ‌ 

Interface‌ ‌  1x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌‌ 
Connectors‌ ‌  2x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌ ‌ 

Downlink‌ ‌/‌ ‌Uplink‌‌ 
Datarate‌ ‌ 

300Mbps/50Mbps‌ ‌(CAT-6)‌ ‌ 
600Mbps/150Mbps‌ ‌(CAT-12)‌ ‌ 

Power‌‌ 
Consumption‌ ‌  10W‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌|‌ ‌375‌ ‌grams‌ ‌ 

1xLTE-A‌ ‌Module‌ ‌ 

Interface‌ ‌  1x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌‌ 
Connectors‌ ‌  4x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌ ‌ 

Downlink‌ ‌/‌ ‌Uplink‌‌ 
Datarate‌ ‌  1.2‌ ‌Gbps/150‌ ‌Mbps‌ ‌(CAT-18)‌ ‌ 

Power‌‌ 
Consumption‌ ‌  10W‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌|‌ ‌375‌ ‌grams‌ ‌ 
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‌ 
‌ 

6.16 Peplink‌ ‌Balance‌ ‌580‌ ‌ 

6.16.1 Panel‌ ‌Appearance‌‌ ‌  

‌ 
‌ 

6.16.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌LED‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌1‌ ‌–‌ ‌5‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Orange‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 

‌ 

6.17 Peplink‌ ‌Balance‌ ‌580X‌ ‌ 

6.17.1 Panel‌ ‌Appearance‌‌ ‌  

‌ 
‌ 

6.17.2 LED‌ ‌Indicators‌ ‌ 
The‌ ‌statuses‌ ‌indicated‌ ‌by‌ ‌the‌ ‌front‌ ‌panel‌ ‌LEDs‌ ‌are‌ ‌as‌ ‌follows:‌ ‌ 

‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

Console‌ ‌and‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

Power‌ ‌and‌ ‌Status‌ ‌Indicators‌ ‌ 

Power‌ ‌LED‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 
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‌ 

‌ 

6.17.3 Flex‌ ‌Module‌ ‌Mini‌ ‌ 

‌ 
‌ 

‌ 
‌ 
‌ 

‌ 

‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌1‌ ‌–‌ ‌5‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Green‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌and‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

1x‌ ‌LTEA‌ ‌Module‌ ‌ 

Interface‌ ‌  1x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌‌ 
Connectors‌ ‌  2x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌ ‌ 

Downlink‌ ‌/‌ ‌Uplink‌‌ 
Datarate‌ ‌ 

300Mbps/50Mbps‌ ‌(CAT-6)‌ ‌ 
600Mbps/150Mbps‌ ‌(CAT-12)‌ ‌ 

Power‌‌ 
Consumption‌ ‌  10W‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌|‌ ‌375‌ ‌grams‌ ‌ 
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‌ 
‌ 

‌ 
‌ 

‌ 

6.18 Peplink‌ ‌Balance‌ ‌710‌ ‌ 

6.18.1 Front‌ ‌Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

‌ 

‌ 

1xLTEA‌ ‌Module‌ ‌ 

Interface‌ ‌  1x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌‌ 
Connectors‌ ‌  4x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌ ‌ 

Downlink‌ ‌/‌ ‌Uplink‌‌ 
Datarate‌ ‌  1.2‌ ‌Gbps/150‌ ‌Mbps‌ ‌(CAT-18)‌ ‌ 

Power‌‌ 
Consumption‌ ‌  10W‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌|‌ ‌375‌ ‌grams‌ ‌ 
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6.18.2 LED‌ ‌Indicators‌ ‌ 
Status‌ ‌indicated‌ ‌in‌ ‌the‌ ‌front‌ ‌panel‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

6.19 Peplink‌ ‌Balance‌ ‌1350‌ ‌ 

6.19.1 Panel‌ ‌Appearance‌ ‌ ‌   

‌ 

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

Power‌ ‌LED‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌1‌ ‌–‌ ‌7‌ ‌Ports‌ ‌ 

Green‌ ‌LED‌ ‌ 
Orange‌ ‌‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Orange‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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6.19.2 LED‌ ‌Indicators‌ ‌ 
Status‌ ‌indicated‌ ‌in‌ ‌the‌ ‌front‌ ‌panel‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌1‌ ‌–‌ ‌13‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Orange‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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6.20 Peplink‌ ‌Balance‌ ‌2500‌ ‌ 

6.20.1 Panel‌ ‌Appearance‌ ‌ ‌   

‌ 
‌ 

6.20.2 LED‌ ‌Indicators‌ ‌ 
Status‌ ‌indicated‌ ‌in‌ ‌the‌ ‌front‌ ‌panel‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 
‌ 

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌and‌ ‌WAN‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Orange‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 
7 Peplink‌ ‌MediaFast‌ ‌Overview‌ ‌ 

7.1 Peplink‌ ‌MediaFast‌ ‌200‌ ‌ 

7.1.1 Panel‌ ‌Appearance‌ ‌ 

‌ 
‌ 

7.1.2 LED‌ ‌Indicators‌ ‌ 
Status‌ ‌indicated‌ ‌in‌ ‌the‌ ‌front‌ ‌panel‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 

‌ 
‌ 

‌ 

‌ 

Console‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 

LED‌ ‌Indicator‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 
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‌ 

‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

LAN‌ ‌1-3‌ ‌Ports,‌ ‌WAN‌ ‌1-5‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Orange‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌4G/3G‌ ‌USB‌ ‌modems‌ ‌ 
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7.2 Peplink‌ ‌MediaFast‌ ‌500‌ ‌ 

7.2.1 Panel‌ ‌Appearance‌ ‌ 

‌ 

‌ ‌  

7.2.2 LED‌ ‌Indicators‌ ‌ 
Status‌ ‌indicated‌ ‌in‌ ‌the‌ ‌front‌ ‌panel‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌1-3‌ ‌Ports,‌ ‌WAN‌ ‌1-5‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Orange‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌4G/3G‌ ‌USB‌ ‌modems‌ ‌ 
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7.3 Peplink‌ ‌MediaFast‌ ‌750‌ ‌ 

7.3.1 Panel‌ ‌Appearance‌ ‌ 

‌ 

‌ 

7.3.2 LED‌ ‌Indicators‌ ‌ 
Status‌ ‌indicated‌ ‌in‌ ‌the‌ ‌front‌ ‌panel‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

Power‌ ‌LED‌ ‌  OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌1-3‌ ‌Ports,‌ ‌WAN‌ ‌1-5‌ ‌Ports‌ ‌ 

Right‌ ‌LED‌ 
Orange‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

Green‌‌ ‌–‌ ‌100‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌ 

Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

Console‌ ‌Port‌ ‌  Reserved‌ ‌for‌ ‌engineering‌ ‌use‌ ‌ 

USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌4G/3G‌ ‌USB‌ ‌modems‌ ‌ 
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‌ 
‌ 

8 Peplink‌ ‌Flex-Module‌ ‌Supported‌ ‌Models‌ ‌ 

8.1 Peplink‌ ‌EPX‌ ‌ 

The‌ ‌EPX‌ ‌is‌ ‌a‌ ‌rapidly‌‌deployable,‌‌powerful,‌‌and‌‌versatile‌‌SD-WAN‌‌router‌‌that‌‌connects‌‌a‌‌wide‌‌                             
range‌ ‌of‌ ‌WAN‌ ‌options‌ ‌from‌ ‌LTE-A,‌ ‌satellite‌ ‌modems,‌ ‌to‌ ‌fixed‌ ‌line‌ ‌networks‌ ‌this‌ ‌can‌‌be‌‌used‌‌                               
simultaneously‌ ‌to‌ ‌allow‌ ‌bonding‌ ‌using‌ ‌our‌ ‌SpeedFusion‌ ‌technology.‌ ‌ 
With‌ ‌its‌ ‌modular‌ ‌construction,‌ ‌the‌ ‌EPX‌ ‌is‌ ‌suitable‌ ‌for‌ ‌any‌ ‌deployment.‌ ‌ 
‌ 

8.1.1 Main‌ ‌Chassis‌ ‌ 

‌ 

‌ 

‌ 

EPX‌ ‌Main‌ ‌Chassis‌ ‌ 

Power‌ ‌Input‌ ‌  AC‌ ‌Input‌ ‌100V‌ ‌-‌ ‌240V‌ ‌ 

Power‌ ‌Consumption‌ ‌(Main‌‌ 
Chassis‌ ‌only)‌ ‌  215W‌ ‌ 

Throughput‌ ‌  30Gbps‌ ‌ 

PepVPN/SpeedFusion‌‌ 
Throughput‌ ‌(256-bit‌ ‌AES)‌ ‌  2Gbps‌ ‌ 

Dimensions‌ ‌  18.9‌ ‌x‌ ‌21.7‌ ‌x‌ ‌3.6‌ ‌inches‌ ‌-‌ ‌480‌ ‌x‌ ‌550‌ ‌x‌ ‌90‌ ‌mm‌ ‌ 

Weight‌ ‌(No‌ ‌Modules)‌ ‌  31.3‌ ‌pounds‌  ‌-‌ ‌14.2‌ ‌kilograms‌ ‌ 

Operating‌ ‌Temperature‌ ‌  32°‌ ‌–‌ ‌113°F‌ ‌(0°‌ ‌–‌ ‌45°C)‌ ‌ 

Humidity‌ ‌  5%‌ ‌–‌ ‌90%‌ ‌(non-condensing)‌ ‌ 

Certifications‌ ‌ 
FCC,‌ ‌IC,‌ ‌CE-RED‌ 

EN‌ ‌50155:‌ ‌Railway‌ ‌Applications‌ ‌ 
EN‌ ‌61373:1999‌ ‌IEC‌ ‌61373:1999‌ ‌:‌ ‌Shock‌ ‌and‌ ‌Vibration‌ ‌Resistance‌ ‌ 
EN‌ ‌50121:‌ ‌Rolling‌ ‌Stock‌ ‌EMC,‌ ‌Signalling‌ ‌and‌ ‌Telecom‌ ‌Apparatus‌ ‌ 

Warranty‌ ‌  1-Year‌ ‌Limited‌ ‌Warranty‌ ‌ 
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8.1.2 Panel‌ ‌Appearance‌ ‌ 
 
‌ 

 
 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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8.1.3 LED‌ ‌Indicators‌ ‌ 
Status‌ ‌indicated‌ ‌in‌ ‌the‌ ‌LAN/WAN‌ ‌port‌ ‌module‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 
Note:‌ ‌some‌ ‌EPX‌ ‌configurations‌ ‌are‌ ‌not‌  ‌shipped‌ ‌with‌ ‌this‌ ‌module‌ ‌ 

‌ 

‌ 

‌ 

‌ 

8.2 Peplink‌ ‌SDX‌ ‌ 

The‌ ‌SDX‌ ‌is‌ ‌a‌ ‌Modular‌ ‌Enterprise‌ ‌Grade‌ ‌Router.‌ ‌In‌ ‌addition‌ ‌to‌ ‌popular‌ ‌features‌ ‌such‌ ‌as‌‌                             
SpeedFusion‌ ‌SD-WAN‌ ‌and‌ ‌InControl‌ ‌centralized‌ ‌management,‌ ‌the‌ ‌SDX‌ ‌has‌ ‌an‌ ‌expandable‌‌                     
module‌ ‌that‌ ‌you‌ ‌can‌ ‌change‌ ‌according‌ ‌to‌ ‌your‌ ‌needs.‌ ‌ 
The‌ ‌SDX‌ ‌includes‌ ‌two‌ ‌integrated‌ ‌SFP+‌ ‌WAN‌ ‌Ports,‌ ‌as‌ ‌well‌ ‌as‌ ‌eight‌ ‌PoE-enabled‌ ‌LAN‌ ‌Ports.‌‌ ‌  
These‌ ‌ports‌ ‌are‌ ‌available‌ ‌no‌ ‌matter‌ ‌which‌ ‌module‌ ‌you‌ ‌use.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

 ‌Power‌ ‌LED‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

LAN‌ ‌Port,‌ ‌WAN‌ ‌Ports‌ ‌ 

 ‌Right‌ ‌LED‌ ‌ 
Orange‌ ‌‌–‌ ‌Enabled‌ ‌as‌ ‌WAN‌ ‌port‌ ‌ 

Green‌‌ ‌–‌ ‌PoE‌ ‌enabled‌ ‌ 

OFF‌ ‌–‌ ‌PoE‌ ‌is‌ ‌disabled‌ ‌ 

 ‌Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

 ‌Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

 ‌Console‌ ‌Port‌ ‌  CLI‌ ‌Console‌ ‌connection‌ ‌ 

 ‌USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌ ‌a‌ ‌4G/3G‌ ‌USB‌ ‌modem‌ ‌ 
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‌ 

8.2.1 Main‌ ‌Chassis‌ ‌ 

‌ 
*‌ ‌80W‌ ‌consumption‌ ‌for‌ ‌the‌ ‌main‌ ‌chassis,‌ ‌20W‌ ‌consumption‌ ‌for‌ ‌the‌ ‌optional‌ ‌module.‌ ‌ 

‌ 
‌ 
‌ 
‌ 

‌   

‌ 

‌ 

SDX‌ ‌Main‌ ‌Chassis‌ ‌ 

Power‌ ‌Input‌ ‌  AC‌ ‌Input‌ ‌100V‌ ‌-‌ ‌240V‌ ‌ 

Power‌ ‌Consumption‌ ‌  80W‌ ‌System*‌ ‌,‌ ‌330W‌ ‌PoE+‌ ‌Power‌ ‌Budget‌ ‌ 

Throughput‌ ‌  12‌ ‌Gbps‌ ‌ 

PepVPN/SpeedFusion‌‌ 
Throughput‌ ‌  No‌ ‌Encryption:‌ ‌1‌ ‌Gbps‌ ‌ 

256-bit‌ ‌AES:‌ ‌600‌ ‌Mbps‌ ‌ 

Dimensions‌ ‌  17.2‌ ‌x‌ ‌13.3‌ ‌x‌ ‌1.7‌ ‌inches‌ ‌-‌ ‌438‌ ‌x‌ ‌340‌ ‌x‌ ‌44‌ ‌mm‌ ‌ 

Weight‌ ‌(No‌ ‌Modules)‌ ‌  11.7‌ ‌pounds‌  ‌-‌ ‌5.3‌ ‌kilograms‌ ‌ 

Operating‌ ‌Temperature‌ ‌  32°‌ ‌–‌ ‌104°F‌ ‌(0°‌ ‌–‌ ‌40°C)‌ ‌ 

Humidity‌ ‌  5%‌ ‌–‌ ‌90%‌ ‌(non-condensing)‌ ‌ 

Certifications‌ ‌  FCC,‌ ‌IC,‌ ‌CE‌ ‌ 
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‌ 
‌ 

8.2.2 Panel‌ ‌Appearance‌ ‌ 

Front:‌ ‌ 
‌ 

‌ 
Back:‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌   

‌ 

‌ 
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8.2.3 LED‌ ‌Indicators‌ ‌ 
‌ 

‌ 

‌ 

‌ 

‌   

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

 ‌Power‌ ‌LED‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

WAN‌ ‌Ports‌ ‌ 

 ‌Right‌ ‌LED‌ ‌ 
Green‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌the‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

 ‌Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

 ‌Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

LAN‌ ‌Ports‌ ‌ 

 ‌Right‌ ‌LED‌ ‌ 
Green‌‌ ‌–‌ ‌PoE‌ ‌enabled‌ ‌ 

OFF‌ ‌–‌ ‌PoE‌ ‌is‌ ‌disabled‌ ‌ 

 ‌Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

 ‌Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console,‌ ‌MGMT‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

 ‌Console‌ ‌Port‌ ‌  CLI‌ ‌console‌ ‌connection‌ ‌ 

 ‌USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌  ‌4G/3G‌ ‌USB‌ ‌modems‌ ‌for‌ ‌additional‌ ‌WAN‌ ‌connections‌ ‌ 

 ‌MGMT‌ ‌Port‌ ‌  Management‌ ‌port‌ ‌ 
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‌ 
8.3 Peplink‌ ‌SDX‌ ‌Pro‌ ‌ 

In‌‌addition‌‌to‌‌the‌‌power‌‌of‌‌the‌‌SDX,‌‌the‌‌SDX‌‌Pro‌‌offers‌‌greater‌‌flexibility‌‌and‌‌functionality.‌‌It‌‌has‌‌                                   
two‌ ‌FlexModule‌ ‌slots,‌ ‌enabling‌ ‌you‌ ‌to‌ ‌customize‌ ‌the‌‌device‌‌with‌‌different‌‌modules‌‌to‌‌suit‌‌any‌‌                             
deployment.‌ ‌It‌ ‌supports‌ ‌edge‌ ‌computing‌ ‌so‌ ‌it‌ ‌can‌ ‌deliver‌ ‌websites,‌ ‌applications,‌ ‌and‌ ‌docker‌‌                         
containers‌ ‌to‌ ‌connected‌ ‌devices.‌ ‌ 
‌ 

8.3.1 Main‌ ‌Chassis‌ ‌ 

‌ 
*‌ ‌140W‌ ‌consumption‌ ‌for‌ ‌the‌ ‌main‌ ‌chassis,‌ ‌20W‌ ‌consumption‌ ‌for‌ ‌the‌ ‌optional‌ ‌module.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

SDX‌ ‌Pro‌ ‌Main‌ ‌Chassis‌ ‌ 

Power‌ ‌Input‌ ‌  AC‌ ‌Input‌ ‌100V‌ ‌-‌ ‌240V‌ ‌ 

Power‌ ‌Consumption‌ ‌  140W‌ ‌System*‌ ‌,‌ ‌420W‌ ‌PoE+‌ ‌Power‌ ‌Budget‌ ‌ 

Throughput‌ ‌  24‌ ‌Gbps‌ ‌ 

PepVPN/SpeedFusion‌‌ 
Throughput‌ ‌  No‌ ‌Encryption:‌ ‌1‌ ‌Gbps‌ ‌ 

256-bit‌ ‌AES:‌ ‌600‌ ‌Mbps‌ ‌ 

Dimensions‌ ‌  17.2‌ ‌x‌ ‌13.8‌ ‌x‌ ‌1.7‌ ‌inches‌ ‌-‌ ‌438‌ ‌x‌ ‌350‌ ‌x‌ ‌44‌ ‌mm‌ ‌ 

Weight‌ ‌(No‌ ‌Modules)‌ ‌  15.9‌ ‌pounds‌  ‌-‌ ‌7.2‌ ‌kilograms‌ ‌ 

Operating‌ ‌Temperature‌ ‌  32°‌ ‌–‌ ‌104°F‌ ‌(0°‌ ‌–‌ ‌40°C)‌ ‌ 

Humidity‌ ‌  10%‌ ‌–‌ ‌85%‌ ‌(non-condensing)‌ ‌ 

Certifications‌ ‌  FCC,‌ ‌IC,‌ ‌CE‌ ‌ 
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‌ 

8.3.2 Panel‌ ‌Appearance‌ ‌ 

‌ 

8.3.3 LED‌ ‌Indicators‌ ‌ 
‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

LED‌ ‌Indicator‌ ‌ 

 ‌Power‌ ‌LED‌ ‌ 
OFF‌ ‌–‌ ‌Power‌ ‌off‌ ‌ 

Green‌‌ ‌–‌ ‌Power‌ ‌on‌ ‌ 

WAN‌ ‌Ports‌ ‌ 

 ‌Right‌ ‌LED‌ ‌ 
Green‌‌ ‌–‌ ‌1000‌ ‌Mbps‌ ‌ 

OFF‌ ‌–‌ ‌10‌ ‌Mbps‌ ‌/‌ ‌100‌ ‌Mbps‌ ‌or‌ ‌port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

 ‌Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

 ‌Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 

Console,‌ ‌MGMT‌ ‌&‌ ‌USB‌ ‌Ports‌ ‌ 

 ‌Console‌ ‌Port‌ ‌  CLI‌ ‌console‌ ‌connection‌ ‌ 

 ‌USB‌ ‌Ports‌ ‌  For‌ ‌connecting‌  ‌4G/3G‌ ‌USB‌ ‌modems‌ ‌for‌ ‌additional‌ ‌WAN‌ ‌connections‌ ‌ 

MGMT‌ ‌Port‌ ‌  Management‌ ‌port‌ ‌ 
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‌ 

8.4 Flex‌ ‌Module‌ ‌Expansion‌ ‌Modules‌ ‌ 

8.4.1 8x‌ ‌GE‌ ‌PoE+‌ ‌Module‌ ‌(EXM-8C)‌‌ ‌  

‌ 

*‌ ‌Module‌ ‌can‌ ‌be‌ ‌configured‌ ‌with‌ ‌LAN‌ ‌or‌ ‌WAN‌ ‌ports‌ ‌as‌ ‌needed.‌ ‌ 
‌ 

LED‌ ‌Indicator:‌‌ ‌  

‌ 

‌ 

‌ 

8x‌ ‌GE‌ ‌PoE‌ ‌Module‌ ‌ 

Interface‌ ‌ 
8x‌ ‌10/100/1000M‌ ‌Ethernet‌ ‌Ports‌ ‌*‌ ‌ 

Capable‌ ‌of‌ ‌PoE+‌ ‌ 

Power‌ ‌Consumption‌ ‌  15W‌ ‌(255W‌ ‌max.‌ ‌with‌ ‌802.3at/af‌ ‌PoE+‌ ‌Output)‌ ‌ 

Dimensions‌ ‌ 
4.1‌ ‌x‌ ‌7.4‌ ‌x‌ ‌1.5‌ ‌inches‌‌ ‌  

103‌ ‌x‌ ‌188‌ ‌x‌ ‌38‌ ‌mm‌ ‌ 

Weight‌ ‌  1.1‌ ‌pounds‌ ‌(475‌ ‌grams)‌ ‌ 

Ethernet‌ ‌Ports‌ ‌ 

 ‌Right‌ ‌LED‌ ‌ 
Orange‌ ‌‌–‌ ‌Enabled‌ ‌as‌ ‌WAN‌ ‌port‌ ‌ 

Green‌‌ ‌–‌ ‌PoE‌ ‌enabled‌ ‌ 

OFF‌ ‌–‌ ‌PoE‌ ‌is‌ ‌disabled‌ ‌ 

 ‌Left‌ ‌LED‌ ‌ 
Solid‌ ‌–‌ ‌Port‌ ‌is‌ ‌connected‌ ‌without‌ ‌traffic‌ 

Blinking‌ ‌–‌ ‌Data‌ ‌is‌ ‌transferring‌ ‌ 

OFF‌ ‌–‌ ‌Port‌ ‌is‌ ‌not‌ ‌connected‌ ‌ 

 ‌Port‌ ‌Type‌ ‌  Auto‌ ‌MDI/MDI-X‌ ‌ports‌ ‌ 
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‌ 
‌ 

8.4.2 4x‌ ‌SFP+‌ ‌Module‌ ‌(EXM-4F)‌ ‌ 
‌ 

‌ 
‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

4x‌ ‌SFP+‌ ‌Module‌ ‌ 

Interface‌ ‌  4x‌ ‌SFP+‌ ‌Ports‌ ‌*‌ ‌ 

Power‌ ‌Consumption‌ ‌  11W‌ ‌ 

Dimensions‌ ‌ 
4.1‌ ‌x‌ ‌7.4‌ ‌x‌ ‌1.5‌ ‌inches‌ ‌ 

103‌ ‌x‌ ‌188‌ ‌x‌ ‌38‌ ‌mm‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌(375‌ ‌grams)‌ ‌ 
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‌ 

8.4.3 3x‌ ‌LTE-A‌ ‌Module‌ ‌(EXM-3LTEA)‌‌ ‌  
‌ 

‌ 
‌ 
‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

3x‌ ‌LTE-A‌ ‌Module‌ ‌ 

Interface‌ ‌  3x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌ ‌Connectors‌ ‌ 
6x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌ ‌ 

1x‌ ‌SMA‌ ‌GPS‌ ‌Antenna‌ ‌Connector‌ ‌ 

Power‌ ‌Consumption‌ ‌  20W‌ ‌ 

Dimensions‌ ‌ 
4.1‌ ‌x‌ ‌7.4‌ ‌x‌ ‌1.5‌ ‌inches‌ ‌ 

103‌ ‌x‌ ‌188‌ ‌x‌ ‌38‌ ‌mm‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌(375‌ ‌grams)‌ ‌ 

https://www.peplink.com‌ ‌  71‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

8.4.4 CAT-18.‌ ‌2x‌ ‌LTE-A‌ ‌Module‌ ‌(EXM-2GLTE-G)‌ ‌ 
‌ 

‌ 
‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

2x‌ ‌LTE-A‌ ‌Module‌ ‌ 

Interface‌ ‌  2x‌ ‌Embedded‌ ‌LTE-A‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌4FF‌ ‌Nano‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌ ‌Connectors‌ ‌ 
8x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌‌ ‌  

1x‌ ‌SMA‌ ‌GPS‌ ‌Antenna‌ ‌Connector‌ ‌ 

Power‌ ‌Consumption‌ ‌  20W‌ ‌ 

Dimensions‌ ‌ 
4.1‌ ‌x‌ ‌7.4‌ ‌x‌ ‌1.5‌ ‌inches‌‌ ‌  

103‌ ‌x‌ ‌188‌ ‌x‌ ‌38‌ ‌mm‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌(375‌ ‌grams)‌ ‌ 
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‌ 

8.4.5 SIM‌ ‌Injector‌ ‌FlexModule‌ ‌(EXM-SIM-BK56)‌‌ ‌  
*‌ ‌Compatible‌ ‌with‌ ‌EPX,‌ ‌SDX‌ ‌Pro‌ ‌ 

‌ 
‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

SIM‌ ‌Injector‌ ‌FlexModule‌ ‌ 

SIM‌ ‌Slot‌ ‌Capacity‌ ‌  56‌ ‌4FF‌ ‌Nano‌ ‌SIM‌ ‌Cards‌ ‌ 

Power‌ ‌Consumption‌ ‌  15W‌ ‌ 

Dimensions‌ ‌ 
4.1‌ ‌x‌ ‌7.4‌ ‌x‌ ‌1.5‌ ‌inches‌‌ ‌  

103‌ ‌x‌ ‌188‌ ‌x‌ ‌38‌ ‌mm‌ ‌ 

Weight‌ ‌  1.30‌ ‌pounds‌ ‌(600‌ ‌grams)‌ ‌ 
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‌ 

8.4.6 2x‌ ‌5G‌ ‌Module‌ ‌(EXM-2X5GD)‌ ‌ 
‌ 

‌ 
‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌   

‌ 

‌ 

2x‌ ‌5G‌ ‌Module‌ ‌ 

Interface‌ ‌  2x‌ ‌Embedded‌ ‌Cellular‌ ‌Modems‌ ‌with‌ ‌Redundant‌ ‌4FF‌ ‌Nano‌ ‌SIM‌ ‌Slots‌ ‌ 

Antenna‌ ‌Connectors‌ ‌ 
8x‌ ‌SMA‌ ‌Cellular‌ ‌Antenna‌ ‌Connectors‌‌ ‌  

1x‌ ‌SMA‌ ‌GPS‌ ‌Antenna‌ ‌Connector‌ ‌ 

Power‌ ‌Consumption‌ ‌  20W‌ ‌ 

Dimensions‌ ‌ 
4.1‌ ‌x‌ ‌7.4‌ ‌x‌ ‌1.5‌ ‌inches‌‌ ‌  

103‌ ‌x‌ ‌188‌ ‌x‌ ‌38‌ ‌mm‌ ‌ 

Weight‌ ‌  0.83‌ ‌pounds‌ ‌(375‌ ‌grams)‌ ‌ 
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‌ 
9 LCD‌ ‌Display‌ ‌Menu‌ ‌ 

‌ 
>‌ ‌HA‌ ‌State:‌ ‌Master/Slave‌ ‌ 

>‌ ‌LAN‌ ‌IP‌ ‌ 
>‌ ‌VIP‌ ‌ 

>‌ ‌System‌ ‌Status‌ ‌ 
>‌ ‌System‌ ‌ 

>‌ ‌Firmware‌ ‌ver.‌ (shows‌ ‌firmware‌ ‌version)‌ ‌ 
>‌ ‌Serial‌ ‌number‌ (shows‌ ‌serial‌ ‌number)‌ ‌ 
>‌ ‌System‌ ‌time‌ (shows‌ ‌current‌ ‌time)‌ ‌ 
>‌ ‌System‌ ‌uptime‌ (shows‌ ‌system‌ ‌uptime‌ ‌since‌ ‌last‌ ‌reboot)‌ ‌ 
>‌ ‌CPU‌ ‌load‌ (shows‌ ‌current‌ ‌CPU‌ ‌loading,‌ ‌0-100%)‌ ‌ 
>‌ ‌LAN‌ ‌ 

>‌ ‌Status‌ (shows‌ ‌LAN‌ ‌port‌ ‌physical‌ ‌status)‌ ‌ 
>‌ ‌IP‌ ‌address‌ (shows‌ ‌LAN‌ ‌IP‌ ‌address)‌ ‌ 
>‌ ‌Subnet‌ ‌mask‌ (shows‌ ‌LAN‌ ‌subnet‌ ‌mask)‌ ‌ 

>‌ ‌Link‌ ‌status‌ (shows‌ ‌Connected/Disconnected,‌ ‌IP‌ ‌address‌ ‌list)‌ ‌ 
>‌ ‌WAN1‌ ‌ 
>‌ ‌WAN2‌ ‌ 
>‌ ‌WAN3*‌ ‌ 

>‌ ‌VPN‌ ‌status‌ (shows‌ ‌Connected/Disconnected)‌ ‌ 
>‌VPN‌ ‌Profile‌ ‌1‌ ‌ 
>‌VPN‌ ‌Profile‌ ‌2‌ ‌ 
>‌…‌ ‌ 
>‌VPN‌ ‌Profile‌ ‌n‌ ‌ 

>‌ ‌Link‌ ‌usage‌ ‌ 
>‌ ‌Throughput‌ ‌in‌ (shows‌ ‌transfer‌ ‌rate‌ ‌in‌ ‌Kbps)‌ ‌ 

>‌ ‌WAN1‌ ‌ 
>‌ ‌WAN2‌ ‌ 
>‌ ‌WAN3*‌ ‌ 

>‌ ‌Throughput‌ ‌out‌ (shows‌ ‌transfer‌ ‌rate‌ ‌in‌ ‌Kbps)‌ ‌ 
>‌ ‌WAN1‌ ‌ 
>‌ ‌WAN2‌ ‌ 
>‌ ‌WAN3*‌ ‌ 

>‌ ‌Data‌ ‌Transfered‌ (shows‌ ‌volume‌ ‌transferred‌ ‌since‌ ‌last‌ ‌reboot‌ ‌in‌ ‌MB)‌ ‌ 
>‌ ‌WAN1‌ ‌ 
>‌ ‌WAN2‌ ‌ 
>‌ ‌WAN3*‌ ‌ 

>‌ ‌Maintenance‌ ‌ 
>‌ ‌Reboot‌ ‌>‌ ‌Reboot?‌ ‌(Yes/No)‌ (to‌ ‌reboot‌ ‌the‌ ‌unit)‌ ‌ 
>‌ ‌Factory‌ ‌default‌ >‌ ‌Factory‌ ‌default?‌ ‌(Yes/No)‌ (to‌ ‌restore‌ ‌factory‌ ‌defaults)‌‌ ‌  

>‌ ‌LAN‌ ‌config‌ ‌ 
>‌ ‌Port‌ ‌speed‌ (shows‌ ‌port‌ ‌speed:‌ ‌Auto,‌ ‌10baseT-FD,‌ ‌10baseT-HD,‌ ‌ 

>‌ ‌LAN‌ 100baseTx-FD,‌ ‌100baseTx-HD,‌ ‌1000baseTx-FD)‌ ‌ 
>‌ ‌WAN1‌ ‌ 
>‌ ‌WAN2‌ ‌ 
>‌ ‌WAN3*‌ ‌ 

‌ 
*Layout‌ ‌continues‌ ‌as‌ ‌such‌ ‌for‌ ‌all‌ ‌available‌ ‌WAN‌ ‌ports‌ ‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
10 Installation‌ ‌ 
The‌ ‌following‌ ‌section‌ ‌details‌ ‌connecting‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌to‌ ‌your‌ ‌network:‌ ‌ 
‌ 

10.1 Preparation‌ ‌ 

Before‌ ‌installing‌ ‌your‌ ‌Peplink‌ ‌Balance,‌ ‌please‌ ‌prepare‌ ‌the‌ ‌following:‌ ‌ 
● At‌ ‌least‌ ‌one‌ ‌Internet/WAN‌ ‌access‌ ‌account‌ ‌ 
● For‌ ‌each‌ ‌network‌ ‌connection,‌ ‌one‌ ‌10/100BaseT‌ ‌UTP‌ ‌cable‌ ‌with‌ ‌RJ45‌ ‌connector,‌‌one‌‌                       

1000BaseT‌‌Cat5E‌‌UTP‌‌cable‌‌for‌‌the‌‌Gigabit‌‌port,‌‌or‌‌one‌‌USB‌‌modem‌‌for‌‌the‌‌USB‌‌WAN‌‌                               
port‌ ‌ 

● A‌‌computer‌‌with‌‌the‌‌TCP/IP‌‌network‌‌protocol‌‌and‌‌a‌‌web‌‌browser‌‌installed—‌‌Supported‌‌                         
browsers‌ ‌include‌ ‌Microsoft‌ ‌Internet‌ ‌Explorer‌ ‌11‌ ‌or‌ ‌above,‌ ‌Mozilla‌‌Firefox‌‌24‌‌or‌‌above,‌‌                         
Apple‌ ‌Safari‌ ‌7‌ ‌or‌ ‌above,‌ ‌and‌ ‌Google‌ ‌Chrome‌ ‌18‌ ‌or‌ ‌above.‌ ‌ 

‌ 

10.2 Constructing‌ ‌the‌ ‌Network‌ ‌ 

At‌ ‌the‌ ‌high‌ ‌level,‌ ‌construct‌ ‌the‌ ‌network‌ ‌according‌ ‌to‌ ‌the‌ ‌following‌ ‌steps:‌ ‌ 
1. With‌ ‌an‌ ‌Ethernet‌ ‌cable,‌ ‌connect‌ ‌a‌ ‌computer‌ ‌to‌ ‌one‌ ‌of‌ ‌the‌ ‌LAN‌ ‌ports‌ ‌on‌ ‌the‌ ‌Peplink‌‌                               

Balance.‌ ‌For‌ ‌Peplink‌ ‌Balance‌ ‌models‌ ‌that‌ ‌support‌ ‌multiple‌ ‌connections,‌ ‌repeat‌ ‌with‌‌                     
different‌ ‌cables‌ ‌connect‌ ‌up‌ ‌to‌ ‌4‌ ‌computers.‌‌ ‌  

2. With‌‌another‌‌Ethernet‌‌cable,‌‌connect‌‌the‌‌WAN/broadband‌‌modem‌‌to‌‌one‌‌of‌‌the‌‌WAN‌‌ports‌‌                           
on‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌Repeat‌ ‌using‌ ‌different‌ ‌cables‌ ‌to‌ ‌connect‌ ‌from‌ ‌two‌ ‌to‌ ‌13‌‌                           
WAN/broadband‌ ‌connections‌ ‌or‌ ‌connect‌ ‌a‌ ‌USB‌ ‌modem‌ ‌to‌ ‌the‌ ‌USB‌ ‌WAN‌ ‌port.‌ ‌ 

3. Connect‌ ‌the‌ ‌provided‌ ‌power‌ ‌adapter‌ ‌or‌ ‌cord‌ ‌to‌ ‌the‌ ‌power‌ ‌connector‌ ‌on‌ ‌the‌ ‌Peplink‌‌                           
Balance,‌ ‌and‌ ‌then‌ ‌plug‌ ‌the‌ ‌power‌ ‌adapter‌ ‌into‌ ‌a‌ ‌power‌ ‌outlet.‌ ‌ 

‌   

‌ 

‌ 
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‌ 
‌ 

11 Basic‌ ‌Configuration‌ ‌ 

11.1 Connecting‌ ‌to‌ ‌the‌ ‌Web‌ ‌Admin‌ ‌Interface‌ ‌ 

Start‌ ‌a‌ ‌web‌ ‌browser‌ ‌on‌ ‌a‌ ‌computer‌ ‌that‌ ‌is‌ ‌connected‌ ‌with‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌through‌ ‌the‌ ‌LAN.‌ ‌ 

To‌‌connect‌‌to‌‌the‌‌web‌‌admin‌‌of‌‌the‌‌Peplink‌‌Balance,‌‌enter‌‌the‌‌following‌‌LAN‌‌IP‌‌address‌‌in‌‌the‌‌                                   
address‌ ‌field‌ ‌of‌ ‌the‌ ‌web‌ ‌browser:‌ 

https://192.168.1.1‌ ‌ 

(This‌ ‌is‌ ‌the‌ ‌default‌ ‌LAN‌ ‌IP‌ ‌address‌ ‌of‌ ‌the‌‌                 
Peplink‌ ‌Balance.)‌ ‌Enter‌ ‌the‌ ‌following‌ ‌to‌‌           
access‌ ‌the‌ ‌web‌ ‌admin‌ ‌interface.‌ ‌ 

‌ 
Username‌:‌ ‌admin‌ ‌ 
Password‌:‌ ‌admin‌ ‌ 
‌ 

(This‌ ‌is‌ ‌the‌ ‌default‌ ‌admin‌ ‌user‌ ‌login‌ ‌of‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌)‌ ‌ 
You‌ ‌must‌ ‌change‌ ‌the‌ ‌default‌ ‌password‌ ‌on‌ ‌the‌ ‌first‌ ‌successful‌ ‌logon.‌ ‌ 
Password‌ ‌requirements‌ ‌are:‌ ‌A‌ ‌minimum‌ ‌of‌ ‌10‌ ‌lower‌‌AND‌‌upper‌‌case‌‌characters,‌‌including‌‌at‌‌                           
least‌ ‌1‌ ‌number.‌ ‌ 

‌ 
When‌ ‌HTTP‌ ‌is‌ ‌selected,‌ ‌the‌ ‌URL‌ ‌will‌ ‌be‌ ‌redirected‌ ‌to‌ ‌HTTPS‌ ‌by‌ ‌default.‌ ‌ 

‌ 
‌ 

After‌ ‌successful‌ ‌login,‌ ‌the‌ ‌‌Dashboard‌‌ ‌of‌ ‌the‌ ‌web‌ ‌admin‌ ‌interface‌ ‌will‌ ‌be‌ ‌displayed.‌ ‌ 

‌ 

‌ 

‌ 

Important‌ ‌Note‌ ‌ 
The‌‌‌Save‌‌‌button‌‌causes‌‌the‌‌changes‌‌to‌‌be‌‌saved.‌‌Configuration‌‌changes‌‌(e.g.,‌‌WAN,‌‌LAN,‌‌admin‌‌settings,‌‌etc.)‌‌                                 
take‌ ‌effect‌ ‌after‌ ‌clicking‌ ‌the‌ ‌‌Apply‌ ‌Changes‌ ‌‌button‌ ‌on‌ ‌each‌ ‌page’s‌ ‌top-right‌ ‌corner.‌ ‌ ‌   
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‌ 

11.2 Configuration‌ ‌with‌ ‌the‌ ‌Setup‌ ‌Wizard‌ ‌ 

The‌ ‌Setup‌ ‌Wizard‌ ‌simplifies‌ ‌the‌ ‌task‌ ‌of‌ ‌configuring‌ ‌WAN‌ ‌connection(s)‌ ‌by‌ ‌guiding‌ ‌the‌‌                         
configuration‌ ‌process‌ ‌step-by-step.‌ ‌ 
To‌ ‌begin,‌ ‌click‌ ‌‌Setup‌ ‌Wizard‌‌ ‌after‌ ‌connecting‌ ‌to‌ ‌the‌ ‌web‌ ‌admin‌ ‌interface.‌ ‌ 

‌ 

‌ 
Click‌ ‌‌Next‌ ‌>>‌ ‌‌to‌ ‌begin.‌ ‌ 

‌ 

‌ 
Select‌ ‌‌Yes‌‌ ‌if‌ ‌you‌ ‌want‌ ‌to‌ ‌set‌ ‌up‌ ‌drop-in‌ ‌mode‌ ‌using‌ ‌the‌ ‌Setup‌ ‌Wizard.‌ ‌ 

‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
Click‌‌on‌‌the‌‌appropriate‌‌checkbox(es)‌‌to‌‌select‌‌the‌‌WAN‌‌connection(s)‌‌to‌‌be‌‌configured.‌‌If‌‌you‌‌                             
have‌‌chosen‌‌to‌‌configure‌‌drop-in‌‌mode‌‌using‌‌the‌‌Setup‌‌Wizard,‌‌the‌‌WAN‌‌port‌‌to‌‌be‌‌configured‌‌                               
in‌ ‌drop-in‌ ‌mode‌ ‌will‌ ‌be‌ ‌checked‌ ‌by‌ ‌default.‌ ‌ 

‌ 

‌ 
If‌ ‌drop-in‌ ‌mode‌ ‌is‌ ‌going‌ ‌to‌ ‌be‌ ‌configured,‌ ‌the‌ ‌setup‌ ‌wizard‌ ‌will‌ ‌move‌ ‌on‌ ‌to‌ ‌‌Drop-in‌ ‌Settings‌.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
‌ 

If‌‌you‌‌are‌‌not‌‌using‌‌drop-in‌‌mode,‌‌select‌‌the‌‌connection‌‌method‌‌for‌‌the‌‌WAN‌‌connection(s)‌‌from‌‌                               
the‌ ‌following‌ ‌screen:‌ ‌ 

‌ 
‌ 

Depending‌ ‌on‌ ‌the‌ ‌selection‌ ‌of‌ ‌connection‌ ‌type,‌ ‌further‌ ‌configuration‌ ‌may‌ ‌be‌ ‌needed.‌ ‌For‌‌                         
example,‌ ‌PPPoE‌ ‌and‌ ‌static‌ ‌IP‌ ‌require‌ ‌additional‌ ‌settings‌ ‌for‌ ‌the‌ ‌selected‌ ‌WAN‌ ‌port.‌ ‌Please‌‌                           
refer‌ ‌to‌ ‌‌Section‌ ‌13,‌ ‌Configuring‌ ‌the‌‌WAN‌‌Interface(s)‌‌for‌‌details‌‌on‌‌setting‌‌up‌‌DHCP,‌‌static‌‌                             
IP,‌ ‌and‌ ‌PPPoE.‌ ‌ 
‌ 

If‌ ‌‌Mobile‌ ‌Internet‌ ‌Connection‌ ‌‌is‌ ‌checked,‌ ‌the‌ ‌setup‌ ‌wizard‌ ‌will‌ ‌move‌ ‌on‌ ‌to‌ ‌‌Operator‌ ‌Settings‌.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
If‌‌‌Custom‌‌Mobile‌‌Operator‌‌Settings‌‌‌is‌‌selected,‌‌APN‌‌parameters‌‌are‌‌required.‌‌Some‌‌service‌‌                         
providers‌ ‌may‌ ‌charge‌ ‌a‌ ‌fee‌ ‌for‌ ‌connecting‌ ‌to‌ ‌a‌ ‌different‌ ‌APN.‌ ‌Please‌ ‌consult‌ ‌your‌ ‌service‌‌                             
provider‌ ‌for‌ ‌the‌ ‌correct‌ ‌settings.‌ ‌ 

‌ 
‌ 

Click‌ ‌on‌ ‌the‌ ‌appropriate‌ ‌check‌ ‌box(es)‌ ‌to‌ ‌select‌ ‌the‌ ‌preferred‌ ‌WAN‌ ‌connection(s).‌‌                       
Connection(s)‌ ‌not‌ ‌selected‌ ‌in‌ ‌this‌ ‌step‌ ‌will‌ ‌be‌ ‌used‌ ‌as‌ ‌a‌ ‌backup‌ ‌only.‌ ‌Click‌ ‌‌Next‌ ‌>>‌‌ ‌to‌ ‌continue.‌ ‌ 

‌ 
‌ 

Choose‌ ‌the‌‌time‌‌zone‌‌of‌‌your‌‌country/region.‌‌Check‌‌the‌‌box‌‌‌Show‌‌all‌‌‌to‌‌display‌‌all‌‌time‌‌zone‌‌                                 
options.‌ ‌ 

‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
‌ 

Check‌‌in‌‌the‌‌following‌‌screen‌‌to‌‌make‌‌sure‌‌all‌‌settings‌‌have‌‌been‌‌configured‌‌correctly,‌‌and‌‌then‌‌                               
click‌ ‌“‌Save‌ ‌Settings”‌ ‌‌to‌ ‌confirm.‌ ‌ 

‌ 
‌ 

After‌ ‌finishing‌ ‌the‌ ‌last‌ ‌step‌ ‌in‌ ‌the‌ ‌setup‌ ‌wizard,‌ ‌click‌ ‌‌Apply‌ ‌Changes‌ ‌‌on‌ ‌the‌ ‌page‌‌header‌‌to‌‌                                 
allow‌ ‌the‌ ‌configuration‌ ‌changes‌ ‌to‌ ‌take‌ ‌effect.‌ ‌ 

‌   

‌ 

‌ 
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‌ 
12 SpeedFusion‌ ‌Cloud‌ ‌ 
With‌‌Peplink‌‌products,‌‌your‌‌device‌‌is‌‌able‌‌to‌‌connect‌‌to‌‌SpeedFusion‌‌Cloud‌‌without‌‌the‌‌use‌‌of‌‌a‌‌                                 
second‌‌endpoint.‌‌This‌‌service‌‌has‌‌wide‌‌access‌‌to‌‌a‌‌number‌‌of‌‌SpeedFusion‌‌endpoints‌‌hosted‌‌                           
from‌ ‌around‌ ‌the‌ ‌world,‌ ‌providing‌ ‌your‌ ‌device‌ ‌with‌ ‌unbreakable‌ ‌connectivity‌ ‌wherever‌ ‌you‌ ‌are.*‌‌ ‌  

‌ 

*SpeedFusion‌‌Cloud‌‌is‌‌supported‌‌in‌‌firmware‌‌version‌‌8.1.0‌‌and‌‌above.‌‌SpeedFusion‌‌Cloud‌‌is‌‌a‌‌                           
subscription‌‌basis.‌‌SpeedFusion‌‌Cloud‌‌license‌‌can‌‌be‌‌purchased‌‌at‌‌‌https://store.peplink.com/‌‌                   
>‌ ‌Cloud‌ ‌Solutions‌ ‌>‌ ‌SpeedFusion‌ ‌Cloud‌ ‌Service‌.‌ ‌ 

‌ 

12.1 Activate‌ ‌SpeedFusion‌ ‌Cloud‌ ‌Service‌ ‌ 

You‌ ‌are‌ ‌entitled‌ ‌to‌ ‌a‌ ‌30-day‌ ‌free‌‌period‌‌with‌‌100GB‌‌of‌‌SpeedFusion‌‌usage‌‌upon‌‌activation‌‌of‌ ‌                               
the‌ ‌SpeedFusion‌ ‌Cloud‌ ‌service.‌ ‌This‌‌offer‌‌is‌‌limited‌‌to‌‌once‌‌per‌‌device.‌‌To‌‌get‌‌your‌‌activation‌‌                               
key‌ ‌please‌ ‌visit‌ ‌SpeedFusion‌ ‌Cloud.‌‌ ‌  

‌ 

‌ 

‌ 

‌ 

‌ 
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‌ 
‌ 

Go‌ ‌to‌ ‌activate.speedfusion.com‌ ‌and‌ ‌select‌ ‌the‌ ‌type‌ ‌of‌ ‌SpeedFusion‌ ‌Cloud‌ ‌service,‌ ‌“Via‌‌Free‌‌                         
30-days‌‌Trial”‌‌or‌‌“Via‌‌Care‌‌Plans”,‌‌that‌‌you‌‌would‌‌like‌‌to‌‌activate.‌‌Next,‌‌register‌‌or‌‌login‌‌to‌‌your‌‌                                   
account.‌ ‌ 

‌ 

‌ 

Select‌ ‌the‌ ‌devices‌ ‌that‌ ‌you‌ ‌wish‌ ‌to‌ ‌activate‌ ‌SpeedFusion‌ ‌Cloud‌ ‌on‌ ‌and‌ ‌click‌ ‌‌ACTIVATE‌.‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 
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‌ 
From‌ ‌‌System‌ ‌>‌ ‌Features‌ ‌Add-ons‌,‌ ‌paste‌ ‌the‌ ‌license‌ ‌key‌ ‌into‌ ‌the‌ ‌window‌ ‌and‌ ‌click‌ ‌on‌‌                             
Activate‌‌ ‌once‌ ‌you‌ ‌have‌ ‌received‌ ‌the‌ ‌license‌ ‌key.‌ ‌ 

‌ 
‌ 

12.2 Enable‌ ‌SpeedFusion‌ ‌Cloud‌ ‌ 

Enable‌ ‌SpeedFusion‌ ‌Cloud‌ ‌from‌ ‌‌SpeedFusion‌ ‌Cloud‌ ‌>‌ ‌Choose‌ ‌Cloud‌ ‌Location‌.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
Choose‌ ‌‌Automatic‌ ‌>‌ ‌Click‌ ‌on‌ ‌the‌ ‌green‌ ‌tick‌ ‌button‌‌ ‌to‌ ‌confirm‌ ‌the‌ ‌change.‌ ‌ 

‌ 
‌ 

‌   

‌ 

‌ 
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‌ 
Click‌ ‌on‌ ‌‌Apply‌ ‌Changes‌‌ ‌to‌ ‌save‌ ‌the‌ ‌change.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  87‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 
By‌ ‌default,‌ ‌the‌ ‌router‌ ‌will‌ ‌build‌ ‌a‌ ‌SpeedFusion‌ ‌tunnel‌ ‌to‌ ‌the‌ ‌SpeedFusion‌ ‌Cloud‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
If‌ ‌you‌ ‌are‌ ‌running‌ ‌a‌‌latency‌‌sensitive‌‌service‌‌like‌‌video‌‌streaming‌‌or‌‌VOIP,‌‌a‌‌WAN‌‌Smoothing‌‌                               
sub-tunnel‌ ‌can‌ ‌be‌ ‌created.‌ ‌Navigate‌ ‌to‌ ‌‌Speedfusion‌ ‌Cloud‌ ‌>‌ ‌Choose‌ ‌a‌ ‌cloud‌ ‌location‌ ‌>‌‌                           
SFC‌.‌ ‌ 

‌ 
‌ 

‌   

‌ 

‌ 
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‌ 
A‌‌Speedfusion‌‌tunnel‌‌configuration‌‌window‌‌will‌‌pop‌‌out.‌ ‌Click‌‌on‌‌the‌‌‌+‌‌sign‌‌to‌‌create‌‌the‌‌WAN‌‌                                 
Smoothing‌ ‌sub-tunnel.‌ ‌ 

‌ 

‌ 
‌ 

‌   

‌ 

‌ 
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‌ 
Click‌ ‌on‌ ‌‌Save‌ ‌and‌ ‌‌Apply‌ ‌Changes‌ ‌to‌ ‌save‌ ‌the‌ ‌configuration.‌ ‌Now,‌ ‌the‌ ‌router‌ ‌has‌ ‌2‌‌                             
Speedfusion‌ ‌tunnels‌ ‌to‌ ‌the‌ ‌Speedfusion‌ ‌Cloud.‌ ‌ 

‌ 
‌ 

‌   

‌ 

‌ 
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‌ 
Create‌‌an‌‌outbound‌‌policy‌‌to‌‌steer‌‌the‌‌internet‌‌traffic‌‌to‌‌go‌‌into‌‌Speedfusion‌‌Cloud.‌‌Please‌‌go‌‌to‌‌                                 
Advanced‌ ‌>‌ ‌Outbound‌ ‌Policy‌,‌ ‌click‌ ‌on‌ ‌‌Add‌ ‌Rule‌‌ ‌to‌ ‌create‌ ‌a‌ ‌new‌ ‌outbound‌ ‌policy.‌ ‌ 

‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

12.3 Connect‌ ‌Clients‌ ‌to‌ ‌Cloud‌ ‌ 

SpeedFusion‌ ‌Cloud‌ ‌provides‌ ‌a‌ ‌convenient‌ ‌way‌ ‌to‌ ‌route‌ ‌the‌ ‌LAN‌ ‌client‌ ‌to‌ ‌the‌ ‌cloud.‌ ‌From‌                             
SpeedFusion‌ ‌Cloud‌ ‌>‌ ‌Connect‌ ‌Clients‌ ‌to‌ ‌Cloud‌.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
Choose‌ ‌a‌ ‌client‌ ‌from‌ ‌the‌ ‌drop‌ ‌down‌ ‌list‌ ‌>‌ ‌Click‌ ‌+‌ ‌>‌ ‌Save‌ ‌>‌ ‌Apply‌ ‌Changes‌.‌ ‌ 

‌ 
‌ 

12.4 Link‌ ‌Wi-Fi‌ ‌to‌ ‌Cloud‌ ‌ 

SpeedFusion‌ ‌Cloud‌ ‌provides‌ ‌a‌ ‌convenient‌ ‌way‌ ‌to‌ ‌route‌ ‌the‌ ‌Wi-Fi‌ ‌client‌ ‌to‌ ‌the‌ ‌cloud‌ ‌from‌‌                             
SpeedFusion‌ ‌Cloud‌ ‌>‌ ‌Link‌ ‌Wi-Fi‌ ‌to‌ ‌Cloud‌.‌ ‌‌This‌ ‌option‌ ‌is‌ ‌available‌ ‌for‌ ‌Balance‌ ‌20X,‌‌                           
Balance‌ ‌30‌ ‌Pro,‌ ‌and‌ ‌Balance‌ ‌One‌.‌ ‌ 

‌ 
‌ 

‌   

‌ 

‌ 
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‌ 
Create‌ ‌a‌ ‌new‌ ‌SSID‌ ‌for‌ ‌SpeedFusion‌‌Cloud.‌‌The‌‌new‌‌SSID‌‌will‌‌inherit‌‌all‌‌settings‌‌from‌‌one‌‌of‌‌                                 
the‌ ‌existing‌ ‌SSIDs‌ ‌including‌ ‌the‌ ‌Security‌ ‌Policy.‌ ‌Then‌ ‌click‌ ‌‌Save‌‌ ‌follow‌ ‌by‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 

‌ 
‌ 

SpeedFusion‌ ‌Cloud‌ ‌SSID‌ ‌will‌ ‌be‌ ‌shown‌ ‌on‌ ‌‌Dashboard‌.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 

12.5 Optimize‌ ‌Cloud‌ ‌Application‌‌ ‌  

Optimize‌ ‌Cloud‌ ‌Application‌ ‌allows‌ ‌you‌ ‌to‌ ‌route‌ ‌Internet‌ ‌traffic‌ ‌through‌ ‌SpeedFusion‌ ‌Cloud‌‌                       
based‌ ‌on‌ ‌the‌ ‌application.‌ ‌Go‌ ‌to‌ ‌‌SpeedFusion‌ ‌Cloud‌ ‌>‌ ‌Optimize‌ ‌Cloud‌ ‌Application‌.‌ ‌ 

‌ 
‌ 

Select‌‌a‌‌Cloud‌‌application‌‌to‌‌route‌‌through‌‌SpeedFusion‌‌Cloud‌‌from‌‌the‌‌drop‌‌down‌‌list‌‌‌>‌‌‌Click‌‌                               
‌>‌‌‌Save‌‌>‌‌Apply‌‌Changes.‌‌Click‌‌the‌‌ ‌to‌‌remove‌‌a‌‌selected‌‌Cloud‌‌application‌‌from‌‌                               

routing‌ ‌through‌ ‌SpeedFusion‌ ‌Cloud.‌ ‌ 

‌ 
‌   

‌ 

‌ 
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‌ 
‌ 

13 Network‌ ‌Tab‌ ‌ 

13.1 WAN‌ ‌ 

From‌ ‌‌Network‌ ‌>‌ ‌WAN‌,‌ ‌‌choose‌ ‌a‌ ‌WAN‌ ‌connection‌ ‌by‌ ‌clicking‌ ‌it.‌ ‌ 

‌ 
‌ 

You‌ ‌can‌ ‌also‌ ‌enable‌ ‌IPv6‌ ‌support‌ ‌in‌ ‌this‌ ‌section‌ ‌ 

‌ 
‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 
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‌ 
WAN‌ ‌Connection‌ ‌Settings‌ ‌(Ethernet)‌ ‌ 
Clicking‌ ‌an‌ ‌Ethernet‌ ‌WAN‌ ‌connection‌ ‌will‌ ‌result‌ ‌in‌ ‌the‌ ‌following‌ ‌screen:‌ ‌ 

‌ 

‌ 

WAN‌ ‌Connection‌ ‌Settings‌ ‌ 
WAN‌ ‌Connection‌‌ 

Name‌ ‌  Enter‌ ‌a‌ ‌name‌ ‌to‌ ‌represent‌ ‌this‌ ‌WAN‌ ‌connection.‌ ‌ 

Enable‌ ‌  This‌‌setting‌‌enables‌‌the‌‌WAN‌‌connection.‌‌If‌‌schedules‌‌have‌‌been‌‌defined,‌‌you‌‌will‌‌be‌‌able‌‌                             
to‌  ‌select‌ ‌a‌ ‌schedule‌ ‌to‌ ‌apply‌ ‌to‌ ‌the‌ ‌connection.‌ ‌ 

Connection‌‌ 
Method‌ ‌ 

There‌ ‌are‌ ‌five‌  ‌possible‌ ‌connection‌ ‌methods‌ ‌for‌ ‌Ethernet‌ ‌WAN:‌ ‌ 

● DHCP‌ ‌ 

‌ 
● Static‌ ‌IP‌ ‌ 

‌ 
● PPPoE‌ ‌ 

‌ 
● L2TP‌ ‌ 

‌ 
‌ 

https://www.peplink.com‌ ‌  98‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

‌ 

‌ 

● GRE‌ ‌ 

‌ 

The‌‌connection‌‌method‌‌and‌‌details‌‌are‌‌determined‌‌by,‌‌and‌‌can‌‌be‌‌obtained‌‌from‌‌the‌‌ISP.‌‌                             
See‌‌the‌‌following‌‌sections‌‌for‌‌details‌‌on‌‌each‌‌connection‌‌method.‌‌DNS‌‌server‌‌settings‌‌can‌‌                           
be‌ ‌configured‌ ‌in‌ ‌the‌ ‌corresponding‌ ‌menu‌ ‌for‌ ‌each‌ ‌connection‌ ‌method.‌ ‌ 

Routing‌ ‌Mode‌ ‌ 
This‌‌field‌‌shows‌‌that‌‌‌NAT‌‌‌(network‌‌address‌‌translation)‌‌will‌ ‌be‌‌applied‌‌to‌‌the‌‌traffic‌‌routed‌‌                             
over‌ ‌this‌ ‌WAN‌‌connection.‌‌‌IP‌‌Forwarding‌‌is‌‌available‌‌when‌‌you‌‌click‌‌the‌‌link‌‌in‌‌the‌‌help‌‌                               

icon.‌ ‌ 

Hostname‌‌ 
(Optional)‌ ‌ 

If‌ ‌your‌ ‌service‌ ‌provider's‌ ‌DHCP‌ ‌server‌ ‌requires‌ ‌you‌ ‌to‌ ‌supply‌ ‌a‌ ‌hostname‌ ‌value‌ ‌upon‌ ‌ 
acquiring‌ ‌an‌ ‌IP‌ ‌address,‌ ‌you‌ ‌may‌ ‌enter‌ ‌the‌ ‌value‌ ‌here.‌ ‌If‌ ‌your‌ ‌service‌ ‌provider‌ ‌does‌ ‌not‌ ‌ 
provide‌ ‌you‌ ‌with‌ ‌a‌ ‌hostname,‌ ‌you‌ ‌can‌ ‌safely‌ ‌bypass‌ ‌this‌ ‌option.‌ ‌ 

Management‌ ‌IP‌‌ 
Address‌ ‌ 

Management‌‌IP‌‌Address‌ ‌is‌‌available‌‌for‌‌configuration‌‌when‌‌you‌‌click‌‌the‌‌link‌‌in‌‌the‌‌help‌‌                             

icon‌ ‌via‌ ‌the‌ ‌Hostname.‌ ‌ 

This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌configure‌ ‌the‌ ‌management‌ ‌IP‌ ‌address‌ ‌for‌ ‌the‌ ‌DHCP‌ ‌WAN‌‌                           
connection.‌ ‌ 

DNS‌ ‌Servers‌ ‌ 

Each‌ ‌ISP‌ ‌may‌ ‌provide‌ ‌a‌ ‌set‌ ‌of‌ ‌DNS‌ ‌servers‌ ‌for‌ ‌DNS‌ ‌lookups.‌ ‌This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌ 
DNS‌ ‌(Domain‌ ‌Name‌ ‌System)‌ ‌servers‌ ‌to‌ ‌be‌ ‌used‌ ‌when‌ ‌a‌ ‌DNS‌ ‌lookup‌ ‌is‌ ‌routed‌ ‌through‌ ‌this‌ ‌ 
connection.‌‌ ‌  
‌ 

Selecting‌‌Obtain‌‌DNS‌‌server‌‌address‌‌automatically‌‌results‌‌in‌‌the‌‌DNS‌‌servers‌‌assigned‌‌by‌‌                         
the‌ ‌WAN‌ ‌DHCP‌ ‌server‌ ‌being‌ ‌used‌‌for‌‌outbound‌‌DNS‌‌lookups‌‌over‌‌the‌‌connection.‌‌(The‌‌                           
DNS‌‌servers‌‌are‌‌obtained‌‌along‌‌with‌‌the‌‌WAN‌‌IP‌‌address‌‌assigned‌‌by‌‌the‌‌DHCP‌‌server.)‌‌                             
When‌‌the‌‌following‌‌DNS‌‌server‌‌address(es)‌‌is‌‌selected,‌‌you‌‌may‌‌enter‌‌custom‌‌DNS‌‌server‌‌                           
addresses‌ ‌for‌ ‌this‌ ‌WAN‌ ‌connection‌ ‌into‌ ‌the‌ ‌DNS‌ ‌server‌ ‌1‌ ‌and‌ ‌DNS‌ ‌server‌ ‌2‌ ‌fields.‌ ‌ 

Connection‌‌ 
Priority‌ ‌ 

This‌‌option‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌WAN‌‌connection‌‌whether‌‌for‌‌normal‌‌daily‌‌usage‌‌or‌‌                             
as‌ ‌a‌ ‌backup‌ ‌connection‌ ‌only.‌ ‌ 

If‌Always-on‌‌is‌‌chosen,‌‌the‌‌WAN‌‌connection‌‌will‌‌be‌‌kept‌‌on‌‌continuously,‌‌regardless‌‌of‌‌the‌‌                             
priority‌ ‌of‌ ‌other‌ ‌WAN‌ ‌connections.‌ ‌ 

If‌Backup‌‌is‌‌chosen,‌‌the‌‌WAN‌‌connection‌‌will‌‌depend‌‌on‌‌other‌‌WAN‌‌connections.‌‌It‌‌will‌‌not‌‌                               
be‌ ‌used‌ ‌when‌ ‌one‌ ‌or‌ ‌more‌ ‌higher‌ ‌priority‌ ‌dependent‌ ‌WAN‌ ‌connections‌ ‌are‌ ‌connected.‌ ‌ 

Independent‌‌ 
from‌ ‌Backup‌‌ 

WANs‌ ‌ 

If‌ ‌this‌ ‌is‌ ‌checked,‌ ‌the‌ ‌connection‌ ‌will‌ ‌be‌ ‌working‌ ‌independent‌ ‌from‌ ‌other‌ ‌Backup‌ ‌WAN‌‌                           
connections.‌ ‌Those‌ ‌in‌ ‌Backup‌ ‌Priority‌ ‌will‌ ‌ignore‌‌the‌‌status‌‌of‌‌this‌‌WAN‌‌connection,‌‌and‌‌                           
will‌ ‌be‌ ‌used‌ ‌when‌ ‌none‌ ‌of‌ ‌the‌ ‌other‌ ‌higher‌ ‌priority‌ ‌connections‌ ‌are‌ ‌available.‌ ‌ 
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‌ 

‌ 
WAN‌ ‌Connection‌ ‌Settings‌ ‌(Cellular)‌ ‌ 
Clicking‌ ‌an‌ ‌Ethernet‌ ‌WAN‌ ‌connection‌ ‌will‌ ‌result‌ ‌in‌ ‌the‌ ‌following‌ ‌screens:‌ ‌ 

‌ 
‌ 

‌ 

‌ 

Reply‌ ‌to‌ ‌ICMP‌‌ 
PING‌ ‌ 

If‌ ‌the‌ ‌checkbox‌ ‌is‌ ‌‌unticked‌,‌ ‌this‌ ‌option‌ ‌is‌ ‌disabled‌ ‌and‌ ‌the‌ ‌system‌ ‌will‌ ‌not‌‌reply‌‌to‌‌any‌‌                                 
ICMP‌ ‌ping‌ ‌echo‌ ‌requests‌ ‌to‌ ‌the‌ ‌WAN‌ ‌IP‌ ‌addresses‌ ‌of‌ ‌this‌ ‌WAN‌ ‌connection.‌ ‌ 

Default:‌‌ ‌ticked‌‌ ‌(Yes)‌ ‌ 

Upload‌‌ 
Bandwidth‌ ‌ 

This‌ ‌field‌ ‌refers‌ ‌to‌ ‌the‌ ‌maximum‌ ‌upload‌ ‌speed.‌ ‌ 

This‌ ‌value‌ ‌is‌ ‌referenced‌ ‌when‌ ‌default‌ ‌weight‌ ‌is‌ ‌chosen‌ ‌for‌ ‌outbound‌ ‌traffic‌ ‌and‌ ‌traffic‌‌                           
prioritization.‌ ‌A‌‌correct‌‌value‌‌can‌‌result‌‌in‌‌effective‌‌traffic‌‌prioritization‌‌and‌‌efficient‌‌use‌‌of‌‌                           
upstream‌ ‌bandwidth.‌ ‌ 

Download‌‌ 
Bandwidth‌ ‌ 

This‌ ‌field‌ ‌refers‌ ‌to‌ ‌the‌ ‌maximum‌ ‌download‌ ‌speed.‌ ‌ 

Default‌ ‌weight‌ ‌control‌ ‌for‌ ‌outbound‌ ‌traffic‌ ‌will‌ ‌be‌ ‌adjusted‌ ‌according‌ ‌to‌ ‌this‌ ‌value.‌ ‌ 

WAN‌ ‌Connection‌ ‌Settings‌ ‌ 

WAN‌ ‌Connection‌‌ 
Name‌ ‌ 

Indicate‌ ‌a‌ ‌name‌ ‌you‌ ‌wish‌ ‌to‌ ‌give‌ ‌this‌ ‌WAN‌ ‌connection‌ ‌ 

Enable‌ ‌  Click‌ ‌the‌ ‌checkbox‌ ‌to‌ ‌toggle‌ ‌the‌ ‌on‌ ‌and‌ ‌off‌ ‌state‌ ‌of‌ ‌this‌ ‌connection.‌ ‌ 

Routing‌ ‌Mode‌ ‌ 

This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌select‌ ‌the‌ ‌routing‌ ‌method‌ ‌to‌‌be‌‌used‌‌in‌‌routing‌‌IP‌‌frames‌‌via‌‌the‌‌                                   
WAN‌ ‌connection.‌ ‌The‌ ‌mode‌ ‌can‌ ‌be‌ ‌either‌ ‌NAT‌ ‌(Network‌ ‌Address‌ ‌Translation)‌ ‌or‌ ‌IP‌‌                         
Forwarding.‌ ‌ 

In‌ ‌the‌ ‌case‌ ‌if‌ ‌you‌ ‌need‌ ‌to‌ ‌choose‌ ‌IP‌ ‌Forwarding‌ ‌for‌ ‌your‌‌scenario.‌‌Click‌‌the‌‌ ‌button‌‌to‌‌                                   
enable‌ ‌IP‌ ‌Forwarding.‌ ‌ 

DNS‌ ‌Servers‌ ‌  Each‌ ‌ISP‌ ‌may‌ ‌provide‌ ‌a‌ ‌set‌ ‌of‌ ‌DNS‌ ‌servers‌ ‌for‌ ‌DNS‌ ‌lookups.‌ ‌This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌ 
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‌ 

‌ 

‌ 

DNS‌ ‌(Domain‌ ‌Name‌ ‌System)‌ ‌servers‌ ‌to‌ ‌be‌ ‌used‌ ‌when‌ ‌a‌ ‌DNS‌ ‌lookup‌ ‌is‌ ‌routed‌ ‌through‌ ‌this‌ ‌ 
connection.‌‌ ‌  
‌ 

Selecting‌ ‌Obtain‌ ‌DNS‌ ‌server‌ ‌address‌ ‌automatically‌ ‌results‌‌in‌‌the‌‌DNS‌‌servers‌‌assigned‌‌by‌‌                         
the‌‌WAN‌‌DHCP‌‌server‌‌being‌‌used‌‌for‌‌outbound‌‌DNS‌‌lookups‌‌over‌‌the‌‌connection.‌‌(The‌‌DNS‌‌                             
servers‌ ‌are‌ ‌obtained‌ ‌along‌ ‌with‌ ‌the‌ ‌WAN‌‌IP‌‌address‌‌assigned‌‌by‌‌the‌‌DHCP‌‌server.)‌‌When‌‌                             
Use‌ ‌the‌ ‌following‌ ‌DNS‌ ‌server‌ ‌address(es)‌ ‌is‌ ‌selected,‌ ‌you‌ ‌may‌ ‌enter‌ ‌custom‌ ‌DNS‌ ‌server‌‌                           
addresses‌ ‌for‌ ‌this‌ ‌WAN‌ ‌connection‌ ‌into‌ ‌the‌ ‌DNS‌ ‌server‌ ‌1‌ ‌and‌ ‌DNS‌ ‌server‌ ‌2‌ ‌fields.‌ ‌ 

Connection‌‌ 
Priority‌ ‌ 

This‌‌option‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌WAN‌‌connection‌‌whether‌‌for‌‌normal‌‌daily‌‌usage‌‌or‌‌as‌‌                               
a‌ ‌backup‌ ‌connection‌ ‌only.‌ ‌ 

If‌ Always-on‌ ‌is‌ ‌chosen,‌‌the‌‌WAN‌‌connection‌‌will‌ ‌be‌‌kept‌‌on‌‌continuously,‌‌regardless‌‌of‌‌the‌‌                             
priority‌ ‌of‌ ‌other‌ ‌WAN‌ ‌connections.‌ ‌ 

If‌ Backup‌ ‌is‌‌chosen,‌‌the‌‌WAN‌‌connection‌‌will‌ ‌depend‌‌on‌‌other‌‌WAN‌‌connections.‌‌It‌‌will‌ ‌not‌‌                               
be‌ ‌used‌ ‌when‌ ‌one‌ ‌or‌ ‌more‌ ‌higher‌ ‌priority‌ ‌dependent‌ ‌WAN‌ ‌connections‌ ‌are‌ ‌connected.‌ ‌ 

Independent‌ ‌from‌‌ 
Backup‌ ‌WANs‌ ‌ 

If‌ ‌this‌ ‌is‌ ‌checked,‌ ‌the‌ ‌connection‌ ‌will‌ ‌be‌ ‌working‌ ‌independent‌ ‌from‌ ‌other‌ ‌Backup‌ ‌WAN‌‌                           
connections.‌‌Those‌‌in‌‌Backup‌‌Priority‌‌will‌ ‌ignore‌‌the‌‌status‌‌of‌‌this‌‌WAN‌‌connection,‌‌and‌‌will‌‌                             
be‌ ‌used‌ ‌when‌ ‌none‌ ‌of‌ ‌the‌ ‌other‌ ‌higher‌ ‌priority‌ ‌connections‌ ‌are‌ ‌available.‌ ‌ 

Idle‌ ‌Disconnect‌ ‌  If‌ ‌this‌ ‌is‌ ‌checked,‌ ‌the‌ ‌connection‌ ‌will‌ ‌disconnect‌ ‌when‌ ‌idle‌ ‌after‌ ‌the‌ ‌configured‌ ‌Time‌ ‌value.‌ ‌ 
This‌ ‌option‌ ‌is‌ ‌disabled‌ ‌by‌ ‌default.‌ ‌ 

Reply‌ ‌to‌ ‌ICMP‌‌ 
PING‌ ‌ 

If‌‌the‌‌checkbox‌‌is‌‌‌unticked‌,‌‌this‌‌option‌‌is‌‌disabled‌‌and‌‌the‌‌system‌‌will‌‌not‌‌reply‌‌to‌‌any‌‌ICMP‌‌                                   
ping‌ ‌echo‌ ‌requests‌ ‌to‌ ‌the‌ ‌WAN‌ ‌IP‌ ‌addresses‌ ‌of‌ ‌this‌ ‌WAN‌ ‌connection.‌ ‌ 

Default:‌‌ ‌ticked‌‌ ‌(Yes)‌ ‌ 
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Cellular‌ ‌Settings‌ ‌ 

SIM‌ ‌Card‌ ‌ 
Indicate‌ ‌which‌ ‌SIM‌ ‌card‌ ‌this‌ ‌cellular‌ ‌WAN‌ ‌will‌ ‌use.‌ ‌Only‌ ‌applies‌ ‌to‌ ‌cellular‌ ‌WAN‌ ‌with‌‌                             
redundant‌ ‌SIM‌ ‌cards.‌ ‌For‌ ‌routers‌ ‌that‌ ‌support‌ ‌the‌ ‌SIM‌ ‌Injector,‌ ‌you‌ ‌may‌ ‌select‌ ‌the‌ ‌“Use‌‌                             
Remote‌‌SIM‌‌Only”‌‌to‌‌provision‌‌a‌‌SIM‌‌from‌‌a‌‌SIM‌‌Injector.‌‌Further‌‌details‌‌on‌‌the‌‌SIM‌‌Injector‌‌                                 
found‌ ‌is‌ ‌available‌ ‌here:‌‌ ‌‌https://www.peplink.com/products/sim-injector/‌.‌ ‌ ‌   

Preferred‌ ‌SIM‌‌ 
Card‌ ‌ 

If‌ ‌“‌Both‌ ‌SIMs‌”‌ ‌were‌ ‌selected‌ ‌on‌ ‌the‌‌above‌‌field,‌‌then‌‌you‌‌can‌‌designate‌‌the‌‌priority‌‌of‌‌the‌‌                                 
SIM‌ ‌card‌ ‌slots‌ ‌here.‌ ‌ 

Remote‌ ‌SIM‌‌ 
Settings‌ ‌ 

If‌‌“‌Use‌‌Remote‌‌SIM‌‌Only‌”‌‌is‌‌selected‌‌in‌‌the‌‌SIM‌‌card‌‌section,‌‌the‌‌‌Remote‌‌SIM‌‌Settings‌‌will‌‌                                 
be‌ ‌shown.‌‌ ‌  
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‌ 

‌ 

You‌‌may‌‌need‌‌to‌‌enable‌‌the‌‌remote‌‌SIM‌‌Host‌‌settings‌‌in‌‌the‌‌Remote‌‌SIM‌‌management,‌‌see‌‌                               
the‌‌‌section‌‌13.14.7‌‌‌or‌‌Appendix‌‌C‌‌for‌‌more‌‌details‌‌on‌‌FusionSIM.‌‌After‌‌that,‌‌click‌‌on‌‌“‌Scan‌‌                               
nearby‌ ‌remote‌ ‌SIM‌ ‌server‌”‌ ‌to‌ ‌show‌ ‌the‌ ‌serial‌ ‌number(s)‌ ‌of‌ ‌the‌ ‌connected‌ ‌SIM‌ ‌Injector(s).‌ ‌ 
‌ 

If‌‌you‌‌want‌‌to‌‌select‌‌a‌‌specific‌‌SIM,‌‌in‌‌the‌‌Cellular‌‌Settings,‌‌type‌‌“‌:‌”‌‌and‌‌then‌‌the‌‌number‌‌of‌‌                                     
the‌ ‌SIM‌ ‌slot,‌ ‌eg.1111-2222-3333:7.‌‌ ‌  

LTE/3G‌ ‌  This‌ ‌drop-down‌ ‌menu‌ ‌allows‌ ‌restricting‌ ‌cellular‌ ‌to‌ ‌particular‌ ‌band.‌ ‌Click‌ ‌the‌ ‌ ‌button‌ ‌to‌‌                           
enable‌ ‌the‌ ‌selection‌ ‌of‌ ‌specific‌ ‌bands.‌ ‌ 

Optimal‌ ‌Network‌‌ 
Discovery‌ ‌ 

Cellular‌‌WAsN‌‌by‌‌default‌‌will‌ ‌only‌‌handover‌‌from‌‌3G‌‌to‌‌LTE‌‌network‌‌when‌‌there‌‌is‌‌no‌‌active‌‌                                 
data‌‌traffic,‌‌enable‌‌this‌‌option‌‌will‌‌make‌‌it‌‌run‌‌the‌‌handover‌‌procedures‌‌after‌‌fallback‌‌to‌‌3G‌‌for‌‌                                 
a‌ ‌defined‌ ‌effective‌ ‌period,‌ ‌even‌ ‌this‌ ‌may‌ ‌interrupt‌ ‌the‌ ‌connectivity‌ ‌for‌ ‌a‌ ‌short‌ ‌while.‌ ‌ 

Band‌ ‌Selection‌ ‌ 
When‌‌set‌‌to‌‌‌Auto,‌‌‌band‌‌selection‌‌allows‌‌for‌‌automatically‌‌connecting‌‌to‌‌available,‌‌supported‌‌                         
bands‌ ‌(frequencies)‌ ‌.‌ ‌ 
When‌ ‌set‌ ‌to‌ ‌Manual,‌ ‌you‌ ‌can‌ ‌manually‌ ‌select‌ ‌the‌ ‌bands‌ ‌(frequencies)‌ ‌the‌ ‌SIM‌ ‌will‌ ‌connect‌ ‌to.‌ 

Data‌ ‌Roaming‌ ‌ 
This‌ ‌checkbox‌ ‌enables‌ ‌data‌ ‌roaming‌ ‌on‌ ‌this‌ ‌particular‌ ‌SIM‌ ‌card.‌ ‌When‌ ‌data‌ ‌roaming‌ ‌is‌‌                           
enabled‌ ‌this‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌select‌ ‌in‌‌which‌‌countries‌‌the‌‌SIM‌‌has‌‌a‌‌data‌‌connection.‌‌                               
The‌‌option‌‌is‌‌configured‌‌by‌‌using‌‌MMC‌‌(country)‌‌codes.Please‌‌check‌‌your‌‌service‌‌provider’s‌‌                         
data‌ ‌roaming‌ ‌policy‌ ‌before‌ ‌proceeding.‌ ‌ 

Authentication‌ ‌  Choose‌ ‌from‌ ‌‌PAP‌ ‌Only‌ ‌or‌ ‌‌CHAP‌ ‌Only‌ ‌to‌ ‌use‌ ‌those‌ ‌authentication‌ ‌methods‌ ‌exclusively.‌‌                         
Select‌ ‌‌Auto‌‌ ‌to‌ ‌automatically‌ ‌choose‌ ‌an‌ ‌authentication‌ ‌method.‌ ‌ 

Operator‌ ‌Settings‌ 

This‌‌setting‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌APN‌‌settings‌‌of‌‌your‌‌connection.‌‌If‌‌‌Auto‌‌is‌‌selected,‌‌                               
the‌ ‌mobile‌ ‌operator‌ ‌should‌ ‌be‌ ‌detected‌ ‌automatically.‌ ‌The‌ ‌connected‌ ‌device‌ ‌will‌ ‌be‌‌                       
configured‌ ‌and‌ ‌connection‌ ‌will‌ ‌be‌ ‌made‌ ‌automatically.‌ ‌If‌ ‌there‌ ‌is‌ ‌any‌ ‌difficulty‌ ‌in‌ ‌making‌‌                           
connections,‌ ‌you‌ ‌may‌ ‌select‌ ‌‌Custom‌ ‌to‌ ‌enter‌ ‌your‌ ‌carrier’s‌ ‌‌APN‌,‌ ‌Login‌,‌ ‌Password‌,‌ ‌‌and‌‌                         
Dial‌ ‌Number‌ ‌settings‌ ‌manually.‌ ‌The‌ ‌correct‌ ‌values‌‌can‌‌be‌‌obtained‌‌from‌‌your‌‌carrier.‌‌The‌‌                           
default‌ ‌and‌ ‌recommended‌ ‌setting‌ ‌is‌ ‌‌Auto‌.‌ ‌ 

APN‌ ‌/‌ ‌Login‌ ‌/‌‌ 
Password‌ ‌/‌ ‌SIM‌‌ 

PIN‌ ‌ 

When‌ ‌‌Auto‌ ‌is‌ ‌selected,‌ ‌the‌ ‌information‌ ‌in‌ ‌these‌ ‌fields‌ ‌will‌ ‌be‌ ‌filled‌ ‌automatically.‌ ‌Select‌                            
Custom‌ ‌to‌ ‌customize‌ ‌these‌ ‌parameters.‌‌The‌‌parameter‌‌values‌‌are‌‌determined‌‌by‌‌and‌‌can‌‌                         
be‌ ‌obtained‌ ‌from‌ ‌the‌ ‌ISP.‌ ‌ 

Bandwidth‌‌ 
Allowance‌‌ 

Monitor‌ ‌ 

Check‌ ‌the‌ ‌box‌ ‌Enable‌ ‌to‌ ‌enable‌ ‌bandwidth‌ ‌usage‌ ‌monitoring‌ ‌on‌ ‌this‌ ‌WAN‌ ‌connection‌‌for‌‌                           
each‌ ‌billing‌ ‌cycle.‌ ‌When‌ ‌this‌ ‌option‌ ‌is‌ ‌not‌ ‌enabled,‌‌bandwidth‌‌usage‌‌of‌‌each‌‌month‌‌is‌‌still‌‌                               
being‌ ‌tracked‌ ‌but‌ ‌no‌ ‌action‌ ‌will‌ ‌be‌ ‌taken.‌ ‌ 
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‌ 
Signal‌ ‌Threshold‌ ‌Settings‌ ‌ 

‌ 
If‌ ‌signal‌ ‌threshold‌ ‌is‌ ‌defined,‌ ‌this‌ ‌connection‌ ‌will‌ ‌be‌ ‌treated‌ ‌as‌ ‌down‌ ‌when‌ ‌a‌ ‌weaker‌ ‌than‌‌                               
threshold‌ ‌signal‌ ‌is‌ ‌determined.‌ ‌ 
The‌ ‌following‌ ‌values‌ ‌are‌ ‌used‌ ‌by‌ ‌the‌ ‌threshold‌ ‌scale:‌ ‌ 

‌ 
‌ 

To‌ ‌define‌ ‌the‌ ‌threshold‌ ‌manually‌ ‌using‌ ‌specific‌ ‌signal‌ ‌strength‌ ‌values,‌ ‌please‌ ‌click‌ ‌on‌ ‌the‌‌                           
question‌ ‌Mark‌ ‌and‌ ‌the‌ ‌following‌ ‌field‌ ‌will‌ ‌be‌ ‌visible.‌ ‌ 

‌ 
‌ 

‌   

‌ 

‌ 

Action‌ ‌ 

If‌ ‌‌email‌‌notification is‌‌enabled,‌‌you‌‌will‌‌be‌‌notified‌‌by‌‌email‌‌when‌‌usage‌‌hits‌‌75%‌‌and‌‌95%‌‌of‌‌                                 
the‌ ‌monthly‌ ‌allowance.‌ ‌If‌ ‌‌Disconnect‌ ‌when‌ ‌usage‌ ‌hits‌ ‌100%‌ ‌of‌ ‌monthly‌ ‌allowance‌ is‌‌                       
checked,‌ ‌this‌ ‌WAN‌ ‌connection‌ ‌will‌ ‌be‌ ‌disconnected‌ ‌automatically‌ ‌when‌ ‌the‌‌usage‌‌hits‌‌the‌‌                         
monthly‌‌allowance.‌‌It‌‌will‌ ‌not‌‌resume‌‌connection‌‌unless‌‌this‌‌option‌‌has‌‌been‌‌turned‌‌off‌‌or‌‌the‌‌                               
usage‌ ‌has‌ ‌been‌ ‌reset‌ ‌when‌ ‌a‌ ‌new‌ ‌billing‌ ‌cycle‌ ‌starts.‌ ‌ 

Start‌ ‌Day‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌define‌ ‌which‌ ‌day‌ ‌of‌ ‌the‌ ‌month‌ ‌each‌ ‌billing‌ ‌cycle‌ ‌begins.‌‌ ‌  

Monthly‌‌ 
Allowance‌ ‌ 

This‌‌field‌‌is‌‌for‌‌defining‌‌the‌‌maximum‌‌bandwidth‌‌usage‌‌allowed‌‌for‌‌the‌‌WAN‌‌connection‌‌each‌‌                             
month.‌ ‌ 
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‌ 
WAN‌ ‌Connection‌ ‌Settings‌ ‌(USB)‌ ‌ 

‌ 
‌ 

‌ 

‌ 

WAN‌ ‌Connection‌ ‌Settings‌ ‌ 

WAN‌‌ 
Connection‌‌ 

Name‌ ‌ 
Indicate‌ ‌a‌ ‌name‌ ‌you‌ ‌wish‌ ‌to‌ ‌give‌ ‌this‌ ‌WAN‌ ‌connection‌ ‌ 

Enable‌ ‌ 
This‌‌setting‌‌enables‌‌the‌‌WAN‌‌connection.‌‌If‌‌schedules‌‌have‌‌been‌‌defined,‌‌you‌‌will‌‌be‌‌able‌‌                             
to‌  ‌select‌ ‌a‌ ‌schedule‌ ‌to‌ ‌apply‌ ‌to‌ ‌the‌ ‌connection.‌ ‌ 

DNS‌ ‌Server‌ ‌ 

Each‌ ‌ISP‌ ‌may‌ ‌provide‌ ‌a‌ ‌set‌ ‌of‌ ‌DNS‌ ‌servers‌ ‌for‌ ‌DNS‌ ‌lookups.‌ ‌This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌ 
DNS‌ ‌(Domain‌ ‌Name‌ ‌System)‌ ‌servers‌ ‌to‌ ‌be‌ ‌used‌ ‌when‌ ‌a‌ ‌DNS‌ ‌lookup‌ ‌is‌ ‌routed‌ ‌through‌ ‌this‌ ‌ 
connection.‌‌ ‌  
‌ 

Selecting‌ ‌Obtain‌‌DNS‌‌server‌‌address‌‌automatically‌‌‌results‌‌in‌‌the‌‌DNS‌‌servers‌‌assigned‌‌                       
by‌‌the‌‌WAN‌‌DHCP‌‌server‌‌being‌‌used‌‌for‌‌outbound‌‌DNS‌‌lookups‌‌over‌‌the‌‌connection.‌‌(The‌‌                             
DNS‌ ‌servers‌ ‌are‌‌obtained‌‌along‌‌with‌‌the‌‌WAN‌‌IP‌‌address‌‌assigned‌‌by‌‌the‌‌DHCP‌‌server.)‌‌                             
When‌‌‌Use‌‌the‌‌following‌‌DNS‌‌server‌‌address(es)‌‌is‌‌selected,‌‌you‌‌may‌‌enter‌‌custom‌‌DNS‌‌                           
server‌ ‌addresses‌ ‌for‌ ‌this‌ ‌WAN‌ ‌connection‌ ‌into‌ ‌the‌ ‌‌DNS‌ ‌server‌ ‌1‌‌ ‌and‌ ‌‌DNS‌ ‌server‌ ‌2‌‌ ‌fields.‌ ‌ 

Connection‌‌ 
Priority‌‌ ‌  

This‌‌option‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌WAN‌‌connection‌‌whether‌‌for‌‌normal‌‌daily‌‌usage‌‌or‌‌                             
as‌ ‌a‌ ‌backup‌ ‌connection‌ ‌only.‌ ‌ 

If‌Always-on‌‌is‌‌chosen,‌‌the‌‌WAN‌‌connection‌‌will‌‌be‌‌kept‌‌on‌‌continuously,‌‌regardless‌‌of‌‌the‌‌                             
priority‌ ‌of‌ ‌other‌ ‌WAN‌ ‌connections.‌ ‌ 

If‌Backup‌ ‌is‌‌chosen,‌‌the‌‌WAN‌‌connection‌‌will‌‌depend‌‌on‌‌other‌‌WAN‌‌connections.‌‌It‌‌will‌‌not‌‌                               
be‌ ‌used‌ ‌when‌ ‌one‌ ‌or‌ ‌more‌ ‌higher‌ ‌priority‌ ‌dependent‌ ‌WAN‌ ‌connections‌ ‌are‌ ‌connected.‌ ‌ 

Standby‌ ‌State‌ ‌ 
This‌‌option‌‌allows‌‌you‌‌to‌‌choose‌‌whether‌‌to‌‌remain‌‌the‌‌connection‌‌connected‌‌or‌‌disconnect‌‌                           
it‌ ‌when‌‌this‌‌WAN‌‌connection‌‌is‌‌no‌‌longer‌‌in‌‌the‌‌highest‌‌priority‌‌and‌‌has‌‌entered‌‌the‌‌standby‌‌                                 
state.‌ ‌ 

Idle‌ ‌Disconnect‌ ‌ 
If‌ ‌this‌ ‌is‌ ‌checked,‌ ‌the‌ ‌connection‌ ‌will‌ ‌disconnect‌ ‌when‌ ‌idle‌ ‌after‌ ‌the‌ ‌configured‌ ‌Time‌ ‌value.‌ ‌ 
This‌ ‌option‌ ‌is‌ ‌disabled‌ ‌by‌ ‌default.‌ ‌ 

Reply‌ ‌to‌ ‌ICMP‌‌ 
Ping‌ ‌ 

If‌‌the‌‌checkbox‌‌is‌‌‌unticked‌,‌‌this‌‌option‌‌is‌‌disabled‌‌and‌‌the‌‌system‌‌will‌‌not‌‌reply‌‌to‌‌any‌‌ICMP‌‌                                   
ping‌ ‌echo‌ ‌requests‌ ‌to‌ ‌the‌ ‌WAN‌ ‌IP‌ ‌addresses‌ ‌of‌ ‌this‌ ‌WAN‌ ‌connection.‌ ‌ 

Default:‌‌ ‌ticked‌‌ ‌(Yes)‌ ‌ 
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‌ 
By‌ ‌default,‌ ‌the‌ ‌USB‌ ‌port‌ ‌is‌ ‌“USB‌ ‌Modem”‌ ‌mode.‌ ‌If‌ ‌you‌ ‌need‌ ‌to‌ ‌use‌ ‌it‌ ‌to‌ ‌connect‌ ‌to‌ ‌USB‌‌                                     
Ethernet‌ ‌Adapter,‌ ‌you‌ ‌need‌ ‌to‌ ‌change‌ ‌it‌ ‌to‌ ‌“USB‌ ‌Ethernet”‌ ‌mode,‌ ‌by‌ ‌enabling‌ ‌the‌ ‌hidden‌‌                             
feature‌ ‌ .‌ ‌Once‌ ‌this‌ ‌feature‌ ‌is‌ ‌enabled,‌ ‌the‌ ‌interface‌ ‌will‌ ‌behave‌ ‌as‌ ‌normal‌ ‌Ethernet‌ ‌WAN.‌‌                             
The‌‌options‌‌that‌‌are‌‌the‌‌same‌‌as‌ ‌the‌‌ethernet‌‌WAN‌‌connection‌‌configuration‌‌are‌‌shown‌‌in‌‌the‌‌                               
Ethernet‌ ‌WAN‌ ‌section.‌‌ ‌  

‌ 

‌ 
‌ 

‌ 
WAN‌ ‌Connection‌ ‌Settings‌ ‌(Common)‌ ‌ 
The‌ ‌remaining‌ ‌WAN-related‌ ‌settings‌ ‌are‌ ‌common‌ ‌to‌ ‌both‌ ‌Ethernet‌ ‌and‌ ‌cellular‌ ‌WAN‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

ModemSettings‌ ‌ 

Operator‌‌ 
Settings‌ ‌ 

This‌‌setting‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌APN‌‌settings‌‌of‌‌your‌‌connection.‌‌If‌‌‌Auto‌‌is‌‌selected,‌‌                               
the‌ ‌mobile‌ ‌operator‌ ‌should‌ ‌be‌ ‌detected‌ ‌automatically.‌ ‌The‌ ‌connected‌ ‌device‌ ‌will‌ ‌be‌‌                       
configured‌ ‌and‌ ‌connection‌ ‌will‌ ‌be‌ ‌made‌ ‌automatically.‌ ‌If‌ ‌there‌ ‌is‌ ‌any‌ ‌difficulty‌ ‌in‌ ‌making‌‌                           
connections,‌ ‌you‌ ‌may‌ ‌select‌ ‌‌Custom‌ ‌to‌ ‌enter‌‌your‌‌carrier’s‌‌‌APN‌,‌‌Login‌,‌‌Password‌,‌‌‌and‌‌                         
Dial‌‌Number‌‌settings‌‌manually.‌‌The‌‌correct‌‌values‌‌can‌‌be‌‌obtained‌‌from‌‌your‌‌carrier.‌‌The‌‌                           
default‌ ‌and‌ ‌recommended‌ ‌setting‌ ‌is‌ ‌‌Auto‌.‌ ‌ 

APN‌ ‌/‌ ‌Login‌ ‌/‌‌ 
Password‌ ‌/‌ ‌SIM‌‌ 

PIN‌ ‌ 

When‌ ‌‌Auto‌ ‌is‌ ‌selected,‌ ‌the‌ ‌information‌ ‌in‌ ‌these‌ ‌fields‌ ‌will‌ ‌be‌ ‌filled‌ ‌automatically.‌ ‌Select‌                            
Custom‌‌to‌‌customize‌‌these‌‌parameters.‌‌The‌‌parameter‌‌values‌‌are‌‌determined‌‌by‌‌and‌‌can‌‌                         
be‌ ‌obtained‌ ‌from‌ ‌the‌ ‌ISP.‌ ‌ 
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Physical‌ ‌Interface‌ ‌Settings‌ ‌ 

Speed‌ ‌ 

This‌ ‌is‌ ‌the‌ ‌port‌ ‌speed‌ ‌of‌ ‌the‌ ‌WAN‌‌connection.‌‌It‌‌should‌‌be‌‌set‌‌to‌‌the‌‌same‌‌speed‌‌as‌‌the‌‌                                     
connected‌ ‌device‌ ‌in‌ ‌case‌ ‌of‌ ‌any‌ ‌port‌ ‌negotiation‌ ‌problems.‌ ‌ 

When‌ ‌a‌ ‌static‌ ‌speed‌ ‌is‌ ‌set,‌ ‌you‌ ‌may‌ ‌choose‌ ‌whether‌ ‌to‌ ‌advertise‌ ‌its‌ ‌speed‌ ‌to‌ ‌the‌ ‌peer‌‌                                 
device‌‌or‌‌not.‌‌Advertise‌‌Speed‌‌is‌‌selected‌‌by‌‌default.‌‌You‌‌can‌‌choose‌‌not‌‌to‌‌advertise‌‌the‌‌                               
port‌ ‌speed‌ ‌if‌ ‌the‌ ‌port‌ ‌has‌ ‌difficulty‌ ‌in‌ ‌negotiating‌ ‌with‌ ‌the‌ ‌peer‌ ‌device.‌ ‌ 

Default:‌ ‌Auto‌ ‌ 

MTU‌ ‌ 
This‌‌field‌‌is‌‌for‌‌specifying‌‌the‌‌Maximum‌‌Transmission‌‌Unit‌‌value‌‌of‌‌the‌‌WAN‌‌connection.‌‌An‌‌                             
excessive‌ ‌MTU‌ ‌value‌ ‌can‌ ‌cause‌ ‌file‌ ‌downloads‌ ‌stall‌ ‌shortly‌ ‌after‌ ‌connected.‌ ‌You‌ ‌may‌‌                         
consult‌ ‌your‌ ‌ISP‌ ‌for‌ ‌the‌ ‌connection's‌ ‌MTU‌ ‌value.‌ ‌Default‌ ‌value‌ ‌is‌ ‌1440.‌ ‌ 

MSS‌ ‌ 

This‌ ‌field‌ ‌is‌ ‌for‌ ‌specifying‌ ‌the‌ ‌Maximum‌ ‌Segment‌ ‌Size‌ ‌of‌ ‌the‌ ‌WAN‌ ‌connection.‌ ‌ 

When‌‌Auto‌‌is‌‌selected,‌‌MSS‌‌will‌‌be‌‌depended‌‌on‌‌the‌‌MTU‌‌value.‌‌When‌‌Custom‌‌is‌‌selected,‌‌                               
you‌ ‌may‌ ‌enter‌ ‌a‌ ‌value‌ ‌for‌ ‌MSS.‌ ‌This‌ ‌value‌‌will‌ ‌be‌‌announced‌‌to‌‌remote‌‌TCP‌‌servers‌‌for‌‌                                 
maximum‌ ‌data‌ ‌that‌ ‌it‌ ‌can‌ ‌receive‌ ‌during‌ ‌the‌ ‌establishment‌ ‌of‌ ‌TCP‌ ‌connections.‌ ‌ 

Some‌ ‌Internet‌ ‌servers‌ ‌are‌ ‌unable‌ ‌to‌ ‌listen‌ ‌to‌ ‌MTU‌ ‌setting‌ ‌if‌ ‌ICMP‌ ‌is‌ ‌filtered‌ ‌by‌ ‌firewall‌‌                               
between‌ ‌the‌ ‌connections.‌ ‌ 

Normally,‌‌MSS‌‌equals‌‌to‌‌MTU‌‌minus‌‌40.‌‌You‌‌are‌‌recommended‌‌to‌‌reduce‌‌the‌‌MSS‌‌only‌‌if‌‌                               
changing‌‌of‌‌the‌‌MTU‌‌value‌‌cannot‌‌effectively‌‌inform‌‌some‌‌remote‌‌servers‌‌to‌‌size‌‌down‌‌data‌‌                             
size.‌ ‌ 

Default:‌ ‌Auto‌ ‌ 

MAC‌ ‌Address‌‌ 
Clone‌ ‌ 

Some‌ ‌service‌ ‌providers‌ ‌(e.g.‌ ‌cable‌‌network)‌‌identify‌‌the‌‌client's‌‌MAC‌‌address‌‌and‌‌require‌‌                         
client‌‌to‌‌always‌‌use‌‌the‌‌same‌‌MAC‌‌address‌‌to‌‌connect‌‌to‌‌the‌‌network.‌‌If‌‌it‌‌is‌‌the‌‌case,‌‌you‌‌                                     
may‌‌change‌‌the‌‌WAN‌‌interface's‌‌MAC‌‌address‌‌to‌‌the‌‌client‌‌PC's‌‌one‌‌by‌‌entering‌‌the‌‌PC's‌‌                               
MAC‌‌address‌‌to‌‌this‌‌field.‌‌If‌‌you‌‌are‌‌not‌‌sure,‌‌click‌‌the‌‌Default‌‌button‌‌to‌‌restore‌‌to‌‌the‌‌default‌‌                                     
value.‌ ‌ 

VLAN‌ ‌  Check‌ ‌the‌ ‌box‌ ‌to‌ ‌assign‌ ‌a‌ ‌VLAN‌ ‌to‌ ‌the‌ ‌interface.‌ ‌ 

DHCP‌ ‌Settings‌‌ ‌  

Hostname‌ ‌ 
(Optional)‌ ‌ 

If‌ ‌your‌ ‌service‌ ‌provider's‌ ‌DHCP‌ ‌server‌ ‌requires‌ ‌you‌ ‌to‌ ‌supply‌ ‌a‌ ‌hostname‌ ‌value‌ ‌upon‌ ‌ 
acquiring‌ ‌an‌ ‌IP‌ ‌address,‌ ‌you‌ ‌may‌ ‌enter‌ ‌the‌ ‌value‌ ‌here.‌ ‌If‌ ‌your‌ ‌service‌ ‌provider‌ ‌does‌ ‌not‌ ‌ 
provide‌ ‌you‌ ‌with‌ ‌a‌ ‌hostname,‌ ‌you‌ ‌can‌ ‌safely‌ ‌bypass‌ ‌this‌ ‌option.‌ ‌ 
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DNS‌ ‌Servers‌ ‌ 

Each‌ ‌ISP‌ ‌may‌ ‌provide‌ ‌a‌ ‌set‌ ‌of‌ ‌DNS‌ ‌servers‌ ‌for‌ ‌DNS‌ ‌lookups.‌ ‌This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌ 
DNS‌ ‌(Domain‌ ‌Name‌ ‌System)‌ ‌servers‌ ‌to‌ ‌be‌ ‌used‌ ‌when‌ ‌a‌ ‌DNS‌ ‌lookup‌ ‌is‌ ‌routed‌ ‌through‌ ‌this‌ ‌ 
connection.‌‌ ‌  
‌ 

Selecting‌ ‌Obtain‌‌DNS‌‌server‌‌address‌‌automatically‌‌‌results‌‌in‌‌the‌‌DNS‌‌servers‌‌assigned‌‌                       
by‌‌the‌‌WAN‌‌DHCP‌‌server‌‌being‌‌used‌‌for‌‌outbound‌‌DNS‌‌lookups‌‌over‌‌the‌‌connection.‌‌(The‌‌                             
DNS‌‌servers‌‌are‌‌obtained‌‌along‌‌with‌‌the‌‌WAN‌‌IP‌‌address‌‌assigned‌‌by‌‌the‌‌DHCP‌‌server.)‌‌                             
When‌‌‌Use‌‌the‌‌following‌‌DNS‌‌server‌‌address(es)‌‌is‌‌selected,‌‌you‌‌may‌‌enter‌‌custom‌‌DNS‌‌                           
server‌ ‌addresses‌ ‌for‌ ‌this‌ ‌WAN‌ ‌connection‌ ‌into‌ ‌the‌ ‌‌DNS‌ ‌server‌ ‌1‌‌ ‌and‌ ‌‌DNS‌ ‌server‌ ‌2‌‌ ‌fields.‌ ‌ 
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‌ 
Health‌ ‌Check‌ ‌Settings‌ ‌ 

To‌ ‌ensure‌ ‌traffic‌ ‌is‌ ‌routed‌ ‌to‌ ‌healthy‌ ‌WAN‌ ‌connections‌ ‌only,‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌can‌‌                           
periodically‌ ‌check‌ ‌the‌ ‌health‌ ‌of‌ ‌each‌ ‌WAN‌ ‌connection.‌ ‌ 
Health‌‌Check‌‌settings‌‌for‌‌each‌‌WAN‌‌connection‌‌can‌‌be‌‌independently‌‌configured‌‌via‌‌‌Network‌‌                         
>‌ ‌Interfaces‌ ‌>‌ ‌WAN‌ ‌>‌ ‌*Connection‌ ‌name*‌ ‌>‌ ‌Health‌ ‌Check‌ ‌Settings.‌ ‌ 
‌ 

Enable‌‌Health‌‌Check‌‌by‌‌selecting‌‌PING,‌‌DNS‌‌Lookup,‌‌or‌‌HTTP‌‌from‌‌the‌‌Health‌‌Check‌‌Method‌‌                             
drop-down‌ ‌menu.‌ ‌ 

‌ 

‌ 

Health‌ ‌Check‌ ‌Settings‌ ‌ 

Method‌ ‌ 

This‌‌setting‌‌specifies‌‌the‌‌health‌‌check‌‌method‌‌for‌‌the‌‌WAN‌‌connection.‌‌This‌‌value‌‌can‌‌be‌‌                             
configured‌ ‌as‌ ‌‌Disabled‌,‌ ‌‌PING‌,‌ ‌‌DNS‌ ‌Lookup‌,‌ ‌or‌ ‌‌HTTP‌.‌ ‌The‌ ‌default‌ ‌method‌ ‌is‌ ‌‌DNS‌‌                         
Lookup‌.‌ ‌For‌ ‌mobile‌ ‌Internet‌ ‌connections,‌ ‌the‌ ‌value‌ ‌of‌ ‌‌Method‌ ‌can‌ ‌be‌ ‌configured‌ ‌as‌‌                         
Disabled‌ ‌‌or‌ ‌‌SmartCheck‌.‌ ‌ 
‌ 

Health‌ ‌Check‌ ‌Disabled‌ ‌ 

‌ 
When‌ ‌‌Disabled‌ ‌is‌ ‌chosen‌ ‌in‌ ‌the‌ ‌‌Method‌ ‌field,‌ ‌the‌ ‌WAN‌ ‌connection‌ ‌will‌ ‌always‌ ‌be‌ ‌considered‌ ‌as‌ ‌up.‌ ‌The‌‌                                   
connection‌ ‌will‌ ‌‌NOT‌ ‌‌be‌ ‌treated‌ ‌as‌ ‌down‌ ‌in‌ ‌the‌ ‌event‌ ‌of‌ ‌IP‌ ‌routing‌ ‌errors.‌ ‌ 
‌ 

Health‌ ‌Check‌ ‌Method:‌ ‌PING‌ ‌ 

‌ 
ICMP‌‌ping‌‌packets‌‌will‌ ‌be‌‌issued‌‌to‌‌test‌‌the‌‌connectivity‌‌with‌‌a‌‌configurable‌‌target‌‌IP‌‌address‌‌or‌‌hostname.‌‌A‌‌WAN‌‌                                       
connection‌ ‌is‌ ‌considered‌ ‌as‌ ‌up‌ ‌if‌ ‌ping‌ ‌responses‌ ‌are‌ ‌received‌ ‌from‌ ‌either‌ ‌one‌ ‌or‌ ‌both‌ ‌of‌ ‌the‌ ‌ping‌ ‌hosts.‌ ‌ 
‌ 

PING‌ ‌Hosts‌ ‌ 

This‌‌setting‌‌specifies‌‌IP‌‌addresses‌‌or‌‌hostnames‌‌with‌‌which‌‌connectivity‌‌is‌‌to‌‌be‌‌tested‌‌via‌‌                             
ICMP‌‌ping.‌‌If‌‌‌Use‌‌first‌‌two‌‌DNS‌‌servers‌‌as‌‌Ping‌‌Hosts‌‌is‌‌checked,‌‌the‌‌target‌‌ping‌‌host‌‌                                 
will‌ ‌be‌‌the‌‌first‌‌DNS‌‌server‌‌for‌‌the‌‌corresponding‌‌WAN‌‌connection.‌‌Reliable‌‌ping‌‌hosts‌‌with‌‌                             
a‌ ‌high‌ ‌uptime‌ ‌should‌ ‌be‌ ‌considered.‌ ‌By‌ ‌default,‌ ‌the‌ ‌first‌ ‌two‌ ‌DNS‌ ‌servers‌ ‌of‌ ‌the‌ ‌WAN‌‌                               
connection‌ ‌are‌ ‌used‌ ‌as‌ ‌the‌ ‌ping‌ ‌hosts.‌ ‌ 
‌ 

Health‌ ‌Check‌ ‌Method:‌ ‌DNS‌ ‌Lookup‌ ‌ 
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‌ 
DNS‌‌lookups‌‌will‌‌be‌‌issued‌‌to‌‌test‌‌connectivity‌‌with‌‌target‌‌DNS‌‌servers.‌‌The‌‌connection‌‌will‌‌be‌‌treated‌‌as‌‌up‌‌if‌‌DNS‌‌                                         
responses‌ ‌are‌ ‌received‌ ‌from‌ ‌one‌ ‌or‌ ‌both‌ ‌of‌ ‌the‌ ‌servers,‌ ‌regardless‌ ‌of‌ ‌whether‌ ‌the‌ ‌result‌ ‌was‌ ‌positive‌ ‌or‌ ‌negative.‌ ‌ 
‌ 

Health‌ ‌Check‌‌ 
DNS‌ ‌Servers‌ ‌ 

This‌ ‌field‌‌allows‌‌you‌‌to‌‌specify‌‌two‌‌DNS‌‌hosts’‌‌IP‌‌addresses‌‌with‌‌which‌‌connectivity‌‌is‌‌to‌‌                               
be‌ ‌tested‌ ‌via‌ ‌DNS‌ ‌Lookup.‌ ‌ 
If‌Use‌‌first‌‌two‌‌DNS‌‌servers‌‌as‌‌Health‌‌Check‌‌DNS‌‌Servers‌‌is‌‌checked,‌‌the‌‌first‌‌two‌‌DNS‌‌                                 
servers‌‌will‌ ‌be‌‌the‌‌DNS‌‌lookup‌‌targets‌‌for‌‌checking‌‌a‌‌connection's‌‌health.‌‌If‌‌the‌‌box‌‌is‌‌not‌‌                                 
checked,‌ ‌‌Host‌ ‌1‌‌ ‌must‌ ‌be‌ ‌filled,‌ ‌while‌ ‌a‌ ‌value‌ ‌for‌ ‌‌Host‌ ‌2‌‌ ‌is‌ ‌optional.‌ ‌ 
If ‌Include‌ ‌public‌ ‌DNS‌‌servers‌ is‌‌selected‌‌and‌‌no‌‌response‌‌is‌‌received‌‌from‌‌all‌ ‌specified‌‌                         
DNS‌ ‌servers,‌ ‌DNS‌ ‌lookups‌ ‌will‌ ‌also‌ ‌be‌ ‌issued‌ ‌to‌ ‌some‌ ‌public‌ ‌DNS‌ ‌servers.‌ ‌A‌ ‌WAN‌‌                             
connection‌‌will‌‌be‌‌treated‌‌as‌‌down‌‌only‌‌if‌‌there‌‌is‌‌also‌‌no‌‌response‌‌received‌‌from‌‌the‌‌public‌‌                                 
DNS‌ ‌servers.‌ ‌ 
Connections‌‌will‌ ‌be‌‌considered‌‌as‌‌up‌‌if‌ ‌DNS‌‌responses‌‌are‌‌received‌‌from‌‌any‌‌one‌‌of‌‌the‌‌                               
health‌ ‌check‌ ‌DNS‌‌servers,‌‌regardless‌‌of‌‌a‌‌positive‌‌or‌‌negative‌‌result.‌‌By‌‌default,‌‌the‌‌first‌‌                             
two‌ ‌DNS‌ ‌servers‌ ‌of‌ ‌the‌ ‌WAN‌ ‌connection‌ ‌are‌ ‌used‌ ‌as‌ ‌the‌ ‌health‌ ‌check‌ ‌DNS‌ ‌servers.‌ ‌ 
‌ 

Health‌ ‌Check‌ ‌Method:‌ ‌HTTP‌ ‌ 

‌ 
‌ 

HTTP‌ ‌connections‌ ‌will‌ ‌be‌ ‌issued‌ ‌to‌ ‌test‌ ‌connectivity‌ ‌with‌ ‌configurable‌ ‌URLs‌ ‌and‌ ‌strings‌ ‌to‌ ‌match.‌ ‌ 

URL1‌ ‌ 

WAN‌ ‌Settings>WAN‌ ‌Edit>Health‌ ‌Check‌ ‌Settings>URL1‌ ‌ 
The‌‌URL‌‌will‌ ‌be‌‌retrieved‌‌when‌‌performing‌‌an‌‌HTTP‌‌health‌‌check.‌‌When‌‌‌String‌‌to‌‌Match‌‌                             
is‌ ‌left‌ ‌blank,‌ ‌a‌ ‌health‌ ‌check‌ ‌will‌ ‌pass‌ ‌if‌ ‌the‌ ‌HTTP‌ ‌return‌ ‌code‌ ‌is‌ ‌between‌ ‌200‌ ‌and‌ ‌299‌‌                                   
(Note:‌‌HTTP‌‌redirection‌‌codes‌‌301‌‌or‌‌302‌‌are‌‌treated‌‌as‌‌failures).‌‌When‌‌‌String‌‌to‌‌Match‌‌                             
is‌‌filled,‌‌a‌‌health‌‌check‌‌will‌‌pass‌‌if‌‌the‌‌HTTP‌‌return‌‌code‌‌is‌‌between‌‌200‌‌and‌‌299‌‌and‌‌if‌‌the‌‌                                       
HTTP‌ ‌response‌ ‌content‌ ‌contains‌ ‌the‌ ‌string.‌ ‌ 
‌ 

URL‌ ‌2‌ ‌ 
WAN‌ ‌Settings>WAN‌ ‌Edit>Health‌ ‌Check‌ ‌Settings>URL2‌ ‌ 
If‌ ‌‌URL2‌‌ ‌is‌ ‌also‌ ‌provided,‌ ‌a‌ ‌health‌ ‌check‌ ‌will‌ ‌pass‌ ‌if‌ ‌either‌ ‌one‌ ‌of‌ ‌the‌ ‌tests‌ ‌passed.‌ ‌ 
‌ 
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Other‌ ‌Health‌ ‌Check‌ ‌Settings‌ ‌ 

‌ 

Timeout‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌timeout‌ ‌in‌ ‌seconds‌ ‌for‌ ‌ping/DNS‌ ‌lookup‌ ‌requests.‌ ‌The‌ ‌default‌‌                         
timeout‌ ‌is‌ ‌‌5‌ ‌seconds‌.‌ ‌ 

Health‌ ‌Check‌‌ 
Interval‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌time‌‌interval‌‌in‌‌seconds‌‌between‌‌ping‌‌or‌‌DNS‌‌lookup‌‌requests.‌‌                           
The‌ ‌default‌ ‌health‌ ‌check‌ ‌interval‌ ‌is‌ ‌‌5‌ ‌seconds‌.‌ ‌ 

Health‌ ‌Check‌‌ 
Retries‌ ‌ 

This‌‌setting‌‌specifies‌‌the‌‌number‌‌of‌‌consecutive‌‌ping/DNS‌‌lookup‌‌timeouts‌‌after‌‌which‌‌the‌‌                         
Peplink‌ ‌Balance‌ ‌will‌ ‌treat‌ ‌the‌ ‌corresponding‌ ‌WAN‌ ‌connection‌ ‌as‌ ‌down.‌ ‌Default‌ ‌health‌‌                       
retries‌ ‌is‌ ‌set‌ ‌to‌ ‌‌3‌.‌ ‌Using‌ ‌the‌ ‌default‌‌‌Health‌‌Retries‌ ‌setting‌‌of‌‌‌3‌,‌‌the‌‌corresponding‌‌WAN‌‌                               
connection‌ ‌will‌ ‌be‌ ‌treated‌ ‌as‌ ‌down‌ ‌after‌ ‌three‌ ‌consecutive‌  ‌timeouts.‌ ‌ 

Recovery‌‌ 
Retries‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌number‌ ‌of‌ ‌consecutive‌ ‌successful‌ ‌ping/DNS‌ ‌lookup‌‌responses‌‌                     
that‌‌must‌‌be‌‌received‌‌before‌‌the‌‌Peplink‌‌Balance‌‌treats‌‌a‌‌previously‌‌down‌‌WAN‌‌connection‌‌                           
as‌ ‌up‌ ‌again.‌ ‌By‌ ‌default,‌ ‌‌Recover‌ ‌Retries‌ ‌‌is‌ ‌set‌ ‌to‌ ‌‌3‌.‌ ‌Using‌ ‌the‌ ‌default‌ ‌setting,‌ ‌a‌ ‌WAN‌‌                                 
connection‌ ‌that‌ ‌is‌ ‌treated‌ ‌as‌ ‌down‌ ‌will‌ ‌be‌ ‌considered‌ ‌as‌ ‌up‌ ‌again‌ ‌upon‌ ‌receiving‌ ‌three‌‌                             
consecutive‌ ‌successful‌ ‌ping/DNS‌ ‌lookup‌ ‌responses.‌ ‌ 

Note‌ ‌ 
If‌ ‌a‌ ‌WAN‌ ‌connection‌ ‌goes‌ ‌down,‌‌all‌ ‌of‌‌the‌‌WAN‌‌connections‌‌not‌‌set‌‌with‌‌a‌‌‌Connection‌‌Type‌‌of‌‌‌Always-on‌‌‌will‌‌                                       
also‌‌be‌‌brought‌‌up‌‌until‌‌any‌‌one‌‌of‌‌higher‌‌priority‌‌WAN‌‌connections‌‌is‌‌up‌‌and‌‌found‌‌to‌‌be‌‌healthy.‌‌This‌‌design‌‌could‌‌                                           
increase‌ ‌overall‌ ‌network‌ ‌availability.‌ ‌ 
For‌ ‌example,‌ ‌if‌ ‌WAN1,‌ ‌WAN2,‌ ‌and‌ ‌WAN3‌‌have‌‌connection‌‌types‌‌of‌‌‌Always-on‌,‌‌‌Backup‌‌Priority‌‌Group‌‌1‌,‌‌and‌‌                                 
Backup‌‌Priority‌‌Group‌‌2‌,‌‌respectively,‌‌when‌‌WAN1‌‌goes‌‌down,‌‌WAN2‌‌and‌‌WAN3‌‌will‌ ‌try‌‌to‌‌connect.‌‌If‌‌WAN3‌‌is‌‌                                     
connected‌ ‌first,‌ ‌WAN2‌ ‌will‌ ‌still‌ ‌be‌ ‌kept‌ ‌connecting.‌ ‌If‌ ‌WAN2‌ ‌is‌ ‌connected,‌ ‌WAN3‌ ‌will‌ ‌disconnect‌ ‌or‌ ‌stop‌ ‌connecting.‌ ‌ 

Automatic‌ ‌Public‌ ‌DNS‌ ‌Server‌ ‌Check‌ ‌on‌ ‌DNS‌ ‌Test‌ ‌Failure‌ ‌ 
When‌‌the‌‌health‌‌check‌‌method‌‌is‌‌set‌‌to‌‌‌DNS‌‌Lookup‌‌and‌‌checks‌‌fail,‌‌the‌‌Balance‌‌will‌‌automatically‌‌perform‌‌DNS‌‌                                     
lookups‌‌on‌‌some‌‌public‌‌DNS‌‌servers.‌‌If‌‌the‌‌tests‌‌are‌‌successful,‌‌the‌‌WAN‌‌may‌‌not‌‌be‌‌down,‌‌but‌‌rather‌‌the‌‌target‌‌                                         
DNS‌ ‌server‌ ‌malfunctioned.‌ ‌You‌ ‌will‌ ‌see‌ ‌the‌ ‌following‌ ‌warning‌ ‌message‌ ‌on‌ ‌the‌ ‌main‌ ‌page:‌ ‌ 
‌ 

‌ 
‌ 
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Bandwidth‌ ‌Allowance‌ ‌Monitor‌ ‌Settings‌ ‌ 

‌ 

‌ 

‌ 

Additional‌ ‌Public‌ ‌IP‌ ‌Settings‌ ‌ 

‌ 
‌ 

‌ 

‌ 

Bandwidth‌ ‌Allowance‌ ‌Monitor‌ ‌ 

Action‌ ‌ 

If‌ Email‌ ‌Notification‌ is‌ ‌enabled,‌ ‌you‌ ‌will‌ ‌be‌ ‌notified‌ ‌by‌ ‌email‌‌when‌‌usage‌‌hits‌‌75%‌‌and‌‌                             
95%‌ ‌of‌ ‌the‌ ‌monthly‌ ‌allowance.‌ ‌ 
If‌ Disconnect‌ ‌when‌ ‌usage‌ ‌hits‌ ‌100%‌ ‌of‌ ‌monthly‌ ‌allowance‌ is‌ ‌checked,‌ ‌this‌ ‌WAN‌‌                       
connection‌‌will‌ ‌be‌‌disconnected‌‌automatically‌‌when‌‌the‌‌usage‌‌hits‌‌the‌‌monthly‌‌allowance.‌‌                       
It‌‌will‌ ‌not‌‌resume‌‌connection‌‌unless‌‌this‌‌option‌‌has‌‌been‌‌turned‌‌off‌‌or‌‌the‌‌usage‌‌has‌‌been‌‌                                 
reset‌ ‌when‌ ‌a‌ ‌new‌ ‌billing‌ ‌cycle‌ ‌starts.‌ ‌ 

Start‌ ‌Day‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌define‌ ‌which‌ ‌day‌ ‌of‌ ‌the‌ ‌month‌ ‌each‌ ‌billing‌ ‌cycle‌ ‌begins.‌‌ ‌  

Monthly‌‌ 
Allowance‌ ‌ 

This‌ ‌field‌ ‌is‌ ‌for‌ ‌defining‌ ‌the‌ ‌maximum‌ ‌bandwidth‌‌usage‌‌allowed‌‌for‌‌the‌‌WAN‌‌connection‌‌                           
each‌ ‌month.‌ ‌ 

Disclaimer‌ ‌ 
Due‌‌to‌‌different‌‌network‌‌protocol‌‌overheads‌‌and‌‌conversions,‌‌the‌‌amount‌‌of‌‌data‌‌reported‌‌by‌‌this‌‌Peplink‌‌device‌‌                                 
is‌ ‌not‌ ‌representative‌ ‌of‌ ‌actual‌ ‌billable‌ ‌data‌ ‌usage‌ ‌as‌ ‌metered‌ ‌by‌ ‌your‌‌network‌‌provider.‌‌Peplink‌‌disclaims‌‌any‌‌                                 
obligation‌ ‌or‌ ‌responsibility‌ ‌for‌ ‌any‌ ‌events‌ ‌arising‌ ‌from‌ ‌the‌ ‌use‌ ‌of‌ ‌the‌ ‌numbers‌ ‌shown‌ ‌here.‌ ‌ 

Additional‌ ‌Public‌ ‌IP‌ ‌Settings‌ ‌ 
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‌ 

‌ 

Dynamic‌ ‌DNS‌ ‌Settings‌ ‌ 

Peplink‌ ‌Balance‌ ‌routers‌ ‌allow‌ ‌registering‌ ‌domain‌ ‌name‌ ‌relationships‌ ‌to‌‌dynamic‌‌DNS‌‌service‌‌                       
providers.‌ ‌Through‌ ‌registration‌ ‌with‌ ‌dynamic‌ ‌DNS‌ ‌service‌ ‌provider(s),‌ ‌the‌ ‌default‌ ‌public‌‌                     
Internet‌‌IP‌‌address‌‌of‌‌each‌‌WAN‌‌connection‌‌can‌‌be‌‌associated‌‌with‌‌a‌‌hostname.‌‌With‌‌dynamic‌‌                             
DNS‌ ‌service‌ ‌enabled‌ ‌for‌ ‌a‌ ‌WAN‌ ‌connection,‌ ‌you‌ ‌can‌ ‌connect‌ ‌to‌ ‌your‌ ‌WAN's‌ ‌IP‌ ‌address‌‌                             
externally‌ ‌even‌ ‌if‌ ‌its‌ ‌IP‌ ‌address‌ ‌is‌ ‌dynamic.‌ ‌You‌ ‌must‌ ‌register‌ ‌for‌ ‌an‌ ‌account‌ ‌from‌ ‌the‌ ‌listed‌‌                                 
dynamic‌ ‌DNS‌ ‌service‌ ‌providers‌ ‌before‌ ‌enabling‌ ‌this‌ ‌option.‌ ‌ 
‌ 

If‌‌the‌‌WAN‌‌connection's‌‌IP‌‌address‌‌is‌‌a‌‌reserved‌‌private‌‌IP‌‌address‌‌(i.e.,‌‌behind‌‌a‌‌NAT‌‌router),‌‌                                 
the‌ ‌public‌ ‌IP‌ ‌of‌ ‌each‌ ‌WAN‌ ‌will‌ ‌be‌ ‌automatically‌ ‌reported‌ ‌to‌ ‌the‌ ‌DNS‌ ‌service‌ ‌provider.‌ ‌ 
‌ 

Either‌ ‌upon‌ ‌a‌ ‌change‌ ‌in‌ ‌IP‌ ‌addresses‌‌or‌‌every‌‌23‌‌days‌‌without‌‌link‌‌reconnection,‌‌the‌‌Peplink‌‌                               
Balance‌ ‌will‌ ‌connect‌ ‌to‌‌the‌‌dynamic‌‌DNS‌‌service‌‌provider‌‌to‌‌update‌‌the‌‌provider’s‌‌IP‌‌address‌‌                             
records.‌ ‌ 
‌ 

The‌ ‌settings‌ ‌for‌ ‌dynamic‌ ‌DNS‌ ‌service‌ ‌provider(s)‌ ‌and‌ ‌the‌ ‌association‌ ‌of‌ ‌hostname(s)‌ ‌are‌‌                         
configured‌ ‌via‌ ‌‌Network>Interfaces>WAN>*Connection‌ ‌name*>Dynamic‌ ‌DNS‌ ‌Settings‌.‌ ‌ 
‌ 

‌ 
‌ 

If‌ ‌your‌ ‌desired‌ ‌provider‌ ‌is‌ ‌not‌ ‌listed,‌‌you‌‌may‌‌check‌‌with‌‌‌DNS-O-Matic‌.‌‌This‌‌service‌‌supports‌‌                             
updating‌ ‌30‌ ‌other‌ ‌dynamic‌ ‌DNS‌ ‌service‌ ‌providers.‌ ‌(Note:‌ ‌Peplink‌ ‌is‌ ‌not‌ ‌affiliated‌ ‌with‌‌                         
DNS-O-Matic.)‌ ‌ 
‌ 

‌ 

‌ 

IP‌ ‌Address‌ ‌List‌ 
IP‌‌Address‌‌List‌‌represents‌‌the‌‌list‌‌of‌‌fixed‌‌Internet‌‌IP‌‌addresses‌‌assigned‌‌by‌‌the‌‌ISP‌‌in‌‌the‌‌                                 
event‌‌that‌‌more‌‌than‌‌one‌‌Internet‌‌IP‌‌address‌‌is‌‌assigned‌‌to‌‌this‌‌WAN‌‌connection.‌‌Enter‌‌the‌‌                               
fixed‌ ‌Internet‌ ‌IP‌‌addresses‌‌and‌‌the‌‌corresponding‌‌subnet‌‌mask,‌‌and‌‌then‌‌click‌‌the‌‌‌Down‌‌                           
Arrow‌‌ ‌button‌ ‌to‌ ‌populate‌ ‌IP‌ ‌address‌ ‌entries‌ ‌to‌ ‌the‌ ‌‌IP‌ ‌Address‌ ‌List‌.‌ ‌ 
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‌ 

‌ 

‌ 

13.2 LAN‌ ‌ 

13.2.1 Network‌ ‌Settings‌ ‌ 
‌ 

‌ 

‌ 

Dynamic‌ ‌DNS‌ ‌Settings‌ ‌ 

Service‌ ‌Provider‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌dynamic‌ ‌DNS‌ ‌service‌ ‌provider‌ ‌to‌ ‌be‌ ‌used‌ ‌for‌ ‌the‌ ‌WAN.‌‌                           
Supported‌ ‌providers‌ ‌are:‌ ‌ 

● changeip.com‌ ‌ 
● dyndns.org‌ ‌ 
● no-ip.org‌ ‌ 
● tzo.com‌ ‌ 
● DNS-O-Matic‌ ‌ 
● Others…‌ ‌ 

support‌ ‌custom‌ ‌Dynamic‌ ‌DNS‌ ‌servers‌ ‌by‌ ‌entering‌ ‌its‌ ‌URL.‌ ‌Works‌ ‌with‌‌any‌‌service‌‌                         
compatible‌ ‌with‌ ‌DynDNS‌ ‌API.‌ ‌ 
‌ 

Select‌ ‌‌Disabled‌‌ ‌to‌ ‌disable‌ ‌this‌ ‌feature.‌ ‌ 

User‌ ‌ID‌ ‌/‌ ‌User‌ ‌/‌‌ 
Email‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌registered‌ ‌user‌ ‌name‌ ‌for‌ ‌the‌ ‌dynamic‌ ‌DNS‌ ‌service.‌ ‌ 

Password‌ ‌/‌ ‌Pass‌ ‌/‌‌ 
TZO‌ ‌Key‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌password‌ ‌for‌ ‌the‌ ‌dynamic‌ ‌DNS‌ ‌service.‌ ‌ 

Update‌ ‌All‌ ‌Hosts‌ ‌  Check‌ ‌this‌ ‌box‌ ‌to‌ ‌automatically‌ ‌update‌ ‌all‌ ‌hosts.‌ ‌ 

‌ 
Hosts‌ ‌/‌ ‌IDs‌ ‌ 

This‌‌setting‌‌specifies‌‌a‌‌list‌‌of‌‌hostnames‌‌or‌‌domains‌‌to‌‌be‌‌associated‌‌with‌‌the‌‌public‌‌                             
Internet‌ ‌IP‌ ‌address‌ ‌of‌ ‌the‌ ‌WAN‌ ‌connection.‌ ‌ 

Important‌ ‌Note‌ ‌ 
In‌ ‌order‌ ‌to‌ ‌use‌ ‌dynamic‌ ‌DNS‌ ‌services,‌ ‌appropriate‌ ‌hostname‌ ‌registration(s),‌ ‌as‌ ‌well‌ ‌as‌ ‌a‌ ‌valid‌ ‌account‌ ‌with‌ ‌a‌‌                                   
supported‌ ‌dynamic‌ ‌DNS‌ ‌service‌ ‌provider,‌ ‌are‌ ‌required.‌ ‌ 
A‌ ‌dynamic‌ ‌DNS‌‌update‌‌is‌‌performed‌‌whenever‌‌a‌‌WAN’s‌‌IP‌‌address‌‌is‌‌changed,‌‌such‌‌as‌‌when‌‌an‌‌IP‌‌is‌‌changed‌‌                                       
after‌ ‌a‌ ‌DHCP‌ ‌IP‌ ‌refresh‌ ‌or‌ ‌reconnection.‌ ‌ 
Due‌‌to‌‌dynamic‌‌DNS‌‌service‌‌providers’‌‌policies,‌‌a‌‌dynamic‌‌DNS‌‌host‌‌expires‌‌automatically‌‌when‌‌the‌‌host‌‌record‌‌                                 
has‌‌not‌‌been‌‌not‌‌updated‌‌for‌‌a‌‌long‌‌time.‌‌Therefore,‌‌the‌‌Peplink‌‌Balance‌‌performs‌‌an‌‌update‌‌every‌‌23‌‌days,‌‌even‌‌if‌‌                                         
a‌ ‌WAN’s‌ ‌IP‌ ‌address‌ ‌did‌ ‌not‌ ‌change.‌ ‌ 
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‌ 
LAN‌ ‌interface‌ ‌settings‌ ‌are‌ ‌located‌ ‌at‌ ‌‌Network>LAN>Network‌ ‌Settings‌.‌ ‌Navigating‌ ‌to‌ ‌that‌‌                     
page‌ ‌will‌ ‌show‌ ‌the‌ ‌following‌ ‌dashboard:‌ ‌ 

‌ 

This‌ ‌represents‌ ‌the‌ ‌LAN‌‌interfaces‌‌that‌‌are‌‌active‌‌on‌‌your‌‌router‌‌(including‌‌VLAN).‌‌A‌‌grey‌‌“X”‌‌                               
means‌ ‌that‌ ‌the‌ ‌VLAN‌ ‌is‌ ‌used‌ ‌in‌ ‌other‌ ‌settings‌ ‌and‌ ‌cannot‌ ‌be‌ ‌deleted.‌ ‌You‌ ‌can‌ ‌find‌ ‌which‌‌                                 
settings‌ ‌are‌ ‌using‌ ‌the‌ ‌VLAN‌ ‌by‌ ‌hovering‌ ‌over‌ ‌the‌ ‌grey‌ ‌“X”.‌ ‌ 

Alternatively,‌ ‌a‌ ‌red‌ ‌“X”‌ ‌means‌ ‌that‌ ‌there‌ ‌are‌ ‌no‌ ‌settings‌ ‌using‌‌the‌‌VLAN.‌‌You‌‌can‌‌delete‌‌that‌‌                                 
VLAN‌ ‌by‌ ‌clicking‌ ‌the‌ ‌red‌ ‌“X”‌ ‌ 

Clicking‌ ‌on‌ ‌any‌ ‌of‌ ‌the‌ ‌existing‌ ‌LAN‌ ‌interfaces‌ ‌(or‌ ‌creating‌ ‌a‌ ‌new‌ ‌one)‌ ‌will‌ ‌show‌ ‌the‌ ‌following‌ ‌:‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

IP‌ ‌Settings‌ ‌ 

IP‌ ‌Address‌ ‌  The‌ ‌IP‌ ‌address‌ ‌and‌ ‌subnet‌ ‌mask‌ ‌of‌ ‌the‌ ‌Pepwave‌ ‌router‌ ‌on‌ ‌the‌ ‌LAN.‌ ‌ 

Network‌ ‌Settings‌ ‌ 

Name‌ ‌  Enter‌ ‌a‌ ‌name‌ ‌for‌ ‌the‌ ‌LAN.‌ ‌ 

VLAN‌ ‌ID‌ ‌  Enter‌ ‌a‌ ‌number‌ ‌for‌ ‌your‌ ‌VLAN.‌ ‌ 

Inter-VLAN‌ 
routing‌  Check‌ ‌this‌ ‌box‌ ‌to‌ ‌enable‌ ‌routing‌ ‌between‌ ‌virtual‌ ‌LANs.‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 

Layer‌ ‌2‌ ‌PepVPN‌ ‌Bridging‌ ‌ 

PepVPN‌‌ 
Profiles‌ ‌to‌‌ 

Bridge‌ ‌ 

The‌ ‌remote‌ ‌network‌ ‌of‌ ‌the‌ ‌selected‌ ‌PepVPN‌ ‌profiles‌ ‌will‌ ‌be‌ ‌bridged‌ ‌with‌‌this‌‌local‌‌LAN,‌‌                             
creating‌‌a‌‌Layer‌‌2‌‌PepVPN,‌‌they‌‌will‌ ‌be‌‌connected‌‌and‌‌operate‌‌like‌‌a‌‌single‌‌LAN,‌‌and‌‌any‌‌                                 
broadcast‌ ‌or‌ ‌multicast‌ ‌packets‌ ‌will‌ ‌be‌ ‌sent‌ ‌over‌ ‌the‌ ‌VPN.‌ ‌ 

Remote‌‌ 
Network‌‌ 
Isolation‌ ‌ 

Enable‌‌this‌‌option‌‌if‌ ‌you‌‌want‌‌to‌‌block‌‌network‌‌traffic‌‌between‌‌the‌‌remote‌‌networks,‌‌this‌‌will‌‌                               
not‌ ‌affect‌ ‌the‌ ‌connectivity‌ ‌between‌ ‌them‌ ‌and‌ ‌this‌ ‌local‌ ‌LAN.‌ ‌ 

Spanning‌ ‌Tree‌‌ 
Protocol‌ ‌  Click‌ ‌the‌ ‌box‌ ‌will‌ ‌enable‌ ‌STP‌ ‌for‌ ‌this‌ ‌layer‌ ‌2‌ ‌profile‌ ‌bridge.‌ ‌ 

Override‌ ‌IP‌‌ 
Address‌ ‌when‌‌ 

bridge‌‌ 
connected‌ ‌ 

Select‌ ‌"Do‌ ‌not‌ ‌override"‌ ‌if‌ ‌the‌ ‌LAN‌ ‌IP‌ ‌address‌ ‌and‌ ‌local‌ ‌DHCP‌ ‌server‌ ‌should‌ ‌remain‌‌                             
unchanged‌ ‌after‌ ‌the‌ ‌Layer‌ ‌2‌ ‌PepVPN‌ ‌is‌ ‌up.‌ ‌ 
‌ 

If‌‌you‌‌choose‌‌to‌‌override‌‌IP‌‌address‌‌when‌‌the‌‌VPN‌‌is‌‌connected,‌‌the‌‌device‌‌will‌‌not‌‌act‌‌as‌‌a‌                                     
router,‌ ‌and‌ ‌most‌ ‌Layer‌ ‌3‌ ‌routing‌ ‌functions‌ ‌will‌ ‌cease‌ ‌to‌ ‌work.‌ ‌ 

DHCP‌ ‌Option‌‌ 
82‌ ‌ 

Click‌ ‌on‌ ‌the‌ ‌question‌ ‌Mark‌ ‌if‌ ‌you‌ ‌want‌ ‌to‌ ‌enable‌ ‌DHCP‌ ‌Option‌ ‌82.‌ ‌ 
This‌‌allows‌‌the‌‌device‌‌to‌‌inject‌‌Option‌‌82‌‌with‌‌Router‌‌Name‌‌information‌‌before‌‌forwarding‌‌                           
the‌ ‌DHCP‌ ‌Request‌ ‌packet‌ ‌to‌ ‌a‌ ‌PepVPN‌ ‌peer,‌ ‌such‌ ‌that‌ ‌the‌ ‌DHCP‌ ‌Server‌ ‌can‌ ‌identify‌‌                             
where‌ ‌the‌ ‌request‌ ‌originates‌ ‌from.‌ ‌ 
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‌ 

‌ 

DHCP‌ ‌Server‌ ‌Settings‌ ‌ 

DHCP‌ ‌Server‌ ‌ 
When‌ ‌this‌ ‌setting‌ ‌is‌ ‌enabled,‌ ‌the‌ ‌DHCP‌ ‌server‌ ‌automatically‌ ‌assigns‌ ‌an‌ ‌IP‌ ‌address‌ ‌to‌‌                           
each‌ ‌computer‌ ‌that‌ ‌is‌ ‌connected‌ ‌via‌ ‌LAN‌ ‌and‌ ‌configured‌ ‌to‌ ‌obtain‌ ‌an‌ ‌IP‌ ‌address‌ ‌via‌‌                             
DHCP.‌ ‌The‌ ‌Pepwave‌ ‌router’s‌ ‌DHCP‌ ‌server‌ ‌can‌ ‌prevent‌ ‌IP‌ ‌address‌ ‌collision‌ ‌on‌ ‌the‌ ‌LAN.‌ ‌ 

DHCP‌ ‌Server‌‌ 
Logging‌ ‌  Enable‌ ‌logging‌ ‌of‌ ‌DHCP‌ ‌events‌ ‌in‌ ‌the‌ ‌eventlog‌ ‌by‌ ‌selecting‌ ‌the‌ ‌checkbox.‌ ‌ 

IP‌ ‌Range‌ ‌&‌‌ 
Subnet‌ ‌Mask‌ ‌ 

These‌‌settings‌‌allocate‌‌a‌‌range‌‌of‌‌IP‌‌addresses‌‌that‌‌will‌‌be‌‌assigned‌‌to‌‌LAN‌‌computers‌‌by‌‌                               
the‌ ‌Pepwave‌ ‌router’s‌ ‌DHCP‌ ‌server.‌ ‌ 

Lease‌ ‌Time‌ ‌ 
This‌‌setting‌‌specifies‌‌the‌‌length‌‌of‌‌time‌‌throughout‌‌which‌‌an‌‌IP‌‌address‌‌of‌‌a‌‌DHCP‌‌client‌‌                               
remains‌‌valid.‌‌Upon‌‌expiration‌‌of‌‌the‌‌lease‌‌time,‌‌the‌‌assigned‌‌IP‌‌address‌‌will‌‌no‌‌longer‌‌be‌‌                               
valid‌ ‌and‌ ‌renewal‌ ‌of‌ ‌the‌ ‌IP‌ ‌address‌ ‌assignment‌ ‌will‌ ‌be‌ ‌required.‌ ‌ 

DNS‌ ‌Servers‌ ‌ 
This‌‌option‌‌allows‌‌you‌‌to‌‌input‌‌the‌‌DNS‌‌server‌‌addresses‌‌to‌‌be‌‌offered‌‌to‌‌DHCP‌‌clients.‌‌If‌‌                                 
Assign‌‌DNS‌‌server‌‌automatically‌ ‌is‌‌selected,‌‌the‌‌Pepwave‌‌router’s‌‌built-in‌‌DNS‌‌server‌‌                       
address‌ ‌(i.e.,‌ ‌LAN‌ ‌IP‌ ‌address)‌ ‌will‌ ‌be‌ ‌offered.‌ ‌ 

WINS‌ ‌Servers‌ ‌ 

This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌optionally‌ ‌specify‌ ‌a‌ ‌Windows‌ ‌Internet‌ ‌Name‌ ‌Service‌ ‌(WINS)‌‌                         
server.‌ ‌You‌ ‌may‌ ‌choose‌ ‌to‌ ‌use‌ ‌the‌ ‌‌built-in‌ ‌WINS‌ ‌server‌ ‌‌or‌ ‌‌external‌ ‌WINS‌ ‌servers‌.‌ ‌ 
When‌ ‌this‌‌unit‌‌is‌‌connected‌‌using‌‌SpeedFusion‌TM‌,‌‌other‌‌VPN‌‌peers‌‌can‌‌share‌‌this‌‌unit's‌                           
built-in‌ ‌WINS‌ ‌server‌ ‌by‌ ‌entering‌ ‌this‌‌unit's‌‌LAN‌‌IP‌‌address‌‌in‌‌their‌‌DHCP‌‌‌WINS‌‌Server‌‌                             
setting.‌ ‌Afterward,‌ ‌all‌ ‌PC‌ ‌clients‌ ‌in‌ ‌the‌ ‌VPN‌ ‌can‌ ‌resolve‌ ‌the‌ ‌NetBIOS‌ ‌names‌ ‌of‌ ‌other‌‌                             
clients‌ ‌in‌ ‌remote‌ ‌peers.‌ ‌If‌ ‌you‌ ‌have‌ ‌enabled‌ ‌this‌ ‌option,‌ ‌a‌ ‌list‌ ‌of‌ ‌WINS‌ ‌clients‌ ‌will‌ ‌be‌‌                                 
displayed‌ ‌at‌ ‌‌Status>WINS‌ ‌Clients‌.‌ ‌ 

BOOTP‌ ‌  Check‌ ‌this‌ ‌box‌ ‌to‌ ‌enable‌ ‌BOOTP‌ ‌on‌ ‌older‌ ‌networks‌ ‌that‌ ‌still‌ ‌require‌ ‌it.‌ ‌ 

Extended‌‌ 
DHCP‌ ‌Option‌ ‌ 

In‌‌addition‌‌to‌‌standard‌‌DHCP‌‌options‌‌(e.g.,‌‌DNS‌‌server‌‌address,‌‌gateway‌‌address,‌‌subnet‌‌                         
mask),‌‌you‌‌can‌‌specify‌‌the‌‌value‌‌of‌‌additional‌‌extended‌‌DHCP‌‌options,‌‌as‌‌defined‌‌in‌‌RFC‌‌                             
2132.‌ ‌With‌ ‌these‌ ‌extended‌ ‌options‌ ‌enabled,‌ ‌you‌ ‌can‌ ‌pass‌ ‌additional‌ ‌configuration‌‌                     
information‌ ‌to‌ ‌LAN‌ ‌hosts.‌ ‌ 

To‌‌define‌‌an‌‌extended‌‌DHCP‌‌option,‌‌click‌‌the‌‌‌Add‌‌button,‌‌choose‌‌the‌‌option‌‌to‌‌define‌‌and‌‌                               
enter‌‌its‌‌value.‌‌For‌‌values‌‌that‌‌are‌‌in‌‌IP‌‌address‌‌list‌‌format,‌‌you‌‌can‌‌enter‌‌one‌‌IP‌‌address‌‌                                   
per‌ ‌line‌ ‌in‌ ‌the‌ ‌provided‌ ‌text‌ ‌area‌ ‌input‌ ‌control.‌ ‌Each‌ ‌option‌ ‌can‌ ‌be‌ ‌defined‌ ‌once‌ ‌only.‌ ‌ 

DHCP‌‌  This‌ ‌setting‌‌reserves‌‌the‌‌assignment‌‌of‌‌fixed‌‌IP‌‌addresses‌‌for‌‌a‌‌list‌‌of‌‌computers‌‌on‌‌the‌‌                               
LAN.‌‌The‌‌computers‌‌to‌‌be‌‌assigned‌‌fixed‌‌IP‌‌addresses‌‌on‌‌the‌‌LAN‌‌are‌‌identified‌‌by‌‌their‌‌                               
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‌ 

‌ 
‌ 

13.2.2 Network‌ ‌Settings‌ ‌(Common‌ ‌Settings)‌ ‌ 

‌ 

‌ 

‌ 

Reservation‌ ‌  MAC‌ ‌addresses.‌ ‌The‌ ‌fixed‌ ‌IP‌ ‌address‌ ‌assignment‌‌is‌‌displayed‌‌as‌‌a‌‌cross-reference‌‌list‌‌                         
between‌ ‌the‌ ‌computers’‌ ‌names,‌ ‌MAC‌ ‌addresses,‌ ‌and‌ ‌fixed‌ ‌IP‌ ‌addresses.‌ ‌ 
Name‌ ‌(an‌ ‌optional‌ ‌field)‌ ‌allows‌ ‌you‌ ‌to‌ ‌specify‌ ‌a‌ ‌name‌ ‌to‌ ‌represent‌ ‌the‌ ‌device.‌ ‌MAC‌‌                             
addresses‌‌should‌‌be‌‌in‌‌the‌‌format‌‌of‌‌‌00:AA:BB:CC:DD:EE‌.‌‌Press‌‌ ‌to‌‌create‌‌a‌‌new‌‌                           
record.‌ ‌Press‌ ‌ ‌to‌ ‌remove‌ ‌a‌ ‌record.‌ ‌Reserved‌ ‌client‌ ‌information‌ ‌can‌ ‌be‌ ‌imported‌‌                         
from‌ ‌the‌ ‌‌Client‌ ‌List‌,‌ ‌located‌ ‌at‌ ‌‌Status>Client‌ ‌List‌.‌ ‌For‌ ‌more‌ ‌details,‌ ‌please‌ ‌refer‌ ‌to‌‌                           
Section‌‌ ‌22.3.‌ ‌ 

DHCP‌ ‌Relay‌ ‌Settings‌ ‌ 

DHCP‌ ‌Relay‌ ‌  Enter‌ ‌the‌ ‌address‌ ‌of‌ ‌the‌ ‌DHCP‌ ‌server‌ ‌here.‌ ‌DHCP‌ ‌requests‌ ‌will‌ ‌be‌ ‌relayed‌ ‌to‌ ‌it.‌ ‌ 

DHCP‌ ‌Server‌‌ 
IP‌ ‌Address‌ ‌ 

DHCP‌ ‌requests‌ ‌from‌ ‌the‌ ‌LAN‌ ‌are‌ ‌relayed‌ ‌to‌ ‌the‌ ‌entered‌ ‌DHCP‌ ‌server.‌‌ ‌  
For‌‌active-passive‌‌DHCP‌‌server‌‌configurations,‌‌enter‌‌active‌‌and‌‌passive‌‌DHCP‌‌server‌‌IPs‌‌                       
into‌ ‌the‌ ‌‌DHCP‌ ‌Server‌ ‌1‌‌ ‌and‌ ‌‌DHCP‌ ‌Server‌ ‌2‌‌ ‌fields.‌ ‌ 

DHCP‌ ‌Option‌‌ 
82‌ ‌ 

This‌ ‌feature‌ ‌includes‌ ‌device‌ ‌information‌ ‌as‌ ‌relay‌ ‌agent‌ ‌for‌ ‌the‌ ‌attached‌ ‌client‌ ‌when‌‌                         
forwarding‌‌DHCP‌‌requests‌‌from‌‌a‌‌DHCP‌‌client‌‌to‌‌a‌‌DHCP‌‌server.‌‌Device‌‌MAC‌‌address‌‌and‌‌                             
network‌ ‌name‌ ‌are‌ ‌embedded‌ ‌to‌ ‌circuit‌ ‌ID‌ ‌and‌ ‌Remote‌ ‌ID‌ ‌in‌ ‌option‌ ‌82.‌ ‌ 

DHCP‌ ‌Relay‌‌ 
Logging‌ ‌  Check‌ ‌this‌ ‌box‌ ‌to‌ ‌log‌ ‌DHCP‌ ‌relay‌ ‌activity.‌ ‌ 

Static‌ ‌Route‌ ‌Settings‌ ‌ 

Static‌ ‌Route‌ ‌ 
This‌‌table‌‌is‌‌for‌‌defining‌‌static‌‌routing‌‌rules‌‌for‌‌the‌‌LAN‌‌segment.‌‌A‌‌static‌‌route‌‌consists‌‌of‌‌                                 
the‌ ‌network‌ ‌address,‌ ‌subnet‌ ‌mask,‌ ‌and‌ ‌gateway‌‌address.‌‌The‌‌address‌‌and‌‌subnet‌‌mask‌‌                         
values‌ ‌are‌ ‌in‌‌ ‌‌w.x.y.z‌‌ ‌‌format.‌ ‌ 
The‌‌local‌‌LAN‌‌subnet‌‌and‌‌subnets‌‌behind‌‌the‌‌LAN‌‌will‌ ‌be‌‌advertised‌‌to‌‌the‌‌VPN. Remote‌‌                             
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‌ 

A‌ ‌-‌‌Advanced‌‌feature,‌‌please‌‌click‌‌the‌‌ ‌button‌‌on‌‌the‌‌top‌‌right‌‌hand‌‌corner‌‌of‌‌the‌‌Static‌‌Route‌‌                                     
session‌ ‌to‌ ‌activate‌ ‌and‌ ‌configure‌ ‌Virtual‌‌Network‌‌Mapping‌‌to‌‌resolve‌‌network‌‌address‌‌conflict‌‌                         
with‌ ‌remote‌ ‌peers.‌ ‌ 

‌ 

‌ 
In‌ ‌case‌ ‌of‌ ‌a‌ ‌network‌ ‌address‌ ‌conflict‌ ‌with‌ ‌remote‌ ‌peers‌ ‌(i.e.‌ ‌PepVPN‌ ‌/‌ ‌IPsec‌ ‌VPN‌ ‌/‌ ‌IP‌‌                                 
Forwarding‌ ‌WAN‌ ‌are‌ ‌considered‌ ‌as‌ ‌remote‌ ‌connections),‌ ‌you‌ ‌can‌ ‌define‌ ‌Virtual‌ ‌Network‌‌                       
Mapping‌ ‌to‌ ‌resolve‌ ‌it.‌ ‌ 
Note:‌ ‌OSPF‌ ‌&‌ ‌RIPv2‌ ‌settings‌ ‌should‌ ‌be‌ ‌updated‌ ‌as‌ ‌well‌ ‌to‌ ‌avoid‌ ‌advertising‌ ‌conflicted‌‌                           
networks.‌ ‌ 
For‌ ‌further‌ ‌details‌ ‌on‌ ‌virtual‌ ‌network‌ ‌mapping‌ ‌watch‌ ‌this‌ ‌video:‌  ‌‌https://youtu.be/C1FMdZCn3Z8‌ ‌ 

‌ 

‌ 

‌ 
Enter‌‌any‌‌needed‌‌DNS‌‌proxy‌‌settings.‌‌Once‌‌all‌‌settings‌‌have‌‌been‌‌entered,‌‌click‌‌‌Save‌‌to‌‌store‌‌                               
your‌ ‌changes.‌ ‌ 

‌ 

‌ 

routes‌ ‌sent‌‌over‌‌the‌‌VPN‌‌will‌ ‌also‌‌be‌‌accepted.‌‌Any‌‌VPN‌‌member‌‌will‌ ‌be‌‌able‌‌to‌‌route‌‌to‌‌                                   
the‌ ‌local‌ ‌subnet.‌ ‌Click‌ ‌  ‌to‌ ‌create‌ ‌a‌ ‌new‌ ‌route.‌ ‌Click‌ ‌  ‌to‌ ‌remove‌ ‌a‌ ‌route.‌ ‌ 
Entries‌‌in‌‌this‌‌list‌‌will‌ ‌allow‌‌traffic‌‌to‌‌route‌‌to‌‌a‌‌different‌‌subnet‌‌that‌‌is‌‌connected‌‌to‌‌the‌‌LAN‌‌                                     
interface.‌‌Any‌‌traffic‌‌destined‌‌for‌‌a‌‌network/mask‌‌pair‌‌will‌ ‌be‌‌directed‌‌to‌‌the‌‌corresponding‌‌                           
gateway‌ ‌instead‌ ‌of‌ ‌routed‌ ‌through‌ ‌WANs.‌ ‌ 

Virtual‌ ‌Network‌ ‌Mapping‌ ‌ 

One-to-One‌‌ 
NAT‌ ‌ 

Every‌ ‌IP‌ ‌Address‌ ‌in‌‌the‌‌Local‌‌Network‌‌has‌‌a‌‌corresponding‌‌unique‌‌Virtual‌‌IP‌‌Address‌‌for‌‌                             
NAT.‌‌ ‌  
Traffic‌ ‌originating‌ ‌from‌ ‌the‌ ‌Local‌ ‌Network‌ ‌to‌ ‌remote‌ ‌connections‌ ‌will‌ ‌be‌ ‌SNAT'ed‌ ‌and‌                         
behave‌ ‌like‌ ‌coming‌ ‌from‌ ‌the‌ ‌defined‌ ‌Virtual‌ ‌Network.‌‌ ‌  
While‌ ‌traffic‌ ‌initiated‌ ‌by‌ ‌remote‌ ‌peers‌ ‌to‌ ‌the‌ ‌Virtual‌ ‌Network‌ ‌will‌ ‌be‌ ‌DNAT'ed‌ ‌accordingly.‌ ‌ 

Many-to-One‌‌ 
NAT‌ ‌ 

The‌‌subnet‌‌range‌‌defined‌‌in‌‌Local‌‌Network‌‌will‌‌be‌‌mapped‌‌to‌‌a‌‌single‌‌Virtual‌‌IP‌‌Address‌‌for‌‌                                 
NAT.‌‌Traffic‌‌can‌‌only‌‌be‌‌initiated‌‌from‌‌local‌‌to‌‌remote,‌‌and‌‌these‌‌traffic‌‌will‌ ‌be‌‌NAT'ed‌‌and‌‌                                 
behaves‌ ‌like‌ ‌coming‌ ‌from‌ ‌the‌ ‌same‌ ‌Virtual‌ ‌IP‌ ‌Address.‌ ‌ 

WINS‌ ‌Server‌ ‌Settings‌ ‌ 

Enable‌ ‌  Check‌ ‌the‌ ‌box‌ ‌to‌ ‌enable‌ ‌the‌ ‌WINS‌ ‌Server.‌ ‌A‌ ‌list‌ ‌of‌ ‌WINS‌ ‌clients‌ ‌will‌ ‌be‌ ‌displayed‌ ‌at‌‌                                 
Status>WINS‌ ‌Clients‌.‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

DNS‌ ‌Proxy‌ ‌Settings‌ ‌ 

Enable‌ ‌ 

To‌ ‌enable‌ ‌the‌ ‌DNS‌ ‌proxy‌ ‌feature,‌ ‌check‌ ‌this‌ ‌box,‌ ‌and‌ ‌then‌ ‌set‌ ‌up‌ ‌the‌ ‌feature‌ ‌at‌‌                               
Network>LAN>DNS‌ ‌Proxy‌ ‌Settings‌.‌ ‌ 
A‌ ‌DNS‌ ‌proxy‌ ‌server‌ ‌can‌ ‌be‌ ‌enabled‌ ‌to‌ ‌serve‌ ‌DNS‌ ‌requests‌ ‌originating‌ ‌from‌‌                         
LAN/PPTP/SpeedFusion‌TM‌ ‌‌peers.‌ ‌Requests‌ ‌are‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌‌DNS‌‌servers/resolvers‌‌                 
defined‌ ‌for‌ ‌each‌ ‌WAN‌ ‌connection.‌ ‌ 

DNS‌ ‌Caching‌ ‌ 
This‌ ‌field‌ ‌is‌ ‌to‌ ‌enable‌ ‌DNS‌ ‌caching‌ ‌on‌ ‌the‌‌built-in‌‌DNS‌‌proxy‌‌server.‌‌When‌‌the‌‌option‌‌is‌‌                                 
enabled,‌‌queried‌‌DNS‌‌replies‌‌will‌ ‌be‌‌cached‌‌until‌ ‌the‌‌records’‌‌TTL‌‌has‌‌been‌‌reached.‌‌This‌‌                             
feature‌‌can‌‌improve‌‌DNS‌‌response‌‌time‌‌by‌‌storing‌‌all‌ ‌received‌‌DNS‌‌results‌‌for‌‌faster‌‌DNS‌‌                             
lookup.‌ ‌However,‌ ‌it‌ ‌cannot‌ ‌return‌ ‌the‌ ‌most‌ ‌updated‌ ‌result‌ ‌for‌ ‌frequently‌ ‌updated‌ ‌DNS‌‌                         
records.‌ ‌By‌ ‌default,‌ ‌‌DNS‌ ‌Caching‌ ‌‌is‌ ‌disabled.‌ ‌ 

Include‌ ‌Google‌‌ 
Public‌ ‌DNS‌‌ 

Servers‌ ‌ 

When‌ ‌this‌‌option‌‌is‌‌enabled,‌‌the‌‌DNS‌‌proxy‌‌server‌‌will‌ ‌forward‌‌DNS‌‌requests‌‌to‌‌‌Google's‌‌                             
public‌ ‌DNS‌ ‌servers‌,‌ ‌‌in‌ ‌addition‌ ‌to‌ ‌the‌ ‌DNS‌ ‌servers‌ ‌defined‌ ‌in‌ ‌each‌ ‌WAN.‌ ‌This‌ ‌could‌‌                             
increase‌ ‌the‌ ‌DNS‌ ‌service's‌ ‌availability.‌ ‌This‌ ‌setting‌ ‌is‌ ‌disabled‌ ‌by‌ ‌default.‌ ‌ 

Local‌ ‌DNS‌‌ 
Records‌ ‌ 

This‌‌table‌‌is‌‌for‌‌defining‌‌custom‌‌local‌‌DNS‌‌records.‌‌A‌‌static‌‌local‌‌DNS‌‌record‌‌consists‌‌of‌‌a‌‌                                 
host‌‌name‌‌and‌‌IP‌‌address.‌‌When‌‌looking‌‌up‌‌the‌‌host‌‌name‌‌from‌‌the‌‌LAN‌‌to‌‌LAN‌‌IP‌‌of‌‌the‌                                     
Peplink‌‌Balance,‌‌the‌‌corresponding‌‌IP‌‌address‌‌will‌‌be‌‌returned.‌‌To‌‌display‌‌the‌‌option‌‌to‌‌set‌‌                             
TTL‌ ‌manually,‌ ‌click‌ ‌ .‌ ‌Click‌ ‌ ‌to‌ ‌create‌ ‌a‌ ‌new‌ ‌record.‌ ‌Click‌ ‌ ‌to‌ ‌remove‌‌a‌‌                               
record.‌ ‌ 

Domain‌‌ 
Lookup‌ ‌Policy‌ 

DNS‌ ‌proxy‌ ‌will‌ ‌look‌ ‌up‌ ‌the‌ ‌domain‌ ‌names‌ ‌defined‌ ‌here‌ ‌using‌ ‌only‌ ‌the‌ ‌specified‌‌                           
connections.‌ ‌ 
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‌ 

A‌‌ ‌‌-‌ ‌Advanced‌ ‌feature,‌ ‌please‌ ‌click‌ ‌the‌ ‌  ‌button‌ ‌on‌ ‌the‌ ‌top‌ ‌right-hand‌ ‌corner‌ ‌to‌ ‌activate.‌ ‌ 
‌ 

Finally,‌ ‌if‌ ‌needed,‌ ‌configure‌ ‌your‌ ‌Bonjour‌ ‌forwarding‌ ‌settings.‌ ‌Once‌ ‌all‌ ‌settings‌ ‌have‌ ‌been‌‌                         
entered,‌ ‌click‌ ‌‌Save‌‌ ‌to‌ ‌store‌ ‌your‌ ‌changes.‌ ‌ 
‌ 

‌ 

‌ 
Drop-In‌ ‌Mode‌ ‌ 
‌ 

Drop-in‌‌mode‌‌(or‌‌transparent‌‌bridging‌‌mode)‌‌eases‌‌the‌‌installation‌‌of‌‌the‌‌Peplink‌‌Balance‌‌on‌‌a‌‌                             
live‌ ‌network‌ ‌between‌ ‌the‌ ‌firewall‌ ‌and‌ ‌router,‌ ‌such‌ ‌that‌ ‌changes‌ ‌to‌ ‌the‌ ‌settings‌ ‌of‌ ‌existing‌‌                             
equipment‌ ‌are‌ ‌not‌ ‌required.‌ ‌ 
The‌ ‌following‌ ‌diagram‌ ‌illustrates‌ ‌drop-in‌ ‌mode‌ ‌setup:‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

DNS‌‌ 
Resolvers‌A‌ ‌ 

Check‌ ‌the‌ ‌box‌ ‌to‌ ‌enable‌ ‌the‌ ‌WINS‌ ‌server.‌ ‌A‌ ‌list‌ ‌of‌ ‌WINS‌ ‌clients‌ ‌will‌ ‌be‌ ‌displayed‌ ‌at‌‌                                 
Network>LAN>DNS‌ ‌Proxy‌ ‌Settings>DNS‌ ‌Resolvers‌.‌ ‌ 
This‌ ‌field‌ ‌specifies‌ ‌which‌ ‌DNS‌ ‌resolvers‌ ‌will‌ ‌receive‌ ‌forwarded‌ ‌DNS‌ ‌requests.‌ ‌If‌ ‌no‌‌                         
WAN/VPN/LAN‌ ‌DNS‌ ‌resolver‌ ‌is‌ ‌selected,‌ ‌all‌ ‌of‌ ‌the‌ ‌WAN’s‌ ‌DNS‌ ‌resolvers‌ ‌will‌ ‌be‌ ‌selected.‌ ‌ 
If‌ ‌a‌ ‌SpeedFusion‌TM‌ ‌‌peer‌ ‌is‌ ‌selected,‌ ‌you‌ ‌may‌ ‌enter‌ ‌the‌ ‌VPN‌ ‌peer’s‌ ‌DNS‌ ‌resolver‌ ‌IP‌‌                             
address(es).‌ ‌ 
Queries‌ ‌will‌ ‌be‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌selected‌ ‌connections’‌ ‌resolvers.‌ ‌If‌ ‌all‌ ‌of‌ ‌the‌ ‌selected‌‌                           
connections‌ ‌are‌ ‌down,‌ ‌queries‌ ‌will‌ ‌be‌ ‌forwarded‌ ‌to‌ ‌all‌ ‌resolvers‌ ‌on‌ ‌healthy‌ ‌WAN‌‌                         
connections.‌ ‌ 

Bonjour‌ ‌Forwarding‌ ‌Settings‌ ‌ 

Enable‌ ‌  Check‌ ‌this‌ ‌box‌ ‌to‌ ‌turn‌ ‌on‌ ‌Bonjour‌ ‌forwarding.‌ ‌ 

Bonjour‌‌ 
Service‌ ‌ 

Choose‌‌‌Service‌ ‌and‌‌‌Client‌‌networks‌‌from‌‌the‌‌drop-down‌‌menus,‌‌and‌‌then‌‌click‌‌ ‌to‌‌                           
add‌ ‌the‌ ‌networks.‌ ‌To‌ ‌delete‌ ‌an‌ ‌existing‌ ‌Bonjour‌ ‌listing,‌ ‌click‌ ‌ .‌ ‌ 
Bonjour‌ ‌Forwarding‌ ‌is‌ ‌supported‌ ‌on‌ ‌‌All‌ ‌Balance‌ ‌models,‌ ‌MAX‌ ‌700,‌ ‌HD2,‌ ‌HD4‌ ‌ 
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‌ 
‌ 
‌ 

Enable drop-in‌‌mode‌‌using‌‌the‌‌Setup‌‌Wizard.‌‌After‌‌enabling‌‌this‌‌feature‌‌and‌‌selecting‌‌the‌‌WAN‌‌                           
for‌‌drop-in‌‌mode,‌‌various‌‌settings,‌‌including‌‌the‌‌WAN's‌‌connection‌‌method‌‌and‌‌IP‌‌address,‌‌will‌‌                           
be‌ ‌automatically‌ ‌updated.‌ ‌ 
When‌ ‌drop-in‌ ‌mode‌ ‌is‌ ‌enabled,‌ ‌the‌ ‌LAN‌‌and‌‌the‌‌WAN‌‌for‌‌drop-in‌‌mode‌‌ports‌‌will‌‌be‌‌bridged.‌‌                                 
Traffic‌ ‌between‌ ‌the‌ ‌LAN‌ ‌hosts‌ ‌and‌‌WAN‌‌router‌‌will‌‌be‌‌forwarded‌‌between‌‌the‌‌devices.‌‌In‌‌this‌‌                               
case,‌ ‌the‌ ‌hosts‌ ‌on‌ ‌both‌ ‌sides‌ ‌will‌ ‌not‌ ‌notice‌ ‌any‌ ‌IP‌ ‌or‌ ‌MAC‌ ‌address‌ ‌changes.‌ ‌ 
After‌ ‌successfully‌ ‌setting‌ ‌up‌‌the‌‌Peplink‌‌Balance‌‌as‌‌part‌‌of‌‌the‌‌network‌‌using‌‌drop-in‌‌mode,‌‌it‌‌                               
will,‌‌depending‌‌on‌‌model,‌‌support‌‌one‌‌or‌‌more‌‌WAN‌‌connections.‌‌Some‌ ‌MediaFast‌‌units‌‌also‌‌                           
support‌‌multiple‌‌WAN‌‌connections‌‌after‌‌activating‌‌drop-in‌‌mode,‌‌though‌‌a‌‌SpeedFusion‌‌license‌‌                       
may‌ ‌be‌ ‌required‌ ‌to‌ ‌activate‌ ‌more‌ ‌than‌ ‌one‌ ‌WAN‌ ‌port.‌‌ ‌  
‌ 

Please‌ ‌note‌ ‌the‌ ‌Drop-In‌ ‌Mode‌ ‌is‌ ‌mutually‌ ‌exclusive‌ ‌with‌ ‌VLAN.‌ ‌ 
‌ 

‌ 

‌ 

‌ 

Drop-in‌ ‌Mode‌ ‌Settings‌ ‌ 

Enable‌ ‌ 
Drop-in‌‌mode‌‌eases‌‌the‌‌installation‌‌of‌‌the‌‌Peplink‌‌Balance‌‌on‌‌a‌‌live‌‌network‌‌between‌‌the‌‌                             
existing‌ ‌firewall‌ ‌and‌ ‌router,‌ ‌such‌ ‌that‌ ‌no‌ ‌configuration‌ ‌changes‌ ‌are‌ ‌required‌ ‌on‌ ‌existing‌‌                         
equipment.‌ ‌Check‌ ‌the‌ ‌box‌ ‌to‌ ‌enable‌ ‌the‌ ‌drop-in‌ ‌mode‌ ‌feature.‌ ‌ 
Please‌ ‌refer‌ ‌to‌ ‌‌Section‌ ‌12,‌ ‌Drop-in‌ ‌Mode‌ ‌‌for‌ ‌details.‌ ‌ 
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‌ 

A‌‌ ‌-‌ ‌‌Advanced‌ ‌feature,‌ ‌please‌ ‌click‌ ‌the‌ ‌  ‌button‌ ‌on‌ ‌the‌ ‌top‌ ‌right-hand‌ ‌corner‌ ‌to‌ ‌activate.‌ ‌ 
‌ 

13.2.3 Port‌ ‌Settings‌ ‌ 
To‌ ‌configure‌ ‌port‌ ‌settings,‌ ‌navigate‌ ‌to‌ ‌‌Network‌ ‌>‌ ‌Port‌ ‌Settings‌ ‌ 

‌ 
This‌ ‌section‌ ‌allows‌ ‌you‌ ‌to:‌ ‌ 

● Enable‌ ‌or‌ ‌disable‌ ‌specific‌ ‌LAN‌ ‌ports‌ ‌ 
● Configure‌ ‌the‌ ‌negotiation‌ ‌speed‌ ‌of‌ ‌the‌ ‌LAN‌ ‌ports‌ ‌ 
● Configure‌ ‌the‌ ‌port‌ ‌type‌ ‌(Trunk‌ ‌or‌ ‌Access)‌ ‌ 
● Assign‌ ‌a‌ ‌VLAN‌ ‌to‌ ‌a‌ ‌LAN‌ ‌port‌ ‌(in‌ ‌Access‌ ‌mode)‌ ‌ 

‌ 

‌ 

‌ 

WAN‌ ‌for‌‌ 
Drop-In‌ ‌Mode‌ 

Select‌‌the‌‌WAN‌‌port‌‌to‌‌be‌‌used‌‌for‌‌drop-in‌‌mode.‌‌If‌‌‌WAN‌‌1‌‌with‌‌LAN‌‌Bypass‌‌is‌‌selected,‌‌                                   
the‌ ‌high‌ ‌availability‌ ‌feature‌ ‌will‌ ‌be‌ ‌disabled‌ ‌automatically.‌ ‌ 

Shared‌ ‌Drop-In‌‌ 
IP‌A‌ ‌ 

When‌ ‌this‌‌option‌‌is‌‌enabled,‌‌the‌‌passthrough‌‌IP‌‌address‌‌will‌ ‌be‌‌used‌‌to‌‌connect‌‌to‌‌WAN‌‌                               
hosts‌ ‌(email‌ ‌notification,‌ ‌remote‌ ‌syslog,‌ ‌etc.).‌ ‌The‌ ‌Balance‌ ‌will‌ ‌listen‌ ‌for‌ ‌this‌‌IP‌‌address‌‌                           
when‌ ‌WAN‌ ‌hosts‌ ‌access‌ ‌services‌ ‌provided‌ ‌by‌ ‌the‌ ‌Balance‌‌(web‌‌admin‌‌access‌‌from‌‌the‌‌                           
WAN,‌ ‌DNS‌ ‌server‌ ‌requests,‌ ‌etc.).‌ ‌ 
To‌‌connect‌‌to‌‌hosts‌‌on‌‌the‌‌LAN‌‌(email‌‌notification,‌‌remote‌‌syslog,‌‌etc.),‌‌the‌‌default‌‌gateway‌‌                             
address‌ ‌will‌ ‌be‌ ‌used.‌ ‌The‌ ‌Balance‌ ‌will‌ ‌listen‌‌for‌‌this‌‌IP‌‌address‌‌when‌‌LAN‌‌hosts‌‌access‌‌                               
services‌ ‌provided‌ ‌by‌ ‌the‌ ‌Balance‌ ‌(web‌ ‌admin‌ ‌access‌ ‌from‌ ‌the‌ ‌WAN,‌ ‌DNS‌ ‌proxy,‌ ‌etc.).‌ ‌ 

Shared‌ ‌IP‌‌ 
Address‌A‌ ‌ 

Access‌‌to‌‌this‌‌IP‌‌address‌‌will‌‌be‌‌passed‌‌through‌‌to‌‌the‌‌LAN‌‌port‌‌if‌‌this‌‌device‌‌is‌‌not‌‌serving‌‌                                     
the‌‌service‌‌being‌‌accessed.‌‌The‌‌shared‌‌IP‌‌address‌‌will‌ ‌be‌‌used‌‌in‌‌connecting‌‌to‌‌hosts‌‌on‌‌                               
the‌‌WAN‌‌(e.g.,‌‌email‌‌notification,‌‌remote‌‌syslog,‌‌etc.)‌‌The‌‌device‌‌will‌ ‌also‌‌listen‌‌on‌‌the‌‌IP‌‌                               
address‌ ‌when‌ ‌hosts‌‌on‌‌the‌‌WAN‌‌access‌‌services‌‌served‌‌on‌‌this‌‌device‌‌(e.g.,‌‌web‌‌admin‌‌                             
accesses‌ ‌from‌ ‌WAN,‌ ‌DNS‌ ‌server,‌ ‌etc.)‌ ‌ 

WAN‌ ‌Default‌‌ 
Gateway‌ ‌ 

Enter‌ ‌the‌ ‌WAN‌ ‌router's‌ ‌IP‌ ‌address‌ ‌in‌ ‌this‌‌field.‌‌If‌‌there‌‌are‌‌more‌‌hosts‌‌in‌‌addition‌‌to‌‌the‌‌                                   
router‌‌on‌‌the‌‌WAN‌‌segment,‌‌click‌‌the‌‌ ‌button‌‌next‌‌to‌‌“WAN‌‌Default‌‌Gateway”‌‌and‌‌check‌‌                               
the‌‌I‌‌‌have‌‌other‌‌host(s)‌‌on‌‌WAN‌‌segment‌ box‌‌and‌‌enter‌‌the‌‌IP‌‌address‌‌of‌‌the‌‌hosts‌‌that‌‌                                 
need‌ ‌to‌ ‌access‌ ‌LAN‌ ‌devices‌ ‌or‌ ‌be‌ ‌accessed‌ ‌by‌ ‌others.‌ ‌ 

WAN‌ ‌DNS‌ 
Servers‌ ‌  Enter‌ ‌the‌ ‌selected‌ ‌WAN's‌ ‌corresponding‌ ‌DNS‌ ‌server‌ ‌IP‌ ‌addresses.‌ ‌ 
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13.3 VPN‌ ‌ 

13.3.1 SpeedFusion‌ ‌ 

‌ 

Peplink‌‌Balance‌‌SpeedFusion‌TM‌‌‌Bandwidth‌‌Bonding‌‌‌is‌‌our‌‌patented‌‌technology‌‌that‌‌enables‌‌our‌‌                       
SD-WAN‌ ‌routers‌ ‌to‌ ‌bond‌ ‌multiple‌ ‌Internet‌ ‌connections‌ ‌to‌ ‌increase‌ ‌site-to-site‌ ‌bandwidth‌ ‌and‌‌                       
reliability.‌ ‌SpeedFusion‌ ‌securely‌ ‌connects‌‌one‌‌or‌‌more‌‌branch‌‌offices‌‌to‌‌your‌‌company's‌‌main‌‌                         
headquarters‌‌or‌‌to‌‌other‌‌branches.‌‌The‌‌data,‌‌voice,‌‌and‌‌video‌‌communications‌‌between‌‌these‌‌                         
locations‌ ‌are‌ ‌kept‌ ‌confidential‌ ‌across‌ ‌the‌ ‌public‌ ‌Internet.‌ ‌ 
‌ 

The‌‌SpeedFusion‌TM‌‌‌of‌‌the‌‌Peplink‌‌Balance‌‌is‌‌specifically‌‌designed‌‌for‌‌multi-WAN‌‌environments.‌‌                       
With‌ ‌SpeedFusion,‌ ‌in‌ ‌case‌ ‌of‌ ‌failures‌ ‌and‌ ‌network‌ ‌congestion‌ ‌at‌ ‌one‌ ‌or‌ ‌more‌ ‌WANs,‌ ‌other‌                             
WANs‌‌can‌‌be‌‌used‌‌to‌‌continue‌‌carrying‌‌the‌‌network‌‌traffic.‌‌Peplink‌‌Balance‌‌routers‌‌can‌‌bond‌‌all‌‌                               
WAN‌‌connections’‌‌bandwidth‌‌for‌‌routing‌‌SpeedFusion‌TM‌ ‌traffic.‌‌Unless‌‌all‌‌the‌‌WAN‌‌connections‌‌                       
of‌ ‌one‌ ‌site‌ ‌are‌ ‌down,‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌can‌ ‌keep‌ ‌the‌ ‌VPN‌ ‌up‌ ‌and‌ ‌running.‌‌ ‌  
Bandwidth‌ ‌bonding‌ ‌is‌ ‌enabled‌ ‌by‌ ‌default. ‌ ‌ 
‌ 

To‌ ‌begin,‌ ‌navigate‌ ‌to‌ ‌‌Network‌ ‌>‌ ‌VPN‌ ‌>‌ ‌SpeedFusion‌‌ ‌and‌ ‌enter‌ ‌a‌ ‌Local‌ ‌ID‌ ‌and‌ ‌click‌ ‌save.‌ ‌ 
‌ 

‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 
This‌‌device‌‌will‌‌be‌‌identified‌‌by‌‌other‌‌SpeedFusion‌‌Peers‌‌by‌‌this‌‌local‌‌ID.‌‌The‌‌following‌‌menus‌‌                               
will‌ ‌appear:‌ ‌ 

‌ 
‌ 

‌ 
‌ 

‌ 

‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

‌ 

SpeedFusion‌ ‌Profiles‌ ‌ 
This‌ ‌table‌ ‌displays‌ ‌all‌ ‌defined‌ ‌profiles.‌ ‌Click‌ ‌the‌ ‌‌New‌ ‌Profile‌ ‌button‌ ‌to‌ ‌create‌ ‌a‌ ‌new‌ ‌profile‌ ‌for‌ ‌making‌ ‌a‌ ‌VPN‌‌                                       
connection‌ ‌to‌ ‌a‌ ‌remote‌ ‌unit‌ ‌via‌ ‌available‌ ‌WAN‌ ‌connections.‌ ‌Each‌ ‌pair‌ ‌of‌ ‌VPN‌ ‌connection‌ ‌requires‌ ‌its‌ ‌own‌ ‌profile.‌ ‌ 
‌ 

The‌‌local‌‌LAN‌‌subnet‌‌and‌‌subnets‌‌behind‌‌the‌‌LAN‌‌(defined‌‌under‌‌Static‌‌Route‌‌on‌‌the‌‌LAN‌‌Settings‌‌page)‌‌will‌‌be‌‌                                       
advertised‌ ‌to‌ ‌the‌ ‌VPN.‌ ‌All‌ ‌VPN‌ ‌members‌ ‌will‌ ‌be‌ ‌able‌ ‌to‌ ‌route‌ ‌to‌ ‌local‌ ‌subnets.‌ ‌ 

Send‌ ‌All‌ ‌Traffic‌ ‌To‌ ‌ 

This‌ ‌feature‌ ‌allows‌ ‌you‌ ‌to‌ ‌redirect‌ ‌all‌ ‌traffic‌‌to‌‌a‌‌specified‌‌PepVPN‌‌connection.‌‌Click‌‌the‌‌ ‌button‌‌to‌‌select‌‌                                     
your‌ ‌connection‌ ‌and‌ ‌the‌ ‌following‌ ‌menu‌ ‌will‌ ‌appear:‌ ‌ 
‌ 

‌ 
‌ 

You‌‌could‌‌also‌‌specify‌‌a‌‌DNS‌‌server‌‌to‌‌resolve‌‌incoming‌‌DNS‌‌requests.‌‌Click‌‌the‌‌checkbox‌‌next‌‌to‌‌‌Backup‌‌Site‌‌to‌‌                                       
designate‌ ‌a‌ ‌backup‌ ‌SpeedFusion‌ ‌profile‌ ‌that‌ ‌will‌ ‌take‌ ‌over‌ ‌should‌ ‌the‌ ‌main‌ ‌PepVPN‌ ‌connection‌ ‌fail.‌ ‌ 

PepVPN‌ ‌Local‌ ‌ID‌ ‌ 

This‌ ‌feature‌ ‌allows‌ ‌you‌ ‌to‌ ‌change‌ ‌the‌ ‌local‌ ‌ID‌ ‌of‌ ‌a‌ ‌PepVPN‌ ‌connection.‌ ‌Click‌ ‌the‌ ‌ ‌button‌‌to‌‌select‌‌your‌‌                                       
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‌ 

‌ 

‌ 

‌ 

SpeedFusion:‌ ‌Profile‌ ‌Configuration‌ ‌ 
Click‌ ‌the‌ ‌‌New‌ ‌Profile‌‌button,‌‌or‌‌click‌‌one‌‌of‌‌the‌‌existing‌‌profiles,‌‌and‌‌the‌‌following‌‌menus‌‌will‌‌                                 
appear:‌ ‌ 
‌ 

‌ 

‌ 

connection‌ ‌and‌ ‌the‌ ‌following‌ ‌menu‌ ‌will‌ ‌appear:‌ ‌ 
‌ 

‌ 
‌ 

After‌ ‌updating‌ ‌the‌ ‌local‌ ‌ID,‌ ‌click‌ ‌‌Save‌‌ ‌to‌ ‌store‌ ‌your‌ ‌changes.‌ ‌ 

Link‌ ‌Failure‌ ‌Detection‌ ‌ 

Link‌ ‌Failure‌‌ 
Detection‌ ‌Time‌ 

The‌‌bonded‌‌VPN‌‌can‌‌detect‌‌routing‌‌failures‌‌on‌‌the‌‌path‌‌between‌‌two‌‌sites‌‌over‌‌each‌‌WAN‌‌                               
connection.‌ ‌Failed‌ ‌WAN‌ ‌connections‌ ‌will‌ ‌not‌ ‌be‌ ‌used‌ ‌to‌ ‌route‌ ‌VPN‌ ‌traffic. Health‌ ‌check‌‌                         
packets‌ ‌are‌ ‌sent‌ ‌to‌‌the‌‌remote‌‌unit‌‌to‌‌detect‌‌any‌‌failure.‌‌The‌‌more‌‌frequently‌‌checks‌‌are‌‌                               
sent,‌ ‌the‌ ‌shorter‌ ‌the‌ ‌detection‌ ‌time,‌ ‌although‌ ‌more‌ ‌bandwidth‌ ‌will‌ ‌be‌ ‌consumed.‌ ‌ 
‌ 

When ‌Recommended ‌(default)‌ ‌is‌ ‌selected,‌ ‌a‌ ‌health‌ ‌check‌ ‌packet‌ ‌is‌ ‌sent‌ ‌every‌ ‌five‌‌                     
seconds,‌ ‌and‌ ‌the‌ ‌expected‌ ‌detection‌ ‌time‌ ‌is‌ ‌15‌ ‌seconds.‌ ‌ 
‌ 

When ‌Fast ‌is‌ ‌selected,‌ ‌a‌ ‌health‌ ‌check‌ ‌packet‌ ‌is‌ ‌sent‌ ‌every‌ ‌three‌ ‌seconds,‌ ‌and‌ ‌the‌‌                         
expected‌ ‌detection‌ ‌time‌ ‌is‌ ‌six‌ ‌seconds.‌ ‌ 
‌ 

When ‌Faster ‌is‌ ‌selected,‌ ‌a‌ ‌health‌ ‌check‌ ‌packet‌ ‌is‌ ‌sent‌ ‌every‌ ‌second,‌‌and‌‌the‌‌expected‌‌                         
detection‌ ‌time‌ ‌is‌ ‌two‌ ‌seconds.‌ ‌ 
‌ 

When ‌Extreme ‌is‌ ‌selected,‌ ‌a‌ ‌health‌ ‌check‌ ‌packet‌ ‌is‌ ‌sent‌ ‌every‌ ‌0.1‌ ‌second,‌ ‌and‌ ‌the‌‌                         
expected‌ ‌detection‌ ‌time‌ ‌is‌ ‌less‌ ‌than‌ ‌one‌ ‌second.‌ ‌ 

 Important‌ ‌Note‌ ‌ 
Peplink‌‌proprietary‌‌SpeedFusion‌TM‌ ‌uses‌‌TCP‌‌port‌‌32015‌‌and‌‌UDP‌‌port‌‌4500‌‌for‌‌establishing‌‌VPN‌‌connections.‌‌If‌‌                               
you‌‌have‌‌a‌‌firewall‌‌in‌‌front‌‌of‌‌your‌‌Peplink‌‌Balance‌‌devices,‌‌you‌‌will‌ ‌need‌‌to‌‌add‌‌firewall‌‌rules‌‌for‌‌these‌‌ports‌‌and‌‌                                           
protocols‌ ‌to‌ ‌allow‌ ‌inbound‌ ‌and‌ ‌outbound‌ ‌traffic‌ ‌to‌ ‌pass‌ ‌through‌ ‌the‌ ‌firewall.‌ ‌ 
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‌ 

‌ 
‌ 

A‌‌list‌‌of‌‌defined‌‌SpeedFusion‌‌‌connection‌‌profiles‌‌and‌‌a‌‌‌Link‌‌Failure‌‌Detection‌‌Time‌‌option‌‌will‌‌                             
be‌ ‌shown.‌ ‌Click‌ ‌the‌ ‌‌New‌ ‌Profile‌ ‌button‌ ‌to‌ ‌create‌ ‌a‌‌new‌‌VPN‌‌connection‌‌profile‌‌for‌‌making‌‌a‌‌                                 
VPN‌‌connection‌‌to‌‌a‌‌remote‌‌Peplink‌‌Balance‌‌via‌‌the‌‌available‌‌WAN‌‌connections.‌‌Each‌‌profile‌‌is‌‌                             
for‌ ‌making‌ ‌a‌ ‌VPN‌ ‌connection‌ ‌with‌ ‌one‌ ‌remote‌ ‌Peplink‌ ‌Balance.‌ ‌ 

‌ 

‌ 

PepVPN‌ ‌Profile‌ ‌Settings‌ ‌ 

Name‌ ‌ 

This‌ ‌field‌ ‌is‌ ‌for‌ ‌specifying‌ ‌a‌ ‌name‌ ‌to‌ ‌represent‌ ‌this‌ ‌profile.‌ ‌The‌ ‌name‌ ‌can‌ ‌be‌ ‌any‌‌                               
combination‌ ‌of‌ ‌alphanumeric‌ ‌characters‌ ‌(0-9,‌ ‌A-Z,‌ ‌a-z),‌ ‌underscores‌ ‌(_),‌ ‌dashes‌ ‌(-),‌‌                     
and/or‌ ‌non-leading/trailing‌ ‌spaces‌ ‌(‌ ‌).‌‌ ‌  

‌ 

Click‌‌the‌‌ ‌icon‌‌next‌‌to‌‌the‌‌‌PepVPN‌‌Profile‌‌title‌‌bar‌‌to‌‌use‌‌the‌‌IP‌‌ToS‌‌field‌‌of‌‌your‌‌data‌‌                                       
packet‌ ‌on‌ ‌PepVPN‌ ‌WAN‌ ‌traffic.‌ ‌ 

Active‌ ‌  When‌‌this‌‌box‌‌is‌‌checked,‌‌this‌‌VPN‌‌connection‌‌profile‌‌will‌‌be‌‌enabled.‌‌Otherwise,‌‌it‌‌will‌‌be‌‌                               
disabled.‌ ‌ 

Encryption‌ ‌  By‌‌default,‌‌VPN‌‌traffic‌‌is‌‌encrypted‌‌with‌‌‌256-bit‌‌AES‌.‌‌If‌‌‌Off‌‌is‌‌selected‌‌on‌‌both‌‌sides‌‌of‌‌a‌‌                                   
VPN‌ ‌connection,‌ ‌no‌ ‌encryption‌ ‌will‌ ‌be‌ ‌applied.‌ ‌ 

Authentication‌ ‌ 
Select‌ ‌from‌ ‌‌By‌ ‌Remote‌ ‌ID‌ ‌Only‌,‌ ‌‌Preshared‌ ‌Key‌,‌ ‌or‌ ‌‌X.509‌ ‌to‌ ‌specify‌ ‌the‌ ‌method‌ ‌the‌‌                             
Peplink‌ ‌Balance‌ ‌will‌ ‌use‌ ‌to‌ ‌authenticate‌ ‌peers.‌ ‌When‌ ‌selecting‌ ‌‌By‌‌Remote‌‌ID‌‌Only‌,‌‌be‌‌                           
sure‌ ‌to‌ ‌enter‌ ‌a‌ ‌unique‌ ‌peer‌ ‌ID‌ ‌number‌ ‌in‌ ‌the‌ ‌‌Remote‌ ‌ID‌‌ ‌field.‌ ‌ 

Remote‌ ‌ID‌ ‌/‌ ‌ 
Pre-shared‌ ‌Key‌ 

This‌‌optional‌‌field‌‌becomes‌‌available‌‌when‌‌‌Remote‌‌ID‌‌/‌‌‌Pre-shared‌‌Key‌‌is‌‌selected‌‌as‌‌the‌‌                             
Peplink‌ ‌Balance’s‌ ‌VPN‌ ‌‌Authentication‌ ‌method,‌ ‌as‌ ‌explained‌ ‌above.‌ ‌‌Pre-shared‌ ‌Key‌‌                   
defines‌‌the‌‌pre-shared‌‌key‌‌used‌‌for‌‌this‌‌particular‌‌VPN‌‌connection.‌‌The‌‌VPN‌‌connection's‌‌                         
session‌‌key‌‌will‌‌be‌‌further‌‌protected‌‌by‌‌the‌‌pre-shared‌‌key.‌‌The‌‌connection‌‌will‌‌be‌‌up‌‌only‌‌if‌‌                                 
the‌ ‌pre-shared‌ ‌keys‌ ‌on‌ ‌each‌ ‌side‌ ‌match.‌ ‌When‌ ‌the‌ ‌peer‌ ‌is‌ ‌running‌ ‌firmware‌ ‌5.0+,‌ ‌this‌‌                             
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‌ 

‌ 

‌ 

setting‌ ‌will‌ ‌be‌ ‌ignored.‌‌ ‌  
‌ 

Enter‌‌Remote‌‌IDs‌‌either‌‌by‌‌typing‌‌out‌‌each‌‌Remote‌‌ID‌‌and‌‌Pre-shared‌‌Key,‌‌or‌‌by‌‌pasting‌‌a‌‌                                 
CSV.‌‌If‌‌you‌‌wish‌‌to‌‌paste‌‌a‌‌CSV,‌‌click‌‌the‌‌ ‌icon‌‌next‌‌to‌‌the‌‌“Remote‌‌ID‌‌/‌‌Preshared‌‌Key”‌‌                                       
setting.‌ ‌ 

Remote‌‌ 
ID/Remote‌‌ 
Certificate‌ ‌ 

These‌ ‌optional‌ ‌fields‌ ‌become‌ ‌available‌ ‌when‌ ‌‌X.509‌ ‌is‌‌selected‌‌as‌‌the‌‌Peplink‌‌Balance’s‌‌                         
VPN‌ ‌authentication‌ ‌method,‌ ‌as‌ ‌explained‌ ‌above.‌‌To‌‌authenticate‌‌VPN‌‌connections‌‌using‌‌                     
X.509‌ ‌certificates,‌ ‌copy‌ ‌and‌ ‌paste‌ ‌certificate‌ ‌details‌ ‌into‌ ‌these‌ ‌fields.‌ ‌To‌ ‌get‌ ‌more‌‌                         
information‌ ‌on‌ ‌a‌ ‌listed‌ ‌X.509‌ ‌certificate,‌ ‌click‌ ‌the‌ ‌‌Show‌ ‌Details‌‌ ‌link‌ ‌below‌ ‌the‌ ‌field.‌ ‌ 

Allow‌ ‌Shared‌‌ 
Remote‌ ‌ID‌ ‌ 

When‌ ‌this‌ ‌option‌ ‌is‌ ‌enabled,‌ ‌the‌ ‌router‌ ‌will‌ ‌allow‌ ‌multiple‌ ‌peers‌ ‌to‌ ‌run‌ ‌using‌ ‌the‌ ‌same‌‌                               
remote‌ ‌ID.‌ ‌ 

NAT‌ ‌Mode‌ ‌ 
Check‌‌this‌‌box‌‌to‌‌allow‌‌the‌‌local‌‌DHCP‌‌server‌‌to‌‌assign‌‌an‌‌IP‌‌address‌‌to‌‌the‌‌remote‌‌peer.‌‌                                   
When‌ ‌‌NAT‌ ‌Mode‌ ‌is‌ ‌enabled,‌ ‌all‌ ‌remote‌ ‌traffic‌ ‌over‌ ‌the‌ ‌VPN‌ ‌will‌ ‌be‌ ‌tagged‌ ‌with‌ ‌the‌‌                               
assigned‌ ‌IP‌ ‌address‌ ‌using‌ ‌network‌ ‌address‌ ‌translation.‌ ‌ 

Remote‌ ‌IP‌‌ 
Address‌ ‌/‌ ‌Host‌‌ 

Names‌‌ 
(Optional)‌ ‌ 

If‌ NAT‌ ‌Mode‌ ‌is‌ ‌not‌ ‌enabled,‌ ‌you‌ ‌can‌ ‌enter‌ ‌a‌ ‌remote‌ ‌peer’s‌ ‌WAN‌ ‌IP‌ ‌address‌ ‌or‌‌                               
hostname(s)‌‌here.‌‌If‌‌the‌‌remote‌‌uses‌‌more‌‌than‌‌one‌‌address,‌‌enter‌‌only‌‌one‌‌of‌‌them‌‌here.‌‌                               
Multiple‌ ‌hostnames‌ ‌are‌ ‌allowed‌ ‌and‌ ‌can‌ ‌be‌ ‌separated‌ ‌by‌ ‌a‌ ‌space‌‌character‌‌or‌‌carriage‌‌                           
return.‌ ‌Dynamic-DNS‌ ‌host‌ ‌names‌ ‌are‌ ‌also‌ ‌accepted.‌ ‌ 
‌ 

This‌‌field‌‌is‌‌optional.‌‌With‌‌this‌‌field‌‌filled,‌‌the‌‌Peplink‌‌Balance‌‌will‌‌initiate‌‌connection‌‌to‌‌each‌‌                               
of‌ ‌the‌ ‌remote‌‌IP‌‌addresses‌‌until‌ ‌it‌ ‌succeeds‌‌in‌‌making‌‌a‌‌connection.‌‌If‌‌the‌‌field‌‌is‌‌empty,‌‌                                 
the‌‌Peplink‌‌Balance‌‌will‌‌wait‌‌for‌‌connection‌‌from‌‌the‌‌remote‌‌peer.‌‌Therefore,‌‌at‌‌least‌‌one‌‌of‌‌                               
the‌ ‌two‌ ‌VPN‌ ‌peers‌ ‌must‌ ‌specify‌ ‌this‌ ‌value.‌ ‌Otherwise,‌ ‌VPN‌ ‌connections‌ ‌cannot‌ ‌be‌‌                         
established.‌ ‌ 
‌ 

Click‌ ‌the‌ ‌ ‌ ‌icon‌ ‌to‌ ‌customize‌ ‌the‌ ‌handshake‌ ‌port‌ ‌of‌ ‌the‌ ‌remote‌ ‌Host‌  ‌(TCP)‌ ‌ 

Data‌ ‌Port‌ ‌ 

This‌ ‌field‌ ‌is‌ ‌used‌ ‌to‌ ‌specify‌ ‌a‌ ‌UDP‌ ‌port‌ ‌number‌ ‌for‌ ‌transporting‌ ‌outgoing‌ ‌VPN‌ ‌data.‌ ‌If‌‌                               
Default‌‌is‌‌selected,‌‌UDP‌‌port‌‌4500‌‌will‌ ‌be‌‌used.‌‌Port‌‌32015‌‌will‌‌be‌‌used‌‌if‌‌the‌‌remote‌‌unit‌‌                                   
uses‌ ‌Firmware‌ ‌prior‌ ‌to‌ ‌version‌ ‌5.4‌ ‌or‌ ‌if‌ ‌port‌ ‌4500‌ ‌is‌ ‌unavailable.‌ ‌If‌‌‌Custom‌‌is‌‌selected,‌‌                               
enter‌ ‌an‌ ‌outgoing‌ ‌port‌ ‌number‌ ‌from‌ ‌1‌ ‌to‌ ‌65535.‌ ‌ 
‌ 

Click‌ ‌the‌ ‌ ‌icon‌‌to‌‌configure‌‌data‌‌stream‌‌using‌‌TCP‌‌protocol‌‌[EXPERIMENTAL].‌‌In‌‌the‌‌                           
case‌‌TCP‌‌protocol‌‌is‌‌used,‌‌the‌‌exposed‌‌TCP‌‌session‌‌option‌‌can‌‌be‌‌authorised‌‌to‌‌work‌‌with‌‌                               
TCP‌ ‌accelerated‌ ‌WAN‌ ‌link.‌‌ ‌  

Bandwidth‌‌ 
Limit‌ ‌ 

 Define‌ ‌maximum‌ ‌download‌ ‌and‌ ‌upload‌ ‌speed‌ ‌to‌ ‌each‌ ‌individual‌ ‌peer.‌ ‌This‌ ‌functionality‌‌                       
requires‌ ‌the‌ ‌peer‌ ‌to‌ ‌use‌ ‌PepVPN‌ ‌version‌ ‌4.0.0‌ ‌or‌ ‌above.‌ ‌ 

Cost‌ ‌ 
Define‌ ‌path‌ ‌cost‌ ‌for‌ ‌this‌ ‌profile.‌ ‌ 
OSPF‌ ‌will‌ ‌determine‌ ‌the‌ ‌best‌ ‌route‌ ‌through‌ ‌the‌ ‌network‌ ‌using‌ ‌the‌ ‌assigned‌ ‌cost.‌ ‌ 
Default:‌ ‌10‌ ‌ 

WAN‌‌ 
Smoothing‌A‌ ‌ 

While‌‌using‌‌PepVPN,‌‌utilize‌‌multiple‌‌WAN‌‌links‌‌to‌‌reduce‌‌the‌‌impact‌‌of‌‌packet‌‌loss‌‌and‌‌get‌‌                               
the‌‌lowest‌‌possible‌‌latency‌‌at‌‌the‌‌expense‌‌of‌‌extra‌‌bandwidth‌‌consumption.‌‌This‌‌is‌‌suitable‌‌                           
for‌ ‌streaming‌ ‌applications‌ ‌where‌ ‌the‌ ‌average‌ ‌bitrate‌ ‌requirement‌‌is‌‌much‌‌lower‌‌than‌‌the‌‌                         
WAN's‌ ‌available‌ ‌bandwidth.‌‌ ‌  
‌ 

Off‌ ‌-‌ ‌Disable‌ ‌WAN‌ ‌Smoothing.‌‌ ‌  
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‌ 

A‌‌ ‌-‌ ‌Advanced‌ ‌feature,‌ ‌please‌ ‌click‌ ‌the‌ ‌  ‌button‌ ‌on‌ ‌the‌ ‌top‌ ‌right-hand‌ ‌corner‌ ‌to‌ ‌activate.‌ ‌ 
‌ 

To‌‌enable‌‌Layer‌‌2‌‌Bridging‌‌between‌‌PepVPN‌‌profiles,‌‌navigate‌‌to‌‌‌Network>LAN>*LAN‌‌Profile‌‌                       
Name*‌‌ ‌  

 ‌8.41‌ ‌ 
‌ 

‌ 

Peplink‌ ‌also‌ ‌published‌ ‌a‌ ‌whitepaper‌ ‌about‌ ‌Speedfusion‌ ‌which‌ ‌can‌ ‌be‌ ‌downloaded‌ ‌from‌ ‌the‌‌                         
following‌ ‌url:‌ ‌ 
http://download.peplink.com/resources/whitepaper-speedfusion-and-best-practices-2019.pdf‌ ‌ 

‌ 

13.3.2 IPsec‌ ‌VPN‌ ‌ 
Peplink‌‌Balance‌‌IPsec‌‌VPN‌‌functionality‌‌securely‌‌connects‌‌one‌‌or‌‌more‌‌branch‌‌offices‌‌to‌‌your‌‌                           
company's‌ ‌main‌ ‌headquarters‌ ‌or‌ ‌to‌ ‌other‌ ‌branches.‌ ‌Data,‌ ‌voice,‌ ‌and‌ ‌video‌ ‌communications‌‌                       
between‌ ‌these‌ ‌locations‌ ‌are‌ ‌kept‌ ‌safe‌ ‌and‌ ‌confidential‌ ‌across‌ ‌the‌ ‌public‌ ‌Internet.‌ ‌ 

All‌‌Peplink‌‌products‌‌can‌‌make‌‌multiple‌‌IPsec‌‌VPN‌‌connections‌‌with‌‌Peplink‌‌routers,‌‌as‌‌well‌‌as‌‌                             

‌ 

‌ 

‌ 
Normal‌ ‌-‌ ‌The‌ ‌total‌ ‌bandwidth‌ ‌consumption‌ ‌will‌ ‌be‌ ‌at‌ ‌most‌ ‌2x‌ ‌of‌ ‌the‌ ‌original‌ ‌data‌ ‌traffic.‌‌ ‌  
‌ 

Medium‌ ‌-‌ ‌The‌ ‌total‌ ‌bandwidth‌ ‌consumption‌ ‌will‌ ‌be‌ ‌at‌ ‌most‌ ‌3x‌ ‌of‌ ‌the‌ ‌original‌ ‌data‌ ‌traffic.‌ ‌ 
‌ 

High‌ ‌-‌ ‌The‌ ‌total‌ ‌bandwidth‌ ‌consumption‌ ‌depends‌ ‌on‌ ‌the‌ ‌number‌ ‌of‌ ‌connected‌ ‌active‌‌                         
tunnels.‌ ‌ 

WAN‌ ‌Connection‌ ‌Priority‌ ‌ 

WAN‌‌ 
Connection‌‌ 

Priority‌ ‌ 

If‌ ‌your‌ ‌device‌ ‌supports‌‌it,‌ ‌you‌‌can‌‌specify‌‌the‌‌priority‌‌of‌‌WAN‌‌connections‌‌to‌‌be‌‌used‌‌for‌‌                                 
making‌‌VPN‌‌connections.‌‌WAN‌‌connections‌‌set‌‌to‌‌‌OFF‌‌will‌ ‌never‌‌be‌‌used.‌‌Only‌‌available‌‌                           
WAN‌ ‌connections‌ ‌with‌ ‌the‌ ‌highest‌ ‌priority‌ ‌will‌ ‌be‌ ‌used.‌‌ ‌  
‌ 

To‌ ‌enable‌ ‌asymmetric‌ ‌connections,‌ ‌connection‌‌mapping‌‌to‌‌remote‌‌WANs,‌‌cut-off‌‌latency,‌‌                     

and‌ ‌packet‌ ‌loss‌ ‌suspension‌ ‌time,‌ ‌click‌ ‌the‌ ‌  ‌button.‌ ‌ 
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‌ 
Cisco‌ ‌and‌ ‌Juniper‌ ‌routers.‌ ‌ 

Note‌ ‌that‌ ‌all‌ ‌LAN‌ ‌subnets‌ ‌and‌ ‌the‌ ‌subnets‌ ‌behind‌ ‌them‌ ‌must‌ ‌be‌ ‌unique.‌ ‌Otherwise,‌ ‌VPN‌‌                             
members‌ ‌will‌ ‌not‌ ‌be‌ ‌able‌ ‌to‌ ‌access‌ ‌each‌ ‌other.‌ ‌ 

All‌ ‌data‌ ‌can‌ ‌be‌ ‌routed‌ ‌over‌ ‌the‌ ‌VPN‌ ‌with‌‌a‌‌selection‌‌of‌‌encryption‌‌standards,‌‌such‌‌as‌‌3DES,‌‌                                 
AES-128,‌ ‌and‌ ‌AES-256.‌ ‌ 

To‌ ‌configure,‌ ‌navigate‌ ‌to‌ ‌‌Network‌ ‌>‌ ‌VPN‌ ‌>IPsec‌ ‌VPN‌.‌ ‌ 

‌ 
‌ 

A‌ ‌‌NAT-Traversal‌ ‌‌option‌ ‌and‌ ‌list‌ ‌of‌ ‌defined‌ ‌‌IPsec‌ ‌VPN‌ ‌‌profiles‌ ‌will‌ ‌be‌ ‌shown.‌ ‌ ‌   
NAT-Traversal‌ ‌‌should‌ ‌be‌ ‌enabled‌ ‌if‌ ‌your‌ ‌system‌ ‌is‌ ‌behind‌ ‌a‌ ‌NAT‌ ‌router.‌ ‌ 
Click‌ ‌the‌ ‌‌New‌ ‌Profile‌ ‌button‌‌to‌‌create‌‌new‌‌IPsec‌‌VPN‌‌profiles‌‌that‌‌make‌‌VPN‌‌connections‌‌to‌‌                               
remote‌‌Peplink‌‌Balance,‌‌Cisco,‌‌or‌‌Juniper‌‌Routers‌‌via‌‌available‌‌WAN‌‌connections.‌‌To‌‌edit‌‌any‌‌                           
of‌ ‌the‌ ‌profiles,‌ ‌click‌ ‌on‌ ‌its‌ ‌associated‌ ‌connection‌ ‌name‌ ‌in‌ ‌the‌ ‌leftmost‌ ‌column.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

IPsec‌ ‌VPN‌ ‌Settings‌ ‌ 
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‌ 

‌ 

‌ 

Name‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌specifying‌ ‌a‌ ‌local‌ ‌name‌ ‌to‌ ‌represent‌ ‌this‌ ‌connection‌ ‌profile.‌‌ ‌  

Active‌ ‌  When‌‌this‌‌box‌‌is‌‌checked,‌‌this‌‌IPsec‌‌VPN‌‌connection‌‌profile‌‌will‌‌be‌‌enabled.‌‌Otherwise,‌‌it‌‌                             
will‌ ‌be‌ ‌disabled.‌ ‌ 

Connect‌ ‌Upon‌‌ 
Disconnection‌‌ 

of‌ 

Check‌‌this‌‌box‌‌and‌‌select‌‌a‌‌WAN‌‌to‌‌connect‌‌to‌‌this‌‌VPN‌‌automatically‌‌when‌‌the‌‌specified‌‌                               
WAN‌ ‌is‌ ‌disconnected.‌ ‌To‌ ‌activate‌‌this‌‌function,‌‌click‌‌the‌‌ ‌button‌‌next‌‌to‌‌the‌‌“Active”‌‌                             
option.‌ ‌ 

Remote‌‌ 
Gateway‌ ‌IP‌‌ 
Address‌ ‌/‌‌ 

Host‌ ‌Name‌ ‌ 

Enter‌ ‌the‌ ‌remote‌ ‌peer’s‌ ‌public‌ ‌IP‌ ‌address.‌ ‌For‌ ‌‌Aggressive‌ ‌Mode‌,‌ ‌this‌ ‌is‌ ‌optional.‌ ‌ 

Local‌‌ 
Networks‌ ‌ 

Enter‌ ‌the‌ ‌local‌ ‌LAN‌ ‌subnets‌ ‌here.‌‌If‌‌you‌‌have‌‌defined‌‌static‌‌routes,‌‌they‌‌will‌ ‌be‌‌shown‌‌                               
here.‌ ‌ 
‌ 

Using‌‌NAT,‌‌you‌‌can‌‌map‌‌a‌‌specific‌‌local‌‌network‌‌/‌‌IP‌‌address‌‌to‌‌another,‌‌and‌‌the‌‌packets‌‌                                 
received‌ ‌by‌ ‌remote‌ ‌gateway‌ ‌will‌ ‌appear‌ ‌to‌ ‌be‌ ‌coming‌ ‌from‌ ‌the‌ ‌mapped‌ ‌network‌ ‌/‌ ‌IP‌‌                             
address.‌ ‌This‌ ‌allows‌‌you‌‌to‌‌establish‌‌IPsec‌‌connection‌‌to‌‌a‌‌remote‌‌site‌‌that‌‌has‌‌one‌‌or‌‌                               
more‌ ‌subnets‌ ‌overlapped‌ ‌with‌ ‌local‌ ‌site.‌ ‌ 
‌ 

Two‌ ‌types‌ ‌of‌ ‌NAT‌ ‌policies‌ ‌can‌ ‌be‌ ‌defined:‌ ‌ 
‌ 

One-to-One‌ ‌NAT‌ ‌policy‌:‌ ‌if‌ ‌the‌ ‌defined‌ ‌subnet‌‌in‌‌Local‌‌Network‌‌and‌‌NAT‌‌Network‌‌has‌‌                           
the‌ ‌same‌ ‌size,‌ ‌for‌ ‌example,‌ ‌policy‌ ‌"192.168.50.0/24‌ ‌>‌ ‌172.16.1.0/24"‌ ‌will‌ ‌translate‌‌the‌‌                       
local‌‌IP‌‌address‌‌192.168.50.10‌‌to‌‌172.16.1.10‌‌and‌‌192.168.50.20‌‌to‌‌172.16.1.20.‌‌This‌‌is‌‌                       
a‌‌bidirectional‌‌mapping‌‌which‌‌means‌‌clients‌‌in‌‌remote‌‌site‌‌can‌‌initiate‌‌connection‌‌to‌‌the‌‌                           
local‌ ‌clients‌ ‌using‌ ‌the‌ ‌mapped‌ ‌address‌ ‌too.‌ ‌ 
‌ 

Many-to-One‌ ‌NAT‌ ‌policy‌:‌ ‌if‌ ‌the‌ ‌defined‌ ‌NAT‌ ‌Network‌ ‌on‌ ‌the‌ ‌right‌ ‌hand‌ ‌side‌‌is‌‌an‌‌IP‌‌                               
address‌ ‌(or‌ ‌having‌ ‌a‌ ‌network‌ ‌prefix‌ ‌/32),‌ ‌for‌ ‌example,‌ ‌policy‌ ‌"192.168.1.0/24‌ ‌>‌‌                       
172.168.50.1/32"‌‌will‌ ‌translate‌‌all‌ ‌clients‌‌in‌‌192.168.1.0/24‌‌network‌‌to‌‌172.168.50.1.‌‌This‌‌                     
is‌‌a‌‌unidirectional‌‌mapping‌‌which‌‌means‌‌clients‌‌in‌‌remote‌‌site‌‌will‌‌not‌‌be‌‌able‌‌to‌‌initiate‌‌a‌‌                                 
connection‌ ‌to‌ ‌the‌ ‌local‌ ‌clients.‌ ‌ 

Remote‌‌ 
Networks‌‌ ‌   Enter‌ ‌the‌ ‌LAN‌ ‌and‌ ‌subnets‌ ‌that‌ ‌are‌ ‌located‌ ‌at‌ ‌the‌ ‌remote‌ ‌site‌ ‌here.‌ ‌ 

Authentication‌  To‌‌access‌‌your‌‌VPN,‌‌clients‌‌will‌‌need‌‌to‌‌authenticate‌‌by‌‌your‌‌choice‌‌of‌‌methods.‌‌Choose‌‌                             
between‌ ‌the‌ ‌‌Preshared‌ ‌Key‌‌ ‌and‌ ‌‌X.509‌ ‌Certificate‌‌ ‌methods‌ ‌of‌ ‌authentication.‌‌ ‌  

Mode‌ ‌  Choose‌ ‌‌Main‌ ‌Mode‌ ‌if‌ ‌both‌ ‌IPsec‌ ‌peers‌ ‌use‌ ‌static‌ ‌IP‌ ‌addresses.‌ ‌Choose‌‌‌Aggressive‌‌                         
Mode‌‌ ‌if‌ ‌one‌ ‌of‌ ‌the‌ ‌IPsec‌ ‌peers‌ ‌uses‌ ‌dynamic‌ ‌IP‌ ‌addresses.‌ ‌ 

Force‌ ‌UDP‌‌ 
Encapsulation‌  For‌ ‌forced‌ ‌UDP‌ ‌encapsulation‌ ‌regardless‌ ‌of‌ ‌NAT-traversal,‌ ‌tick‌ ‌this‌ ‌checkbox.‌ ‌ 

Pre-shared‌‌ 
Key‌ ‌ 

This‌ ‌defines‌ ‌the‌ ‌peer‌ ‌authentication‌ ‌pre-shared‌ ‌key‌ ‌used‌ ‌to‌ ‌authenticate‌ ‌this‌ ‌VPN‌‌                       
connection.‌ ‌The‌ ‌connection‌ ‌will‌ ‌be‌ ‌up‌ ‌only‌ ‌if‌ ‌the‌ ‌pre-shared‌ ‌keys‌ ‌on‌ ‌each‌ ‌side‌ ‌match.‌ ‌ 

Remote‌‌  Available‌‌only‌‌when‌‌‌X.509‌‌Certificate‌‌is‌‌chosen‌‌as‌‌the‌‌‌Authentication‌‌method,‌‌this‌‌field‌‌                         
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‌ 
IPsec‌ ‌VPN‌ ‌on‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌is‌ ‌specially‌ ‌designed‌ ‌for‌ ‌multi-WAN‌ ‌environments.‌ ‌For‌‌                         
instance,‌ ‌if‌ ‌a‌ ‌user‌ ‌sets‌‌up‌‌multiple‌‌IPsec‌‌profiles‌‌for‌‌his‌‌multi-WAN‌‌environment‌‌and‌‌WAN1‌‌is‌‌                               
connected‌ ‌and‌ ‌healthy,‌ ‌IPsec‌ ‌traffic‌ ‌will‌ ‌go‌ ‌through‌ ‌this‌ ‌link.‌ ‌However,‌ ‌should‌ ‌unforeseen‌‌                         
problems‌ ‌(e.g.,unplugged‌ ‌cables‌ ‌or‌ ‌ISP‌ ‌problems)‌ ‌cause‌ ‌WAN1‌ ‌to‌ ‌go‌ ‌down,‌ ‌our‌ ‌IPsec‌‌                         
implementation‌ ‌will‌ ‌make‌ ‌use‌ ‌of‌ ‌WAN2‌ ‌and‌ ‌WAN3‌ ‌for‌ ‌failover‌ ‌ 

‌ 

‌ 

Certificate‌‌ 
(pem‌‌ 

encoded)‌ ‌ 

allows‌ ‌you‌ ‌to‌ ‌paste‌ ‌a‌ ‌valid‌ ‌X.509‌ ‌certificate.‌ ‌ 

Local‌ ‌ID‌ ‌ 
In‌‌‌Main‌‌Mode‌,‌‌this‌‌field‌‌can‌‌be‌‌left‌‌blank.‌‌In‌‌‌Aggressive‌‌Mode‌,‌‌if‌ ‌‌Remote‌‌Gateway‌‌IP‌‌                               
Address‌‌‌is‌‌filled‌‌on‌‌this‌‌end‌‌and‌‌the‌‌peer‌‌end,‌‌this‌‌field‌‌can‌‌be‌‌left‌‌blank.‌‌Otherwise,‌‌this‌                                   
field‌ ‌is‌ ‌typically‌ ‌a‌ ‌U-FQDN.‌ ‌ 

Remote‌ ‌ID‌ ‌ 
In‌‌‌Main‌‌Mode‌,‌‌this‌‌field‌‌can‌‌be‌‌left‌‌blank.‌‌In‌‌‌Aggressive‌‌Mode‌,‌‌if‌ ‌‌Remote‌‌Gateway‌‌IP‌‌                               
Address‌‌‌is‌‌filled‌‌on‌‌this‌‌end‌‌and‌‌the‌‌peer‌‌end,‌‌this‌‌field‌‌can‌‌be‌‌left‌‌blank.‌‌Otherwise,‌‌this‌                                   
field‌ ‌is‌ ‌typically‌ ‌a‌ ‌U-FQDN.‌ ‌ 

Phase‌ ‌1‌ ‌(IKE)‌‌ 
Proposal‌ ‌ 

In‌‌‌Main‌‌Mode‌,‌‌this‌‌allows‌‌setting‌‌up‌‌to‌‌six‌‌encryption‌‌standards,‌‌in‌‌descending‌‌order‌‌of‌‌                             
priority,‌‌to‌‌be‌‌used‌‌in‌‌initial‌‌connection‌‌key‌‌negotiations.‌‌In‌‌‌Aggressive‌‌Mode‌,‌‌only‌‌one‌‌                           
selection‌ ‌is‌ ‌permitted.‌ ‌ 

Phase‌ ‌1‌ ‌DH‌‌ 
Group‌ ‌ 

This‌ ‌is‌ ‌the‌ ‌Diffie-Hellman‌ ‌group‌ ‌used‌ ‌within‌ ‌IKE.‌ ‌This‌‌allows‌‌two‌‌parties‌‌to‌‌establish‌‌a‌‌                             
shared‌ ‌secret‌ ‌over‌ ‌an‌‌insecure‌‌communications‌‌channel.‌‌The‌‌larger‌‌the‌‌group‌‌number,‌‌                       
the‌ ‌higher‌ ‌the‌ ‌security.‌ ‌ 
Group‌ ‌2‌:‌ ‌‌1024-bit‌‌ ‌is‌ ‌the‌ ‌default‌ ‌value.‌‌ ‌  
Group‌ ‌5‌:‌ ‌‌1536-bit‌‌ ‌is‌ ‌the‌ ‌alternative‌ ‌option.‌ ‌ 

Phase‌ ‌1‌ ‌SA‌‌ 
Lifetime‌ ‌ 

This‌‌setting‌‌specifies‌‌the‌‌lifetime‌‌limit‌‌of‌‌this‌‌Phase‌‌1‌‌Security‌‌Association.‌‌By‌‌default,‌‌it‌‌is‌‌                               
set‌ ‌at‌ ‌‌3600‌‌ ‌seconds.‌ ‌ 

Phase‌ ‌2‌ ‌(ESP)‌‌ 
Proposal‌ ‌ 

In‌‌‌Main‌‌Mode‌,‌‌this‌‌allows‌‌setting‌‌up‌‌to‌‌six‌‌encryption‌‌standards,‌‌in‌‌descending‌‌order‌‌of‌‌                             
priority,‌ ‌to‌ ‌be‌ ‌used‌ ‌for‌ ‌the‌ ‌IP‌ ‌data‌‌that‌‌is‌‌being‌‌transferred.‌‌In‌Aggressive‌‌Mode‌,‌‌only‌‌                               
one‌ ‌selection‌ ‌is‌ ‌permitted.‌ ‌ 

Phase‌ ‌2‌ ‌PFS‌‌ 
Group‌ ‌ 

Perfect‌ ‌forward‌ ‌secrecy‌‌(PFS)‌‌ensures‌‌that‌‌if‌ ‌a‌‌key‌‌was‌‌compromised,‌‌the‌‌attacker‌‌will‌‌                           
be‌ ‌able‌ ‌to‌ ‌access‌ ‌only‌ ‌the‌ ‌data‌ ‌protected‌ ‌by‌ ‌that‌ ‌key.‌ ‌ 
None‌ ‌-‌ ‌Do‌ ‌not‌ ‌request‌ ‌for‌ ‌PFS‌ ‌when‌ ‌initiating‌ ‌connection.‌ ‌However,‌ ‌since‌‌there‌‌is‌‌no‌‌                             
valid‌‌reason‌‌to‌‌refuse‌‌PFS,‌‌the‌‌system‌‌will‌ ‌allow‌‌the‌‌connection‌‌to‌‌use‌‌PFS‌‌if‌‌requested‌‌                               
by‌ ‌the‌ ‌remote‌ ‌peer.‌ ‌This‌ ‌is‌ ‌the‌ ‌default‌ ‌value.‌ ‌ 
Group‌ ‌2‌:‌ ‌1024-bit‌ ‌Diffie-Hellman‌ ‌group.‌ ‌The‌ ‌larger‌ ‌the‌ ‌group‌ ‌number,‌ ‌the‌ ‌higher‌ ‌the‌‌                         
security.‌‌ ‌  
Group‌ ‌5‌:‌ ‌‌1536-bit‌‌ ‌is‌ ‌the‌ ‌third‌ ‌option.‌ ‌ 

Phase‌ ‌2‌ ‌SA‌‌ 
Lifetime‌ ‌ 

This‌‌setting‌‌specifies‌‌the‌‌lifetime‌‌limit‌‌of‌‌this‌‌Phase‌‌2‌‌Security‌‌Association.‌‌By‌‌default,‌‌it‌‌is‌‌                               
set‌ ‌at‌ ‌‌28800‌‌ ‌seconds.‌ ‌ 

https://www.peplink.com‌ ‌  133‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/
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‌ 
IPsec‌‌Status‌‌shows‌‌the‌‌current‌‌connection‌‌status‌‌of‌‌each‌‌connection‌‌profile‌‌and‌‌is‌‌displayed‌‌at‌‌                             
Status‌ ‌>‌ ‌IPsec‌ ‌VPN‌.‌ ‌ 
‌ 

13.3.3 GRE‌ ‌Tunnel‌ ‌ 
Generic‌ ‌Routing‌ ‌Encapsulation‌ ‌(GRE)‌ ‌is‌ ‌a‌ ‌tunneling‌ ‌protocol‌ ‌that‌ ‌can‌ ‌encapsulate‌ ‌a‌ ‌wide‌‌                         
variety‌ ‌of‌ ‌network‌ ‌layer‌ ‌protocols‌ ‌inside‌ ‌virtual‌ ‌point-to-point‌ ‌links‌ ‌over‌ ‌an‌ ‌Internet‌ ‌Protocol‌‌                         
network.‌ ‌A‌ ‌GRE‌ ‌tunnel‌ ‌is‌ ‌similar‌ ‌to‌ ‌IPSec‌ ‌or‌ ‌PepVPN.‌ ‌ 
To‌ ‌configure‌ ‌a‌ ‌GRE‌ ‌Tunnel,‌ ‌navigate‌ ‌to‌ ‌‌Network‌ ‌>‌ ‌VPN‌ ‌>‌ ‌GRE‌ ‌Tunnel‌.‌ ‌ 

‌ 

Click‌ ‌the‌ ‌‌New‌ ‌Profile‌ ‌button‌ ‌to‌ ‌create‌ ‌new‌ ‌GRE‌ ‌tunnel‌ ‌profiles‌ ‌that‌ ‌establish‌ ‌tunnel‌‌                           
connections‌ ‌to‌ ‌remote‌ ‌tunnel‌ ‌endpoints‌ ‌via‌ ‌available‌ ‌WAN‌ ‌connections.‌ ‌To‌ ‌edit‌ ‌the‌ ‌profiles,‌‌                         
click‌ ‌on‌ ‌its‌ ‌associated‌ ‌connection‌ ‌name‌ ‌in‌ ‌the‌ ‌leftmost‌ ‌column.‌ ‌ 

‌ 

‌ 

‌ 

GRE‌ ‌Tunnel‌ ‌Profile‌ ‌Settings‌ ‌ 

Name‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌specifying‌ ‌a‌ ‌name‌ ‌to‌ ‌represent‌ ‌this‌ ‌GRE‌ ‌Tunnel‌ ‌connection‌ ‌profile.‌‌ ‌  
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‌ 
‌   

‌ 

‌ 

Active‌ ‌  When‌‌this‌‌box‌‌is‌‌checked,‌‌this‌‌GRE‌‌Tunnel‌‌connection‌‌profile‌‌will‌‌be‌‌enabled.‌‌Otherwise,‌‌it‌‌                             
will‌ ‌be‌ ‌disabled.‌ ‌ 

Remote‌ ‌GRE‌ ‌IP‌‌ 
Address‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌entering‌ ‌the‌ ‌remote‌ ‌GRE’s‌ ‌IP‌ ‌address‌‌ ‌  

Tunnel‌ ‌Local‌ ‌IP‌‌ 
Address‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌specifying‌ ‌the‌ ‌tunnel‌ ‌source‌ ‌IP‌ ‌address.‌ ‌ 

Tunnel‌ ‌Remote‌‌ 
IP‌ ‌Address‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌specifying‌ ‌the‌ ‌tunnel‌ ‌destination‌ ‌IP‌ ‌address‌‌ ‌  

Tunnel‌ ‌Subnet‌‌ 
Mask‌ ‌  This‌ ‌field‌ ‌is‌ ‌to‌ ‌select‌ ‌the‌ ‌subnet‌ ‌mask‌ ‌that‌ ‌is‌ ‌to‌ ‌be‌ ‌used‌ ‌for‌ ‌the‌ ‌GRE‌ ‌tunnel.‌ ‌ ‌   

Connection‌ ‌  Select‌ ‌the‌ ‌appropriate‌ ‌WAN‌ ‌connection‌ ‌from‌ ‌the‌ ‌drop-down‌ ‌menu.‌ ‌ 

Remote‌‌ 
Networks‌ ‌  Input‌ ‌the‌ ‌LAN‌ ‌and‌ ‌subnets‌ ‌that‌ ‌are‌ ‌located‌ ‌at‌ ‌the‌ ‌remote‌ ‌site‌ ‌here.‌ ‌ 
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13.4 Outbound‌ ‌Policy‌ ‌ 

Outbound‌ ‌policies‌ ‌for‌ ‌managing‌ ‌and‌ ‌load‌ ‌balancing‌ ‌outbound‌ ‌traffic‌ ‌are‌ ‌located‌ ‌at‌ ‌ 

Network>Outbound‌ ‌Policy‌.‌ ‌Click‌ ‌the‌ ‌  ‌button‌ ‌beside‌ ‌the‌ ‌‌Outbound‌ ‌Policy‌ ‌‌box:‌ ‌ 

‌ 

‌ 

‌ 

A‌ ‌selection‌ ‌menu‌ ‌will‌ ‌appear,‌ ‌giving‌ ‌you‌ ‌the‌ ‌choice‌ ‌between‌ ‌three‌ ‌different‌ ‌Outbound‌ ‌Policy‌‌                           
Settings:‌ ‌ 

‌ 
The‌ ‌menu‌ ‌underneath‌ ‌enables‌ ‌you‌ ‌to‌ ‌define‌ ‌Outbound‌ ‌policy‌ ‌rules:‌ ‌ 

‌ 
The‌ ‌bottom-most‌ ‌rule‌ ‌is‌ ‌‌Default‌.‌ ‌Edit‌ ‌this‌ ‌rule‌ ‌to‌ ‌change‌ ‌the‌ ‌device’s‌ ‌default‌ ‌manner‌ ‌of‌‌                             
controlling‌‌outbound‌‌traffic‌‌for‌‌all‌‌connections‌‌that‌‌do‌‌not‌‌match‌‌any‌‌of‌‌the‌‌rules‌‌above‌‌it.‌‌Under‌‌                                 

‌ 

‌ 

Outbound‌ ‌Policy‌ ‌Settings‌ ‌ 

High‌ 
Application‌‌ 

Compatibility‌ ‌ 

Outbound‌ ‌traffic‌ ‌from‌ ‌a‌ ‌source‌ ‌LAN‌ ‌device‌ ‌is‌ ‌routed‌‌through‌‌the‌‌same‌‌WAN‌‌connection‌‌                           
regardless‌ ‌of‌ ‌the‌ ‌destination‌ ‌Internet‌ ‌IP‌ ‌address‌ ‌and‌ ‌protocol.‌ ‌This‌ ‌option‌ ‌provides‌ ‌the‌‌                         
highest‌ ‌application‌ ‌compatibility.‌ ‌ 

Normal‌‌ 
Application‌‌ 

Compatibility‌ ‌ 

Outbound‌‌traffic‌‌from‌‌a‌‌source‌‌LAN‌‌device‌‌to‌‌the‌‌same‌‌destination‌‌Internet‌‌IP‌‌address‌‌will‌‌                             
be‌ ‌routed‌ ‌through‌ ‌the‌ ‌same‌ ‌WAN‌ ‌connection‌ ‌persistently,‌ ‌regardless‌ ‌of‌ ‌protocol.‌ ‌This‌‌                       
option‌‌provides‌‌high‌‌compatibility‌‌to‌‌most‌‌applications,‌‌and‌‌users‌‌still‌‌benefit‌‌from‌‌WAN‌‌link‌‌                           
load‌ ‌balancing‌ ‌when‌ ‌multiple‌ ‌Internet‌ ‌servers‌ ‌are‌ ‌accessed.‌ ‌ 

Custom‌ ‌  Outbound‌ ‌traffic‌ ‌behavior‌ ‌can‌ ‌be‌ ‌managed‌ ‌by‌ ‌defining‌ ‌rules‌ ‌in‌ ‌a‌ ‌custom‌ ‌rule‌ ‌table.‌ ‌A‌‌                             
default‌ ‌rule‌ ‌can‌ ‌be‌ ‌defined‌ ‌for‌ ‌connections‌ ‌that‌ ‌cannot‌ ‌be‌ ‌matched‌ ‌with‌ ‌any‌ ‌of‌ ‌the‌ ‌rules.‌ ‌ 
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‌ 
the‌ ‌‌Service‌‌ ‌heading,‌ ‌click‌ ‌‌Default‌ ‌‌to‌ ‌change‌ ‌these‌ ‌settings.‌‌ ‌  

To‌ ‌rearrange‌ ‌the‌ ‌priority‌ ‌of‌ ‌outbound‌ ‌rules,‌ ‌drag‌ ‌and‌ ‌drop‌ ‌them‌ ‌into‌ ‌the‌ ‌desired‌ ‌sequence.‌ 

‌ 

‌ 

By‌ ‌default,‌ ‌‌Auto‌ ‌is‌ ‌selected‌ ‌as‌ ‌the‌ ‌‌Default‌ ‌Rule‌.‌ ‌You‌ ‌can‌ ‌select‌ ‌‌Custom‌ ‌to‌ ‌change‌ ‌the‌‌                               
algorithm‌ ‌to‌ ‌be‌ ‌used.‌ ‌Please‌ ‌refer‌ ‌to‌ ‌the‌ ‌upcoming‌ ‌sections‌ ‌for‌ ‌the‌ ‌details‌ ‌on‌ ‌the‌ ‌available‌‌                               
algorithms.‌‌ ‌  

To‌ ‌create‌ ‌a‌ ‌custom‌ ‌rule,‌ ‌click‌ ‌‌Add‌ ‌Rule‌‌ ‌at‌ ‌the‌ ‌bottom‌ ‌of‌ ‌the‌ ‌table.‌‌ ‌  

‌ 

‌ 
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‌ 

‌ 

‌ 

New‌ ‌Custom‌ ‌Rule‌ ‌Settings‌ ‌ 
Service‌ ‌Name‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌name‌ ‌of‌ ‌the‌ ‌outbound‌ ‌traffic‌ ‌rule.‌ ‌ 

Enable‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌whether‌ ‌the‌ ‌outbound‌ ‌traffic‌ ‌rule‌ ‌takes‌ ‌effect.‌ ‌When‌ ‌‌Enable‌ ‌is‌‌                         
checked,‌ ‌the‌ ‌rule‌ ‌takes‌ ‌effect:‌ ‌traffic‌ ‌is‌ ‌matched‌ ‌and‌ ‌actions‌ ‌are‌ ‌taken‌‌by‌‌the‌‌Pepwave‌‌                             
router‌‌based‌‌on‌‌the‌‌other‌‌parameters‌‌of‌‌the‌‌rule.‌‌When‌‌‌Enable‌‌is‌‌unchecked,‌‌the‌‌rule‌‌does‌                               
not‌ ‌take‌ ‌effect:‌ ‌the‌ ‌Pepwave‌ ‌router‌ ‌disregards‌ ‌the‌ ‌other‌ ‌parameters‌ ‌of‌ ‌the‌ ‌rule.‌ ‌ 
‌ 

Click‌ ‌the‌ ‌drop-down‌ ‌menu‌ ‌next‌ ‌to‌ ‌the‌ ‌checkbox‌‌to‌‌apply‌‌a‌‌time‌‌schedule‌‌to‌‌this‌‌custom‌‌                               
rule.‌ ‌ 

Source‌ ‌ 

This‌‌setting‌‌specifies‌‌the‌‌source‌‌IP‌‌address,‌‌IP‌‌network,‌‌MAC‌‌address‌‌or‌‌Grouped‌‌network‌‌                           
for‌ ‌traffic‌ ‌that‌ ‌matches‌ ‌the‌ ‌rule.‌ ‌ 

‌ 

Destination‌ ‌  This‌‌setting‌‌specifies‌‌the‌‌destination‌‌IP‌‌address,‌‌IP‌‌network,‌‌Domain‌‌name,‌‌SpeedFusion‌‌                       
Cloud,‌ ‌PepVPN‌ ‌Profile‌ ‌or‌ ‌Grouped‌ ‌network‌ ‌for‌ ‌traffic‌ ‌that‌ ‌matches‌ ‌the‌ ‌rule.‌ ‌ 

https://www.peplink.com‌ ‌  138‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/
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‌ 

‌ 

‌ 
If‌ Domain‌ ‌Name‌ ‌is‌ ‌chosen‌ ‌and‌ ‌a‌ ‌domain‌ ‌name,‌ ‌such‌ ‌as‌ ‌foobar.com‌,‌ ‌is‌ ‌entered,‌ ‌any‌‌                             
outgoing‌‌accesses‌‌to‌‌‌foobar.com‌ ‌and‌‌‌*.foobar.com‌‌will‌ ‌match‌‌this‌‌criterion.‌‌You‌‌may‌‌enter‌‌                         
a‌ ‌wildcard‌ ‌(.*)‌ ‌at‌ ‌the‌ ‌end‌ ‌of‌ ‌a‌ ‌domain‌ ‌name‌ ‌to‌ ‌match‌ ‌any‌ ‌host‌‌with‌‌a‌‌name‌‌having‌‌the‌‌                                     
domain‌ ‌name‌ ‌in‌ ‌the‌ ‌middle.‌ ‌If‌ ‌you‌ ‌enter‌ ‌‌foobar.*,‌ ‌for‌ ‌example,‌ ‌‌www.foobar.com‌,‌‌                       
www.foobar.co.jp‌,‌‌or‌‌‌foobar.co.uk‌ ‌will‌ ‌also‌‌match.‌‌Placing‌‌wildcards‌‌in‌‌any‌‌other‌‌position‌‌is‌‌                         
not‌ ‌supported.‌ ‌ 
NOTE:‌‌if‌ ‌a‌‌server‌‌has‌‌one‌‌Internet‌‌IP‌‌address‌‌and‌‌multiple‌‌server‌‌names,‌‌and‌‌if‌‌one‌‌of‌‌the‌‌                                   
names‌ ‌is‌ ‌defined‌ ‌here,‌ ‌access‌ ‌to‌ ‌any‌ ‌one‌ ‌of‌ ‌the‌ ‌server‌ ‌names‌ ‌will‌ ‌also‌ ‌match‌ ‌this‌ ‌rule.‌ ‌ 

Protocol‌ ‌and‌ ‌Port‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌IP‌ ‌protocol‌ ‌and‌ ‌port‌ ‌of‌ ‌traffic‌ ‌that‌ ‌matches‌ ‌this‌ ‌rule.‌ ‌Via‌ ‌a‌‌                               
drop-down‌ ‌menu,‌ ‌the‌ ‌following‌ ‌protocols‌ ‌can‌ ‌be‌ ‌specified:‌ ‌ 

● Any‌‌ ‌  
● TCP‌ ‌ 
● UDP‌‌ ‌  
● IP‌‌ ‌  
● DSCP‌ ‌ 

Alternatively,‌ ‌the‌‌‌Protocol‌‌Selection‌‌Tool‌‌drop-down‌‌menu‌‌can‌‌be‌‌used‌‌to‌‌automatically‌‌                       
fill‌ ‌in‌‌the‌‌protocol‌‌and‌‌port‌‌number‌‌of‌‌common‌‌Internet‌‌services‌‌(e.g.,‌‌HTTP,‌‌HTTPS,‌‌etc.)‌‌                             
After‌ ‌selecting‌ ‌an‌ ‌item‌ ‌from‌ ‌the‌ ‌‌Protocol‌ ‌Selection‌ ‌Tool‌‌drop-down‌‌menu,‌‌the‌‌protocol‌‌                         
and‌ ‌port‌ ‌number‌ ‌remains‌ ‌manually‌ ‌modifiable.‌ ‌ 

Algorithm‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌behavior‌ ‌of‌ ‌the‌ ‌Pepwave‌ ‌router‌ ‌for‌ ‌the‌ ‌custom‌ ‌rule.‌ ‌ 
One‌‌of‌‌the‌‌following‌‌values‌‌can‌‌be‌‌selected‌‌(note‌‌that‌‌some‌‌Pepwave‌‌routers‌‌provide‌‌only‌                             
some‌ ‌of‌ ‌these‌ ‌options):‌‌ ‌  

● Weighted‌ ‌Balance‌ ‌ 
● Persistence‌ ‌ 
● Enforced‌ ‌ 
● Priority‌ ‌ 
● Overflow‌ ‌ 
● Least‌ ‌Used‌ ‌ 
● Lowest‌ ‌Latency‌ ‌ 
● Fastest‌ ‌Response‌ ‌Time‌ ‌ 

For‌ ‌a‌ ‌full‌ ‌explanation‌ ‌of‌ ‌each‌ ‌Algorithm,‌ ‌please‌ ‌see‌ ‌the‌ ‌following‌ ‌article:‌ ‌ 
 ‌https://forum.peplink.com/t/exactly-how-do-peplinks-load-balancing-algorithmns-work/8059‌ 

Load‌ ‌Distribution‌‌ 
Weight‌ ‌  This‌ ‌is‌ ‌to‌ ‌define‌ ‌the‌ ‌outbound‌ ‌traffic‌ ‌weight‌ ‌ratio‌ ‌for‌ ‌each‌ ‌WAN‌ ‌connection.‌ ‌ 
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‌ 

‌ 
‌ 
‌ 

Expert‌‌Mode‌‌is‌‌available‌‌on‌‌some‌‌Pepwave‌‌routers‌‌for‌‌use‌‌                   
by‌‌advanced‌‌users.‌‌To‌‌enable‌‌the‌‌feature,‌‌click‌‌on‌‌the‌‌help‌‌                     
icon‌ ‌and‌ ‌click‌ ‌‌turn‌ ‌on‌ ‌Expert‌ ‌Mode‌.‌ ‌ 

In‌ ‌Expert‌ ‌Mode,‌ ‌a‌ ‌new‌ ‌special‌ ‌rule,‌ ‌‌SpeedFusion‌TM‌ ‌               
Routes‌,‌ ‌is‌ ‌displayed‌ ‌in‌ ‌the‌‌‌Custom‌‌Rules‌‌table.‌‌This‌‌rule‌‌                   
represents‌ ‌all‌ ‌SpeedFusion‌TM‌ ‌routes‌ ‌learned‌ ‌from‌ ‌remote‌‌             
VPN‌ ‌peers.‌ ‌By‌ ‌default,‌ ‌this‌ ‌bar‌ ‌is‌ ‌on‌ ‌the‌‌top‌‌of‌‌all‌‌custom‌‌                         
rules. This‌ ‌position‌ ‌means‌ ‌that‌ ‌traffic‌ ‌for‌ ‌remote‌ ‌VPN‌‌               
subnets‌ ‌will‌ ‌be‌ ‌routed‌‌to‌‌the‌‌corresponding‌‌VPN‌‌peer. You‌‌                 
can‌ ‌create‌ ‌custom‌ ‌‌Priority‌ ‌or‌ ‌‌Enforced‌ ‌rules‌ ‌and‌ ‌move‌‌                 
them‌‌ ‌  
above‌ ‌the‌ ‌bar‌ ‌to‌ ‌override‌ ‌the‌ ‌SpeedFusion‌TM‌ ‌‌routes.‌ ‌ 
Upon‌‌disabling‌‌Expert‌‌Mode,‌‌all‌‌rules‌‌above‌‌the‌‌bar‌‌will‌‌be‌‌                     

removed.‌ ‌ 
‌ 

Algorithm:‌ ‌Weighted‌ ‌Balance‌ ‌ 
This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌ratio‌ ‌of‌ ‌WAN‌ ‌connection‌ ‌usage‌ ‌to‌ ‌be‌ ‌applied‌ ‌on‌ ‌the‌ ‌specified‌ ‌IP‌‌                               
protocol‌ ‌and‌ ‌port.‌ ‌This‌ ‌setting‌ ‌is‌ ‌applicable‌ ‌only‌ ‌when‌ ‌‌Algorithm‌‌ ‌is‌ ‌set‌ ‌to‌ ‌‌Weighted‌ ‌Balance‌.‌ ‌ 

‌ 

‌ 

When‌ ‌No‌‌ 
connections‌ ‌are‌‌ 

available‌ ‌ 

This‌‌field‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌default‌‌action‌‌when‌‌all‌ ‌the‌‌selected‌‌Connections‌‌are‌‌                             
not‌ ‌available.‌ ‌ 
‌ 

Drop‌ ‌the‌ ‌Traffic‌‌ ‌-‌ ‌Traffic‌ ‌will‌ ‌be‌ ‌discarded.‌ ‌ 
‌ 

Use‌‌Any‌‌Available‌‌Connections‌‌-‌‌Traffic‌‌will‌‌be‌‌routed‌‌to‌‌any‌‌available‌‌Connection,‌‌even‌‌                           
it‌ ‌is‌ ‌not‌ ‌selected‌ ‌in‌ ‌the‌ ‌list.‌ ‌ 
‌ 

Fall-through‌ ‌to‌ ‌Next‌ ‌Rule‌ ‌-‌‌Traffic‌‌will‌ ‌continue‌‌to‌‌match‌‌next‌‌Outbound‌‌Policy‌‌rule‌‌just‌‌                             
like‌ ‌this‌ ‌rule‌ ‌is‌ ‌inactive.‌ ‌ 

Terminate‌‌ 
Sessions‌ ‌on‌ ‌Link‌‌ 

Recovery‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌whether‌ ‌to‌ ‌terminate‌‌existing‌‌IP‌‌sessions‌‌on‌‌a‌‌less‌‌preferred‌‌WAN‌‌                           
connection‌‌in‌‌the‌‌event‌‌that‌‌a‌‌more‌‌preferred‌‌WAN‌‌connection‌‌is‌‌recovered.‌‌This‌‌setting‌‌is‌‌                             
applicable‌ ‌to‌ ‌the‌ ‌‌Priority‌ ‌algorithms.‌ ‌By‌ ‌default,‌ ‌this‌ ‌setting‌ ‌is‌ ‌disabled.‌ ‌In‌ ‌this‌ ‌case,‌‌                           
existing‌‌IP‌‌sessions‌‌will‌ ‌not‌‌be‌‌terminated‌‌or‌‌affected‌‌when‌‌any‌‌other‌‌WAN‌‌connection‌‌is‌‌                             
recovered.‌ ‌When‌ ‌this‌ ‌setting‌ ‌is‌ ‌enabled,‌ ‌existing‌ ‌IP‌ ‌sessions‌ ‌may‌ ‌be‌ ‌terminated‌ ‌when‌‌                         
another‌ ‌WAN‌ ‌connection‌ ‌is‌ ‌recovered,‌ ‌such‌ ‌that‌ ‌only‌ ‌the‌ ‌preferred‌ ‌healthy‌ ‌WAN‌‌                       
connection(s)‌ ‌is‌ ‌used‌ ‌at‌ ‌any‌ ‌point‌ ‌in‌ ‌time.‌ ‌ 
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‌ 

‌ 

The‌ ‌amount‌ ‌of‌ ‌matching‌ ‌traffic‌ ‌that‌ ‌is‌ ‌distributed‌ ‌to‌ ‌a‌ ‌WAN‌ ‌connection‌ ‌is‌ ‌proportional‌ ‌to‌ ‌the‌‌                               
weight‌‌of‌‌the‌‌WAN‌‌connection‌‌relative‌‌to‌‌the‌‌total‌‌weight.‌‌Use‌‌the‌‌sliders‌‌to‌‌change‌‌each‌‌WAN’s‌‌                                 
weight.‌ ‌ 

For‌ ‌example,‌ ‌with‌ ‌the‌ ‌following‌ ‌weight‌ ‌settings:‌ ‌ 

● Ethernet‌ ‌WAN1:‌  ‌10‌ ‌ 

● Ethernet‌ ‌WAN2:‌ ‌10‌ ‌ 

● Wi-Fi‌ ‌WAN:‌ ‌10‌ ‌ 

● Cellular‌ ‌1:‌ ‌10‌ ‌ 

● Cellular‌ ‌2:‌ ‌10‌ ‌ 

● USB:‌‌  10‌ ‌ 

Total‌ ‌weight‌ ‌is‌ ‌60‌ ‌=‌ ‌(10‌ ‌+10‌ ‌+‌ ‌10‌ ‌+‌ ‌10‌ ‌+‌ ‌10‌ ‌+‌ ‌10).‌ ‌ 

Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌Ethernet‌ ‌WAN1‌ ‌is‌ ‌16.7%‌ ‌=‌ ‌(10‌ ‌/‌ ‌60‌ ‌x‌ ‌100%.‌ ‌ 

Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌Ethernet‌ ‌WAN2‌ ‌is‌ ‌16.7%‌ ‌=‌ ‌(10‌ ‌/‌ ‌60)‌ ‌x‌ ‌100%.‌ ‌ 

Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌Wi-Fi‌ ‌WAN‌ ‌is‌ ‌16.7%‌ ‌=‌ ‌(10‌ ‌/‌ ‌60)‌ ‌x‌ ‌100%.‌ ‌ 

Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌Cellular‌ ‌1‌ ‌is‌ ‌16.7%‌ ‌=‌ ‌(10‌ ‌/‌ ‌60)‌ ‌x‌ ‌100%.‌ ‌ 

Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌Cellular‌ ‌2‌ ‌is‌ ‌16.7%‌ ‌=‌ ‌(10‌ ‌/‌ ‌60)‌ ‌x‌ ‌100%.‌ ‌ 

Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌USB‌ ‌is‌ ‌16.7%‌ ‌=‌ ‌(10‌ ‌/‌ ‌60)‌ ‌x‌ ‌100%.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 

Algorithm:‌ ‌Persistence‌ ‌ 
The‌ ‌configuration‌ ‌of‌ ‌persistent‌ ‌services‌ ‌is‌ ‌the‌ ‌solution‌ ‌to‌ ‌the‌ ‌few‌ ‌situations‌ ‌where‌ ‌link‌ ‌load‌‌                             

‌ 

‌ 
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‌ 
distribution‌ ‌for‌ ‌Internet‌ ‌services‌ ‌is‌ ‌undesirable.‌ ‌For‌ ‌example,‌ ‌for‌ ‌security‌ ‌reasons,‌ ‌many‌‌                       
e-banking‌‌and‌‌other‌‌secure‌‌websites‌‌terminate‌‌the‌‌session‌‌when‌‌the‌‌client‌‌computer’s‌‌Internet‌‌                         
IP‌ ‌address‌ ‌changes‌ ‌mid-session.‌ ‌ ‌   

In‌‌general,‌‌different‌‌Internet‌‌IP‌‌addresses‌‌represent‌‌different‌‌computers.‌‌The‌‌security‌‌concern‌‌is‌‌                         
that‌ ‌an‌ ‌IP‌ ‌address‌ ‌change‌ ‌during‌ ‌a‌ ‌session‌ ‌may‌ ‌be‌ ‌the‌ ‌result‌ ‌of‌ ‌an‌ ‌unauthorized‌ ‌intrusion‌‌                               
attempt.‌ ‌Therefore,‌ ‌to‌ ‌prevent‌ ‌damages‌ ‌from‌ ‌the‌‌potential‌‌intrusion,‌‌the‌‌session‌‌is‌‌terminated‌‌                         
upon‌ ‌the‌ ‌detection‌ ‌of‌ ‌an‌ ‌IP‌ ‌address‌ ‌change.‌ ‌ 

Pepwave‌ ‌routers‌ ‌can‌ ‌be‌‌configured‌‌to‌‌distribute‌‌data‌‌traffic‌‌across‌‌multiple‌‌WAN‌‌connections.‌‌                         
Also,‌‌the‌‌Internet‌‌IP‌‌depends‌‌on‌‌the‌‌WAN‌‌connections‌‌over‌‌which‌‌communication‌‌actually‌‌takes‌‌                           
place.‌ ‌As‌ ‌a‌ ‌result,‌‌a‌‌LAN‌‌client‌‌computer‌‌behind‌‌the‌‌Pepwave‌‌router‌‌may‌‌communicate‌‌using‌‌                             
multiple‌ ‌Internet‌ ‌IP‌ ‌addresses.‌ ‌For‌ ‌example,‌ ‌a‌ ‌LAN‌‌client‌‌computer‌‌behind‌‌a‌‌Pepwave‌‌router‌‌                           
with‌ ‌three‌ ‌WAN‌ ‌connections‌ ‌may‌ ‌communicate‌ ‌on‌ ‌the‌ ‌Internet‌ ‌using‌ ‌three‌ ‌different‌ ‌IP‌‌                         
addresses.‌ ‌ 

With‌‌the‌‌persistence‌‌feature,‌‌rules‌‌can‌‌be‌‌configured‌‌to‌‌enable‌‌client‌‌computers‌‌to‌‌persistently‌‌                           
utilize‌‌the‌‌same‌‌WAN‌‌connections‌‌for‌‌e-banking‌‌and‌‌other‌‌secure‌‌websites.‌‌As‌‌a‌‌result,‌‌a‌‌client‌‌                               
computer‌ ‌will‌ ‌communicate‌ ‌using‌ ‌one‌ ‌IP‌ ‌address,‌ ‌eliminating‌ ‌the‌ ‌issues‌ ‌mentioned‌ ‌above.‌ ‌ 

‌ 

‌ 
There‌ ‌are‌ ‌two‌ ‌persistent‌ ‌modes:‌ ‌‌By‌ ‌Source‌ ‌‌and‌ ‌‌By‌ ‌Destination‌.‌ ‌ ‌   

‌ 

The‌‌default‌‌mode‌‌is‌‌‌By‌‌Source‌.‌‌When‌‌there‌‌are‌‌multiple‌‌client‌‌requests,‌‌they‌‌can‌‌be‌‌distributed‌‌                               
(persistently)‌‌to‌‌WAN‌‌connections‌‌with‌‌a‌‌weight.‌‌If‌‌you‌‌choose‌‌‌Auto‌‌‌in‌‌‌Load‌‌Distribution‌,‌‌the‌‌                             
weights‌ ‌will‌ ‌be‌ ‌automatically‌ ‌adjusted‌ ‌according‌ ‌to‌ ‌each‌ ‌WAN’s‌ ‌‌Downstream‌ ‌Bandwidth‌‌                     
which‌ ‌is‌ ‌specified‌ ‌in‌ ‌the‌ ‌WAN‌ ‌settings‌ ‌page).‌ ‌If‌ ‌you‌ ‌choose‌ ‌‌Custom‌,‌ ‌you‌‌can‌‌customize‌‌the‌‌                               
weight‌ ‌of‌ ‌each‌ ‌WAN‌ ‌manually‌ ‌by‌ ‌using‌ ‌the‌ ‌sliders.‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 
Algorithm:‌ ‌Enforced‌ ‌ 

‌ 

‌ 

By‌ ‌Source:‌ ‌  The‌ ‌same‌ ‌WAN‌ ‌connection‌ ‌will‌ ‌be‌ ‌used‌ ‌for‌ ‌traffic‌ ‌matching‌ ‌the‌ ‌rule‌‌and‌‌originating‌‌                           
from‌ ‌the‌ ‌same‌ ‌machine,‌ ‌regardless‌ ‌of‌ ‌its‌ ‌destination.‌ ‌This‌ ‌option‌ ‌will‌ ‌provide‌ ‌the‌‌                         
highest‌ ‌level‌ ‌of‌ ‌application‌ ‌compatibility.‌ 

By‌‌ 
Destination:‌ ‌ 

The‌ ‌same‌ ‌WAN‌ ‌connection‌ ‌will‌ ‌be‌‌used‌‌for‌‌traffic‌‌matching‌‌the‌‌rule,‌‌originating‌‌from‌‌                           
the‌‌same‌‌machine,‌‌and‌‌going‌‌to‌‌the‌‌same‌‌destination.‌‌This‌‌option‌‌can‌‌better‌‌distribute‌‌                           
loads‌ ‌to‌ ‌WAN‌ ‌connections‌ ‌when‌ ‌there‌ ‌are‌ ‌only‌ ‌a‌ ‌few‌ ‌client‌ ‌machines.‌ ‌ 
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‌ 
This‌‌setting‌‌specifies‌‌the‌‌WAN‌‌connection‌‌usage‌‌to‌‌be‌‌applied‌‌on‌‌the‌‌specified‌‌IP‌‌protocol‌‌and‌‌                               
port.‌ ‌This‌ ‌setting‌ ‌is‌ ‌applicable‌ ‌only‌ ‌when‌ ‌‌Algorithm‌‌ ‌is‌ ‌set‌ ‌to‌ ‌‌Enforced‌.‌ ‌ 

‌ 

Matching‌ ‌traffic‌ ‌will‌ ‌be‌ ‌routed‌ ‌through‌ ‌the‌‌specified‌‌WAN‌‌connection,‌‌regardless‌‌of‌‌the‌‌health‌‌                           
check‌ ‌status‌ ‌of‌ ‌the‌ ‌WAN‌ ‌connection.‌ ‌Outbound‌ ‌traffic‌ ‌can‌ ‌also‌ ‌be‌ ‌enforced‌ ‌to‌ ‌go‌ ‌through‌ ‌a‌‌                               
specified‌ ‌SpeedFusion‌TM‌‌ ‌connection.‌ ‌ 

‌ 

Algorithm:‌ ‌Priority‌ ‌ 
This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌priority‌ ‌of‌ ‌the‌ ‌WAN‌ ‌connections‌‌used‌‌to‌‌route‌‌the‌‌specified‌‌network‌‌                             
service.‌ ‌The‌ ‌highest‌ ‌priority‌ ‌WAN‌ ‌connection‌ ‌available‌ ‌will‌ ‌always‌ ‌be‌ ‌used‌ ‌for‌ ‌routing‌ ‌the‌‌                           
specified‌ ‌type‌ ‌of‌ ‌traffic.‌ ‌A‌ ‌lower‌ ‌priority‌ ‌WAN‌ ‌connection‌ ‌will‌ ‌be‌ ‌used‌ ‌only‌ ‌when‌ ‌all‌ ‌higher‌‌                               
priority‌ ‌connections‌ ‌have‌ ‌become‌ ‌unavailable.‌ ‌ 

‌ 
Starting‌ ‌from‌ ‌Firmware‌ ‌5.2,‌ ‌outbound‌ ‌traffic‌ ‌can‌ ‌be‌ ‌prioritized‌ ‌to‌ ‌go‌ ‌through‌ ‌SpeedFusion‌TM‌‌                         

connection(s).‌ ‌By‌ ‌default,‌ ‌VPN‌ ‌connections‌ ‌are‌ ‌not‌ ‌included‌ ‌in‌ ‌the‌ ‌priority‌ ‌list.‌ ‌ 

‌ 
Algorithm:‌ ‌Overflow‌ ‌ 

‌ 

‌ 

Tip‌ ‌ 

Configure‌ ‌multiple‌ ‌distribution‌ ‌rules‌ ‌to‌ ‌accommodate‌ ‌different‌ ‌kinds‌ ‌of‌ ‌services.‌ ‌ 
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‌ 
The‌ ‌traffic‌ ‌matching‌ ‌this‌ ‌rule‌ ‌will‌ ‌be‌ ‌routed‌ ‌through‌ ‌the‌ ‌healthy‌ ‌WAN‌‌connection‌‌that‌‌has‌‌the‌‌                               
highest‌‌priority‌‌and‌‌is‌‌not‌‌in‌‌full‌‌load.‌‌When‌‌this‌‌connection‌‌gets‌‌saturated,‌‌new‌‌sessions‌‌will‌‌be‌‌                                 
routed‌ ‌to‌ ‌the‌ ‌next‌ ‌healthy‌ ‌WAN‌ ‌connection‌ ‌that‌ ‌is‌ ‌not‌ ‌in‌ ‌full‌ ‌load.‌ ‌ 

‌ 

Drag‌ ‌and‌ ‌drop‌‌to‌‌specify‌‌the‌‌order‌‌of‌‌WAN‌‌connections‌‌to‌‌be‌‌used‌‌for‌‌routing‌‌traffic.‌‌Only‌‌the‌‌                                   
highest‌ ‌priority‌ ‌healthy‌ ‌connection‌ ‌that‌ ‌is‌ ‌not‌ ‌in‌ ‌full‌ ‌load‌ ‌will‌ ‌be‌ ‌used.‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

Algorithm:‌ ‌Least‌ ‌Used‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

The‌‌traffic‌‌matching‌‌this‌‌rule‌‌will‌‌be‌‌routed‌‌through‌‌the‌‌healthy‌‌WAN‌‌connection‌‌that‌‌is‌‌selected‌‌                               
in‌ ‌‌Connection‌ ‌‌and‌ ‌has‌ ‌the‌ ‌most‌ ‌available‌ ‌download‌ ‌bandwidth.‌ ‌The‌ ‌available‌ ‌download‌‌                       
bandwidth‌ ‌of‌ ‌a‌ ‌WAN‌ ‌connection‌ ‌is‌ ‌calculated‌ ‌from‌ ‌the‌‌total‌‌download‌‌bandwidth‌‌specified‌‌on‌‌                           
the‌ ‌WAN‌ ‌settings‌ ‌page‌ ‌and‌ ‌the‌ ‌current‌ ‌download‌ ‌usage.‌ ‌The‌ ‌available‌ ‌bandwidth‌ ‌and‌ ‌WAN‌‌                           
selection‌ ‌is‌ ‌determined‌ ‌every‌ ‌time‌ ‌an‌ ‌IP‌ ‌session‌ ‌is‌ ‌made.‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

Algorithm:‌ ‌Lowest‌ ‌Latency‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

The‌‌traffic‌‌matching‌‌this‌‌rule‌‌will‌‌be‌‌routed‌‌through‌‌the‌‌healthy‌‌WAN‌‌connection‌‌that‌‌is‌‌selected‌‌                               
in‌‌‌Connection‌‌and‌‌has‌‌the‌‌lowest‌‌latency.‌‌Latency‌‌checking‌‌packets‌‌are‌‌issued‌‌periodically‌‌to‌‌                           
a‌‌nearby‌‌router‌‌of‌‌each‌‌WAN‌‌connection‌‌to‌‌determine‌‌its‌‌latency‌‌value.‌‌The‌‌latency‌‌of‌‌a‌‌WAN‌‌is‌‌                                   
the‌‌packet‌‌round‌‌trip‌‌time‌‌of‌‌the‌‌WAN‌‌connection.‌‌Additional‌‌network‌‌usage‌‌may‌‌be‌‌incurred‌‌as‌‌                               
a‌ ‌result.‌ ‌ 

‌   

‌ 

‌ 

Tip‌ ‌ 

The‌‌roundtrip‌‌time‌‌of‌‌a‌‌6M‌‌down/640k‌‌uplink‌‌can‌‌be‌‌higher‌‌than‌‌that‌‌of‌‌a‌‌2M‌‌down/2M‌‌up‌‌link‌‌because‌‌the‌‌overall‌‌                                           
round‌ ‌trip‌ ‌time‌ ‌is‌ ‌lengthened‌ ‌by‌ ‌its‌ ‌slower‌ ‌upload‌ ‌bandwidth,‌ ‌despite‌ ‌its‌ ‌higher‌ ‌downlink‌ ‌speed.‌‌Therefore,‌‌this‌‌                                 
algorithm‌ ‌is‌ ‌good‌ ‌for‌ ‌two‌ ‌scenarios:‌ ‌ 

● All‌ ‌WAN‌ ‌connections‌ ‌are‌ ‌symmetric;‌ ‌or‌ ‌ 
● A‌‌latency‌‌sensitive‌‌application‌‌must‌‌be‌‌routed‌‌through‌‌the‌‌lowest‌‌latency‌‌WAN,‌‌regardless‌‌of‌‌the‌‌WAN’s‌‌                               

available‌ ‌bandwidth.‌ ‌ 
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‌ 
Algorithm‌ ‌:‌ ‌Fastest‌ ‌Response‌ ‌Time‌ ‌ 

‌ 
The‌ ‌Fastest‌ ‌response‌ ‌Time‌ ‌algorithm‌ ‌works‌ ‌as‌ ‌follows:‌‌ ‌  
When‌ ‌a‌ ‌network‌ ‌session‌ ‌is‌ ‌created,‌ ‌the‌ ‌first‌ ‌outgoing‌ ‌packet‌ ‌of‌ ‌that‌ ‌particular‌ ‌session‌ ‌is‌‌                             
duplicated‌ ‌to‌ ‌all‌ ‌the‌ ‌available‌ ‌WANs.‌ ‌ 
When‌‌the‌‌first‌‌response‌‌is‌‌received‌‌from‌‌a‌‌remote‌‌server,‌‌any‌‌further‌‌traffic‌‌for‌‌this‌‌session‌‌will‌‌                                 
be‌ ‌routed‌ ‌over‌ ‌that‌ ‌particular‌ ‌WAN‌ ‌connection‌ ‌for‌ ‌the‌ ‌fastest‌ ‌possible‌ ‌response‌ ‌time.‌ ‌ 
If‌ ‌any‌ ‌slower‌ ‌responses‌ ‌are‌ ‌received‌ ‌on‌ ‌other‌ ‌connections‌ ‌afterwards,‌ ‌they‌ ‌will‌ ‌be‌ ‌discarded.‌ ‌ 
‌ 
‌ 

13.5 Inbound‌ ‌Access‌ ‌ 

Inbound‌‌access‌‌is‌‌also‌‌known‌‌as‌‌inbound‌‌port‌‌address‌‌translation.‌‌On‌‌a‌‌NAT‌‌WAN‌‌connection,‌‌                             
all‌ ‌inbound‌ ‌traffic‌ ‌to‌ ‌the‌ ‌server‌ ‌behind‌ ‌the‌ ‌Peplink‌ ‌unit‌ ‌requires‌ ‌inbound‌ ‌access‌ ‌rules.‌ ‌ 
By‌‌the‌‌custom‌‌definition‌‌of‌‌servers‌‌and‌‌services‌‌for‌‌inbound‌‌access,‌‌Internet‌‌users‌‌can‌‌access‌‌                             
the‌ ‌servers‌ ‌behind‌ ‌Peplink‌ ‌Balance.‌ ‌Advanced‌ ‌configurations‌ ‌allow‌ ‌inbound‌ ‌access‌ ‌to‌ ‌be‌‌                       
distributed‌ ‌among‌ ‌multiple‌ ‌servers‌ ‌on‌ ‌the‌ ‌LAN.‌ ‌ 

‌ 

‌ 

‌ 

Important‌ ‌Note‌ ‌ 
Inbound‌‌access‌‌applies‌‌only‌‌to‌‌WAN‌‌connections‌‌that‌‌operate‌‌in‌‌NAT‌‌mode.‌‌For‌‌WAN‌‌connections‌‌that‌‌operate‌‌in‌‌                                   
drop-in‌ ‌mode‌ ‌or‌ ‌IP‌ ‌forwarding,‌ ‌inbound‌ ‌traffic‌ ‌is‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌LAN‌ ‌by‌ ‌default. ‌ ‌ 
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13.5.1 Servers‌ 
The‌ ‌settings‌ ‌to‌ ‌configure‌ ‌servers‌ ‌on‌ ‌the‌ ‌LAN‌ ‌are‌ ‌located‌ ‌at‌ ‌‌Network>Inbound‌‌                       
Access>Servers‌.‌ ‌ 
Inbound‌‌connections‌‌from‌‌the‌‌Internet‌‌will‌‌be‌‌forwarded‌‌to‌‌the‌‌specified‌‌Inbound‌‌IP‌‌address(es)‌‌                           
based‌‌on‌‌the‌‌protocol‌‌and‌‌port‌‌number.‌‌When‌‌more‌‌than‌‌one‌‌server‌‌is‌‌defined,‌‌requests‌‌will‌‌be‌‌                                 
distributed‌ ‌to‌ ‌the‌ ‌servers‌ ‌in‌ ‌the‌ ‌weight‌ ‌ratio‌ ‌specified‌ ‌for‌ ‌each‌ ‌server.‌ ‌ 

‌ 

‌ 
To‌ ‌define‌ ‌a‌ ‌new‌ ‌server,‌ ‌click‌ ‌‌Add‌ ‌Server‌,‌ ‌which‌ ‌displays‌ ‌the‌ ‌following‌ ‌screen:‌ ‌ 

‌ 
Enter‌ ‌a‌ ‌valid‌ ‌server‌ ‌name‌ ‌and‌ ‌its‌ ‌corresponding‌ ‌LAN‌ ‌IP‌ ‌address.‌ ‌Upon‌ ‌clicking‌ ‌‌Save‌ ‌‌after‌‌                             
entering‌ ‌required‌ ‌information,‌ ‌the‌ ‌following‌ ‌screen‌ ‌appears.‌‌ ‌  

‌ 
To‌ ‌define‌ ‌additional‌ ‌servers,‌ ‌click‌ ‌‌Add‌ ‌Server‌ ‌‌and‌ ‌repeat‌ ‌the‌ ‌above‌ ‌steps.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

13.5.2 Services‌ ‌ 
Services‌ ‌are‌ ‌defined‌ ‌at‌ ‌‌Network>Inbound‌ ‌Access>Services‌.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 
To‌ ‌define‌ ‌a‌ ‌new‌ ‌service,‌ ‌click‌ ‌the‌ ‌‌Add‌ ‌Service‌ ‌‌button,‌ ‌upon‌ ‌which‌ ‌the‌ ‌following‌ ‌menu‌ ‌appears:‌ ‌ 

‌ 

‌ 

‌ 

Tip‌ ‌ 
At‌ ‌least‌ ‌one‌ ‌server‌ ‌must‌ ‌be‌ ‌defined‌ ‌before‌ ‌services‌ ‌can‌ ‌be‌ ‌added.‌ ‌ 

Services‌ ‌Settings‌ ‌ 

Enable‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌whether‌ ‌the‌ ‌inbound‌ ‌service‌ ‌rule‌ ‌takes‌ ‌effect.‌ ‌ 
When‌‌‌Yes‌ ‌is‌‌selected,‌‌the‌‌inbound‌‌service‌‌rule‌‌takes‌‌effect.‌‌If‌‌the‌‌inbound‌‌traffic‌‌matches‌‌the‌‌                               
specified‌‌IP‌‌protocol‌‌and‌‌port,‌‌action‌‌will‌ ‌be‌‌taken‌‌by‌‌the‌‌Peplink‌‌Balance‌‌based‌‌on‌‌the‌‌other‌‌                                 
parameters‌ ‌of‌ ‌the‌ ‌rule.‌ ‌ 
When‌‌‌No‌‌is‌‌selected,‌‌the‌‌inbound‌‌service‌‌rule‌‌does‌‌not‌‌take‌‌effect.‌‌The‌‌Peplink‌‌Balance‌‌will‌‌                               
disregard‌ ‌the‌ ‌other‌ ‌parameters‌ ‌of‌ ‌the‌ ‌rule.‌ ‌ 

Service‌ ‌Name‌ ‌  This‌ ‌setting‌ ‌identifies‌ ‌the‌ ‌service‌ ‌to‌ ‌the‌ ‌system‌ ‌administrator.‌ ‌Only‌ ‌alphanumeric‌ ‌and‌ ‌the‌‌                         
underscore‌ ‌“_”‌ ‌characters‌ ‌are‌ ‌valid.‌ ‌ 

IP‌ ‌Protocol‌ ‌ 
The‌ ‌‌IP‌‌Protocol‌‌setting,‌‌along‌‌with‌‌the‌‌‌Port‌ ‌setting,‌‌specifies‌‌the‌‌protocol‌‌of‌‌the‌‌service‌‌as‌‌                               
TCP,‌‌UDP,‌‌ICMP,‌‌or‌‌IP.‌‌Inbound‌‌traffic‌‌that‌‌matches‌‌the‌‌specified‌‌‌IP‌‌Protocol‌‌and‌‌‌Port‌(s)‌‌will‌‌                               
be‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌LAN‌ ‌hosts‌ ‌specified‌ ‌by‌ ‌the‌ ‌‌Servers‌‌ ‌setting.‌ ‌ ‌   
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‌ 

‌ 

‌ 

Upon‌ ‌choosing‌ ‌a‌ ‌protocol,‌ ‌the‌ ‌‌Protocol‌ ‌Selection‌ ‌Tool‌ ‌drop-down‌ ‌menu‌ ‌can‌ ‌be‌ ‌used‌ ‌to‌‌                           
automatically‌ ‌the‌ ‌port‌ ‌information‌ ‌of‌ ‌common‌ ‌Internet‌ ‌services‌ ‌(e.g.‌ ‌HTTP,‌ ‌HTTPS,‌ ‌etc.).‌‌ ‌  
After‌‌selecting‌‌an‌‌item‌‌from‌‌the‌‌‌Protocol‌‌Selection‌‌Tool‌‌drop-down‌‌menu,‌‌the‌‌protocol‌‌and‌                           
the‌ ‌port‌ ‌number‌ ‌will‌ ‌remain‌ ‌manually‌ ‌modifiable.‌ ‌ 

Port‌ ‌ 

The‌‌‌Port‌ ‌setting‌‌specifies‌‌the‌‌port(s)‌‌that‌‌correspond‌‌to‌‌the‌‌service,‌‌and‌‌can‌‌be‌‌configured‌‌to‌‌                               
behave‌ ‌in‌ ‌one‌ ‌of‌ ‌the‌ ‌following‌ ‌manners:‌ ‌ 
Any‌ ‌Port‌,‌ ‌‌Single‌ ‌Port‌,‌‌ ‌Port‌ ‌Range‌,‌ ‌‌Port‌ ‌Map‌,‌‌ ‌‌and‌‌ ‌Range‌ ‌Mapping‌ ‌ 

‌ 
Any‌ ‌Port‌:‌ ‌all‌ ‌traffic‌ ‌that‌ ‌is‌ ‌received‌ ‌by‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌via‌ ‌the‌ ‌specified‌ ‌protocol‌ ‌is‌‌                               
forwarded‌ ‌to‌ ‌the‌ ‌servers‌ ‌specified‌ ‌by‌ ‌the‌ ‌‌Servers‌‌ ‌setting.‌ ‌ ‌   
For‌‌example,‌‌if‌ ‌I‌P‌‌Protocol‌‌is‌‌set‌‌to‌‌‌TCP‌‌and‌‌‌Port‌‌is‌‌set‌‌to‌‌‌Any‌‌Port‌,‌‌then‌‌all‌‌TCP‌‌traffic‌‌will‌‌                                         
be‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌configured‌ ‌servers.‌ ‌ 

‌ 
Single‌ ‌Port‌:‌ ‌traffic‌ ‌that‌ ‌is‌ ‌received‌ ‌by‌ ‌the‌‌Peplink‌‌Balance‌‌via‌‌the‌‌specified‌‌protocol‌‌at‌‌the‌‌                               
specified‌ ‌port‌ ‌is‌ ‌forwarded‌ ‌via‌ ‌the‌ ‌same‌ ‌port‌ ‌to‌ ‌the‌ ‌servers‌ ‌specified‌ ‌by‌ ‌the‌ ‌‌Servers‌‌ ‌setting.‌ ‌ ‌   
For‌‌example,‌‌if‌ ‌I‌P‌‌Protocol‌‌is‌‌set‌‌to‌‌‌TCP‌,‌‌‌Port‌‌is‌‌set‌‌to‌‌‌Single‌‌Port,‌‌and‌‌‌Service‌‌Port‌‌‌is‌‌set‌‌                                       
to‌‌80,‌‌then‌‌TCP‌‌traffic‌‌received‌‌on‌‌Port‌‌80‌‌will‌‌be‌‌forwarded‌‌to‌‌the‌‌configured‌‌servers‌‌via‌‌port‌‌                                   
80.‌ ‌ 

‌ 
Port‌ ‌Range‌:‌ ‌traffic‌ ‌that‌ ‌is‌ ‌received‌ ‌by‌‌the‌‌Peplink‌‌Balance‌‌via‌‌the‌‌specified‌‌protocol‌‌at‌‌the‌‌                               
specified‌‌port‌‌range‌‌is‌‌forwarded‌‌via‌‌the‌‌same‌‌respective‌‌ports‌‌to‌‌the‌‌LAN‌‌hosts‌‌specified‌‌by‌‌                               
the‌ ‌‌Servers‌‌ ‌setting.‌ ‌ ‌   
For‌‌example,‌‌if‌ ‌‌IP‌‌Protocol‌‌is‌‌set‌‌to‌‌‌TCP‌,‌‌‌Port‌‌is‌‌set‌‌to‌‌‌Port‌‌Range,‌‌and‌‌‌Service‌‌Port‌‌‌set‌‌to‌‌                                       
80-88,‌ ‌then‌ ‌TCP‌ ‌traffic‌ ‌received‌ ‌on‌‌ports‌‌80‌‌through‌‌88‌‌will‌ ‌be‌‌forwarded‌‌to‌‌the‌‌configured‌‌                               
servers‌ ‌via‌ ‌the‌ ‌respective‌ ‌ports.‌ ‌ 

‌ 
Port‌‌Mapping‌:‌‌traffic‌‌that‌‌is‌‌received‌‌by‌‌the‌‌Peplink‌‌Balance‌‌via‌‌the‌‌specified‌‌protocol‌‌at‌‌the‌‌                               
specified‌ ‌port‌ ‌is‌ ‌forwarded‌ ‌via‌ ‌a‌ ‌different‌ ‌port‌ ‌to‌ ‌the‌ ‌servers‌ ‌specified‌ ‌by‌ ‌the‌ ‌Servers‌ ‌setting.‌ ‌ ‌   
For‌‌example,‌‌if‌ ‌‌IP‌‌Protocol‌‌is‌‌set‌‌to‌‌‌TCP‌,‌‌‌Port‌‌is‌‌set‌‌to‌‌‌Port‌‌Mapping‌,‌‌‌Service‌‌Port‌‌‌is‌‌set‌‌to‌‌                                       
80,‌ ‌and‌‌‌Map‌‌to‌‌Port‌‌‌is‌‌set‌‌to‌‌88,‌‌then‌‌TCP‌‌traffic‌‌on‌‌port‌‌80‌‌is‌‌forwarded‌‌to‌‌the‌‌configured‌‌                                       
servers‌ ‌via‌ ‌port‌ ‌88.‌ ‌ 
(Please‌ ‌see‌ ‌below‌ ‌for‌ ‌details‌ ‌on‌ ‌the‌ ‌‌Servers‌‌ ‌setting.)‌ ‌ 

‌ 
Range‌ ‌Mapping‌:‌ ‌traffic‌‌that‌‌is‌‌received‌‌by‌‌Peplink‌‌Balance‌‌via‌‌the‌‌specified‌‌protocol‌‌at‌‌the‌‌                             
specified‌ ‌port‌‌range‌‌is‌‌forwarded‌‌via‌‌a‌‌different‌‌port‌‌to‌‌the‌‌servers‌‌specified‌‌by‌‌the‌‌‌Servers‌‌                               
setting.‌ ‌ 

Inbound‌ ‌IP‌‌ 
Address(es)‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌WAN‌ ‌connections‌ ‌and‌ ‌Internet‌ ‌IP‌ ‌address(es)‌ ‌from‌ ‌which‌ ‌the‌‌                         
service‌ ‌can‌ ‌be‌ ‌accessed.‌ ‌ 

Included‌‌ 
Server(s)‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌LAN‌ ‌servers‌‌that‌‌handle‌‌requests‌‌for‌‌the‌‌service,‌‌and‌‌the‌‌relative‌‌                             
weight‌‌values.‌‌The‌‌amount‌‌of‌‌traffic‌‌that‌‌is‌‌distributed‌‌to‌‌a‌‌server‌‌is‌‌proportional‌‌to‌‌the‌‌weight‌‌                                 
value‌ ‌assigned‌ ‌to‌ ‌the‌ ‌server‌ ‌relative‌ ‌to‌ ‌the‌ ‌total‌ ‌weight.‌ ‌ 
Example:‌ ‌ 
With‌ ‌the‌ ‌following‌ ‌weight‌ ‌settings‌ ‌on‌ ‌a‌ ‌Peplink‌ ‌Balance:‌ ‌ 

● demo_server_1:‌  ‌10‌ ‌ 
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‌ 
‌ 

UPnP‌ ‌/‌ ‌NAT-PMP‌ ‌Settings‌ ‌ 
UPnP‌‌and‌‌NAT-PMP‌‌are‌‌network‌‌protocols‌‌which‌‌allow‌‌a‌‌computer‌‌connected‌‌to‌‌the‌‌LAN‌‌port‌‌                             
to‌‌automatically‌‌configure‌‌the‌‌router‌‌to‌‌allow‌‌parties‌‌on‌‌the‌‌WAN‌‌port‌‌to‌‌connect‌‌to‌‌itself.‌‌ That‌‌                                 
way,‌ ‌the‌ ‌process‌ ‌of‌ ‌inbound‌ ‌port‌ ‌forwarding‌ ‌becomes‌ ‌automated. ‌ ‌ 
When‌‌a‌‌computer‌‌creates‌‌a‌‌rule‌‌using‌‌these‌‌protocols,‌‌the‌‌specified‌‌TCP/UDP‌‌port‌‌of‌‌all‌‌WAN‌‌                               
connections'‌ ‌default‌ ‌IP‌ ‌address‌ ‌will‌ ‌be‌ ‌forwarded.‌ ‌ 
Check‌‌the‌‌corresponding‌‌box(es)‌‌to‌‌enable‌‌UPnP‌‌and/or‌‌NAT-PMP.‌‌ Enable‌‌these‌‌features‌‌only‌‌                         
if‌ ‌you‌ ‌trust‌ ‌the‌ ‌computers‌ ‌connected‌ ‌to‌ ‌the‌ ‌LAN‌ ‌ports.‌ ‌ 

‌ 
When‌‌the‌‌options‌‌are‌‌enabled,‌‌a‌‌table‌‌listing‌‌all‌‌the‌‌forwarded‌‌ports‌‌under‌‌these‌‌two‌‌protocols‌‌                               
can‌ ‌be‌ ‌found‌ ‌at‌ ‌‌Network‌ ‌>‌ ‌Services‌ ‌>‌ ‌UPnP‌ ‌/‌ ‌NAT-PMP‌.‌ ‌ 
‌ 

13.5.3 DNS‌ ‌Settings‌ ‌ 
The‌ ‌built-in‌ ‌DNS‌ ‌server‌‌functionality‌‌of‌‌the‌‌Peplink‌‌Balance‌‌facilitates‌‌inbound‌‌load‌‌balancing.‌‌                         
With‌ ‌this‌ ‌functionality,‌ ‌NS/SOA‌ ‌DNS‌ ‌records‌ ‌for‌ ‌a‌ ‌domain‌ ‌name‌ ‌can‌ ‌be‌ ‌delegated‌ ‌to‌ ‌the‌‌                             
Internet‌ ‌IP‌ ‌address(es)‌ ‌of‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌Upon‌ ‌receiving‌ ‌a‌ ‌DNS‌ ‌query,‌ ‌the‌ ‌Peplink‌‌                           
Balance‌ ‌can‌ ‌return‌ ‌(as‌ ‌an‌ ‌“A”‌ ‌record)‌ ‌the‌ ‌IP‌ ‌address‌ ‌for‌ ‌the‌ ‌domain‌ ‌name‌ ‌on‌ ‌the‌ ‌most‌‌                                 
appropriate‌ ‌healthy‌ ‌WAN‌ ‌connection.‌ ‌It‌ ‌can‌ ‌also‌ ‌act‌ ‌as‌‌a‌‌generic‌‌DNS‌‌server‌‌for‌‌hosting‌‌“A”,‌‌                               
“CNAME”,‌ ‌“MX”,‌ ‌“TXT”‌ ‌and‌ ‌“NS”‌ ‌records.‌ ‌ 
‌ 

The‌ ‌settings‌ ‌for‌ ‌defining‌ ‌the‌ ‌DNS‌ ‌records‌ ‌to‌ ‌be‌‌hosted‌‌by‌‌the‌‌Peplink‌‌Balance‌‌are‌‌located‌‌at‌‌                                 
Network‌ ‌>‌ ‌Inbound‌ ‌Access‌ ‌>‌ ‌DNS‌ ‌Settings‌.‌ ‌ 
‌ 

Note‌:‌ ‌DNS‌‌names‌‌may‌‌only‌‌contain‌ ‌alphanumeric‌‌characters‌‌(A-Z‌‌and‌‌0-9),‌‌hyphens‌‌(-),‌‌and‌‌                           
periods‌‌(.).‌‌The‌‌period‌‌is‌‌only‌‌allowed‌‌when‌‌it‌‌is‌‌used‌‌to‌‌delimit‌‌the‌‌components‌‌of‌‌domain‌‌style‌‌                                   
names.‌‌ ‌  
For‌ ‌more‌ ‌information,‌ ‌see‌ ‌the‌ ‌following‌ ‌websites:‌ ‌ 

● r‌fc952‌ ‌ 
● rfc1123‌ ‌ 

‌ 

‌ 

● demo_server_2:‌  ‌5‌ ‌ 
The‌ ‌total‌ ‌weight‌ ‌is‌ ‌15‌ ‌=‌ ‌(10‌ ‌+‌ ‌5)‌ ‌ 
Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌demo_server_1:67%‌ ‌=‌ ‌(10‌ ‌/‌ ‌15)‌ ‌x‌ ‌100%‌ ‌ 
Matching‌ ‌traffic‌ ‌distributed‌ ‌to‌ ‌demo_server_2:33%‌ ‌=‌ ‌(5‌ ‌/‌ ‌15)‌ ‌x‌ ‌100%‌ ‌ 
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‌ 
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‌ 

‌ 

DNS‌ ‌Settings‌ ‌ 

DNS‌ ‌Servers‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌WAN‌ ‌IP‌ ‌addresses‌ ‌on‌ ‌which‌ ‌the‌ ‌DNS‌ ‌server‌ ‌of‌ ‌the‌ ‌Peplink‌‌                             
Balance‌ ‌should‌ ‌listen.‌ ‌ 
If‌ ‌no‌‌addresses‌‌are‌‌selected,‌‌the‌‌inbound‌‌link‌‌load‌‌balancing‌‌feature‌‌will‌ ‌be‌‌disabled‌‌and‌‌                             
the‌ ‌Peplink‌ ‌Balance‌ ‌will‌ ‌not‌ ‌respond‌ ‌to‌ ‌DNS‌ ‌requests.‌ ‌ 
To‌‌specify‌‌and/or‌‌modify‌‌the‌‌IP‌‌addresses‌‌on‌‌which‌‌the‌‌DNS‌‌server‌‌should‌‌listen,‌‌click‌‌the‌                               
button‌ ‌that‌ ‌corresponds‌ ‌to‌ ‌‌DNS‌ ‌Server‌,‌ ‌and‌ ‌a‌ ‌selection‌ ‌screen‌ ‌will‌ ‌be‌ ‌displayed:‌ ‌ 
To‌ ‌specify‌ ‌the‌ ‌Internet‌ ‌IP‌ ‌addresses‌ ‌on‌ ‌which‌ ‌the‌ ‌DNS‌ ‌server‌ ‌should‌ ‌listen,‌ ‌select‌ ‌the‌‌                             
desired‌‌WAN‌‌connection‌‌then‌‌select‌‌the‌‌desired‌‌associated‌‌IP‌‌addresses.‌‌(Multiple‌‌items‌‌in‌‌                         
the‌ ‌list‌ ‌can‌ ‌be‌ ‌selected‌ ‌by‌ ‌holding‌ ‌CTRL‌ ‌and‌ ‌clicking‌ ‌on‌ ‌the‌ ‌items.)‌ ‌ 
Click‌ ‌‌Save‌ ‌‌to‌ ‌save‌ ‌the‌ ‌settings‌ ‌when‌ ‌configuration‌ ‌is‌ ‌complete.‌ ‌ 

Zone‌ ‌Transfer‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌IP‌ ‌address(es)‌ ‌of‌ ‌the‌ ‌secondary‌ ‌DNS‌ ‌server(s)authorized‌ ‌to‌‌                       
retrieve‌ ‌zone‌ ‌records‌ ‌from‌ ‌the‌ ‌DNS‌ ‌server‌ ‌of‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌ 
The‌ ‌zone‌ ‌transfer‌ ‌server‌ ‌of‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌listens‌ ‌on‌ ‌TCP‌ ‌port‌ ‌53.‌‌ ‌  
The‌ ‌Peplink‌ ‌Balance‌ ‌serves‌ ‌both‌ ‌the‌ ‌clients‌ ‌that‌ ‌are‌ ‌accessing‌ ‌from‌ ‌the‌ ‌specified‌ ‌IP‌‌                           
addresses,‌ ‌and‌ ‌the‌ ‌clients‌ ‌that‌ ‌are‌ ‌accessing‌ ‌its‌ ‌LAN‌ ‌interface.‌ ‌ 

Routing‌‌ 
Control‌ ‌by‌‌ 

Subnet‌‌ 
Database‌ ‌ 

When‌ ‌this‌ ‌function‌ ‌is‌ ‌enabled,‌ ‌the‌ ‌system‌ ‌will‌ ‌check‌ ‌to‌‌see‌‌if‌ ‌an‌‌incoming‌‌DNS‌‌client‌‌is‌‌                                 
within‌ ‌any‌ ‌WAN's‌ ‌ISP‌‌subnet.‌‌Only‌‌the‌‌matched‌‌WAN(s)'s‌‌IP‌‌addresses‌‌will‌ ‌be‌‌returned.‌‌                           
Note‌ ‌that‌ ‌this‌ ‌feature‌ ‌is‌ ‌available‌ ‌only‌ ‌when‌ ‌a‌ ‌subnet‌ ‌database‌ ‌has‌ ‌been‌ ‌defined.‌ ‌ 
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‌ 

New‌ ‌Domain‌ ‌Name‌ 
Upon‌ ‌clicking‌ ‌the‌ ‌New‌ ‌Domain‌ ‌Name‌ ‌button,‌ ‌and‌ ‌the‌ ‌following‌ ‌screen‌ ‌will‌ ‌appear:‌ ‌ 

‌ 

‌ 

Default‌ ‌SOA‌ ‌/‌‌ 
NS‌ ‌ 

Click‌ ‌the‌  ‌button‌ ‌to‌ ‌define‌ ‌a‌ ‌default‌ ‌SOA‌ ‌/‌ ‌NS‌ ‌record‌ ‌for‌ ‌all‌ ‌domain‌ ‌names.‌‌ ‌  
When‌‌defining‌‌a‌‌default‌‌SOA‌‌record,‌‌‌Name‌‌Server‌‌IP‌‌Address‌‌is‌‌optional.‌‌If‌‌left‌‌blank,‌‌the‌‌                               
Address‌ ‌(A)‌ ‌record‌ ‌for‌ ‌the‌ ‌same‌ ‌server‌ ‌should‌ ‌be‌ ‌defined‌ ‌manually‌ ‌in‌ ‌each‌ ‌domain.‌ ‌ 
For‌ ‌defining‌ ‌default‌ ‌NS‌ ‌records,‌ ‌the‌ ‌host‌ ‌‌[domain]‌ ‌‌indicates‌ ‌that‌ ‌this‌ ‌record‌ ‌is‌ ‌for‌ ‌the‌‌                             
domain‌‌name‌‌itself‌‌without‌‌a‌‌sub-domain‌‌prefix.‌‌To‌‌add‌‌a‌‌secondary‌‌NS‌‌server,‌‌just‌‌create‌‌                             
a‌‌second‌‌NS‌‌record‌‌with‌‌the‌‌‌Host‌‌field‌‌left‌‌empty.‌‌When‌‌the‌‌entered‌‌name‌‌server‌‌is‌‌a‌‌fully‌‌                                   
qualified‌ ‌domain‌ ‌name‌ ‌(FQDN),‌ ‌the‌ ‌‌IP‌ ‌Address‌‌ ‌field‌ ‌will‌ ‌be‌ ‌disabled.‌ ‌ 

Default‌‌ 
Connection‌‌ 

Priority‌ ‌ 

Default‌‌Connection‌‌Priority‌‌defines‌‌the‌‌default‌‌priority‌‌group‌‌of‌‌each‌‌WAN‌‌connection‌‌in‌‌                         
resolving‌‌A‌‌records.‌‌It‌‌applies‌‌to‌‌Address‌‌(A)‌‌records‌‌which‌‌have‌‌the‌‌‌Connection‌‌Priority‌‌                           
set‌ ‌to‌ ‌‌Default‌.‌ ‌Please‌ ‌refer‌ ‌to‌ ‌‌Section‌ ‌17.3.9‌‌ ‌for‌ ‌details.‌ ‌ 
The‌ ‌WAN‌ ‌connection(s)‌ ‌with‌‌the‌‌highest‌‌priority‌‌(smallest‌‌number)‌‌will‌ ‌be‌‌chosen.‌‌Those‌‌                         
with‌‌lower‌‌priorities‌‌will‌‌not‌‌be‌‌chosen‌‌in‌‌resolving‌‌A‌‌records‌‌unless‌‌the‌‌higher‌‌priority‌‌ones‌‌                               
become‌ ‌unavailable.‌ ‌ 
To‌ ‌specify‌ ‌the‌ ‌primary‌ ‌and‌ ‌backup‌ ‌connections,‌ ‌click‌ ‌the‌ ‌‌button‌ ‌that‌ ‌corresponds‌ ‌to‌‌                           
Default‌ ‌Connection‌ ‌Priority‌.‌ ‌A‌ ‌selection‌ ‌screen‌ ‌will‌ ‌appear.‌ ‌ 
Each‌‌WAN‌‌connection‌‌is‌‌associated‌‌with‌‌a‌‌priority‌‌number.‌‌Click‌‌Save‌‌to‌‌save‌‌the‌‌settings‌‌                             
when‌ ‌configuration‌ ‌is‌ ‌complete.‌ ‌ 

Domain‌ ‌name‌ ‌  This‌ ‌section‌ ‌shows‌ ‌a‌ ‌list‌ ‌of‌ ‌domain‌ ‌names‌ ‌to‌ ‌be‌ ‌hosted‌ ‌by‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌Each‌‌                               
domain‌‌can‌‌have‌‌its‌‌“NS”,‌‌“MX”‌‌and‌‌“TXT”‌‌records,‌‌and‌‌its‌‌sub-domains’‌‌“A”‌‌and‌‌“CNAME”‌‌                             
records.‌ ‌Add‌ ‌a‌‌new‌‌record‌‌by‌‌clicking‌‌the‌‌‌New‌‌Domain‌‌Name‌ ‌button.‌‌Click‌‌on‌‌a‌‌domain‌‌                               
name‌ ‌to‌ ‌edit.‌ ‌Press‌ ‌the‌ ‌red‌ ‌X‌ ‌to‌ ‌remove‌ ‌a‌ ‌domain‌ ‌name.‌ ‌ 
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‌ 

‌ 
‌ 

This‌‌page‌‌is‌‌for‌‌defining‌‌the‌‌domain’s‌‌SOA,‌‌NS,‌‌MX,‌‌CNAME,‌‌A,‌‌TXT,‌‌and‌‌SRV‌‌records.‌‌Seven‌‌                                 
tables‌ ‌are‌ ‌presented‌ ‌in‌ ‌this‌ ‌page‌ ‌for‌ ‌defining‌ ‌the‌ ‌five‌ ‌types‌ ‌of‌ ‌records‌.‌ ‌ 
‌ 

SOA‌ ‌Records‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
Click‌ ‌on‌ ‌the‌ ‌ ‌icon‌ ‌to‌ ‌choose‌‌whether‌‌to‌‌use‌‌the‌‌pre-defined‌‌default‌‌SOA‌‌record‌‌and‌‌NS‌‌                                 
records.‌‌If‌‌the‌‌option‌‌‌Use‌‌Default‌‌SOA‌‌and‌‌NS‌‌Records‌‌is‌‌selected,‌‌any‌‌changes‌‌made‌‌in‌‌the‌‌                                 
default‌ ‌SOA/NS‌ ‌records‌ ‌will‌ ‌be‌ ‌applied‌ ‌to‌ ‌this‌ ‌domain‌ ‌automatically.‌ ‌Otherwise,‌ ‌select‌ ‌the‌‌                         
option‌ ‌‌Customize‌ ‌SOA‌ ‌Record‌ ‌for‌ ‌this‌ ‌domain‌ ‌to‌ ‌customize‌ ‌this‌ ‌domain's‌ ‌SOA‌ ‌and‌ ‌NS‌‌                           
records.‌ ‌ 
‌ 

‌ 
This‌‌table‌‌displays‌‌the‌‌current‌‌SOA‌‌record.‌‌When‌‌the‌‌option‌‌‌Customize‌‌SOA‌‌Record‌‌for‌‌this‌‌                             
domain‌ ‌is‌ ‌selected,‌ ‌you‌‌can‌‌click‌‌the‌‌link‌‌‌Click‌‌here‌‌to‌‌define‌‌SOA‌‌record‌‌to‌‌create‌‌or‌‌click‌‌                                   
on‌ ‌the‌ ‌‌Name‌ ‌Server‌‌ ‌field‌ ‌to‌ ‌edit‌ ‌the‌ ‌SOA‌ ‌record.‌ ‌ 
In‌ ‌the‌ ‌SOA‌ ‌record,‌ ‌you‌ ‌have‌ ‌to‌ ‌fill‌ ‌out‌ ‌the‌ ‌fields‌ ‌‌Name‌ ‌Server‌,‌ ‌‌Name‌ ‌Server‌ ‌IP‌ ‌Address‌,‌‌                                 
Email‌,‌ ‌‌Refresh‌,‌ ‌‌Retry‌,‌ ‌‌Expire‌,‌ ‌‌Min‌ ‌Time‌,‌ ‌and‌ ‌‌TTL‌.‌ ‌ 
Default‌ ‌values‌ ‌are‌ ‌set‌ ‌for‌ ‌SOA‌ ‌and‌ ‌NS‌ ‌records,‌ ‌ 

 ● Name‌ ‌Server‌ ‌IP‌ ‌Address:‌ ‌‌This‌ ‌is‌‌the‌‌IP‌‌address‌‌of‌‌the‌‌authoritative‌‌name‌‌server.‌‌An‌‌                             
entry‌ ‌in‌ ‌this‌ ‌field‌ ‌is‌ ‌optional.‌ ‌If‌ ‌the‌ ‌Balance‌ ‌is‌ ‌the‌ ‌authoritative‌ ‌name‌ ‌server‌ ‌of‌ ‌the‌‌                               

‌ 

‌ 
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‌ 
domain,‌‌this‌‌field's‌‌value‌‌should‌‌be‌‌the‌‌WAN‌‌connection's‌‌name‌‌server‌‌IP‌‌address‌‌that‌‌                           
is‌‌registered‌‌in‌‌the‌‌DNS‌‌registrar. If‌‌this‌‌field‌‌is‌‌entered,‌‌a‌‌corresponding‌‌A‌‌record‌‌for‌‌the‌‌                               
name‌ ‌server‌ ‌will‌ ‌be‌ ‌created‌ ‌automatically.‌ ‌If‌ ‌it‌ ‌is‌ ‌left‌ ‌blank,‌ ‌the‌‌A‌‌record‌‌for‌‌the‌‌name‌‌                                 
server‌ ‌must‌ ‌be‌ ‌created‌ ‌manually.‌ ‌ 

● E-mail‌:‌‌Defines‌‌the‌‌e-mail‌‌address‌‌of‌‌the‌‌person‌‌responsible‌‌for‌‌this‌‌zone.‌‌Note:‌‌format‌‌                           
should‌ ‌be ‌mailbox-name.domain.com‌, e.g.,‌ ‌‌hostmaster.example.com‌.‌ ‌ 

● Refresh‌:‌‌Indicates‌‌the‌‌length‌‌of‌‌time‌‌(in‌‌seconds)‌‌when‌‌the‌‌slave‌‌will‌‌try‌‌to‌‌refresh‌‌the‌‌                               
zone‌ ‌from‌ ‌the‌ ‌master.‌ ‌ 

● Retry‌:‌‌Defines‌‌the‌‌duration‌‌(in‌‌seconds)‌‌between‌‌retries‌‌if‌‌the‌‌slave‌‌(secondary)‌‌fails‌‌to‌‌                           
contact‌ ‌the‌ ‌master‌ ‌and‌ ‌the‌ ‌refresh‌ ‌(above)‌ ‌has‌ ‌expired.‌ ‌ ‌   

● Expire‌:‌ ‌Indicates‌ ‌the‌ ‌time‌ ‌(in‌ ‌seconds)‌ ‌when‌ ‌the‌ ‌zone‌ ‌data‌ ‌is‌‌no‌‌longer‌‌authoritative.‌‌                           
This‌ ‌option‌ ‌applies‌ ‌to‌ ‌slave‌ ‌DNS‌ ‌servers‌ ‌only.‌ ‌ 

● Min‌ ‌Time‌:‌ ‌Is‌ ‌the‌ ‌negative‌ ‌caching‌ ‌time‌ ‌which‌ ‌defines‌ ‌the‌ ‌time‌ ‌(in‌ ‌seconds)‌ ‌after‌ ‌an‌‌                             
error‌ ‌record‌ ‌is‌ ‌cached.‌ ‌ 

● TTL‌ ‌(Time-to-Live)‌:‌ ‌Defines‌ ‌the‌ ‌duration‌ ‌(in‌ ‌seconds)‌ ‌that‌ ‌the‌ ‌record‌ ‌may‌ ‌be‌ ‌cached.‌ ‌ 
‌ 
‌ 
‌ 

NS‌ ‌Records‌ ‌ 
The‌‌‌NS‌‌Records‌‌table‌‌shows‌‌the‌‌NS‌‌servers‌‌and‌‌TTL‌‌that‌‌correspond‌‌to‌‌the‌‌domain.‌‌The‌‌NS‌‌                                 
record‌ ‌of‌ ‌the‌ ‌name‌ ‌server‌ ‌defined‌ ‌in‌ ‌the‌ ‌SOA‌ ‌record‌ ‌is‌ ‌automatically‌ ‌added‌ ‌here.‌ ‌ 
To‌‌add‌‌a‌‌new‌‌NS‌‌record,‌‌click‌‌the‌‌‌New‌‌NS‌‌Records‌‌‌button‌‌in‌‌the‌‌‌NS‌‌Records‌‌box.‌‌Then‌‌the‌‌                                     
table‌ ‌will‌ ‌expand‌ ‌to‌ ‌look‌ ‌like‌ ‌the‌ ‌following:‌ ‌ 

‌ 
When‌‌creating‌‌an‌‌NS‌‌record‌‌for‌‌the‌‌domain‌‌itself‌‌(not‌‌a‌‌sub-domain),‌‌the‌‌‌Host‌‌field‌‌should‌‌be‌‌                                 
left‌ ‌blank.‌ ‌ 
Enter‌ ‌a‌ ‌name‌ ‌server‌ ‌host‌ ‌name‌ ‌and‌ ‌its‌ ‌IP‌ ‌address‌ ‌into‌ ‌the‌ ‌corresponding‌ ‌boxes.‌ ‌The‌ ‌host‌‌                               
name‌‌can‌‌be‌‌a‌‌non-FQDN‌‌(fully‌‌qualified‌‌domain‌‌name).‌‌Please‌‌be‌‌sure‌‌that‌‌a‌‌corresponding‌‌A‌‌                               
record‌ ‌is‌ ‌created.‌ ‌Click‌ ‌the‌ ‌ ‌button‌ ‌on‌‌the‌‌right‌‌to‌‌finish‌‌and‌‌to‌‌add‌‌other‌‌name‌‌servers.‌‌                                   
Click‌ ‌the‌ ‌‌Save‌‌ ‌button‌ ‌to‌ ‌save‌ ‌your‌ ‌changes.‌ ‌ 

‌ 

‌ 
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‌ 
MX‌ ‌Records‌ ‌ 
The‌‌‌MX‌‌Record‌‌table‌‌shows‌‌the‌‌domain’s‌‌MX‌‌records.‌‌To‌‌add‌‌a‌‌new‌‌MX‌‌record,‌‌click‌‌the‌‌‌New‌‌                                   
MX‌ ‌Records‌ ‌‌button‌ ‌in‌ ‌the‌ ‌‌MX‌ ‌Records‌ ‌box.‌ ‌Then‌ ‌the‌ ‌table‌ ‌will‌ ‌expand‌ ‌to‌ ‌look‌ ‌like‌ ‌the‌‌                                 
following:‌ ‌ 

‌ 

When‌‌creating‌‌an‌‌MX‌‌record‌‌for‌‌the‌‌domain‌‌itself‌‌(not‌‌a‌‌sub-domain),‌‌the‌‌‌Host‌‌field‌‌should‌‌be‌‌                                 
left‌ ‌blank.‌ ‌ 
For‌‌each‌‌record,‌‌‌Priority‌‌‌and‌‌‌Mail‌‌Server‌‌name‌‌must‌‌be‌‌entered.‌‌‌Priority‌‌typically‌‌ranges‌‌from‌‌                             
10‌‌to‌‌100.‌ ‌Smaller‌‌numbers‌‌have‌‌a‌‌higher‌‌priority.‌‌After‌‌finishing‌‌adding‌‌MX‌‌records,‌‌click‌‌the‌‌                               
Save‌‌ ‌button.‌ 
‌ 

CNAME‌ ‌Records‌ ‌ 
The‌‌‌CNAME‌‌Record‌‌table‌‌shows‌‌the‌‌domain’s‌‌CNAME‌‌records.‌‌To‌‌add‌‌a‌‌new‌‌CNAME‌‌record,‌‌click‌‌the‌‌                                 
New‌ ‌CNAME‌ ‌Records‌ ‌‌button‌ ‌in‌ ‌the‌ ‌‌CNAME‌ ‌Record‌ ‌box.‌ ‌Then‌ ‌the‌ ‌table‌ ‌will‌ ‌expand‌‌to‌‌look‌‌like‌‌the‌‌                                   
following:‌ ‌ 

‌ 
When‌ ‌creating‌ ‌a‌ ‌CNAME‌ ‌record‌ ‌for‌ ‌the‌ ‌domain‌ ‌itself‌ ‌(not‌ ‌a‌‌sub-domain),‌‌the‌‌‌Host‌‌field‌‌should‌‌be‌‌left‌‌                                   
blank.‌ ‌ 
The‌‌wildcard‌‌character‌‌“*”is‌‌supported‌‌in‌‌the‌‌‌Host‌‌field.‌‌The‌‌reference‌‌of‌‌".‌domain.name‌"‌‌will‌‌be‌‌returned‌‌                               
for‌ ‌every‌ ‌name‌ ‌ending‌ ‌with‌ ‌".‌domain.name‌"‌ ‌except‌ ‌names‌ ‌that‌ ‌have‌ ‌their‌ ‌own‌ ‌records.‌ ‌ 

‌ 

‌ 
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‌ 
The‌ ‌‌TTL‌‌ ‌field‌ ‌tells‌ ‌the‌ ‌time‌ ‌to‌ ‌live‌ ‌of‌ ‌the‌ ‌record‌ ‌in‌ ‌external‌ ‌DNS‌ ‌caches.‌ ‌ 
‌ 
‌ 

A‌ ‌Records‌ ‌ 
This‌ ‌table‌ ‌shows‌ ‌the‌ ‌A‌ ‌records‌ ‌of‌ ‌the‌ ‌domain‌ ‌name.‌ ‌To‌ ‌add‌ ‌an‌ ‌A‌ ‌record,‌ ‌click‌ ‌the‌ ‌‌New‌ ‌A‌‌                                     
Record‌‌ ‌button.‌ ‌The‌ ‌following‌ ‌screen‌ ‌will‌ ‌appear:‌ ‌ 

‌ 
‌ 

A‌ ‌record‌ ‌may‌ ‌be‌ ‌automatically‌ ‌added‌ ‌for‌ ‌the‌ ‌SOA‌ ‌records‌ ‌with‌ ‌a name‌ ‌server‌ ‌IP‌‌                           
address provided.‌ ‌ 

‌ 

‌ 

A‌ ‌Record‌ ‌ 

Host‌ ‌Name‌ ‌ 
This‌ ‌field‌ ‌specifies‌ ‌the‌ ‌A‌ ‌record‌‌of‌‌this‌‌sub-domain‌‌to‌‌be‌‌served‌‌by‌‌the‌‌Peplink‌‌Balance.‌                               
The‌ ‌wildcard‌ ‌character‌ ‌“*”‌ ‌is‌ ‌supported.‌ ‌The‌ ‌IP‌ ‌addresses‌ ‌of‌ ‌“‌*.domain.name"‌ ‌will‌ ‌be‌‌                         
returned‌ ‌for‌ ‌every‌ ‌name‌ ‌ending‌ ‌with‌ ‌‌".domain.name"‌ ‌except‌ ‌names‌ ‌that‌ ‌have‌ ‌their‌ ‌own‌‌                         
records.‌ ‌ 

TTL‌ ‌ 
This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌time‌ ‌to‌ ‌live‌ ‌of‌ ‌this‌ ‌record‌ ‌in‌ ‌external‌ ‌DNS‌ ‌caches.‌ ‌ 
In‌ ‌order‌ ‌to‌ ‌reflect‌ ‌any‌ ‌dynamic‌ ‌changes‌ ‌on‌ ‌the‌ ‌IP‌ ‌addresses‌ ‌in‌ ‌case‌ ‌of‌ ‌link‌ ‌failure‌‌and‌‌                                 
recovery,‌ ‌this‌ ‌value‌ ‌should‌ ‌be‌ ‌set‌ ‌to‌ ‌a‌ ‌smaller‌ ‌value,‌ ‌e.g.,‌ ‌5‌ ‌secs,‌ ‌60‌ ‌secs,‌ ‌etc.‌ ‌ 

Priority‌ ‌  This‌ ‌option‌ ‌specifies‌ ‌the‌ ‌priority‌ ‌of‌ ‌different‌ ‌connections.‌ ‌ 
Select‌ ‌the ‌Default‌ option‌ ‌to‌ ‌apply‌ ‌the‌ Default‌ ‌Connection‌ ‌Priority ‌(refer‌ ‌to‌ ‌the table‌‌                 
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‌ 

‌ 
PTR‌ ‌Records‌ ‌ 
PTR‌ ‌records‌ ‌are‌ ‌created‌ ‌along‌ ‌with‌ ‌A‌ ‌records‌ ‌pointing‌ ‌to‌ ‌custom‌ ‌IPs.‌ ‌For‌ ‌example,‌ ‌if‌ ‌you‌‌                               
created‌ ‌an‌ ‌A‌ ‌record‌ ‌‌www.mydomain.com‌ ‌pointing‌ ‌to‌ ‌‌11.22.33.44‌,‌ ‌then‌ ‌a‌ ‌PTR‌ ‌record‌‌                       
44.33.22.11.in-addr.arpa‌ ‌pointing‌ ‌to‌ ‌‌www.mydomain.com‌ ‌will‌ ‌also‌ ‌be‌‌created.‌‌When‌‌there‌‌are‌‌                     
multiple‌ ‌host‌ ‌names‌ ‌pointing‌ ‌to‌‌the‌‌same‌‌IP‌‌address,‌‌only‌‌one‌‌PTR‌‌record‌‌for‌‌the‌‌IP‌‌address‌‌                                 
will‌ ‌be‌ ‌created.‌ ‌In‌ ‌order‌ ‌for‌ ‌PTR‌ ‌records‌‌to‌‌function,‌‌you‌‌also‌‌need‌‌to‌‌create‌‌NS‌‌records.‌‌For‌‌                                   
example,‌‌if‌‌the‌‌IP‌‌address‌‌range‌‌‌11.22.33.0‌‌to‌‌‌11.22.33.255‌‌‌is‌‌delegated‌‌to‌‌the‌‌DNS‌‌server‌‌on‌‌                               
the‌ ‌Peplink‌ ‌Balance,‌ ‌you‌ ‌will‌ ‌also‌‌have‌‌to‌‌create‌‌a‌‌domain‌‌‌33.22.11.in-addr.arpa‌‌and‌‌have‌‌its‌‌                             
NS‌‌records‌‌pointing‌‌to‌‌your‌‌DNS‌‌server’s‌‌(the‌‌Peplink‌‌Balance’s)‌‌public‌‌IP‌‌addresses.‌‌With‌‌the‌‌                             
above‌ ‌records‌ ‌created,‌ ‌the‌ ‌PTR‌ ‌record‌ ‌creation‌ ‌is‌ ‌complete.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

TXT‌ ‌Records‌ ‌ 
This‌ ‌table‌ ‌shows‌ ‌the‌ ‌TXT‌ ‌record‌ ‌of‌ ‌the‌ ‌domain‌ ‌name.‌ ‌ 

‌ 

‌ 

shown‌ ‌on‌ ‌the‌ ‌main‌ ‌DNS‌ ‌settings‌ ‌page)‌ ‌to‌ ‌an‌ ‌A‌ ‌record.‌ ‌To‌ ‌customize‌ ‌priorities,‌ ‌choose‌‌                             
the ‌Custom‌ option‌ ‌and‌ ‌a‌ ‌priority‌ ‌selection‌ ‌table‌ ‌will‌ ‌be‌ ‌shown‌ ‌at‌ ‌the‌ ‌bottom. ‌ ‌ 

Included‌ ‌IP‌‌ 
Address(es)‌ ‌ 

This‌‌setting‌‌specifies‌‌lists‌‌of‌‌WAN-specific‌‌Internet‌‌IP‌‌addresses‌‌that‌‌are‌‌candidates‌‌to‌‌be‌‌                           
returned‌ ‌when‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌responds‌ ‌to‌ ‌DNS‌ ‌queries‌ ‌for‌ ‌the‌ ‌domain‌ ‌name‌‌                         
specified‌ ‌by‌ ‌‌Host‌ ‌Name‌.‌ ‌ 
The‌ ‌IP‌ ‌addresses‌ ‌listed‌ ‌in‌ ‌each‌‌box‌‌as‌‌‌default‌‌are‌‌the‌‌Internet‌‌IP‌‌addresses‌‌associated‌‌                             
with‌ ‌each‌ ‌of‌ ‌the‌ ‌WAN‌ ‌connections.‌ ‌Static‌ ‌IP‌ ‌addresses‌‌that‌‌are‌‌not‌‌associated‌‌with‌‌any‌‌                             
WAN‌‌can‌‌be‌‌entered‌‌into‌‌the‌Custom‌‌IP‌‌list.‌ ‌A‌‌PTR‌‌record‌‌is‌‌also‌‌created‌‌for‌‌each‌‌custom‌‌                                   
IP.‌ ‌ 
For‌ ‌WAN‌ ‌connections‌ ‌that‌ ‌operate‌ ‌under‌ ‌drop-in‌ ‌mode,‌ ‌there‌ ‌may‌ ‌be‌ ‌other‌ ‌routable‌ ‌IP‌‌                           
addresses‌ ‌in‌ ‌addition‌ ‌to‌ ‌the‌ ‌default‌ ‌IP‌ ‌address.‌ ‌Therefore,‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌allows‌‌                         
custom‌‌Internet‌‌IP‌‌addresses‌‌to‌‌be‌‌added‌‌manually‌‌via‌‌filling‌‌the‌‌text‌‌box‌‌on‌‌the‌‌right-hand‌‌                               
side‌ ‌and‌ ‌clicking‌ ‌the‌ ‌ ‌ ‌button.‌ ‌ 
Only‌‌the‌‌checked‌‌IP‌‌addresses‌‌in‌‌the‌‌lists‌‌are‌‌candidates‌‌to‌‌be‌‌returned‌‌when‌‌responding‌                             
to‌ ‌a‌ ‌DNS‌ ‌query.‌ ‌ 
If‌ ‌a‌‌WAN‌‌connection‌‌is‌‌down,‌‌the‌‌corresponding‌‌set‌‌of‌‌IP‌‌addresses‌‌will‌ ‌not‌‌be‌‌returned.‌‌                               
However,‌ ‌the‌ ‌IP‌ ‌addresses‌ ‌in‌ ‌the‌ ‌‌Custom‌ ‌IP‌ ‌Address‌‌ ‌field‌ ‌will‌ ‌always‌ ‌be‌ ‌returned.‌ ‌ 
If‌‌the‌‌‌Connection‌‌Priority‌‌field‌‌is‌‌set‌‌to‌‌‌Custom‌,‌‌you‌‌can‌‌also‌‌specify‌‌the‌‌usage‌‌priority‌‌of‌‌                                 
each‌ ‌WAN‌ ‌connection.‌ ‌Only‌ ‌selected‌ ‌IP‌ ‌address(es)‌ ‌of‌ ‌available‌ ‌connection(s)‌ ‌with‌ ‌the‌‌                       
highest‌‌priority,‌‌and‌‌custom‌‌IP‌‌addresses‌‌will‌‌be‌‌returned. By‌‌default,‌‌‌Connection‌‌Priority‌‌                       
is‌ ‌set‌ ‌to‌ ‌‌Default‌. ‌ ‌ 
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‌ 

‌ 
To‌‌add‌‌a‌‌new‌‌TXT‌‌record,‌‌click‌‌the‌‌‌New‌‌TXT‌‌Record‌‌‌button‌‌in‌‌the‌‌‌TXT‌‌Records‌‌box.‌‌Click‌‌the‌‌                                     
Edit‌‌‌button‌‌to‌‌edit‌‌the‌‌record.‌‌The‌‌time-to-live‌‌value‌‌and‌‌the‌‌TXT‌‌record’s‌‌value‌‌can‌‌be‌‌entered.‌‌                                 
Click‌ ‌the‌ ‌‌Save‌‌ ‌button‌ ‌to‌ ‌finish.‌ ‌ 
When‌‌creating‌‌a‌‌TXT‌‌record‌‌for‌‌the‌‌domain‌‌itself‌‌(not‌‌a‌‌sub-domain),‌‌the‌‌‌Host‌‌field‌‌should‌‌be‌‌                                 
left‌ ‌blank.‌ ‌ 
The‌ ‌maximum‌ ‌size‌ ‌of‌ ‌the TXT‌ ‌Value is‌ ‌255‌ ‌bytes.‌ ‌ 
After‌‌editing‌‌the‌‌five‌‌types‌‌of‌‌records,‌‌you‌‌can‌‌leave‌‌the‌‌page‌‌by‌‌simply‌‌going‌‌to‌‌another‌‌section‌‌                                   
of‌ ‌the‌ ‌web‌ ‌admin‌ ‌interface.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

SRV‌ ‌Records‌ ‌ 
To‌ ‌add‌ ‌a‌ ‌new‌ ‌SRV‌ ‌record,‌ ‌click‌ ‌the‌ ‌‌New‌ ‌SRV‌ ‌Record‌ ‌‌button‌ ‌in‌ ‌the‌ ‌‌SRV‌ ‌Records‌‌ ‌box.‌‌ ‌  

‌ 

‌ 
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‌ 
● Service:‌ ‌‌The‌ ‌symbolic‌ ‌name‌ ‌of‌ ‌the‌ ‌desired‌ ‌service. ‌ ‌ 
● Priority‌:‌ ‌Indicates‌ ‌the‌ ‌priority‌ ‌of‌ ‌the‌ ‌target; the‌ ‌smaller‌ ‌the‌ ‌value,‌ ‌the‌ ‌higher‌ ‌the‌ ‌priority.‌ ‌ 
● Weight‌:‌ ‌A relative‌ ‌weight‌ ‌for‌ ‌records‌ ‌with‌ ‌the‌ ‌same‌ ‌priority.‌ ‌ 
● Target‌:‌ ‌The‌ ‌canonical‌ ‌hostname‌ ‌of‌ ‌the‌ ‌machine‌ ‌providing‌ ‌the‌ ‌service.‌ ‌ 
● Port‌:‌ ‌Enter‌ ‌the‌ ‌TCP‌ ‌or‌ ‌UDP‌ ‌port‌ ‌number‌ ‌on‌ ‌which‌ ‌the‌ ‌service‌ ‌is‌ ‌to‌ ‌be‌ ‌found.‌ ‌ 

‌ 
‌ 

Reverse‌ ‌Lookup‌ ‌Zones‌ ‌ 
Reverse‌ ‌lookup‌ ‌zones‌ ‌can‌ ‌be‌ ‌configured‌ ‌in‌ ‌‌Network>Inbound‌ ‌Access>DNS‌ ‌Settings‌.‌ ‌ 

‌ 
Reverse‌ ‌lookup refers‌ ‌to‌ ‌performing‌‌a‌‌DNS‌‌query‌‌to‌‌find‌‌one‌‌or‌‌more‌‌DNS‌‌names‌‌associated‌‌                             
with‌ ‌a‌ ‌given‌ ‌IP‌ ‌address.‌ ‌ 
The‌‌DNS‌‌stores‌‌IP‌‌addresses‌‌in‌‌the‌‌form‌‌of‌‌specially‌‌formatted‌‌names‌‌as‌‌pointer‌‌(PTR)‌‌records‌‌                               
using‌ ‌special‌ ‌domains/zones.‌ ‌The‌ ‌zone‌ ‌is ‌in-addr.arpa‌.‌ ‌ 
To‌ ‌enable‌ ‌DNS‌ ‌clients‌ ‌to‌ ‌perform‌ ‌a‌ ‌reverse‌ ‌lookup‌ ‌for‌ ‌a‌ ‌host,‌ ‌perform‌ ‌two‌ ‌steps:‌ ‌ 

● Create‌ ‌a‌ ‌reverse‌ ‌lookup‌ ‌zone‌ ‌that‌ ‌corresponds‌ ‌to‌ ‌the‌ ‌subnet‌ ‌network‌ ‌address‌ ‌of‌ ‌the‌‌                           
host. ‌ ‌ 
In‌ ‌the‌‌reverse‌‌lookup‌‌zone,‌‌add‌‌a‌‌pointer‌‌(PTR)‌‌resource‌‌record‌‌that‌‌maps‌‌the‌‌host‌‌IP‌‌                               
address‌ ‌to‌ ‌the‌ ‌host‌ ‌name.‌ ‌ 

● Click‌‌the ‌New‌‌Reverse‌‌Lookup‌‌Zone‌ button‌‌and‌‌enter‌‌a‌‌reverse‌‌lookup‌‌zone‌‌name.‌‌If‌‌                         
you‌ ‌are‌ ‌delegated‌ ‌the‌ ‌subnet‌ ‌‌11.22.33.0/24‌,‌ ‌the‌ ‌‌Zone‌ ‌Name‌ ‌should‌ ‌be‌‌                     
33.22.11.in-arpa.add‌r.‌‌PTR‌‌records‌‌for‌‌‌11.22.33.1,‌‌11.22.33.2,‌‌...‌‌11.22.33.254‌‌should‌‌be‌‌                   

‌ 

‌ 
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‌ 
defined‌ ‌in‌ ‌this‌ ‌zone‌ ‌where‌ ‌the‌ ‌host‌ ‌IP‌ ‌numbers‌ ‌are‌ ‌‌1,‌ ‌2,‌ ‌...‌ ‌254‌,‌ ‌respectively.‌ ‌ 

‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

SOA‌ ‌Record‌ ‌ 
You‌‌can‌‌click‌‌the‌‌link ‌Click‌‌here‌‌to‌‌define‌‌SOA‌‌record‌ to‌‌create‌‌or‌‌click on‌‌the‌‌‌Name‌‌Server‌‌                               
field‌ ‌to‌ ‌edit‌ ‌the‌ ‌SOA‌ ‌record.‌ ‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  162‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/
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‌ 
Name‌ ‌Server:‌ Enter‌ ‌the‌ ‌NS‌ ‌record's‌ ‌FQDN‌ ‌server‌ ‌name‌ ‌here. ‌ ‌ 
For‌ ‌example:‌ ‌ 
"ns1.mydomain.com"‌ ‌(equivalent‌ ‌to‌ ‌"www.1stdomain.com.")‌ ‌ 
"ns2.mydomain.com."‌ ‌ 
Email,‌ ‌Refresh,‌ ‌Retry,‌ ‌Expire,‌ ‌Min‌ ‌Time,‌ ‌and‌ ‌TTL‌ ‌‌are‌ ‌entered‌ ‌in‌ ‌the‌ ‌same‌ ‌way‌ ‌as‌ ‌in‌ ‌the‌‌                                 
forward‌ ‌zone.‌ ‌Please‌ ‌refer‌ ‌to‌ ‌‌Section‌ ‌17.3.5‌‌ ‌for‌ ‌details.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

NS‌ ‌Records‌ ‌ 

‌ 

‌ 
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‌ 
‌ 

The‌ ‌NS‌ ‌record‌ ‌of‌ ‌the‌ ‌name‌ ‌server‌ ‌defined‌‌in‌‌the‌‌SOA‌‌record‌‌is‌‌automatically‌‌added‌‌here.‌‌To‌‌                                 
create‌ ‌a‌ ‌new‌ ‌NS‌ ‌record,‌ ‌click‌ ‌the ‌New‌ ‌NS‌ ‌Records‌ button.‌ ‌ ‌ ‌ 
When‌ ‌creating‌ ‌an‌‌NS‌‌record‌‌for‌‌the ‌reverse‌‌lookup‌‌zone‌ itself‌‌(not‌‌a‌‌sub-domain‌‌or‌‌dedicated‌‌                           
zone),‌ ‌the‌ ‌‌Host‌‌ ‌field‌ ‌should‌ ‌be‌ ‌left‌ ‌blank.‌ ‌‌Name‌ ‌Server‌‌ ‌must‌ ‌be‌ ‌a‌ ‌FQDN.‌ ‌ 
‌ 

CNAME‌ ‌Records‌ ‌ 

‌ 
To‌ ‌create‌ ‌a‌ ‌new‌ ‌CNAME‌ ‌record,‌ ‌click‌ ‌the ‌New‌ ‌CNAME‌ ‌Record‌ button.‌ ‌ 
CNAME‌‌records‌‌are‌‌typically‌‌used‌‌for‌‌defining‌‌classless‌‌reverse‌‌lookup‌‌zones. Subnetted‌‌reverse‌‌lookup‌‌                         
zones‌ ‌are‌ ‌further‌ ‌described‌ ‌in ‌RFC‌ ‌2317‌,‌ ‌"Classless‌ ‌IN-ADDR.ARPA‌ ‌delegation."‌ ‌ 
‌ 
‌ 
‌ 
‌ 

PTR‌ ‌Records‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
To‌ ‌create‌ ‌a‌ ‌new‌ ‌PTR‌ ‌record,‌ ‌click‌ ‌the ‌New‌ ‌PTR‌ ‌Record‌ button.‌ ‌ 
For‌ ‌‌Host‌ ‌IP‌ ‌Number‌ field,‌ ‌enter‌ ‌the‌ ‌last‌ ‌integer‌ ‌in‌ ‌the‌ ‌IP‌ ‌address‌ ‌of‌ ‌a‌ ‌PTR‌ ‌record.‌ ‌For‌‌                                 
example.‌ ‌for‌ ‌the‌ ‌IP‌ ‌address ‌11.22.33.44‌,‌ ‌where‌ ‌the‌ ‌reverse‌ ‌lookup‌ ‌zone‌‌                   
is ‌33.22.11.in-arpa.addr‌,‌ ‌the‌ ‌‌Host‌ ‌IP‌ ‌Number‌‌ ‌should‌ ‌be ‌44‌.‌ ‌ 
The‌ ‌‌Points‌‌To‌ field‌‌defines‌‌the‌‌host‌‌name‌‌which‌‌the‌‌PTR‌‌record‌‌should‌‌be‌‌pointed‌‌to. It‌‌must‌‌                               
be‌ ‌a‌ ‌FQDN.‌ ‌ 
‌ 
‌ 

DNS‌ ‌Record‌ ‌Import‌ ‌Wizard‌ ‌ 
At‌‌the‌‌bottom‌‌of‌‌the‌‌DNS‌‌settings‌‌page,‌‌the‌‌link‌‌‌Import‌‌records‌‌via‌‌zone‌‌transfer…‌is‌‌used‌‌to‌‌                                 
import‌ ‌DNS‌ ‌record‌ ‌using‌ ‌an‌ ‌import‌ ‌wizard.‌‌ ‌  

‌ 
● Select‌ ‌‌Next‌ ‌>>‌‌ ‌to‌ ‌continue.‌ ‌ 

‌ 

‌ 
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‌ 
● In‌ ‌the‌ ‌‌Target‌ ‌DNS‌ ‌Server‌ ‌IP‌ ‌Address‌ ‌‌field,‌ ‌enter‌ ‌the‌ ‌IP‌ ‌address‌ ‌of‌ ‌the‌ ‌DNS‌ ‌server.‌ ‌ 
● In‌ ‌the‌ ‌‌Transfer‌ ‌via…‌field,‌ ‌choose‌ ‌the‌ ‌connection‌ ‌which‌ ‌you‌ ‌would‌ ‌like‌ ‌to‌ ‌transfer‌‌                         

through.‌ ‌ 
● Select‌ ‌‌Next‌ ‌>>‌ ‌‌to‌ ‌continue.‌ ‌ 

‌ 
● In‌ ‌the‌ ‌blank‌ ‌space,‌ ‌enter‌ ‌the‌ ‌‌Domain‌ ‌Names‌ ‌(Zones)‌ ‌which‌‌you‌‌would‌‌like‌‌to‌‌assign‌‌                             

the‌ ‌IP‌ ‌address‌ ‌entered‌ ‌in‌ ‌the‌ ‌previous‌ ‌step.‌ ‌Enter‌ ‌one‌ ‌domain‌ ‌name‌ ‌per‌ ‌line.‌ ‌ 
● Select‌ ‌‌Next‌ ‌>>‌ ‌‌to‌ ‌continue.‌ ‌ 

‌ 

‌ 

Important‌ ‌Note‌ ‌ 

If‌‌you‌‌have‌‌entered‌‌domain(s)‌‌which‌‌already‌‌exist‌‌in‌‌your‌‌settings,‌‌a‌‌warning‌‌message‌‌will‌‌appear.‌‌Select‌‌‌Next‌‌>>‌‌                                     
to‌ ‌overwrite‌ ‌the‌ ‌existing‌ ‌record‌ ‌or‌ ‌‌<<‌ ‌Back‌ ‌‌to‌ ‌go‌ ‌back‌ ‌to‌ ‌the‌ ‌previous‌ ‌step.‌ ‌ 
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‌ 

‌ 

‌ 
After‌‌the‌‌zone‌‌records‌‌process‌‌have‌‌been‌‌fetched,‌‌the‌‌fetch‌‌results‌‌would‌‌be‌‌shown‌‌as‌‌above.‌‌                               
You‌ ‌can‌ ‌view‌ ‌import‌ ‌details‌ ‌by‌ ‌clicking‌ ‌the‌ ‌corresponding‌ ‌hyperlink‌ ‌on‌ ‌the‌ ‌right-hand‌ ‌side.‌ ‌ 

‌ 

‌ 

‌ 
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‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

13.6 NAT‌ ‌Mappings‌ ‌ 

The‌‌Peplink‌‌Balance‌‌allows‌‌the‌‌IP‌‌address‌‌mapping‌‌of‌‌all‌‌inbound‌‌and‌‌outbound‌‌NATed‌‌traffic‌‌                             
to‌ ‌and‌ ‌from‌ ‌an‌ ‌internal‌ ‌client‌ ‌IP‌ ‌address.‌ ‌ 
NAT‌ ‌mappings‌ ‌can‌ ‌be‌ ‌configured‌ ‌at‌ ‌‌Network>NAT‌ ‌Mappings‌.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

To‌ ‌add‌ ‌a‌ ‌rule‌ ‌for‌ ‌NAT‌ ‌mappings,‌ ‌click‌ ‌‌Add‌ ‌NAT‌ ‌Rule‌ ‌‌and‌ ‌the‌ ‌following‌ ‌screen‌ ‌will‌ ‌be‌ ‌displayed:‌ ‌ 

‌ 

‌ 

‌ 

NAT‌ ‌Mapping‌ ‌Settings‌ ‌ 

LAN‌‌ 
Client(s)‌ ‌ 

NAT‌‌Mapping‌‌rules‌‌can‌‌be‌‌defined‌‌for‌‌a‌‌single‌‌LAN‌ ‌IP‌‌Address‌,‌‌an‌‌IP‌‌Range‌,‌‌or‌‌an‌‌‌IP‌‌                                   
Network‌.‌ ‌ 

Address‌ ‌ 
This‌ ‌refers‌ ‌to‌ ‌the‌ ‌LAN‌ ‌host’s‌ ‌private‌ ‌IP‌ ‌address.‌ ‌The‌ ‌system‌ ‌maps‌ ‌this‌ ‌address‌ ‌to‌ ‌a‌‌                               
number‌ ‌of‌ ‌public‌ ‌IP‌ ‌addresses‌ ‌(specified‌ ‌below)‌ ‌in‌ ‌order‌ ‌to‌ ‌facilitate‌ ‌inbound‌ ‌and‌‌                         
outbound‌ ‌traffic.‌ ‌This‌ ‌option‌ ‌is‌ ‌only‌ ‌available‌ ‌when‌‌ ‌IP‌ ‌Address‌‌ ‌is‌ ‌selected.‌ ‌ 

Range‌ ‌ 
The‌‌IP‌‌range‌‌is‌‌a‌‌contiguous‌‌group‌‌of‌‌private‌‌IP‌‌addresses‌‌used‌‌by‌‌the‌‌LAN‌‌host.‌‌The‌‌                                 
system‌ ‌maps‌ ‌these‌ ‌addresses‌ ‌to‌‌a‌‌number‌‌of‌‌public‌‌IP‌‌addresses‌‌(specified‌‌below)‌‌to‌‌                           
facilitate‌ ‌outbound‌ ‌traffic.‌ ‌This‌ ‌option‌ ‌is‌ ‌only‌ ‌available‌ ‌when‌‌ ‌IP‌ ‌Range‌‌ ‌is‌ ‌selected.‌ ‌ 
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‌ 

Click‌ ‌‌Save‌‌ ‌to‌ ‌save‌ ‌the‌ ‌settings‌ ‌when‌ ‌configuration‌ ‌has‌ ‌been‌ ‌completed.‌ ‌ 

‌ 

‌ 
‌ 

13.7 MediaFast‌ ‌ 

MediaFast‌ ‌settings‌ ‌can‌ ‌be‌ ‌configured‌ ‌by‌ ‌navigating‌ ‌to‌ ‌‌Network‌ ‌>‌ ‌MediaFast‌.‌ ‌ 
‌ 

Setting‌ ‌Up‌ ‌MediaFast‌ ‌Content‌ ‌Caching‌ ‌ 

To‌ ‌access‌ ‌MediaFast‌ ‌content‌ ‌caching‌ ‌settings,‌ ‌select‌ ‌‌Network‌ ‌>‌ ‌MediaFast‌.‌ ‌ 

‌ 

‌ 

Network‌ ‌ 
The‌‌IP‌‌network‌‌refers‌‌to‌‌all‌ ‌private‌‌IP‌‌addresses‌‌and‌‌ranges‌‌managed‌‌by‌‌the‌‌LAN‌‌host.‌‌                               
The‌‌system‌‌maps‌‌these‌‌addresses‌‌to‌‌a‌‌number‌‌of‌‌public‌‌IP‌‌addresses‌‌(specified‌‌below)‌‌                           
to‌ ‌facilitate‌ ‌outbound‌ ‌traffic.‌ ‌This‌ ‌option‌ ‌is‌ ‌only‌ ‌available‌ ‌when‌‌ ‌IP‌ ‌Network‌‌ ‌is‌ ‌selected.‌ ‌ 

Inbound‌‌ 
Mappings‌ ‌ 

This‌‌setting‌‌specifies‌‌the‌‌WAN‌‌connections‌‌and‌‌corresponding‌‌WAN-specific‌‌Internet‌‌IP‌‌                     
addresses‌ ‌on‌ ‌which‌ ‌the‌ ‌system‌ ‌should‌ ‌bind.‌ ‌Any‌ ‌access‌ ‌to‌ ‌the‌ ‌specified‌ ‌WAN‌‌                         
connection(s)‌ ‌and‌‌IP‌‌address(es)‌‌will‌ ‌be‌‌forwarded‌‌to‌‌the‌‌LAN‌‌host.‌‌This‌‌option‌‌is‌‌only‌‌                             
available‌ ‌when‌‌ ‌IP‌ ‌Address‌‌ ‌is‌ ‌selected‌ ‌in‌ ‌the‌ ‌‌LAN‌ ‌Client(s)‌‌ ‌field.‌ ‌ 
‌ 

Note‌ ‌1:‌ ‌Inbound‌ ‌mapping‌ ‌is‌ ‌not‌ ‌needed‌ ‌for‌ ‌WAN‌ ‌connections‌ ‌in‌ ‌drop-in‌ ‌mode‌ ‌or‌ ‌IP‌‌                             
forwarding‌ ‌mode.‌ ‌ 
‌ 

Note‌ ‌2:‌ ‌Each‌ ‌WAN‌ ‌IP‌ ‌address‌ ‌can‌ ‌be‌ ‌associated‌ ‌to‌ ‌one‌ ‌NAT‌ ‌mapping‌ ‌only.‌ ‌ 

Outbound‌‌ 
Mappings‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌‌WAN‌‌IP‌‌addresses‌‌should‌‌be‌‌used‌‌when‌‌an‌‌IP‌‌connection‌‌is‌‌                             
made‌ ‌from‌ ‌a‌ ‌LAN‌ ‌host‌ ‌to‌ ‌the‌ ‌Internet.‌ ‌ 
‌ 

Each‌ ‌LAN‌ ‌host‌ ‌in‌ ‌an‌ ‌IP‌ ‌range‌ ‌or‌ ‌IP‌ ‌network‌ ‌will‌ ‌be‌ ‌evenly‌ ‌mapped‌ ‌to‌ ‌one‌ ‌of‌ ‌each‌‌                                   
selected‌‌WAN's‌‌IP‌‌addresses‌‌(for‌‌better‌‌IP‌‌address‌‌utilization)‌‌in‌‌a‌‌persistent‌‌manner‌‌(for‌‌                           
better‌ ‌application‌ ‌compatibility).‌‌ ‌  
‌ 

Note‌‌1:‌‌If‌‌you‌‌do‌‌not‌‌want‌‌to‌‌use‌‌a‌‌specific‌‌WAN‌‌for‌‌outgoing‌‌accesses,‌‌you‌‌should‌‌still‌‌                                   
choose‌‌default‌‌here,‌‌then‌‌customize‌‌the‌‌outbound‌‌access‌‌rule‌‌in‌‌the‌‌‌Outbound‌‌Policy‌‌                         
section.‌ ‌ 
‌ 

Note‌ ‌2:‌ ‌WAN‌ ‌connections‌ ‌in‌ ‌drop-in‌ ‌mode‌ ‌or‌ ‌IP‌ ‌forwarding‌ ‌mode‌ ‌are‌ ‌not‌ ‌shown‌ ‌here.‌ ‌ 

Important‌ ‌Note‌ ‌ 
Inbound‌ ‌firewall‌ ‌rules‌ ‌override‌ ‌inbound‌ ‌mapping‌ ‌settings.‌ ‌ 
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‌ 
‌ 

‌ 
‌ 

The‌ ‌‌Secure‌ ‌Content‌ ‌Caching‌ ‌menu‌ ‌operates‌ ‌identically‌‌to‌‌the‌‌‌MediaFast‌‌menu,‌‌except‌‌it‌‌is‌‌                           
for‌ ‌secure‌ ‌content‌ ‌cachting‌ ‌accessible‌ ‌through‌ ‌https://.‌ ‌ 
In‌‌order‌‌for‌‌Mediafast‌‌devices‌‌to‌‌cache‌‌and‌‌deliver‌‌HTTPS‌‌content,‌‌every‌‌client‌‌needs‌‌to‌‌have‌‌                               
the‌ ‌necessary‌ ‌certificates‌ ‌installed*.‌ ‌ 
‌ 

‌ 

‌ 

MediaFast‌ ‌ 

Enable‌ ‌  Click‌ ‌the‌ ‌checkbox‌ ‌to‌ ‌enable‌ ‌MediaFast‌ ‌content‌ ‌caching.‌ ‌ 

Domains‌ ‌/‌ ‌IP‌‌ 
Addresses‌ ‌ 

Choose‌ ‌to‌ ‌‌Cache‌ ‌on‌ ‌all‌ ‌domains‌,‌ ‌or‌ ‌enter‌ ‌domain‌ ‌names‌ ‌and‌ ‌then‌ ‌choose‌ ‌either‌‌                           
Whitelist‌ ‌(cache‌ ‌the‌ ‌specified‌ ‌domains‌ ‌only)‌ ‌or‌ ‌‌Blacklist‌ ‌(do‌ ‌not‌ ‌cache‌ ‌the‌ ‌specified‌‌                         
domains).‌ ‌ 

Source‌ ‌IP‌‌ 
Subnet‌ ‌ 

This‌ ‌setting‌ ‌allows‌ ‌caching‌ ‌to‌ ‌be‌ ‌enabled‌ ‌on‌ ‌custom‌ ‌subnets‌ ‌only.‌ ‌ 
 ‌If‌ ‌"Any"‌ ‌is‌ ‌selected,‌ ‌then‌ ‌caching‌ ‌will‌ ‌apply‌ ‌to‌ ‌all‌ ‌subnets.‌ ‌ 
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‌ 
*See‌ ‌‌https://forum.peplink.com/t/certificate-installation-for-mediafast-https-caching/‌ ‌ 
‌ 

‌ 

‌ 

Viewing‌ ‌MediaFast‌ ‌Statistics‌ ‌ 

To‌ ‌get‌ ‌details‌ ‌on‌ ‌storage‌ ‌and‌ ‌bandwidth‌ ‌usage,‌ ‌select‌‌ ‌‌Status>MediaFast‌.‌ ‌ 

‌ 

‌ 

Cache‌ ‌Control‌ ‌ 

Content‌ ‌Type‌ ‌  Check‌‌these‌‌boxes‌‌to‌‌cache‌‌the‌‌listed‌‌content‌‌types‌‌or‌‌leave‌‌boxes‌‌unchecked‌‌to‌‌disable‌‌                             
caching‌ ‌for‌ ‌the‌ ‌listed‌ ‌types.‌ ‌ 

Cache‌ ‌Lifetime‌‌ 
Settings‌ ‌ 

Enter‌ ‌a‌ ‌file‌‌extension,‌‌such‌‌as‌‌JPG‌‌or‌‌DOC.‌‌Then‌‌enter‌‌a‌‌lifetime‌‌in‌‌days‌‌to‌‌specify‌‌how‌‌                                   
long‌‌files‌‌with‌‌that‌‌extension‌‌will‌ ‌be‌‌cached.‌‌Add‌‌or‌‌delete‌‌entries‌‌using‌‌the‌‌controls‌‌on‌‌the‌‌                                 
right.‌ ‌ 
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‌ 

‌ 

Prefetch‌ ‌Schedule‌ ‌ 

Content‌ ‌prefetching‌ ‌allows‌ ‌you‌ ‌to‌ ‌download‌‌content‌‌on‌‌a‌‌schedule‌‌that‌‌you‌‌define,‌‌which‌‌can‌‌                             
help‌ ‌to‌ ‌preserve‌ ‌network‌ ‌bandwidth‌ ‌during‌ ‌busy‌ ‌times‌ ‌and‌ ‌keep‌ ‌costs‌ ‌down.‌ ‌To‌ ‌access‌‌                           
MediaFast‌ ‌content‌ ‌prefetching‌ ‌settings,‌ ‌select‌ ‌‌Network‌ ‌>‌ ‌MediaFast‌ ‌>‌ ‌Prefetch‌ ‌Schedule‌.‌ ‌ 
‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

Prefetch‌ ‌Schedule‌ ‌Settings‌ ‌ 

Name‌ ‌  This‌ ‌field‌ ‌displays‌ ‌the‌ ‌name‌ ‌given‌ ‌to‌ ‌the‌ ‌scheduled‌ ‌download.‌ ‌ 

Status‌ ‌  Check‌ ‌the‌ ‌status‌ ‌of‌ ‌your‌ ‌scheduled‌ ‌download‌ ‌here.‌ ‌ 

Next‌ ‌Run‌‌ 
Time/Last‌ ‌Run‌‌ 

Time‌ ‌ 
These‌ ‌fields‌ ‌display‌ ‌the‌ ‌date‌ ‌and‌ ‌time‌ ‌of‌ ‌the‌ ‌next‌ ‌and‌ ‌most‌ ‌recent‌ ‌occurrences‌ ‌of‌ ‌the‌‌                               
scheduled‌ ‌download.‌ ‌ 

Last‌ ‌Duration‌ ‌ 
Check‌ ‌this‌ ‌field‌ ‌to‌ ‌ensure‌ ‌that‌ ‌the‌ ‌most‌ ‌recent‌ ‌download‌ ‌took‌ ‌as‌ ‌long‌ ‌as‌ ‌expected‌ ‌to‌‌                               
complete.‌ ‌A‌ ‌value‌ ‌that‌ ‌is‌ ‌too‌ ‌low‌ ‌might‌ ‌indicate‌ ‌an‌ ‌incomplete‌ ‌download‌ ‌or‌ ‌incorrectly‌‌                           
specified‌ ‌download‌ ‌target,‌ ‌while‌ ‌a‌ ‌value‌ ‌that‌‌is‌‌too‌‌long‌‌could‌‌mean‌‌a‌‌download‌‌with‌‌an‌‌                               
incorrectly‌ ‌specified‌ ‌target‌ ‌or‌ ‌stop‌ ‌time.‌ ‌ 

Result‌ ‌  This‌ ‌field‌ ‌indicates‌ ‌whether‌ ‌downloads‌ ‌are‌ ‌in‌ ‌progress‌ ‌(‌ ‌)‌ ‌or‌ ‌complete‌ ‌(‌ ‌ ‌).‌ ‌ 

Last‌ ‌Download‌ 
Check‌ ‌this‌ ‌field‌ ‌to‌ ‌ensure‌ ‌that‌ ‌the‌ ‌most‌ ‌recent‌ ‌download‌ ‌file‌ ‌size‌‌is‌‌within‌‌the‌‌expected‌‌                               
range.‌ ‌A‌ ‌value‌ ‌that‌ ‌is‌ ‌too‌ ‌low‌ ‌might‌ ‌indicate‌ ‌an‌ ‌incomplete‌ ‌download‌ ‌or‌ ‌incorrectly‌‌                           
specified‌ ‌download‌ ‌target,‌ ‌while‌ ‌a‌ ‌value‌ ‌that‌‌is‌‌too‌‌long‌‌could‌‌mean‌‌a‌‌download‌‌with‌‌an‌‌                               
incorrectly‌ ‌specified‌ ‌target‌ ‌or‌ ‌stop‌ ‌time.‌ ‌This‌ ‌field‌ ‌is‌ ‌also‌‌useful‌‌for‌‌quickly‌‌seeing‌‌which‌‌                             
downloads‌ ‌are‌ ‌consuming‌ ‌the‌ ‌most‌ ‌storage‌ ‌space.‌ ‌ 

Actions‌ ‌ 

To‌ ‌begin‌ ‌a‌ ‌scheduled‌ ‌download‌ ‌immediately,‌ ‌click‌ ‌ .‌ ‌ 

To‌ ‌cancel‌ ‌a‌ ‌scheduled‌ ‌download,‌ ‌click‌ ‌ .‌ ‌ 

To‌ ‌edit‌ ‌a‌ ‌scheduled‌ ‌download,‌ ‌click‌ ‌ .‌ ‌ 

To‌ ‌delete‌ ‌a‌ ‌scheduled‌ ‌download,‌ ‌click‌ ‌ .‌ ‌ 

New‌ ‌Schedule‌ ‌ 
Click‌ ‌to‌ ‌begin‌ ‌creating‌ ‌a‌ ‌new‌ ‌scheduled‌ ‌download.‌ ‌Clicking‌ ‌the‌ ‌button‌ ‌will‌ ‌cause‌ ‌the‌‌                           
following‌ ‌screen‌ ‌to‌ ‌appear:‌ ‌ 
‌ 
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‌ 

‌ 
‌   

‌ 

‌ 

‌ 
Simply‌ ‌provide‌ ‌the‌ ‌requested‌ ‌information‌ ‌to‌ ‌create‌ ‌your‌ ‌schedule.‌ ‌ 

Clear‌ ‌Web‌‌ 
Cache‌ ‌  Click‌ ‌to‌ ‌clear‌ ‌all‌ ‌cached‌ ‌content.‌ ‌Note‌ ‌that‌ ‌this‌ ‌action‌ ‌cannot‌ ‌be‌ ‌undone.‌ ‌ 

Clear‌ ‌Statistics‌  Click‌ ‌to‌ ‌clear‌ ‌all‌ ‌prefetch‌ ‌and‌ ‌status‌ ‌page‌ ‌statistics.‌ ‌ 
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13.8 ContentHub‌ 

ContentHub‌ ‌allows‌ ‌you‌ ‌to‌ ‌deliver‌ ‌webpages‌ ‌and‌ ‌applications‌ ‌to‌‌users‌‌connected‌‌to‌‌the‌‌SSID‌‌                           
using‌ ‌the‌‌local‌‌storage‌‌on‌‌your‌‌router.‌‌Users‌‌will‌‌be‌‌able‌‌to‌‌access‌‌news,‌‌articles,‌‌videos,‌‌and‌‌                                 
access‌ ‌your‌ ‌web‌ ‌app‌ ‌without‌ ‌the‌ ‌need‌ ‌for‌ ‌internet‌ ‌access.‌ ‌ 
The‌ ‌ContentHub‌ ‌can‌ ‌be‌ ‌used‌ ‌to‌ ‌provide‌ ‌infotainment‌ ‌to‌ ‌connected‌ ‌users‌ ‌on‌ ‌transport.‌ ‌ 
‌ 

ContentHub‌‌storage‌‌needs‌‌to‌‌be‌‌configured‌‌before‌‌content‌‌can‌‌be‌‌uploaded‌‌to‌‌the‌‌ContentHub.‌‌                           
Click‌ ‌on‌ ‌the‌ ‌link‌ ‌on‌ ‌the‌ ‌information‌ ‌panel‌ ‌to‌ ‌configure‌ ‌storage.‌ ‌ 

‌ 
To‌ ‌access‌ ‌ContentHub,‌ ‌navigate‌ ‌to‌ ‌‌Network‌ ‌>‌ ‌ContentHub‌ ‌‌and‌‌ ‌‌check‌ ‌the‌ ‌‌Enable‌‌ ‌box.:‌ ‌ 

‌ 
On‌ ‌an‌ ‌external‌ ‌server,‌ ‌configure‌ ‌content‌ ‌(a‌ ‌website‌ ‌or‌ ‌application)‌ ‌that‌ ‌will‌ ‌be‌ ‌synced‌ ‌to‌ ‌the‌‌                               
ContentHub.‌ ‌For‌ ‌example,‌ ‌an‌ ‌html5‌ ‌website.‌ ‌ 
‌ 

To‌ ‌configure‌ ‌a‌ ‌website‌ ‌or‌ ‌application‌ ‌as‌ ‌content,‌ ‌follow‌ ‌the‌ ‌steps‌ ‌below.‌ ‌ 
‌ 
‌ 

Configure‌ ‌a‌ ‌website‌ ‌for‌ ‌the‌ ‌ContentHub‌‌ ‌  
This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌sync‌ ‌a‌ ‌website‌ ‌to‌ ‌the‌ ‌Peplink‌ ‌router.‌ ‌This‌ ‌website‌ ‌will‌ ‌then‌ ‌be‌‌                                 
published‌‌with‌‌the‌‌specified‌‌domain‌‌from‌‌the‌‌router‌‌itself‌‌and‌‌makes‌‌the‌‌content‌‌available‌‌to‌‌the‌‌                               
client‌ ‌via‌ ‌the‌ ‌HTTP/HTTPS‌ ‌protocol.‌‌ ‌  
Only‌ ‌FTP‌ ‌sync‌ ‌is‌ ‌supported‌ ‌for‌ ‌this‌ ‌type‌ ‌of‌ ‌ContentHub‌ ‌content.‌‌ ‌  
The‌ ‌content‌ ‌should‌ ‌be‌ ‌uploaded‌ ‌to‌ ‌an‌ ‌FTP‌ ‌server‌ ‌before‌ ‌you‌ ‌sync‌ ‌it‌ ‌with‌ ‌ContentHub.‌‌ ‌  
‌ 

Click‌ ‌‌New‌ ‌Website‌‌ ‌and‌ ‌a‌ ‌window‌ ‌with‌ ‌the‌ ‌following‌ ‌configuration‌ ‌options‌ ‌will‌ ‌appear:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

‌ 

‌ 

‌ 

Schedule‌ ‌ 

Active‌ ‌  Checking‌ ‌the‌ ‌box‌ ‌toggles‌ ‌the‌ ‌activation‌ ‌of‌ ‌the‌ ‌content.‌ ‌ 

Type‌ ‌  Select‌ ‌the‌ ‌type‌ ‌of‌ ‌content:‌ ‌Website‌ ‌or‌ ‌Application.‌‌ ‌  

Protocol‌ ‌  Configure‌ ‌the‌ ‌protocol‌ ‌to‌ ‌be‌ ‌used:‌ ‌HTTP,‌ ‌HTTPS‌ ‌or‌ ‌both.‌ ‌ 

Domain/Path‌ ‌ 
Enter‌ ‌the‌ ‌URL‌ ‌for‌ ‌the‌ ‌ContenHub‌ ‌to‌ ‌use‌ ‌as‌ ‌the‌ ‌domain‌ ‌name‌ ‌for‌ ‌client‌‌                           

access‌ ‌(such‌ ‌as‌ ‌http://mytest.com).‌ ‌ 

Method‌ ‌  Only‌‌applicable‌‌for‌‌‌Application‌‌type‌‌content.‌‌Choose‌‌between‌‌sync‌‌or‌‌file‌‌                     
upload.‌ ‌ 

Source‌ ‌  Enter‌ ‌the‌ ‌details‌ ‌of‌ ‌the‌ ‌server‌ ‌that‌ ‌the‌ ‌content‌ ‌will‌ ‌be‌ ‌downloaded‌ ‌from.‌‌                         
Enter‌ ‌credentials‌ ‌under‌ ‌‌Username‌‌ ‌and‌ ‌‌Password‌.‌ ‌ 

Period‌ ‌  This‌ ‌field‌ ‌determines‌ ‌how‌ ‌often‌ ‌the‌ ‌router‌ ‌will‌ ‌search‌ ‌for‌ ‌updates‌ ‌to‌ ‌the‌‌                         
source‌ ‌content.‌‌ ‌  

Bandwidth‌‌ 
Limit‌ ‌  Set‌ ‌a‌ ‌bandwidth‌ ‌limit‌ ‌for‌ ‌clients.‌ ‌ 
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‌ 
Click‌ ‌“‌Save‌ ‌&‌ ‌Apply‌ ‌Now‌”‌ ‌to‌ ‌activate‌ ‌the‌ ‌changes.‌ ‌A‌ ‌screenshot‌ ‌of‌ ‌the‌ ‌display‌ ‌after‌‌                             
configuration‌ ‌is‌ ‌shown‌ ‌below:‌     

‌ 
The‌‌content‌‌will‌‌be‌‌synced‌‌regularly‌‌according‌‌to‌‌the‌‌time‌‌set‌‌in‌‌the‌‌‌Period‌‌‌that‌‌was‌‌configured‌‌                                 
earlier.‌‌ ‌  

If‌‌you‌‌want‌‌to‌‌activate‌‌the‌‌sync‌‌manually,‌‌you‌‌can‌‌click‌‌the‌‌“‌ ”‌‌icon.‌‌The‌‌“Status”‌‌column‌‌                                 
will‌ ‌display‌ ‌the‌ ‌sync‌ ‌progress.‌ ‌When‌ ‌the‌ ‌sync‌ ‌is‌ ‌completed,‌ ‌a‌ ‌summary‌ ‌will‌‌be‌‌displayed,‌‌as‌‌                               
shown‌ ‌in‌ ‌the‌ ‌screenshot‌ ‌below:‌ ‌ 

‌ 
To‌ ‌access‌ ‌the‌ ‌content,‌ ‌open‌ ‌a‌ ‌browser‌ ‌in‌ ‌the‌ ‌MFA’s‌ ‌client‌ ‌and‌ ‌enter‌ ‌the‌ ‌domain‌ ‌details‌ ‌that‌‌                                 
were‌ ‌configured‌ ‌earlier‌ ‌(such‌ ‌as‌ ‌‌http://mytest.com‌).‌‌ ‌  
‌ 

Configure‌ ‌an‌ ‌application‌ ‌for‌ ‌the‌ ‌ContentHub‌‌ ‌  

MediaFast‌ ‌routers‌ ‌allow‌ ‌you‌ ‌to‌ ‌configure‌ ‌and‌ ‌publish‌ ‌any‌ ‌application‌ ‌from‌‌the‌‌router‌‌itself‌‌by‌‌                             
using‌ ‌one‌ ‌of‌ ‌the‌ ‌supported‌ ‌frameworks‌ ‌below:‌‌ ‌  

● Python‌ ‌(version‌ ‌2.7.12)‌ ‌ 
● Ruby‌ ‌(version‌ ‌2.3.3)‌‌ ‌  
● Node.js‌ ‌(version‌ ‌6.9.2)‌ ‌ 

‌ 
Install‌ ‌the‌ ‌desired‌ ‌framework‌ ‌under‌ ‌“Package‌ ‌Manager”‌ ‌as‌ ‌shown‌ ‌below:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

After‌ ‌installing‌ ‌the‌ ‌framework,‌ ‌change‌ ‌the‌ ‌”Type”‌ ‌to‌ ‌“Application”‌ ‌and‌ ‌configure‌ ‌the‌ ‌website.‌ ‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

The‌ ‌setting‌ ‌is‌ ‌the‌ ‌same‌ ‌as‌ ‌the‌ ‌Website‌ ‌type‌ ‌(refer‌ ‌to‌ ‌the‌ ‌description‌ ‌in‌ ‌the‌ ‌section‌ ‌above).‌ ‌ 
‌ 

Application‌ ‌type‌ ‌content‌ ‌need‌ ‌to‌ ‌be‌ ‌packed‌ ‌as‌ ‌explained‌ ‌below:‌ ‌ 
1. Implement‌ ‌two‌‌bash‌‌script‌‌files,‌‌start.sh‌‌and‌‌stop.sh‌‌in‌‌the‌‌root‌‌folder,‌‌to‌‌start‌‌and‌‌stop‌‌                               

your‌ ‌application.‌ ‌The‌ ‌MediaFast‌ ‌router‌ ‌will‌ ‌only‌‌execute‌‌start.sh‌‌and‌‌stop.sh‌‌when‌‌the‌‌                         
corresponding‌ ‌website‌ ‌is‌ ‌enabled‌ ‌and‌ ‌disabled‌ ‌respectively.‌ ‌ 

2. Compress‌ ‌the‌ ‌application‌ ‌files‌ ‌and‌ ‌the‌ ‌bash‌ ‌script‌ ‌to‌ ‌.tar.gz‌ ‌format.‌ ‌ 
3. Upload‌ ‌this‌ ‌tar‌ ‌file‌ ‌to‌ ‌the‌ ‌router.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

MDM‌ ‌Settings‌ ‌ 

In‌ ‌addition‌ ‌to‌ ‌performing‌ ‌content‌ ‌caching,‌ ‌MediaFast-enabled‌ ‌routers‌ ‌can‌ ‌also‌ ‌serve‌ ‌as‌ ‌an‌‌                         
MDM,‌ ‌administrating‌ ‌to‌ ‌client‌ ‌devices.‌ ‌To‌‌access‌‌MDM‌‌Settings,‌‌navigate‌‌to‌‌‌Network‌‌>‌‌MDM‌‌                           

‌ 

‌ 
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‌ 
Settings‌:‌ ‌ 

‌ 
‌ 

‌ 
Please‌ ‌refer‌ ‌to‌ ‌the‌ ‌knowledgebase‌ ‌for‌ ‌information‌ ‌about‌ ‌enrolling‌ ‌client‌ ‌devices‌ ‌to‌ ‌MDM:‌ ‌ 
https://forum.peplink.com/t/how-to-enroll-a-device-to-the-mdm-server/8454‌ ‌ 
‌ 

Docker‌ ‌ 

MediaFast‌ ‌enabled‌ ‌routers‌ ‌can‌ ‌host‌ ‌Docker‌ ‌containers‌ ‌when‌ ‌running‌ ‌Firmware‌ ‌7.1‌ ‌or‌ ‌later.‌ ‌ 
Docker‌ ‌is‌ ‌an‌ ‌open‌ ‌platform‌ ‌for‌ ‌developing,‌ ‌shipping,‌ ‌and‌ ‌running‌ ‌applications.‌ ‌ 
From‌‌Firmware‌‌version‌‌7.1.0‌‌and‌‌upwards,‌‌it‌‌is‌‌possible‌‌to‌‌install‌‌and‌‌run‌‌Docker‌‌Containers‌‌on‌‌                               
your‌ ‌Peplink‌ ‌Mediafast‌ ‌500‌ ‌or‌ ‌750‌ ‌router.‌ ‌ 
‌ 

Due‌‌to‌‌the‌‌nature‌‌of‌‌Docker‌‌and‌‌its‌‌unlimited‌‌variables,‌‌this‌‌feature‌‌is‌‌supported‌‌by‌‌Pepwave‌‌up‌‌                                 
to‌ ‌the‌ ‌point‌ ‌of‌ ‌creating‌ ‌a‌ ‌running‌ ‌Docker‌ ‌Container.‌ ‌ 
Information‌ ‌about‌ ‌Docker‌ ‌can‌ ‌be‌ ‌found‌ ‌on‌ ‌the‌ ‌Docker‌ ‌Documentation‌ ‌site:‌‌ ‌  
https://docs.docker.com/‌ ‌2‌ ‌ 
‌ 

This‌‌will‌‌allow‌‌you‌‌to‌‌run‌‌a‌‌file‌‌sharing‌‌platform‌‌(ownCloud),‌‌a‌‌web‌‌server‌‌(WordPress,‌‌Joomla!)‌‌                               
,‌ ‌a‌ ‌learning‌ ‌platform‌ ‌(Moodle),‌ ‌or‌ ‌a‌ ‌visualisation‌ ‌tool‌ ‌for‌ ‌viewing‌ ‌large‌ ‌scale‌ ‌data‌ ‌(Kibana).‌ ‌ 
When‌‌creating‌‌a‌‌new‌‌Docker‌‌Container,‌‌the‌‌Pepwave‌‌router‌‌will‌‌search‌‌through‌‌the‌‌Docker‌‌Hub‌‌                             
repository.‌ ‌https://hub.docker.com/explore/‌ ‌7‌ ‌ 
‌ 

For‌ ‌detailed‌ ‌configuration‌ ‌instructions,‌ ‌refer‌ ‌to‌ ‌our‌ ‌knowledge‌ ‌base:‌ ‌ 
https://forum.peplink.com/t/how-to-run-a-docker-application-on-a-peplink-mediafast-router/1602‌
1‌ ‌ 

‌ 

‌ 

‌ 

MDM‌ ‌Settings‌ ‌ 

Enable‌ ‌  Click‌ ‌this‌ ‌checkbox‌ ‌to‌ ‌enable‌ ‌MDM‌ ‌on‌ ‌your‌ ‌router.‌ ‌ 

Account‌‌ 
Settings‌ ‌ 

Click‌‌‌Follow‌‌Web‌‌Admin‌‌Account‌ ‌to‌‌allow‌‌client‌‌devices‌‌to‌‌use‌‌the‌‌built-in‌‌administrator‌‌                           
account‌ ‌when‌ ‌performing‌ ‌MDM.‌ ‌Set‌ ‌‌Custom‌ ‌to‌ ‌specify‌ ‌a‌ ‌username‌‌and‌‌password‌‌your‌‌                         
router‌ ‌will‌ ‌use‌ ‌to‌ ‌log‌ ‌into‌ ‌your‌ ‌client‌ ‌devices.‌ ‌ 
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‌ 

KVM‌ ‌ 

MediaFast‌ ‌enabled‌ ‌routers‌ ‌now‌ ‌support‌ ‌KVM.‌ ‌Users‌ ‌will‌ ‌have‌ ‌to‌ ‌download‌ ‌and‌‌install‌‌Virtual‌‌                           
Machine‌ ‌Manager‌ ‌to‌ ‌manage‌ ‌the‌ ‌KVM‌ ‌virtual‌ ‌machines.‌ ‌Through‌ ‌this,‌ ‌users‌ ‌are‌ ‌able‌ ‌to‌‌                           
virtualise‌ ‌a‌ ‌Linux‌ ‌environment.‌‌ ‌  

‌ 
‌ 

For‌ ‌detailed‌ ‌configuration‌ ‌instructions,‌ ‌refer‌ ‌to‌ ‌our‌ ‌knowledge‌ ‌base‌ ‌articles:‌ ‌ 
1. How‌ ‌to‌ ‌install‌ ‌a‌ ‌Virtual‌ ‌Machine‌ ‌on‌ ‌Peplink/Pepwave‌ ‌-‌ ‌MediaFast/ContentHub‌‌                   

Routers‌‌ ‌  
‌ 

2. How‌ ‌to‌ ‌Install‌ ‌Virtual‌ ‌Machine‌ ‌with‌ ‌USB‌ ‌storage‌ ‌on‌ ‌Peplink/Pepwave‌ ‌-‌‌                     
MediaFast/ContentHub‌ ‌Routers‌‌ ‌  
‌ 

‌ 
‌ 

13.9 Captive‌ ‌Portal‌ ‌ 

‌ 
The‌ ‌captive‌ ‌portal‌ ‌serves‌ ‌as‌ ‌a‌ ‌gateway‌ ‌that‌ ‌clients‌ ‌have‌ ‌to‌ ‌pass‌ ‌if‌ ‌they‌ ‌wish‌ ‌to‌ ‌access‌ ‌the‌‌                                   

‌ 

‌ 
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‌ 
Internet‌ ‌using‌ ‌your‌ ‌router.‌ ‌To‌ ‌configure,‌ ‌navigate‌ ‌to‌ ‌‌Network>Captive‌ ‌Portal‌.‌ ‌ 
‌ 

‌ 
‌ 

‌ 

‌ 

Captive‌ ‌Portal‌ ‌Settings‌ ‌ 

Enable‌ ‌  Check‌‌‌Enable‌‌and‌‌then,‌‌optionally,‌‌select‌‌the‌‌LANs/VLANs‌‌that‌‌will‌‌use‌‌the‌‌captive‌‌                         
portal.‌‌ ‌  

Hostname‌ ‌  To‌‌customize‌‌the‌‌portal’s‌‌form‌‌submission‌‌and‌‌redirection‌‌URL,‌‌enter‌‌a‌‌new‌‌URL‌‌in‌‌                           
this‌ ‌field.‌ ‌To‌ ‌reset‌ ‌the‌ ‌URL‌ ‌to‌ ‌factory‌ ‌settings,‌ ‌click‌ ‌‌Default‌.‌ ‌ 

Access‌ ‌Mode‌ ‌ 

Click‌ ‌‌Open‌ ‌Access‌ ‌to‌ ‌allow‌ ‌clients‌ ‌to‌ ‌freely‌ ‌access‌ ‌your‌ ‌router.‌ ‌Click‌ ‌‌User‌‌                         
Authentication‌‌ ‌to‌ ‌force‌ ‌your‌ ‌clients‌ ‌to‌ ‌authenticate‌ ‌before‌ ‌accessing‌ ‌your‌ ‌router.‌ ‌ 
Select‌ ‌‌External‌ ‌Server‌ ‌‌to‌ ‌use‌ ‌the‌ ‌Captive‌ ‌Portal‌ ‌with‌ ‌a‌ ‌HotSpot‌ ‌system‌.‌ ‌ 
As‌ ‌described‌ ‌in‌ ‌the‌ ‌following‌ ‌knowledgebase‌ ‌artic‌l‌e:‌ ‌ 
https://forum.peplink.com/t/using-hotspotsystem-wi-fi-on-pepwave-max-routers/‌ ‌ 
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‌ 

‌ 

‌ 

RADIUS‌ ‌Server‌ ‌ 

This‌ ‌authenticates‌ ‌your‌ ‌clients‌ ‌through‌ ‌a‌ ‌RADIUS‌ ‌server.‌ ‌After‌ ‌selecting‌ ‌this‌‌                     
option,‌ ‌you‌ ‌will‌ ‌see‌ ‌the‌ ‌following‌ ‌fields:‌ ‌ 
‌ 

‌ 
‌ 

Fill‌ ‌in‌ ‌the‌ ‌necessary‌ ‌information‌ ‌to‌ ‌complete‌ ‌your‌ ‌connection‌ ‌to‌ ‌the‌ ‌server‌ ‌and‌‌                         
enable‌ ‌authentication.‌ ‌ 

LDAP‌ ‌Server‌ ‌ 

This‌‌authenticates‌‌your‌‌clients‌‌through‌‌a‌‌LDAP‌‌server.‌‌Upon‌‌selecting‌‌this‌‌option,‌‌                       
you‌ ‌will‌ ‌see‌ ‌the‌ ‌following‌ ‌fields:‌ ‌ 
‌ 

‌ 
‌ 

Fill‌ ‌in‌ ‌the‌ ‌necessary‌ ‌information‌ ‌to‌ ‌complete‌ ‌your‌ ‌connection‌ ‌to‌ ‌the‌ ‌server‌ ‌and‌‌                         
enable‌ ‌authentication.‌ ‌ 

Access‌ ‌Quota‌ ‌  Set‌ ‌a‌ ‌time‌ ‌and‌ ‌data‌ ‌cap‌ ‌to‌ ‌each‌ ‌user’s‌ ‌Internet‌ ‌usage.‌ ‌ 

Quota‌ ‌Reset‌‌ 
Time‌ ‌ 

This‌‌menu‌‌determines‌‌how‌‌your‌‌usage‌‌quota‌‌resets.‌‌Setting‌‌it‌‌to‌‌‌Daily‌‌will‌‌reset‌‌it‌‌                             
at‌ ‌a‌ ‌specified‌ ‌time‌‌every‌‌day.‌‌Setting‌‌a‌‌number‌‌of‌‌‌minutes‌‌after‌‌quota‌‌reached‌‌                           
establish‌ ‌a‌ ‌timer‌ ‌for‌ ‌each‌ ‌user‌ ‌that‌ ‌begins‌ ‌after‌ ‌the‌ ‌quota‌ ‌has‌ ‌been‌ ‌reached.‌ ‌ 

Inactive‌‌ 
Timeout‌ ‌ 

Clients‌ ‌will‌ ‌get‌ ‌disconnected‌ ‌when‌ ‌the‌ ‌inactive‌ ‌the‌ ‌configured‌ ‌time‌ ‌is‌ ‌reached.‌‌ ‌  
Default‌ ‌0:‌ ‌no‌ ‌timeout‌ ‌ 

Allowed‌‌ 
Networks‌ ‌ 

To‌‌whitelist‌‌a‌‌network,‌‌enter‌‌the‌‌domain‌‌name‌‌/‌‌IP‌‌address‌‌here‌‌and‌‌click‌‌ .‌‌                             
To‌ ‌delete‌ ‌an‌ ‌existing‌ ‌network‌ ‌from‌ ‌the‌ ‌list‌ ‌of‌ ‌allowed‌ ‌networks,‌‌click‌‌the‌‌ ‌                           
button‌ ‌next‌ ‌to‌ ‌the‌ ‌listing.‌ ‌ 

Allowed‌ ‌Clients‌ 
To‌‌whitelist‌‌a‌‌client,‌‌enter‌‌the‌‌MAC‌‌address‌‌/‌‌IP‌‌address‌‌here‌‌and‌‌click‌‌ ‌.‌‌To‌‌                                 
delete‌‌an‌‌existing‌‌client‌‌from‌‌the‌‌list‌‌of‌‌allowed‌‌clients,‌‌click‌‌the‌‌ ‌button‌‌next‌‌                             
to‌ ‌the‌ ‌listing.‌ ‌ 

Splash‌ ‌Page‌ ‌  Here,‌ ‌you‌ ‌can‌ ‌choose‌ ‌between‌ ‌using‌ ‌the‌ ‌Balance’s‌ ‌built-in‌ ‌captive‌ ‌portal‌ ‌and‌‌                       
redirecting‌ ‌clients‌ ‌to‌ ‌a‌ ‌URL‌ ‌you‌ ‌define.‌ ‌ 

Popup‌ ‌Handling‌  Configurable‌ ‌options‌ ‌for‌ ‌popup‌ ‌handling:‌‌ ‌  
-‌ ‌Bypass‌ ‌Popup‌ ‌(Redirection‌ ‌only‌ ‌takes‌ ‌place‌ ‌on‌ ‌normal‌ ‌browser)‌‌ ‌  
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‌ 
‌ 

13.10 QoS‌ ‌ 

13.10.1 User‌ ‌Groups‌ ‌ 
LAN‌‌and‌‌PPTP‌‌clients‌‌can‌‌be‌‌categorized‌‌into‌‌three‌‌user‌‌groups‌‌-‌‌‌Manager,‌‌Staff,‌‌and‌‌Guest‌.‌‌                               
This‌‌menu‌‌allows‌‌you‌‌to‌‌define‌‌rules‌‌and‌‌assign‌‌client‌‌IP‌‌addresses‌‌or‌‌subnets‌‌to‌‌a‌‌user‌‌group.‌‌                                   
You‌ ‌can‌ ‌apply‌ ‌different‌ ‌bandwidth‌ ‌and‌ ‌traffic‌ ‌prioritization‌ ‌policies‌ ‌on‌ ‌each‌ ‌user‌ ‌group‌ ‌in‌‌                           
the ‌Bandwidth‌ ‌Control‌ and ‌Application ‌sections.‌ ‌ 

‌ 

‌ 

   ‌-‌  ‌Automatically‌ ‌show‌ ‌splash‌ ‌page‌ ‌on‌ ‌Safari‌ ‌for‌ ‌Apple‌ ‌(iOS‌ ‌/‌ ‌macOS)‌ ‌devices‌ ‌ 

Logout‌ ‌Hostname A‌ ‌hostname‌ ‌that‌ ‌can‌ ‌be‌ ‌used‌ ‌to‌ ‌logout‌ ‌captive‌ ‌portal‌ ‌when‌ ‌being‌ ‌accessed‌ ‌on‌‌                           
browser.‌ ‌ 

Customize‌ 
splash‌ ‌page‌ 

Click‌ ‌on‌ ‌the‌ ‌provided‌ ‌link‌ ‌in‌ ‌the‌ ‌Captive‌ ‌portal‌ ‌profile‌ ‌to‌ ‌customize‌ ‌the‌ ‌splash‌ ‌page.‌ 
A‌ ‌new‌ ‌browser‌ ‌tab‌ ‌is‌ ‌opened‌ ‌with‌ ‌a‌ ‌WYSIWYG‌ ‌editor‌ ‌of‌ ‌the‌ ‌splash‌ ‌page‌ ‌ 
o‌‌edit‌‌the‌‌content,‌‌click‌‌on‌‌the‌‌corresponding‌‌element‌‌after‌‌switching‌‌Edit‌‌Mode‌‌to‌‌                           
ON.‌ ‌ 
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‌ 
The‌ ‌table‌ ‌is‌ ‌automatically‌ ‌sorted,‌ ‌and‌ ‌the‌ ‌table‌ ‌order‌ ‌signifies‌ ‌the‌ ‌rules'‌ ‌precedence.‌ ‌The‌‌                           
smaller‌ ‌and‌ ‌more‌ ‌specific‌ ‌subnets‌ ‌are‌ ‌put‌ ‌towards‌ ‌the‌ ‌top‌ ‌of‌ ‌the‌ ‌table‌ ‌and‌ ‌have‌ ‌higher‌‌                               
precedence;‌ ‌larger‌ ‌and‌ ‌less‌ ‌specific‌ ‌subnets‌ ‌are‌ ‌placed‌ ‌towards‌ ‌the‌ ‌bottom.‌ ‌ 
Click‌‌the ‌Add‌ button‌‌to‌‌define‌‌clients‌‌and‌‌their‌‌user‌‌group.‌‌Click‌‌the ‌  button‌‌to‌‌remove‌‌the‌‌                           
defined‌ ‌rule.‌ ‌ 
Two‌ ‌default‌ ‌rules‌ ‌are‌ ‌predefined‌ ‌and‌ ‌put‌ ‌at‌ ‌the‌ ‌bottom.‌ ‌They‌ ‌are ‌All‌ ‌DHCP‌ ‌reservation‌‌                           
clients‌ and ‌Everyone‌,‌ ‌and‌ ‌they‌ ‌cannot‌ ‌be‌ ‌removed.‌ ‌The‌ ‌‌All‌ ‌DHCP‌ ‌reservation‌‌                   
client represents‌ ‌‌the‌ ‌LAN‌ ‌clients‌ ‌defined‌‌in‌‌the DHCP‌‌Reservation table‌‌on‌‌the‌‌LAN‌‌settings‌‌                       
page.‌‌ ‌Everyone‌ represents‌‌all‌‌clients‌‌that‌‌are‌‌not‌‌defined‌‌in‌‌any‌‌rule‌‌above. Click‌‌on‌‌a‌‌rule‌‌to‌‌                               
change‌ ‌its‌ ‌group.‌‌ ‌  

‌ 

‌ 
Once‌‌users‌‌have‌‌been‌‌assigned‌‌to‌‌a‌‌user‌‌group,‌‌their‌‌internet‌‌traffic‌‌will‌‌be‌‌restricted‌‌by‌‌rules‌‌                                 
defined‌ ‌for‌ ‌that‌ ‌particular‌ ‌group.‌ ‌Please‌ ‌refer‌ ‌to‌ ‌the‌ ‌following‌ ‌two‌ ‌sections‌ ‌for‌ ‌details.‌ ‌ 
‌ 

13.10.2 Bandwidth‌ ‌Control‌ ‌ 
This‌ ‌section‌ ‌is‌ ‌to‌ ‌define‌ ‌how‌ ‌much‌ ‌minimum‌ ‌bandwidth‌ ‌will‌ ‌be‌ ‌reserved‌ ‌to‌ ‌each‌ ‌user‌ ‌group‌‌                               
when‌ ‌a‌ ‌WAN‌ ‌connection‌ ‌is‌ ‌‌in‌ ‌full‌ ‌load‌.‌ ‌When‌ ‌this‌ ‌feature‌ ‌is‌ ‌enabled, a‌ ‌slider‌ ‌with‌ ‌two‌‌                               
indicators‌ ‌will‌ ‌be‌ ‌shown. You‌ ‌can‌ ‌move‌ ‌the‌ ‌indicators‌ ‌to‌ ‌adjust‌ ‌each‌ ‌group's‌ ‌weighting.‌ ‌The‌                           
lower‌ ‌part‌ ‌of‌ ‌the‌ ‌table‌ ‌shows‌ ‌the‌ ‌corresponding‌ ‌reserved‌ ‌download‌ ‌and‌ ‌uploads‌ ‌bandwidth‌‌                         
value‌ ‌of‌ ‌each‌ ‌connection.‌ ‌ 
By‌ ‌default,‌ ‌‌50%‌ ‌of‌ ‌bandwidth‌ ‌has‌ ‌been‌ ‌reserved‌ ‌for‌ ‌Manager,‌ ‌‌30%‌ ‌for‌ ‌Staff,‌ ‌and‌ ‌‌20%‌ ‌for‌‌                               
Guest.‌ ‌ 

‌ 

‌ 

Add‌ ‌/‌ ‌Edit‌ ‌User‌ ‌Group‌ ‌ 

Subnet‌ ‌/‌ ‌IP‌‌ 
Address‌ ‌ 

From‌ ‌the‌ ‌drop-down‌ ‌menu,‌ ‌choose‌ ‌whether‌ ‌you‌ ‌are‌ ‌going‌ ‌to‌ ‌define‌ ‌the‌ ‌client(s)‌ ‌by‌‌                           
an‌ IP‌ ‌Address‌ or‌ ‌a ‌Subnet‌. ‌ ‌ 
If ‌IP‌ ‌Address‌ is‌ ‌selected,‌ ‌enter‌ ‌a‌ ‌name‌ ‌defined‌ ‌in DHCP‌ ‌reservation table‌ ‌or‌ ‌a‌ ‌LAN‌‌                       
client's‌‌IP‌‌address. If ‌Subnet‌ is‌‌selected,‌‌enter‌‌a‌‌subnet‌‌address‌‌and‌‌specify‌‌its‌‌subnet‌‌                       
mask.‌ ‌ 

Group‌ ‌  This‌ ‌field‌ ‌is‌ ‌to‌ ‌define‌ ‌which ‌User‌ ‌Group‌ the‌ ‌specified‌ ‌subnet‌ ‌/‌ ‌IP‌ ‌address‌ ‌belongs‌ ‌to.‌ ‌ 
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‌ 
You‌‌can‌‌define‌‌a‌‌maximum‌‌download‌‌speed‌‌(over‌‌all‌‌WAN‌‌connections)‌‌and‌‌upload‌‌speed‌‌(for‌‌                             
each‌‌WAN‌‌connection)‌‌that‌‌each‌‌individual‌‌Staff‌‌and‌‌Guest‌‌member‌‌can‌‌consume.‌‌No‌‌limit‌‌can‌‌                             
be‌ ‌imposed‌ ‌on‌‌individual‌‌Managers.‌‌By‌‌default,‌‌download‌‌and‌‌upload‌‌bandwidth‌‌limits‌‌are‌‌set‌‌                           
to‌ ‌unlimited‌ ‌(set‌ ‌as‌ ‌‌0)‌.‌ ‌ 

‌ 
‌ 

13.10.3 Application‌ ‌ 
You‌‌can‌‌choose‌‌whether‌‌to‌‌apply‌‌the‌‌same‌‌prioritization‌‌settings‌‌to‌‌all‌‌user‌‌groups‌‌or‌‌customize‌‌                               
the‌ ‌settings‌ ‌for‌ ‌each‌ ‌group.‌ ‌ 

‌ 

Three‌ ‌priority‌ ‌levels‌ ‌can‌ ‌be‌ ‌set‌ ‌for‌ ‌application‌ ‌prioritization:‌ ‌‌↑High‌,‌━‌‌Normal‌,‌‌and‌↓Low‌.‌‌The‌‌                         
Peplink‌ ‌Balance‌ ‌can‌ ‌detect‌ ‌various‌ ‌application‌ ‌traffic‌ ‌types‌ ‌by‌ ‌inspecting‌ ‌the‌ ‌packet‌ ‌content.‌‌                         
Select‌ ‌an‌ ‌application‌ ‌by‌‌choosing‌‌a‌‌supported‌‌application,‌‌or‌‌by‌‌defining‌‌a‌‌custom‌‌application‌‌                           
manually. The‌ ‌priority‌ ‌preference‌ ‌of‌ ‌supported‌ ‌applications‌ ‌is‌ ‌placed‌ ‌at‌ ‌the‌ ‌top‌ ‌of‌ ‌the‌‌                         
table. Custom‌ ‌applications‌ ‌are‌ ‌at‌ ‌the‌ ‌bottom.‌ ‌ 
‌ 

‌ 

‌ 

‌ 
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‌ 

Prioritization‌ ‌for‌ ‌Custom‌ ‌Application‌ ‌ 

Click‌‌the ‌Add‌ button‌‌to‌‌define‌‌a‌‌custom‌‌application. Click‌‌the‌‌button ‌  in‌‌the‌‌‌Action‌‌column‌‌                       
to‌ ‌delete‌ ‌the‌ ‌custom‌ ‌application‌ ‌in‌ ‌the‌ ‌corresponding‌ ‌row.‌ ‌ 
When‌‌‌Supported‌‌Applications‌‌is‌‌selected,‌‌the‌‌Peplink‌‌Balance‌‌will‌‌inspect‌‌network‌‌traffic‌‌and‌‌                         
prioritize‌ ‌the‌ ‌selected‌ ‌applications.‌ ‌Alternatively,‌ ‌you‌ ‌can‌ ‌select‌ ‌‌Custom‌ ‌Applications‌ ‌‌and‌‌                     
define‌ ‌the‌ ‌application‌ ‌by‌ ‌providing‌ ‌the‌ ‌protocol,‌ ‌scope,‌ ‌port‌ ‌number,‌ ‌and‌ ‌DSCP‌ ‌value.‌ ‌ 

‌ 

Category‌ ‌‌and‌ ‌‌Application‌ ‌‌availability‌ ‌will‌ ‌be‌ ‌different‌ ‌across‌ ‌different‌ ‌Peplink‌ ‌Balance‌ ‌models.‌ ‌ 
‌ 

DSL/Cable‌ ‌Optimization‌ ‌ 

DSL/cable-based‌ ‌WAN‌ ‌connections‌ ‌have‌ ‌lower‌ ‌upload bandwidth‌ ‌and‌ ‌higher‌‌               
download bandwidth.‌‌ ‌  
When‌‌a‌‌DSL/cable‌‌circuit's‌‌uplink‌‌is‌‌congested,‌‌the download bandwidth‌‌will‌‌be‌‌affected.‌‌Users‌‌                       
will‌ ‌not‌ ‌be‌ ‌able‌ ‌to‌ ‌download‌ ‌data‌ ‌at‌ ‌full‌ ‌speed‌ ‌until‌ ‌the‌ ‌uplink‌ ‌becomes‌ ‌less‌ ‌congested.‌‌                               
DSL/Cable‌ ‌Optimization‌ can‌ ‌relieve‌ ‌such‌ ‌an‌ ‌issue.‌ ‌When‌ ‌it‌ ‌is‌‌enabled,‌‌the‌‌download‌‌speed‌‌                         
will‌ ‌become‌ ‌less‌ ‌affected‌ ‌by‌ ‌the‌ ‌upload‌ ‌traffic.‌ ‌By‌ ‌default,‌ ‌this‌ ‌feature‌ ‌is‌ ‌enabled.‌ ‌ 
‌ 

‌ 
‌ 

13.11 Firewall‌ 

A‌‌firewall‌‌is‌‌a‌‌mechanism‌‌that‌‌selectively‌‌filters‌‌data‌‌traffic‌‌between‌‌the‌‌WAN‌‌side‌‌(the‌‌Internet)‌‌                               
and‌‌the‌‌LAN‌‌side‌‌of‌‌the‌‌network.‌‌It‌‌can‌‌protect‌‌the‌‌local‌‌network‌‌from‌‌potential‌‌hacker‌‌attacks,‌‌                                 
access‌ ‌to‌ ‌offensive‌ ‌websites,‌ ‌and/or‌ ‌other‌ ‌inappropriate‌ ‌uses.‌ ‌ 
The‌‌firewall‌‌functionality‌‌of‌‌Peplink‌‌Balance‌‌supports‌‌the‌‌selective‌‌filtering‌‌of‌‌data‌‌traffic‌‌in‌‌both‌‌                             
directions:‌ ‌ 

Outbound‌ ‌(LAN‌ ‌to‌ ‌WAN)‌ ‌ 
Inbound‌ ‌(WAN‌ ‌to‌ ‌LAN)‌ ‌ 
Internal‌ ‌Network‌ ‌(VLAN‌ ‌to‌ ‌VLAN)‌‌ ‌  

‌ 

‌ 
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‌ 
The‌ ‌firewall‌ ‌also‌ ‌supports‌ ‌the‌ ‌following‌ ‌functionality:‌ ‌ 

● Intrusion‌ ‌detection‌ ‌and‌ ‌DoS‌ ‌prevention‌ ‌ 
● Web‌ ‌blocking‌ ‌ 

With‌‌SpeedFusion‌TM‌ ‌enabled,‌‌the‌‌firewall‌‌rules‌‌also‌‌apply‌‌to‌‌VPN‌‌tunneled‌‌traffic.‌‌The‌‌Firewall‌‌                           
function‌ ‌can‌ ‌be‌ ‌found‌ ‌at‌ ‌‌Network>Firewall‌ ‌ 
‌ 

13.11.1  ‌Access‌ ‌Rules‌ ‌ 
The‌ ‌outbound‌ ‌firewall‌ ‌settings‌ ‌are‌ ‌located‌ ‌at‌ ‌‌Network>Firewall>Access‌ ‌Rules‌.‌ ‌ 

‌ 

Click‌ ‌‌Add‌ ‌Rule‌ ‌‌to‌ ‌display‌ ‌the‌ ‌following‌ ‌screen:‌ ‌ 

‌ 
‌ 

The‌ ‌inbound‌ ‌firewall‌ ‌settings‌ ‌are‌ ‌located‌ ‌at‌ ‌‌Network>Firewall>Access‌ ‌Rules‌.‌ ‌ 

‌ 

‌ 
Click‌ ‌‌Add‌ ‌Rule‌ ‌‌to‌ ‌display‌ ‌the‌ ‌following‌ ‌window:‌ ‌ 

‌ 

‌ 
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‌ 
‌ 

The‌ ‌Internal‌ ‌Network‌ ‌firewall‌ ‌settings‌ ‌are‌ ‌located‌ ‌at‌ ‌‌Network>Firewall>Access‌ ‌Rules‌.‌ ‌ 

‌ 
Click‌ ‌‌Add‌ ‌Rule‌ ‌‌to‌ ‌display‌ ‌the‌ ‌following‌ ‌window:‌ ‌ 

‌ 

‌ 

‌ 

Inbound‌ ‌/‌ ‌Outbound‌ ‌/‌ ‌Internal‌ ‌Network‌ ‌Firewall‌ ‌Settings‌ ‌ 

Rule‌ ‌Name‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌a‌ ‌name‌ ‌for‌ ‌the‌ ‌firewall‌ ‌rule.‌ ‌ 
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‌ 

‌ 

Enable‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌whether‌ ‌the‌ ‌firewall‌ ‌rule‌ ‌should‌ ‌take‌ ‌effect.‌ ‌ 
If‌ ‌the‌ ‌box‌ ‌is‌ ‌checked,‌ ‌the‌ ‌firewall‌ ‌rule‌ ‌takes‌ ‌effect.‌ ‌If‌ ‌the‌ ‌traffic‌ ‌matches‌ ‌the‌ ‌specified‌‌                               
protocol/IP/port,‌‌actions‌‌will‌ ‌be‌‌taken‌‌by‌‌Peplink‌‌Balance‌‌based‌‌on‌‌the‌‌other‌‌parameters‌‌of‌‌                           
the‌ ‌rule.‌ ‌ 
If‌ ‌the‌ ‌box‌ ‌is‌ ‌not‌ ‌checked,‌ ‌the‌ ‌firewall‌ ‌rule‌ ‌does‌‌not‌‌take‌‌effect.‌‌The‌‌Peplink‌‌Balance‌‌will‌‌                                 
disregard‌ ‌the‌ ‌other‌ ‌parameters‌ ‌of‌ ‌the‌ ‌rule.‌ ‌ 
‌ 

Click‌ ‌the‌ ‌dropdown‌ ‌menu‌ ‌next‌ ‌to‌ ‌the‌ ‌checkbox‌ ‌to‌ ‌place‌ ‌this‌ ‌firewall‌ ‌rule‌ ‌on‌ ‌a‌ ‌time‌‌                               
schedule.‌ ‌ 

WAN‌‌ 
Connection‌‌ 
(Inbound)‌ ‌ 

Select‌ ‌the‌ ‌WAN‌ ‌connection‌ ‌that‌ ‌this‌ ‌firewall‌ ‌rule‌ ‌should‌ ‌apply‌ ‌to.‌ ‌ 

Protocol‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌protocol‌ ‌to‌ ‌be‌ ‌matched.‌ ‌ 
Via‌ ‌a‌ ‌drop-down‌ ‌menu,‌ ‌the‌ ‌following‌ ‌protocols‌ ‌can‌ ‌be‌ ‌specified:‌ ‌ 

● Any‌ ‌ 
● TCP‌ ‌ 
● UDP‌ ‌ 
● ICMP‌ ‌ 
● DSCP‌ ‌ 
● IP‌‌ ‌  

Alternatively,‌ ‌the‌ ‌‌Protocol‌‌Selection‌‌Tool‌‌drop-down‌‌menu‌‌can‌‌be‌‌used‌‌to‌‌automatically‌‌                       
fill‌ ‌in‌ ‌the‌ ‌protocol‌ ‌and‌ ‌port‌ ‌number‌ ‌of‌ ‌common‌ ‌Internet‌ ‌services‌ ‌(e.g.,‌ ‌HTTP,‌ ‌HTTPS,‌ ‌etc.)‌ ‌ ‌   
After‌ ‌selecting‌ ‌an‌ ‌item‌ ‌from‌ ‌the‌ ‌‌Protocol‌ ‌Selection‌ ‌Tool‌ ‌‌drop-down‌‌menu,‌‌the‌‌protocol‌‌                         
and‌ ‌port‌ ‌number‌ ‌remains‌ ‌manually‌ ‌modifiable.‌ ‌ 

Source‌ ‌and‌‌ 
Port‌ ‌ 

This‌‌specifies‌‌the‌‌source‌‌IP‌‌address(es)‌‌and‌‌port‌‌number(s)‌‌to‌‌be‌‌matched‌‌for‌‌the‌‌firewall‌‌                             
rule.‌‌A‌‌single‌‌address,‌‌or‌‌a‌‌network,‌‌can‌‌be‌‌specified‌‌as‌‌the‌‌‌Source‌‌IP‌‌&‌‌Port‌‌setting,‌‌as‌‌                                   
indicated‌ ‌with‌ ‌the‌ ‌following‌ ‌screenshots:‌ ‌ 

‌ 

In‌ ‌addition,‌ ‌a‌ ‌single‌ ‌port,‌ ‌or‌ ‌a‌ ‌range‌ ‌of‌ ‌ports,‌ ‌can‌ ‌be‌ ‌specified‌ ‌for‌ ‌the‌ ‌‌Source‌ ‌‌settings.‌ ‌ 

Destination‌ ‌and‌‌ 
Port‌ ‌ 

This‌ ‌specifies‌ ‌the‌ ‌destination‌ ‌IP‌ ‌address(es)‌ ‌and‌ ‌port‌ ‌number(s)‌ ‌to‌ ‌be‌ ‌matched‌ ‌for‌ ‌the‌‌                           
firewall‌‌rule.‌‌A‌‌single‌‌address,‌‌or‌‌a‌‌network,‌‌can‌‌be‌‌specified‌‌as‌‌the‌‌‌Destination‌‌IP‌‌&‌‌Port‌‌                                 
setting,‌ ‌as‌ ‌indicated‌ ‌with‌ ‌the‌ ‌following‌ ‌screenshots:‌ ‌ 

‌ 
In‌ ‌addition,‌ ‌a‌ ‌single‌ ‌port,‌ ‌or‌ ‌a‌ ‌range‌ ‌of‌ ‌ports,‌ ‌can‌ ‌be‌ ‌specified‌ ‌for‌ ‌the‌‌ ‌‌settings.‌ ‌ 

Action‌ ‌ 
This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌action‌ ‌to‌ ‌be‌ ‌taken‌ ‌by‌ ‌the‌ ‌router‌ ‌upon‌ ‌encountering‌ ‌traffic‌ ‌that‌‌                             
matches‌ ‌the‌ ‌both‌ ‌of‌ ‌the‌ ‌following:‌ ‌ 

● Source‌ ‌IP‌ ‌&‌ ‌port‌ ‌ 
● Destination‌ ‌IP‌ ‌&‌ ‌port‌ ‌ 
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‌ 

Click‌ ‌‌Save‌ ‌‌to‌ ‌store‌ ‌your‌ ‌changes.‌ ‌To‌ ‌create‌ ‌an‌ ‌additional‌ ‌firewall‌ ‌rule,‌ ‌click‌ ‌‌Add‌ ‌Rule‌ ‌and‌‌                               
repeat‌ ‌the‌ ‌above‌ ‌steps.‌ ‌ 
To‌ ‌change‌ ‌a‌ ‌rule’s‌ ‌priority,‌ ‌simply‌ ‌drag‌ ‌and‌ ‌drop‌ ‌the‌ ‌rule:‌ ‌ 

● Hold‌ ‌the‌ ‌left‌ ‌mouse‌ ‌button‌ ‌on‌ ‌the‌ ‌rule.‌ ‌ 
● Move‌ ‌it‌ ‌to‌ ‌the‌ ‌desired‌ ‌position.‌ ‌ 
● Drop‌ ‌it‌ ‌by‌ ‌releasing‌ ‌the‌ ‌mouse‌ ‌button.‌ ‌ 

‌ 

‌ 
‌ 

To‌ ‌remove‌ ‌a‌ ‌rule,‌ ‌click‌ ‌the‌ ‌  ‌button.‌ ‌ 
‌ 

Rules‌‌are‌‌matched‌‌from‌‌top‌‌to‌‌the‌‌bottom.‌‌If‌‌a‌‌connection‌‌matches‌‌any‌‌one‌‌of‌‌the‌‌upper‌‌rules,‌‌                                   
the‌ ‌matching‌ ‌process‌ ‌will‌‌stop.‌‌If‌‌none‌‌of‌‌the‌‌rules‌‌match‌‌the‌‌connection,‌‌the‌‌‌Default‌‌‌rule‌‌will‌‌                                 
be‌ ‌applied.‌ ‌ 
The‌ ‌‌Default‌‌ ‌rule‌ ‌is‌ ‌‌Allow‌‌ ‌for‌ ‌Outbound,‌ ‌Inbound‌ ‌and‌ ‌Internal‌ ‌Network‌ ‌access.‌ ‌ 

‌ 

‌ 

‌ 

With‌ ‌the‌ ‌value‌ ‌of‌ ‌‌Allow‌ ‌for‌ ‌the‌ ‌‌Action‌ ‌setting,‌ ‌the‌ ‌matching‌ ‌traffic‌ ‌passes‌ ‌through‌ ‌the‌‌                             
router‌‌(to‌‌be‌‌routed‌‌to‌‌the‌‌destination).‌‌If‌‌the‌‌value‌‌of‌‌the‌‌‌Action‌‌setting‌‌is‌‌set‌‌to‌‌‌Deny‌,‌‌the‌‌                                     
matching‌ ‌traffic‌ ‌does‌ ‌not‌ ‌pass‌ ‌through‌ ‌the‌ ‌router‌ ‌(and‌ ‌is‌ ‌discarded).‌ ‌ 

Event‌ ‌Logging‌ 

This‌‌setting‌‌specifies‌‌whether‌‌or‌‌not‌‌to‌‌log‌‌matched‌‌firewall‌‌events.‌‌The‌‌logged‌‌messages‌‌                           
are‌ ‌shown‌ ‌on‌ ‌the‌ ‌page‌ ‌‌Status>Event‌ ‌Log‌.‌ ‌A‌ ‌sample‌ ‌message‌ ‌is‌ ‌as‌ ‌follows:‌ ‌ 
Aug‌ ‌13‌ ‌23:47:44‌ ‌Denied‌ ‌CONN=Ethernet‌ ‌WAN‌ ‌SRC=20.3.2.1‌‌ ‌  
DST=192.168.1.20‌ ‌LEN=48‌ ‌PROTO=TCP‌ ‌SPT=2260‌ ‌DPT=80‌ ‌ 

● CONN:‌ ‌ ‌The‌ ‌connection‌ ‌where‌ ‌the‌ ‌log‌ ‌entry‌ ‌refers‌ ‌to‌ ‌ 
● SRC:‌‌  ‌Source‌ ‌IP‌ ‌address‌ ‌ 
● DST:‌ ‌ ‌Destination‌ ‌IP‌ ‌address‌ ‌ 
● LEN:‌ ‌ ‌Packet‌ ‌length‌ ‌ 
● PROTO:‌‌  ‌Protocol‌ ‌ 
● SPT:‌‌  ‌Source‌ ‌port‌ ‌ 
● DPT:‌‌  ‌Destination‌ ‌port‌ ‌ 

Tip‌ ‌ 
If‌‌the‌‌default‌‌inbound‌‌rule‌‌is‌‌set‌‌to‌‌‌Allow‌‌for‌‌NAT-enabled‌‌WANs,‌‌no‌‌inbound‌‌Allow‌‌firewall‌‌rules‌‌will‌‌be‌‌required‌‌                                       
for‌‌inbound‌‌port‌‌forwarding‌‌and‌‌inbound‌‌NAT‌‌mapping‌‌rules.‌‌However,‌‌if‌‌the‌‌default‌‌inbound‌‌rule‌‌is‌‌set‌‌as‌‌‌Deny‌,‌‌                                     
a‌ ‌corresponding‌ ‌Allow‌ ‌firewall‌ ‌rule‌ ‌will‌ ‌be‌ ‌required.‌ ‌ 
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‌ 

Intrusion‌ ‌Detection‌ ‌and‌ ‌DoS‌ ‌Prevention‌ ‌ 

‌ 
The‌ ‌Balance‌ ‌can‌ ‌detect‌ ‌and‌ ‌prevent‌ ‌intrusions‌ ‌and‌ ‌denial-of-service‌ ‌(DoS)‌ ‌attacks‌ ‌from‌ ‌the‌‌                         
Internet.‌ ‌To‌ ‌turn‌ ‌on‌ ‌this‌ ‌feature,‌ ‌click‌ ‌ ,‌ ‌check‌ ‌the‌ ‌‌Enable‌ ‌‌check‌ ‌box‌ ‌for‌ ‌the‌ ‌‌Intrusion‌‌                               
Detection‌ ‌and‌ ‌DoS‌ ‌Prevention‌,‌‌ ‌‌and‌ ‌press‌ ‌the‌ ‌‌Save‌ ‌‌button.‌ ‌ 
When‌ ‌this‌ ‌feature‌ ‌is‌ ‌enabled,‌ ‌the‌ ‌Balance‌ ‌will‌ ‌detect‌ ‌and‌ ‌prevent‌ ‌the‌ ‌following‌ ‌kinds‌ ‌of‌‌                             
intrusions‌ ‌and‌ ‌denial-of-service‌ ‌attacks.‌ ‌ 

● Port‌ ‌scan‌ ‌ 
o NMAP‌ ‌FIN/URG/PSH‌ ‌ 
o Xmas‌ ‌tree‌ ‌ 
o Another‌ ‌Xmas‌ ‌tree‌ ‌ 
o Null‌ ‌scan‌ ‌ 
o SYN/RST‌ ‌ 
o SYN/FIN‌ ‌ 

● SYN‌ ‌flood‌ ‌prevention‌ ‌ 
● Ping‌ ‌flood‌ ‌attack‌ ‌prevention‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 

13.11.2  ‌Content‌ ‌Blocking‌ ‌ 

‌ 

‌ 

Application‌ ‌Blocking‌ ‌ 

Choose‌ ‌applications‌ ‌to‌ ‌be‌ ‌blocked‌ ‌from‌ ‌LAN/PPTP/PepVPN‌ ‌peer‌ ‌clients'‌ ‌access,‌ ‌except‌ ‌for‌‌                       
those‌ ‌on‌ ‌the‌ ‌Exempted‌ ‌User‌ ‌Groups‌ ‌or‌ ‌Exempted‌ ‌Subnets‌ ‌defined‌ ‌below.‌ ‌ 
‌ 

Web‌ ‌Blocking‌ 
Defines‌ ‌website‌ ‌domain‌ ‌names‌ ‌to‌ ‌be‌ ‌blocked‌ ‌from‌ ‌LAN/PPTP/PepVPN‌ ‌peer‌ ‌clients'‌ ‌access‌‌                       
except‌ ‌for‌ ‌those‌ ‌on‌ ‌the‌ ‌Exempted‌ ‌User‌ ‌Groups‌ ‌or‌ ‌Exempted‌ ‌Subnets‌ ‌defined‌ ‌below.‌ ‌ 
If‌‌"foobar.com"‌‌is‌‌entered,‌‌any‌‌web‌‌site‌‌with‌‌a‌‌host‌‌name‌‌ending‌‌in‌‌foobar.com‌‌will‌‌be‌‌blocked,‌‌                                 

‌ 

‌ 
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‌ 
e.g.‌ ‌www.foobar.com,‌ ‌foobar.com,‌ ‌etc.‌ ‌However,‌ ‌"myfoobar.com"‌ ‌will‌ ‌not‌ ‌be‌ ‌blocked.‌ ‌ 
You‌‌may‌‌enter‌‌the‌‌wild‌‌card‌‌".*"‌‌at‌‌the‌‌end‌‌of‌‌a‌‌domain‌‌name‌‌to‌‌block‌‌any‌‌web‌‌site‌‌with‌‌a‌‌host‌‌                                           
name‌ ‌having‌ ‌the‌ ‌domain‌ ‌name‌ ‌in‌ ‌the‌ ‌middle.‌ ‌If‌ ‌you‌ ‌enter‌ ‌"foobar.*",‌ ‌then‌ ‌"www.foobar.com",‌‌                           
"www.foobar.co.jp",‌‌or‌‌"foobar.co.uk"‌‌will‌‌be‌‌blocked.‌‌Placing‌‌the‌‌wild‌‌card‌‌in‌‌any‌‌other‌‌position‌‌                           
is‌ ‌not‌ ‌supported.‌ ‌ 
The‌ ‌device‌ ‌will‌ ‌inspect‌ ‌and‌ ‌look‌ ‌for‌ ‌blocked‌ ‌domain‌ ‌names‌ ‌on‌ ‌all‌ ‌HTTP‌ ‌and‌ ‌HTTPS‌ ‌traffic.‌ ‌ 

‌ 

Customized‌ ‌Domains‌ ‌ 

Enter‌ ‌an‌ ‌appropriate‌ ‌website‌ ‌address,‌ ‌and‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌will‌ ‌block‌ ‌and‌ ‌disallow‌‌                         
LAN/PPTP/SpeedFusion‌TM‌ ‌peer‌ ‌clients‌ ‌to‌ ‌access‌ ‌these‌ ‌websites.‌ ‌Exceptions‌ ‌can‌ ‌be‌ ‌added‌‌                     
using‌ ‌the‌ ‌instructions‌ ‌in‌ ‌‌Sections‌‌ ‌‌21.2.1.4‌‌ ‌and‌ ‌‌21.2.1.5.‌ ‌ 
You‌‌may‌‌enter‌‌the‌‌wild‌‌card‌‌".*"‌‌at‌‌the‌‌end‌‌of‌‌a‌‌domain‌‌name‌‌to‌‌block‌‌any‌‌web‌‌site‌‌with‌‌a‌‌host‌‌                                           
name‌ ‌having‌ ‌the‌ ‌domain‌ ‌name‌ ‌in‌ ‌the‌ ‌middle.‌ ‌For‌ ‌example,‌ ‌If‌ ‌you‌ ‌enter‌ ‌"foobar.*,"‌ ‌then‌‌                             
"www.foobar.com,"‌‌"www.foobar.co.jp,"‌‌or‌‌"foobar.co.uk"‌‌will‌‌be‌‌blocked.‌‌Placing‌‌the‌‌wild‌‌card‌‌in‌‌                       
any‌ ‌other‌ ‌position‌ ‌is‌ ‌not‌ ‌supported.‌ ‌ 
The‌‌Peplink‌‌Balance‌‌will‌‌inspect‌‌and‌‌look‌‌for‌‌blocked‌‌domain‌‌names‌‌on‌‌all‌‌HTTP‌‌traffic. Secure‌‌                             
web‌ ‌(HTTPS)‌ ‌traffic‌ ‌is‌ ‌not‌ ‌supported.‌ ‌ 
‌ 

Exempted‌ ‌User‌ ‌Groups‌ ‌ 

Check‌ ‌and‌ ‌select‌ ‌pre-defined‌ ‌user‌ ‌group(s)‌ ‌who‌ ‌can‌ ‌be‌ ‌exempted‌ ‌from‌ ‌the‌ ‌access‌ ‌blocking‌‌                           
rules.‌‌User‌‌groups‌‌can‌‌be‌‌defined‌‌at‌‌‌QoS>User‌‌Groups‌‌section.‌‌Please‌‌refer‌‌to‌‌‌Section‌‌20.1‌‌                             
for‌ ‌details.‌ ‌ 
‌ 

Exempted‌ ‌Subnets‌ ‌ 

With‌‌the‌‌subnet‌‌defined‌‌in‌‌the‌‌field,‌‌clients‌‌on‌‌the‌‌particular‌‌subnet(s)‌‌can‌‌be‌‌exempted‌‌from‌‌the‌‌                                 
access‌ ‌blocking‌ ‌rules.‌ ‌ 
‌ 

URL‌ ‌Logging‌ ‌ 

Click‌ ‌‌enable‌,‌ ‌and‌ ‌then‌ ‌enter‌ ‌the‌ ‌ip‌‌address‌‌and‌‌port‌‌(if‌‌applicable)‌‌where‌‌your‌‌remote‌‌syslog‌‌                               
server‌ ‌is‌ ‌located.‌ ‌ 
‌ 

13.12 Routing‌ ‌Protocols‌ ‌ 

13.12.1 OSPF‌ ‌&‌ ‌RIPv2‌ ‌ 
The‌ ‌Peplink‌ ‌Balance‌ ‌supports‌‌OSPF‌‌and‌‌RIPv2‌‌dynamic‌‌routing‌‌protocols.‌‌Click‌‌the‌‌‌Network‌‌                         
tab‌ ‌from‌ ‌the‌ ‌top‌ ‌bar,‌ ‌and‌ ‌then‌ ‌click‌ ‌the‌ ‌‌Routing‌ ‌Protocols‌ ‌>‌ ‌‌OSPF‌ ‌&‌ ‌RIPv2‌ ‌item‌ ‌on‌ ‌the‌‌                                   
sidebar‌ ‌to‌ ‌reach‌ ‌the‌ ‌following‌ ‌menu:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

OSPF‌ ‌ 

Router‌ ‌ID‌ ‌  This‌ ‌field‌ ‌determines‌ ‌the‌ ‌ID‌ ‌of‌ ‌the‌ ‌router.‌ ‌By‌ ‌default,‌ ‌this‌ ‌is‌ ‌specified‌ ‌as‌ ‌the‌ ‌WAN‌ ‌IP‌‌                                 
address.‌ ‌If‌ ‌you‌ ‌want‌ ‌to‌ ‌specify‌ ‌your‌ ‌own‌ ‌ID,‌ ‌enter‌ ‌it‌ ‌into‌ ‌the‌ ‌‌Custom‌ ‌‌field.‌ ‌ 

Area‌ ‌ 
This‌‌is‌‌an‌‌overview‌‌of‌‌the‌‌OSPF‌‌areas‌‌that‌‌you‌‌have‌‌defined.‌‌Clicking‌‌on‌‌the‌‌name‌‌under‌                                 
Area‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌connection.‌‌To‌‌define‌‌a‌‌new‌‌area,‌‌click‌‌Add.‌‌To‌‌delete‌‌an‌‌                                 
existing‌ ‌area,‌ ‌click‌ ‌on‌ ‌the‌ ‌ .‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

To‌ ‌access‌ ‌RIPv2‌ ‌settings,‌ ‌click‌ ‌on‌ ‌ .‌ ‌ 

‌ 

‌ 

OSPF‌ ‌Settings‌ ‌ 

Area‌ ‌ID‌ ‌  Assign‌ ‌a‌ ‌name‌ ‌to‌ ‌be‌ ‌applied‌ ‌to‌ ‌this‌ ‌group.‌ ‌Machines‌ ‌linked‌ ‌to‌ ‌this‌ ‌group‌ ‌will‌ ‌send‌‌and‌                                 
receive‌ ‌related‌ ‌OSPF‌ ‌packets,‌ ‌while‌ ‌unlinked‌ ‌machines‌ ‌will‌ ‌ignore‌ ‌them.‌ ‌ 

Link‌ ‌Type‌ ‌  Choose‌ ‌the‌ ‌type‌ ‌of‌ ‌network‌ ‌that‌ ‌this‌ ‌area‌ ‌will‌ ‌use.‌‌ ‌  

Authentication‌ ‌ 
If‌ ‌an‌ ‌authentication‌ ‌method‌ ‌is‌ ‌used,‌ ‌select‌ ‌one‌ ‌from‌ ‌this‌ ‌drop-down‌ ‌menu.‌ ‌Available‌‌                         
options‌‌are‌‌‌MD5‌ ‌and‌‌‌Text‌.‌‌Authentication‌‌key(s)‌‌may‌‌be‌‌input‌‌next‌‌to‌‌the‌‌drop-down‌‌menu‌‌                             
after‌ ‌selecting‌ ‌an‌ ‌authentication‌ ‌method.‌ ‌ 

Interfaces‌ ‌  Select‌ ‌the‌ ‌interface(s)‌ ‌that‌ ‌this‌ ‌area‌ ‌will‌ ‌use‌ ‌to‌ ‌listen‌ ‌to‌ ‌and‌ ‌deliver‌ ‌OSPF‌ ‌packets.‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

13.12.2 BGP‌ ‌ 
Click‌‌the‌‌‌Network‌‌tab‌‌along‌‌the‌‌top‌‌bar,‌‌and‌‌then‌‌click‌‌the‌‌‌BGP‌‌item‌‌on‌‌the‌‌sidebar‌‌to‌‌configure‌‌                                     
BGP.‌ ‌ 

‌ 

‌ 

RIPv2‌ ‌Settings‌ ‌ 

Authentication‌ ‌ 
If‌ ‌an‌ ‌authentication‌ ‌method‌ ‌is‌ ‌used,‌ ‌select‌ ‌one‌ ‌from‌ ‌this‌ ‌drop-down‌ ‌menu.‌ ‌Available‌‌                         
options‌‌are‌‌‌MD5‌ ‌and‌‌‌Text‌.‌‌Authentication‌‌key(s)‌‌may‌‌be‌‌input‌‌next‌‌to‌‌the‌‌drop-down‌‌menu‌‌                             
after‌ ‌selecting‌ ‌an‌ ‌authentication‌ ‌method.‌ ‌ 

Interfaces‌ ‌  Select‌ ‌the‌ ‌interface(s)‌ ‌that‌ ‌this‌ ‌area‌ ‌will‌ ‌use‌ ‌to‌ ‌listen‌ ‌to‌ ‌and‌ ‌deliver‌ ‌RIPv2‌ ‌packets.‌ ‌ 

OSPF‌ ‌&‌ ‌RIPv2‌ ‌Route‌ ‌Advertisement‌ ‌ 

PepVPN‌ ‌Route‌‌ 
Isolation‌ ‌ 

Isolate‌ ‌PepVPN‌ ‌peers‌ ‌from‌ ‌each‌ ‌other.‌ ‌Received‌ ‌PepVPN‌ ‌routes‌ ‌will‌ ‌not‌‌be‌‌forwarded‌‌to‌‌                           
other‌ ‌PepVPN‌ ‌peers‌ ‌to‌ ‌reduce‌ ‌bandwidth‌ ‌consumption.‌.‌ ‌ 

Network‌‌ 
Advertising‌ ‌ 

Networks‌ ‌to‌ ‌be‌ ‌advertised‌ ‌over‌ ‌OSPF‌ ‌&‌ ‌RIPv2.‌ ‌If‌ ‌no‌ ‌network‌‌is‌‌selected,‌‌all‌ ‌LAN‌‌/‌‌VLAN‌‌                                 
networks‌ ‌will‌ ‌be‌ ‌advertised‌ ‌by‌ ‌default.‌ ‌ 

Static‌ ‌Route‌‌ 
Advertising‌ ‌  Enabling‌‌OSPF‌‌&‌‌RIPv2‌‌Route‌‌Advertising‌‌allows‌‌it‌‌to‌‌advertise‌‌LAN‌‌static‌‌routes‌‌over‌‌OSPF‌‌                             

&‌ ‌RIPv2.‌ ‌Static‌ ‌routes‌ ‌on‌ ‌the‌ ‌Excluded‌ ‌Networks‌ ‌table‌ ‌will‌ ‌not‌ ‌be‌ ‌advertised.‌‌  
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‌ 

‌ 
Click‌ ‌the‌ ‌"‌x‌"‌ ‌to‌ ‌delete‌ ‌a‌ ‌BGP‌ ‌profile.‌ ‌ 
Click‌ ‌"‌Add‌"‌ ‌to‌ ‌create‌ ‌a‌ ‌new‌ ‌BGP‌ ‌profile.‌ ‌ 
‌ 

‌ 

‌ 

‌ 

BGP‌ ‌ 

Name‌ ‌  This‌ ‌field‌ ‌specifies‌ ‌the‌ ‌name‌ ‌that‌ ‌represents‌ ‌this‌ ‌profile.‌ ‌ 

Enable‌ ‌  When‌ ‌this‌ ‌box‌ ‌is‌ ‌checked,‌ ‌this‌ ‌BGP‌ ‌profile‌ ‌will‌ ‌be‌ ‌enabled.‌‌ ‌  
If‌ ‌it‌ ‌is‌ ‌left‌ ‌unchecked,‌ ‌it‌ ‌will‌ ‌be‌ ‌disabled.‌ ‌ 

Interface‌ ‌  The‌ ‌interface‌ ‌in‌ ‌which‌ ‌the‌ ‌BGP‌ ‌neighbor‌ ‌is‌ ‌located.‌ ‌ 

Autonomous‌‌ 
System‌ ‌  The‌ ‌Autonomous‌ ‌System‌ ‌Number‌ ‌(ASN)‌ ‌assigned‌ ‌to‌ ‌this‌ ‌profile.‌ ‌ 

Neighbor‌ ‌  BGP‌ ‌Neighbors‌ ‌and‌ ‌their‌ ‌details.‌ ‌ 

 ‌IP‌ ‌address‌ ‌  The‌ ‌IP‌ ‌address‌ ‌of‌ ‌the‌ ‌Neighbor.‌ ‌ 

 ‌Autonomous‌‌ 
System‌ ‌  The‌ ‌Neighbor's‌ ‌ASN.‌ ‌ 

Multihop/TTL‌ ‌ 
This‌ ‌field‌ ‌determines‌ ‌the‌ ‌Time-to-live‌ ‌(TTL)‌ ‌of‌ ‌BGP‌ ‌packets.‌‌ ‌  
Leave‌‌this‌‌field‌‌blank‌‌if‌‌the‌‌BGP‌‌neighbor‌‌is‌‌directly‌‌connected,‌‌otherwise‌‌you‌‌must‌‌specify‌‌a‌‌                               
TTL‌ ‌value.‌ ‌This‌ ‌option‌ ‌should‌ ‌be‌ ‌used‌ ‌if‌ ‌the‌ ‌configured‌ ‌Neighbor’s‌ ‌IP‌ ‌address‌ ‌does‌ ‌not‌‌                             
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‌ 

‌ 

‌ 

‌ 

‌ 

match‌ ‌the‌ ‌selected‌ ‌Interface’s‌ ‌network‌ ‌subnets.‌ ‌The‌ ‌TTL‌ ‌value‌ ‌must‌ ‌be‌ ‌between‌ ‌2‌ ‌to‌ ‌255.‌ ‌ 

Password‌ ‌  (Optional)‌ ‌Assign‌ ‌a‌ ‌password‌ ‌for‌ ‌MD5‌ ‌authentication‌ ‌of‌ ‌BGP‌ ‌sessions.‌ ‌ 

AS-Path‌‌ 
Prepending:‌ ‌ 

AS‌ ‌path‌ ‌to‌ ‌be‌ ‌prepended‌ ‌to‌ ‌the‌ ‌routes‌ ‌received‌ ‌from‌ ‌this‌ ‌Neighbor.‌‌ ‌  
Values‌ ‌must‌ ‌be‌ ‌ASN‌ ‌and‌ ‌separated‌ ‌by‌ ‌commas.‌‌ ‌  
For‌ ‌example:‌ ‌inputting‌ ‌"64530,64531"‌ ‌will‌ ‌prepend‌ ‌"64530,‌ ‌64531"‌ ‌to‌ ‌received‌ ‌routes.‌ ‌ 

Hold‌ ‌Time‌ ‌ 
Wait‌‌time‌‌in‌‌seconds‌‌for‌‌a‌‌keepalive‌‌message‌‌from‌‌a‌‌Neighbor‌‌before‌‌considering‌‌the‌‌BGP‌‌                             
connection‌ ‌as‌ ‌stalled.‌‌ ‌  
The‌ ‌value‌ ‌must‌ ‌be‌ ‌either‌ ‌0‌ ‌(infinite‌ ‌hold‌ ‌time)‌ ‌or‌ ‌between‌ ‌3‌ ‌and‌ ‌65535‌ ‌inclusively.‌ ‌ 
Default:‌ ‌240‌ ‌ 

Next‌ ‌Hop‌ ‌Self‌ ‌  Enable‌‌this‌‌option‌‌to‌‌advertise‌‌your‌‌own‌‌source‌‌address‌‌as‌‌the‌‌next‌‌hop‌‌when‌‌propagating‌‌                             
routes.‌ ‌ 

iBGP‌ ‌Local‌‌ 
Preference‌ ‌ 

This‌‌is‌‌the‌‌metric‌‌advertised‌‌to‌‌iBGP‌‌Neighbors‌‌to‌‌indicate‌‌the‌‌preference‌‌for‌‌external‌‌routes.‌‌                             
The‌ ‌value‌ ‌must‌ ‌be‌ ‌between‌ ‌0‌ ‌to‌ ‌4294967295‌ ‌inclusively.‌ ‌ 
Default:‌ ‌100‌ ‌ 

BFD‌ ‌ 
Enable‌ ‌this‌ ‌option‌ ‌to‌ ‌add‌ ‌Bidirectional‌ ‌Forwarding‌ ‌Detection‌ ‌for‌ ‌path‌ ‌failure.‌ ‌All‌ ‌directly‌‌                         
connected‌‌Neighbors‌‌that‌‌use‌‌the‌‌same‌‌physical‌‌interface‌‌share‌‌the‌‌same‌‌BFD‌‌settings.‌‌All‌‌                           
mulithop‌‌Neighbors‌‌share‌‌the‌‌same‌‌multihop‌‌BFD‌‌settings.‌‌You‌‌can‌‌configure‌‌BFD‌‌settings‌‌                         
in‌ ‌the‌ ‌BGP‌ ‌profile‌ ‌listing‌ ‌page‌ ‌after‌ ‌this‌ ‌option‌ ‌is‌ ‌enabled.‌ ‌ 

Route‌ ‌Advertisement‌ ‌ 

Network‌‌ 
Advertising‌ ‌  Select‌ ‌the‌ ‌Networks‌ ‌that‌ ‌will‌ ‌be‌ ‌advertised‌ ‌to‌ ‌the‌ ‌BGP‌ ‌Neighbor.‌ ‌ 

Static‌ ‌Route‌‌ 
Advertising‌ ‌ 

Enable‌ ‌this‌ ‌option‌ ‌to‌ ‌advertise‌ ‌static‌ ‌LAN‌ ‌routes.‌ ‌Static‌ ‌routes‌ ‌that‌ ‌match‌ ‌the‌ ‌Excluded‌‌                           
Networks‌ ‌table‌ ‌will‌ ‌not‌ ‌be‌ ‌advertised.‌ ‌ 

Custom‌ ‌Route‌‌ 
Advertising‌ ‌  Additional‌ ‌routes‌ ‌to‌ ‌be‌ ‌advertised‌ ‌to‌ ‌the‌ ‌BGP‌ ‌Neighbor.‌ ‌ 

Advertise‌ ‌OSPF‌‌  When‌ ‌this‌ ‌box‌ ‌is‌ ‌checked,‌ ‌every‌ ‌learnt‌ ‌OSPF‌ ‌route‌ ‌will‌ ‌be‌ ‌advertised.‌ ‌ 

https://www.peplink.com‌ ‌  200‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 

Route‌ ‌ 

Set‌ ‌Community‌ ‌ 

Assign‌ ‌a‌ ‌prefix‌ ‌to‌ ‌a‌ ‌Community‌ ‌ 
‌ 

Community:‌ ‌ 
Two‌ ‌numbers‌ ‌in‌ ‌new-format.‌ ‌ 
e.g.‌ ‌65000:21344‌ ‌ 
Well-known‌ ‌communities:‌ ‌ 
no-export‌ ‌65535:65281‌ ‌ 
no-advertise‌ ‌65535:65282‌ ‌ 
no-export-subconfed‌ ‌65535:65283‌ ‌ 
no-peer‌ ‌65535:65284‌ ‌ 
‌ 

Route‌ ‌Prefix:‌ ‌ 
Comma‌ ‌separated‌ ‌networks.‌ ‌ 
e.g.‌ ‌172.168.1.0/24,192.168.1.0/28‌ ‌ 

Route‌ ‌Import‌ ‌Settings‌ ‌ 

Filter‌ ‌Mode‌ ‌ 

This‌ ‌field‌ ‌allows‌ ‌for‌ ‌the‌ ‌selection‌ ‌of‌ ‌the‌ ‌filter‌ ‌mode‌ ‌for‌ ‌route‌ ‌import.‌ ‌ 
None‌:‌ ‌All‌ ‌BGP‌ ‌routes‌ ‌will‌ ‌be‌ ‌accepted.‌ ‌ 
Accept‌:‌ ‌Routes‌ ‌in‌ ‌"Restricted‌ ‌Networks"‌ ‌will‌ ‌be‌ ‌accepted,‌ ‌routes‌ ‌not‌ ‌in‌ ‌the‌ ‌list‌ ‌will‌ ‌be‌‌                             
rejected.‌ ‌ 
Reject‌:‌ ‌Routes‌ ‌in‌ ‌"Restricted‌ ‌Networks"‌ ‌will‌ ‌be‌ ‌rejected,‌ ‌routes‌ ‌not‌ ‌in‌ ‌the‌ ‌list‌ ‌will‌ ‌be‌‌                             
accepted.‌ ‌ 

Restricted‌‌ 
Networks‌ ‌ 

This‌ ‌field‌ ‌specifies‌ ‌the‌ ‌network(s)‌ ‌in‌ ‌the‌ ‌“route‌ ‌import”‌ ‌entry.‌ ‌ 
Exact‌ ‌Match:‌ ‌When‌ ‌this‌ ‌box‌ ‌is‌ ‌checked,‌ ‌only‌ ‌routes‌ ‌with‌ ‌the‌ ‌same‌ ‌Network‌ ‌and‌‌Subnet‌‌                             
Mask‌ ‌will‌ ‌be‌ ‌filtered.‌‌ ‌  
Otherwise,‌ ‌routes‌ ‌within‌ ‌the‌ ‌Networks‌ ‌and‌ ‌Subnets‌ ‌will‌ ‌be‌ ‌filtered.‌ ‌ 
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‌ 

13.13 Remote‌ ‌User‌ ‌Access‌ ‌ 

A‌ ‌remote-access‌ ‌VPN‌ ‌connection‌ ‌allows‌ ‌an‌ ‌individual‌ ‌user‌ ‌to‌ ‌connect‌ ‌to‌ ‌a‌ ‌private‌ ‌business‌‌                           
network‌ ‌from‌ ‌a‌ ‌remote‌ ‌location‌ ‌using‌‌a‌‌laptop‌‌or‌‌desktop‌‌computer‌‌connected‌‌to‌‌the‌‌Internet.‌‌                             
Networks‌‌routed‌‌by‌‌a‌‌Peplink‌‌router‌‌can‌‌be‌‌remotely‌‌accessed‌‌via‌‌OpenVPN,‌‌L2TP‌‌with‌‌IPsec‌‌                             
or‌ ‌PPTP.‌ ‌To‌ ‌configure‌ ‌this‌ ‌feature,‌ ‌navigate‌ ‌to‌‌‌Network‌‌>‌‌Remote‌‌User‌‌Access‌‌‌and‌‌‌choose‌‌                             
the‌ ‌required‌ ‌VPN‌ ‌type.‌ ‌ 
‌ 

‌ 

‌ 

Filter‌ ‌Mode‌ ‌ 

This‌ ‌field‌ ‌allows‌ ‌for‌ ‌the‌ ‌selection‌ ‌of‌ ‌the‌ ‌filter‌ ‌mode‌ ‌for‌ ‌route‌ ‌export.‌ ‌ 
None‌:‌ ‌All‌ ‌BGP‌ ‌routes‌ ‌will‌ ‌be‌ ‌accepted.‌ ‌ 
Accept‌:‌ ‌Routes‌ ‌in‌ ‌"Restricted‌ ‌Networks"‌ ‌will‌ ‌be‌ ‌accepted,‌ ‌routes‌ ‌not‌ ‌in‌ ‌the‌ ‌list‌ ‌will‌ ‌be‌‌                             
rejected.‌ ‌ 
Reject‌:‌ ‌Routes‌ ‌in‌ ‌"Restricted‌ ‌Networks"‌ ‌will‌ ‌be‌ ‌rejected,‌ ‌routes‌ ‌not‌ ‌in‌ ‌the‌ ‌list‌ ‌will‌ ‌be‌‌                             
accepted.‌ ‌ 

Restricted‌‌ 
Networks‌ ‌ 

This‌ ‌field‌ ‌specifies‌ ‌the‌ ‌network(s)‌ ‌in‌ ‌the‌ ‌“route‌ ‌export”‌ ‌entry.‌ ‌ 
Exact‌ ‌Match:‌ ‌When‌ ‌this‌ ‌box‌ ‌is‌ ‌checked,‌ ‌only‌ ‌routes‌ ‌with‌ ‌the‌ ‌same‌ ‌Network‌ ‌and‌‌Subnet‌‌                             
Mask‌ ‌will‌ ‌be‌ ‌filtered.‌‌ ‌  
Otherwise,‌ ‌routes‌ ‌within‌ ‌the‌ ‌Networks‌ ‌and‌ ‌Subnets‌ ‌will‌ ‌be‌ ‌filtered.‌ ‌ 

Export‌ ‌to‌ ‌other‌‌ 
BGP‌ ‌Profile‌ ‌ 

When‌‌this‌‌box‌‌is‌‌checked,‌‌routes‌‌learnt‌‌from‌‌this‌‌BGP‌‌profile‌‌will‌ ‌be‌‌exported‌‌to‌‌other‌‌BGP‌‌                                 
profiles.‌ ‌ 

Export‌ ‌to‌ ‌OSPF‌ ‌  When‌‌this‌‌box‌‌is‌‌checked,‌‌routes‌‌learnt‌‌from‌‌this‌‌BGP‌‌profile‌‌will‌ ‌be‌‌exported‌‌to‌‌the‌‌OSPF‌‌                                 
routing‌ ‌protocol.‌ ‌ 
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‌ 

13.13.1 L2TP‌ ‌with‌ ‌IPsec‌ ‌ 

‌ 
‌ 

‌ 
Continue‌ ‌to‌ ‌configure‌ ‌the‌ ‌authentication‌ ‌method.‌ ‌ 
‌ 

13.13.2  ‌OpenVPN‌ ‌ 

‌ 
Select‌ ‌OpenVPN‌ ‌and‌ ‌continue‌ ‌to‌ ‌configure‌ ‌the‌ ‌authentication‌ ‌method.‌ ‌ 
‌ 

The‌ ‌OpenVPN‌ ‌Client‌ ‌profile‌ ‌can‌ ‌be‌ ‌downloaded‌ ‌from‌ ‌the‌ ‌‌Status‌ ‌>‌ ‌device‌ ‌page‌ ‌after‌ ‌the‌‌                             
configuration‌ ‌has‌ ‌been‌ ‌saved.‌ ‌ 

‌ 
You‌ ‌have‌ ‌a‌ ‌choice‌ ‌between‌ ‌2‌ ‌different‌ ‌OpenVPN‌ ‌Client‌ ‌profiles:‌‌ ‌  
‌ 

Option‌ ‌1:‌ ‌"Route‌ ‌all‌ ‌traffic"‌ ‌profile‌ ‌ 
Using‌ ‌this‌ ‌profile,‌ ‌VPN‌ ‌clients‌ ‌will‌ ‌send‌ ‌all‌ ‌the‌ ‌traffic‌ ‌through‌ ‌the‌ ‌OpenVPN‌ ‌tunnel‌ ‌ 

‌ 
Option‌ ‌2:‌ ‌"Split‌ ‌tunnel"‌ ‌profile‌ ‌ 
Using‌‌this‌‌profile,‌‌VPN‌‌clients‌‌will‌‌ONLY‌‌send‌‌those‌‌traffic‌‌designated‌‌to‌‌the‌‌untagged‌‌LAN‌‌and‌‌                               
VLAN‌ ‌segment‌ ‌through‌ ‌the‌ ‌OpenVPN‌ ‌tunnel.‌ ‌ 

‌ 

‌ 

L2TP‌ ‌with‌ ‌IPsec‌ ‌Remote‌ ‌User‌ ‌Access‌ ‌Settings‌ ‌ 

Pre-shared‌ ‌Key‌ ‌  Enter‌ ‌your‌‌pre‌‌shared‌‌key‌‌in‌‌the‌‌text‌‌field.‌‌Please‌‌note‌‌that‌‌remote‌‌devices‌‌will‌ ‌need‌‌this‌‌                                 
preshared‌ ‌key‌ ‌to‌ ‌access‌ ‌the‌ ‌Balance.‌ ‌ 

Listen‌ ‌On‌ ‌  This‌ ‌setting‌ ‌is‌ ‌for‌ ‌specifying‌ ‌the‌ ‌WAN‌ ‌IP‌ ‌addresses‌ ‌that‌ ‌allow‌ ‌remote‌ ‌user‌ ‌access.‌ ‌ 

Disable‌ ‌Weak‌‌ 
Ciphers‌ ‌ 

Click‌ ‌the‌ ‌  ‌button‌ ‌to‌ ‌show‌ ‌and‌ ‌enable‌ ‌this‌ ‌option.‌ ‌ 
When‌ ‌checked,‌ ‌weak‌ ‌ciphers‌ ‌such‌ ‌as‌ ‌3DES‌ ‌will‌ ‌be‌ ‌disabled.‌ ‌ 
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‌ 
‌ 

13.13.3  ‌PPTP‌ ‌ 

‌ 
No‌ ‌additional‌ ‌configuration‌ ‌required.‌ ‌ 
The‌ ‌Point-to-Point‌ ‌Tunneling‌ ‌Protocol‌ ‌(PPTP)‌ ‌is‌ ‌an‌ ‌obsolete‌ ‌method‌ ‌for‌ ‌implementing‌ ‌virtual‌‌                       
private‌ ‌networks.‌ ‌PPTP‌ ‌has‌ ‌many‌ ‌well‌ ‌known‌ ‌security‌ ‌issues‌ ‌ 
Continue‌ ‌to‌ ‌configure‌ ‌authentication‌ ‌methods.‌ ‌ 
‌ 

13.13.4 Authentication‌ ‌Methods‌ ‌ 

‌ 

‌ 
User‌ ‌accounts:‌ ‌ 
This‌ ‌setting‌ ‌allows‌ ‌you‌ ‌to‌ ‌define‌ ‌the‌ ‌Remote‌ ‌User‌ ‌Accounts.‌‌ ‌  
Click‌ ‌Add‌ ‌to‌ ‌input‌ ‌username‌ ‌and‌ ‌password‌ ‌to‌ ‌create‌ ‌an‌ ‌account.‌ ‌After‌ ‌adding‌ ‌the‌ ‌user‌‌                             
accounts,‌ ‌you‌ ‌can‌ ‌click‌ ‌on‌ ‌a‌ ‌username‌ ‌to‌ ‌edit‌ ‌the‌ ‌account‌ ‌password.‌‌ ‌  
‌ 

Note:‌ ‌ 
The‌ ‌username‌ ‌must‌ ‌contain‌ ‌lowercase‌ ‌letters,‌ ‌numerics,‌ ‌underscore(_),‌ ‌dash(-),‌ ‌at‌ ‌sign(@),‌‌                     
and‌ ‌period(.)‌ ‌only.‌ ‌ 
The‌ ‌password‌ ‌must‌ ‌be‌ ‌between‌ ‌8‌ ‌and‌ ‌12‌ ‌characters‌ ‌long.‌ ‌ 
‌ 

LDAP‌ ‌Server:‌ ‌ 

‌ 

‌ 

Authentication‌ ‌Method‌ ‌ 

Connect‌ ‌to‌‌ 
Network‌ ‌  Select‌ ‌the‌ ‌VLAN‌ ‌network‌ ‌for‌ ‌remote‌ ‌users‌ ‌to‌ ‌enable‌ ‌remote‌ ‌user‌ ‌access‌ ‌on.‌ ‌ 

Authentication‌ ‌  Determine‌ ‌the‌ ‌method‌ ‌of‌ ‌authenticating‌ ‌remote‌ ‌users‌ ‌ 

https://www.peplink.com‌ ‌  204‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

‌ 
Enter‌ ‌the‌ ‌matching‌ ‌LDAP‌ ‌server‌ ‌details‌ ‌to‌ ‌allow‌ ‌for‌ ‌LDAP‌ ‌server‌ ‌authentication.‌ ‌ 
‌ 

Radius‌ ‌Server:‌ ‌ 

‌ 
Enter‌ ‌the‌ ‌matching‌ ‌Radius‌ ‌server‌ ‌details‌ ‌to‌ ‌allow‌ ‌for‌ ‌Radius‌ ‌server‌ ‌authentication.‌ ‌ 
‌ 

Active‌ ‌Directory:‌ ‌ 

‌ 
Enter‌ ‌the‌ ‌matching‌ ‌Active‌ ‌Directory‌ ‌details‌ ‌to‌ ‌allow‌ ‌for‌ ‌Active‌ ‌Directory‌ ‌server‌ ‌authentication.‌ ‌ 

‌ 
13.14 Misc.‌ ‌Settings‌ ‌ 

13.14.1 High‌ ‌Availability‌ ‌ 
Peplink‌ ‌Balance‌ ‌supports‌ ‌high‌ ‌availability‌ ‌(HA)‌ ‌configurations‌ ‌via‌ ‌an‌ ‌open‌ ‌standard‌ ‌virtual‌‌                       
router‌ ‌redundancy‌ ‌protocol‌ ‌(VRRP,‌ ‌RFC‌ ‌3768).‌ ‌ 
In‌‌an‌‌HA‌‌configuration,‌‌two‌‌same-model‌‌Peplink‌‌Balance‌‌units‌‌provide‌‌redundancy‌‌and‌‌failover‌‌                         
in‌ ‌a‌ ‌master-slave‌ ‌arrangement.‌ ‌In‌ ‌the‌ ‌event‌ ‌that‌ ‌the‌ ‌master‌ ‌unit‌ ‌is‌ ‌down,‌ ‌the‌ ‌slave‌ ‌unit‌‌                               
becomes‌ ‌active.‌ ‌ 
High‌‌availability‌‌will‌‌be‌‌disabled‌‌automatically‌‌where‌‌there‌‌is‌‌a‌‌drop-in‌‌connection‌‌configured‌‌on‌‌                           

‌ 

‌ 
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‌ 
a‌ ‌LAN‌ ‌bypass‌ ‌port.‌ ‌ 
The‌ ‌following‌ ‌diagram‌ ‌illustrates‌ ‌an‌ ‌HA‌ ‌configuration‌ ‌with‌ ‌two‌ ‌Peplink‌ ‌Balance‌ ‌units‌‌and‌‌two‌‌                           
Internet‌ ‌connections:‌ ‌ 

‌ 

In‌ ‌the‌ ‌diagram,‌ ‌the‌ ‌WAN‌ ‌ports‌ ‌of‌ ‌each‌ ‌Peplink‌ ‌Balance‌ ‌unit‌ ‌connect‌ ‌to‌ ‌the‌‌router‌‌and‌‌to‌‌the‌‌                                   
modem.‌ ‌Both‌ ‌Peplink‌ ‌Balance‌ ‌units‌ ‌connect‌ ‌to‌ ‌the‌ ‌same‌ ‌LAN‌ ‌switch‌ ‌via‌ ‌a‌ ‌LAN‌ ‌port.‌ ‌ 
An‌ ‌elaboration‌ ‌on‌ ‌the‌ ‌technical‌ ‌details‌ ‌of‌ ‌the‌ ‌implementation‌ ‌of‌ ‌virtual‌ ‌router‌ ‌redundancy‌‌                         
protocol‌ ‌(VRRP,‌ ‌RFC‌ ‌3768)‌ ‌by‌ ‌the‌ ‌Balance‌ ‌follows:‌ ‌ 

● In‌ ‌an‌ ‌HA‌ ‌configuration,‌ ‌the‌ ‌two‌ ‌Peplink‌ ‌Balance‌ ‌units‌ ‌communicate‌ ‌with‌ ‌each‌ ‌other‌‌                         
using‌ ‌VRRP‌ ‌over‌ ‌the‌ ‌LAN.‌ ‌ 

● The‌‌two‌‌Peplink‌‌Balance‌‌units‌‌broadcast‌‌heartbeat‌‌signals‌‌to‌‌the‌‌LAN‌‌at‌‌a‌‌frequency‌‌of‌‌                             
one‌ ‌heartbeat‌ ‌signal‌ ‌per‌ ‌second.‌ ‌ ‌   

● In‌‌the‌‌event‌‌that‌‌no‌‌heartbeat‌‌signal‌‌from‌‌the‌‌master‌‌Peplink‌‌Balance‌‌unit‌‌is‌‌received‌‌in‌‌                               
3‌ ‌seconds‌ ‌(or‌ ‌longer)‌ ‌since‌ ‌the‌ ‌last‌ ‌heartbeat‌ ‌signal,‌ ‌the‌ ‌slave‌ ‌Peplink‌ ‌Balance‌ ‌unit‌‌                           
becomes‌ ‌active.‌ ‌ 

● The‌‌slave‌‌Peplink‌‌Balance‌‌unit‌‌initiates‌‌the‌‌WAN‌‌connections‌‌and‌‌binds‌‌to‌‌a‌‌previously‌‌                           
configured‌ ‌LAN‌ ‌IP‌ ‌address.‌ ‌ 

● At‌‌a‌‌subsequent‌‌point‌‌when‌‌the‌‌master‌‌Peplink‌‌Balance‌‌unit‌‌recovers,‌‌it‌‌will‌‌once‌‌again‌‌                             
become‌ ‌active.‌ ‌ 

You‌ ‌can‌ ‌configure‌ ‌high‌ ‌availability‌ ‌at‌ ‌‌Network>Misc.‌ ‌Settings>High‌ ‌Availability‌.‌ ‌ 

‌ 

‌ 

Interface‌ ‌for‌ ‌Master‌ ‌Router‌ ‌  Interface‌ ‌for‌ ‌Slave‌ ‌Router‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

High‌ ‌Availability‌ ‌ 

Enable‌ ‌  Checking‌ ‌this‌ ‌box‌ ‌specifies‌ ‌that‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌unit‌ ‌is‌ ‌part‌ ‌of‌ ‌a‌ ‌high‌ ‌availability‌‌                             
configuration.‌ ‌ 

Group‌ ‌Number‌ 
This‌ ‌number‌ ‌identifies‌ ‌a‌ ‌pair‌ ‌of‌ ‌Peplink‌ ‌Balance‌ ‌units‌ ‌operating‌ ‌in‌ ‌a‌ ‌high‌ ‌availability‌‌                           
configuration.‌‌The‌‌two‌‌Peplink‌‌Balance‌‌units‌‌in‌‌the‌‌pair‌‌must‌‌have‌‌the‌‌same‌‌‌Group‌‌Number‌‌                             
value.‌ ‌ 

Preferred‌ ‌Role‌ 
This‌ ‌setting‌ ‌specifies‌ ‌whether‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌unit‌‌operates‌‌in‌‌master‌‌or‌‌slave‌‌mode.‌‌                           
Click‌ ‌the‌ ‌corresponding‌ ‌radio‌ ‌button‌ ‌to‌‌set‌‌the‌‌role‌‌of‌‌the‌‌unit.‌‌One‌‌of‌‌the‌‌units‌‌in‌‌the‌‌pair‌‌                                     
must‌ ‌be‌ ‌configured‌ ‌as‌ ‌the‌ ‌master,‌ ‌and‌ ‌the‌ ‌other‌ ‌unit‌ ‌must‌ ‌be‌ ‌configured‌ ‌as‌ ‌the‌ ‌slave.‌ ‌ 

Resume‌‌ 
Master‌ ‌Role‌‌ 

Upon‌‌ 
Recovery‌ ‌ 

This‌ ‌option‌ ‌is‌ ‌displayed‌ ‌when‌ ‌‌Master‌ ‌mode‌‌is‌‌selected‌‌in‌‌‌Preferred‌‌Role‌.‌‌If‌‌this‌‌option‌‌is‌‌                               
enabled,‌ ‌once‌ ‌the‌ ‌device‌ ‌has‌ ‌recovered‌ ‌from‌ ‌an‌ ‌outage,‌ ‌it‌ ‌will‌ ‌take‌ ‌over‌ ‌and‌ ‌resume‌ ‌its‌‌                               
Master‌‌ ‌role‌ ‌from‌ ‌the‌ ‌slave‌ ‌unit.‌ ‌ 

Configuration‌‌ 
Sync.‌ ‌ 

This‌ ‌option‌ ‌is‌ ‌displayed‌ ‌when‌ ‌‌Slave‌ ‌mode‌ ‌is‌ ‌selected‌ ‌in‌ ‌‌Preferred‌ ‌Role‌.‌ ‌If‌‌this‌‌option‌‌is‌‌                               
enabled‌ ‌and‌ ‌the ‌Master‌ ‌Serial‌‌Number ‌entered‌‌matches‌‌with‌‌the‌‌actual‌‌master‌‌unit's,‌‌the‌‌                       
master‌ ‌unit‌ ‌will‌ ‌automatically‌ ‌transfer‌ ‌the‌ ‌configuration‌ ‌to‌ ‌this‌ ‌unit.‌ ‌Please‌ ‌make‌ ‌sure‌‌                         
the ‌LAN‌‌IP‌‌Address‌ and the‌‌‌Subnet‌‌Mask‌ fields‌‌are‌‌set‌‌correctly‌‌in‌‌the LAN‌‌settings page.‌‌                     
You‌ ‌can‌ ‌refer‌ ‌to‌ ‌the‌ ‌‌Event‌ ‌Log‌‌ ‌for‌ ‌the‌ ‌configuration‌ ‌synchronization‌ ‌status.‌ ‌ 

Master‌ ‌Serial‌‌ 
Number‌ ‌ 

If‌Configuration‌‌Sync.‌‌‌is‌‌checked,‌‌the‌‌serial‌‌number‌‌of‌‌the‌‌master‌‌unit‌‌is‌‌required‌‌here‌‌for‌‌                               
the‌ ‌feature‌ ‌to‌ ‌work‌ ‌properly.‌ ‌ 

Virtual‌ ‌IP‌ ‌  The‌‌HA‌‌pair‌‌must‌‌share‌‌the‌‌same‌‌‌Virtual‌‌IP‌.‌‌The‌‌‌Virtual‌‌IP‌‌and‌‌the‌‌‌LAN‌‌Administration‌‌IP‌‌                                 
must‌ ‌be‌ ‌under‌ ‌the‌ ‌same‌ ‌network.‌ ‌ 

LAN‌‌ 
Administration‌ 

IP‌ ‌ 
This‌‌setting‌‌specifies‌‌a‌‌LAN‌‌IP‌‌address‌‌to‌‌be‌‌used‌‌for‌‌accessing‌‌administration‌‌functionality.‌‌                           
This‌ ‌address‌ ‌should‌ ‌be‌ ‌unique‌ ‌within‌ ‌the‌ ‌LAN.‌ ‌ 

Subnet‌ ‌Mask‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌subnet‌ ‌mask‌ ‌of‌ ‌the‌ ‌LAN.‌ ‌ 

 Important‌ ‌Note‌ ‌ 
For‌‌Balance‌‌routers‌‌in‌‌NAT‌‌mode,‌‌the‌‌virtual‌‌IP‌‌(VIP)‌‌should‌‌be‌‌set‌‌as‌‌the‌‌default‌‌gateway‌‌for‌‌all‌‌hosts‌‌sitting‌‌on‌‌                                           
the‌‌LAN‌‌segment.‌‌For‌‌example,‌‌a‌‌firewall‌‌sitting‌‌behind‌‌the‌‌Balance‌‌should‌‌set‌‌its‌‌default‌‌gateway‌‌as‌‌the‌‌virtual‌‌IP‌‌                                       
instead‌ ‌of‌ ‌the‌ ‌IP‌ ‌of‌ ‌the‌ ‌master‌ ‌Balance.‌ ‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 
‌ 

In‌ ‌drop-in‌ ‌mode,‌ ‌no‌ ‌other‌ ‌configuration‌ ‌needs‌ ‌to‌ ‌be‌ ‌set.‌ ‌ 
‌ 

‌ 
‌ 

Please‌ ‌note‌ ‌that‌ ‌the‌ ‌drop-in‌ ‌WAN‌ ‌cannot‌ ‌be‌ ‌configured‌ ‌as‌ ‌a‌ ‌LAN‌ ‌bypass‌ ‌port‌ ‌while‌ ‌it‌ ‌is‌ ‌configured‌ ‌for‌ ‌high‌‌                                       
availability.‌ ‌ 
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13.14.2 Certificate‌ ‌Manager‌ ‌ 

‌ 
This‌ ‌section‌ ‌allows‌ ‌you‌ ‌to‌ ‌assign‌ ‌certificates‌ ‌for‌ ‌the‌ ‌local‌ ‌VPN,‌ ‌OpenVPN,‌ ‌Captive‌ ‌Portal,‌‌                           
Mediafast,‌ ‌ContentHub,‌ ‌Wi-Fi‌ ‌WAN‌ ‌(Client‌ ‌and‌ ‌CA)‌ ‌and‌ ‌web‌ ‌admin‌ ‌SSL‌ ‌for‌ ‌extra‌ ‌security.‌‌ ‌  
Read‌ ‌the‌ ‌following‌ ‌knowledgebase‌ ‌article‌ ‌for‌ ‌full‌ ‌instructions‌ ‌on‌ ‌how‌ ‌to‌ ‌create‌ ‌and‌ ‌import‌ ‌a‌                             
self-signed‌ ‌certificate:‌‌   
https://forum.peplink.com/t/how-to-create-a-self-signed-certificate-and-import-it-to-a-peplink-pro‌
duct/‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  209‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://forum.peplink.com/t/how-to-create-a-self-signed-certificate-and-import-it-to-a-peplink-product/
https://forum.peplink.com/t/how-to-create-a-self-signed-certificate-and-import-it-to-a-peplink-product/
https://www.peplink.com/


‌ 

13.14.3 Service‌ ‌Forwarding‌ ‌ 
Service‌ ‌forwarding‌ ‌settings‌ ‌are‌ ‌located‌ ‌at‌ ‌‌Network>Misc.‌ ‌Settings>Service‌ ‌Forwarding‌.‌ ‌ 

‌ 

‌   

‌ 

‌ 

 Service‌ ‌Forwarding‌ ‌ 

SMTP‌ ‌Forwarding‌ ‌ 
When‌‌this‌‌option‌‌is‌‌enabled,‌‌all‌‌outgoing‌‌SMTP‌‌connections‌‌destined‌‌for‌‌any‌‌host‌‌at‌‌                           
TCP‌‌port‌‌25‌‌will‌ ‌be‌‌intercepted.‌‌These‌‌connections‌‌will‌ ‌be‌‌redirected‌‌to‌‌a‌‌specified‌‌                           
SMTP‌‌server‌‌and‌‌port‌‌number.‌‌SMTP‌‌server‌‌settings‌‌for‌‌each‌‌WAN‌‌can‌‌be‌‌specified‌‌                           
after‌ ‌selecting‌ ‌‌Enable‌.‌ ‌ 

Web‌ ‌Proxy‌‌ 
Forwarding‌ ‌ 

When‌ ‌this‌‌option‌‌is‌‌enabled,‌‌all‌ ‌outgoing‌‌connections‌‌destined‌‌for‌‌the‌‌proxy‌‌server‌‌                         
specified‌ ‌in‌ ‌‌Web‌ ‌Proxy‌ ‌Interception‌ ‌Settings‌ ‌will‌ ‌be‌ ‌intercepted.‌ ‌These‌‌                   
connections‌‌will‌ ‌be‌‌redirected‌‌to‌‌a‌‌specified‌‌web‌‌proxy‌‌server‌‌and‌‌port‌‌number.‌‌Web‌‌                           
proxy‌‌interception‌‌settings‌‌and‌‌proxy‌‌server‌‌settings‌‌for‌‌each‌‌WAN‌‌can‌‌be‌‌specified‌‌                         
after‌ ‌selecting‌ ‌‌Enable‌.‌ ‌ 

DNS‌ ‌Forwarding‌ ‌ 

When‌ ‌this‌ ‌option‌ ‌is‌ ‌enabled,‌ ‌all‌ ‌outgoing‌ ‌DNS‌ ‌lookups‌ ‌will‌ ‌be‌ ‌intercepted‌ ‌and‌‌                         
redirected‌‌to‌‌the‌‌built-in‌‌DNS‌‌name‌‌server.‌‌If‌‌any‌‌LAN‌‌device‌‌is‌‌using‌‌the‌‌DNS‌‌name‌‌                               
servers‌ ‌of‌ ‌a‌ ‌WAN‌ ‌connection,‌ ‌you‌ ‌may‌ ‌want‌ ‌to‌‌enable‌‌this‌‌option‌‌to‌‌enhance‌‌the‌‌                             
DNS‌‌availability‌‌without‌‌modifying‌‌the‌‌DNS‌‌server‌‌setting‌‌of‌‌the‌‌clients.‌‌The‌‌built-in‌‌                         
DNS‌ ‌name‌ ‌server‌ ‌will‌ ‌distribute‌ ‌DNS‌ ‌lookups‌‌to‌‌corresponding‌‌DNS‌‌servers‌‌of‌‌all‌‌                         
available‌‌WAN‌‌connections.‌‌In‌‌this‌‌case,‌‌DNS‌‌service‌‌will‌‌not‌‌be‌‌interrupted,‌‌even‌‌if‌‌                           
any‌ ‌WAN‌ ‌connection‌ ‌is‌ ‌down.‌ ‌ 

Custom‌ ‌Service‌‌ 
Forwarding‌ ‌ 

When‌‌custom‌‌service‌‌forwarding‌‌is‌‌enabled,‌‌outgoing‌‌traffic‌‌with‌‌the‌‌specified‌‌TCP‌‌                       
port‌‌will‌ ‌be‌‌forwarded‌‌to‌‌a‌‌local‌‌or‌‌remote‌‌server‌‌by‌‌defining‌‌its‌‌IP‌‌address‌‌and‌‌port‌‌                                 
number.‌ ‌ 
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‌ 

SMTP‌ ‌Forwarding‌ ‌ 

Some‌ ‌ISPs‌ ‌require‌ ‌their‌ ‌users‌ ‌to‌ ‌send‌‌e-mails‌‌via‌‌the‌‌ISP’s‌‌SMTP‌‌server.‌‌All‌‌outgoing‌‌SMTP‌‌                               
connections‌ ‌are‌ ‌blocked‌ ‌except‌ ‌those‌ ‌connecting‌ ‌to‌ ‌the‌ ‌ISP’s.‌ ‌The‌‌Peplink‌‌Balance‌‌supports‌‌                         
the‌‌interception‌‌and‌‌redirection‌‌of‌‌all‌‌outgoing‌‌SMTP‌‌connections‌‌(destined‌‌for‌‌TCP‌‌port‌‌25)‌‌via‌‌                             
a‌ ‌WAN‌ ‌connection‌ ‌to‌ ‌the‌ ‌WAN’s‌ ‌corresponding‌ ‌SMTP‌ ‌server.‌ ‌ 
‌ 

‌ 
To‌ ‌enable‌ ‌the‌ ‌feature,‌ ‌select‌ ‌‌Enable‌ ‌under‌ ‌‌SMTP‌ ‌Forwarding‌ ‌Setup‌.‌ ‌Check‌ ‌‌Enable‌‌                       
Forwarding‌ ‌for‌ ‌the‌‌WAN‌‌connection(s)‌‌that‌‌needs‌‌forwarding.‌‌Under‌‌‌SMTP‌‌Server‌,‌‌enter‌‌the‌‌                         
ISP’s‌‌e-mail‌‌server‌‌host‌‌name‌‌or‌‌IP‌‌address.‌‌Under‌‌‌SMTP‌‌Port‌,‌‌enter‌‌the‌‌TCP‌‌port‌‌number‌‌for‌‌                                 
each‌ ‌WAN.‌ ‌ ‌   
The‌ ‌Peplink‌ ‌Balance‌ ‌will‌ ‌intercept‌ ‌SMTP‌ ‌connections.‌ ‌Choose‌ ‌a‌ ‌WAN‌ ‌port‌ ‌according‌ ‌to‌ ‌the‌‌                           
outbound‌ ‌policy,‌ ‌and‌ ‌then‌‌forward‌‌the‌‌connection‌‌to‌‌the‌‌SMTP‌‌server,‌‌if‌‌the‌‌chosen‌‌WAN‌‌has‌‌                               
enabled‌‌forwarding.‌ ‌If‌‌the‌‌forwarding‌‌is‌‌disabled‌‌for‌‌a‌‌WAN‌‌connection,‌‌SMTP‌‌connections‌‌for‌‌                           
the‌ ‌WAN‌ ‌will‌ ‌be‌ ‌simply‌ ‌be‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌connection’s‌ ‌original‌ ‌destination.‌ ‌ 
‌ 

‌ 
‌ 
‌ 

Web‌ ‌Proxy‌ ‌Forwarding‌ ‌ 

‌ 

‌ 

‌ 

Note‌ ‌ 
If‌‌you‌‌want‌‌to‌‌route‌‌all‌ ‌SMTP‌‌connections‌‌only‌‌to‌‌particular‌‌WAN‌‌connection(s),‌‌you‌‌should‌‌create‌‌a‌‌custom‌‌rule‌‌                                     
in‌ ‌outbound‌ ‌policy‌ ‌(see‌ ‌‌Section‌ ‌‌16.1‌).‌ ‌ 
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‌ 
When‌ ‌this‌ ‌feature‌ ‌is‌ ‌enabled,‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌will‌ ‌intercept‌ ‌all‌ ‌outgoing‌ ‌connections‌‌                         
destined‌‌for‌‌the‌‌proxy‌‌server‌‌specified‌‌in‌‌‌Web‌‌Proxy‌‌Server‌‌Interception‌‌Settings‌.‌‌Then‌‌it‌‌will‌‌                             
choose‌‌a‌‌WAN‌‌connection‌‌according‌‌to‌‌the‌‌outbound‌‌policy‌‌and‌‌forward‌‌the‌‌connection‌‌to‌‌the‌‌                             
specified‌ ‌web‌ ‌proxy‌ ‌server‌ ‌and‌‌port‌‌number.‌‌Redirected‌‌server‌‌settings‌‌for‌‌each‌‌WAN‌‌can‌‌be‌‌                             
set‌ ‌here.‌ ‌If‌ ‌forwarding‌ ‌is‌ ‌disabled‌ ‌for‌ ‌a‌ ‌WAN,‌ ‌then‌ ‌web‌ ‌proxy‌ ‌connections‌ ‌for‌ ‌that‌ ‌WAN‌ ‌will‌‌                                 
simply‌ ‌be‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌connection’s‌ ‌original‌ ‌destination.‌ ‌ 
‌ 

DNS‌ ‌Forwarding‌ ‌ 

‌ 
When‌ ‌DNS‌ ‌forwarding‌ ‌is‌ ‌enabled,‌ ‌all‌ ‌clients’‌ ‌outgoing‌ ‌DNS‌ ‌requests‌ ‌will‌ ‌also‌ ‌be‌ ‌intercepted‌‌                           
and‌ ‌forwarded‌ ‌to‌ ‌the‌ ‌built-in‌ ‌DNS‌ ‌proxy‌ ‌server.‌ ‌ 
‌ 

Custom‌ ‌Service‌ ‌Forwarding‌ ‌ 

‌ 
After‌ ‌clicking‌ ‌the‌ ‌‌enable‌ ‌checkbox,‌ ‌enter‌ ‌your‌ ‌TCP‌ ‌port‌ ‌for‌ ‌traffic‌ ‌heading‌ ‌to‌ ‌the‌ ‌router,‌ ‌and‌‌                               
then‌ ‌specify‌ ‌the‌ ‌IP‌ ‌Address‌ ‌and‌ ‌Port‌ ‌of‌ ‌the‌ ‌server‌ ‌you‌ ‌wish‌ ‌to‌ ‌forward‌ ‌to‌ ‌the‌ ‌service‌ ‌to.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

13.14.4 Service‌ ‌Passthrough‌ ‌ 
Service‌ ‌passthrough‌ ‌settings‌ ‌can‌ ‌be‌ ‌found‌ ‌at‌ ‌‌Network>Misc.‌ ‌Settings>Service‌ ‌Passthrough‌.‌ ‌ 

‌ 

‌ 

‌ 
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‌ 
‌ 

Some‌‌Internet‌‌services‌‌need‌‌to‌‌be‌‌specially‌‌handled‌‌in‌‌a‌‌multi-WAN‌‌environment.‌‌The‌‌Peplink‌‌                           
Balance‌ ‌can‌ ‌handle‌ ‌these‌ ‌services‌ ‌such‌ ‌that‌ ‌Internet‌ ‌applications‌ ‌do‌‌not‌‌notice‌‌it‌‌is‌‌behind‌‌a‌‌                               
multi-WAN‌ ‌router.‌ ‌Settings‌ ‌for‌ ‌service‌ ‌passthrough‌ ‌support‌ ‌are‌ ‌available‌ ‌here.‌ ‌ 

‌ 
‌ 

13.14.5 NTP‌ ‌Server‌ ‌ 
‌ 

Peplink‌ ‌routers‌ ‌can‌ ‌now‌ ‌serve‌ ‌as‌ ‌a‌ ‌local‌ ‌NTP‌‌server.‌‌Upon‌‌start‌‌up,‌‌it‌‌is‌‌now‌‌able‌‌to‌‌provide‌‌                                     
connected‌ ‌devices‌ ‌with‌ ‌the‌ ‌accurate‌ ‌time,‌ ‌precise‌‌UTC‌‌from‌‌either‌‌an‌‌external‌‌NTP‌‌server‌‌or‌‌                             
via‌ ‌GPS‌ ‌and‌ ‌ensuring‌ ‌that‌ ‌connected‌ ‌devices‌ ‌always‌ ‌receive‌ ‌the‌ ‌correct‌ ‌time.‌ ‌ 
‌ 

NTP‌ ‌Server‌ ‌setting‌ ‌can‌ ‌be‌ ‌found‌ ‌via:‌  ‌‌Network>Misc.‌ ‌Settings>NTP‌ ‌Server‌ ‌ 

‌ 
‌ 

‌ 

‌ 

Service‌ ‌Passthrough‌ ‌Support‌ ‌ 

SIP‌ ‌ 

Session‌‌initiation‌‌protocol,‌‌aka‌‌SIP,‌‌is‌‌a‌‌voice-over-IP‌‌protocol.‌‌The‌‌Peplink‌‌Balance‌‌can‌‌                         
act‌‌as‌‌a‌‌SIP‌‌application‌‌layer‌‌gateway‌‌(ALG)‌‌which‌‌binds‌‌connections‌‌for‌‌the‌‌same‌‌SIP‌‌                             
session‌ ‌to‌ ‌the‌ ‌same‌ ‌WAN‌ ‌connection‌ ‌and‌ ‌translate‌ ‌IP‌ ‌address‌ ‌in‌ ‌the‌ ‌SIP‌ ‌packets‌‌                           
correctly‌‌in‌‌NAT‌‌mode.‌‌Such‌‌passthrough‌‌support‌‌is‌‌always‌‌enabled‌‌and‌‌there‌‌are‌‌two‌‌                           
modes‌ ‌for‌ ‌selection:‌ ‌‌Standard‌ ‌Mode‌‌ ‌and‌ ‌‌Compatibility‌ ‌Mode‌.‌ ‌ 
If‌ ‌your‌‌SIP‌‌server’s‌‌signal‌‌port‌‌number‌‌is‌‌non-standard,‌‌you‌‌can‌‌check‌‌the‌‌box‌‌‌Define‌‌                             
custom‌ ‌signal‌ ‌ports‌‌ ‌and‌ ‌input‌ ‌the‌ ‌port‌ ‌numbers‌ ‌to‌ ‌the‌ ‌text‌ ‌boxes.‌ ‌ 

H.323‌ ‌  With‌‌this‌‌option‌‌enabled,‌‌protocols‌‌that‌‌provide‌‌audio-visual‌‌communication‌‌sessions‌‌will‌‌                     
be‌ ‌defined‌ ‌on‌ ‌any‌ ‌packet‌ ‌network‌ ‌and‌ ‌passthrough‌ ‌the‌ ‌Balance.‌ ‌ 

FTP‌ ‌ 

FTP‌ ‌sessions‌ ‌consist‌ ‌of‌ ‌two‌ ‌TCP‌ ‌connections;‌ ‌one‌ ‌for‌ ‌control‌ ‌and‌ ‌one‌ ‌for‌‌data.‌‌In‌‌a‌‌                               
multi-WAN‌ ‌situation,‌ ‌they‌ ‌must‌ ‌be‌ ‌routed‌ ‌to‌ ‌the‌ ‌same‌ ‌WAN‌ ‌connection.‌ ‌Otherwise,‌‌                       
problems‌ ‌will‌ ‌arise‌ ‌in‌ ‌transferring‌ ‌files.‌ ‌By‌ ‌default,‌ ‌the‌ ‌Peplink‌ ‌Balance‌‌monitors‌‌TCP‌‌                         
control‌ ‌connections‌‌on‌‌port‌‌21‌‌for‌‌any‌‌FTP‌‌connections‌‌and‌‌binds‌‌TCP‌‌connections‌‌of‌‌                           
the‌ ‌same‌ ‌FTP‌ ‌session‌ ‌to‌ ‌the‌ ‌same‌ ‌WAN.‌‌ ‌  
If‌ ‌you‌ ‌have‌ ‌an‌ ‌FTP‌ ‌server‌ ‌listening‌ ‌on‌ ‌a‌ ‌port‌ ‌number‌ ‌other‌ ‌than‌ ‌21,‌ ‌you‌ ‌can‌ ‌check‌‌                                 
Define‌ ‌custom‌ ‌control‌ ‌ports‌‌ ‌and‌ ‌enter‌ ‌the‌ ‌port‌ ‌numbers‌ ‌in‌ ‌the‌ ‌text‌ ‌boxes.‌ ‌ 

TFTP‌ ‌ 
The‌ ‌Peplink‌ ‌Balance‌ ‌monitors‌ ‌outgoing‌ ‌TFTP‌ ‌connections‌ ‌and‌ ‌routes‌ ‌any‌ ‌incoming‌‌                     
TFTP‌ ‌data‌ ‌packets‌ ‌back‌ ‌to‌ ‌the‌ ‌client.‌ ‌Select‌ ‌‌Enable‌ ‌if‌ ‌you‌ ‌want‌ ‌to‌ ‌enable‌ ‌TFTP‌‌                             
passthrough‌ ‌support.‌ ‌ 

IPsec‌ ‌NAT-T‌ ‌ 

This‌‌field‌‌is‌‌for‌‌enabling‌‌the‌‌support‌‌of‌‌IPsec‌‌NAT-T‌‌passthrough.‌‌UDP‌‌ports‌‌500,‌‌4500,‌‌                             
and‌ ‌10000‌ ‌are‌ ‌monitored‌ ‌by‌ ‌default.‌‌ ‌  
You‌‌may‌‌add‌‌more‌‌custom‌‌data‌‌ports‌‌that‌‌your‌‌IPsec‌‌system‌‌uses‌‌by‌‌checking ‌Define‌‌                           
custom‌ ‌ports‌. If‌ ‌the‌ ‌VPN‌ ‌contains‌ ‌IPsec‌ ‌site-to-site‌ ‌VPN‌ ‌traffic,‌ ‌check ‌Route‌ ‌IPsec‌‌                     
Site-to-Site‌ ‌VPN‌ and choose‌ ‌the WAN‌ ‌connection‌ ‌to‌ ‌route‌ ‌the‌ ‌traffic‌ ‌to.‌ ‌ 
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‌ 
Time‌ ‌Settings‌ ‌can‌ ‌be‌ ‌found‌ ‌at‌ ‌‌System>Time>Time‌ ‌Settings‌ ‌ 

‌ 
‌ 

13.14.6 Grouped‌ ‌Networks‌ ‌ 

‌ 
Using‌ ‌“Grouped‌ ‌Networks”‌ ‌you‌‌can‌‌group‌‌and‌‌name‌‌a‌‌range‌‌of‌‌IP‌‌addresses,‌‌which‌‌can‌‌then‌‌                               
be‌ ‌used‌ ‌to‌ ‌define‌ ‌firewall‌ ‌rules‌ ‌or‌ ‌outbound‌ ‌policies.‌ ‌ 
‌ 

Start‌ ‌by‌ ‌clicking‌ ‌on‌ ‌“add‌ ‌group”‌ ‌then‌ ‌fill‌ ‌in‌ ‌the‌ ‌appropriate‌ ‌field.‌ ‌ 
In‌ ‌this‌ ‌example‌ ‌we’ll‌ ‌create‌ ‌a‌ ‌group‌ ‌“accounting”‌ ‌ 
Click‌ ‌save‌ ‌when‌ ‌you‌ ‌have‌ ‌finished‌ ‌adding‌ ‌the‌ ‌required‌ ‌networks.‌ ‌ 

‌ 
‌ 

The‌ ‌grouped‌ ‌network‌ ‌“accounting”‌ ‌can‌ ‌now‌ ‌be‌ ‌used‌ ‌to‌ ‌configure‌ ‌a‌ ‌group‌ ‌policy‌ ‌or‌ ‌firewall‌ ‌rule.‌ ‌ 

‌ 

‌ 
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‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

13.14.7 Remote‌ ‌SIM‌ ‌Management‌‌ ‌  
Remote‌ ‌SIM‌ ‌management‌ ‌is‌ ‌accessible‌ ‌via‌ ‌‌Network‌ ‌>‌ ‌Misc‌ ‌Settings‌ ‌>‌ ‌Remote‌ ‌SIM‌‌                         
Management‌.‌ ‌By‌ ‌default,‌ ‌this‌ ‌feature‌ ‌is‌ ‌disabled.‌‌ ‌  
Please‌‌note‌‌that‌‌a‌‌limited‌‌number‌‌of‌‌Pepwave‌‌routers‌‌support‌‌the‌‌SIM‌‌Injector,‌‌may‌‌refer‌‌to‌‌the‌‌                                 
link:‌ ‌‌https://www.peplink.com/products/sim-injector/‌ ‌or‌ ‌Appendix‌ ‌C‌ ‌for‌ ‌more‌ ‌details‌ ‌on‌‌                 
FusionSIM‌ ‌Manual.‌ ‌ 

‌ 
‌ 

Remote‌ ‌SIM‌ ‌Host‌ ‌Settings‌‌ ‌  

‌ 

‌ 
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‌ 

‌ 
‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

You‌‌may‌‌define‌‌the‌‌Remote‌‌SIM‌‌information‌‌by‌‌clicking‌‌the‌‌“‌Add‌‌Remote‌‌SIM‌”.‌‌Here,‌‌you‌‌can‌‌                               
enable‌ ‌‌Data‌ ‌Roaming‌‌ ‌and‌ ‌‌custom‌ ‌APN‌‌ ‌for‌ ‌your‌ ‌SIM‌ ‌cards.‌‌ ‌  

‌ 

‌ 

Remote‌ ‌SIM‌ ‌Host‌ ‌Settings‌ ‌ 

Active‌ ‌LAN‌‌ 
Discovery‌ ‌  Check‌ ‌this‌ ‌box‌ ‌to‌ ‌enable‌ ‌Auto‌ ‌LAN‌ ‌discovery‌ ‌of‌ ‌the‌ ‌remote‌ ‌SIM‌ ‌server.‌ ‌ 

Remote‌ ‌SIM‌‌ 
Host‌ ‌ 

Enter‌ ‌the‌ ‌public‌ ‌IP‌ ‌address‌ ‌of‌ ‌the‌ ‌SIM‌ ‌Injector.‌ ‌If‌ ‌you‌ ‌enter‌ ‌IP‌ ‌addresses‌ ‌here,‌ ‌it‌ ‌is‌ ‌not‌‌                                   
necessary‌ ‌to‌ ‌tick‌ ‌the‌ ‌“‌Auto‌ ‌LAN‌ ‌Discovery‌”‌ ‌box‌ ‌above.‌ ‌ 

https://www.peplink.com‌ ‌  216‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

‌ 

‌   

‌ 

‌ 

Add‌ ‌Remote‌ ‌SIM‌ ‌Settings‌ ‌ 

SIM‌ ‌Server‌ ‌  Add‌ ‌a‌ ‌new‌ ‌SIM‌ ‌Server‌ ‌ 

SIM‌ ‌Server‌ ‌-‌ ‌Serial‌‌ 
Number‌ ‌  Enter‌ ‌the‌ ‌serial‌ ‌number‌ ‌of‌ ‌SIM‌ ‌Server‌ ‌ 

SIM‌ ‌Server‌ ‌-‌ ‌Name‌ ‌  This‌ ‌optional‌ ‌field‌ ‌allows‌ ‌you‌ ‌define‌ ‌a‌ ‌name‌ ‌for‌ ‌the‌ ‌SIM‌ ‌Server‌ ‌ 

SIM‌ ‌Slot‌ ‌  Click‌ ‌the‌ ‌drop-down‌ ‌menu‌ ‌and‌ ‌choose‌ ‌which‌ ‌SIM‌ ‌slot‌ ‌you‌ ‌want‌ ‌to‌ ‌connect.‌ ‌ 

SIM‌ ‌Slot‌ ‌-‌ ‌Name‌ ‌  This‌ ‌optional‌ ‌field‌ ‌allows‌ ‌you‌ ‌define‌ ‌a‌ ‌name‌ ‌for‌ ‌the‌ ‌SIM‌ ‌slot.‌ ‌ 

Data‌ ‌Roaming‌ ‌  Enables‌ ‌data‌ ‌roaming‌ ‌on‌ ‌this‌ ‌particular‌ ‌SIM‌ ‌card.‌ ‌ 

Operator‌ ‌Settings‌ ‌(for‌‌ 
LTE//HSPA/EDGE/GPR‌

S‌ ‌Only)‌ ‌ 

This‌‌setting‌‌allows‌‌you‌‌to‌‌configure‌‌the‌‌APN‌‌settings‌‌of‌‌your‌‌connection.‌‌If‌‌‌Auto‌‌                           
is‌‌selected,‌‌the‌‌mobile‌‌operator‌‌should‌‌be‌‌detected‌‌automatically.‌‌The‌‌connected‌‌                     
device‌ ‌will‌ ‌be‌ ‌configured‌ ‌and‌ ‌connection‌ ‌will‌ ‌be‌‌made‌‌automatically.‌‌If‌‌there‌‌is‌‌                         
any‌ ‌difficulty‌ ‌in‌ ‌making‌ ‌a‌ ‌connection,‌ ‌you‌ ‌may‌ ‌select‌ ‌‌Custom‌ ‌to‌ ‌enter‌ ‌your‌‌                         
carrier’s‌ ‌APN,‌ ‌Username‌ ‌and‌ ‌Password‌ ‌settings‌ ‌manually.‌ ‌The‌ ‌correct‌ ‌values‌‌                   
can‌ ‌be‌ ‌obtained‌ ‌from‌ ‌your‌ ‌carrier.‌ ‌The‌ ‌default‌ ‌and‌ ‌recommended‌ ‌setting‌ ‌is‌ ‌Auto.‌ ‌ 
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13.14.8 SIM‌ ‌Toolkit‌ ‌ 
The‌ ‌SIM‌ ‌Toolkit‌‌can‌‌be‌‌found‌‌via‌‌‌Networks‌‌>‌‌Misc‌‌Settings‌‌>‌‌SIM‌‌Toolkit‌.This‌‌supports‌‌two‌‌                               
functionalities,‌ ‌USSD‌ ‌and‌ ‌SMS.‌ ‌ 
‌ 

USSD‌ ‌ 
Unstructured‌ ‌Supplementary‌ ‌Service‌ ‌Data‌ ‌(USSD)‌ ‌is‌ ‌a‌ ‌protocol‌ ‌used‌ ‌by‌ ‌mobile‌ ‌phones‌ ‌to‌‌                         
communicate‌‌with‌‌their‌‌service‌‌provider’s‌‌computers.‌‌One‌‌of‌‌the‌‌most‌‌common‌‌uses‌‌is‌‌to‌‌query‌‌                             
the‌ ‌available‌ ‌balance.‌ ‌ 

‌ 
Enter‌ ‌your‌ ‌USSD‌ ‌code‌ ‌under‌ ‌the‌ ‌‌USSD‌ ‌Code‌‌ ‌text‌ ‌field‌ ‌and‌ ‌click‌ ‌‌Submit‌.‌ ‌ 

‌ 
You‌ ‌will‌ ‌receive‌ ‌a‌ ‌confirmation.‌ ‌To‌ ‌check‌ ‌the‌ ‌SMS‌ ‌response,‌ ‌click‌ ‌‌Get‌.‌ ‌ 

‌ 
After‌ ‌a‌ ‌few‌ ‌minutes‌ ‌you‌ ‌will‌ ‌receive‌ ‌a‌ ‌response‌ ‌to‌ ‌your‌ ‌USSD‌ ‌code‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

SMS‌ ‌ 
The‌‌SMS‌‌option‌‌allows‌‌you‌‌to‌‌read‌‌SMS‌‌(text)‌‌messages‌‌that‌‌have‌‌been‌‌sent‌‌to‌‌the‌‌SIM‌‌in‌‌your‌‌                                     
Peplink‌ ‌router.‌ ‌ 

‌ 

‌ 
‌   

‌ 

‌ 
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‌ 
14 AP‌ ‌Tab‌ ‌ 

14.1 AP‌ ‌ 

14.1.1 AP‌ ‌Controller‌ ‌ 
Clicking‌ ‌on‌ ‌the‌ ‌‌AP‌ ‌tab‌ ‌will‌ ‌default‌ ‌to‌ ‌this‌ ‌menu,‌ ‌where‌ ‌you‌ ‌can‌ ‌view‌ ‌basic‌ ‌AP‌ ‌management‌‌                                 
options:‌ ‌ 

‌ 
‌ 

‌ 

‌ 

AP‌ ‌Controller‌ ‌ 

AP‌‌ 
Management‌ ‌ 

The‌‌AP‌‌controller‌‌for‌‌managing‌‌Pepwave‌‌APs‌‌can‌‌be‌‌enabled‌‌by‌‌checking‌‌this‌‌box.‌‌When‌‌                             
this‌‌option‌‌is‌‌enabled,‌‌the‌‌AP‌‌controller‌‌will‌ ‌wait‌‌for‌‌management‌‌connections‌‌originating‌‌                         
from‌ ‌APs‌ ‌over‌ ‌the‌ ‌LAN‌ ‌on‌ ‌TCP‌ ‌and‌ ‌UDP‌ ‌port‌ ‌11753. It‌‌will‌ ‌also‌‌wait‌‌for‌‌captive‌‌portal‌‌                                 
connections‌ ‌on‌‌TCP‌‌port‌‌443.‌‌An‌‌extended‌‌DHCP‌‌option,‌‌‌CAPWAP‌‌Access‌‌Controller‌‌                       
addresses‌ ‌(field‌ ‌138),‌ ‌will‌ ‌be‌ ‌added‌ ‌to‌ ‌the‌ ‌DHCP‌ ‌server.‌ ‌A‌ ‌local‌ ‌DNS‌ ‌record,‌ ‌‌AP‌‌                             
Controller‌,‌ ‌will‌ ‌be‌ ‌added‌ ‌to‌ ‌the‌ ‌local‌ ‌DNS‌ ‌proxy.‌ ‌ 

Support‌‌ 
Remote‌ ‌AP‌ ‌ 

The‌ ‌AP‌ ‌controller‌ ‌supports‌ ‌remote‌ ‌management‌ ‌of‌ ‌Pepwave‌ ‌APs.‌ ‌When‌ ‌this‌ ‌option‌ ‌is‌‌                         
enabled,‌ ‌the‌ ‌AP‌‌controller‌‌will‌ ‌wait‌‌for‌‌management‌‌connections‌‌originating‌‌from‌‌remote‌‌                       
APs‌ ‌over‌ ‌the‌ ‌WAN‌ ‌on‌ ‌TCP‌ ‌and‌ ‌UDP‌ ‌port‌ ‌11753.‌ ‌It‌ ‌will‌ ‌also‌ ‌wait‌ ‌for‌ ‌captive‌ ‌portal‌‌                                 
connections‌ ‌on‌ ‌TCP‌ ‌port‌ ‌443.‌ ‌ ‌ ‌ 
The‌ ‌DHCP‌ ‌server‌ ‌and/or‌ ‌local‌ ‌DNS‌ ‌server‌ ‌of‌ ‌the‌ ‌remote‌ ‌AP’s‌ ‌network‌ ‌should‌ ‌be‌‌                           
configured‌‌in‌‌the‌‌‌DNS‌‌Proxy‌‌Settings‌‌menu‌ ‌under‌‌‌Network>LAN‌.‌‌The‌‌procedure‌‌is‌‌as‌‌                         
follows:‌ ‌ 
1. Define‌ ‌an‌ ‌extended‌ ‌DHCP‌ ‌option,‌ ‌‌CAPWAP‌ ‌Access‌ ‌Controller‌‌addresses‌ ‌(field‌‌                   

138),‌ ‌in‌ ‌the‌ ‌DHCP‌ ‌server,‌ ‌where‌ ‌the‌ ‌values‌ ‌are‌ ‌the‌ ‌AP‌ ‌controller's‌ ‌public‌ ‌IP‌‌                           
addresses;‌ ‌and/or‌ ‌ 

2. Create‌‌a‌‌local‌‌DNS‌‌record‌‌for‌‌the‌‌AP‌‌controller‌‌with‌‌a‌‌value‌‌corresponding‌‌to‌‌the‌‌                             

AP‌ ‌controller's‌ ‌public‌ ‌IP‌ ‌address.‌ ‌ 
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14.1.2 Wireless‌ ‌SSID‌ ‌ 

‌ 
Current‌‌SSID‌‌information‌‌appears‌‌in‌‌the‌‌‌SSID‌‌section.‌‌To‌‌edit‌‌an‌‌existing‌‌SSID,‌‌click‌‌its‌‌name‌‌                               
in‌ ‌the‌ ‌list.‌ ‌To‌ ‌add‌ ‌a‌ ‌new‌ ‌SSID,‌ ‌click‌ ‌‌Add‌.‌ ‌Note‌ ‌that‌ ‌the‌ ‌following‌ ‌settings‌ ‌vary‌ ‌by‌ ‌model.‌ ‌ 
The‌ ‌below‌ ‌settings‌ ‌show‌ ‌a‌ ‌new‌ ‌SSID‌ ‌window‌ ‌with‌ ‌Advanced‌ ‌Settings‌ ‌enabled‌ ‌(these‌ ‌are‌‌                           
available‌ ‌by‌ ‌selecting‌ ‌the‌ ‌question‌ ‌mark‌ ‌in‌ ‌the‌ ‌top‌ ‌right‌ ‌corner).‌ ‌ 

‌ 
‌ 

‌ 

‌ 

 

 

Sync.‌ ‌Method‌ ‌ 
Select‌ ‌the‌ ‌required‌ ‌option‌ ‌to‌ ‌synchronize‌ ‌the‌ ‌managed‌ ‌AP’s.‌ ‌Options‌ ‌are:‌ ‌ 
● As‌ ‌soon‌ ‌as‌ ‌possible‌ ‌(default)‌ ‌ 
● Progressively‌ ‌(synchronize‌ ‌AP’s‌ ‌in‌ ‌groups)‌ ‌ 
● One‌ ‌at‌ ‌a‌ ‌time‌ ‌(synchronize‌ ‌one‌ ‌AP‌ ‌at‌ ‌a‌ ‌time)‌ ‌ 

Permitted‌ ‌AP‌ ‌ 
Access‌‌points‌‌to‌‌manage‌‌can‌‌be‌‌specified‌‌here.‌‌If‌‌‌Any‌‌is‌‌selected,‌‌the‌‌AP‌‌controller‌‌will‌‌                               
manage‌ ‌any‌ ‌AP‌ ‌that‌ ‌reports‌ ‌to‌ ‌it.‌ ‌If‌ ‌‌Approved‌ ‌List‌ ‌is‌ ‌selected,‌ ‌only‌ ‌APs‌ ‌with‌ ‌serial‌‌                               
numbers‌ ‌listed‌ ‌in‌ ‌the‌ ‌provided‌ ‌text‌ ‌box‌ ‌will‌ ‌be‌ ‌managed.‌ ‌ 
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‌ 
‌ 

‌ 

‌ 

SSID‌ ‌Settings‌ ‌ 

SSID‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌SSID‌ ‌of‌ ‌the‌ ‌virtual‌ ‌AP‌ ‌to‌ ‌be‌ ‌scanned‌ ‌by‌ ‌Wi-Fi‌ ‌clients.‌ ‌ 

Enable‌ ‌  Click‌ ‌the‌ ‌drop-down‌ ‌menu‌ ‌to‌ ‌apply‌ ‌a‌ ‌time‌ ‌schedule‌ ‌to‌ ‌this‌ ‌interface‌ ‌ 

VLAN‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌VLAN‌‌ID‌‌to‌‌be‌‌tagged‌‌on‌‌all‌ ‌outgoing‌‌packets‌‌generated‌‌                           
from‌ ‌this‌ ‌wireless‌ ‌network‌‌(i.e.,‌‌packets‌‌that‌‌travel‌‌from‌‌the‌‌Wi-Fi‌‌segment‌‌through‌‌                         
the‌ ‌Pepwave‌ ‌AP‌ ‌One‌ ‌unit‌ ‌to‌ ‌the‌ ‌Ethernet‌ ‌segment‌ ‌via‌‌the‌‌LAN‌‌port).‌‌The‌‌default‌‌                             
value‌‌of‌‌this‌‌setting‌‌is‌‌‌0‌,‌‌which‌‌means‌‌VLAN‌‌tagging‌‌is‌‌disabled‌‌(instead‌‌of‌‌tagged‌‌                             
with‌ ‌zero).‌ ‌ 
Use‌ ‌of‌ ‌a‌ ‌VLAN‌ ‌pool‌ ‌is‌ ‌enabled‌ ‌by‌ ‌selecting‌ ‌the‌ ‌checkbox.‌ ‌ 

Broadcast‌ ‌SSID‌ ‌  This‌‌setting‌‌specifies‌‌whether‌‌or‌‌not‌‌Wi-Fi‌‌clients‌‌can‌‌scan‌‌the‌‌SSID‌‌of‌‌this‌‌wireless‌‌                             
network.‌ ‌‌Broadcast‌ ‌SSID‌‌ ‌is‌ ‌enabled‌ ‌by‌ ‌default.‌ ‌ 

Data‌ ‌Rate‌ ‌‌A‌ ‌  Select‌‌‌Auto‌‌to‌‌allow‌‌the‌‌Pepwave‌‌router‌‌to‌‌set‌‌the‌‌data‌‌rate‌‌automatically,‌‌or‌‌select‌‌                             
Fixed‌‌ ‌and‌ ‌choose‌ ‌a‌ ‌rate‌ ‌from‌ ‌the‌ ‌displayed‌ ‌drop-down‌ ‌menu.‌ ‌ 

Multicast‌ ‌Filter‌A‌ ‌  This‌ ‌setting‌ ‌enables‌ ‌the‌ ‌filtering‌ ‌of‌ ‌multicast‌ ‌network‌ ‌traffic‌ ‌to‌ ‌the‌ ‌wireless‌ ‌SSID.‌ ‌ 

Multicast‌ ‌Rate‌A‌ ‌ 
This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌transmit‌ ‌rate‌ ‌to‌ ‌be‌ ‌used‌ ‌for‌ ‌sending‌ ‌multicast‌ ‌network‌‌                         
traffic.‌ ‌The‌ ‌selected‌ ‌‌Protocol‌ ‌and‌ ‌‌Channel‌ ‌Bonding‌ ‌settings‌ ‌will‌ ‌affect‌ ‌the‌ ‌rate‌‌                       
options‌ ‌and‌ ‌values‌ ‌available‌ ‌here.‌ ‌ 

IGMP‌ ‌Snooping‌ ‌‌A‌ ‌  To‌‌allow‌‌the‌‌Pepwave‌‌router‌‌to‌‌‌listen‌‌to‌‌internet‌‌group‌‌management‌‌protocol‌‌(IGMP)‌‌                         
network‌ ‌traffic,‌ ‌select‌ ‌this‌ ‌option.‌ ‌ 
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‌ 

A‌‌ ‌-‌ ‌Advanced‌ ‌feature.‌ ‌Click‌ ‌the‌ ‌  ‌button‌ ‌on‌ ‌the‌ ‌top‌ ‌right-hand‌ ‌corner‌ ‌to‌ ‌activate.‌ ‌ 
‌ 

‌ 

‌ 

‌ 

DHCP‌ ‌Relay‌ ‌  Put‌ ‌the‌ ‌address‌ ‌of‌ ‌the‌ ‌DHCP‌ ‌server‌ ‌in‌ ‌this‌ ‌field..‌‌ ‌  
DHCP‌ ‌requests‌ ‌will‌ ‌be‌ ‌relayed‌ ‌to‌ ‌this‌ ‌DHCP‌ ‌server‌‌ ‌  

DHCP‌ ‌Option‌ ‌82‌ ‌‌A‌ ‌ 
If‌ ‌you‌‌use‌‌a‌‌distributed‌‌DHCP‌‌server/relay‌‌environment,‌‌you‌‌can‌‌enable‌‌this‌‌option‌‌                         
to‌ ‌provide‌ ‌additional‌ ‌information‌ ‌on‌ ‌the‌ ‌manner‌ ‌in‌ ‌which‌ ‌clients‌ ‌are‌ ‌physically‌‌                       
connected‌ ‌to‌ ‌the‌ ‌network.‌ ‌ 

Layer‌ ‌2‌ ‌Isolation‌ ‌‌A‌ ‌ 
Layer‌ ‌2‌‌ ‌refers‌ ‌to‌ ‌the‌ ‌second‌ ‌layer‌ ‌in‌ ‌the‌ ‌ISO‌ ‌Open‌ ‌System‌ ‌Interconnect‌ ‌model.‌ ‌ 
When‌‌this‌‌option‌‌is‌‌enabled,‌‌clients‌‌on‌‌the‌‌same‌‌VLAN,‌‌SSID,‌‌or‌‌subnet‌‌are‌‌isolated‌‌                             
to‌ ‌that‌ ‌VLAN,‌ ‌SSID,‌ ‌or‌ ‌subnet,‌ ‌which‌ ‌can‌ ‌enhance‌ ‌security. Traffic‌ ‌is‌ ‌passed‌ ‌to‌‌                         
upper‌ ‌communication‌ ‌layer(s). By‌ ‌default,‌ ‌the‌ ‌setting‌ ‌is‌ ‌disabled. ‌ ‌ 

Maximum‌ ‌Number‌‌ 
of‌ ‌Clients‌ ‌ 

Indicate‌ ‌the‌ ‌maximum‌ ‌number‌ ‌of‌ ‌clients‌ ‌that‌ ‌should‌ ‌be‌ ‌able‌ ‌to‌ ‌connect‌ ‌to‌ ‌each‌‌                           
frequency.‌ ‌ 

Band‌ ‌Steering‌ ‌ 

To‌‌reduce‌‌2.4‌‌GHz‌‌band‌‌overcrowding,‌‌AP‌‌with‌‌band‌‌steering‌‌steers‌‌clients‌‌capable‌‌                         
of‌ ‌5‌ ‌GHz‌ ‌operation‌ ‌to‌ ‌5‌ ‌GHz‌ ‌frequency.‌ ‌ 
Choose‌ ‌between:‌ ‌ 
Force‌‌ ‌-‌ ‌Clients‌ ‌capable‌ ‌of‌ ‌5‌ ‌GHz‌ ‌operation‌ ‌are‌ ‌only‌ ‌offered‌ ‌with‌ ‌5‌ ‌GHz‌ ‌frequency.‌ ‌ 
Prefer‌ ‌-‌‌Clients‌‌capable‌‌of‌‌5‌‌GHz‌‌operation‌‌are‌‌encouraged‌‌to‌‌associate‌‌with‌‌5‌‌GHz‌‌                             
frequency.‌ ‌If‌ ‌the‌ ‌clients‌ ‌insist‌‌to‌‌attempt‌‌on‌‌2.4‌‌GHz‌‌frequency,‌‌2.4‌‌GHz‌‌frequency‌‌                           
will‌ ‌be‌ ‌offered.‌ ‌ 
Disable‌‌ ‌-‌ ‌Default‌ ‌ 

Security‌ ‌Settings‌ ‌ 

Security‌‌ 
Policy‌ ‌ 

This‌ ‌setting‌ ‌configures‌ ‌the‌ ‌wireless‌ ‌authentication‌ ‌and‌ ‌encryption‌ ‌methods.‌ ‌Available‌‌                   
options:‌ ‌ 
● Open‌ ‌(‌No‌ ‌Encryption)‌ ‌ 
● WPA3‌ ‌-Personal‌‌ ‌(AES:CCMP)‌ ‌ 
● WPA2/WPA3‌ ‌-Personal‌‌ ‌(AES:CCMP)‌ ‌ 
● WPA2‌ ‌-Personal‌‌ ‌(AES:CCMP)‌ ‌ 
● WPA2‌ ‌–‌ ‌Enterprise‌ ‌ 
● WPA/WPA2‌ ‌-‌ ‌Personal‌‌ ‌(TKIP/AES:‌ ‌CCMP)‌ ‌ 
● WPA/WPA2‌ ‌–‌ ‌Enterprise‌‌ ‌  

‌ 
When‌ ‌‌WPA/WPA2‌ ‌-‌ ‌Enterprise‌ ‌is‌ ‌configured,‌ ‌RADIUS-based‌ ‌802.1‌ ‌x‌ ‌authentication‌ ‌is‌‌                     
enabled.‌ ‌Under‌ ‌this‌ ‌configuration,‌ ‌the‌ ‌‌Shared‌ ‌Key‌ ‌option‌ ‌should‌‌be‌‌disabled.‌‌When‌‌using‌‌                         
this‌‌method,‌‌select‌‌the‌‌appropriate‌‌version‌‌using‌‌the‌‌‌V1‌/‌V2‌‌controls.‌‌The‌‌security‌‌level‌‌of‌‌this‌‌                             
method‌ ‌is‌ ‌known‌ ‌to‌ ‌be‌ ‌very‌ ‌high.‌ ‌ 
When‌ ‌‌WPA/WPA2-‌ ‌Personal‌ ‌‌is‌ ‌configured,‌ ‌a‌ ‌shared‌ ‌key‌ ‌is‌ ‌used‌ ‌for‌ ‌data‌ ‌encryption‌ ‌and‌‌                           
authentication.‌‌When‌‌using‌‌this‌‌configuration,‌‌the‌‌‌Shared‌‌Key‌‌option‌‌should‌‌be‌‌enabled.‌‌Key‌‌                         
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‌ 
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‌ 

‌ 

‌ 

length‌‌must‌‌be‌‌between‌‌eight‌‌and‌‌63‌‌characters‌‌(inclusive).‌‌The‌‌security‌‌level‌‌of‌‌this‌‌method‌‌                             
is‌ ‌known‌ ‌to‌ ‌be‌ ‌high.‌ ‌ 
NOTE:‌ ‌ 
When‌ ‌‌WPA2/WPA3-‌ ‌Personal‌ ‌‌is‌ ‌configured,‌ ‌if‌ ‌a‌ ‌managed‌ ‌AP‌ ‌which‌ ‌is‌ ‌NOT‌ ‌WPA3‌ ‌PSK‌‌                           
capable,‌ ‌the‌ ‌AP‌ ‌Controller‌ ‌will‌ ‌not‌ ‌push‌ ‌those‌ ‌WPA3‌ ‌and‌ ‌WPA2/WPA3‌ ‌SSID‌ ‌to‌ ‌that‌ ‌AP.‌ ‌ 

Access‌ ‌Control‌ ‌ 

Restricted‌‌ 
Mode‌ ‌ 

The‌‌settings‌‌allow‌‌the‌‌administrator‌‌to‌‌control‌‌access‌‌using‌‌MAC‌‌address‌‌filtering.‌‌Available‌‌                         
options‌ ‌are‌ ‌‌None‌,‌ ‌‌Deny‌ ‌all‌ ‌except‌ ‌listed‌,‌ ‌and‌ ‌‌Accept‌ ‌all‌ ‌except‌ ‌listed‌ ‌ 
‌ 

MAC‌ ‌Address‌‌ 
List‌ ‌ 

Connections‌ ‌coming‌ ‌from‌ ‌the‌ ‌MAC‌ ‌addresses‌ ‌in‌ ‌this‌ ‌list‌ ‌will‌ ‌be‌ ‌either‌‌denied‌‌or‌‌accepted‌‌                             
based‌ ‌on‌ ‌the‌ ‌option‌ ‌selected‌ ‌in‌ ‌the‌ ‌previous‌ ‌field.‌ ‌ 
If‌ ‌more‌ ‌than‌ ‌one‌ ‌MAC‌ ‌address‌ ‌needs‌ ‌to‌ ‌be‌ ‌entered,‌ ‌you‌ ‌can‌ ‌use‌ ‌a‌ ‌carriage‌ ‌return‌ ‌to‌‌                                 
separate‌ ‌them.‌ ‌ 

RADIUS‌ ‌Server‌ ‌Settings‌ ‌ 

Host‌ ‌  Enter‌‌the‌‌IP‌‌address‌‌of‌‌the‌‌primary‌‌RADIUS‌‌server‌‌and,‌‌if‌‌applicable,‌‌the‌‌secondary‌‌RADIUS‌‌                             
server.‌ ‌ 

Secret‌ ‌  Enter‌ ‌the‌ ‌RADIUS‌ ‌shared‌ ‌secret‌ ‌for‌ ‌the‌ ‌primary‌ ‌server‌ ‌and,‌ ‌if‌ ‌applicable,‌ ‌the‌ ‌secondary‌‌                           
RADIUS‌ ‌server.‌ ‌ 

Authentication‌ 
Port‌ ‌ 

In‌‌the‌‌field,‌‌enter‌‌the‌‌UDP‌‌authentication‌‌port(s)‌‌used‌‌by‌‌your‌‌RADIUS‌‌server(s)‌‌or‌‌click‌‌the‌‌                               
Default‌‌ ‌button‌ ‌to‌ ‌enter‌ ‌‌1812‌.‌ ‌ 

Accounting‌‌  In‌ ‌the‌ ‌field,‌ ‌enter‌ ‌the‌ ‌UDP‌ ‌accounting‌ ‌port(s)‌ ‌used‌ ‌by‌ ‌your‌ ‌RADIUS‌‌server(s)‌‌or‌‌click‌‌the‌‌                               
Default‌‌ ‌button‌ ‌to‌ ‌enter‌ ‌‌1813‌.‌ ‌ 
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14.1.3 Wireless‌ ‌Mesh‌ ‌ 

‌ 
Wireless‌ ‌Mesh‌ ‌Support‌ ‌is‌ ‌available‌ ‌on‌ ‌devices‌ ‌running‌ ‌802.11ac‌ ‌(Wi-Fi‌ ‌5)‌ ‌and‌ ‌above.‌ ‌Along‌‌                           
with‌‌the‌‌AP‌‌Controller,‌‌mesh‌‌network‌‌extensions‌‌can‌‌be‌‌established,‌‌which‌‌can‌‌expand‌‌network‌‌                           
coverage.‌‌Note‌‌that‌‌the‌‌Wireless‌‌Mesh‌‌settings‌‌need‌‌to‌‌match‌‌the‌‌Mesh‌‌ID‌‌and‌‌Shared‌‌Key‌‌of‌‌                                 
the‌ ‌other‌ ‌devices‌ ‌on‌ ‌the‌ ‌same‌ ‌selected‌ ‌frequency‌ ‌band.‌ ‌ 

To‌ ‌create‌ ‌a‌ ‌new‌ ‌Wireless‌ ‌Mesh‌ ‌profile,‌ ‌go‌ ‌to‌ ‌‌AP‌‌ ‌>‌ ‌‌Wireless‌ ‌Mesh‌,‌ ‌and‌ ‌click‌ ‌‌Add‌.‌ ‌ 

‌ 
‌ 

‌ 

‌ 

‌ 

Port‌ ‌ 

NAS-Identifier‌  Choose‌ ‌between‌ ‌Device‌ ‌Name‌,‌‌‌LAN‌‌MAC‌‌address‌,‌‌‌Device‌‌Serial‌‌Number‌‌and‌‌‌Custom‌‌                       
Value‌ ‌ 

Wireless‌ ‌Mesh‌ ‌Settings‌ ‌ 

Mesh‌ ‌ID‌ ‌  Enter‌ ‌a‌ ‌name‌ ‌to‌ ‌represent‌ ‌the‌ ‌Mesh‌ ‌profile.‌ ‌ 

Frequency‌ ‌  Select‌ ‌the‌ ‌2.4GHz‌ ‌or‌ ‌5GHz‌ ‌frequency‌ ‌to‌ ‌be‌ ‌used.‌ ‌ 

Shared‌ ‌Key‌ ‌ 
Enter‌‌the‌‌shared‌‌key‌‌in‌‌the‌‌text‌‌field.‌‌Please‌‌note‌‌that‌‌it‌ ‌needs‌‌to‌‌match‌‌the‌‌shared‌‌keys‌‌of‌‌                                     
the‌ ‌other‌ ‌APs‌ ‌in‌ ‌the‌ ‌Wireless‌ ‌Mesh‌ ‌settings.‌‌ ‌  
Click‌ ‌‌Hide‌ ‌/‌ ‌Show‌ ‌Characters‌‌ ‌to‌ ‌toggle‌ ‌visibility.‌ ‌ 
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14.1.4 AP‌ ‌>‌ ‌Profiles‌ ‌ 

‌ 
‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

AP‌ ‌Settings‌ ‌ 
AP‌ ‌Profile‌ ‌Name‌ ‌  Ap‌ ‌Profile‌ ‌name‌ ‌ 

SSID‌ ‌  You‌ ‌can‌ ‌select‌ ‌the‌ ‌wireless‌ ‌networks‌ ‌for‌ ‌2.4‌ ‌GHz‌ ‌or‌ ‌5‌ ‌GHz‌ ‌separately‌ ‌for‌ ‌each‌ ‌SSID.‌ ‌ 

Operating‌‌ 
Country‌ ‌ 

This‌‌drop-down‌‌menu‌‌specifies‌‌the‌‌national/regional‌‌regulations‌‌which‌‌the‌‌Wi-Fi‌‌radio‌‌                     
should‌ ‌follow.‌ ‌ ‌   

● If‌ ‌a‌‌North‌‌American‌‌region‌‌is‌‌selected,‌‌RF‌‌channels‌‌1‌‌to‌‌11‌‌will‌ ‌be‌‌available‌‌                             
and‌ ‌the‌ ‌maximum‌ ‌transmission‌ ‌power‌ ‌will‌ ‌be‌ ‌26‌ ‌dBm‌ ‌(400‌ ‌mW).‌ ‌ ‌   

● If‌ ‌European‌ ‌region‌ ‌is‌ ‌selected,‌ ‌RF‌ ‌channels‌ ‌1‌ ‌to‌ ‌13‌ ‌will‌ ‌be‌ ‌available.‌ ‌The‌‌                           
maximum‌ ‌transmission‌ ‌power‌ ‌will‌ ‌be‌ ‌20‌ ‌dBm‌ ‌(100‌ ‌mW).‌ ‌ 

NOTE:‌ ‌Users‌ ‌are‌ ‌required‌ ‌to‌ ‌choose‌ ‌an‌ ‌option‌ ‌suitable‌ ‌to‌ ‌local‌ ‌laws‌ ‌and‌ ‌regulations.‌ ‌ 

Preferred‌‌ 
Frequency‌ ‌  Indicate‌ ‌the‌ ‌preferred‌ ‌frequency‌ ‌to‌ ‌use‌ ‌for‌ ‌clients‌ ‌to‌ ‌connect.‌ ‌ 

Important‌ ‌Note‌ ‌ 
Per‌ ‌FCC‌ ‌regulation,‌ ‌the‌‌country‌‌selection‌‌is‌‌not‌‌available‌‌on‌‌all‌ ‌models‌‌marketed‌‌in‌‌the‌‌US.‌‌All‌‌US‌‌models‌‌are‌‌                                       
fixed‌ ‌to‌ ‌US‌ ‌channels‌ ‌only.‌ ‌ 

AP‌ ‌Settings‌ ‌(part‌ ‌2)‌ ‌ 

Protocol‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌specify‌ ‌whether‌ ‌802.11b‌ ‌and/or‌ ‌802.11g‌ ‌client‌‌association‌‌                       
requests‌ ‌will‌ ‌be‌ ‌accepted.‌ ‌ Available‌‌options‌‌are‌‌‌802.11ng‌‌and‌‌‌802.11na‌. By‌‌default,‌‌                     
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‌ 
Advanced‌‌Wi-Fi‌‌AP‌‌settings‌‌can‌‌be‌‌displayed‌‌by‌‌clicking‌‌the‌ ‌on‌‌the‌‌top‌‌right-hand‌‌corner‌‌of‌‌                                 
the‌‌‌Wi-Fi‌‌AP‌‌Settings‌‌section,‌‌which‌‌can‌‌be‌‌found‌‌at‌‌‌AP>Settings‌.‌‌Other‌‌models‌‌will‌‌display‌‌a‌‌                               
separate‌‌section‌‌called‌‌‌Wi-Fi‌‌AP‌‌Advanced‌‌Settings‌,‌‌which‌‌can‌‌be‌‌found‌‌at‌Advanced>Wi-Fi‌‌                         
Settings‌.‌ ‌ 
‌ 

‌ 

‌ 

‌ 

802.11ng‌‌ ‌is‌ ‌selected.‌‌ ‌  

Channel‌ ‌Width‌ ‌  Available‌‌options‌‌are‌‌‌20‌‌MHz‌,‌‌‌40‌‌MHz‌,‌‌and‌‌‌Auto‌‌(20/40‌‌MHz)‌‌.‌‌Default‌‌is‌‌‌Auto‌‌(20/40‌‌                               
MHz),‌‌ ‌which‌ ‌allows‌ ‌both‌ ‌widths‌ ‌to‌ ‌be‌ ‌used‌ ‌simultaneously.‌‌ ‌  

Channel‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌‌select‌‌which‌‌802.11‌‌RF‌‌channel‌‌will‌ ‌be‌‌utilized.‌ ‌Channel‌‌1‌‌                             
(2.412‌ ‌GHz)‌‌ ‌is‌ ‌selected‌ ‌by‌ ‌default.‌‌ ‌  

Auto‌ ‌Channel‌‌ 
Update‌ ‌  Indicate‌ ‌the‌ ‌time‌ ‌of‌ ‌day‌ ‌at‌ ‌which‌ ‌update‌ ‌automatic‌ ‌channel‌ ‌selection.‌ ‌ 

Output‌ ‌Power‌ ‌ 
This‌‌option‌‌is‌‌for‌‌specifying‌‌the‌‌transmission‌‌output‌‌power‌‌for‌‌the‌‌Wi-Fi‌‌AP.‌‌There‌‌are‌‌4‌‌                               
relative‌‌power‌‌levels‌‌available‌‌–‌ ‌‌Max‌,‌‌‌High‌,‌‌‌Mid‌,‌‌and‌‌‌Low‌.‌‌The‌‌actual‌‌output‌‌power‌‌                           
will‌ ‌be‌ ‌bound‌ ‌by‌ ‌the‌ ‌regulatory‌ ‌limits‌ ‌of‌ ‌the‌ ‌selected‌ ‌country.‌ ‌ 

Client‌ ‌Signal‌‌ 
Strength‌‌ 

Threshold‌ 
Clients‌ ‌with‌ ‌signal‌ ‌strength‌ ‌lower‌ ‌than‌ ‌this‌ ‌value‌ ‌will‌ ‌not‌ ‌be‌ ‌allowed‌ ‌to‌ ‌connect.‌ ‌ 

Maximum‌ ‌number‌‌ 
of‌ ‌clients‌ ‌ 

This‌‌setting‌‌determines‌‌the‌‌maximum‌‌number‌‌of‌‌clients‌‌that‌‌can‌‌connect‌‌to‌‌this‌‌Wi-Fi‌‌                           
frequency.‌ ‌ 

Advanced‌ ‌AP‌ ‌Settings‌ ‌ 

Management‌‌ 
VLAN‌ ‌ID‌ ‌ 

This‌ ‌field‌ ‌specifies‌ ‌the‌ ‌VLAN‌ ‌ID‌ ‌to‌‌tag‌‌to‌‌management‌‌traffic,‌‌such‌‌as‌‌communication‌‌                           
traffic‌‌between‌‌the‌‌AP‌‌and‌‌the‌‌AP‌‌Controller.‌‌The‌‌value‌‌is‌‌zero‌‌by‌‌default,‌‌which‌‌means‌‌                               
that‌ ‌no‌ ‌VLAN‌ ‌tagging‌ ‌will‌ ‌be‌ ‌applied.‌ ‌ 
NOTE:‌‌Change‌‌this‌‌value‌‌with‌‌caution‌‌as‌‌alterations‌‌may‌‌result‌‌in‌‌loss‌‌of‌‌connection‌‌to‌‌                             
the‌ ‌AP‌ ‌Controller.‌ ‌ 
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A‌‌ ‌-‌ ‌‌Advanced‌ ‌feature,‌ ‌please‌ ‌click‌ ‌the‌ ‌  ‌button‌ ‌on‌ ‌the‌ ‌top‌ ‌right-hand‌ ‌corner‌ ‌to‌ ‌activate.‌ ‌ 
‌ 

‌ 

‌ 

‌ 

Operating‌‌ 
Schedule‌ ‌ 

Choose‌ ‌from‌ ‌the‌ ‌schedules‌ ‌that‌ ‌you‌ ‌have‌ ‌defined‌ ‌in‌ ‌System>Schedule.‌ ‌Select‌ ‌the‌‌                       
schedule‌ ‌for‌ ‌the‌ ‌integrated‌ ‌AP‌ ‌to‌ ‌follow‌ ‌from‌ ‌the‌ ‌drop-down‌ ‌menu.‌ ‌ 

Beacon‌ ‌Rate‌ ‌‌A‌ ‌  This‌‌option‌‌is‌‌for‌‌setting‌‌the‌‌transmit‌‌bit‌‌rate‌‌for‌‌sending‌‌a‌‌beacon.‌‌By‌‌default,‌‌‌1Mbps‌‌is‌‌                                 
selected.‌‌ ‌  

Beacon‌ ‌Interval‌ ‌‌A‌  This‌ ‌option‌ ‌is‌ ‌for‌ ‌setting‌ ‌the‌ ‌time‌‌interval‌‌between‌‌each‌‌beacon.‌‌By‌‌default,‌‌‌100ms‌ ‌is‌‌                             
selected.‌‌ ‌  

DTIM‌ ‌‌A‌ ‌ 
This‌ ‌field‌ ‌allows‌ ‌you‌ ‌to‌ ‌set‌ ‌the‌ ‌frequency‌ ‌for‌ ‌the‌ ‌beacon‌ ‌to‌ ‌include‌ ‌delivery‌ ‌traffic‌‌                             
indication‌‌messages.‌‌The‌‌interval‌‌is‌‌measured‌‌in‌‌milliseconds.‌‌The‌‌default‌‌value‌‌is‌‌set‌‌to‌‌                           
1‌ ‌ms‌.‌ ‌ 

RTS‌ ‌Threshold‌ ‌‌A‌ ‌ 
The‌ ‌RTS‌ ‌(Request‌ ‌to‌ ‌Clear)‌ ‌threshold‌ ‌determines‌ ‌the‌ ‌level‌ ‌of‌ ‌connection‌ ‌required‌‌                       
before‌‌the‌‌AP‌‌starts‌‌sending‌‌data.‌‌The‌‌recommended‌‌standard‌‌of‌‌the‌‌RTS‌‌threshold‌‌is‌‌                           
around‌ ‌500.‌ ‌ 

Fragmentation‌‌ 
Threshold‌ ‌‌A‌ ‌ 

This‌ ‌setting‌ ‌determines‌ ‌the‌ ‌maximum‌ ‌size‌ ‌of‌ ‌a‌ ‌packet‌ ‌before‌ ‌it‌ ‌gets‌ ‌fragmented‌ ‌into‌‌                           
multiple‌ ‌pieces.‌ ‌ 

Distance‌ ‌/‌ ‌Time‌‌ 
Convertor‌ ‌ 

Select‌ ‌the‌ ‌range‌ ‌you‌ ‌wish‌ ‌to‌ ‌cover‌ ‌with‌ ‌your‌ ‌Wi-Fi,‌ ‌and‌ ‌the‌ ‌router‌ ‌will‌ ‌make‌‌                             
recommendations‌ ‌for‌ ‌the‌ ‌Slot‌ ‌Time‌ ‌and‌ ‌ACK‌ ‌Timeout.‌ ‌ 

Slot‌ ‌Time‌ ‌‌A‌ ‌  This‌‌field‌‌is‌‌for‌‌specifying‌‌the‌‌unit‌‌wait‌‌time‌‌before‌‌transmitting‌‌a‌‌packet.‌‌By‌‌default,‌‌this‌‌                               
field‌ ‌is‌ ‌set‌ ‌to‌‌ ‌9‌ ‌µs‌.‌‌ ‌  

ACK‌ ‌Timeout‌ ‌‌A‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌setting‌ ‌the‌ ‌wait‌ ‌time‌ ‌to‌ ‌receive‌ ‌an‌ ‌acknowledgement‌ ‌packet‌ ‌before‌‌                           
performing‌ ‌a‌ ‌retransmission.‌ ‌By‌ ‌default,‌ ‌this‌ ‌field‌ ‌is‌ ‌set‌ ‌to‌ ‌‌48‌ ‌µs‌.‌ ‌ 

Frame‌‌ 
Aggregation‌ ‌‌A‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌enable‌ ‌frame‌ ‌aggregation‌ ‌to‌ ‌increase‌ ‌transmission‌ ‌throughput.‌ ‌ 

Web‌ ‌Administration‌ ‌Settings‌ ‌ 
Enable‌ ‌  Ticking‌ ‌this‌ ‌box‌ ‌enables‌ ‌web‌ ‌admin‌ ‌access‌ ‌for‌ ‌APs‌ ‌located‌ ‌on‌ ‌the‌ ‌WAN.‌ ‌ 

Web‌ ‌Access‌‌ 
Protocol‌ ‌  Determines‌ ‌whether‌ ‌the‌ ‌web‌ ‌admin‌ ‌portal‌ ‌can‌ ‌be‌ ‌accessed‌ ‌through‌ ‌HTTP‌ ‌or‌ ‌HTTPS‌ ‌ 

Management‌‌  Determines‌ ‌the‌ ‌port‌ ‌at‌ ‌which‌ ‌the‌ ‌management‌ ‌UI‌ ‌can‌ ‌be‌ ‌accessed.‌ ‌ 
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14.2 AP‌ ‌Controller‌ ‌Status‌ ‌ 

14.2.1 Info‌ ‌ 
A‌ ‌comprehensive‌ ‌overview‌ ‌of‌ ‌your‌ ‌AP‌ ‌can‌ ‌be‌ ‌accessed‌ ‌by‌ ‌navigating‌ ‌to‌ ‌‌AP‌ ‌>‌ ‌Info‌.‌ ‌ 

‌ 

‌ 

‌ 

Port‌ ‌ 
HTTP‌ ‌to‌ ‌HTTPS‌‌ 

redirection‌ ‌  Redirects‌ ‌HTTP‌ ‌request‌ ‌to‌ ‌HTTPS‌ ‌ 

Admin‌‌ 
Username‌ ‌  Determines‌ ‌the‌ ‌username‌ ‌to‌ ‌be‌ ‌used‌ ‌for‌ ‌logging‌ ‌into‌ ‌the‌ ‌web‌ ‌admin‌ ‌portal‌ ‌ 

Admin‌‌ 
Password‌ ‌  Determines‌ ‌the‌ ‌password‌ ‌for‌ ‌the‌ ‌web‌ ‌admin‌ ‌portal‌ ‌on‌ ‌external‌ ‌AP.‌‌ ‌  

AP‌ ‌Controller‌ ‌ 

License‌ ‌Limit‌ ‌  This‌‌field‌‌displays‌‌the‌‌maximum‌‌number‌‌of‌‌AP‌‌your‌‌Balance‌‌router‌‌can‌‌control.‌‌You‌‌can‌‌                             
purchase‌ ‌licenses‌ ‌to‌ ‌increase‌ ‌the‌ ‌number‌ ‌of‌ ‌AP‌ ‌you‌ ‌can‌ ‌manage.‌ ‌ 

Frequency‌ ‌  Underneath,‌‌there‌‌are‌‌two‌‌check‌‌boxes‌‌labeled‌‌‌2.4‌‌Ghz‌‌and‌‌‌5‌‌Ghz‌.‌‌Clicking‌‌either‌‌box‌‌                             
will‌ ‌toggle‌‌the‌‌display‌‌of‌‌information‌‌for‌‌that‌‌frequency.‌‌By‌‌default,‌‌the‌‌graphs‌‌display‌‌the‌‌                             
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14.2.2 Access‌ ‌Points‌ ‌(Usage)‌ ‌ 
A‌ ‌detailed‌ ‌breakdown‌ ‌of‌ ‌data‌ ‌usage‌ ‌for‌ ‌each‌ ‌AP‌ ‌is‌ ‌available‌ ‌at‌ ‌‌AP>‌ ‌Access‌ ‌Point‌.‌ ‌ 

‌ 

‌ 

‌ 

number‌ ‌of‌ ‌clients‌ ‌and‌ ‌data‌ ‌usage‌ ‌for‌ ‌both‌ ‌2.4GHz‌ ‌and‌ ‌5‌ ‌GHz‌ ‌frequencies.‌‌ ‌  

SSID‌ ‌ 
The‌‌colored‌‌boxes‌‌indicate‌‌the‌‌SSID‌‌to‌‌display‌‌information‌‌for.‌‌Clicking‌‌any‌‌colored‌‌box‌‌                           
will‌ ‌toggle‌ ‌the‌ ‌display‌ ‌of‌ ‌information‌ ‌for‌ ‌that‌ ‌SSID.‌ ‌By‌ ‌default,‌ ‌all‌ ‌the‌ ‌graphs‌ ‌show‌‌                             
information‌ ‌for‌ ‌all‌ ‌SSIDs.‌ ‌ 

No.‌ ‌of‌ ‌APs‌ ‌  This‌ ‌pie‌ ‌chart‌ ‌and‌ ‌table‌ ‌indicates‌ ‌how‌ ‌many‌ ‌APs‌ ‌are‌ ‌online‌ ‌and‌ ‌how‌ ‌many‌ ‌are‌ ‌offline.‌‌ ‌  

No.of‌ ‌Clients‌ ‌ 
This‌‌graph‌‌displays‌‌the‌‌number‌‌of‌‌clients‌‌connected‌‌to‌‌each‌‌network‌‌at‌‌any‌‌given‌‌time.‌‌                             
Mouse‌‌over‌‌any‌‌line‌‌on‌‌the‌‌graph‌‌to‌‌see‌‌how‌‌many‌‌clients‌‌connected‌‌to‌‌a‌‌specific‌‌SSID‌‌                                 
for‌ ‌that‌ ‌point‌ ‌in‌ ‌time.‌ ‌ 

Data‌ ‌Usage‌ ‌ 
This‌ ‌graph‌ ‌enables‌ ‌you‌ ‌to‌ ‌see‌ ‌the‌ ‌data‌‌usage‌‌of‌‌any‌‌SSID‌‌for‌‌any‌‌given‌‌time‌‌period.‌‌                                 
Mouse‌‌over‌‌any‌‌line‌‌on‌‌the‌‌graph‌‌to‌‌see‌‌the‌‌data‌‌usage‌‌by‌‌each‌‌SSID‌‌for‌‌that‌‌point‌‌in‌‌                                     
time.‌‌Use‌‌the‌‌buttons‌‌next‌‌to‌‌‌Zoom‌‌to‌‌select‌‌the‌‌time‌‌scale‌‌you‌‌wish‌‌to‌‌view.‌‌In‌‌addition,‌‌                                   
you‌ ‌could‌ ‌use‌ ‌the‌ ‌sliders‌ ‌at‌ ‌the‌ ‌bottom‌ ‌to‌ ‌further‌ ‌refine‌ ‌your‌ ‌timescale.‌ ‌ 

Usage‌ ‌ 

AP‌ ‌Name/Serial‌‌ 
Number‌ ‌ 

This‌‌field‌‌enables‌‌you‌‌to‌‌quickly‌‌find‌‌your‌‌device‌‌if‌ ‌you‌‌know‌‌its‌‌name‌‌or‌‌serial‌‌number.‌‌                                 
Fill‌ ‌in‌ ‌the‌ ‌field‌ ‌to‌ ‌begin‌ ‌searching.‌ ‌Partial‌ ‌names‌ ‌and‌ ‌serial‌ ‌numbers‌ ‌are‌ ‌supported.‌ ‌ 

Online‌ ‌Status‌ ‌  This‌ ‌button‌ ‌toggles‌ ‌whether‌ ‌your‌ ‌search‌ ‌will‌ ‌include‌ ‌offline‌ ‌devices.‌ ‌ 

Managed‌‌ 
Wireless‌ ‌Devices‌ 

This‌ ‌table‌ ‌shows‌ ‌the‌ ‌detailed‌ ‌information‌ ‌on‌ ‌each‌ ‌AP,‌ ‌including‌ ‌channel,‌ ‌number‌ ‌of‌‌                         
clients,‌‌upload‌‌traffic,‌‌and‌‌download‌‌traffic.‌‌Click‌‌the‌‌blue‌‌arrows‌‌at‌‌the‌‌left‌‌of‌‌the‌‌table‌‌to‌‌                                 
expand‌ ‌and‌ ‌collapse‌ ‌information‌ ‌on‌ ‌each‌ ‌device‌ ‌group.‌ ‌You‌ ‌could‌ ‌also‌ ‌expand‌ ‌and‌‌                         

collapse‌ ‌all‌ ‌groups‌ ‌by‌ ‌using‌ ‌the‌ ‌  ‌buttons.‌ ‌ 

On‌ ‌the‌ ‌right‌ ‌of‌ ‌the‌ ‌table,‌ ‌you‌ ‌will‌ ‌see‌ ‌the‌ ‌following‌ ‌icons:‌ ‌ .‌ ‌ 

Click‌ ‌the‌ ‌  ‌icon‌ ‌to‌ ‌see‌ ‌a‌ ‌usage‌ ‌table‌ ‌for‌ ‌each‌ ‌client:‌ ‌ 
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Click‌ ‌the‌ ‌  ‌icon‌ ‌to‌ ‌configure‌ ‌each‌ ‌client‌ ‌ 

‌ 
‌ 

For‌ ‌easier‌ ‌network‌ ‌management,‌ ‌you‌ ‌can‌ ‌give‌ ‌each‌ ‌client‌ ‌a‌ ‌name‌ ‌and‌ ‌designate‌ ‌its‌‌                           
location.‌ ‌You‌ ‌can‌ ‌also‌ ‌designate‌ ‌which‌ ‌firmware‌ ‌pack‌ ‌(if‌‌any)‌‌this‌‌client‌‌will‌ ‌follow,‌‌as‌‌                             
well‌ ‌as‌ ‌the‌ ‌channels‌ ‌on‌ ‌which‌ ‌the‌ ‌client‌ ‌will‌ ‌broadcast.‌ ‌ 
‌ 

Click‌ ‌the‌ ‌  ‌icon‌ ‌to‌ ‌see‌ ‌a‌ ‌graph‌ ‌displaying‌ ‌usage:‌ ‌ 
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14.2.3 Wireless‌ ‌SSID‌ ‌ 
In-depth‌ ‌wireless‌ ‌SSID‌ ‌reports‌ ‌are‌ ‌available‌ ‌under‌ ‌‌AP‌‌ ‌>‌ ‌‌Wireless‌‌ ‌‌SSID‌.‌ ‌ 

‌ 

‌ 

‌ 
Click‌ ‌any‌ ‌point‌ ‌in‌ ‌the‌ ‌graphs‌ ‌to‌ ‌display‌ ‌detailed‌ ‌usage‌ ‌and‌ ‌client‌ ‌information‌ ‌for‌ ‌that‌‌                             
device,‌ ‌using‌ ‌that‌ ‌SSID,‌ ‌at‌ ‌that‌ ‌point‌ ‌in‌ ‌time.‌ ‌On‌ ‌the‌ ‌‌Data‌ ‌Usage‌ ‌by‌ ‌menu,‌‌you‌‌can‌‌                                 
display‌ ‌the‌ ‌information‌ ‌by‌ ‌SSID‌ ‌or‌ ‌by‌ ‌AP‌ ‌send/receive‌ ‌rate.‌ ‌ 
Click‌ ‌the‌ ‌‌Event‌ ‌tab‌ ‌next‌ ‌to‌ ‌‌Wireless‌ ‌Usage‌ ‌to‌ ‌view‌ ‌a‌ ‌detailed‌ ‌event‌ ‌log‌ ‌for‌ ‌that‌‌                               
particular‌ ‌device:‌ ‌ 

‌ 

https://www.peplink.com‌ ‌  232‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

‌ 
Click‌ ‌the‌ ‌blue‌ ‌arrow‌ ‌on‌ ‌any‌ ‌SSID‌ ‌to‌ ‌obtain‌ ‌more‌ ‌detailed‌ ‌usage‌ ‌information‌ ‌on‌ ‌each‌ ‌SSID.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

14.2.4 Wireless‌ ‌Client‌ ‌ 
You‌ ‌can‌ ‌search‌ ‌for‌ ‌specific‌ ‌Wi-Fi‌ ‌users‌ ‌by‌ ‌navigating‌ ‌to‌ ‌‌AP‌ ‌>‌ ‌Wireless‌ ‌Client‌.‌ ‌ 
‌ 

‌ 

‌ 
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Here,‌‌you‌‌will‌‌be‌‌able‌‌to‌‌see‌‌your‌‌network’s‌‌heaviest‌‌users‌‌as‌‌well‌‌as‌‌search‌‌for‌‌specific‌‌users.‌‌                                   
Click‌‌the‌‌ ‌icon‌‌to‌‌bookmark‌‌specific‌‌users,‌‌and‌‌click‌‌the‌‌ ‌icon‌‌for‌‌additional‌‌details‌‌about‌‌                                 
each‌ ‌user:‌ ‌ 
‌ 

‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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14.2.5 Mesh‌ ‌/‌ ‌WDS‌ ‌ 
Mesh‌ ‌/‌ ‌WDS‌ ‌allows‌ ‌you‌ ‌to‌ ‌monitor‌ ‌the‌ ‌status‌ ‌of‌ ‌your‌ ‌wireless‌ ‌distribution‌ ‌system‌ ‌(WDS)‌ ‌or‌‌                               
Mesh,‌ ‌and‌ ‌track‌ ‌activity‌ ‌by‌ ‌MAC‌ ‌address‌ ‌by‌ ‌navigating‌ ‌to‌ ‌‌AP‌ ‌>‌ ‌Controller‌ ‌Status‌‌>‌‌Mesh‌‌/‌‌                                 
WDS‌.‌ ‌This‌ ‌table‌ ‌shows‌ ‌the‌ ‌detailed‌ ‌information‌ ‌of‌ ‌each‌ ‌AP,‌ ‌including‌ ‌protocol,‌ ‌transmit‌ ‌rate‌‌                           
(sent‌ ‌/‌ ‌received),‌ ‌signal‌ ‌strength,‌ ‌and‌ ‌duration.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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14.2.6 Nearby‌ ‌Device‌ ‌ 
A‌ ‌listing‌ ‌of‌ ‌near‌ ‌devices‌ ‌can‌‌be‌‌accessed‌‌by‌‌navigating‌‌to‌‌‌AP‌‌>‌‌Controller‌‌Status‌‌>‌‌Nearby‌‌                                 
Device‌.‌ ‌ 

‌ 

‌ 

14.2.7 Event‌ ‌Log‌ ‌ 
You‌ ‌can‌‌access‌‌the‌‌AP‌‌Controller‌‌Event‌‌log‌‌by‌‌navigating‌‌to‌‌‌AP‌‌>‌‌Controller‌‌Status‌‌>‌‌Event‌‌                                 
Log‌.‌ ‌ 
‌ 

‌ 

‌ 

‌ 

Nearby‌ ‌Devices‌ ‌ 
Hovering‌ ‌over‌ ‌the‌ ‌device‌ ‌MAC‌ ‌address‌ ‌will‌ ‌result‌ ‌in‌ ‌a‌ ‌popup‌ ‌with‌‌information‌‌on‌‌how‌‌this‌‌device‌‌was‌‌detected.‌‌                                     
Click‌ ‌the‌ ‌  ‌icons‌ ‌and‌ ‌the‌ ‌device‌ ‌will‌ ‌be‌ ‌moved‌ ‌to‌ ‌the‌ ‌bottom‌ ‌table‌ ‌of‌ ‌identified‌ ‌devices.‌ ‌ 
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14.3 Toolbox‌ ‌ 

Additional‌ ‌tools‌ ‌for‌‌managing‌‌firmware‌‌packs,‌‌power‌‌adjustment,‌‌and‌‌channel‌‌assignment‌‌can‌‌                       
be‌ ‌found‌ ‌at‌ ‌‌AP>Toolbox‌.‌ ‌ 

‌ 

‌ 

‌ 

Events‌ ‌ 
This‌‌event‌‌log‌‌displays‌‌all‌ ‌activity‌‌on‌‌your‌‌AP‌‌network,‌‌down‌‌to‌‌the‌‌client‌‌level.‌‌Use‌‌to‌‌filter‌‌box‌‌to‌‌search‌‌by‌‌MAC‌‌                                             
address,‌‌SSID,‌‌AP‌‌Serial‌‌Number,‌‌or‌‌AP‌‌Profile‌‌name.‌‌Click‌‌‌View‌‌Alerts‌‌to‌‌see‌‌only‌‌alerts,‌‌and‌‌click‌‌the‌‌‌More…‌‌                                       
link‌ ‌for‌ ‌additional‌ ‌records.‌ ‌ 

Firmware‌ ‌Packs‌ ‌ 

This‌‌is‌‌the‌‌first‌‌menu‌‌that‌‌will‌‌appear.‌‌Here,‌‌you‌‌can‌‌manage‌‌the‌‌firmware‌‌of‌‌your‌‌AP.‌‌Clicking‌‌on‌‌ ‌will‌‌display‌‌                                           
information‌‌regarding‌‌each‌‌firmware‌‌pack.‌‌To‌‌receive‌‌new‌‌firmware‌‌packs,‌‌you‌‌can‌‌either‌‌press‌‌ ‌                             
to‌‌download‌‌new‌‌packs‌‌or‌‌you‌‌can‌‌press‌‌ ‌to‌‌manually‌‌upload‌‌a‌‌firmware‌‌pack.‌‌Press‌‌ ‌to‌‌                                   
define‌ ‌which‌ ‌firmware‌ ‌pack‌ ‌is‌ ‌default.‌ ‌ 
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15 System‌ ‌Tab‌ ‌ 

15.1 System‌ ‌ 

15.1.1 Admin‌ ‌Security‌ ‌ 
There‌ ‌are‌ ‌two‌ ‌types‌ ‌of‌‌user‌‌accounts‌‌available‌‌for‌‌accessing‌‌the‌‌web‌‌admin:‌‌‌admin ‌and ‌user‌.‌‌                           
They‌ ‌represent‌ ‌two‌ ‌user‌ ‌levels: the‌ ‌admin level‌ ‌has‌ ‌full‌ ‌administrative‌ ‌access,‌ ‌while‌ ‌the‌‌                       
user level‌ ‌is‌ ‌read-only.‌ ‌The‌ ‌user‌ ‌level‌ ‌can‌ ‌access‌ ‌only‌ ‌the‌ ‌device's‌ ‌status‌ ‌information;‌ ‌users‌‌                           
cannot‌ ‌make‌ ‌any‌ ‌changes‌ ‌on‌ ‌the‌ ‌device.‌ ‌ 
A‌‌web‌‌login‌‌session‌‌will‌‌be‌‌logged‌‌out‌‌automatically‌‌when‌‌it‌‌has‌‌been‌‌idle‌‌longer‌‌than‌‌the‌‌‌Web‌‌                                   
Session‌ ‌Timeout‌.‌ ‌Before‌ ‌the‌ ‌session‌ ‌expires,‌ ‌you‌ ‌may‌ ‌click‌ ‌the‌ ‌‌Logout‌ ‌button‌ ‌in‌ ‌the‌ ‌web‌‌                             
admin‌ ‌to‌ ‌exit‌ ‌the‌ ‌session.‌ ‌ 
0‌ ‌hours‌ ‌0‌ ‌minutes‌ ‌signifies‌ ‌an‌ ‌unlimited‌ ‌session‌ ‌time.‌ ‌This‌ ‌setting‌ ‌should‌ ‌be‌ ‌used‌ ‌only‌ ‌in‌‌                               
special‌‌situations,‌‌as‌‌it‌‌will‌‌lower‌‌the‌‌system‌‌security‌‌level‌‌if‌‌users‌‌do‌‌not‌‌log‌‌out‌‌before‌‌closing‌‌                                   
the‌ ‌browser.‌‌ ‌‌The‌‌ ‌default‌‌ ‌is‌ ‌4‌ ‌hours,‌ ‌0‌ ‌minutes.‌ ‌ 
‌ 

For‌ ‌security‌ ‌reasons,‌ ‌after‌ ‌logging‌ ‌in‌ ‌to‌ ‌the‌ ‌web‌ ‌admin‌ ‌Interface‌ ‌for‌ ‌the‌ ‌first‌ ‌time,‌ ‌it‌ ‌is‌‌                                 
recommended‌‌to‌‌change‌‌the‌‌administrator‌‌password.‌‌Configuring‌‌the‌‌administration‌‌interface‌‌to‌‌                     
be‌ ‌accessible‌ ‌only‌ ‌from‌ ‌the‌ ‌LAN‌ ‌can‌ ‌further‌ ‌improve‌ ‌system‌ ‌security.‌ ‌Administrative‌ ‌settings‌‌                         
configuration‌ ‌is‌ ‌located‌ ‌at‌ ‌‌System>Admin‌ ‌Security‌.‌‌ ‌  

‌ 

‌ 
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Admin‌ ‌Settings‌ ‌ 

Router‌ ‌Name‌ ‌  This‌‌field‌‌allows‌‌you‌‌to‌‌define‌‌a‌‌name‌‌for‌‌this‌‌Pepwave‌‌router.‌‌By‌‌default,‌‌‌Router‌‌Name‌‌                               
is‌ ‌set‌ ‌as‌ ‌‌MAX_XXXX‌,‌ ‌where‌ ‌‌XXXX‌‌ ‌refers‌ ‌to‌ ‌the‌ ‌last‌ ‌4‌ ‌digits‌ ‌of‌ ‌the‌ ‌unit’s‌ ‌serial‌ ‌number.‌ ‌ 

Admin‌ ‌User‌‌ 
Name‌ ‌  Admin‌ ‌User‌ ‌Name‌‌ ‌is‌ ‌set‌ ‌as‌ ‌‌admin‌‌ ‌by‌ ‌default,‌ ‌but‌ ‌can‌ ‌be‌ ‌changed,‌ ‌if‌ ‌desired.‌ ‌ 

Admin‌‌ 
Password‌ ‌  This‌ ‌field‌ ‌allows‌ ‌you‌ ‌to‌ ‌specify‌ ‌a‌ ‌new‌ ‌administrator‌ ‌password.‌ ‌ 

Confirm‌ ‌Admin‌ 
Password‌ ‌  This‌ ‌field‌ ‌allows‌ ‌you‌ ‌to‌ ‌verify‌ ‌and‌ ‌confirm‌ ‌the‌ ‌new‌ ‌administrator‌ ‌password.‌ ‌ 

Read-only‌‌ 
User‌ ‌Name‌ ‌  Read-only‌ ‌User‌ ‌Name‌‌ ‌is‌ ‌set‌ ‌as‌ ‌‌user‌‌ ‌by‌ ‌default,‌ ‌but‌ ‌can‌ ‌be‌ ‌changed,‌ ‌if‌ ‌desired.‌ ‌ 

User‌ ‌Password‌  This‌‌field‌‌allows‌‌you‌‌to‌‌specify‌‌a‌‌new‌‌user‌‌password.‌‌Once‌‌the‌‌user‌‌password‌‌is‌‌set,‌‌the‌‌                                 
read-only‌ ‌user‌ ‌feature‌ ‌will‌ ‌be‌ ‌enabled.‌ ‌ 
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Confirm‌ ‌User‌‌ 
Password‌ ‌  This‌ ‌field‌ ‌allows‌ ‌you‌ ‌to‌ ‌verify‌ ‌and‌ ‌confirm‌ ‌the‌ ‌new‌ ‌user‌ ‌password.‌ ‌ 

Web‌ ‌Session‌‌ 
Timeout‌ ‌ 

This‌‌field‌‌specifies‌‌the‌‌number‌‌of‌‌hours‌‌and‌‌minutes‌‌that‌‌a‌‌web‌‌session‌‌can‌‌remain‌‌idle‌‌                               
before‌‌the‌‌Pepwave‌‌router‌‌terminates‌‌its‌‌access‌‌to‌‌the‌‌web‌‌admin‌‌interface.‌‌By‌‌default,‌‌it‌‌                             
is‌ ‌set‌ ‌to‌ ‌‌4‌ ‌hours‌.‌ ‌ 

Authentication‌‌ 
by‌ ‌RADIUS‌ ‌ 

With‌ ‌this‌ ‌box‌ ‌is‌ ‌checked,‌ ‌the‌ ‌web‌ ‌admin‌ ‌will‌ ‌authenticate‌ ‌using‌ ‌an‌ ‌external‌ ‌RADIUS‌‌                           
server.‌ ‌Authenticated‌ ‌users‌‌are‌‌treated‌‌as‌‌either‌‌"admin"‌‌with‌‌full‌ ‌read-write‌‌permission‌‌                       
or‌ ‌“user”‌ ‌with‌ ‌read-only‌‌access.‌‌Local‌‌admin‌‌and‌‌user‌‌accounts‌‌will‌ ‌be‌‌disabled.‌‌When‌‌                           
the‌ ‌device‌ ‌is‌ ‌not‌‌able‌‌to‌‌communicate‌‌with‌‌the‌‌external‌‌RADIUS‌‌server,‌‌local‌‌accounts‌‌                           
will‌ ‌be‌ ‌enabled‌ ‌again‌ ‌for‌ ‌emergency‌ ‌access.‌ ‌Additional‌ ‌authentication‌ ‌options‌ ‌will‌ ‌be‌‌                       
available‌ ‌once‌ ‌this‌ ‌box‌ ‌is‌ ‌checked.‌ ‌ 

Auth‌ ‌Protocol‌ ‌  This‌ ‌specifies‌‌the‌‌authentication‌‌protocol‌‌used.‌‌Available‌‌options‌‌are‌‌‌MS-CHAP‌‌v2‌ ‌and‌‌                       
PAP‌.‌ ‌ 

Auth‌ ‌Server‌ ‌  This‌ ‌specifies‌ ‌the‌ ‌access‌ ‌address‌ ‌and‌ ‌port‌ ‌of‌ ‌the‌ ‌external‌ ‌RADIUS‌ ‌server.‌ ‌ 

Auth‌ ‌Server‌‌ 
Secret‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌entering‌ ‌the‌ ‌secret‌ ‌key‌ ‌for‌ ‌accessing‌ ‌the‌ ‌RADIUS‌ ‌server.‌ ‌ 

Auth‌ ‌Timeout‌ ‌  This‌ ‌option‌ ‌specifies‌ ‌the‌ ‌time‌ ‌value‌ ‌for‌ ‌authentication‌ ‌timeout.‌ ‌ 

Accounting‌‌ 
Server‌ ‌  This‌ ‌specifies‌ ‌the‌ ‌access‌ ‌address‌ ‌and‌ ‌port‌ ‌of‌ ‌the‌ ‌external‌ ‌accounting‌ ‌server.‌ ‌ 

Accounting‌‌ 
Server‌ ‌Secret‌ ‌  This‌ ‌field‌ ‌is‌ ‌for‌ ‌entering‌ ‌the‌ ‌secret‌ ‌key‌ ‌for‌ ‌accessing‌ ‌the‌ ‌accounting‌ ‌server.‌ ‌ 

Network‌‌ 
Connection‌ ‌ 

This‌‌option‌‌is‌‌for‌‌specifying‌‌the‌‌network‌‌connection‌‌to‌‌be‌‌used‌‌for‌‌authentication.‌‌Users‌‌                           
can‌ ‌choose‌ ‌from‌ ‌LAN,‌ ‌WAN,‌ ‌and‌ ‌VPN‌ ‌connections.‌ ‌ 

CLI‌ ‌SSH‌‌ ‌   The‌ ‌CLI‌ ‌(command‌ ‌line‌ ‌interface)‌ ‌can‌ ‌be‌ ‌accessed‌ ‌via‌ ‌SSH.‌ ‌This‌ ‌field‌ ‌enables‌ ‌CLI‌‌                           
support.‌ ‌For‌ ‌additional‌ ‌information‌ ‌regarding‌ ‌CLI,‌ ‌please‌ ‌refer‌ ‌to‌ ‌‌Section‌ ‌15.3.‌ ‌ 

CLI‌ ‌SSH‌ ‌Port‌ ‌  This‌ ‌field‌ ‌determines‌ ‌the‌ ‌port‌ ‌on‌ ‌which‌ ‌clients‌ ‌can‌ ‌access‌ ‌CLI‌ ‌SSH.‌ ‌ 

CLI‌ ‌SSH‌‌ 
Access‌ ‌ 

This‌‌menu‌‌allows‌‌you‌‌to‌‌choose‌‌between‌‌granting‌‌access‌‌to‌‌LAN‌‌and‌‌WAN‌‌clients,‌‌or‌‌to‌‌                               
LAN‌ ‌clients‌ ‌only.‌‌ ‌  

Security‌ ‌ 

This‌‌option‌‌is‌‌for‌‌specifying‌‌the‌‌protocol(s)‌‌through‌‌which‌‌the‌‌web‌‌admin‌‌interface‌‌can‌‌be‌‌                             
accessed:‌ ‌ 

● HTTP‌ ‌ 
● HTTPS‌‌ ‌  
● HTTP/HTTPS‌ ‌ 

HTTP‌ ‌to‌ ‌HTTPS‌ ‌redirection‌ ‌is‌ ‌enabled‌ ‌by‌ ‌default‌ ‌to‌ ‌force‌ ‌HTTPS‌ ‌access‌ ‌to‌ ‌the‌ ‌web‌‌                             
admin‌ ‌interface.‌ ‌ 

Web‌ ‌Admin‌‌ 
Port‌ ‌ 

This‌ ‌field‌ ‌is‌ ‌for‌ ‌specifying‌ ‌the‌ ‌port‌ ‌number‌ ‌on‌ ‌which‌ ‌the‌ ‌web‌ ‌admin‌ ‌interface‌ ‌can‌ ‌be‌‌                               
accessed.‌ ‌ 
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‌ 
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Web‌ ‌Admin‌‌ 
Access‌ ‌ 

This‌‌option‌‌is‌‌for‌‌specifying‌‌the‌‌network‌‌interfaces‌‌through‌‌which‌‌the‌‌web‌‌admin‌‌interface‌‌                           
can‌ ‌be‌ ‌accessed:‌ ‌ 

● LAN‌ ‌only‌‌ ‌  
● LAN/WAN‌ ‌ 

If‌ ‌LAN/WAN‌ ‌is‌ ‌chosen,‌ ‌the‌ ‌‌WAN‌ ‌Connection‌ ‌Access‌ ‌Settings‌‌ ‌form‌ ‌will‌ ‌be‌ ‌displayed.‌ ‌ 

LAN‌ ‌Connection‌ ‌Access‌ ‌Settings‌ ‌ 
Allowed‌ ‌LAN‌‌ 

Networks‌ ‌  This‌ ‌field‌ ‌allows‌ ‌you‌ ‌to‌ ‌permit‌ ‌only‌ ‌specific‌ ‌networks‌ ‌or‌ ‌VLANs‌ ‌to‌ ‌access‌ ‌the‌ ‌Web‌ ‌UI.‌ ‌ 

WAN‌ ‌Connection‌ ‌Access‌ ‌Settings‌ ‌ 

Allowed‌‌ 
Source‌ ‌IP‌‌ 
Subnets‌ ‌ 

This‌ ‌field‌ ‌allows‌ ‌you‌ ‌to‌ ‌restrict‌ ‌web‌ ‌admin‌ ‌access‌ ‌only‌ ‌from‌ ‌defined‌ ‌IP‌ ‌subnets.‌ ‌ 
● Any‌ ‌-‌ ‌Allow‌ ‌web‌ ‌admin‌ ‌accesses‌ ‌to‌ ‌be‌ ‌from‌ ‌anywhere,‌ ‌without‌ ‌IP‌ ‌address‌‌                         

restriction.‌ ‌ 
● Allow‌‌access‌‌from‌‌the‌‌following‌‌IP‌‌subnets‌‌only‌‌-‌‌Restrict‌‌web‌‌admin‌‌access‌‌                         

only‌‌from‌‌the‌‌defined‌‌IP‌‌subnets.‌ ‌When‌‌this‌‌is‌‌chosen,‌‌a‌‌text‌‌input‌‌area‌‌will‌‌be‌‌                               
displayed‌ ‌beneath:‌ ‌ 

The‌ ‌allowed‌ ‌IP‌ ‌subnet‌ ‌addresses‌ ‌should‌‌be‌‌entered‌‌into‌‌this‌‌text‌‌area.‌‌Each‌‌IP‌‌subnet‌‌                             
must‌‌be‌‌in‌‌form‌‌of‌‌‌w.x.y.z/m‌,‌‌where‌‌‌w.x.y.z‌‌is‌‌an‌‌IP‌‌address‌‌(e.g.,‌‌‌192.168.0.0‌),‌‌and‌‌‌m‌‌is‌‌                                 
the‌ ‌subnet‌ ‌mask‌ ‌in‌ ‌CIDR‌ ‌format,‌ ‌which‌ ‌is‌ ‌between‌ ‌0‌ ‌and‌‌32‌‌inclusively‌‌(For‌‌example,‌‌                             
192.168.0.0/24‌).‌ ‌ 
To‌ ‌define‌ ‌multiple‌ ‌subnets,‌ ‌separate‌ ‌each‌ ‌IP‌ ‌subnet‌ ‌one‌ ‌in‌ ‌a‌ ‌line.‌ ‌For‌ ‌example:‌ ‌ 

● 192.168.0.0/24‌ ‌ 
● 10.8.0.0/16‌ ‌ 

Allowed‌ ‌WAN‌‌ 
IP‌ ‌Address(es)‌ ‌ 

This‌ ‌is‌ ‌to‌ ‌choose‌ ‌which‌ ‌WAN‌ ‌IP‌ ‌address(es)‌ ‌the‌ ‌web‌ ‌server‌ ‌should‌ ‌listen‌ ‌on.‌ ‌ 
‌ 
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15.1.2 Firmware‌ ‌ 
Upgrading‌ ‌firmware‌ ‌can‌ ‌be‌ ‌done‌ ‌in‌ ‌one‌ ‌of‌ ‌three‌ ‌ways.‌‌ ‌  
Using‌‌the‌‌router’s‌‌interface‌‌to‌‌automatically‌‌check‌‌for‌‌an‌‌update,‌‌using‌‌the‌‌router’s‌‌interface‌‌to‌‌                             
manually‌ ‌upgrade‌ ‌the‌ ‌firmware,‌ ‌or‌ ‌using‌ ‌InControl2‌ ‌to‌ ‌push‌ ‌an‌ ‌upgrade‌ ‌to‌ ‌a‌ ‌router.‌‌ ‌  
The‌ ‌automatic‌ ‌upgrade‌ ‌can‌ ‌be‌ ‌done‌ ‌from‌ ‌‌System‌‌ ‌>‌ ‌‌Firmware‌.‌ ‌ 

‌ 
If‌ ‌an‌ ‌update‌ ‌is‌ ‌found‌ ‌the‌ ‌buttons‌ ‌will‌ ‌change‌ ‌to‌ ‌allow‌ ‌you‌ ‌to‌ ‌‌Download‌ ‌and‌ ‌Update‌ ‌the‌‌                                 
firmware.‌ ‌ 
‌ 

‌ 
Click‌ ‌on‌‌the‌‌‌Download‌‌and‌‌Upgrade‌‌button.‌‌A‌‌prompt‌‌will‌‌be‌‌displayed‌‌advising‌‌to‌‌download‌‌                             
the‌ ‌Current‌ ‌Active‌ ‌Configuration.‌ ‌Please‌ ‌click‌ ‌on‌ ‌the‌ ‌underlined‌ ‌download‌ ‌text.‌ ‌After‌‌                       
downloading‌ ‌the‌ ‌current‌ ‌config‌ ‌click‌ ‌the‌ ‌‌Ok‌‌ ‌button‌ ‌to‌ ‌start‌ ‌the‌ ‌upgrade‌ ‌process.‌ ‌ 
‌ 

The‌ ‌router‌ ‌will‌ ‌download‌ ‌and‌ ‌then‌ ‌apply‌ ‌the‌ ‌firmware.‌ ‌The‌ ‌time‌ ‌that‌ ‌this‌ ‌process‌ ‌takes‌ ‌will‌‌                               
depend‌ ‌on‌ ‌your‌ ‌internet‌ ‌connection’s‌ ‌speed.‌ ‌ 

‌ 
The‌‌firmware‌‌will‌‌now‌‌be‌‌applied‌‌to‌‌the‌‌router*.‌‌The‌‌amount‌‌of‌‌time‌‌it‌‌takes‌‌for‌‌the‌‌firmware‌‌to‌‌                                     
upgrade‌ ‌will‌ ‌also‌ ‌depend‌ ‌on‌ ‌the‌ ‌router‌ ‌that’s‌ ‌being‌ ‌upgraded.‌ ‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  242‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

‌ 
*Upgrading‌ ‌the‌ ‌firmware‌ ‌will‌ ‌cause‌ ‌the‌ ‌router‌ ‌to‌ ‌reboot.‌ ‌ 
‌ 

Web‌ ‌admin‌ ‌interface:‌ ‌install‌ ‌updates‌ ‌manually‌ ‌ 
In‌ ‌some‌ ‌cases,‌ ‌a‌ ‌special‌ ‌build‌ ‌may‌ ‌be‌ ‌provided‌ ‌via‌ ‌a‌ ‌ticket‌ ‌or‌ ‌it‌ ‌may‌ ‌be‌ ‌found‌‌in‌‌the‌‌forum.‌‌                                       
Upgrading‌‌to‌‌the‌‌special‌‌build‌‌can‌‌be‌‌done‌‌using‌‌this‌‌method,‌‌or‌‌using‌‌IC2‌‌if‌‌you‌‌are‌‌using‌‌that‌‌                                     
to‌ ‌manage‌ ‌your‌ ‌firmware‌ ‌upgrades.‌ ‌A‌ ‌manual‌ ‌upgrade‌ ‌using‌ ‌the‌ ‌GA‌ ‌firmware‌ ‌posted‌‌on‌‌the‌‌                             
site‌ ‌may‌ ‌also‌ ‌be‌ ‌recommended‌ ‌or‌ ‌required‌ ‌for‌ ‌a‌ ‌couple‌ ‌of‌ ‌reasons.‌ ‌ 
All‌‌of‌‌the‌‌Peplink/Pepwave‌‌GA‌‌firmware‌‌can‌‌be‌‌found‌‌‌here‌‌Navigate‌‌to‌‌the‌‌relevant‌‌product‌‌line‌‌                               
(ie.‌‌Balance,‌‌Max,‌‌FusionHub,‌‌SOHO,‌‌etc).‌‌Some‌‌product‌‌lines‌‌may‌‌have‌‌a‌‌dropdown‌‌that‌‌lists‌                             
all‌ ‌of‌ ‌the‌ ‌products‌ ‌in‌ ‌that‌ ‌product‌ ‌line.‌ ‌Here‌ ‌is‌ ‌a‌ ‌screenshot‌ ‌from‌ ‌the‌ ‌Balance‌ ‌line.‌ ‌ 

‌ 
If‌‌the‌‌device‌‌has‌‌more‌‌than‌‌one‌‌firmware‌‌version‌‌the‌‌current‌‌hardware‌‌revision‌‌will‌‌be‌‌required‌‌                               
to‌ ‌know‌ ‌what‌ ‌firmware‌ ‌to‌ ‌download.‌ ‌ 
Navigate‌ ‌to‌ ‌System‌ ‌>‌ ‌Firmware‌ ‌and‌ ‌click‌ ‌the‌ ‌Choose‌‌File‌‌button‌‌under‌‌the‌‌Manual‌‌Firmware‌‌                             
Upgrade‌‌section.‌‌Navigate‌‌to‌‌the‌‌location‌‌that‌‌the‌‌firmware‌‌was‌‌downloaded‌‌to‌‌select‌‌the‌‌“.img”‌‌                             
file‌ ‌and‌ ‌click‌ ‌the‌ ‌Open‌ ‌button.‌ ‌ 
Click‌ ‌on‌ ‌the‌ ‌Manual‌ ‌Upgrade‌ ‌button‌ ‌to‌ ‌start‌ ‌the‌ ‌upgrade‌ ‌process.‌ ‌ 

‌ 
A‌ ‌prompt‌‌will‌‌be‌‌displayed‌‌advising‌‌to‌‌download‌‌the‌‌Current‌‌Active‌‌Configuration.‌‌Please‌‌click‌‌                           
on‌ ‌the‌ ‌underlined‌ ‌download‌ ‌text.‌ ‌After‌ ‌downloading‌ ‌the‌ ‌current‌ ‌config‌ ‌click‌ ‌the‌ ‌Ok‌ ‌button‌ ‌to‌‌                             

‌ 

‌ 
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‌ 
start‌‌the‌‌upgrade‌‌process.‌‌The‌‌firmware‌‌will‌‌now‌‌be‌‌applied‌‌to‌‌the‌‌router*.‌‌The‌‌amount‌‌of‌‌time‌‌it‌‌                                   
takes‌ ‌for‌ ‌the‌ ‌firmware‌ ‌to‌ ‌upgrade‌ ‌will‌ ‌depend‌ ‌on‌ ‌the‌ ‌router‌ ‌that’s‌ ‌being‌ ‌upgraded.‌ ‌ 

‌ 
*Upgrading‌ ‌the‌ ‌firmware‌ ‌will‌ ‌cause‌ ‌the‌ ‌router‌ ‌to‌ ‌reboot.‌ ‌ 
‌ 

The‌ ‌InControl‌ ‌method‌ ‌ 
Described‌ ‌in‌ ‌this‌ ‌knowledgebase‌ ‌article‌ ‌on‌ ‌our‌ ‌forum.‌ ‌ 
‌ 
‌ 

15.1.3 Time‌ ‌ 
The‌ ‌time‌ ‌server‌ ‌functionality‌ ‌enables‌ ‌the‌ ‌system‌ ‌clock‌ ‌of‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌to‌ ‌be‌‌                           
synchronized‌‌with‌‌a‌‌specified‌‌time‌‌server.‌‌The‌‌settings‌‌for‌‌time‌‌server‌‌configuration‌‌are‌‌located‌‌                           
at‌ ‌‌System>Time‌.‌ ‌ 

‌ 
‌ 

‌ 

15.1.4 Schedule‌ ‌ 
Enable‌‌and‌‌disable‌‌different‌‌functions‌‌(such‌‌as‌‌WAN‌‌connections,‌‌outbound‌‌policy,‌‌and‌‌firewalls‌‌                         
at‌ ‌different‌ ‌times,‌ ‌based‌ ‌on‌ ‌a‌ ‌user-scheduled‌ ‌configuration‌ ‌profile.‌ ‌The‌ ‌settings‌ ‌for‌ ‌this‌ ‌are‌‌                           

‌ 

‌ 

Time‌ ‌Settings‌ ‌ 

Time‌ ‌Zone‌ ‌ 
This‌‌specifies‌‌the‌‌time‌‌zone‌‌(along‌‌with‌‌the‌‌corresponding‌‌Daylight‌‌Savings‌‌Time‌‌scheme)‌‌                         
in‌ ‌which‌ ‌Peplink‌ ‌Balance‌ ‌operates.‌ ‌The‌ ‌‌Time‌ ‌Zone‌ ‌value‌‌affects‌‌the‌‌time‌‌stamps‌‌in‌‌the‌‌                             
event‌‌log‌‌of‌‌the‌‌Peplink‌‌Balance‌‌and‌‌e-mail‌‌notifications.‌‌Check‌‌‌Show‌‌all‌‌to‌‌show‌‌all‌‌time‌‌                               
zone‌ ‌options.‌ ‌ 

Time‌ ‌Server‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌NTP‌ ‌network‌ ‌time‌ ‌server‌ ‌to‌ ‌be‌ ‌utilized‌ ‌by‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌ 
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‌ 
located‌ ‌at‌ ‌‌System‌ ‌>‌ ‌Schedule‌ ‌ 
‌ 

‌ 
‌ 

Enable‌ ‌scheduling,‌ ‌and‌ ‌then‌ ‌click‌ ‌on‌ ‌your‌ ‌schedule‌ ‌name‌‌or‌‌on‌‌the‌‌‌New‌‌Schedule‌‌‌button‌‌to‌‌                               
begin.‌ ‌ 

‌ 
‌ 

‌ 
‌ 

‌ 

‌ 

Edit‌ ‌Schedule‌ ‌Profile‌ ‌ 

Enabling‌ ‌  Click‌ ‌this‌ ‌checkbox‌ ‌to‌ ‌enable‌ ‌this‌ ‌schedule‌ ‌profile.‌ ‌Note‌‌that‌‌if‌ ‌this‌‌is‌‌disabled,‌‌then‌‌any‌                               
associated‌ ‌features‌ ‌will‌ ‌also‌ ‌have‌ ‌their‌ ‌scheduling‌ ‌disabled.‌ ‌ 

Name‌ ‌  Enter‌ ‌your‌ ‌desired‌ ‌name‌ ‌for‌ ‌this‌ ‌particular‌ ‌schedule‌ ‌profile.‌ ‌ 

Schedule‌ ‌  Click‌‌the‌‌drop-down‌‌menu‌‌to‌‌choose‌‌pre-defined‌‌schedules‌‌as‌‌your‌‌starting‌‌point.‌‌Please‌‌                         
note‌ ‌that‌ ‌upon‌ ‌selection,‌ ‌previous‌ ‌changes‌ ‌on‌ ‌the‌ ‌schedule‌ ‌map‌ ‌will‌ ‌be‌ ‌deleted.‌‌ ‌  

Schedule‌ ‌Map‌ ‌  Click‌‌on‌‌the‌‌desired‌‌times‌‌to‌‌enable‌‌features‌‌at‌‌that‌‌time‌‌period.‌‌You‌‌can‌‌hold‌‌your‌‌mouse‌‌                                 
for‌ ‌faster‌ ‌entry.‌ ‌ 

https://www.peplink.com‌ ‌  245‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

15.1.5 Email‌ ‌Notification‌ ‌ 
The‌‌email‌‌notification‌‌functionality‌‌of‌‌the‌‌Peplink‌‌Balance‌‌provides‌‌a‌‌system‌‌administrator‌‌with‌‌                         
up-to-date‌ ‌information‌ ‌on‌ ‌network‌ ‌status.‌ ‌The‌ ‌settings‌ ‌for‌ ‌configuring‌ ‌email‌ ‌notification‌ ‌are‌‌                       
found‌ ‌at‌ ‌‌System>Email‌ ‌Notification‌.‌ ‌ 

‌ 

‌ 

‌ 

Email‌ ‌Notification‌ ‌Settings‌ ‌ 

Email‌‌ 
Notification‌ ‌ 

This‌‌setting‌‌specifies‌‌whether‌‌or‌‌not‌‌to‌‌enable‌‌email‌‌notification.‌‌If‌‌Enable‌‌is‌‌checked,‌‌the‌‌                             
Peplink‌‌Balance‌‌will‌ ‌send‌‌email‌‌messages‌‌to‌‌system‌‌administrators‌‌when‌‌the‌‌WAN‌‌status‌‌                         
changes‌‌or‌‌when‌‌new‌‌firmware‌‌is‌‌available.‌‌If‌ ‌Enable‌ ‌is‌‌not‌‌checked,‌‌email‌‌notification‌‌is‌‌                               
disabled‌ ‌and‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌will‌ ‌not‌ ‌send‌ ‌email‌ ‌messages.‌ ‌ 

SMTP‌ ‌Server‌ ‌  This‌‌setting‌‌specifies‌‌the‌‌SMTP‌‌server‌‌to‌‌be‌‌used‌‌for‌‌sending‌‌email.‌‌If‌‌the‌‌server‌‌requires‌‌                               
authentication,‌ ‌check‌ ‌‌Require‌ ‌authentication‌.‌ ‌ 

Connection‌‌ 
Security‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌via‌ ‌a‌ ‌drop-down‌ ‌menu‌ ‌one‌ ‌of‌ ‌the‌ ‌following‌ ‌valid‌ ‌Connection‌ ‌Security:‌‌  
● None‌‌ ‌  
● STARTTLS‌ ‌ 
● SSL/TLS‌‌ ‌  

SMTP‌ ‌Port‌ ‌ 
This‌‌field‌‌is‌‌for‌‌specifying‌‌the‌‌SMTP‌‌port‌‌number.‌‌By‌‌default,‌‌this‌‌is‌‌set‌‌to‌‌‌25‌.‌‌If‌‌Connection‌‌                                   
Security‌‌is‌‌selected‌‌“‌STARTTLS‌”,‌‌the‌‌default‌‌port‌‌number‌‌will‌‌be‌‌set‌‌to‌‌‌587‌.‌‌If‌ ‌Connection‌                             
Security‌ ‌is‌ ‌selected‌ ‌“‌SSL/TLS‌”,‌ ‌the‌ ‌default‌ ‌port‌ ‌number‌ ‌will‌ ‌be‌ ‌set‌ ‌to‌ ‌‌465‌.‌ ‌ 
You‌ ‌may‌ ‌customize‌ ‌the‌ ‌port‌ ‌number‌ ‌by‌ ‌editing‌ ‌this‌ ‌field.‌‌ ‌  

SMTP‌ ‌User‌‌ 
Name‌ ‌/‌‌ 

Password‌ ‌ 
This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌SMTP‌ ‌username‌ ‌and‌ ‌password‌ ‌while‌ ‌sending‌ ‌email.‌ ‌These‌‌                       
options‌ ‌are‌ ‌shown‌ ‌only‌ ‌if‌ ‌‌Require‌ ‌authentication‌ ‌‌is‌ ‌checked‌ ‌in‌ ‌the‌ ‌‌SMTP‌ ‌Server‌‌ ‌setting.‌ ‌ 
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‌ 
After‌‌you‌‌have‌‌finished‌‌setting‌‌up‌‌email‌‌notifications,‌‌you‌‌can‌‌click‌‌the‌‌‌Test‌‌Email‌‌Notification‌‌                             
button‌ ‌to‌ ‌test‌ ‌the‌ ‌settings‌ ‌before‌‌saving.‌‌After‌‌‌Test‌‌Email‌‌Notification‌‌is‌‌clicked,‌‌you‌‌will‌‌see‌‌                               
this‌ ‌screen‌ ‌to‌ ‌confirm‌ ‌the‌ ‌settings:‌ ‌ 
‌ 

‌ 

Click‌‌‌Send‌‌Test‌‌Notification‌‌to‌‌confirm.‌‌In‌‌a‌‌few‌‌seconds,‌‌you‌‌will‌‌see‌‌a‌‌message‌‌with‌‌detailed‌‌                                 
test‌ ‌results.‌ ‌ 
‌ 

‌ 

‌ 

Confirm‌ ‌SMTP‌‌ 
Password‌ ‌  This‌ ‌field‌ ‌allows‌ ‌you‌ ‌to‌ ‌verify‌ ‌and‌ ‌confirm‌ ‌the‌ ‌new‌ ‌administrator‌ ‌password.‌ ‌ 

Sender’s‌ ‌Email‌‌ 
Address‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌email‌ ‌address‌ ‌which‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌will‌ ‌use‌ ‌to‌ ‌send‌ ‌its‌‌                             
reports.‌ ‌ 

Recipient’s‌‌ 
Email‌ ‌Address‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌email‌ ‌address(es)‌‌to‌‌which‌‌the‌‌Peplink‌‌Balance‌‌will‌ ‌send‌‌email‌‌                           
notifications.‌ ‌For‌ ‌multiple‌ ‌recipients,‌ ‌separate‌ ‌each‌ ‌email‌ ‌using‌ ‌the‌ ‌enter‌ ‌key.‌ ‌ 
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‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

15.1.6 Event‌ ‌Log‌ ‌ 
Event‌ ‌log‌ ‌functionality‌ ‌enables‌‌event‌‌logging‌‌at‌‌a‌‌specified‌‌remote‌‌syslog‌‌server.‌‌The‌‌settings‌‌                           
for‌ ‌configuring‌ ‌the‌ ‌remote‌ ‌system‌ ‌log‌ ‌can‌ ‌be‌ ‌found‌ ‌at‌ ‌‌System>Event‌ ‌Log‌.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

‌ 

Remote‌ ‌Syslog‌ ‌Settings‌ ‌ 

Remote‌ ‌Syslog‌  This‌ ‌setting‌ ‌specifies‌ ‌whether‌ ‌or‌ ‌not‌ ‌to‌ ‌log‌ ‌events‌ ‌at‌ ‌the‌ ‌specified‌ ‌remote‌ ‌syslog‌ ‌server.‌ ‌ 

Remote‌ ‌Syslog‌‌ 
Host‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌IP‌ ‌address‌ ‌or‌ ‌hostname‌ ‌of‌ ‌the‌ ‌remote‌ ‌syslog‌ ‌server.‌ ‌ 

Push‌ ‌Events‌ ‌  The‌ ‌Peplink‌ ‌Balance‌ ‌can‌ ‌also‌ ‌send‌ ‌push‌ ‌notifications‌ ‌to‌ ‌mobile‌ ‌devices‌ ‌that‌ ‌have‌ ‌our‌‌                           
Mobile‌ ‌Router‌ ‌Utility‌ ‌installed.‌ ‌Check‌ ‌the‌ ‌box‌ ‌to‌ ‌activate‌ ‌this‌ ‌feature.‌ ‌ 

URL‌ ‌Logging‌ ‌  This‌ ‌setting‌ ‌is‌ ‌to‌ ‌enable‌ ‌event‌ ‌logging‌ ‌at‌ ‌the‌ ‌specified‌ ‌log‌ ‌server.‌ ‌ 

URL‌ ‌Logging‌‌ 
Host‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌IP‌ ‌address‌ ‌or‌ ‌hostname‌ ‌of‌ ‌the‌ ‌URL‌ ‌log‌ ‌server.‌ ‌ 

Session‌‌ 
Logging‌ ‌  This‌ ‌setting‌ ‌is‌ ‌to‌ ‌enable‌ ‌event‌ ‌logging‌ ‌at‌ ‌the‌ ‌specified‌ ‌log‌ ‌server.‌ ‌ 

Session‌‌ 
Logging‌ ‌Host‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌IP‌ ‌address‌ ‌or‌ ‌hostname‌ ‌of‌ ‌the‌ ‌Session‌ ‌log‌ ‌server.‌ ‌ 

‌  For‌ ‌more‌ ‌information‌ ‌on‌ ‌the‌ ‌Router‌ ‌Utility,‌ ‌go‌ ‌to:‌ ‌‌www.peplink.com/products/router-utility‌ ‌ 
‌ 
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‌ 

15.1.7 SNMP‌ ‌ 
SNMP‌‌or‌‌simple‌‌network‌‌management‌‌protocol‌‌is‌‌an‌‌open‌‌standard‌‌that‌‌can‌‌be‌‌used‌‌to‌‌collect‌‌                               
information‌ ‌about‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌unit.‌ ‌SNMP‌ ‌configuration‌ ‌is‌ ‌located‌ ‌at‌ ‌‌System>SNMP‌.‌ ‌ 

‌ 

‌ 

To‌‌add‌‌a‌‌community‌‌for‌‌either‌‌SNMPv1‌‌or‌‌SNMPv2,‌‌click‌‌the‌‌‌Add‌‌SNMP‌‌Community‌‌‌button‌‌in‌‌                               
the‌ ‌‌Community‌ ‌Name‌ ‌‌table,‌ ‌upon‌ ‌which‌ ‌the‌ ‌following‌ ‌screen‌ ‌is‌ ‌displayed:‌ ‌ 

‌ 

‌ 

‌ 

SNMP‌ ‌Settings‌ ‌ 

SNMP‌ ‌Device‌‌ 
Name‌ ‌  This‌ ‌field‌ ‌shows‌ ‌the‌ ‌router‌ ‌name‌ ‌defined‌ ‌at‌ ‌‌System>Admin‌ ‌Security‌.‌ ‌ 

SNMP‌ ‌Port‌ ‌  This‌ ‌option‌ ‌specifies‌ ‌the‌ ‌port‌ ‌which‌ ‌SNMP‌ ‌will‌ ‌use.‌ ‌The‌ ‌default‌ ‌port‌ ‌is‌ ‌‌161‌.‌ ‌ 

SNMPv1‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌enable‌ ‌SNMP‌ ‌version‌ ‌1.‌ ‌ 

SNMPv2‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌enable‌ ‌SNMP‌ ‌version‌ ‌2.‌ ‌ 

SNMPv3‌ ‌  This‌ ‌option‌ ‌allows‌ ‌you‌ ‌to‌ ‌enable‌ ‌SNMP‌ ‌version‌ ‌3.‌ ‌ 

SNMP‌ ‌Community‌ ‌Settings‌ ‌ 
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‌ 

To‌ ‌define‌ ‌a‌ ‌user‌ ‌name‌‌for‌‌SNMPv3,‌‌click‌‌‌Add‌‌SNMP‌‌User‌‌‌in‌‌the‌‌‌SNMPv3‌‌User‌‌Name‌‌‌table,‌‌                                 
upon‌ ‌which‌ ‌the‌ ‌following‌ ‌screen‌ ‌is‌ ‌displayed:‌ ‌ 

‌ 

‌ 

15.1.8 SMS‌ ‌Control‌‌ ‌  
SMS‌‌Control‌‌allows‌‌the‌‌user‌‌to‌‌control‌‌the‌‌device‌‌using‌‌SMS‌‌even‌‌if‌‌the‌‌modem‌‌does‌‌not‌‌have‌‌                                   
a‌‌data‌‌connection.‌‌The‌‌settings‌‌for‌‌configuring‌‌the‌‌SMS‌‌Control‌‌can‌‌be‌‌found‌‌at‌‌‌System>SMS‌‌                             
Control‌.‌ ‌ 

Note:‌ ‌Supported‌ ‌Models‌‌ ‌  

● Balance/MAX‌:‌ ‌*-LTE-E,‌ ‌*-LTEA-W,‌ ‌*-LTEA-P,‌ ‌*-LTE-MX‌‌ ‌  

‌ 

‌ 

Community‌‌ 
Name‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌the‌ ‌SNMP‌ ‌community‌ ‌name.‌ ‌ 

Allowed‌ ‌Source‌‌ 
Subnet‌‌ 

Address‌ ‌ 
This‌ ‌setting‌ ‌specifies‌ ‌a‌ ‌subnet‌ ‌from‌ ‌which‌ ‌access‌ ‌to‌ ‌the‌ ‌SNMP‌‌server‌‌is‌‌allowed.‌‌Enter‌‌                             
subnet‌ ‌address‌ ‌here‌ ‌(e.g.,‌ ‌‌192.168.1.0‌)‌ ‌and‌ ‌select‌ ‌the‌ ‌appropriate‌ ‌subnet‌ ‌mask.‌ ‌ 

SNMPv3‌ ‌User‌ ‌Settings‌ ‌ 

User‌ ‌Name‌ ‌  This‌ ‌setting‌ ‌specifies‌ ‌a‌ ‌user‌ ‌name‌ ‌to‌ ‌be‌ ‌used‌ ‌in‌ ‌SNMPv3.‌ ‌ 

Authentication‌‌ 
Protocol‌ ‌ 

This‌ ‌setting‌ ‌specifies‌‌via‌‌a‌‌drop-down‌‌menu‌‌one‌‌of‌‌the‌‌following‌‌valid‌‌authentication‌‌                         
protocols:‌‌ ‌  

● NONE‌ ‌ 
● MD5‌‌ ‌  
● SHA‌ ‌ 

When‌ ‌MD5‌ ‌or‌ ‌SHA‌ ‌is‌ ‌selected,‌ ‌an‌ ‌entry‌ ‌field‌ ‌will‌ ‌appear‌ ‌for‌ ‌the‌ ‌password.‌ ‌ 

Privacy‌ ‌Protocol‌ ‌ 

This‌ ‌setting‌ ‌specifies‌ ‌via‌ ‌a‌ ‌drop-down‌ ‌menu‌ ‌one‌ ‌of‌ ‌the‌ ‌following‌ ‌valid‌ ‌privacy‌‌                         
protocols:‌‌ ‌  

● NONE‌ ‌  
● DES‌ ‌ 

When‌ ‌DES‌ ‌is‌ ‌selected,‌ ‌an‌ ‌entry‌ ‌field‌ ‌will‌ ‌appear‌ ‌for‌ ‌the‌ ‌password.‌‌ ‌  
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‌ 
● EPX‌:‌ ‌*-LW*,‌ ‌*-LP*‌ ‌ 

‌ 
When‌ ‌this‌ ‌box‌ ‌is‌ ‌checked,‌ ‌the‌ ‌device‌ ‌will‌ ‌be‌ ‌allowed‌ ‌to‌ ‌take‌ ‌actions‌ ‌according‌ ‌to‌ ‌received‌‌                               
commands‌ ‌via‌ ‌SMS.‌ ‌ 
Make‌ ‌sure‌ ‌your‌ ‌mobile‌ ‌plan‌ ‌supports‌ ‌SMS,‌ ‌and‌ ‌note‌ ‌that‌ ‌some‌ ‌plans‌ ‌may‌ ‌incur‌ ‌additional‌‌                             
charges‌ ‌for‌ ‌this.‌ ‌ 
SMS‌‌Control‌‌can‌‌reboot‌‌devices‌‌and‌‌configure‌‌cellular‌‌settings‌‌over‌‌signalling‌‌channels,‌‌even‌‌if‌‌                           
the‌ ‌modem‌ ‌does‌ ‌not‌ ‌have‌ ‌an‌ ‌active‌ ‌data‌ ‌connection.‌ ‌ 
For‌ ‌details‌ ‌of‌ ‌supported‌ ‌SMS‌ ‌command‌ ‌sets,‌ ‌please‌ ‌refer‌ ‌to‌ ‌our‌ ‌‌knowledge‌ ‌base‌.‌ ‌ 
‌ 

‌ 

15.1.9 InControl‌ ‌ 

‌ 
InControl‌‌is‌‌a‌‌cloud-based‌‌service‌‌which‌‌allows‌‌you‌‌to‌‌manage‌‌all‌‌of‌‌your‌‌Peplink‌‌and‌‌Pepwave‌‌                               
devices‌ ‌with‌ ‌one‌ ‌unified‌ ‌system.‌ ‌With‌ ‌it,‌ ‌you‌ ‌can‌ ‌generate‌ ‌reports,‌ ‌gather‌ ‌statistics,‌ ‌and‌‌                           

‌ 

‌ 

SMS‌ ‌Control‌ ‌Settings‌ ‌ 

Enable‌ ‌  Click‌ ‌the‌ ‌checkbox‌ ‌to‌ ‌enable‌ ‌the‌ ‌SMS‌ ‌Control.‌ ‌ 

Password‌‌ ‌   This‌ ‌setting‌ ‌sets‌ ‌the‌ ‌password‌ ‌for‌ ‌authentication‌ ‌-‌ ‌maximum‌ ‌of‌ ‌32‌                     
characters,‌ ‌which‌ ‌cannot‌ ‌include‌ ‌semicolon‌ ‌(;).‌‌ ‌  

White‌ ‌List‌ ‌ 
Optionally,‌ ‌you‌ ‌can‌ ‌add‌ ‌phone‌ ‌number(s)‌ ‌to‌ ‌the‌ ‌whitelist.‌ ‌Only‌ ‌matching‌‌                     
phone‌ ‌numbers‌ ‌are‌ ‌allowed‌ ‌to‌ ‌issue‌ ‌SMS‌ ‌commands.‌ ‌Phone‌ ‌numbers‌‌                   
must‌ ‌be‌ ‌in‌ ‌the‌ ‌E.164‌ ‌International‌ ‌Phone‌ ‌Numbers‌ ‌format.‌ ‌ 
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‌ 
configure‌ ‌your‌ ‌devices‌ ‌automatically.‌ ‌All‌ ‌of‌ ‌this‌ ‌is‌ ‌now‌ ‌possible‌ ‌with‌ ‌InControl.‌ ‌ 

When‌ ‌this‌ ‌checkbox‌ ‌is‌ ‌checked,‌ ‌the‌ ‌device's‌ ‌status‌ ‌information‌ ‌will‌ ‌be‌ ‌sent‌ ‌to‌ ‌the‌ ‌Peplink‌‌                             
InControl‌ ‌system.‌ ‌This‌ ‌device's‌ ‌usage‌ ‌data‌ ‌and‌‌configuration‌‌will‌‌be‌‌sent‌‌to‌‌the‌‌system‌‌if‌‌you‌‌                               
enable‌ ‌the‌ ‌features‌ ‌in‌ ‌the‌ ‌system.‌ ‌ 

When‌ ‌the‌ ‌box‌ ‌‌Restricted‌ ‌to‌ ‌Status‌ ‌Reporting‌ ‌Only‌ ‌is‌ ‌ticked,‌ ‌the‌ ‌router‌ ‌will‌ ‌only‌ ‌report‌ ‌its‌‌                               
status,‌ ‌but‌ ‌can’t‌ ‌be‌ ‌managed‌ ‌or‌ ‌configured‌ ‌by‌ ‌InControl.‌ ‌ 

Alternatively,‌ ‌you‌ ‌can‌ ‌also‌ ‌privately‌‌host‌‌InControl.‌‌Simply‌‌check‌‌the‌‌box‌‌beside‌‌the‌‌“Privately‌‌                           
Host‌ ‌InControl”‌ ‌open,‌ ‌and‌ ‌enter‌ ‌the‌ ‌IP‌ ‌Address‌ ‌of‌ ‌your‌ ‌InControl‌ ‌Host.‌ ‌ 

You‌ ‌can‌ ‌sign‌ ‌up‌ ‌for‌ ‌an‌ ‌InControl‌ ‌account‌ ‌at‌ ‌‌https://incontrol2.peplink.com/‌.‌ ‌You‌ ‌can‌ ‌register‌‌                         
your‌‌devices‌‌under‌‌the‌‌account,‌‌monitor‌‌their‌‌status,‌‌see‌‌their‌‌usage‌‌reports,‌‌and‌‌receive‌‌offline‌‌                             
notifications.‌ ‌ 

‌   

‌ 

‌ 
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15.1.10 Configuration‌ ‌ 
Backing‌ ‌up‌ ‌Peplink‌ ‌Balance‌‌settings‌‌immediately‌‌after‌‌successful‌‌completion‌‌of‌‌initial‌‌setup‌‌is‌‌                         
strongly‌ ‌recommended.‌ ‌The‌ ‌functionality‌ ‌to‌ ‌download‌ ‌and‌ ‌upload‌ ‌Peplink‌ ‌Balance‌ ‌settings‌‌is‌‌                       
found‌ ‌at‌ ‌‌System>Configuration‌.‌ ‌ 

‌ 

‌ 

‌ 

‌ 

Configuration‌ ‌ 

Restore‌‌ 
Configuration‌ ‌to‌‌ 
Factory‌ ‌Settings‌ ‌ 

The‌ ‌‌Restore‌ ‌Factory‌ ‌Settings‌ ‌‌button‌ ‌is‌ ‌to‌ ‌reset‌ ‌the‌ ‌configuration‌‌to‌‌factory‌‌default‌‌                         
settings.‌‌After‌‌clicking‌‌the‌‌button,‌‌you‌‌will‌ ‌need‌‌to‌‌click‌‌the‌‌‌Apply‌‌Changes‌‌‌button‌‌on‌‌                             
the‌ ‌top‌ ‌right‌ ‌corner‌ ‌to‌ ‌make‌ ‌the‌ ‌settings‌ ‌effective.‌ ‌ 

Download‌ ‌Active‌‌ 
Configurations‌ ‌  Click‌ ‌‌Download‌‌ ‌to‌ ‌backup‌ ‌the‌ ‌current‌ ‌active‌ ‌settings.‌‌ ‌  

Upload‌‌ 
Configurations‌ ‌ 

To‌‌restore‌‌or‌‌change‌‌settings‌‌based‌‌on‌‌a‌‌configuration‌‌file,‌‌click‌‌‌Choose‌‌File‌‌‌to‌‌locate‌‌                             
the‌ ‌configuration‌ ‌file‌ ‌on‌ ‌the‌‌local‌‌computer,‌‌and‌‌then‌‌click‌‌‌Upload‌.‌‌The‌‌new‌‌settings‌‌                           
can‌‌then‌‌be‌‌applied‌‌by‌‌clicking‌‌the‌‌‌Apply‌‌Changes‌‌‌button‌‌on‌‌the‌‌page‌‌header,‌‌or‌‌you‌                               
can‌ ‌cancel‌ ‌the‌ ‌procedure‌ ‌by‌ ‌pressing‌ ‌‌discard‌ ‌on‌ ‌the‌ ‌main‌ ‌page‌ ‌of‌ ‌the‌ ‌web‌‌admin‌‌                             
interface.‌ ‌ 

Upload‌‌ 
Configurations‌‌ 

from‌ ‌High‌ 
Availability‌ ‌Pair‌ ‌ 

In‌ ‌a‌ ‌high‌ ‌availability‌ ‌(HA)‌ ‌configuration,‌ ‌the‌ ‌Balance‌ ‌unit‌ ‌can‌ ‌quickly‌ ‌load‌ ‌the‌‌                         
configuration‌‌of‌‌its‌‌HA‌‌counterpart.‌‌To‌‌do‌‌so,‌‌click‌‌the‌‌‌Upload‌‌‌button.‌‌After‌‌loading‌‌the‌‌                             
settings,‌‌configure‌‌the‌‌LAN‌‌IP‌‌address‌‌of‌‌the‌‌Peplink‌‌Balance‌‌unit‌‌so‌‌that‌‌it‌‌is‌‌different‌‌                               
from‌ ‌the‌ ‌HA‌ ‌counterpart.‌ ‌ 
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15.1.11 Feature‌ ‌Add-ons‌ ‌ 
Some‌‌balance‌‌models‌‌have‌‌features‌‌that‌‌can‌‌be‌‌activated‌‌upon‌‌purchase.‌‌Once‌‌the‌‌purchase‌‌                           
is‌ ‌complete,‌ ‌you‌ ‌will‌ ‌receive‌ ‌an‌‌activation‌‌key.‌‌Enter‌‌the‌‌key‌‌in‌‌the‌‌‌Activation‌‌Key‌‌field,‌‌click‌‌                                 
Activate‌,‌ ‌and‌ ‌then‌ ‌click‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 

‌ 
‌ 
‌ 

15.1.12 Reboot‌ ‌ 
This‌ ‌page‌ ‌provides‌ ‌a‌ ‌reboot‌ ‌button‌ ‌for‌ ‌restarting‌ ‌the‌ ‌system.‌ ‌For‌ ‌maximum‌ ‌reliability,‌ ‌the‌‌                           
Peplink‌‌Balance‌‌Series‌‌can‌‌be‌‌equipped‌‌with‌‌two‌‌copies‌‌of‌‌firmware,‌‌and‌‌each‌‌copy‌‌can‌‌be‌‌a‌‌                                 
different‌ ‌version.‌ ‌You‌‌can‌‌select‌‌the‌‌firmware‌‌version‌‌you‌‌would‌‌like‌‌to‌‌reboot‌‌the‌‌device‌‌with.‌‌                               
The‌ ‌firmware‌ ‌marked‌ ‌with‌ ‌‌(Running)‌‌ ‌is‌ ‌the‌ ‌current‌ ‌system‌ ‌boot‌ ‌up‌ ‌firmware.‌ ‌ 
Please‌ ‌note‌ ‌that‌ ‌a‌ ‌firmware‌ ‌upgrade‌ ‌will‌ ‌always‌ ‌replace‌ ‌the‌ ‌inactive‌ ‌firmware‌ ‌partition.‌ ‌ 

‌ 
‌ 

‌   

‌ 

‌ 

https://www.peplink.com‌ ‌  255‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 

15.2 Tools‌ ‌ 

15.2.1 Ping‌ ‌ 
The‌ ‌ping‌ ‌test‌ ‌tool‌ ‌sends‌ ‌pings‌ ‌through‌ ‌a‌ ‌specific‌ ‌Ethernet‌‌interface‌‌or‌‌a‌‌SpeedFusion‌TM‌ ‌VPN‌‌                             
connection.‌ ‌You‌ ‌can‌ ‌specify‌ ‌the‌ ‌number‌ ‌of‌‌pings‌‌in‌‌the‌‌field‌‌‌Number‌‌of‌‌times‌‌‌to‌‌a‌‌maximum‌‌                                 
number‌ ‌of‌ ‌10‌ ‌times.‌ ‌‌Packet‌ ‌Size‌ ‌can‌ ‌be‌ ‌set‌ ‌to‌ ‌a‌ ‌maximum‌ ‌of‌ ‌1472‌ ‌bytes.‌‌The‌‌ping‌‌utility‌‌is‌‌                                     
located‌ ‌at‌ ‌‌System>Tools>Ping‌,‌ ‌‌illustrated‌ ‌below:‌ ‌ 

‌ 
‌ 

‌ 
‌   

‌ 

‌ 

Tip‌ ‌ 
A‌ ‌system‌ ‌administrator‌ ‌can‌ ‌use‌ ‌the‌ ‌ping‌ ‌utility‌ ‌to‌ ‌manually‌ ‌check‌ ‌the‌ ‌connectivity‌ ‌of‌ ‌a‌ ‌particular‌ ‌LAN/WAN‌‌                                 
connection.‌ ‌ 
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15.2.2 Traceroute‌ ‌ 
The‌ ‌traceroute‌ ‌test‌ ‌tool‌‌traces‌‌the‌‌routing‌‌path‌‌to‌‌the‌‌destination‌‌through‌‌a‌‌particular‌‌Ethernet‌‌                             
interface‌ ‌or‌ ‌a‌ ‌SpeedFusion‌TM‌ ‌‌connection.‌ ‌The‌ ‌traceroute‌ ‌test‌ ‌utility‌ ‌is‌ ‌located‌ ‌at‌‌                       
System>Tools>Traceroute‌.‌ ‌ 

‌ 

‌ 

15.2.3 Wake-on-LAN‌ ‌ 
Peplink‌ ‌routers‌ ‌can‌ ‌send‌ ‌special‌ ‌“magic‌ ‌packets”‌ ‌to‌ ‌any‌ ‌client‌ ‌specified‌ ‌from‌‌the‌‌Web‌‌UI.‌‌To‌‌                               
access‌ ‌this‌ ‌feature,‌ ‌navigate‌ ‌to‌ ‌‌System‌ ‌>‌ ‌Tools‌ ‌>‌ ‌Wake-on-LAN‌ ‌ 

‌ 
Select‌ ‌a‌ ‌client‌ ‌from‌ ‌the‌ ‌drop-down‌ ‌list‌ ‌and‌ ‌click‌ ‌‌Send‌‌ ‌to‌ ‌send‌ ‌a‌ ‌“magic‌ ‌packet”‌ ‌ 
‌ 

‌ 

‌ 

Tip‌ ‌ 
A‌ ‌system‌ ‌administrator‌ ‌can‌ ‌use‌ ‌the‌ ‌traceroute‌ ‌utility‌ ‌to‌ ‌analyze‌ ‌the‌ ‌connection‌ ‌path‌ ‌of‌ ‌a‌ ‌LAN/WAN‌ ‌connection.‌ ‌ 
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‌ 

15.2.4 WAN‌ ‌Analysis‌ ‌ 
The‌ ‌WAN‌ ‌Analysis‌ ‌feature‌ ‌allows‌ ‌you‌ ‌to‌ ‌run‌ ‌a‌ ‌WAN‌ ‌to‌ ‌WAN‌ ‌speed‌ ‌test‌ ‌between‌ ‌2‌ ‌Peplink‌‌                                 
devices‌ ‌.‌ ‌ 
 
You‌‌can‌‌set‌‌a‌‌device‌‌up‌‌as‌‌a‌‌‌Server‌‌or‌‌a‌Client‌.‌‌One‌‌device‌‌must‌‌be‌‌set‌‌up‌‌as‌‌a‌‌server‌‌to‌‌run‌‌                                             
the‌ ‌speed‌ ‌tests‌ ‌and‌ ‌the‌ ‌server‌ ‌must‌ ‌have‌ ‌a‌ ‌public‌ ‌IP‌ ‌address.‌‌ ‌  

‌ 
The‌‌default‌‌port‌‌is‌‌6000‌‌and‌‌can‌‌be‌‌changed‌‌if‌‌required.‌‌The‌‌IP‌‌address‌‌of‌‌the‌‌WAN‌‌interface‌‌                                   
will‌ ‌be‌ ‌shown‌ ‌in‌ ‌the‌ ‌‌WAN‌ ‌Connection‌ ‌Status‌‌ ‌section.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
The‌‌client‌‌side‌‌has‌‌a‌‌few‌‌more‌‌settings‌‌that‌‌can‌‌be‌‌changed.‌‌Make‌‌sure‌‌that‌‌the‌‌‌Control‌‌Port‌‌                                   
matches‌‌what’s‌‌been‌‌entered‌‌on‌‌the‌‌server‌‌side.‌‌Select‌‌the‌‌WAN(s)‌‌that‌‌will‌‌be‌‌used‌‌for‌‌testing‌‌                                 
and‌ ‌enter‌ ‌the‌ ‌Servers‌ ‌WAN‌ ‌IP‌‌address.‌‌Once‌‌all‌‌of‌‌the‌‌options‌‌have‌‌been‌‌set,‌‌click‌‌the‌‌‌Start‌‌                                   
Test‌‌ ‌button.‌ ‌ 

‌ 

‌ 

‌ 
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‌ 
The‌‌test‌‌output‌‌will‌‌show‌‌the‌‌‌Data‌‌Streams‌‌Parameters‌,‌‌the‌‌‌Throughput‌‌as‌‌a‌‌graph,‌‌and‌‌the‌‌                               
Results‌.‌ ‌ 

‌ 
The‌‌test‌‌can‌‌be‌‌run‌‌again‌‌once‌‌it’s‌‌complete‌‌by‌‌clicking‌‌the‌‌‌Start‌‌button‌‌or‌‌you‌‌can‌‌click‌‌‌Close‌‌                                     
and‌ ‌change‌ ‌the‌ ‌parameters‌ ‌for‌ ‌the‌ ‌test.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

15.3 CLI‌ ‌(Command‌ ‌Line)‌ ‌Support‌ ‌ 

The‌ ‌serial‌ ‌console‌ ‌connector‌ ‌on‌ ‌some‌ ‌Peplink‌ ‌Balance‌ ‌units‌ ‌is‌ ‌RJ-45.‌ ‌To‌ ‌access‌ ‌the‌ ‌serial‌‌                             

‌ 

‌ 
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‌ 
console‌ ‌port,‌ ‌prepare‌ ‌a‌ ‌RJ-45‌ ‌to‌ ‌DB-9‌ ‌console‌ ‌cable.‌ ‌Connect‌ ‌the‌ ‌RJ-45‌ ‌end‌ ‌to‌ ‌the‌ ‌unit's‌‌                               
console‌ ‌port‌ ‌and‌ ‌the‌ ‌DB-9‌ ‌end‌ ‌to‌ ‌a‌ ‌terminal's‌ ‌serial‌ ‌port.‌ ‌The‌ ‌port‌ ‌setting‌ ‌will‌ ‌be‌ ‌‌115200,8N1‌.‌ ‌ 
The‌ ‌serial‌ ‌console‌ ‌connector‌ ‌on‌ ‌other‌ ‌Peplink‌ ‌Balance‌ ‌units‌ ‌is‌ ‌a‌ ‌DB-9‌ ‌male‌ ‌connector.‌ ‌To‌‌                             
access‌‌the‌‌serial‌‌console‌‌port,‌‌connect‌‌a‌‌null‌‌modem‌‌cable‌‌with‌‌a‌‌DB-9‌‌connector‌‌on‌‌both‌‌ends‌‌                                 
to‌ ‌a‌ ‌terminal‌ ‌with‌ ‌the‌ ‌port‌ ‌setting‌ ‌of‌ ‌‌115200,8N1‌.‌ ‌ 
‌ 

‌ 
‌   

‌ 

‌ 
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‌ 
16 Status‌ ‌Tab‌ ‌ 

16.1 Status‌ ‌ 

16.1.1 Device‌ ‌ 
System‌ ‌information‌ ‌is‌ ‌located‌ ‌at‌ ‌‌Status>Device‌.‌ ‌ 

‌ 
‌   

‌ 

‌ 
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‌ 

‌ 
The‌ ‌second‌ ‌table‌ ‌shows‌ ‌the‌ ‌MAC‌ ‌address‌ ‌of‌ ‌each‌ ‌LAN/WAN‌ ‌interface‌ ‌connected.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

16.1.2 Active‌ ‌Sessions‌ ‌ 
Information‌ ‌on‌ ‌active‌ ‌sessions‌ ‌can‌ ‌be‌ ‌found‌ ‌at‌ ‌‌Status>Active‌ ‌Sessions>Overview‌.‌ ‌ 

‌ 

‌ 

System‌ ‌Information‌ ‌ 

Router‌ ‌Name‌ ‌  This‌ ‌is‌ ‌the‌ ‌name‌ ‌specified‌ ‌in‌ ‌the‌ ‌‌Router‌ ‌Name‌‌ ‌field‌ ‌located‌ ‌at‌ ‌‌System>Admin‌ ‌Security‌.‌‌ ‌  

Model‌ ‌  This‌ ‌shows‌ ‌the‌ ‌model‌ ‌name‌ ‌and‌ ‌number‌ ‌of‌ ‌this‌ ‌device.‌‌ ‌  

Hardware‌‌ 
Revision‌ ‌  This‌ ‌shows‌ ‌the‌ ‌hardware‌ ‌version‌ ‌of‌ ‌this‌ ‌device.‌ ‌ 

Serial‌ ‌Number‌ ‌  This‌ ‌shows‌ ‌the‌ ‌serial‌ ‌number‌ ‌of‌ ‌this‌ ‌device.‌ ‌ 

Firmware‌ ‌  This‌ ‌shows‌ ‌the‌ ‌firmware‌ ‌version‌ ‌this‌ ‌device‌ ‌is‌ ‌currently‌ ‌running.‌ ‌ 

Uptime‌ ‌  This‌ ‌shows‌ ‌the‌ ‌length‌ ‌of‌ ‌time‌ ‌since‌ ‌the‌ ‌device‌ ‌has‌ ‌been‌ ‌rebooted.‌‌ ‌  

System‌ ‌Time‌ ‌  This‌ ‌shows‌ ‌the‌ ‌current‌ ‌system‌ ‌time.‌ ‌ 

Diagnostic‌‌ 
Report‌ ‌  The‌ ‌‌Download‌‌ ‌link‌ ‌is‌ ‌for‌ ‌exporting‌ ‌a‌ ‌diagnostic‌ ‌report‌ ‌file‌ ‌required‌ ‌for‌ ‌system‌ ‌investigation.‌ 

Remote‌‌ 
Assistance‌ ‌  Click‌ ‌‌Turn‌ ‌on‌‌ ‌to‌ ‌enable‌ ‌remote‌ ‌assistance.‌ ‌ 

Important‌ ‌Note‌ ‌ 
If‌ ‌you‌ ‌encounter‌ ‌issues‌ ‌and‌ ‌would‌ ‌like‌ ‌to‌ ‌contact‌ ‌the‌ ‌Peplink‌ ‌Support‌ ‌Team‌ ‌(‌http://www.peplink.com/contact/‌),‌‌                           
please‌ ‌download‌ ‌the‌ ‌diagnostic‌ ‌report‌ ‌file‌ ‌and‌ ‌attach‌ ‌it‌ ‌along‌ ‌with‌ ‌a‌ ‌description‌ ‌of‌ ‌your‌ ‌issue.‌‌ ‌  
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‌ 

‌ 
This‌‌screen‌‌displays‌‌the‌‌number‌‌of‌‌sessions‌‌initiated‌‌by‌‌each‌‌application.‌‌Click‌‌on‌‌each‌‌service‌‌                             
listing‌ ‌for‌ ‌additional‌‌information.‌‌This‌‌screen‌‌also‌‌indicates‌‌the‌‌number‌‌of‌‌sessions‌‌initiated‌‌by‌‌                           
each‌ ‌WAN‌ ‌port.‌ ‌Finally,‌ ‌you‌ ‌can‌ ‌see‌ ‌which‌ ‌clients‌ ‌are‌ ‌initiating‌ ‌the‌ ‌most‌ ‌sessions.‌ ‌ 

‌ 
‌   

‌ 

‌ 
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‌ 
In‌‌addition,‌‌you‌‌can‌‌also‌‌perform‌‌a‌‌filtered‌‌search‌‌for‌‌specific‌‌sessions.‌‌You‌‌can‌‌filter‌‌by‌‌subnet,‌‌                                 
port,‌ ‌protocol,‌ ‌and‌ ‌interface.‌ ‌To‌ ‌perform‌ ‌a‌ ‌search,‌ ‌navigate‌ ‌to‌ ‌‌Status>Active‌‌                     
Sessions>Search‌.‌ ‌ 

‌ 
This‌ ‌‌Active‌ ‌Sessions‌ ‌section‌ ‌displays‌ ‌the‌ ‌active‌ ‌inbound‌ ‌/‌ ‌outbound‌ ‌sessions‌ ‌of‌‌each‌‌WAN‌‌                           
connection‌ ‌on‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌A‌ ‌filter‌ ‌is‌ ‌available‌ ‌to‌ ‌help‌ ‌sort‌ ‌out‌ ‌the‌ ‌active‌ ‌session‌‌                               
information.‌ ‌Enter‌ ‌a‌ ‌keyword‌ ‌in‌ ‌the‌ ‌field‌ ‌or‌ ‌check‌ ‌one‌ ‌of‌ ‌the‌ ‌WAN‌ ‌connection‌ ‌boxes‌ ‌for‌ ‌filtering.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

16.1.3 Client‌ ‌List‌ ‌ 
The‌ ‌client‌ ‌list‌ ‌table‌ ‌is‌ ‌located‌ ‌at‌ ‌‌Status>Client‌ ‌List‌.‌ ‌It‌ ‌lists‌ ‌DHCP‌ ‌and‌ ‌online‌ ‌client‌ ‌IP‌‌                               

‌ 

‌ 
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‌ 
addresses‌,‌ ‌‌names‌ ‌(retrieved‌ ‌from‌ ‌the‌ ‌DHCP‌ ‌reservation‌ ‌table‌ ‌or‌ ‌defined‌ ‌by‌ ‌users),‌ ‌current‌‌                         
download‌ ‌and‌ ‌upload‌ ‌rate,‌ ‌and‌ ‌MAC‌ ‌address.‌‌ ‌  
Clients‌ ‌can‌ ‌be‌ ‌imported‌ ‌into‌ ‌the‌ ‌DHCP‌ ‌reservation‌ ‌table‌ ‌by‌ ‌clicking‌ ‌the‌ ‌ ‌button‌ ‌on‌ ‌the‌‌                               
right.‌ ‌Further‌ ‌update‌ ‌the‌ ‌record‌ ‌after‌ ‌the‌ ‌import‌ ‌by‌ ‌going‌ ‌to‌ ‌‌Network>LAN‌.‌ ‌ 
‌ 

‌ 
If‌‌the‌‌PPTP‌‌server‌‌SpeedFusion‌TM‌,‌‌or‌‌AP‌‌controller‌‌is‌‌enabled,‌‌you‌‌may‌‌see‌‌the‌‌corresponding‌‌                             
connection‌ ‌name‌ ‌listed‌ ‌in‌ ‌the‌ ‌‌Name‌ ‌‌field.‌ ‌ 
‌ 

In‌‌the‌‌client‌‌list‌‌table,‌‌there‌‌is‌‌a‌‌“Ban‌‌Client”‌‌feature‌‌which‌‌is‌‌used‌‌to‌‌disconnect‌‌the‌‌Wi-Fi‌‌and‌‌                                     
Remote‌ ‌User‌ ‌Access‌ ‌clients‌ ‌by‌ ‌clicking‌ ‌the‌ ‌ button‌ ‌on‌ ‌the‌ ‌right.‌‌ ‌  

‌ 
‌ 

There‌ ‌is‌ ‌a‌ ‌blocklist‌ ‌on‌ ‌the‌ ‌same‌ ‌page‌ ‌after‌ ‌you‌ ‌banned‌ ‌the‌ ‌Wi-Fi‌ ‌or‌ ‌Remote‌ ‌User‌ ‌Access‌‌                                 
clients.‌ ‌ 

‌ 
‌ 
‌ 

You‌‌may‌‌also‌‌unblock‌‌the‌‌Wi-Fi‌‌or‌‌Remote‌‌User‌‌Access‌‌clients‌‌when‌‌the‌‌client‌‌devices‌‌need‌‌to‌‌                                 

reconnect‌ ‌the‌ ‌network‌ ‌by‌ ‌clicking‌ ‌ the‌ ‌button‌ ‌on‌ ‌the‌ ‌right.‌‌ ‌  

‌ 

‌ 
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‌ 

‌ 
‌ 

16.1.4 WINS‌ ‌Clients‌ ‌ 
The‌ ‌WINS‌ ‌client‌ ‌list‌ ‌table‌ ‌is‌ ‌located‌ ‌at‌ ‌‌Status>WINS‌ ‌Client‌.‌ ‌ ‌   

‌ 
The‌‌WINS‌‌client‌‌table‌‌lists‌‌the‌‌IP‌‌addresses‌‌and‌‌names‌‌of‌‌WINS‌‌clients.‌‌This‌‌option‌‌will‌‌only‌‌be‌‌                                   
available‌ ‌when‌ ‌you‌ ‌have‌ ‌enabled‌ ‌the‌ ‌WINS‌ ‌server‌ ‌The‌ ‌names‌ ‌of‌ ‌clients‌ ‌retrieved‌ ‌will‌ ‌be‌‌                             
automatically‌ ‌matched‌ ‌into‌ ‌the‌ ‌Client‌ ‌List‌ ‌(see‌ ‌previous‌ ‌section).‌ ‌Click‌ ‌‌Flush‌ ‌All‌ ‌‌to‌ ‌flush‌ ‌all‌‌                             
WINS‌ ‌client‌ ‌records.‌ ‌ 
‌ 

16.1.5 OSPF‌ ‌&‌ ‌RIPv2‌ ‌ 
Information‌ ‌on‌ ‌OSPF‌ ‌and‌ ‌RIPv2‌ ‌routing‌ ‌setup‌ ‌can‌ ‌be‌ ‌found‌ ‌at‌ ‌‌Status>OSPF‌ ‌&‌ ‌RIPv2‌.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

16.1.6 MediaFast‌ ‌ 
To‌ ‌get‌ ‌details‌ ‌on‌ ‌storage‌ ‌and‌ ‌bandwidth‌ ‌usage,‌ ‌select‌‌ ‌‌Status>MediaFast‌.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 
‌ 
‌ 
‌ 

16.1.7 PepVPN‌ ‌/‌ ‌SpeedFusion‌ ‌Status‌ ‌ 
PepVPN/SpeedFusion‌ ‌Status‌ ‌shows‌‌the‌‌current‌‌connection‌‌status‌‌of‌‌each‌‌connection‌‌profile‌‌                     
and‌ ‌is‌ ‌displayed‌ ‌at‌ ‌‌Status>‌ ‌PepVPN/SpeedFusion.‌‌ ‌  

‌ 

‌ 
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‌ 

‌ 
‌ 

Click‌ ‌on‌ ‌the‌ ‌corresponding‌ ‌peer‌ ‌name‌ ‌to‌ ‌explore‌ ‌the‌ ‌WAN‌ ‌connection(s)‌ ‌status‌ ‌and‌ ‌subnet‌‌                           
information‌ ‌of‌ ‌each‌ ‌VPN‌ ‌peer.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

Click‌ ‌the‌ ‌ ‌button‌ ‌for‌ ‌PepVPN/SpeedFusion‌ ‌chart‌ ‌displaying‌ ‌real-time‌ ‌throughput,‌‌                   
latency,‌ ‌and‌ ‌drop-rate‌ ‌information‌ ‌for‌ ‌each‌ ‌WAN‌ ‌connection.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

When‌ ‌pressing‌ ‌the‌ ‌ ‌‌button‌ ‌for‌ ‌a‌‌PepVPN/SpeedFusion‌‌Tunnel‌‌Bandwidth‌‌Test‌‌Tool,‌‌                       
the‌ ‌following‌ ‌menu‌ ‌will‌ ‌appear:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

The‌ ‌connection‌ ‌information‌ ‌shows‌ ‌the‌ ‌details‌ ‌of‌ ‌the‌ ‌selected‌ ‌PepVPN‌‌profile,‌‌consisting‌‌of‌‌                         
the‌ ‌Profile‌ ‌name,‌ ‌‌Router‌ ‌ID‌,‌ ‌‌Router‌ ‌Nam‌e‌ ‌and‌ ‌‌Serial‌ ‌Number‌‌ ‌of‌ ‌the‌ ‌remote‌ ‌router‌ ‌ 
Advanced‌ ‌features‌ ‌for‌ ‌the‌ ‌PepVPN‌ ‌profile‌ ‌will‌ ‌also‌ ‌be‌ ‌shown‌ ‌when‌ ‌the‌ ‌‌More‌ ‌Information‌‌                           
checkbox‌ ‌is‌ ‌selected.‌ ‌ 
‌ 

The‌ ‌‌WAN‌ ‌statistics‌ ‌show‌ ‌information‌ ‌about‌ ‌the‌ ‌local‌ ‌and‌ ‌remote‌ ‌WAN‌ ‌connections‌ ‌(when‌‌                         
show‌ ‌Remote‌ ‌connections‌)‌ ‌is‌ ‌selected.‌‌ ‌  
The‌ ‌available‌ ‌details‌ ‌are‌ ‌‌WAN‌ ‌Name,‌ ‌IP‌ ‌address‌ ‌and‌ ‌‌port‌ ‌‌used‌ ‌for‌ ‌the‌ ‌Speedfusion‌‌                           
connection.‌ ‌‌Rx‌ ‌and‌ ‌Tx‌ ‌rates,‌ ‌Loss‌ ‌rate‌ ‌and‌ ‌Latency‌.‌ ‌ 

‌ 
Connections‌‌can‌‌be‌‌temporarily‌‌disabled‌‌by‌‌sliding‌‌the‌‌switch‌‌button‌‌next‌‌to‌‌a‌‌WAN‌‌connection‌‌                             
to‌ ‌the‌ ‌left.‌ ‌ 
The‌‌wan-to-wan‌‌connection‌‌disabled‌‌by‌‌the‌‌switch‌‌is‌‌temporary‌‌and‌‌will‌‌be‌‌re-enabled‌‌after‌‌15‌‌                             
minutes‌ ‌without‌ ‌any‌ ‌action.‌ ‌ 

‌ 
This‌ ‌can‌ ‌be‌ ‌used‌ ‌when‌ ‌testing‌ ‌the‌ ‌PepVPN‌ ‌speed‌ ‌between‌ ‌two‌ ‌locations‌ ‌to‌ ‌see‌ ‌if‌ ‌there‌ ‌is‌‌                                 
interference‌ ‌or‌ ‌network‌ ‌congestion‌ ‌between‌ ‌certain‌ ‌WAN‌ ‌connections.‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
The‌ ‌PepVPN/SpeedFusion‌ ‌test‌ ‌configuration‌ ‌allows‌ ‌us‌ ‌to‌ ‌configure‌ ‌and‌ ‌perform‌ ‌thorough‌ ‌tests.‌ ‌ 
This‌ ‌is‌ ‌usually‌ ‌done‌ ‌after‌ ‌the‌ ‌initial‌ ‌installation‌ ‌of‌ ‌the‌ ‌routers‌ ‌and‌ ‌in‌ ‌case‌‌there‌‌are‌‌problems‌‌                                 
with‌ ‌aggregation.‌ ‌ 
‌ 

‌ 
Press‌ ‌the‌ ‌Start‌ ‌button‌ ‌to‌ ‌perform‌ ‌throughput‌ ‌test‌ ‌according‌ ‌to‌ ‌the‌ ‌configured‌ ‌options.‌ ‌ 
‌ 

If‌‌TCP‌‌is‌‌selected,‌‌4‌‌parallel‌‌streams‌‌will‌‌be‌‌generated‌‌to‌‌get‌‌the‌‌optimal‌‌results‌‌by‌‌default.‌‌This‌‌                                   
can‌ ‌be‌ ‌customized‌ ‌by‌ ‌selecting‌ ‌a‌ ‌different‌ ‌value‌ ‌of‌ ‌streams.‌ ‌ 
Using‌ ‌more‌ ‌streams‌ ‌will‌ ‌typically‌ ‌get‌ ‌better‌ ‌results‌ ‌if‌ ‌the‌ ‌latency‌ ‌of‌ ‌the‌ ‌tunnel‌ ‌is‌ ‌high.‌ ‌ 
‌ 

‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  272‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

https://www.peplink.com/


‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

16.1.8 Event‌ ‌Log‌ ‌ 
Event‌ ‌log‌ ‌information‌ ‌is‌ ‌located‌ ‌at‌‌ ‌‌Status>Event‌ ‌Log‌.‌ ‌ 
‌ 

‌ 

‌ 
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‌ 

Device‌ ‌Event‌ ‌Log‌ ‌ 

‌ 
The‌ ‌log‌ ‌section‌ ‌displays‌ ‌a‌ ‌list‌ ‌of‌ ‌events‌ ‌that‌ ‌have‌ ‌taken‌ ‌place‌ ‌on‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌unit.‌‌                                 
Check‌‌‌Auto‌‌‌Refresh‌‌to‌‌refresh‌‌log‌‌entries‌‌automatically.‌‌Click‌‌the‌‌‌Clear‌‌Log‌‌button‌‌to‌‌clear‌‌the‌‌                               
log.‌ ‌ 
‌ 

IPsec‌ ‌Event‌ ‌Log‌ ‌ 

‌ 
This‌ ‌section‌ ‌displays‌ ‌a‌ ‌list‌ ‌of‌ ‌events‌ ‌that‌ ‌have‌ ‌taken‌ ‌place‌ ‌within‌ ‌an‌ ‌IPsec‌ ‌VPN‌ ‌connection.‌‌                               
Check‌ ‌the‌ ‌box‌ ‌next‌ ‌to‌ ‌‌Auto‌ ‌Refresh‌‌ ‌and‌ ‌the‌ ‌log‌ ‌will‌ ‌be‌ ‌refreshed‌ ‌automatically.‌‌ ‌  
For‌ ‌an‌ ‌AP‌ ‌event‌ ‌log,‌ ‌navigate‌ ‌to‌ ‌‌AP‌ ‌>‌ ‌Info‌.‌ ‌ 
‌ 

‌ 

‌ 
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‌ 

16.2 WAN‌ ‌Quality‌ ‌ 

‌ 
The‌ ‌‌Status‌ ‌>‌ ‌WAN‌ ‌Quality‌ ‌‌allows‌ ‌to‌ ‌show‌ ‌detailed‌ ‌information‌ ‌about‌ ‌each‌ ‌connected‌ ‌WAN‌‌                           
connection.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

16.3 Usage‌ ‌Reports‌‌ ‌  

This‌‌section‌‌shows‌‌the‌‌bandwidth‌‌usage‌‌statistics,‌‌located‌‌at‌‌‌Status‌‌>‌‌Bandwidth‌.‌‌Bandwidth‌‌                         
usage‌ ‌at‌ ‌the‌ ‌LAN‌ ‌while‌ ‌the‌ ‌device‌ ‌is‌ ‌switched‌ ‌off‌ ‌(e.g.,‌ ‌LAN‌ ‌bypass)‌ ‌is‌‌neither‌‌recorded‌‌nor‌‌                                 
shown.‌ ‌ 
‌ 

16.3.1 Real-Time‌ ‌ 
The‌ ‌‌Data‌ ‌transferred‌ ‌since‌ ‌installation‌ ‌‌table‌ ‌indicates‌ ‌how‌ ‌much‌ ‌network‌ ‌traffic‌ ‌has‌ ‌been‌‌                         
processed‌ ‌by‌ ‌the‌ ‌device‌ ‌since‌ ‌the‌‌first‌‌bootup.‌‌The‌‌‌Data‌‌transferred‌‌since‌‌last‌‌reboot‌‌‌table‌‌                             
indicates‌ ‌how‌ ‌much‌ ‌network‌ ‌traffic‌ ‌has‌ ‌been‌ ‌processed‌ ‌by‌ ‌the‌ ‌device‌ ‌since‌ ‌the‌ ‌last‌ ‌bootup.‌‌ ‌  

‌ 

‌ 

‌ 
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‌ 
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‌ 

16.3.2 Hourly‌ ‌ 
This‌ ‌page‌ ‌shows‌ ‌the‌ ‌hourly‌ ‌bandwidth‌ ‌usage‌ ‌for‌ ‌all‌ ‌WAN‌ ‌connections,‌ ‌with‌ ‌the‌ ‌option‌ ‌of‌‌                             
viewing‌‌each‌‌individual‌‌connection.‌‌Select‌‌the‌‌desired‌‌connection‌‌to‌‌check‌‌from‌‌the‌‌drop-down‌‌                         
menu.‌ ‌ 

‌ 
‌ 

16.3.3 Daily‌ ‌ 
This‌‌page‌‌shows‌‌the‌‌daily‌‌bandwidth‌‌usage‌‌for‌‌all‌‌WAN‌‌connections,‌‌with‌‌the‌‌option‌‌of‌‌viewing‌‌                               
each‌ ‌individual‌ ‌connection.‌‌ ‌  
Select‌‌the‌‌connection‌‌to‌‌check‌‌from‌‌the‌‌drop-down‌‌menu.‌‌If‌‌you‌‌have‌‌enabled‌‌the‌‌‌Bandwidth‌‌                             
Monitoring‌ ‌‌feature‌ ‌as‌ ‌shown‌ ‌in‌Section‌ ‌13.4,‌ ‌the‌ ‌‌Current‌ ‌Billing‌ ‌Cycle‌ ‌‌table‌ ‌for‌‌that‌‌WAN‌‌                             
connection‌ ‌will‌ ‌be‌ ‌displayed.‌ ‌ 
Click‌ ‌on‌ ‌a‌ ‌date‌ ‌to‌ ‌view‌ ‌the‌ ‌client‌ ‌bandwidth‌ ‌usage‌ ‌of‌ ‌that‌ ‌specific‌ ‌date.‌ ‌This‌ ‌feature‌ ‌is‌ ‌not‌‌                                   
available‌‌if‌‌you‌‌have‌‌selected‌‌to‌‌view‌‌the‌‌bandwidth‌‌usage‌‌of‌‌only‌‌a‌‌particular‌‌WAN‌‌connection.‌‌                               
 The‌ ‌scale‌ ‌of‌ ‌the‌ ‌graph‌ ‌can‌ ‌be‌ ‌set‌ ‌to‌ ‌display‌ ‌megabytes‌‌ ‌‌(‌MB‌)‌ ‌or‌ ‌gigabytes‌‌ ‌‌(‌GB‌).‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

Click‌ ‌on‌ ‌a‌ ‌specific‌ ‌date‌ ‌to‌ ‌receive‌ ‌a‌ ‌breakdown‌ ‌of‌ ‌all‌ ‌client‌ ‌usage‌ ‌for‌ ‌that‌ ‌date.‌ ‌ 
‌ 

‌ 
‌ 

16.3.4 Monthly‌ ‌ 
This‌‌page‌‌shows‌‌the‌‌monthly‌‌bandwidth‌‌usage‌‌for‌‌each‌‌WAN‌‌connection.‌‌If‌‌you‌‌have‌‌enabled‌‌                             

‌ 

‌ 
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‌ 
Bandwidth‌ ‌Monitoring‌ ‌‌feature‌ ‌as‌ ‌shown‌ ‌in‌ ‌‌Section‌ ‌13.4‌,‌ ‌you‌ ‌can‌ ‌check‌ ‌the‌‌usage‌‌of‌‌each‌‌                             
particular‌ ‌connection‌ ‌and‌ ‌view‌ ‌the‌ ‌information‌ ‌by‌ ‌‌Billing‌ ‌Cycle‌‌ ‌or‌ ‌by‌ ‌‌Calendar‌ ‌Month‌.‌ ‌ 
Click‌‌the‌‌first‌‌two‌‌rows‌‌to‌‌view‌‌the‌‌client‌‌bandwidth‌‌usage‌‌in‌‌the‌‌last‌‌two‌‌months.‌‌This‌‌feature‌‌is‌‌                                     
not‌ ‌available‌ ‌if‌ ‌you‌ ‌have‌ ‌chosen‌ ‌to‌ ‌view‌‌the‌‌bandwidth‌‌of‌‌an‌‌individual‌‌WAN‌‌connection.‌‌The‌‌                               
scale‌ ‌of‌ ‌the‌ ‌graph‌ ‌can‌ ‌be‌ ‌set‌ ‌to‌ ‌display‌ ‌megabytes‌‌ ‌‌(‌MB‌)‌ ‌or‌ ‌gigabytes‌‌ ‌‌(‌GB‌).‌ ‌ 

‌ 
Click‌ ‌on‌ ‌a‌ ‌specific‌ ‌month‌ ‌to‌ ‌receive‌ ‌a‌ ‌breakdown‌ ‌of‌ ‌all‌ ‌client‌ ‌usage‌ ‌for‌ ‌that‌ ‌month.‌ ‌ 
‌ 
‌ 

Appendix‌ ‌ 

Appendix A. Restoration‌ ‌of‌ ‌Factory‌ ‌Defaults‌ ‌ 
To‌ ‌restore‌ ‌the‌ ‌factory‌ ‌default‌ ‌settings‌ ‌on‌ ‌a‌ ‌Peplink‌ ‌Balance‌ ‌unit,‌ ‌perform‌ ‌the‌ ‌following:‌‌ ‌  
For‌ ‌Balance‌ ‌models‌ ‌with‌ ‌a‌ ‌reset‌ ‌button:‌ ‌ 

‌ 

‌ 
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‌ 
1. Locate‌ ‌the‌ ‌reset‌ ‌button‌ ‌on‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌unit.‌ ‌ 

2. With‌ ‌a‌ ‌paperclip,‌ ‌press‌ ‌and‌ ‌keep‌ ‌the‌ ‌reset‌ ‌button‌ ‌pressed.‌ ‌ 

Hold‌ ‌for‌ ‌5-10‌ ‌seconds‌ ‌for‌ ‌admin‌ ‌password‌ ‌reset‌ ‌(Note:‌ ‌The‌ ‌LED‌ ‌status‌‌light‌‌blinks‌‌in‌‌RED‌‌2‌‌                                 
times‌ ‌and‌ ‌release‌ ‌the‌ ‌button,‌ ‌green‌ ‌status‌ ‌light‌ ‌starts‌ ‌blinking)‌ ‌ 

Hold‌‌for‌‌approximately‌‌20‌‌seconds‌‌for‌‌factory‌‌reset‌‌(Note:‌‌The‌‌LED‌‌status‌‌light‌‌blinks‌‌in‌‌RED‌‌3‌‌                                 
times‌ ‌and‌ ‌release‌ ‌the‌ ‌button,‌ ‌all‌ ‌WAN/LAN‌ ‌port‌ ‌lights‌ ‌start‌ ‌blinking)‌ ‌ 

After‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌router‌ ‌finishes‌ ‌rebooting,‌ ‌the‌ ‌factory‌ ‌default‌ ‌settings‌ ‌will‌ ‌be‌ ‌restored.‌ ‌ 
‌ 

For‌ ‌Balance/MediaFast‌ ‌models‌ ‌with‌ ‌an‌ ‌LCD‌ ‌menu:‌ ‌ 
 ● Use‌ ‌the‌ ‌buttons‌ ‌on‌ ‌the‌ ‌front‌ ‌panel‌ ‌to‌ ‌control‌ ‌the‌ ‌LCD‌ ‌menu‌ ‌to‌ ‌go‌ ‌to‌‌                             
Maintenance‌>‌Factory‌ ‌Defaults‌,‌ ‌and‌ ‌then‌ ‌choose‌ ‌‌Yes‌‌ ‌to‌ ‌confirm.‌ ‌ 

Afterwards,‌ ‌the‌ ‌factory‌ ‌default‌ ‌settings‌ ‌will‌ ‌be‌ ‌restored.‌‌ ‌  
‌ 

‌ 

Appendix B. Routing‌ ‌under‌ ‌DHCP,‌ ‌Static‌ ‌IP,‌ ‌and‌ ‌PPPoE‌ ‌ 
The‌‌information‌‌in‌‌this‌‌appendix‌‌applies‌‌only‌‌to‌‌situations‌‌where‌‌the‌‌Peplink‌‌Balance‌‌operates‌‌a‌‌                             
WAN‌ ‌connection‌ ‌under‌ ‌DHCP,‌ ‌Static‌ ‌IP,‌ ‌or‌ ‌PPPoE.‌ ‌ 
‌ 

 
B.1 Routing‌ ‌Via‌ ‌Network‌ ‌Address‌ ‌Translation‌ ‌(NAT)‌ ‌ 

When‌‌the‌‌Peplink‌‌Balance‌‌is‌‌operating‌‌under‌‌NAT‌‌mode,‌‌the‌‌source‌‌IP‌‌addresses‌‌of‌‌outgoing‌‌                             
IP‌ ‌packets‌ ‌are‌ ‌translated‌ ‌to‌ ‌the‌ ‌WAN‌ ‌IP‌ ‌address‌ ‌of‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌With‌ ‌NAT,‌ ‌all‌ ‌LAN‌‌                                 
devices‌‌share‌‌the‌‌same‌‌WAN‌‌IP‌‌address‌‌to‌‌access‌‌the‌‌Internet‌‌(i.e.,‌‌the‌‌WAN‌‌IP‌‌address‌‌of‌‌the‌‌                                   
Peplink‌ ‌Balance).‌ ‌ ‌   
Operating‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌in‌ ‌NAT‌ ‌mode‌ ‌requires‌ ‌only‌ ‌one‌ ‌WAN‌‌(Internet)‌‌IP‌‌address.‌‌In‌‌                             
addition,‌‌operating‌‌in‌‌NAT‌‌mode‌‌also‌‌has‌‌security‌‌advantages‌‌because‌‌LAN‌‌devices‌‌are‌‌hidden‌‌                           
behind‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌They‌‌are‌‌not‌‌directly‌‌accessible‌‌from‌‌the‌‌Internet‌‌and‌‌hence‌‌less‌‌                             
vulnerable‌ ‌to‌ ‌attacks.‌ ‌ 
The‌ ‌following‌ ‌figure‌ ‌shows‌ ‌the‌ ‌packet‌ ‌flow‌ ‌in‌ ‌NAT‌ ‌mode:‌ ‌ 

‌ 

‌ 

Important‌ ‌Note‌ ‌ 
All‌ ‌previous‌ ‌configurations‌ ‌and‌ ‌bandwidth‌ ‌usage‌ ‌data‌ ‌will‌ ‌be‌‌lost‌‌after‌‌restoring‌‌factory‌‌default‌‌settings.‌‌Regular‌‌                               
backup‌ ‌of‌ ‌configuration‌ ‌settings‌ ‌is‌ ‌strongly‌ ‌recommended.‌ ‌ 
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‌ 
‌ 

B.2 Routing‌ ‌Via‌ ‌IP‌ ‌Forwarding‌ ‌ 

When‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌is‌ ‌operating‌ ‌under‌ ‌IP‌ ‌forwarding‌ ‌mode,‌ ‌the‌ ‌IP‌ ‌addresses‌ ‌of‌ ‌IP‌‌                             
packets‌ ‌are‌ ‌unchanged;‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌forwards‌‌both‌‌inbound‌‌and‌‌outbound‌‌IP‌‌packets‌‌                         
without‌ ‌changing‌ ‌their‌ ‌IP‌ ‌addresses.‌ ‌ 
‌ 

The‌ ‌following‌ ‌figure‌ ‌shows‌ ‌the‌ ‌packet‌ ‌flow‌ ‌in‌ ‌IP‌ ‌forwarding‌ ‌mode:‌ ‌ 

‌ 

‌ 
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‌ 
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Appendix C.  ‌FusionSIM‌ ‌Manual‌‌ ‌  
Peplink‌ ‌has‌ ‌developed‌ ‌a‌ ‌unique‌ ‌technology‌ ‌called‌ ‌FusionSIM,‌ ‌which‌ ‌allows‌ ‌SIM‌ ‌cards‌ ‌to‌‌                         
remotely‌ ‌link‌ ‌to‌ ‌a‌ ‌cellular‌ ‌router.‌ ‌This‌ ‌can‌ ‌be‌ ‌done‌ ‌via‌ ‌cloud‌ ‌or‌ ‌within‌ ‌the‌ ‌same‌ ‌physical‌‌                                 
network.‌ ‌There‌ ‌are‌ ‌a‌ ‌few‌ ‌key‌ ‌scenarios‌ ‌to‌ ‌fit‌ ‌certain‌ ‌applications.‌ ‌ 
‌ 

The‌‌purpose‌‌of‌‌this‌‌manual‌‌is‌‌to‌‌provide‌‌an‌‌introduction‌‌on‌‌where‌‌to‌‌start‌‌and‌‌how‌‌to‌‌set‌‌up‌‌for‌‌                                       
the‌ ‌most‌ ‌common‌ ‌scenarios‌ ‌and‌ ‌uses.‌ ‌ 

Requirements‌ ‌ 

1. A‌ ‌Cellular‌ ‌router‌ ‌that‌ ‌supports‌ ‌FusionSIM‌ ‌technology‌ ‌ 
2. SIM‌ ‌Injector‌ ‌ 
3. SIM‌ ‌card‌ ‌ 

‌ 
Notes:‌‌ ‌  

- Always‌ ‌check‌ ‌for‌ ‌the‌ ‌latest‌ ‌‌Firmware‌ ‌version‌ ‌for‌ ‌both‌ ‌the‌ ‌cellular‌ ‌router‌ ‌and‌ ‌the‌ ‌SIM‌‌                             
Injector.‌ ‌You‌ ‌can‌ ‌also‌ ‌check‌ ‌for‌ ‌the‌ ‌latest‌ ‌Firmware‌ ‌version‌ ‌on‌ ‌the‌ ‌device’s‌ ‌WEB‌‌                           
configuration‌ ‌page.‌ ‌ 

- A‌ ‌list‌ ‌of‌‌products‌‌that‌‌support‌‌FusionSIM‌‌can‌‌be‌‌found‌‌on‌‌the‌‌SIM‌‌Injector‌‌‌WEB‌‌page‌.‌‌                               
Please‌ ‌check‌ ‌under‌ ‌the‌ ‌section‌ ‌‌Supported‌ ‌models‌.‌ ‌ 

‌ 
SIM‌ ‌Injector‌ ‌reset‌ ‌and‌ ‌login‌ ‌details‌ ‌ 
‌ 

How‌ ‌to‌ ‌reset‌ ‌a‌ ‌SIM‌ ‌Injector:‌ ‌ 
- Hold‌‌the‌‌reset‌‌button‌‌for‌‌5-10‌‌seconds.‌‌Once‌‌the‌‌LED‌‌status‌‌light‌‌turns‌‌RED,‌‌the‌‌reset‌‌                               

button‌ ‌can‌ ‌be‌ ‌released.‌ ‌SIM‌ ‌Injector‌ ‌will‌ ‌reboot‌ ‌and‌ ‌start‌ ‌with‌ ‌the‌ ‌factory‌ ‌default‌‌                           
settings.‌ ‌ 

‌ 
The‌ ‌default‌ ‌WEB‌ ‌login‌ ‌settings:‌ ‌ 

- User‌:‌ ‌admin‌ ‌ 
- Password‌:‌ ‌admin‌ ‌ 
- IP‌‌address:‌‌the‌‌device‌‌only‌‌has‌‌a‌‌DHCP‌‌client‌‌and‌‌no‌‌fallback‌‌IP‌‌address.‌‌Therefore,‌‌it‌‌                               

is‌ ‌advised‌ ‌to‌ ‌check‌ ‌every‌ ‌time‌ ‌what‌ ‌IP‌ ‌address‌ ‌is‌ ‌assigned‌ ‌to‌ ‌the‌ ‌SIM‌ ‌Injector.‌ ‌ 
‌ 

Notes:‌ ‌ 
- The‌ ‌SIM‌ ‌Injector‌ ‌can‌ ‌be‌ ‌monitored‌ ‌via‌ ‌InControl‌ ‌2.‌ ‌Configuration‌ ‌is‌ ‌not‌ ‌supported.‌ ‌ 

‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 

Scenario‌ ‌1:‌ ‌SIM‌ ‌Injector‌ ‌in‌ ‌LAN‌ ‌of‌ ‌Cellular‌ ‌Router‌ ‌ 

Setup‌ ‌topology‌ ‌ 

‌ 
This‌ ‌is‌ ‌the‌ ‌most‌ ‌basic‌ ‌scenario‌ ‌in‌ ‌which‌ ‌the‌ ‌SIM‌ ‌Injector‌ ‌is‌ ‌connected‌ ‌directly‌ ‌to‌ ‌the‌‌cellular‌‌                                 
router’s‌‌LAN‌‌port‌‌via‌‌an‌‌ethernet‌‌cable.‌‌This‌‌allows‌‌for‌‌the‌‌cellular‌‌router‌‌to‌‌be‌‌positioned‌‌for‌‌the‌‌                                   
best‌ ‌possible‌ ‌signal.‌ ‌Meanwhile,‌ ‌the‌ ‌SIM‌ ‌cards‌‌can‌‌be‌‌conveniently‌‌located‌‌in‌‌other‌‌locations‌‌                           
such‌ ‌as‌ ‌the‌ ‌office,‌ ‌passenger‌ ‌area,‌ ‌or‌ ‌the‌ ‌bridge‌ ‌of‌‌a‌‌ship.‌‌The‌‌SIM‌‌Injector‌‌allows‌‌for‌‌easily‌‌                                   
swapping‌ ‌SIM‌ ‌cards‌ ‌without‌ ‌needing‌ ‌to‌ ‌access‌ ‌a‌ ‌cellular‌ ‌router.‌ ‌ 
‌ 

IMPORTANT:‌ ‌Cellular‌ ‌WAN‌ ‌will‌ ‌not‌ ‌fallback‌ ‌to‌ ‌the‌ ‌local‌ ‌SIM‌ ‌if‌ ‌it‌‌is‌‌configured‌‌to‌‌use‌‌the‌‌SIM‌‌                                   
Injector.‌ ‌ 

Configuring‌ ‌the‌ ‌SIM‌ ‌Injector‌ ‌ 
1.‌ ‌Connect‌ ‌the‌ ‌SIM‌ ‌Injector‌ ‌to‌ ‌the‌ ‌LAN‌ ‌port‌ ‌of‌ ‌the‌ ‌cellular‌ ‌router.‌ ‌ 
2.‌ ‌Insert‌ ‌SIM‌ ‌cards‌ ‌into‌ ‌the‌ ‌SIM‌ ‌Injector.‌ ‌The‌ ‌SIM‌ ‌cards‌ ‌will‌ ‌be‌ ‌automatically‌ ‌detected.‌ ‌ 
‌ 

IMPORTANT:‌ ‌SIM‌ ‌cards‌ ‌inserted‌ ‌into‌ ‌SIM‌ ‌Injector‌ ‌must‌ ‌not‌ ‌have‌ ‌a‌ ‌PIN‌ ‌code.‌‌ ‌  
‌ 

Note‌‌1:‌‌The‌‌SIM‌‌Injector‌‌gets‌‌its‌‌IP‌‌address‌‌via‌‌DHCP‌‌and‌‌doesn't‌‌have‌‌a‌‌static‌‌IP‌‌address.‌‌To‌‌                                     
find‌ ‌it’s‌ ‌address,‌ ‌please‌ ‌check‌ ‌the‌ ‌DHCP‌ ‌lease‌ ‌on‌ ‌the‌ ‌cellular‌ ‌router.‌ ‌ 

‌ 
‌ 
‌ 
‌ 

Configuring‌ ‌the‌ ‌Cellular‌ ‌Router‌ ‌ 

‌ 

‌ 
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‌ 
Step‌ ‌1.‌‌ ‌Enable‌ ‌the‌ ‌SIM‌ ‌Injector‌ ‌communication‌ ‌protocol.‌ ‌ 
‌ 

1a.‌ ‌If‌ ‌you‌ ‌are‌ ‌using‌ ‌a‌ ‌Balance‌ ‌cellular‌ ‌router,‌ ‌go‌ ‌to‌ ‌the‌ ‌‌Network‌‌ ‌tab‌ ‌(top‌ ‌navigation‌ ‌bar).‌ ‌ 
1b.‌ ‌If‌ ‌you‌ ‌are‌ ‌using‌ ‌a‌ ‌MAX‌ ‌cellular‌ ‌router,‌ ‌go‌ ‌to‌ ‌the‌ ‌‌Advanced‌‌ ‌tab‌ ‌(top‌ ‌navigation‌ ‌bar).‌ ‌ 
2.‌ ‌Under‌ ‌‌Misc.‌ ‌settings‌ ‌‌(left‌ ‌navigation‌ ‌bar)‌ ‌find‌ ‌‌Remote‌ ‌SIM‌ ‌Management‌.‌ ‌ 
3.‌ ‌In‌ ‌‌Remote‌ ‌SIM‌ ‌Management‌,‌ ‌click‌ ‌on‌ ‌the‌ ‌edit‌ ‌icon‌ ‌next‌ ‌to‌ ‌‌Remote‌ ‌SIM‌ ‌is‌ ‌Disabled‌.‌ ‌ 

‌ 
4.‌ ‌Check‌ ‌the‌ ‌‌Auto‌ ‌LAN‌ ‌discovery‌‌ ‌checkbox‌ ‌and‌ ‌click‌ ‌‌Save‌‌ ‌and‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ ‌   

  ‌ ‌ 
5.‌ ‌Click‌ ‌‌Save‌‌ ‌and‌ ‌then‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 
‌ 

Step‌ ‌2.‌‌ ‌Enable‌ ‌RemoteSIM‌ ‌for‌ ‌the‌ ‌selected‌ ‌Cellular‌ ‌interface.‌ ‌ 
‌ 

1.‌ ‌Go‌ ‌to‌ ‌‌Network‌ ‌(top‌ ‌navigation‌ ‌bar),‌ ‌then‌ ‌‌WAN‌ ‌(left‌ ‌navigation‌ ‌bar)‌ ‌and‌‌click‌‌‌Details‌‌for‌‌a‌‌                                 
selected‌ ‌‌cellular‌ ‌WAN.‌ ‌This‌ ‌will‌ ‌open‌ ‌the‌ ‌WAN‌ ‌Connection‌ ‌Settings‌ ‌page.‌                   

‌ 
2.‌ ‌Scroll‌ ‌down‌ ‌to‌ ‌‌Cellular‌ ‌settings‌.‌ ‌ 
3.‌ ‌In‌ ‌the‌ ‌‌SIM‌ ‌Card‌‌ ‌section,‌ ‌select‌ ‌‌Use‌ ‌Remote‌ ‌SIM‌ ‌Only‌.‌ ‌ 

‌ 
4.‌‌Enter‌‌configuration‌‌settings‌‌in‌‌‌Remote‌‌SIM‌‌Settings‌‌section.‌‌Click‌‌on‌‌Scan‌‌nearby‌‌remote‌‌                           
SIM‌ ‌server‌ ‌to‌ ‌show‌ ‌the‌ ‌serial‌ ‌number(s)‌ ‌of‌ ‌the‌ ‌connected‌ ‌SIM‌ ‌Injector(s).‌ ‌Available‌‌                         
configuration‌ ‌options‌ ‌for‌ ‌cellular‌ ‌interface‌ ‌are‌ ‌shown‌ ‌below:‌ ‌ 
‌ 

‌ 

‌ 
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‌ 
A. Defining‌ ‌SIM‌ ‌Injector(s)‌‌ ‌  

-‌ ‌Format:‌ ‌<S/N>‌ ‌ 
-‌ ‌Example‌ ‌1:‌ ‌1111-2222-3333‌ ‌ 
-‌ ‌Example‌ ‌2:‌ ‌1111-2222-3333‌ ‌4444-5555-6666‌ ‌ 

‌ 
B. Defining‌ ‌SIM‌ ‌Injector(s)‌ ‌SIM‌ ‌slot(s):‌ ‌ 

-‌ ‌Format:‌ ‌<S/N:slot‌ ‌number>‌ ‌ 
-‌ ‌Example‌ ‌1:‌ ‌1111-2222-3333:7,5‌ ‌(the‌ ‌Cellular‌ ‌Interface‌ ‌will‌ ‌use‌ ‌SIM‌ ‌in‌ ‌slot‌ ‌7,‌ ‌then‌ ‌5)‌ ‌ 
-‌‌Example‌‌2:‌‌1111-2222-3333:1,2‌‌1111-2222-3333:3,4‌‌(the‌‌cellular‌‌Interface‌‌will‌‌use‌‌SIM‌‌                     
in‌‌slot‌‌1,‌‌then‌‌in‌‌2‌‌from‌‌the‌‌first‌‌SIM‌‌Injector,‌‌and‌‌then‌‌it‌‌will‌‌use‌‌3‌‌and‌‌4‌‌from‌‌the‌‌second‌‌                                           
SIM‌ ‌Injector).‌ ‌ 

‌ 
Note:‌ ‌It‌ ‌is‌ ‌recommended‌ ‌to‌ ‌use‌ ‌different‌ ‌SIM‌ ‌slots‌ ‌for‌ ‌each‌ ‌cellular‌ ‌interface.‌ ‌ 
‌ 

5.‌ ‌Click‌ ‌‌Save‌‌ ‌and‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 
‌ 

Step‌ ‌3.‌‌ ‌(Optional)‌ ‌Custom‌ ‌SIM‌ ‌cards‌ ‌settings.‌ ‌ 
‌ 

1a.‌ ‌For‌ ‌a‌ ‌Balance‌ ‌router,‌ ‌go‌ ‌to‌ ‌the‌ ‌‌Network‌‌ ‌(Top‌ ‌tab).‌ ‌ 
1b.‌ ‌For‌ ‌a‌ ‌MAX‌ ‌router,‌ ‌go‌ ‌to‌ ‌the‌ ‌‌Advanced‌‌ ‌(Top‌ ‌tab).‌ ‌ 
2.‌ ‌Under‌ ‌‌Misc.‌ ‌settings‌ ‌‌(Left-side‌ ‌tab)‌ ‌find‌ ‌‌Remote‌ ‌SIM‌ ‌Management‌.‌ ‌ 
3.‌‌Click‌‌on‌‌the‌‌‌Add‌‌Remote‌‌SIM‌‌button,‌‌fill‌‌in‌‌all‌‌the‌‌required‌‌info‌‌and‌‌click‌‌‌Save‌.‌‌This‌‌section‌‌                                     
allows‌ ‌defining‌ ‌custom‌ ‌requirements‌ ‌for‌ ‌a‌ ‌SIM‌ ‌card‌ ‌located‌ ‌in‌ ‌a‌ ‌certain‌ ‌SIM‌ ‌slot:‌ ‌ 

- Enable/Disable‌ ‌roaming‌ ‌(by‌ ‌default‌ ‌roaming‌ ‌is‌ ‌disabled).‌ ‌ 
- Add‌ ‌Custom‌ ‌mobile‌ ‌operator‌ ‌settings‌ ‌(APN,‌ ‌user‌ ‌name,‌ ‌password).‌ ‌ 

4.‌ ‌Repeat‌ ‌configuration‌ ‌for‌ ‌all‌ ‌SIM‌ ‌cards‌ ‌which‌ ‌need‌ ‌custom‌ ‌settings.‌ ‌ 
5.‌ ‌Click‌ ‌‌Apply‌ ‌Changes‌‌ ‌to‌ ‌take‌ ‌effect.‌ ‌ 

‌ 
‌ 

Scenario‌ ‌2:‌ ‌SIM‌‌Injector‌ ‌in‌ ‌WAN‌‌of‌‌main‌‌Router‌‌and‌‌multiple‌‌Cellular‌‌                       
Routers‌‌ 

‌ 

‌ 
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‌ 

Setup‌ ‌topology‌ ‌ 

‌ 

In‌ ‌this‌ ‌scenario,‌ ‌each‌ ‌HD‌ ‌Dome‌ ‌creates‌ ‌a‌ ‌WAN‌ ‌connection‌ ‌to‌ ‌the‌ ‌main‌ ‌router.‌ ‌A‌ ‌single‌‌SIM‌‌                                 
Injector‌ ‌is‌ ‌used‌ ‌to‌‌provide‌‌SIM‌‌cards‌‌for‌‌each‌‌HD‌‌Dome.‌‌The‌‌HD‌‌Dome‌‌can‌‌be‌‌replaced‌‌with‌‌                                   
any‌ ‌Peplink‌ ‌cellular‌ ‌router‌ ‌supporting‌ ‌RemoteSIM‌ ‌technology.‌‌ ‌  
‌ 

This‌‌scenario‌‌requires‌‌the‌‌completion‌‌of‌‌the‌‌configuration‌‌steps‌‌shown‌‌in‌‌Scenario‌‌1‌‌in‌‌                           
addition‌ ‌to‌ ‌the‌ ‌configuration‌ ‌steps‌ ‌explained‌ ‌below.‌ ‌ 

‌ 

Additional‌ ‌configurations‌ ‌for‌ ‌Cellular‌ ‌Routers‌ ‌ 
‌ 

Step‌ ‌1.‌‌ ‌Disable‌ ‌the‌ ‌DHCP‌ ‌server.‌ ‌ 
‌ 

- HD‌ ‌Dome‌ ‌1‌ ‌should‌ ‌act‌ ‌as‌ ‌a‌ ‌DHCP‌ ‌server.‌ ‌ 
- HD‌ ‌Dome‌ ‌2‌ ‌should‌ ‌be‌ ‌configured‌ ‌to‌ ‌have‌ ‌a‌ ‌static‌ ‌IP‌ ‌address‌ ‌with‌ ‌DHCP‌ ‌disabled.‌ ‌ 
- Both‌ ‌routers‌ ‌should‌ ‌be‌ ‌in‌ ‌the‌ ‌same‌ ‌subnet‌ ‌(e.g.‌ ‌192.168.50.1‌ ‌and‌ ‌192.168.50.2).‌ ‌ 

‌ 
‌ 

1.‌ ‌Go‌ ‌to‌ ‌‌Network‌ ‌(Top‌ ‌tab),‌ ‌then‌ ‌‌Network‌ ‌Settings‌ ‌(Left-side‌ ‌tab),‌ ‌and‌ ‌click‌ ‌on‌ ‌‌Untagged‌‌                             
LAN‌.‌ ‌This‌ ‌will‌ ‌open‌ ‌up‌ ‌the‌ ‌LAN‌ ‌settings‌ ‌page.‌ ‌ 
2.‌ ‌Change‌ ‌the‌ ‌IP‌ ‌address‌ ‌to‌ ‌192.168.50.2.‌ ‌ 
3.‌ ‌In‌ ‌the‌ ‌‌DHCP‌ ‌Server‌‌ ‌section,‌ ‌uncheck‌ ‌the‌ ‌checkbox‌ ‌to‌ ‌disable‌ ‌DHCP‌ ‌Server.‌ ‌ 
4.‌ ‌Click‌ ‌‌Save‌‌ ‌and‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 
‌ 

‌ 

‌ 
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‌ 
Step‌ ‌2.‌‌ ‌Ethernet‌ ‌port‌ ‌configuration‌ ‌ 
‌ 

The‌‌Ethernet‌‌port‌‌must‌‌be‌‌set‌‌to‌‌‌ACCESS‌‌mode‌‌for‌‌each‌‌HD‌‌Dome.‌‌To‌‌do‌‌this,‌‌dummy‌‌VLANs‌‌                                   
need‌ ‌to‌ ‌be‌ ‌created‌ ‌first.‌ ‌ 
‌ 

1. Go‌‌to‌‌‌Network‌‌(Top‌‌tab),‌‌then‌‌‌Network‌‌Settings‌‌(Left-side‌‌tab),‌‌and‌‌click‌‌on‌‌‌New‌‌LAN‌.‌‌                             
This‌ ‌will‌ ‌open‌ ‌the‌ ‌settings‌ ‌page‌ ‌to‌ ‌create‌ ‌a‌ ‌dummy‌ ‌VLAN.‌ ‌ 

2. The‌ ‌image‌ ‌below‌ ‌shows‌ ‌the‌ ‌values‌ ‌that‌ ‌need‌ ‌to‌ ‌be‌ ‌changed‌ ‌to‌ ‌create‌ ‌a‌ ‌new‌ ‌VLAN:‌ 

‌ 
‌ 

Note‌:‌ ‌set‌ ‌different‌ ‌IP‌ ‌addresses‌ ‌for‌ ‌each‌ ‌HD‌ ‌dome‌ ‌(e.g.‌ ‌192.168.10.1‌ ‌and‌ ‌192.168.10.2).‌ ‌ 
‌ 

3. Click‌ ‌Save‌ ‌and‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 
4. Go‌ ‌to‌ ‌‌Network‌‌ ‌(Top‌ ‌tab),‌ ‌then‌ ‌‌Port‌ ‌Settings‌‌ ‌(Left-side‌ ‌tab).‌ ‌ 
5. Set‌ ‌the‌ ‌Port‌ ‌Type‌ ‌to‌ ‌‌Access‌‌ ‌and‌ ‌set‌ ‌VLAN‌ ‌to‌ ‌‌Untagged‌ ‌LAN‌‌ ‌(see‌ ‌picture‌ ‌below).‌ ‌ 

‌ 
6. Click‌ ‌‌Save‌‌ ‌and‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 

‌ 

Configuration‌ ‌requirements‌ ‌for‌ ‌the‌ ‌main‌ ‌Router‌ ‌ 
‌ 

‌ 

‌ 
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‌ 
Requirements‌ ‌for‌ ‌the‌ ‌main‌ ‌router‌ ‌are:‌ ‌ 

- Configure‌ ‌‌WAN‌ ‌1‌‌ ‌as‌ ‌a‌ ‌DHCP‌ ‌client.‌ ‌ 
- WAN‌ ‌1‌‌ ‌will‌ ‌automatically‌ ‌get‌ ‌the‌ ‌Gateway‌ ‌IP‌ ‌address‌ ‌from‌ ‌HD‌ ‌Dome‌ ‌1.‌ ‌ 
- Configure‌ ‌‌WAN‌ ‌2‌‌ ‌as‌ ‌a‌ ‌Static‌ ‌IP‌ ‌and‌ ‌set‌ ‌it‌ ‌to‌ ‌192.168.50.12.‌ ‌ 
- Configure‌ ‌‌WAN‌ ‌2‌‌ ‌Gateway‌ ‌to‌ ‌192.168.50.2.‌ ‌Same‌ ‌as‌ ‌the‌ ‌HD‌ ‌Dome‌ ‌2’s‌ ‌IP‌ ‌address.‌ ‌ 

‌   

‌ 

‌ 
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‌ 

Scenario‌ ‌3:‌ ‌SIM‌‌Injector‌ ‌in‌ ‌LAN‌‌of‌ ‌main‌ ‌Router‌ ‌and‌ ‌multiple‌‌Cellular‌‌                       
Routers‌‌ 

Setup‌ ‌topology‌ ‌ 

‌ 

In‌ ‌this‌ ‌scenario,‌ ‌SIMs‌ ‌are‌‌provided‌‌to‌‌the‌‌HD‌‌Domes‌‌via‌‌the‌‌main‌‌router.‌‌In‌‌this‌‌example,‌‌the‌‌                                   
Remote‌ ‌SIM‌ ‌Proxy‌‌ ‌functionality‌ ‌needs‌ ‌to‌ ‌be‌ ‌enabled‌ ‌on‌ ‌the‌ ‌main‌ ‌router.‌ ‌ 
‌ 
‌ 
‌ 

Notes:‌‌ ‌  
- HD‌ ‌Dome‌ ‌can‌ ‌be‌ ‌replaced‌ ‌with‌ ‌any‌ ‌other‌ ‌cellular‌ ‌router‌ ‌that‌ ‌supports‌ ‌RemoteSIM.‌ ‌ 

‌ 

‌ 
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‌ 
- It‌ ‌is‌ ‌recommended‌ ‌to‌ ‌use‌ ‌Peplink‌ ‌‌Balance‌ ‌series‌‌ ‌or‌ ‌‌X‌ ‌series‌‌ ‌routers‌ ‌as‌ ‌the‌ ‌main‌ ‌router.‌ ‌ 

‌ 
This‌ ‌scenario‌ ‌requires‌ ‌the‌ ‌completion‌ ‌of‌ ‌the‌ ‌configuration‌ ‌steps‌ ‌for‌ ‌the‌ ‌cellular‌‌router‌‌                         
and‌‌the‌‌SIM‌‌Injector‌‌as‌‌in‌‌Scenario‌‌1.‌‌The‌‌configuration‌‌for‌‌the‌‌main‌‌router‌‌is‌‌explained‌‌                               
below.‌ ‌ 
‌ 

Main‌ ‌Router‌ ‌configuration‌ 
‌ 

IMPORTANT:‌ ‌Main‌ ‌router‌ ‌LAN‌ ‌side‌ ‌and‌ ‌Cellular‌ ‌Routers‌ ‌must‌ ‌be‌ ‌configured‌ ‌using‌ ‌different‌‌                         
subnets,‌ ‌e.g.‌ ‌192.168.‌50‌.1/24‌ ‌and‌ ‌192.168.‌100‌.1/24.‌ ‌ 
‌ 

Note‌:‌ ‌please‌ ‌make‌ ‌sure‌ ‌the‌ ‌Peplink‌ ‌router‌ ‌is‌ ‌running‌ ‌Firmware‌ ‌8.1.0‌ ‌or‌ ‌above.‌ ‌ 
‌ 

1.‌ ‌Open‌ ‌the‌ ‌main‌ ‌router‌ ‌WEB‌ ‌interface‌ ‌and‌ ‌change:‌ ‌ 
From‌ ‌<IP‌ ‌address>/cgi-bin/MANGA/‌index.cgi‌‌ ‌to‌ ‌<IP‌ ‌address>/cgi-bin/MANGA/‌support.cgi‌.‌‌ ‌  
‌ 

This‌ ‌will‌ ‌open‌ ‌the‌ ‌support.cgi‌ ‌page.‌ ‌ 

‌ 
‌ 

2.‌‌Scroll‌‌down‌‌to‌‌find‌‌‌Remote‌‌SIM‌‌Proxy‌‌and‌‌click‌‌on‌‌‌[click‌‌to‌‌configure]‌‌that‌‌is‌‌located‌‌next‌‌                                   
to‌ ‌it.‌ ‌ 
3.‌ ‌Check‌ ‌the‌ ‌‌Enable‌ ‌‌checkbox.‌ ‌ 
4.‌ ‌Click‌ ‌on‌ ‌‌Save‌.‌ ‌ 
5.‌ ‌Go‌ ‌back‌ ‌to‌ ‌the‌ ‌index.cgi‌ ‌page‌ ‌and‌ ‌click‌ ‌on‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 

‌   

‌ 

‌ 
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‌ 

Scenario‌ ‌4:‌ ‌SIM‌ ‌Injector‌ ‌in‌ ‌a‌ ‌remote‌ ‌location‌ ‌ 

Setup‌ ‌topology‌ ‌ 

‌ 

Requirements‌ ‌for‌ ‌installing‌ ‌a‌ ‌SIM‌ ‌Injector‌ ‌in‌ ‌a‌ ‌remote‌ ‌location:‌ ‌ 

● Cellular‌‌router‌‌communicates‌‌with‌‌the‌‌SIM‌‌Injector‌‌via‌‌UDP‌‌port‌‌50000.‌‌Therefore‌‌this‌‌                         
port‌ ‌must‌ ‌be‌ ‌reachable‌ ‌via‌ ‌public‌ ‌IP‌ ‌over‌ ‌the‌ ‌Internet.‌ ‌ 

● The‌‌one‌‌way‌‌latency‌‌between‌‌the‌‌cellular‌‌router‌‌and‌‌the‌‌SIM‌‌Injector‌‌should‌‌be‌‌‌up‌‌to‌‌                               
250‌ ‌ms.‌ ‌‌A‌ ‌higher‌ ‌latency‌ ‌may‌ ‌lead‌ ‌to‌ ‌stability‌ ‌issues.‌ ‌ 

● The‌‌cellular‌‌router‌‌must‌‌have‌‌Internet‌‌connection‌‌to‌‌connect‌‌to‌‌the‌‌SIM‌‌Injector.‌‌It‌‌can‌‌                             
be‌‌another‌‌Internet‌‌connection‌‌via‌‌Ethernet‌‌or‌‌Fiber‌‌if‌‌possible,‌‌or‌‌a‌‌secondary‌‌cellular‌‌                           
interface‌ ‌with‌ ‌a‌ ‌local‌ ‌SIM‌ ‌(Ignite‌ ‌SIM).‌ ‌ 

● Due‌‌to‌‌its‌‌high‌‌latency,‌‌it‌‌is‌‌not‌‌recommended‌‌to‌‌use‌‌satellite‌‌WAN‌‌for‌‌connecting‌‌to‌‌a‌‌                                 
SIM‌ ‌Injector‌ ‌in‌ ‌remote‌ ‌locations.‌ ‌ 

SIM‌ ‌Injector‌ ‌configuration‌ ‌is‌ ‌the‌ ‌same‌ ‌as‌ ‌in‌ ‌Scenario‌ ‌1.‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

Cellular‌ ‌Router‌ ‌configuration‌ ‌ 
‌ 

‌ 

‌ 
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‌ 
Step‌ ‌1.‌‌ ‌Enable‌ ‌the‌ ‌SIM‌ ‌Injector‌ ‌communication‌ ‌protocol.‌ ‌ 
‌ 

1a.‌ ‌For‌ ‌a‌ ‌Balance‌ ‌cellular‌ ‌router,‌ ‌go‌ ‌to‌ ‌the‌ ‌‌Network‌‌ ‌(Top‌ ‌tab).‌ ‌ 
1b.‌ ‌For‌ ‌a‌ ‌MAX‌ ‌cellular‌ ‌router,‌ ‌go‌ ‌to‌ ‌the‌ ‌‌Advanced‌‌ ‌(Top‌ ‌tab).‌ ‌ 
2.‌ ‌Under‌ ‌‌Misc.‌ ‌settings‌ ‌‌(Left-side‌ ‌tab),‌ ‌find‌ ‌‌Remote‌ ‌SIM‌ ‌Management‌.‌ ‌ 
3.‌ ‌In‌ ‌‌Remote‌ ‌SIM‌ ‌Management‌,‌ ‌click‌ ‌on‌ ‌the‌ ‌edit‌ ‌icon‌ ‌next‌ ‌to‌ ‌‌Remote‌ ‌SIM‌ ‌is‌ ‌Disabled.‌ ‌ 
4.‌ ‌Enter‌ ‌the‌ ‌public‌ ‌IP‌ ‌of‌ ‌the‌ ‌SIM‌ ‌Injector‌ ‌and‌ ‌click‌ ‌‌Save‌‌ ‌and‌ ‌‌Apply‌ ‌Changes‌.‌ ‌ 
‌ 

‌ 

Notes:‌ ‌ 

- Do‌ ‌NOT‌ ‌check‌ ‌‌Auto‌ ‌LAN‌ ‌Discovery‌.‌ ‌ 
- Adding‌ ‌a‌ ‌SIM‌ ‌Injector‌ ‌serial‌ ‌number‌ ‌to‌ ‌the‌ ‌‌Remote‌ ‌SIM‌ ‌Host‌‌ ‌field‌ ‌is‌ ‌a‌ ‌mistake!‌ ‌ 

‌ 
Step‌ ‌2.‌‌RemoteSIM‌‌and‌‌custom‌‌SIM‌‌card‌‌settings‌‌configurations‌‌are‌‌the‌‌same‌‌as‌‌in‌‌Scenario‌‌                             
1.‌ ‌ 

‌   

‌ 

‌ 
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‌ 

How‌ ‌to‌ ‌check‌ ‌if‌ ‌a‌ ‌Pepwave‌ ‌Cellular‌ ‌Router‌ ‌supports‌ ‌Remote‌ ‌SIM‌ ‌ 
1.‌ ‌Go‌ ‌to‌ ‌‌Network‌ ‌‌(Top‌‌tab),‌‌then‌‌‌WAN‌(Left-side‌‌tab),‌‌and‌‌click‌‌‌Details‌‌on‌‌any‌‌‌cellular‌‌WAN.‌‌                                 
This‌ ‌will‌ ‌open‌ ‌the‌ ‌WAN‌ ‌Connection‌ ‌Settings‌ ‌page.‌ ‌ 
2.‌ ‌Scroll‌ ‌down‌ ‌to‌ ‌‌Cellular‌ ‌settings‌.‌ ‌ 

‌ 
If‌ ‌you‌ ‌can‌ ‌see‌ ‌the‌ ‌‌Remote‌ ‌SIM‌ ‌Settings‌‌ ‌section,‌ ‌then‌ ‌the‌ ‌cellular‌ ‌router‌ ‌supports‌ ‌RemoteSIM.‌ ‌ 

‌ 

Monitor‌ ‌the‌ ‌status‌ ‌of‌ ‌the‌ ‌Remote‌ ‌SIM‌ ‌ 

1.‌ ‌Go‌ ‌to‌ ‌‌Network‌ ‌‌(Top‌ ‌tab),‌ ‌then‌ ‌‌WAN‌ (Left-side‌ ‌tab),‌ ‌and‌ ‌click‌‌‌Details‌‌on‌‌the‌‌cellular‌‌WAN‌‌                                 
which‌ ‌was‌ ‌configured‌ ‌to‌ ‌use‌ ‌RemoteSIM.‌‌ ‌  
2.‌ ‌Check‌‌the‌‌‌WAN‌‌Connection‌‌Status‌‌section.‌‌Within‌‌the‌‌cell‌‌WAN‌‌details,‌‌there‌‌is‌‌a‌‌section‌‌                               
for‌ ‌‌Remote‌ ‌SIM‌‌ ‌(SIM‌ ‌card‌ ‌IMSI,‌ ‌SIM‌ ‌Injector‌ ‌serial‌ ‌number‌ ‌and‌ ‌SIM‌ ‌slot).‌ ‌ 

‌ 
‌   

‌ 

‌ 
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‌ 
‌ 

Appendix D. Case‌ ‌studies‌ ‌ 
MPLS‌ ‌Alternative‌ ‌ 

Our‌ ‌SpeedFusion‌ ‌enabled‌ ‌routers‌ ‌can‌ ‌be‌ ‌used‌ ‌to‌ ‌bond‌ ‌multiple‌ ‌low-cost/commodity‌ ‌Internet‌                       
connections‌‌to‌‌replace‌‌an‌‌expensive‌‌managed‌‌business‌‌Internet‌‌connection,‌‌private‌‌leased‌‌line,‌‌                       
MPLS,‌ ‌and‌ ‌frame‌ ‌relay‌ ‌without‌ ‌sacrificing‌ ‌reliability‌ ‌and‌ ‌availability.‌ ‌ ‌ ‌ 
‌ 

Below‌ ‌are‌ ‌typical‌ ‌deployments‌ ‌for‌ ‌using‌ ‌our‌ ‌Balance‌ ‌routers‌ ‌to‌ ‌replace‌ ‌expensive‌ ‌MPLS‌‌                         
connections‌ ‌with‌ ‌commodity‌ ‌connections,‌ ‌such‌ ‌as‌ ‌ADSL,‌ ‌3G,‌ ‌ and‌ ‌4G‌ ‌LTE‌ ‌links.‌ ‌ 
‌ 

Special‌ ‌features‌ ‌of‌ ‌Balance‌ ‌580:‌ ‌have‌ ‌high‌ ‌availability‌ ‌capability‌ ‌ 
Special‌‌features‌‌of‌‌Balance‌‌2500:‌‌have‌‌high‌‌availability‌‌capability‌‌and‌‌capable‌‌of‌‌connecting‌‌to‌‌                           
optical‌ ‌fiber‌ ‌based‌ ‌LAN‌ ‌through‌ ‌SFP+‌ ‌connector‌ ‌ 
‌ 

Our‌ ‌WAN-bonding‌ ‌routers‌ ‌which‌ ‌comprise‌ ‌our‌ ‌Balance‌ ‌series‌ ‌and‌ ‌MediaFast‌ ‌series‌ ‌ 
are‌ ‌capable‌ ‌of‌ ‌connecting‌ ‌multiple‌ ‌devices,‌ ‌and‌ ‌end‌ ‌users’‌ ‌networks‌ ‌to‌ ‌the‌ ‌Internet‌ ‌through‌‌                           
multiple‌ ‌Internet‌ ‌connections.‌ ‌ 
‌ 

Our‌ ‌MediaFast‌ ‌series‌ ‌routers‌ ‌have‌ ‌been‌ ‌helping‌ ‌students‌ ‌at‌ ‌many‌ ‌education‌ ‌institutions‌ ‌to‌‌                         
enjoy‌ ‌uninterrupted‌ ‌learning‌ ‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

Option‌ ‌1:‌ ‌MPLS‌ ‌Supplement‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

Affordably‌‌increase‌‌your‌‌bandwidth‌‌by‌‌adding‌‌commodity‌‌ADSL‌‌links‌‌to‌‌your‌‌MPLS‌‌connection.‌‌                         
SpeedFusion‌ ‌technology‌ ‌bonds‌ ‌all‌ ‌your‌ ‌connections‌ ‌together,‌ ‌enabling‌ ‌session-persistent,‌‌                 
user-transparent‌‌hot‌‌failover.‌‌QoS‌‌support,‌‌bandwidth‌‌control,‌‌and‌‌traffic‌‌prioritization‌‌gives‌‌you‌‌                       
total‌ ‌control‌ ‌over‌ ‌your‌ ‌network.‌ ‌ 

‌   

‌ 

‌ 
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‌ 
Option‌ ‌2:‌ ‌MPLS‌ ‌Alternative‌ ‌ 

‌ 

Achieve‌ ‌faster‌ ‌speeds‌ ‌and‌ ‌greater‌ ‌reliability‌ ‌while‌ ‌paying‌ ‌only‌ ‌20%‌ ‌of‌ ‌MPLS‌ ‌costs‌ ‌by‌‌                           
connecting‌ ‌multiple‌ ‌ADSL,‌ ‌3G,‌ ‌and‌ ‌4G‌ ‌LTE‌ ‌links.‌ ‌Choose‌ ‌a‌ ‌topology‌ ‌that‌ ‌suits‌ ‌your‌‌                           
requirements:‌‌a‌‌hub-and-spoke‌‌topology‌‌maximizes‌‌control‌‌over‌‌your‌‌network,‌‌while‌‌a‌‌meshed‌‌                       
topology‌ ‌can‌ ‌reduce‌ ‌your‌ ‌bandwidth‌ ‌overhead‌ ‌by‌ ‌enabling‌ ‌your‌‌devices‌‌to‌‌form‌‌Unbreakable‌‌                         
VPN‌ ‌connections‌ ‌directly‌ ‌with‌ ‌each‌ ‌other.‌ ‌ 

‌   

‌ 

‌ 
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‌ 
Here‌ ‌is‌ ‌an‌ ‌example‌ ‌of‌‌to‌‌supplement‌‌of‌‌existing‌‌Multi-Office‌‌MPLS‌‌network‌‌with‌‌DSL‌‌bonding‌‌                             
through‌‌SpeedFusion‌‌using‌‌a‌‌Balance‌‌580‌‌at‌‌the‌‌headquarters‌‌and‌‌Balance‌‌210/310‌‌at‌‌branch‌‌                           
offices.‌‌ ‌  

‌ 
‌ 

Environment:‌ ‌ 
- This‌ ‌organization‌ ‌has‌ ‌one‌ ‌head‌ ‌office‌ ‌with‌ ‌two‌ ‌branch‌ ‌offices,‌ ‌with‌ ‌most‌ ‌of‌ ‌the‌ ‌crucial‌‌                             

information‌ ‌stored‌ ‌in‌ ‌a‌ ‌server‌ ‌room‌ ‌at‌ ‌the‌ ‌head‌ ‌office.‌ ‌ 
- They‌ ‌are‌ ‌connecting‌ ‌the‌ ‌offices‌ ‌together‌ ‌using‌ ‌a‌ ‌managed‌ ‌MPLS‌ ‌Solution.‌ ‌However,‌ ‌the‌‌                         

MPLS‌ ‌Network‌ ‌is‌ ‌operating‌ ‌at‌ ‌capacity‌ ‌and‌ ‌upgrading‌ ‌the‌ ‌links‌ ‌is‌ ‌cost‌ ‌prohibitive.‌ ‌ 
- As‌ ‌the‌ ‌organization‌ ‌grows,‌ ‌it‌ ‌needs‌ ‌a‌ ‌cost-efficient‌ ‌way‌ ‌to‌ ‌add‌‌more‌‌bandwidth‌‌to‌‌its‌‌wide‌‌                               

area‌ ‌network.‌ ‌ 
- Internet‌ ‌access‌‌at‌‌the‌‌remote‌‌sites‌‌is‌‌sent‌‌via‌‌a‌‌web‌‌proxy‌‌at‌‌head‌‌office‌‌for‌‌corporate‌‌web‌‌                                   

filtering‌ ‌compliance.‌ ‌ 
‌ 

Requirement:‌ ‌ 
- User‌ ‌sessions‌ ‌need‌ ‌to‌ ‌remain‌ ‌uninterrupted‌ ‌ 
- More‌ ‌bandwidth‌ ‌is‌ ‌required‌ ‌at‌ ‌the‌ ‌head‌ ‌office‌ ‌location‌ ‌for‌ ‌direct‌ ‌internet‌ ‌access.‌ ‌ 

‌ 

Recommended‌ ‌Solution:‌ ‌ 
- Form‌ ‌a‌ ‌SpeedFusion‌ ‌tunnel‌ ‌between‌ ‌the‌‌branch‌‌offices‌‌and‌‌head‌‌office‌‌to‌‌bond‌‌the‌‌MPLS‌‌                             

and‌ ‌additional‌ ‌DSL‌ ‌lines.‌ ‌ 
- SpeedFusion‌ ‌allows‌ ‌for‌ ‌hot‌ ‌failover,‌ ‌maintaining‌ ‌a‌ ‌persistent‌ ‌session‌ ‌while‌ ‌switching‌‌                     

connections.‌ ‌ 
- The‌ ‌DSLs‌ ‌at‌ ‌head‌ ‌office‌ ‌can‌ ‌be‌ ‌used‌ ‌for‌ ‌direct‌ ‌internet‌ ‌access‌ ‌providing‌ ‌lots‌ ‌of‌ ‌cheap‌‌                               

internet‌ ‌bandwidth.‌ ‌ 
- Head‌‌office‌‌can‌‌use‌‌outbound‌‌policies‌‌to‌‌send‌‌internet‌‌traffic‌‌out‌‌over‌‌the‌‌DSLs‌‌and‌‌only‌‌use‌‌                                 

the‌ ‌MPLS‌ ‌connection‌ ‌for‌ ‌speedfusion,‌ ‌freeing‌ ‌up‌ ‌bandwidth.‌ ‌ 

‌ 

‌ 
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‌ 
‌ 

Devices‌ ‌Deployed‌:‌ ‌Balance‌ ‌210,‌ ‌Balance‌ ‌310,‌ ‌Balance‌ ‌580‌ ‌ 

‌ 

Harrington‌ ‌Industrial‌ ‌Plastics‌ ‌ 

‌ 
Overview‌ ‌ 
‌ 

Harrington‌ ‌Plastics,‌ ‌the‌ ‌US’s‌ ‌largest‌ ‌industrial‌ ‌plastics‌ ‌distributor,‌ ‌was‌ ‌looking‌ ‌to‌ ‌upgrade‌ ‌its‌‌                         
network‌ ‌equipment.‌ ‌Harrington’s‌ ‌team‌ ‌came‌ ‌across‌ ‌Peplink‌ ‌and‌ ‌started‌ ‌thinking‌‌about‌‌MPLS‌‌                       
alternatives.‌ ‌By‌‌choosing‌‌Peplink,‌‌they‌‌saved‌‌a‌‌fortune‌‌on‌‌upgrades‌‌and‌‌ended‌‌up‌‌with‌‌yearly‌‌                             
savings‌ ‌of‌ ‌up‌ ‌to‌ ‌$100,000.‌ ‌ 
‌ 

Requirements‌ ‌ 
- Zero‌ ‌network‌ ‌outages‌ ‌ 
- Flexible‌ ‌resilience‌ ‌options‌ ‌ 
- Cost-effective‌ ‌solution‌ ‌ 
‌ 

Solution‌ ‌ 
- Peplink‌ ‌Balance‌ ‌1350‌ ‌ 
- Peplink‌ ‌Balance‌ ‌380‌ ‌ 
- Unbreakable‌ ‌VPN‌ ‌ 

‌ 
Benefits‌ ‌ 

‌ 
- Extreme‌ ‌savings‌ ‌of‌ ‌$100,000‌ ‌per‌ ‌year‌ ‌ 

‌ 

‌ 

‌ 
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‌ 
- 4x‌ ‌the‌ ‌bandwidth‌ ‌ 
- Seamless‌ ‌hardware‌ ‌failover‌ ‌ 
- Highly‌ ‌available‌ ‌network‌ ‌due‌ ‌to‌ ‌WAN‌ ‌diversity‌ ‌ 
- Highly‌ ‌cost-effective‌ ‌compared‌ ‌to‌ ‌competing‌ ‌solutions‌ ‌ 
- Easy‌ ‌resilience‌ ‌achieved‌ ‌by‌ ‌adding‌ ‌4G‌ ‌USB‌ ‌modems‌ ‌ 

‌ 
Time‌ ‌For‌ ‌An‌ ‌Upgrade‌ ‌ 
‌ 

Harrington‌‌Industrial‌‌Plastics‌‌decided‌‌it‌‌was‌‌time‌‌to‌‌upgrade‌‌its‌‌network‌‌equipment.‌‌Its‌‌existing‌‌                           
solution‌ ‌used‌ ‌redundant‌ ‌MPLS‌ ‌for‌ ‌site-to-site‌ ‌traffic‌ ‌and‌ ‌broadband‌ ‌connections‌ ‌for‌ ‌Internet‌                       
access.‌ ‌Harrington‌ ‌is‌ ‌the‌ ‌US’s‌ ‌largest‌ ‌distributor‌ ‌of‌ ‌industrial‌ ‌plastics‌ ‌piping,‌ ‌serving‌ ‌all‌‌                         
industries‌ ‌with‌ ‌corrosive‌ ‌and‌‌high-purity‌‌applications.‌‌It‌‌requires‌‌peak‌‌performance‌‌at‌‌all‌‌times‌‌                         
in‌ ‌order‌ ‌to‌ ‌serve‌ ‌its‌ ‌large‌ ‌customer‌ ‌base‌ ‌and‌ ‌43‌ ‌busy‌ ‌branches.‌ ‌ 

‌ 
Quick‌ ‌Deployment‌ ‌and‌ ‌Unbreakable‌ ‌Connectivity‌ ‌ 
‌ 

In‌‌evaluating‌‌an‌‌upgrade‌‌to‌‌its‌‌network‌‌infrastructure,‌‌it‌‌was‌‌only‌‌natural‌‌that‌‌Harrington‌‌settled‌‌                             
on‌ ‌the‌ ‌best‌ ‌in‌ ‌the‌ ‌industry‌ ‌—‌ ‌Peplink.‌ ‌Peplink‌ ‌partner‌ ‌Frontier‌ ‌Computer‌ ‌Corporation‌ ‌was‌‌                           
chosen‌ ‌to‌‌help‌‌design‌‌and‌‌deploy‌‌the‌‌solution.‌‌Since‌‌Peplink‌‌gear‌‌is‌‌so‌‌easy‌‌to‌‌configure‌‌and‌‌                                 
install,‌‌Harrington‌‌was‌‌able‌‌to‌‌design,‌‌prototype‌‌and‌‌roll‌‌out‌‌the‌‌entire‌‌solution‌‌to‌‌the‌‌corporate‌‌                               
headquarters‌ ‌and‌ ‌all‌ ‌43‌ ‌branches‌ ‌within‌ ‌just‌ ‌one‌ ‌year.‌ ‌ 
‌ 

 

‌ 

‌ 
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‌ 

‌ 
The‌‌corporate‌‌office‌‌houses‌‌a‌‌pair‌‌of‌‌redundant‌‌Balance‌‌1350s‌‌for‌‌hardware‌‌resilience.‌‌Served‌‌                           
by‌ ‌4‌ ‌separate‌ ‌links‌ ‌from‌ ‌multiple‌ ‌service‌ ‌providers,‌ ‌the‌ ‌network’s‌ ‌chance‌ ‌of‌ ‌an‌ ‌outage‌ ‌is‌‌                             
practically‌ ‌zero.‌ ‌All‌ ‌43‌ ‌branches‌ ‌are‌ ‌now‌ ‌equipped‌ ‌with‌ ‌a‌ ‌fleet‌ ‌of‌ ‌Balance‌ ‌380s,‌ ‌bonding‌ ‌a‌‌                               
combination‌ ‌of‌‌DSL,‌‌cable‌‌and‌‌fiber-optic‌‌links‌‌together‌‌with‌‌an‌‌additional‌‌4G‌‌USB‌‌modem‌‌for‌‌                             
added‌ ‌resilience.‌ ‌These‌ ‌work‌ ‌together‌ ‌to‌ ‌create‌ ‌an‌ ‌Unbreakable‌ ‌VPN‌ ‌connection‌ ‌to‌ ‌the‌‌                         
Balance‌ ‌1350s‌ ‌at‌ ‌the‌ ‌corporate‌ ‌office,‌ ‌connecting‌ ‌the‌ ‌final‌ ‌dot.‌ ‌ 

‌ 
‌ 
‌ 
‌ 
‌ 
‌ 

Dependable,‌ ‌Resilient‌ ‌Networking‌ ‌that’s‌ ‌also‌ ‌Very‌ ‌Budget-friendly‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 

Harrington‌ ‌Industrial‌ ‌Plastics‌ ‌couldn’t‌ ‌be‌ ‌happier.‌‌They‌‌now‌‌benefit‌‌from‌‌an‌‌extremely‌‌reliable‌‌                         
and‌‌cost-effective‌‌network.‌‌Supplying‌‌additional‌‌resilience‌‌is‌‌as‌‌easy‌‌as‌‌plugging‌‌in‌‌a‌‌4G‌‌USB‌‌                             
modem.‌‌Where‌‌the‌‌MPLS‌‌768kb‌‌deployed‌‌previously‌‌had‌‌cost‌‌them‌‌$192000‌‌a‌‌year‌‌for‌‌all‌‌40‌‌                               
sites,‌ ‌their‌ ‌new‌ ‌solution‌ ‌is‌ ‌now‌ ‌only‌ ‌costing‌ ‌them‌ ‌$92000.‌ ‌Their‌ ‌total‌ ‌bandwidth‌ ‌has‌ ‌been‌‌                             
bumped‌ ‌from‌ ‌36‌ ‌Mbps‌ ‌to‌ ‌138‌ ‌Mbps.‌ ‌ 
‌ 

PLUSS‌ ‌ 
Peplink‌ ‌+‌ ‌Citrix‌ ‌+‌ ‌VoIP‌ ‌Adds‌ ‌Up‌ ‌to‌ ‌Fast,‌ ‌Cost-Effective‌ ‌WAN‌ ‌for‌ ‌Pluss‌ ‌ 
‌ 

‌ 
‌ 

A‌ ‌Peplink‌ ‌customer‌ ‌since‌ ‌2006,‌ ‌Pluss‌ ‌is‌ ‌a‌ ‌social‌ ‌enterprise‌ ‌that‌ ‌each‌ ‌year‌ ‌makes‌ ‌gainful‌‌                             
employment‌ ‌a‌ ‌reality‌ ‌for‌ ‌more‌ ‌than‌ ‌5000‌ ‌disabled‌ ‌and‌ ‌disadvantaged‌ ‌UK‌ ‌citizens.‌ ‌With‌ ‌37‌‌                           
locations‌ ‌and‌ ‌300+‌‌active‌‌users,‌‌Pluss‌‌makes‌‌heavy‌‌use‌‌of‌‌its‌‌WAN‌‌infrastructure,‌‌which‌‌until‌‌                             
recently‌ ‌was‌ ‌built‌ ‌on‌ ‌managed‌ ‌MPLS‌ ‌lines.‌ ‌ 
‌ 

Hoping‌ ‌to‌‌cut‌‌expenses‌‌and,‌‌if‌‌possible,‌‌boost‌‌performance‌‌at‌‌the‌‌same‌‌time,‌‌Steve‌‌Taylor,‌‌IT‌‌                               
Manager‌ ‌at‌ ‌Pluss,‌ ‌set‌ ‌out‌ ‌to‌ ‌find‌ ‌a‌ ‌solution‌ ‌that‌ ‌would‌ ‌allow‌ ‌Pluss‌ ‌to‌ ‌replace‌ ‌costly‌ ‌MPLS‌‌                                 
service‌ ‌with‌ ‌a‌ ‌commodity‌ ‌alternative,‌ ‌such‌ ‌as‌ ‌DSL‌ ‌or‌ ‌EFM.‌ ‌ 
‌ 

Steve‌ ‌found‌ ‌the‌ ‌solution‌ ‌Pluss‌ ‌needed‌ ‌in‌ ‌Peplink‌ ‌products,‌ ‌especially‌ ‌the‌ ‌Balance‌ ‌series‌ ‌of‌‌                           

‌ 

‌ 
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‌ 
high-performance‌ ‌enterprise‌ ‌routers‌ ‌and‌ ‌SpeedFusion‌ ‌bonding‌‌technology.‌‌Pluss‌‌now‌‌powers‌‌                   
its‌ ‌entire‌ ‌WAN‌ ‌infrastructure‌ ‌with‌ ‌simple-to-install,‌ ‌highly‌ ‌reliable,‌ ‌and‌ ‌cost-effective‌ ‌Peplink‌‌                     
gear,‌‌which‌‌allows‌‌it‌‌to‌‌aggregate‌‌DSL‌‌and‌‌other‌‌commodity‌‌connections‌‌and‌‌replace‌‌expensive‌‌                           
leased‌ ‌lines.‌ ‌ 

‌ 

‌ 

Colégio‌ ‌Next‌ ‌-‌ ‌Enabling‌ ‌eLearning‌ ‌ 

‌ 
‌ 

Colégio‌ ‌Next,‌ ‌a‌ ‌recognized‌ ‌Apple‌ ‌Distinguished‌ ‌School‌ ‌-‌ ‌deploys‌ ‌over‌ ‌500‌ ‌iPads‌ ‌to‌ ‌its‌ ‌600‌‌                             
students‌ ‌as‌ ‌a‌ ‌teaching‌ ‌and‌ ‌learning‌ ‌tool.‌ ‌ 
‌ 

Despite‌ ‌being‌‌equipped‌‌with‌‌iPads,‌‌teachers‌‌and‌‌students‌‌alike‌‌were‌‌not‌‌making‌‌use‌‌of‌‌them.‌‌                             
The‌‌reason‌‌for‌‌this‌‌was‌‌because‌‌of‌‌the‌‌slow‌‌network‌‌access‌‌speeds.‌‌Apps‌‌would‌‌not‌‌download‌‌                               

‌ 

‌ 
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‌ 
and‌ ‌course‌ ‌contents‌ ‌were‌‌inaccessible.‌‌Often,‌‌having‌‌more‌‌than‌‌a‌‌couple‌‌students‌‌connected‌‌                         
to‌ ‌the‌ ‌same‌ ‌Wi-Fi‌ ‌access‌ ‌point‌ ‌was‌ ‌enough‌ ‌to‌ ‌bring‌ ‌it‌ ‌to‌ ‌its‌ ‌knees.‌ ‌ 
‌ 

Colégio‌ ‌Next‌ ‌needed‌ ‌a‌ ‌unique‌ ‌solution,‌ ‌so‌ ‌they‌ ‌contacted‌ ‌Peplink.‌ 
‌ 

Requirements‌ ‌ 
- Solve‌ ‌network‌ ‌congestion‌ ‌problem‌ ‌caused‌ ‌by‌ ‌600‌ ‌students‌ ‌over‌ ‌rural‌ ‌Internet‌ ‌connections‌ ‌ 
- Wi-Fi‌ ‌that‌ ‌can‌ ‌handle‌ ‌50+‌ ‌users‌ ‌per‌ ‌classroom‌ ‌ 
- An‌ ‌affordable‌ ‌network‌ ‌infrastructure‌ ‌that‌ ‌can‌ ‌provide‌ ‌simultaneous‌ ‌access‌ ‌to‌ ‌media-rich‌‌                     

educational‌ ‌content‌ ‌ 
‌ 

Solution‌ ‌ 
- Peplink‌ ‌MediaFast‌ ‌ 
- Multi-WAN‌ ‌Content-caching‌ ‌router,‌ ‌tailor-made‌ ‌for‌ ‌Education‌ ‌networking.‌ ‌ 
- AP‌ ‌One‌ ‌300M‌ ‌ 
- Enterprise‌ ‌grade‌ ‌AP,‌ ‌5GHz‌ ‌Wi-Fi,‌ ‌up‌ ‌to‌ ‌60‌ ‌concurrent‌ ‌users.‌ ‌ 

‌ 
Benefits‌ ‌ 
- Instant,‌ ‌simultaneous‌ ‌access‌ ‌to‌ ‌media-rich‌ ‌educational‌ ‌content‌ ‌for‌ ‌500+‌ ‌iPads‌ ‌ 
- Wi-Fi‌ ‌connection‌ ‌stability‌ ‌for‌ ‌50+‌ ‌users‌ ‌per‌ ‌classroom,‌ ‌not‌ ‌achievable‌ ‌by‌ ‌other‌ ‌tested‌‌                         

equipment‌ ‌ 
- Teachers,‌ ‌students‌ ‌and‌ ‌guests‌ ‌can‌ ‌be‌ ‌assigned‌ ‌access‌ ‌priority‌ ‌to‌ ‌available‌ ‌bandwidth,‌‌                       

further‌ ‌preventing‌ ‌congestion‌ ‌ 
- iOS‌‌updates‌‌(often‌‌2GB‌‌size)‌‌no‌‌longer‌‌congest‌‌the‌‌network‌‌as‌‌they‌‌are‌‌downloaded‌‌only‌‌                             

once,‌ ‌cached‌ ‌on‌ ‌the‌ ‌MediaFast‌ ‌and‌ ‌then‌ ‌distributed‌ ‌to‌ ‌all‌ ‌iOS‌ ‌devices‌ ‌ 
‌ 

- AP‌ ‌Controller‌ ‌makes‌ ‌MAC‌ ‌Address‌ ‌Filtering‌ ‌easy.‌ ‌Students‌ ‌are‌ ‌assigned‌ ‌to‌ ‌designated‌‌                       
APs‌ ‌by‌ ‌their‌ ‌devices'‌ ‌MAC‌ ‌Address‌ ‌in‌ ‌order‌ ‌to‌ ‌prevent‌ ‌saturating‌ ‌any‌ ‌single‌ ‌AP.‌ ‌ 

- Flawless‌ ‌iPad‌ ‌AirPlay‌ ‌mirroring‌ ‌at‌ ‌all‌ ‌times‌ ‌ 
- iPads‌ ‌are‌ ‌used‌ ‌all‌ ‌day,‌ ‌reaching‌ ‌their‌ ‌full‌ ‌potential‌ ‌with‌ ‌a‌ ‌fast‌ ‌and‌‌stable‌‌network‌‌all‌‌the‌‌                                 

time‌ ‌ 
- Students‌ ‌are‌ ‌far‌ ‌more‌ ‌engaged‌ ‌and‌ ‌teachers‌ ‌rely‌ ‌on‌ ‌their‌ ‌iPads‌ ‌all‌ ‌day‌ ‌ 

‌ 

‌ 
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‌ 
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‌ 

‌   

‌ 

‌ 
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‌ 

Performance‌ ‌Optimization‌ ‌ 

Scenario‌ ‌ 

In‌ ‌this‌ ‌scenario,‌ ‌email‌ ‌and‌ ‌web‌ ‌browsing‌ ‌are‌ ‌the‌ ‌two‌ ‌main‌ ‌Internet‌ ‌services‌ ‌used‌ ‌by‌ ‌LAN‌ ‌users.‌ ‌ ‌   
The‌‌mail‌‌server‌‌is‌‌external‌‌to‌‌the‌‌network.‌‌The‌‌connections‌‌are‌‌ADSL‌‌(WAN1,‌‌with‌‌slow‌‌uplink‌‌                               
and‌ ‌fast‌ ‌downlink)‌ ‌and‌ ‌Metro‌ ‌Ethernet‌ ‌(WAN2,‌ ‌symmetric).‌ ‌ 

Solution‌ ‌ 
For‌ ‌optimal‌ ‌performance‌ ‌with‌ ‌this‌ ‌configuration,‌ ‌individually‌ ‌set‌ ‌the‌ ‌WAN‌ ‌load‌ ‌balance‌‌                       
according‌ ‌to‌ ‌the‌ ‌characteristics‌ ‌of‌ ‌each‌ ‌service.‌‌ ‌  

● Web‌ ‌browsing‌ ‌mainly‌ ‌downloads‌ ‌data;‌ ‌sending‌ ‌emails‌ ‌mainly‌ ‌consumes‌ ‌upload‌‌                   
bandwidth.‌ ‌ ‌   

● Both‌ ‌connections‌ ‌offer‌ ‌good‌ ‌download‌ ‌speeds;‌ ‌WAN2‌ ‌offers‌ ‌good‌ ‌upload‌ ‌speeds.‌ ‌ 
● Define‌ ‌WAN1‌ ‌and‌ ‌WAN2's‌ ‌inbound‌ ‌and‌ ‌outbound‌ ‌bandwidths‌ ‌to‌ ‌be‌ ‌30M/2M‌ ‌and‌‌                       

50M/50M,‌ ‌respectively.‌ ‌This‌‌will‌‌ensure‌‌that‌‌outbound‌‌traffic‌‌is‌‌more‌‌likely‌‌to‌‌be‌‌routed‌‌                           
through‌ ‌WAN2.‌ ‌ 

● For‌ ‌HTTP,‌ ‌set‌ ‌the‌ ‌weight‌ ‌to‌ ‌3:4.‌ ‌ ‌   
● For‌‌SMTP,‌‌set‌‌the‌‌weight‌‌to‌‌1:8,‌‌such‌‌that‌‌users‌‌will‌‌have‌‌a‌‌greater‌‌chance‌‌to‌‌be‌‌routed‌‌                                   

via‌ ‌WAN2‌ ‌when‌ ‌sending‌ ‌email.‌ ‌ 

‌ 

Maintaining‌ ‌the‌ ‌Same‌ ‌IP‌ ‌Address‌ ‌Throughout‌ ‌a‌ ‌Session‌ ‌ 

Scenario‌ ‌ 

Some‌‌IP‌‌address-sensitive‌‌websites‌‌(for‌‌example,‌‌Internet‌‌banking)‌‌use‌‌both‌‌client‌‌IP‌‌address‌                         
and‌ ‌cookie‌ ‌matching‌ ‌for‌ ‌session‌ ‌identification.‌ ‌Since‌ ‌load‌ ‌balancing‌ ‌uses‌ ‌different‌ ‌IP‌‌                       
addresses,‌ ‌the‌ ‌session‌ ‌is‌ ‌dropped‌ ‌when‌ ‌a‌ ‌mismatched‌ ‌IP‌ ‌is‌ ‌detected,‌ ‌resulting‌ ‌in‌ ‌frequent‌‌                           
interruptions‌ ‌while‌ ‌visiting‌ ‌such‌ ‌sites.‌ ‌ 

Solution‌ ‌ 

Make‌ ‌use‌ ‌of‌ ‌the‌ ‌persistence‌ ‌functionality‌ ‌of‌ ‌the‌ ‌Peplink‌‌Balance.‌‌With‌‌persistence‌‌configured‌‌                         
and‌ ‌the‌ ‌‌By‌ ‌Destination‌ ‌‌option‌ ‌selected,‌ ‌the‌ ‌Peplink‌ ‌Balance‌ ‌will‌ ‌use‌ ‌a‌ ‌consistent‌ ‌WAN‌‌                           
connection‌ ‌for‌ ‌source-destination‌ ‌pairs‌ ‌of‌ ‌IP‌ ‌addresses,‌ ‌preventing‌ ‌sessions‌ ‌from‌ ‌being‌‌                     
dropped.‌ ‌ 
With‌‌persistence‌‌configured‌‌and‌‌the‌‌option‌‌‌By‌‌Source‌‌‌is‌‌selected,‌‌the‌‌Peplink‌‌Balance‌‌uses‌‌a‌‌                             
consistent‌‌WAN‌‌connection‌‌for‌‌same-source‌‌IP‌‌addresses.‌‌This‌‌option‌‌offers‌‌higher‌‌application‌‌                       
compatibility‌‌but‌‌may‌‌inhibit‌‌the‌‌load‌‌balancing‌‌function‌‌unless‌‌there‌‌are‌‌many‌‌clients‌‌using‌‌the‌‌                             
Internet.‌ ‌ 

Settings‌ ‌ 

Set‌ ‌persistence‌ ‌in‌‌ ‌‌at‌‌ ‌Advanced>Outbound‌ ‌Policy‌.‌ ‌ 

‌ 

‌ 
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‌ 
Click‌ ‌‌Add‌ ‌Rule‌,‌ ‌select‌ ‌‌HTTP‌ (TCP‌ ‌port‌ ‌80)‌ ‌for‌ ‌web‌ ‌service,‌ ‌and‌ ‌select‌ ‌‌Persistence‌.‌ ‌Click‌‌                             
Save‌‌ ‌and‌ ‌then‌ ‌‌Apply‌ ‌Changes‌,‌ ‌located‌ ‌at‌ ‌the‌ ‌top‌ ‌right‌ ‌corner,‌ ‌to‌ ‌complete‌ ‌the‌ ‌process.‌ ‌ 

‌ 

‌ 

Bypassing‌ ‌the‌ ‌Firewall‌ ‌to‌ ‌Access‌ ‌Hosts‌ ‌on‌ ‌LAN‌ ‌ 

Scenario‌ ‌ 

There‌‌are‌‌times‌‌when‌‌remote‌‌access‌‌to‌‌computers‌‌on‌‌the‌‌LAN‌‌is‌‌desirable;‌‌for‌‌example,‌‌when‌‌                               
hosting‌ ‌web‌ ‌sites,‌ ‌online‌ ‌businesses,‌ ‌FTP‌ ‌download‌ ‌and‌ ‌upload‌ ‌areas,‌ ‌etc.‌ ‌In‌‌such‌‌cases,‌‌it‌‌                             
may‌‌be‌‌appropriate‌‌to‌‌create‌‌an‌‌inbound‌‌NAT‌‌mapping‌‌for‌‌the‌‌network‌‌to‌‌allow‌‌some‌‌hosts‌‌on‌‌                                 
the‌ ‌LAN‌ ‌to‌ ‌be‌ ‌accessible‌ ‌from‌ ‌outside‌ ‌of‌ ‌the‌ ‌firewall.‌ ‌ 

Solution‌ ‌ 

The‌‌web‌‌admin‌‌interface‌‌can‌‌be‌‌used‌‌to‌‌add‌‌an‌‌inbound‌‌NAT‌‌mapping‌‌to‌‌a‌‌host‌‌and‌‌to‌‌bind‌‌the‌‌                                       
host‌ ‌to‌ ‌the‌ ‌WAN‌ ‌connection(s)‌ ‌of‌ ‌your‌ ‌choice.‌ ‌To‌ ‌begin,‌ ‌navigate‌ ‌to‌ ‌‌Network>NAT‌ ‌Mappings‌.‌ ‌ 
In‌ ‌this‌ ‌example,‌ ‌the‌ ‌host‌ ‌with‌ ‌an‌ ‌IP‌ ‌address‌ ‌of‌ ‌192.168.1.102‌ ‌is‌ ‌bound‌ ‌to‌ ‌10.90.0.75‌ ‌of‌ ‌WAN1:‌ ‌ 

‌ 

‌ 

Tip‌ ‌ 

A‌‌network‌‌administrator‌‌can‌‌use‌‌the‌‌traceroute‌‌utility‌‌to‌‌manually‌‌analyze‌‌the‌‌connection‌‌path‌‌of‌‌a‌‌particular‌‌WAN‌‌                                   
connection.‌ ‌ 
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‌ 
Click‌ ‌‌Save‌‌ ‌and‌ ‌then‌ ‌‌Apply‌ ‌Changes‌,‌ ‌located‌ ‌at‌ ‌the‌ ‌top‌ ‌right‌ ‌corner,‌ ‌to‌ ‌complete‌ ‌the‌ ‌process.‌ ‌ 
‌ 

Inbound‌ ‌Access‌ ‌Restriction‌ ‌ 

Scenario‌ ‌ 

A‌ ‌firewall‌ ‌is‌ ‌required‌ ‌in‌ ‌order‌ ‌to‌ ‌protect‌ ‌the‌ ‌network‌ ‌from‌ ‌potential‌ ‌hacker‌ ‌attacks‌ ‌and‌ ‌other‌‌                               
Internet‌ ‌security‌ ‌threats.‌ ‌ ‌   

Solution‌ ‌ 

Firewall‌‌functionality‌‌is‌‌built‌‌into‌‌the‌‌Peplink‌‌Balance.‌‌By‌‌default,‌‌inbound‌‌access‌‌is‌‌unrestricted.‌‌                           
Enabling‌ ‌a‌ ‌basic‌ ‌level‌ ‌of‌ ‌protection‌ ‌involves‌ ‌setting‌ ‌up‌ ‌firewall‌ ‌rules.‌ ‌   
For‌ ‌example,‌ ‌in‌ ‌order‌ ‌to‌ ‌protect‌ ‌your‌ ‌private‌ ‌network‌ ‌from‌ ‌external‌ ‌access,‌ ‌you‌‌can‌‌set‌‌up‌‌a‌‌                                 
firewall‌ ‌rule‌ ‌between‌ ‌the‌ ‌Internet‌ ‌and‌ ‌your‌ ‌private‌ ‌network.‌ ‌To‌ ‌do‌ ‌so,‌ ‌navigate‌ ‌to‌‌                           
Network>Firewall>Access‌ ‌Rules‌.‌ ‌Then‌ ‌click‌ ‌the‌ ‌‌Add‌ ‌Rule‌ ‌‌button‌ ‌in‌ ‌the‌ ‌‌Inbound‌ ‌Firewall‌‌                       
Rules‌ ‌‌table‌ ‌and‌ ‌change‌ ‌the‌ ‌settings‌ ‌according‌ ‌to‌ ‌the‌ ‌following‌ ‌screenshot:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
After‌‌the‌‌fields‌‌have‌‌been‌‌entered‌‌as‌‌in‌‌the‌‌screenshot,‌‌click‌‌‌Save‌‌to‌‌add‌‌the‌‌rule.‌ ‌Afterwards,‌‌                                 
change‌ ‌the‌ ‌default‌ ‌inbound‌ ‌rule‌ ‌to‌ ‌‌Deny‌ ‌by‌ ‌clicking‌ ‌the‌‌‌default‌‌‌rule‌‌in‌‌the‌‌‌Inbound‌‌Firewall‌‌                               
Rules‌ ‌‌table.‌ ‌Click‌ ‌‌Apply‌ ‌Changes‌‌ ‌on‌ ‌the‌ ‌top‌ ‌right‌ ‌corner‌ ‌to‌ ‌complete‌ ‌the‌ ‌process.‌ ‌ 
‌ 

Outbound‌ ‌Access‌ ‌Restriction‌ ‌ 

Scenario‌ ‌ 

For‌‌security‌‌reasons,‌‌it‌‌may‌‌be‌‌appropriate‌‌to‌‌restrict‌‌outbound‌‌access.‌‌For‌‌example,‌‌you‌‌may‌‌                             
want‌ ‌to‌ ‌prevent‌ ‌LAN‌ ‌users‌ ‌from‌ ‌using‌ ‌ftp‌ ‌to‌ ‌transfer‌ ‌files‌ ‌to‌ ‌and‌ ‌from‌ ‌the‌ ‌Internet.‌ ‌This‌ ‌can‌‌                                   
easily‌ ‌be‌ ‌achieved‌ ‌by‌ ‌setting‌ ‌up‌ ‌an‌ ‌outbound‌ ‌firewall‌ ‌rule‌ ‌with‌ ‌the‌ ‌Peplink‌ ‌Balance.‌ ‌ 

Solution‌ ‌ 

To‌ ‌setup‌ ‌a‌ ‌firewall‌ ‌between‌ ‌the‌ ‌Internet‌‌and‌‌private‌‌network‌‌for‌‌outbound‌‌access,‌‌navigate‌‌to‌‌                             
Network>Firewall>Access‌‌Rules‌.‌‌Click‌‌the‌‌‌Add‌‌Rule‌‌‌button‌‌in‌‌the‌‌‌Outbound‌‌Firewall‌‌Rules‌‌                       
table,‌ ‌and‌ ‌then‌ ‌adjust‌ ‌settings‌ ‌according‌ ‌the‌ ‌screenshot:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
After‌‌the‌‌fields‌‌have‌‌been‌‌entered‌‌as‌‌in‌‌the‌‌screenshot,‌‌click‌‌‌Save‌‌to‌‌add‌‌the‌‌rule.‌‌Click‌‌‌Apply‌‌                                   
Changes‌‌ ‌on‌ ‌the‌ ‌top‌ ‌right‌ ‌corner‌ ‌to‌ ‌complete‌ ‌the‌ ‌process.‌ ‌ 
‌ 

‌   

‌ 

‌ 
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‌ 

Appendix E. ‌‌Overview‌ ‌of‌ ‌ports‌ ‌used‌ ‌by‌ ‌Peplink‌ ‌SD-WAN‌‌               
routers‌ ‌and‌ ‌other‌ ‌Peplink‌ ‌services‌ ‌ 

‌ 

‌ 

Default‌ ‌Port‌   
Number‌ ‌  Usage‌ ‌  Service‌ ‌  Inbound/Outbound‌ Default‌‌ 

Status‌ ‌ 
UDP‌ ‌5246‌ ‌  Data‌ ‌flow‌ ‌  InControl‌ ‌  Outbound‌ ‌  Enabled‌ ‌ 
TCP‌ ‌443‌ ‌  HTTPS‌ ‌service‌ ‌  InControl‌ ‌  Outbound‌ ‌  Enabled‌ ‌ 

TCP‌ ‌5246‌ ‌ 
Optional,‌ ‌used‌ ‌when‌     
TCP‌ ‌443‌ ‌is‌ ‌not‌       
responding‌ ‌ 

InControl‌ ‌  Outbound‌ ‌  Enabled‌ ‌ 

TCP‌ ‌5246‌ ‌  Remote‌ ‌Web‌ ‌Admin‌ ‌  InControl‌ ‌Virtual‌   
Appliance‌ ‌  Outbound‌ ‌  Enabled‌ ‌ 

TCP‌ ‌4500‌ ‌  VPN‌ ‌Data‌ ‌(TCP‌ ‌Mode)‌ PepVPN‌ ‌/‌   
SpeedFusion‌ ‌ 

Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

TCP‌ ‌32015‌ ‌  VPN‌ ‌handshake‌ ‌  PepVPN‌ ‌/‌   
SpeedFusion‌ ‌ 

Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

UDP‌ ‌4500‌ ‌  VPN‌ ‌Data‌ ‌  PepVPN‌ ‌/‌   
SpeedFusion‌ ‌ 

Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

UDP‌ ‌32015‌º‌ ‌  VPN‌ ‌Data‌ ‌(alternative)‌  PepVPN‌ ‌/‌   
SpeedFusion‌ ‌ 

Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

TCP/UDP‌‌ 
4500+N-1^‌ ‌ 

VPN‌ ‌Sub-Tunnels‌   
Data‌ ‌ 

PepVPN‌ ‌/‌   
SpeedFusion‌ ‌ 

Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

UDP‌‌ 
32015+N-1^‌ ‌ 

VPN‌ ‌Sub-Tunnels‌   
Data‌ ‌(alternative)‌ ‌ 

PepVPN‌ ‌/‌   
SpeedFusion‌ ‌ 

Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

UDP‌ ‌4500‌ ‌  VPN‌ ‌Data‌ ‌  IPsec‌ ‌  Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

UDP‌ ‌500‌ ‌  VPN‌ ‌initiation‌ ‌  IPsec‌ ‌  Inbound‌ ‌/‌   
Outbound*‌ ‌  Disabled‌ ‌ 

UDP‌ ‌500‌ ‌  L2TP‌ ‌  Remote‌ ‌User‌ ‌Access‌ Inbound‌ ‌  Disabled‌ ‌ 
UDP‌ ‌1701‌ ‌  L2TP‌ ‌  Remote‌ ‌User‌ ‌Access‌ Inbound‌ ‌  Disabled‌ ‌ 
UDP‌ ‌4500‌ ‌  L2TP‌ ‌  Remote‌ ‌User‌ ‌Access‌ Inbound‌ ‌  Disabled‌ ‌ 
UDP‌ ‌1194‌ ‌  OpenVPN‌ ‌  Remote‌ ‌User‌ ‌Access‌ Inbound‌ ‌  Disabled‌ ‌ 
IP‌ ‌47‌ ‌  PPTP‌ ‌(GRE)‌ ‌  Remote‌ ‌User‌ ‌Access‌ Inbound‌ ‌  Disabled‌ ‌ 

TCP‌ ‌2222‌ ‌  Remote‌ ‌Assistance‌   
Direct‌ ‌connection‌ ‌ 

Peplink‌‌ 
Troubleshooting‌‌ 
Assistance‌ ‌ 

Outbound‌ ‌  Enabled‌ ‌ 

TCP‌ ‌80‌ ‌  HTTP‌ ‌traffic‌ ‌  Web‌ ‌Admin‌ ‌Interface‌     Inbound‌ ‌  Enabled‌ ‌ 
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‌ 

‌ 
Disclaimer:‌‌ ‌  

● By‌ ‌default,‌ ‌only‌ ‌TCP‌ ‌32015‌ ‌and‌ ‌UDP‌ ‌4500‌ ‌are‌ ‌needed‌ ‌for‌ ‌PepVPN‌ ‌/‌ ‌SpeedFusion.‌ 
● Inbound‌ ‌/‌ ‌Outbound*‌ ‌-‌ ‌Inbound‌ ‌=‌ ‌For‌ ‌Server‌ ‌mode;‌ ‌Outbound‌ ‌=‌ ‌For‌ ‌Client‌ ‌mode‌ ‌ 
● UDP‌‌32015‌º‌ ‌-‌‌If‌‌IPsec‌‌VPN‌‌or‌‌L2TP/IPsec‌‌RUA‌‌is‌‌enabled,‌‌the‌‌UDP‌‌4500‌‌is‌‌occupied,‌‌                               

so‌ ‌PepVPN‌ ‌/‌ ‌SpeedFusion‌ ‌will‌ ‌automatically‌ ‌switch‌ ‌to‌ ‌UPD‌ ‌32015‌ ‌as‌ ‌VPN‌ ‌data‌ ‌port‌ ‌.‌ ‌ 
● UDP‌‌32015+N-1^‌‌/‌‌TCP/UDP‌‌4500+N-1^‌‌-‌‌When‌‌using‌‌Sub-Tunnels,‌‌multiple‌‌ports‌‌are‌‌                       

in‌ ‌use‌ ‌(1‌ ‌for‌ ‌each‌ ‌Sub-Tunnel‌ ‌profile).‌‌ ‌  
● The‌ ‌default‌ ‌UDP‌ ‌data‌ ‌ports‌ ‌used‌ ‌when‌ ‌using‌ ‌(N‌ ‌number‌ ‌of‌ ‌Sub-Tunnel‌ ‌profiles)‌ ‌are:‌‌                           

4500…4500+N-1,‌ ‌or‌ ‌(when‌ ‌port‌ ‌4500‌ ‌is‌ ‌in‌ ‌use‌ ‌by‌ ‌IPsec‌ ‌or‌ ‌L2TP/IPsec)‌ ‌32015…‌‌                         
32015+N-1".‌‌ ‌  

‌   

‌ 

‌ 

access‌ ‌ 

TCP‌ ‌443‌ ‌  HTTPS‌ ‌traffic‌ ‌  Web‌ ‌Admin‌ ‌Interface‌     
access‌ ‌(secure)‌ ‌  Inbound‌ ‌  Enabled‌ ‌ 

TCP‌ ‌8822‌ ‌  SSH‌ ‌  SSH‌ ‌  Inbound‌ ‌  Disabled‌ ‌ 
UDP‌ ‌161‌ ‌  SNMP‌ ‌Get‌ ‌  SNMP‌ ‌monitoring‌ ‌  Inbound‌ ‌  Disabled‌ ‌ 
UDP‌ ‌162‌ ‌  SNMP‌ ‌Trap‌ ‌  SNMP‌ ‌monitoring‌ ‌  Outbound‌ ‌  Disabled‌ ‌ 
TCP,‌ ‌UDP‌ ‌1812‌ ‌  Radius‌ ‌Authentication‌ ‌  Radius‌ ‌  Outbound‌ ‌  Disabled‌ ‌ 
TCP,‌ ‌UDP‌ ‌1813‌ ‌  Radius‌ ‌Accounting‌ ‌  Radius‌ ‌  Outbound‌ ‌  Disabled‌ ‌ 

UDP‌ ‌123‌ ‌  Network‌ ‌Time‌ ‌Protocol‌ NTP‌ ‌  Inbound‌ ‌ 
Outbound‌ ‌ 

Disabled‌ ‌ 
Enabled‌ ‌ 

TCP‌ ‌60660‌ ‌  Real-time‌‌location‌‌data‌     
in‌ ‌NMEA‌ ‌format‌ ‌  GPS‌ ‌  Outbound‌ ‌  Disabled‌ ‌ 
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Appendix F.  ‌Troubleshooting‌ ‌ 
Problem‌ ‌1‌ ‌ 
Outbound‌ ‌load‌ ‌is‌ ‌only‌ ‌distributed‌ ‌over‌ ‌one‌ ‌WAN‌ ‌connection.‌ ‌ 
Solution‌ ‌ 
Outbound‌ ‌load‌ ‌balancing‌ ‌can‌ ‌only‌ ‌be‌ ‌distribute‌ ‌traffic‌ ‌evenly‌ ‌between‌ ‌available‌ ‌WAN‌‌                       
connections‌‌if‌‌many‌‌outbound‌‌connections‌‌are‌‌made.‌‌If‌‌there‌‌is‌‌only‌‌one‌‌user‌‌on‌‌the‌‌LAN‌‌and‌‌                                 
only‌‌one‌‌download‌‌session‌‌is‌‌made‌‌from‌‌his/her‌‌browser,‌‌the‌‌WAN‌‌connections‌‌cannot‌‌be‌‌fully‌‌                             
utilized.‌ ‌ ‌   
For‌‌a‌‌single‌‌user,‌‌download‌‌management‌‌applications‌‌are‌‌recommended.‌‌The‌‌applications‌‌can‌‌                       
split‌ ‌a‌ ‌file‌ ‌into‌ ‌pieces‌ ‌and‌ ‌download‌ ‌the‌ ‌pieces‌ ‌simultaneously.‌ ‌Examples‌ ‌include:‌‌                       
DownThemAll‌ ‌(Firefox‌ ‌Extension),‌ ‌iGetter‌ ‌(Mac),‌ ‌etc.‌ ‌ 
If‌‌the‌‌outbound‌‌traffic‌‌is‌‌going‌‌across‌‌the‌‌SpeedFusion‌TM‌ ‌tunnel,‌‌(i.e.,‌‌transferring‌‌a‌‌file‌‌to‌‌a‌‌VPN‌‌                                 
peer)‌ ‌the‌ ‌bandwidth‌ ‌of‌ ‌all‌‌WAN‌‌connections‌‌will‌‌be‌‌bonded.‌‌In‌‌this‌‌case,‌‌all‌‌bandwidth‌‌will‌‌be‌‌                                 
utilized‌ ‌and‌ ‌a‌ ‌file‌ ‌will‌ ‌be‌ ‌transferred‌ ‌across‌ ‌all‌ ‌available‌ ‌WAN‌ ‌connections.‌ ‌ 
For‌ ‌additional‌ ‌details,‌ ‌please‌ ‌refer‌ ‌to‌ ‌this‌ ‌FAQ:‌‌ ‌  
https://forum.peplink.com/t/speed-test-tool-for-combined-download-speed-in-multi-wan-environ‌
ment/8457‌‌ ‌  

‌ 
Problem‌ ‌2‌ ‌ 
I‌ ‌am‌ ‌using‌ ‌a‌ ‌download‌ ‌manager‌ ‌program‌ ‌(e.g.,‌ ‌Download‌ ‌Accelerator‌ ‌Plus,‌ ‌DownThemAll,‌‌                       
etc.).‌  ‌Why‌ ‌is‌ ‌the‌ ‌download‌ ‌speed‌ ‌still‌ ‌only‌ ‌that‌ ‌of‌ ‌a‌ ‌single‌ ‌link?‌ ‌ 
Solution‌ ‌ 
First,‌ ‌check‌ ‌whether‌ ‌all‌ ‌WAN‌ ‌connections‌ ‌are‌ ‌up.‌ ‌Second,‌ ‌ensure‌ ‌your‌ ‌download‌ ‌manager‌‌                         
application‌ ‌has‌ ‌split‌ ‌the‌ ‌file‌ ‌into‌ ‌3‌ ‌parts‌ ‌or‌ ‌more.‌ ‌It‌ ‌is‌ ‌also‌ ‌possible‌ ‌that‌ ‌all‌ ‌of‌ ‌2‌ ‌or‌ ‌even‌ ‌3‌‌                                         
download‌ ‌sessions‌ ‌were‌ ‌being‌ ‌distributed‌ ‌to‌ ‌the‌ ‌same‌ ‌link‌ ‌by‌ ‌chance.‌ ‌ 
‌ 

Problem‌ ‌3‌ ‌ 
I‌‌am‌‌using‌‌some‌‌websites‌‌to‌‌look‌‌up‌‌my‌‌public‌‌IP‌‌address,‌‌e.g.,‌‌‌www.whatismyip.com‌.‌‌When‌‌I‌‌                               
press‌ ‌the‌ ‌browser's‌ ‌Refresh‌ ‌button,‌ ‌the‌ ‌server‌ ‌almost‌ ‌always‌ ‌returns‌‌the‌‌same‌‌address.‌‌Isn’t‌‌                           
the‌ ‌IP‌ ‌address‌ ‌supposed‌ ‌to‌ ‌be‌ ‌changing‌ ‌for‌ ‌every‌ ‌refresh?‌ ‌ 
Solution‌ ‌ 
The‌ ‌web‌ ‌server‌ ‌has‌ ‌enabled‌ ‌the‌ ‌‌Keep‌ ‌Alive‌ ‌function,‌ ‌which‌ ‌ensures‌ ‌that‌ ‌you‌ ‌use‌ ‌the‌‌same‌‌                               
TCP‌ ‌session‌ ‌to‌ ‌query‌ ‌the‌ ‌server.‌ ‌Try‌ ‌to‌ ‌test‌ ‌with‌ ‌a‌ ‌website‌ ‌that‌ ‌does‌ ‌not‌ ‌enable‌ ‌‌Keep‌ ‌Alive‌.‌ ‌ 
‌ 

Problem‌ ‌4‌ ‌ 
What‌ ‌can‌ ‌I‌ ‌do‌ ‌if‌ ‌I‌ ‌suspect‌ ‌a‌ ‌problem‌ ‌on‌ ‌my‌ ‌LAN‌ ‌connection?‌ ‌ 
Solution‌ ‌ 
You‌ ‌can‌ ‌test‌ ‌the‌ ‌LAN‌ ‌connection‌ ‌using‌ ‌ping.‌ ‌For‌‌example,‌‌if‌‌you‌‌are‌‌using‌‌DOS/Windows,‌‌at‌‌                               

‌ 

‌ 
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‌ 
the‌ ‌command‌ ‌prompt,‌ ‌type‌‌ping‌‌192.168.1.1.‌‌This‌‌pings‌‌the‌‌Peplink‌‌Balance‌‌device‌‌(provided‌‌                         
that‌‌Peplink‌‌Balance’s‌‌IP‌‌is‌‌192.168.1.1)‌‌to‌‌test‌‌whether‌‌the‌‌connection‌‌to‌‌the‌‌Peplink‌‌Balance‌‌                             
is‌ ‌OK.‌ ‌ 

‌ 
Problem‌ ‌5‌ ‌ 
What‌ ‌can‌ ‌I‌ ‌do‌ ‌if‌ ‌I‌ ‌suspect‌ ‌a‌ ‌problem‌ ‌on‌ ‌my‌ ‌Internet/WAN‌ ‌connection?‌ ‌ 
Solution‌ ‌ 
You‌ ‌can‌ ‌test‌ ‌the‌ ‌WAN‌ ‌connection‌ ‌using‌ ‌ping,‌ ‌as‌ ‌in‌ ‌the‌ ‌solution‌ ‌to‌‌Problem‌‌4.‌‌As‌‌we‌‌want‌‌to‌                                     
isolate‌ ‌the‌ ‌problems‌ ‌from‌ ‌the‌‌LAN,‌‌ping‌‌will‌‌be‌‌performed‌‌from‌‌the‌‌Peplink‌‌Balance.‌‌By‌‌using‌‌                               
Ping‌/‌Traceroute‌‌‌under‌‌the‌‌‌Status‌‌tab‌‌of‌‌the‌‌Peplink‌‌Balance,‌‌you‌‌may‌‌able‌‌to‌‌find‌‌the‌‌source‌                               
of‌ ‌problem.‌ ‌ 
‌ 

Problem‌ ‌6‌ ‌ 
When‌‌I‌‌upload‌‌files‌‌to‌‌a‌‌server‌‌via‌‌FTP,‌‌the‌‌transfer‌‌stalls‌‌after‌‌a‌‌few‌‌kilobytes‌‌of‌‌data‌‌are‌‌sent.‌‌                                       
What‌ ‌should‌ ‌I‌ ‌do?‌ ‌ 
Solution‌ ‌ 
The‌‌maximum‌‌transmission‌‌unit‌‌(MTU)‌‌or‌‌MSS‌‌setting‌‌may‌‌need‌‌to‌‌be‌‌adjusted.‌‌By‌‌default,‌‌the‌‌                               
MTU‌ ‌is‌ ‌set‌ ‌at‌ ‌1440.‌ ‌Choose‌ ‌‌Auto‌ ‌for‌ ‌all‌ ‌of‌‌your‌‌WAN‌‌connections.‌‌If‌‌that‌‌does‌‌not‌‌solve‌‌the‌‌                                     
problem,‌‌you‌‌can‌‌try‌‌the‌‌MTU‌‌1492‌‌if‌‌a‌‌connection‌‌is‌ ‌DSL.‌‌If‌‌problem‌‌still‌‌persists,‌‌change‌‌the‌‌                                   
size‌‌to‌‌progressive‌‌smaller‌‌values‌‌until‌‌your‌‌problem‌‌is‌‌resolved‌‌(e.g.,‌‌1462,‌‌1440,‌‌1420,‌‌1400,‌‌                             
etc).‌ ‌ 
‌ 

Additional‌ ‌troubleshooting‌ ‌resources:‌ ‌ 
Peplink‌ ‌Community‌ ‌Forums:‌ ‌‌https://forum.peplink.com/‌ ‌ 

‌   

‌ 

‌ 
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‌ 
Appendix G. ‌ 

‌ 
FCC‌ ‌Requirements‌ ‌for‌ ‌Operation‌ ‌in‌ ‌the‌ ‌United‌ ‌States‌‌ ‌  
Federal‌ ‌Communications‌ ‌Commission‌ ‌(FCC)‌ ‌Compliance‌ ‌Notice:‌‌ ‌  

‌ 
For‌ ‌Balance‌ ‌30‌ ‌Pro‌ ‌ 

‌ 
Federal‌ ‌Communication‌ ‌Commission‌ ‌Interference‌ ‌Statement‌‌ ‌  

‌ 
This‌‌equipment‌‌has‌‌been‌‌tested‌‌and‌‌found‌‌to‌‌comply‌‌with‌‌the‌‌limits‌‌for‌‌a‌‌Class‌‌A‌‌digital‌‌device,‌‌                                   
pursuant‌ ‌to‌ ‌part‌ ‌15‌ ‌of‌ ‌the‌ ‌FCC‌ ‌Rules.‌ ‌These‌ ‌limits‌ ‌are‌ ‌designed‌ ‌to‌ ‌provide‌ ‌reasonable‌‌                             
protection‌ ‌against‌ ‌harmful‌ ‌interference‌ ‌when‌ ‌the‌ ‌equipment‌ ‌is‌ ‌operated‌ ‌in‌ ‌a‌ ‌commercial‌‌                       
environment.‌ ‌This‌ ‌equipment‌ ‌generates,‌ ‌uses,‌ ‌and‌ ‌can‌ ‌radiate‌‌radio‌‌frequency‌‌energy‌‌and,‌‌if‌‌                         
not‌ ‌installed‌ ‌and‌ ‌used‌ ‌in‌ ‌accordance‌ ‌with‌ ‌the‌ ‌instruction‌ ‌manual,‌ ‌may‌ ‌cause‌ ‌harmful‌‌                         
interference‌‌to‌‌radio‌‌communications.‌‌Operation‌‌of‌‌this‌‌equipment‌‌in‌‌a‌‌residential‌‌area‌‌is‌‌likely‌                           
to‌‌cause‌‌harmful‌‌interference‌‌in‌‌which‌‌case‌‌the‌‌user‌‌will‌‌be‌‌required‌‌to‌‌correct‌‌the‌‌interference‌‌                               
at‌ ‌his‌ ‌own‌ ‌expense.‌ ‌ 
‌ 

FCC‌‌Caution‌‌Any‌‌changes‌‌or‌‌modifications‌‌not‌‌expressly‌‌approved‌‌by‌‌the‌‌party‌‌responsible‌‌for‌‌                           
compliance‌ ‌could‌ ‌void‌ ‌the‌ ‌user's‌ ‌authority‌ ‌to‌ ‌operate‌ ‌this‌ ‌equipment.‌ ‌ 
‌ 
‌ 

Radiation‌ ‌Exposure‌ ‌Statement‌ ‌:‌‌ ‌  
This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌FCC‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                         
environment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌‌installed‌‌and‌‌operated‌‌with‌‌a‌‌minimum‌‌distance‌‌of‌‌49‌‌                           
cm‌ ‌between‌ ‌the‌ ‌radiator‌ ‌and‌ ‌your‌ ‌body.‌ ‌ 
‌ 

Note‌ ‌The‌ ‌country‌ ‌code‌ ‌selection‌ ‌is‌ ‌for‌ ‌non-US‌ ‌models‌ ‌only‌ ‌and‌ ‌is‌ ‌not‌ ‌available‌ ‌to‌ ‌all‌ ‌US‌‌                                 
models.‌ ‌Per‌ ‌FCC‌ ‌regulation,‌ ‌all‌ ‌WiFi‌ ‌products‌ ‌marketed‌ ‌in‌ ‌US‌ ‌must‌ ‌fixed‌ ‌to‌ ‌US‌ ‌operation‌‌                             
channels‌ ‌only.‌ ‌ 
‌ 
‌ 

Battery‌ ‌Caution‌ ‌Statement‌‌ ‌  
Risk‌ ‌of‌ ‌explosion‌ ‌if‌ ‌the‌ ‌battery‌ ‌is‌ ‌replaced‌ ‌by‌ ‌an‌ ‌incorrect‌ ‌type.‌ ‌ 
‌ 
‌ 
‌ 

‌   

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌30‌ ‌Pro‌ ‌)‌ ‌ 

‌ 

‌ 
‌ 

 

‌ 

‌ 
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‌ 
‌ 
‌ 
‌ 
‌ 

‌ 

‌ 
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‌ 

‌ 

2.4GHz‌ ‌(‌ ‌2412‌ ‌-‌ ‌2472‌ ‌MHz‌ ‌)‌ ‌:‌ ‌19.93‌ ‌dBm‌ ‌ 
‌ 

5GHz‌ ‌(‌ ‌5150‌ ‌-‌ ‌5250‌ ‌MHz‌ ‌)‌ ‌:‌ ‌22.88‌ ‌dBm‌ ‌ 
‌ 

WWAN‌ ‌:‌ ‌Refer‌ ‌3GPP‌ ‌TS‌ ‌36.521‌ ‌-1‌ ‌(‌ ‌UE‌ ‌Power‌ ‌class‌ ‌)‌ ‌ 
‌ 

‌ 
‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌CE‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                         
environment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌a‌ ‌minimum‌ ‌distance‌ ‌of‌‌                         
20cm‌ ‌between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 

Contact‌ ‌as:‌ ‌‌https://www.peplink.com/‌ ‌ 

‌ 

‌ 
‌ 
‌ 

FCC‌ ‌Requirements‌ ‌for‌ ‌Operation‌ ‌in‌ ‌the‌ ‌United‌ ‌States‌ ‌ 
Federal‌ ‌Communications‌ ‌Commission‌ ‌(FCC)‌ ‌Compliance‌ ‌Notice:‌‌ ‌  

‌ 

‌ 

‌ 
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‌ 
For‌ ‌Balance‌ ‌one‌ ‌ 
‌ 

Federal‌ ‌Communication‌ ‌Commission‌ ‌Interference‌ ‌Statement‌ ‌ 
‌ 

This‌‌equipment‌‌has‌‌been‌‌tested‌‌and‌‌found‌‌to‌‌comply‌‌with‌‌the‌‌limits‌‌for‌‌a‌‌Class‌‌A‌‌digital‌‌device,‌‌                                   
pursuant‌ ‌to‌ ‌Part‌ ‌15‌ ‌of‌ ‌the‌ ‌FCC‌ ‌Rules.‌ ‌These‌ ‌limits‌ ‌are‌ ‌designed‌ ‌to‌ ‌provide‌ ‌reasonable‌‌                             
protection‌ ‌against‌ ‌harmful‌ ‌interference‌ ‌when‌ ‌the‌ ‌equipment‌ ‌is‌ ‌operated‌ ‌in‌ ‌a‌ ‌commercial‌‌                       
environment.‌‌This‌‌equipment‌‌generates,‌‌uses,‌‌and‌‌can‌‌radiate‌‌radio‌‌frequency‌‌energy,‌‌and‌‌if‌‌it‌‌                           
is‌ ‌not‌ ‌installed‌ ‌and‌ ‌used‌ ‌in‌ ‌accordance‌ ‌with‌ ‌the‌ ‌instruction‌ ‌manual,‌ ‌it‌ ‌may‌ ‌cause‌ ‌harmful‌‌                             
interference‌‌to‌‌radio‌‌communications.‌‌Operation‌‌of‌‌this‌‌equipment‌‌in‌‌a‌‌residential‌‌area‌‌is‌‌likely‌                           
to‌‌cause‌‌harmful‌‌interference,‌‌in‌‌which‌‌case‌‌the‌‌user‌‌will‌‌be‌‌required‌‌to‌‌correct‌‌the‌‌interference‌‌                               
at‌ ‌his‌ ‌own‌ ‌expense.‌ ‌ 
‌ 

Any‌ ‌changes‌ ‌or‌ ‌modifications‌ ‌not‌ ‌expressly‌‌approved‌‌by‌‌the‌‌party‌‌responsible‌‌for‌‌compliance‌‌                         
could‌ ‌void‌ ‌your‌ ‌authority‌ ‌to‌ ‌operate‌ ‌the‌ ‌equipment.‌ ‌ 
‌ 

Radiation‌ ‌Exposure‌ ‌Statement‌ ‌ 
‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌FCC‌ ‌RF‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                           
environment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌‌installed‌‌and‌‌operated‌‌with‌‌a‌‌minimum‌‌distance‌‌of‌‌20‌‌                           
centimeters‌ ‌between‌ ‌the‌ ‌radiator‌ ‌and‌ ‌your‌ ‌body.‌ ‌ 
‌ 
‌ 

Industry‌ ‌Canada‌ ‌Statement‌ ‌(Balance‌ ‌one)‌ ‌ 
‌ 

This‌ ‌product‌ ‌meets‌ ‌the‌ ‌applicable‌ ‌Innovation,‌ ‌Science‌ ‌and‌ ‌Economic‌ ‌Development‌ ‌Canada‌‌                     
technical‌ ‌specifications.‌ ‌ 
‌ 

Le‌ ‌présent‌ ‌produit‌ ‌est‌ ‌conforme‌ ‌aux‌ ‌spécifications‌ ‌techniques‌ ‌applicables‌ ‌d'Innovation,‌‌                   
Sciences‌ ‌et‌ ‌Développement‌ ‌économique‌ ‌Canada.‌ ‌ 
‌ 

This‌ ‌device‌ ‌contains‌ ‌licence-exempt‌ ‌transmitter(s)/receiver(s)‌ ‌that‌ ‌comply‌ ‌with‌ ‌Innovation,‌‌                 
Science‌‌and‌‌Economic‌‌Development‌‌Canada’s‌‌licence-exempt‌‌RSS(s).‌‌Operation‌‌is‌‌subject‌‌to‌‌                     
the‌ ‌following‌ ‌two‌ ‌conditions:‌ ‌ 
‌ 

(1)‌ ‌This‌ ‌device‌ ‌may‌ ‌not‌ ‌cause‌ ‌interference.‌ ‌ 
(2)‌ ‌This‌ ‌device‌ ‌must‌‌accept‌‌any‌‌interference,‌‌including‌‌interference‌‌that‌‌may‌‌cause‌‌undesired‌‌                         
opera-‌ ‌tion‌ ‌of‌ ‌the‌ ‌device.‌ ‌ 
‌ 

Le‌ ‌present‌‌appareil‌‌est‌‌conforme‌‌aux‌‌CNR‌‌d'Industrie‌‌Canada‌‌applicables‌‌aux‌‌appareils‌‌radio‌‌                         
ex-‌ ‌empts‌ ‌de‌ ‌licence.‌ ‌L'exploitation‌ ‌est‌ ‌autorisee‌ ‌aux‌ ‌deux‌ ‌conditions‌ ‌suivantes:‌ ‌ 
‌ 

(1)‌ ‌l’appareil‌ ‌ne‌ ‌doit‌ ‌pas‌ ‌produire‌ ‌de‌ ‌brouillage,‌ ‌et‌ ‌ 
(2)‌ ‌l’utilisateur‌ ‌de‌ ‌l’appareil‌ ‌doit‌ ‌accepter‌ ‌tout‌ ‌brouillage‌ ‌radioelectrique‌ ‌subi,‌ ‌meme‌ ‌si‌ ‌le‌‌                         

‌ 

‌ 
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‌ 
brouillage‌ ‌est‌ ‌susceptible‌ ‌d’en‌ ‌ 
‌ 

(i)‌ ‌The‌ ‌device‌ ‌for‌ ‌operation‌ ‌in‌ ‌the‌ ‌band‌ ‌5150-5250‌ ‌MHz‌ ‌is‌ ‌only‌ ‌for‌ ‌indoor‌ ‌use‌ ‌to‌ ‌reduce‌ ‌the‌‌                                   
potent‌ ‌for‌ ‌harmful‌ ‌interference‌ ‌to‌ ‌co-channel‌ ‌mobile‌ ‌satellite‌ ‌systems‌‌ ‌  
‌ 

(ii)‌‌For‌‌devices‌‌with‌‌detachable‌‌antenna(s),‌‌the‌‌maximum‌‌antenna‌‌gain‌‌permitted‌‌for‌‌devices‌‌in‌‌                           
band‌ ‌5725-5850‌ ‌MHz‌ ‌shall‌ ‌be‌ ‌such‌ ‌that‌ ‌the‌ ‌equipment‌ ‌still‌ ‌complies‌ ‌with‌ ‌the‌ ‌e.i.r.p.‌ ‌limits‌‌                             
specified‌ ‌for‌ ‌point-to-point‌ ‌and‌ ‌non-point-to-point‌ ‌operation‌ ‌as‌ ‌appropriate‌ ‌and‌ ‌ 
The‌‌high-power‌‌radars‌‌are‌‌allocated‌‌as‌‌primary‌‌users‌‌(i.e.‌‌priority‌‌users)‌‌of‌‌the‌‌band‌‌5725-5850‌‌                             
MHz‌ ‌and‌ ‌that‌ ‌these‌ ‌radars‌ ‌could‌ ‌cause‌ ‌interference‌ ‌and/or‌ ‌damage‌ ‌to‌ ‌LE-LAN‌ ‌devices.‌ ‌ 
‌ 

(i)‌ ‌Le‌ ‌dispositif‌ ‌fonctionnant‌ ‌dans‌ ‌la‌ ‌bande‌ ‌5150-5250‌ ‌MHz‌ ‌est‌ ‌reserve‌ ‌uniquement‌ ‌pour‌ ‌ 
utilisation‌ ‌a‌ ‌l'interieur‌ ‌afin‌ ‌de‌ ‌reduire‌ ‌les‌ ‌risques‌ ‌de‌ ‌brouillage‌ ‌prejudiciable‌ ‌aux‌ ‌systemes‌ ‌de‌‌                           
satellites‌ ‌mobiles‌ ‌utilisant‌ ‌les‌ ‌memes‌ ‌canaux‌‌ ‌  
‌ 

(ii)‌ ‌Le‌ ‌gain‌ ‌maximal‌ ‌d'antenne‌ ‌permis‌‌pour‌‌les‌‌dispositifs‌‌avec‌‌antenne(s)‌‌amovible(s)‌‌utilisan‌‌                         
bande‌‌5725-5850‌‌MHz‌‌doit‌‌se‌‌conformer‌‌a‌‌la‌‌limitation‌‌P.I.R.E‌‌specifiee‌‌pour‌‌l'exploitation‌‌point‌‌                           
a‌ ‌point‌ ‌et‌ ‌non‌ ‌point‌ ‌a‌ ‌point,‌ ‌selon‌ ‌le‌ ‌cas.‌ ‌ 
En‌ ‌outre,‌ ‌les‌ ‌utilisateurs‌ ‌devraient‌ ‌aussi‌ ‌etre‌ ‌avises‌ ‌que‌ ‌les‌ ‌utilisateurs‌ ‌de‌ ‌radars‌ ‌de‌ ‌haute‌‌                             
puissance‌ ‌sont‌ ‌designes‌ ‌utilisateurs‌ ‌principaux‌ ‌(c.-a-d.,‌ ‌qu'ils‌ ‌ont‌ ‌la‌ ‌priorite)‌ ‌pour‌ ‌les‌ ‌bande‌                         
5725-5850‌ ‌MHz‌ ‌et‌ ‌que‌ ‌ces‌ ‌radars‌ ‌pourraient‌ ‌causer‌ ‌du‌ ‌brouillage‌ ‌et/ou‌ ‌des‌ ‌dommages‌ ‌aux‌‌                           
dispositifs‌ ‌LAN-EL.‌ ‌ 
‌ 

Radiation‌ ‌Exposure‌ ‌Statement‌ ‌ 
‌ 

This‌ ‌device‌ ‌complies‌ ‌with‌ ‌the‌ ‌ISED‌ ‌radiation‌ ‌exposure‌ ‌limit‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                           
environment.‌ ‌This‌ ‌device‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌minimum‌ ‌distance‌ ‌20cm‌‌                       
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 
‌ 

Cet‌ ‌equipement‌ ‌est‌ ‌conforme‌ ‌avec‌ ‌l'exposition‌ ‌aux‌ ‌radiations‌ ‌ISED‌ ‌definies‌ ‌pour‌ ‌un‌‌                       
environnement‌‌non‌‌controle.‌‌Cet‌‌equipement‌‌doit‌‌etre‌‌installe‌‌et‌‌utilise‌‌a‌‌une‌‌distance‌‌minimum‌‌                           
de‌ ‌20‌ ‌cm‌ ‌entre‌ ‌le‌ ‌radiateur‌ ‌et‌ ‌votre‌ ‌corps.‌ ‌ 
‌ 
‌ 
‌ 

.‌ ‌ 
‌   

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌One‌ ‌)‌ ‌ 

‌ 

‌ 

‌ 

‌ 
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‌ 

‌ 
‌ 
‌ 

‌ 

2.4GHz‌ ‌(‌ ‌2412‌ ‌-‌ ‌2472‌ ‌MHz‌ ‌)‌ ‌:‌ ‌16.59‌ ‌dBm‌ ‌ 
5GHz‌ ‌(‌ ‌5150‌ ‌-‌ ‌5250‌ ‌MHz‌ ‌)‌ ‌:‌ ‌21.38‌ ‌dBm‌ ‌ 

‌ 

‌ 
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‌ 
5GHz‌ ‌(‌ ‌5725‌ ‌-‌ ‌5850‌ ‌MHz‌ ‌)‌ ‌:‌ ‌13.25‌ ‌dBm‌ ‌ 

‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌CE‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌ ‌envi-‌‌                           
ronment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌a‌ ‌minimum‌ ‌distance‌‌of‌‌20cm‌‌                           
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 

Contact‌ ‌as:‌ ‌‌https://www.peplink.com/‌ ‌ 

‌ 

‌ 
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‌ 
For‌ ‌Balance‌ ‌one‌ ‌core,‌ ‌Balance‌ ‌20,‌ ‌Balance‌ ‌30‌ ‌LTE,‌ ‌Balance‌ ‌210,‌ ‌Balance‌ ‌310X,‌‌                         
Balance‌ ‌310X‌ ‌5G,‌ ‌Balance‌ ‌310‌ ‌5G,‌ ‌Balance‌ ‌310‌ ‌Fiber‌ ‌5G,‌ ‌Balance‌ ‌305,‌ ‌Balance‌‌                         
380,‌ ‌Balance‌ ‌580,‌ ‌Balance‌ ‌710,‌ ‌Balance‌ ‌1350,‌ ‌Balance‌ ‌2500,‌ ‌EPX,‌‌Balance‌‌SDX,‌‌                       
MediaFast‌ ‌500,‌ ‌MediaFast‌ ‌750‌ ‌ 
‌ 

Federal‌ ‌Communication‌ ‌Commission‌ ‌Interference‌ ‌Statement‌ ‌ 
‌ 

This‌‌equipment‌‌has‌‌been‌‌tested‌‌and‌‌found‌‌to‌‌comply‌‌with‌‌the‌‌limits‌‌for‌‌a‌‌Class‌‌A‌‌digital‌‌device,‌‌                                   
pursuant‌ ‌to‌ ‌Part‌ ‌15‌ ‌of‌ ‌the‌ ‌FCC‌ ‌Rules.‌ ‌These‌ ‌limits‌ ‌are‌ ‌designed‌ ‌to‌ ‌provide‌ ‌reasonable‌‌                             
protection‌ ‌against‌ ‌harmful‌ ‌interference‌ ‌when‌ ‌the‌ ‌equipment‌ ‌is‌ ‌operated‌ ‌in‌ ‌a‌ ‌commercial‌‌                       
environment.‌‌This‌‌equipment‌‌generates,‌‌uses,‌‌and‌‌can‌‌radiate‌‌radio‌‌frequency‌‌energy,‌‌and‌‌if‌‌it‌‌                           
is‌ ‌not‌ ‌installed‌ ‌and‌ ‌used‌ ‌in‌ ‌accordance‌ ‌with‌ ‌the‌ ‌instruction‌ ‌manual,‌ ‌it‌ ‌may‌ ‌cause‌ ‌harmful‌‌                             
interference‌‌to‌‌radio‌‌communications.‌‌Operation‌‌of‌‌this‌‌equipment‌‌in‌‌a‌‌residential‌‌area‌‌is‌‌likely‌                           
to‌‌cause‌‌harmful‌‌interference,‌‌in‌‌which‌‌case‌‌the‌‌user‌‌will‌‌be‌‌required‌‌to‌‌correct‌‌the‌‌interference‌‌                               
at‌ ‌his‌ ‌own‌ ‌expense.‌ ‌ 
‌ 

Any‌ ‌changes‌ ‌or‌ ‌modifications‌ ‌not‌ ‌expressly‌‌approved‌‌by‌‌the‌‌party‌‌responsible‌‌for‌‌compliance‌‌                         
could‌ ‌void‌ ‌your‌ ‌authority‌ ‌to‌ ‌operate‌ ‌the‌ ‌equipment.‌ ‌ 
‌ 

Radiation‌‌Exposure‌‌Statement‌‌‌(Balance‌‌30‌‌LTE,‌‌Balance‌‌310X,‌‌Balance‌‌310X‌‌5G,‌‌Balance‌‌                       
310‌ ‌5G,‌ ‌Balance‌ ‌310‌ ‌Fiber‌ ‌5G)‌ ‌ 
‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌FCC‌ ‌RF‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                           
environment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌a‌ ‌minimum‌ ‌distance‌ ‌of‌‌                         
20cm‌ ‌between‌ ‌the‌ ‌radiator‌ ‌and‌ ‌your‌ ‌body.‌ ‌ 
‌ 

Industry‌ ‌Canada‌ ‌Statement‌ ‌(Balance‌ ‌one‌ ‌core,‌ ‌Balance‌ ‌20,‌ ‌Balance‌ ‌30‌ ‌LTE,‌‌                     
Balance‌ ‌310X,‌ ‌Balance‌‌310X‌‌5G,‌‌Balance‌‌310‌‌5G,‌‌Balance‌‌310‌‌Fiber‌‌5G,‌‌Balance‌‌                         
305,‌ ‌Balance‌ ‌380,‌ ‌Balance‌ ‌580,‌ ‌Balance‌ ‌710,‌ ‌Balance‌ ‌1350,‌ ‌Balance‌ ‌2500,‌ ‌EPX,‌‌                       
Balance‌ ‌SDX,‌ ‌MediaFast‌ ‌500,‌ ‌MediaFast‌ ‌750)‌ ‌ 
‌ 

This‌ ‌product‌ ‌meets‌ ‌the‌ ‌applicable‌ ‌Innovation,‌ ‌Science‌ ‌and‌ ‌Economic‌ ‌Development‌ ‌Canada‌‌                     
technical‌ ‌specifications.‌ ‌ 
‌ 

Le‌ ‌present‌ ‌produit‌ ‌est‌ ‌conforme‌ ‌aux‌ ‌specifications‌ ‌techniques‌ ‌applicables‌ ‌d'Innovation,‌‌                   
Sciences‌ ‌et‌ ‌Developpement‌ ‌economique‌ ‌Canada.‌ ‌ 
‌ 

For‌‌Balance‌‌30‌‌LTE,‌‌Balance‌‌310X,‌‌Balance‌‌310X‌‌5G,‌‌Balance‌‌310‌‌5G,‌‌Balance‌‌310‌‌Fiber‌‌                             
5G‌ ‌ 
‌ 

This‌ ‌device‌ ‌contains‌ ‌licence-exempt‌ ‌transmitter(s)/receiver(s)‌ ‌that‌ ‌comply‌ ‌with‌ ‌Innovation,‌‌                 
Science‌‌and‌‌Economic‌‌Development‌‌Canada’s‌‌licence-exempt‌‌RSS(s).‌‌Operation‌‌is‌‌subject‌‌to‌‌                     
the‌ ‌following‌ ‌two‌ ‌conditions:‌ ‌ 

‌ 

‌ 
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‌ 
‌ 

(1)‌ ‌This‌ ‌device‌ ‌may‌ ‌not‌ ‌cause‌ ‌interference.‌ ‌ 
(2)‌ ‌This‌ ‌device‌ ‌must‌‌accept‌‌any‌‌interference,‌‌including‌‌interference‌‌that‌‌may‌‌cause‌‌undesired‌‌                         
operation‌ ‌of‌ ‌the‌ ‌device.‌ ‌ 
‌ 

Le‌ ‌present‌‌appareil‌‌est‌‌conforme‌‌aux‌‌CNR‌‌d'Industrie‌‌Canada‌‌applicables‌‌aux‌‌appareils‌‌radio‌‌                         
exempts‌ ‌de‌ ‌licence.‌ ‌L'exploitation‌ ‌est‌ ‌autorisee‌ ‌aux‌ ‌deux‌ ‌conditions‌ ‌suivantes:‌ ‌ 
‌ 

(1)‌ ‌l’appareil‌ ‌ne‌ ‌doit‌ ‌pas‌ ‌produire‌ ‌de‌ ‌brouillage,‌ ‌et‌ ‌ 
(2)‌ ‌l’utilisateur‌ ‌de‌ ‌l’appareil‌ ‌doit‌ ‌accepter‌ ‌tout‌ ‌brouillage‌ ‌radioelectrique‌ ‌subi,‌ ‌meme‌ ‌si‌ ‌le‌‌                         
brouillage‌ ‌est‌ ‌susceptible‌ ‌d’en‌ ‌ 
‌ 

Radiation‌‌Exposure‌‌Statement‌‌‌(Balance‌‌30‌‌LTE,‌‌Balance‌‌310X,‌‌Balance‌‌310X‌‌5G,‌‌Balance‌‌                       
310‌ ‌5G,‌ ‌Balance‌ ‌310‌ ‌Fiber‌ ‌5G)‌ ‌ 
‌ 

This‌ ‌device‌ ‌complies‌ ‌with‌ ‌the‌ ‌ISED‌ ‌radiation‌ ‌exposure‌ ‌limit‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                           
environment.‌ ‌This‌ ‌device‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌minimum‌ ‌distance‌ ‌20cm‌‌                       
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 
‌ 

Cet‌ ‌équipement‌ ‌est‌ ‌conforme‌ ‌avec‌ ‌l'exposition‌ ‌aux‌ ‌radiations‌ ‌ISED‌ ‌définies‌ ‌pour‌ ‌un‌‌                       
environnement‌‌non‌‌contrôlé.‌‌Cet‌‌équipement‌‌doit‌‌être‌‌installé‌‌et‌‌utilisé‌‌à‌‌une‌‌distance‌‌minimum‌‌                           
de‌ ‌20‌ ‌cm‌ ‌entre‌ ‌le‌ ‌radiateur‌ ‌et‌ ‌votre‌ ‌corps.‌ ‌ 

Battery‌ ‌Caution‌ ‌Statement‌ ‌(Balance‌ ‌30‌ ‌LTE,‌ ‌Balance‌ ‌210,‌ ‌Balance‌ ‌310‌ ‌5G,‌‌                     
Balance‌ ‌310X,‌ ‌Balance‌ ‌310X‌ ‌5G,‌ ‌Balance‌ ‌310‌ ‌Fiber‌ ‌5G,‌ ‌Balance‌ ‌SDX)‌ ‌ 

Risk‌ ‌of‌ ‌explosion‌ ‌if‌ ‌the‌ ‌battery‌ ‌is‌ ‌replaced‌ ‌by‌ ‌an‌ ‌incorrect‌ ‌type.‌ ‌ 
‌ 
‌ 

Safety‌ ‌Statement‌ ‌(Balance‌ ‌SDX)‌ ‌ 
‌ 

Class‌ ‌I‌ ‌Equipment.‌ ‌This‌ ‌equipment‌ ‌must‌‌be‌‌earthed.‌‌The‌‌power‌‌plug‌‌must‌‌be‌‌connected‌‌to‌‌a‌‌                               
properly‌ ‌wired‌ ‌earth‌ ‌ground‌ ‌socket‌ ‌outlet.‌ ‌An‌ ‌improperly‌ ‌wired‌ ‌socket‌ ‌outlet‌ ‌could‌ ‌place‌‌                         
hazardous‌ ‌voltages‌ ‌on‌ ‌accessible‌ ‌metal‌ ‌parts.‌ ‌ 
‌ 

All‌ ‌Ethernet‌ ‌cables‌ ‌are‌ ‌designed‌ ‌for‌ ‌intra-building‌ ‌connection‌ ‌to‌ ‌other‌ ‌equipment.‌ ‌Do‌ ‌not‌‌                         
connect‌‌these‌‌ports‌‌directly‌‌to‌‌communication‌‌wiring‌‌or‌‌other‌‌wiring‌‌that‌‌exits‌‌the‌‌building‌‌where‌‌                             
the‌ ‌appliance‌ ‌is‌ ‌located.‌ ‌ 

‌ 

‌ 

‌ 
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‌ 
‌ 

FCC‌ ‌Requirements‌ ‌for‌ ‌Operation‌ ‌in‌ ‌the‌ ‌United‌ ‌States‌ ‌ 
Federal‌ ‌Communications‌ ‌Commission‌ ‌(FCC)‌ ‌Compliance‌ ‌Notice:‌ ‌ 

‌ 
For‌ ‌Balance‌ ‌Two‌ ‌ 

‌ 
Federal‌ ‌Communication‌ ‌Commission‌ ‌Interference‌ ‌Statement‌ ‌ 

‌ 
This‌‌equipment‌‌has‌‌been‌‌tested‌‌and‌‌found‌‌to‌‌comply‌‌with‌‌the‌‌limits‌‌for‌‌a‌‌Class‌‌B‌‌digital‌‌device,‌‌                                   
pursuant‌ ‌to‌ ‌part‌ ‌15‌ ‌of‌ ‌the‌ ‌FCC‌ ‌Rules.‌ ‌These‌ ‌limits‌ ‌are‌ ‌designed‌ ‌to‌ ‌provide‌ ‌reasonable‌‌                             
protection‌ ‌against‌ ‌harmful‌ ‌interference‌ ‌in‌ ‌a‌ ‌residential‌ ‌installation.‌ ‌This‌ ‌equipment‌ ‌generates,‌‌                     
uses‌ ‌and‌ ‌can‌‌radiate‌‌radio‌‌frequency‌‌energy‌‌and,‌‌if‌‌not‌‌installed‌‌and‌‌used‌‌in‌‌accordance‌‌with‌‌                               
the‌‌instructions,‌‌may‌‌cause‌‌harmful‌‌interference‌‌to‌‌radio‌‌communications.‌‌However,‌‌there‌‌is‌‌no‌‌                         
guarantee‌ ‌that‌ ‌interference‌ ‌will‌ ‌not‌ ‌occur‌ ‌in‌ ‌a‌ ‌particular‌ ‌installation.‌ ‌If‌ ‌this‌ ‌equipment‌ ‌does‌‌                           
cause‌‌harmful‌‌interference‌‌to‌‌radio‌‌or‌‌television‌‌reception,‌‌which‌‌can‌‌be‌‌determined‌‌by‌‌turning‌‌                           
the‌ ‌equipment‌ ‌off‌ ‌and‌ ‌on,‌ ‌the‌ ‌user‌ ‌is‌ ‌encouraged‌ ‌to‌ ‌try‌ ‌to‌ ‌correct‌ ‌the‌ ‌interference‌‌by‌‌one‌‌or‌‌                                   
more‌ ‌of‌ ‌the‌ ‌following‌ ‌measures:‌ ‌ 
‌ 

-Reorient‌ ‌or‌ ‌relocate‌ ‌the‌ ‌receiving‌ ‌antenna.‌ ‌ 
-Increase‌ ‌the‌ ‌separation‌ ‌between‌ ‌the‌ ‌equipment‌ ‌and‌ ‌receiver.‌ ‌ 
-Connect‌ ‌the‌ ‌equipment‌ ‌into‌ ‌an‌ ‌outlet‌ ‌on‌ ‌a‌ ‌circuit‌ ‌different‌ ‌from‌ ‌that‌ ‌to‌ ‌which‌ ‌the‌ ‌receiver‌ ‌is‌‌                                 
connected.‌ ‌ 
-Consult‌ ‌the‌ ‌dealer‌ ‌or‌ ‌an‌ ‌experienced‌ ‌radio/TV‌ ‌technician‌ ‌for‌ ‌help.‌ ‌ 
‌ 

Any‌ ‌changes‌ ‌or‌ ‌modifications‌ ‌not‌ ‌expressly‌‌approved‌‌by‌‌the‌‌party‌‌responsible‌‌for‌‌compliance‌‌                         
could‌ ‌void‌ ‌your‌ ‌authority‌ ‌to‌ ‌operate‌ ‌the‌ ‌equipment.‌ ‌ 

Battery‌ ‌Caution‌ ‌Statement‌ ‌ 

Risk‌ ‌of‌ ‌explosion‌ ‌if‌ ‌the‌ ‌battery‌ ‌is‌ ‌replaced‌ ‌by‌ ‌an‌ ‌incorrect‌ ‌type.‌ ‌ 

‌ 

‌ 
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‌ 
FCC‌ ‌Requirements‌ ‌for‌ ‌Operation‌ ‌in‌ ‌the‌ ‌United‌ ‌States‌ ‌ 
Federal‌ ‌Communications‌ ‌Commission‌ ‌(FCC)‌ ‌Compliance‌ ‌Notice:‌ ‌ 

‌ 
For‌ ‌Balance‌ ‌20X‌ ‌ 

‌ 
Federal‌ ‌Communication‌ ‌Commission‌ ‌Interference‌ ‌Statement‌ ‌ 
‌ 

This‌‌equipment‌‌has‌‌been‌‌tested‌‌and‌‌found‌‌to‌‌comply‌‌with‌‌the‌‌limits‌‌for‌‌a‌‌Class‌‌A‌‌digital‌‌device,‌‌                                   
pursuant‌ ‌to‌ ‌Part‌ ‌15‌ ‌of‌ ‌the‌ ‌FCC‌ ‌Rules.‌ ‌These‌ ‌limits‌ ‌are‌ ‌designed‌ ‌to‌ ‌provide‌ ‌reasonable‌‌                             
protection‌ ‌against‌ ‌harmful‌ ‌interference‌ ‌when‌ ‌the‌ ‌equipment‌ ‌is‌ ‌operated‌ ‌in‌ ‌a‌ ‌commercial‌‌                       
environment.‌‌This‌‌equipment‌‌generates,‌‌uses,‌‌and‌‌can‌‌radiate‌‌radio‌‌frequency‌‌energy,‌‌and‌‌if‌‌it‌‌                           
is‌ ‌not‌ ‌installed‌ ‌and‌ ‌used‌ ‌in‌ ‌accordance‌ ‌with‌ ‌the‌ ‌instruction‌ ‌manual,‌ ‌it‌ ‌may‌ ‌cause‌ ‌harmful‌‌                             
interference‌‌to‌‌radio‌‌communications.‌‌Operation‌‌of‌‌this‌‌equipment‌‌in‌‌a‌‌residential‌‌area‌‌is‌‌likely‌                           
to‌‌cause‌‌harmful‌‌interference,‌‌in‌‌which‌‌case‌‌the‌‌user‌‌will‌‌be‌‌required‌‌to‌‌correct‌‌the‌‌interference‌‌                               
at‌ ‌his‌ ‌own‌ ‌expense.‌ ‌ 
‌ 

Any‌ ‌changes‌ ‌or‌ ‌modifications‌ ‌not‌ ‌expressly‌‌approved‌‌by‌‌the‌‌party‌‌responsible‌‌for‌‌compliance‌‌                         
could‌ ‌void‌ ‌your‌ ‌authority‌ ‌to‌ ‌operate‌ ‌the‌ ‌equipment.‌ ‌ 
‌ 

Radiation‌ ‌Exposure‌ ‌Statement‌ ‌ 
‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌FCC‌ ‌RF‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                           
environment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌‌installed‌‌and‌‌operated‌‌with‌‌a‌‌minimum‌‌distance‌‌of‌‌20‌‌                           
cm‌ ‌between‌ ‌the‌ ‌radiator‌ ‌and‌ ‌your‌ ‌body.‌ ‌ 
‌ 
‌ 

Industry‌ ‌Canada‌ ‌Statement‌ ‌(Balance‌ ‌20X)‌ ‌ 
‌ 

This‌ ‌product‌ ‌meets‌ ‌the‌ ‌applicable‌ ‌Innovation,‌ ‌Science‌ ‌and‌ ‌Economic‌ ‌Development‌ ‌Canada‌‌                     
technical‌ ‌specifications.‌ ‌ 
‌ 

Le‌ ‌présent‌ ‌produit‌ ‌est‌ ‌conforme‌ ‌aux‌ ‌spécifications‌ ‌techniques‌ ‌applicables‌ ‌d'Innovation,‌‌                   
Sciences‌ ‌et‌ ‌Développement‌ ‌économique‌ ‌Canada.‌ ‌ 
‌ 

This‌ ‌device‌ ‌contains‌ ‌licence-exempt‌ ‌transmitter(s)/receiver(s)‌ ‌that‌ ‌comply‌ ‌with‌ ‌Innovation,‌‌                 
Science‌‌and‌‌Economic‌‌Development‌‌Canada’s‌‌licence-exempt‌‌RSS(s).‌‌Operation‌‌is‌‌subject‌‌to‌‌                     
the‌ ‌following‌ ‌two‌ ‌conditions:‌ ‌ 
‌ 

(1)‌ ‌This‌ ‌device‌ ‌may‌ ‌not‌ ‌cause‌ ‌interference.‌ ‌ 
(2)‌ ‌This‌ ‌device‌ ‌must‌‌accept‌‌any‌‌interference,‌‌including‌‌interference‌‌that‌‌may‌‌cause‌‌undesired‌‌                         
opera-‌ ‌tion‌ ‌of‌ ‌the‌ ‌device.‌ ‌ 
‌ 

Le‌ ‌present‌‌appareil‌‌est‌‌conforme‌‌aux‌‌CNR‌‌d'Industrie‌‌Canada‌‌applicables‌‌aux‌‌appareils‌‌radio‌‌                         
ex-‌ ‌empts‌ ‌de‌ ‌licence.‌ ‌L'exploitation‌ ‌est‌ ‌autorisee‌ ‌aux‌ ‌deux‌ ‌conditions‌ ‌suivantes:‌ ‌ 

‌ 

‌ 
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‌ 
‌ 

(1)‌ ‌l’appareil‌ ‌ne‌ ‌doit‌ ‌pas‌ ‌produire‌ ‌de‌ ‌brouillage,‌ ‌et‌ ‌ 
(2)‌ ‌l’utilisateur‌ ‌de‌ ‌l’appareil‌ ‌doit‌ ‌accepter‌ ‌tout‌ ‌brouillage‌ ‌radioelectrique‌ ‌subi,‌ ‌meme‌ ‌si‌ ‌le‌‌                         
brouillage‌ ‌est‌ ‌susceptible‌ ‌d’en‌ ‌ 
‌ 

(i)‌ ‌The‌ ‌device‌ ‌for‌ ‌operation‌ ‌in‌ ‌the‌ ‌band‌ ‌5150-5250‌ ‌MHz‌ ‌is‌ ‌only‌ ‌for‌ ‌indoor‌ ‌use‌ ‌to‌ ‌reduce‌ ‌the‌‌                                   
potent‌ ‌for‌ ‌harmful‌ ‌interference‌ ‌to‌ ‌co-channel‌ ‌mobile‌ ‌satellite‌ ‌systems‌‌ ‌  
‌ 

(ii)‌‌For‌‌devices‌‌with‌‌detachable‌‌antenna(s),‌‌the‌‌maximum‌‌antenna‌‌gain‌‌permitted‌‌for‌‌devices‌‌in‌‌                           
band‌ ‌5725-5850‌ ‌MHz‌ ‌shall‌ ‌be‌ ‌such‌ ‌that‌ ‌the‌ ‌equipment‌ ‌still‌ ‌complies‌ ‌with‌ ‌the‌ ‌e.i.r.p.‌ ‌limits‌‌                             
specified‌ ‌for‌ ‌point-to-point‌ ‌and‌ ‌non-point-to-point‌ ‌operation‌ ‌as‌ ‌appropriate‌ ‌and‌ ‌ 
The‌‌high-power‌‌radars‌‌are‌‌allocated‌‌as‌‌primary‌‌users‌‌(i.e.‌‌priority‌‌users)‌‌of‌‌the‌‌band‌‌5725-5850‌‌                             
MHz‌ ‌and‌ ‌that‌ ‌these‌ ‌radars‌ ‌could‌ ‌cause‌ ‌interference‌ ‌and/or‌ ‌damage‌ ‌to‌ ‌LE-LAN‌ ‌devices.‌ ‌ 
‌ 

(i)‌ ‌Le‌ ‌dispositif‌ ‌fonctionnant‌ ‌dans‌ ‌la‌ ‌bande‌ ‌5150-5250‌ ‌MHz‌ ‌est‌ ‌reserve‌ ‌uniquement‌ ‌pour‌ ‌ 
utilisation‌ ‌a‌ ‌l'interieur‌ ‌afin‌ ‌de‌ ‌reduire‌ ‌les‌ ‌risques‌ ‌de‌ ‌brouillage‌ ‌prejudiciable‌ ‌aux‌ ‌systemes‌ ‌de‌‌                           
satellites‌ ‌mobiles‌ ‌utilisant‌ ‌les‌ ‌memes‌ ‌canaux‌‌ ‌  
‌ 

(ii)‌ ‌Le‌ ‌gain‌ ‌maximal‌ ‌d'antenne‌ ‌permis‌‌pour‌‌les‌‌dispositifs‌‌avec‌‌antenne(s)‌‌amovible(s)‌‌utilisan‌‌                         
bande‌‌5725-5850‌‌MHz‌‌doit‌‌se‌‌conformer‌‌a‌‌la‌‌limitation‌‌P.I.R.E‌‌specifiee‌‌pour‌‌l'exploitation‌‌point‌‌                           
a‌ ‌point‌ ‌et‌ ‌non‌ ‌point‌ ‌a‌ ‌point,‌ ‌selon‌ ‌le‌ ‌cas.‌ ‌ 
En‌ ‌outre,‌ ‌les‌ ‌utilisateurs‌ ‌devraient‌ ‌aussi‌ ‌etre‌ ‌avises‌ ‌que‌ ‌les‌ ‌utilisateurs‌ ‌de‌ ‌radars‌ ‌de‌ ‌haute‌‌                             
puissance‌ ‌sont‌ ‌designes‌ ‌utilisateurs‌ ‌principaux‌ ‌(c.-a-d.,‌ ‌qu'ils‌ ‌ont‌ ‌la‌ ‌priorite)‌ ‌pour‌ ‌les‌ ‌bande‌                         
5725-5850‌ ‌MHz‌ ‌et‌ ‌que‌ ‌ces‌ ‌radars‌ ‌pourraient‌ ‌causer‌ ‌du‌ ‌brouillage‌ ‌et/ou‌ ‌des‌ ‌dommages‌ ‌aux‌‌                           
dispositifs‌ ‌LAN-EL.‌ ‌ 
‌ 

Radiation‌ ‌Exposure‌ ‌Statement‌ ‌ 
‌ 

This‌ ‌device‌ ‌complies‌ ‌with‌ ‌the‌ ‌ISED‌ ‌radiation‌ ‌exposure‌ ‌limit‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌‌                           
environment.‌ ‌This‌ ‌device‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌minimum‌ ‌distance‌ ‌20cm‌‌                       
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 
‌ 

Cet‌ ‌equipement‌ ‌est‌ ‌conforme‌ ‌avec‌ ‌l'exposition‌ ‌aux‌ ‌radiations‌ ‌ISED‌ ‌definies‌ ‌pour‌ ‌un‌‌                       
environnement‌‌non‌‌controle.‌‌Cet‌‌equipement‌‌doit‌‌etre‌‌installe‌‌et‌‌utilise‌‌a‌‌une‌‌distance‌‌minimum‌‌                           
de‌ ‌20‌ ‌cm‌ ‌entre‌ ‌le‌ ‌radiateur‌ ‌et‌ ‌votre‌ ‌corps.‌ ‌ 

Battery‌ ‌Caution‌ ‌Statement‌ ‌ 

Risk‌ ‌of‌ ‌explosion‌ ‌if‌ ‌the‌ ‌battery‌ ‌is‌ ‌replaced‌ ‌by‌ ‌an‌ ‌incorrect‌ ‌type.‌ ‌ 

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌One‌ ‌Core‌ ‌)‌ ‌ 

‌ 

‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌Two‌ ‌)‌ 

‌ 

‌ 

‌ 
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‌ 
‌ 

CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌20X‌ ‌)‌ ‌ 
‌ 

‌ 

‌ 
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‌ 
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‌ 

‌ 
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‌ 
2.4GHz‌ ‌(‌ ‌2412‌ ‌-‌ ‌2472‌ ‌MHz‌ ‌)‌ ‌:‌ ‌19.84‌ ‌dBm‌ ‌ 
5GHz‌ ‌(‌ ‌5150‌ ‌-‌ ‌5250‌ ‌MHz‌ ‌)‌ ‌:‌ ‌22.89‌ ‌dBm‌ ‌ 
WWAN‌ ‌:‌ ‌Refer‌ ‌3GPP‌ ‌TS‌ ‌36.521‌ ‌-1‌ ‌(‌ ‌UE‌ ‌Power‌ ‌class‌ ‌)‌ ‌ 

‌ 

‌ 
‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌CE‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌ ‌envi-‌‌                           
ronment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌a‌ ‌minimum‌ ‌distance‌‌of‌‌20cm‌‌                           
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 

contact‌ ‌as:‌ ‌‌https://www.peplink.com/‌ ‌ 

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌30‌ ‌LTE‌ ‌)‌ ‌ 

‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

WWAN‌ ‌:‌ ‌Refer‌ ‌3GPP‌ ‌TS‌ ‌36.521‌ ‌-1‌ ‌(‌ ‌UE‌ ‌Power‌ ‌class‌ ‌)‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌CE‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌ ‌envi-‌‌                           
ronment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌a‌ ‌minimum‌ ‌distance‌‌of‌‌20cm‌‌                           
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 

contact‌ ‌as:‌‌ ‌‌https://www.peplink.com/‌ ‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  339‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

http://www.peplink.com/
http://www.peplink.com/
https://www.peplink.com/


‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌210‌ ‌)‌ ‌ 

‌ 

‌ 

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌310‌ ‌5G‌ ‌)‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

‌ 

WWAN‌ ‌:‌ ‌Refer‌ ‌3GPP‌ ‌TS‌ ‌36.521‌ ‌-1‌ ‌(‌ ‌UE‌ ‌Power‌ ‌class‌ ‌)‌ ‌ 
EM7565‌ ‌module:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 
EM9191‌ ‌module:‌ ‌ 

‌ 
MV31-W‌ ‌module:‌ ‌ 

‌ 

‌ 
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‌ 

‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌CE‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌ ‌envi-‌‌                           
ronment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌a‌ ‌minimum‌ ‌distance‌‌of‌‌21cm‌‌                           
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 

contact‌ ‌as:‌‌ ‌‌https://www.peplink.com/‌ ‌ 

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(Balance‌ ‌310X‌ ‌5G)‌ ‌ 

‌ 

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(Balance‌ ‌310‌ ‌Fiber‌ ‌5G)‌ ‌ 

‌ 

‌ 

‌ 
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‌ 

‌ 

2.4GHz‌ ‌(‌ ‌2412‌ ‌–‌ ‌2472‌ ‌MHz‌ ‌)‌ ‌:‌ ‌19.94‌ ‌dBm‌ ‌ 
5GHz‌ ‌(‌ ‌5150‌ ‌-‌ ‌5250‌ ‌MHz‌ ‌)‌ ‌:‌ ‌22.76‌ ‌dBm‌ ‌ 
WWAN‌ ‌:‌ ‌Refer‌ ‌3GPP‌ ‌TS‌ ‌36.521‌ ‌-1‌ ‌(‌ ‌UE‌ ‌Power‌ ‌class‌ ‌)‌ ‌ 

‌ 

This‌ ‌equipment‌ ‌complies‌ ‌with‌ ‌CE‌ ‌radiation‌ ‌exposure‌ ‌limits‌ ‌set‌ ‌forth‌ ‌for‌ ‌an‌ ‌uncontrolled‌ ‌envi-‌‌                           
ronment.‌ ‌This‌ ‌equipment‌ ‌should‌ ‌be‌ ‌installed‌ ‌and‌ ‌operated‌ ‌with‌ ‌a‌ ‌minimum‌ ‌distance‌‌of‌‌20cm‌‌                           
between‌ ‌the‌ ‌radiator‌ ‌&‌ ‌your‌ ‌body.‌ ‌ 

contact‌ ‌as:‌‌ ‌‌https://www.peplink.com/‌ ‌ 

‌ 

‌ 
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‌ 
CE‌ ‌Statement‌ ‌for‌ ‌Pepwave‌ ‌Routers‌ ‌(‌ ‌Balance‌ ‌SDX‌ ‌)‌ ‌ 

‌ 

‌ 

‌ 
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‌ 

‌ 

‌ 

‌ 

‌ 

contact‌ ‌as:‌‌ ‌‌https://www.peplink.com/‌ ‌ 

‌ 

‌ 

‌ 

https://www.peplink.com‌ ‌  352‌ ‌   ‌Copyright‌ ‌@‌ ‌2021‌ ‌Peplink‌ ‌ 

http://www.peplink.com/
http://www.peplink.com/
https://www.peplink.com/


‌ 
‌ 

FCC‌ ‌Requirements‌ ‌for‌ ‌Operation‌ ‌in‌ ‌the‌ ‌United‌ ‌States‌ ‌ 
Federal‌ ‌Communications‌ ‌Commission‌ ‌(FCC)‌ ‌Compliance‌ ‌Notice:‌ ‌ 

‌ 

For‌ ‌Balance‌ ‌SDX‌ ‌Pro‌ ‌ 
‌ 

Federal‌ ‌Communication‌ ‌Commission‌ ‌Interference‌ ‌Statement‌ ‌ 

This‌ ‌equipment‌ ‌has‌ ‌been‌ ‌tested‌ ‌and‌ ‌found‌ ‌to‌ ‌comply‌ ‌with‌ ‌the‌ ‌limits‌ ‌for‌ ‌a‌ ‌Class‌ ‌A‌ ‌digital‌ ‌device,‌‌ 
pursuant‌ ‌to‌ ‌Part‌ ‌15‌ ‌of‌ ‌the‌ ‌FCC‌ ‌Rules.‌ ‌These‌ ‌limits‌ ‌are‌ ‌designed‌ ‌to‌ ‌provide‌ ‌reasonable‌‌ 
protection‌ ‌against‌ ‌harmful‌ ‌interference‌ ‌when‌ ‌the‌ ‌equipment‌ ‌is‌ ‌operated‌ ‌in‌ ‌a‌ ‌commercial‌‌ 
environment.‌ ‌This‌ ‌equipment‌ ‌generates,‌ ‌uses,‌ ‌and‌ ‌can‌ ‌radiate‌ ‌radio‌ ‌frequency‌ ‌energy,‌ ‌and‌ ‌if‌ ‌it‌‌ 
is‌ ‌not‌ ‌installed‌ ‌and‌ ‌used‌ ‌in‌ ‌accordance‌ ‌with‌ ‌the‌ ‌instruction‌ ‌manual,‌ ‌it‌ ‌may‌ ‌cause‌ ‌harmful‌‌ 
interference‌ ‌to‌ ‌radio‌ ‌communications.‌ ‌Operation‌ ‌of‌ ‌this‌ ‌equipment‌ ‌in‌ ‌a‌ ‌residential‌ ‌area‌ ‌is‌ ‌likely‌‌ 
to‌ ‌cause‌ ‌harmful‌ ‌interference,‌ ‌in‌ ‌which‌ ‌case‌ ‌the‌ ‌user‌ ‌will‌ ‌be‌ ‌required‌ ‌to‌ ‌correct‌ ‌the‌ ‌interference‌‌ 
at‌ ‌his‌ ‌own‌ ‌expense.‌ ‌ 

Any‌ ‌changes‌ ‌or‌ ‌modifications‌ ‌not‌ ‌expressly‌ ‌approved‌ ‌by‌ ‌the‌ ‌party‌ ‌responsible‌ ‌for‌ ‌compliance‌‌ 
could‌ ‌void‌ ‌your‌ ‌authority‌ ‌to‌ ‌operate‌ ‌the‌ ‌equipment.‌ ‌ 

‌ 

Industry‌ ‌Canada‌ ‌Statement‌ ‌(Balance‌ ‌SDX‌ ‌Pro)‌ ‌ 

This‌ ‌product‌ ‌meets‌ ‌the‌ ‌applicable‌ ‌Innovation,‌ ‌Science‌ ‌and‌ ‌Economic‌ ‌Development‌ ‌Canada‌‌ 
technical‌ ‌Specifications.‌ ‌ 

Le‌ ‌présent‌ ‌produit‌ ‌est‌ ‌conforme‌ ‌aux‌ ‌spécifications‌ ‌techniques‌ ‌applicables‌ ‌d'Innovation,‌ 
Sciences‌ ‌et‌ ‌Développement‌ ‌économique‌ ‌Canada.‌ ‌ 

‌ 
Battery‌ ‌Caution‌ ‌Statement‌ ‌(Balance‌ ‌SDX‌ ‌Pro)‌ ‌ 
Risk‌ ‌of‌ ‌explosion‌ ‌if‌ ‌the‌ ‌battery‌ ‌is‌ ‌replaced‌ ‌by‌ ‌an‌ ‌incorrect‌ ‌type.‌ ‌ 

‌ 

‌ 

‌ 
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‌ 
FCC‌ ‌Requirements‌ ‌for‌ ‌Operation‌ ‌in‌ ‌the‌ ‌United‌ ‌States‌ ‌ 

Federal‌ ‌Communications‌ ‌Commission‌ ‌(FCC)‌ ‌Compliance‌ ‌Notice:‌‌ ‌  

‌ 

For‌ ‌Balance‌ ‌380X,‌ ‌Balance‌ ‌580X‌ ‌ 

Federal‌ ‌Communication‌ ‌Commission‌ ‌Interference‌ ‌Statement‌ ‌ 

This‌ ‌equipment‌ ‌has‌ ‌been‌ ‌tested‌ ‌and‌ ‌found‌ ‌to‌ ‌comply‌ ‌with‌ ‌the‌ ‌limits‌ ‌for‌ ‌a‌ ‌Class‌ ‌A‌ ‌digital‌ ‌device,‌‌ 
pursuant‌ ‌to‌ ‌Part‌ ‌15‌ ‌of‌ ‌the‌ ‌FCC‌ ‌Rules.‌ ‌These‌ ‌limits‌ ‌are‌ ‌designed‌ ‌to‌ ‌provide‌ ‌reasonable‌‌ 
protection‌ ‌against‌ ‌harmful‌ ‌interference‌ ‌when‌ ‌the‌ ‌equipment‌ ‌is‌ ‌operated‌ ‌in‌ ‌a‌ ‌commercial‌‌ 
environment.‌ ‌This‌ ‌equipment‌ ‌generates,‌ ‌uses,‌ ‌and‌ ‌can‌ ‌radiate‌ ‌radio‌ ‌frequency‌ ‌energy,‌ ‌and‌ ‌if‌ ‌it‌‌ 
is‌ ‌not‌ ‌installed‌ ‌and‌ ‌used‌ ‌in‌ ‌accordance‌ ‌with‌ ‌the‌ ‌instruction‌ ‌manual,‌ ‌it‌ ‌may‌ ‌cause‌ ‌harmful‌‌ 
interference‌ ‌to‌ ‌radio‌ ‌communications.‌ ‌Operation‌ ‌of‌ ‌this‌ ‌equipment‌ ‌in‌ ‌a‌ ‌residential‌ ‌area‌ ‌is‌ ‌likely‌‌ 
to‌ ‌cause‌ ‌harmful‌ ‌interference,‌ ‌in‌ ‌which‌ ‌case‌ ‌the‌ ‌user‌ ‌will‌ ‌be‌ ‌required‌ ‌to‌ ‌correct‌ ‌the‌ ‌interference‌‌ 
at‌ ‌his‌ ‌own‌ ‌expense.‌ ‌ 

Any‌ ‌changes‌ ‌or‌ ‌modifications‌ ‌not‌ ‌expressly‌ ‌approved‌ ‌by‌ ‌the‌ ‌party‌ ‌responsible‌ ‌for‌ ‌compliance‌‌ 
could‌ ‌void‌ ‌your‌ ‌authority‌ ‌to‌ ‌operate‌ ‌the‌ ‌equipment.‌ ‌ 

‌ 

Industry‌ ‌Canada‌ ‌Statement‌ ‌(Balance‌ ‌380X,‌ ‌Balance‌ ‌580X)‌ ‌ 

This‌ ‌product‌ ‌meets‌ ‌the‌ ‌applicable‌ ‌Innovation,‌ ‌Science‌ ‌and‌ ‌Economic‌ ‌Development‌ ‌Canada‌‌ 
technical‌ ‌specifications.‌ ‌ 

Ce‌ ‌produit‌ ‌répond‌ ‌aux‌ ‌spécifications‌ ‌techniques‌ ‌applicables‌ ‌à‌ ‌l'innovation,‌ ‌Science‌ ‌et‌‌ 
Développement‌ ‌économique‌ ‌Canada.‌ 

‌ 

‌ 
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‌ 
USB‌ ‌WAN‌ ‌Modem‌ ‌Port‌ ‌Specification‌ ‌ 

Balance‌ ‌Series‌ ‌ 

‌ 

‌ 

‌ 

‌ 

‌ 

‌  
20X‌ ‌  30‌ ‌LTE‌ ‌  30‌ ‌Pro‌ ‌  ONE‌ ‌  TWO‌ ‌  210‌ ‌ 

Output‌‌ 
Rating‌ ‌ 

5V‌ ‌DC,‌ ‌2A‌ ‌  5V‌ ‌DC,‌ ‌2A‌ ‌  5V‌ ‌DC,‌ ‌2A‌ ‌  5V‌ ‌DC,‌ ‌2A‌ ‌  5V‌ ‌DC,‌ ‌1.5A‌ ‌  5V‌ ‌DC,‌ ‌1A‌ ‌ 

‌ ‌  
310X‌ ‌  380‌ ‌  380X‌ ‌  580‌ ‌  580X‌ ‌  710‌ ‌  1350‌ ‌  2500‌ ‌ 

Output‌‌ 
Rating‌ ‌ 

5V‌ ‌DC,‌‌ 
0.5A‌ ‌ 

5V‌ ‌DC,‌‌ 
0.5A‌ ‌  5V‌ ‌DC,‌ ‌1A‌ ‌  5V‌ ‌DC,‌‌ 

0.5A‌ ‌  5V‌ ‌DC,‌ ‌1A‌ ‌  5V‌ ‌DC,‌‌ 
2.5A‌ ‌ 

5V‌ ‌DC,‌‌ 
2.5A‌ ‌ 

5V‌ ‌DC,‌‌ 
2.5A‌ ‌ 
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